
HP t410 All-in-One Smart Zero Client

One and Only
HP’s lowest-power all-in-one smart zero client, delivering PC-like performance using a single wire for
power and network connectivity. Simplify your desktop with zero management and zero compromise.

All-in-One design
Create a powerful, client virtualization environment with a
streamlined all-in-one solution that combines thin client security and
management for impressive PC-like performance.
The innovative design features an 47 cm (18.5”) diagonal LED
monitor for a small desktop footprint.

Power-over-Ethernet
Experience our lowest powered, all-in-one smart zero client with
Type 1 Power-over-Ethernet – designed to operate within a 13-watt
power envelope at 200 nits of brightness through
Power-over-Ethernet.
Benefit from a faster, one-wire set-up. Just plug in your
Power-over-Ethernet wire and you’re ready. No A/C attach required.

PC-like Performance
Built using a high performance Texas Instruments TMS320DM8148
ARM○R CortexTM processor with 1 GB DDR3 SDRAM and 2GB eMMC
Flash memory capacity.
Supports Microsoft®, Citrix and VMware (including PCoIP) VDI
implementations in a single “appliance” set-up.
Featuring DSP Acceleration for RemoteFX, PCoIP and ARM® Neon
extensions for Citrix SoC for a more flexible user experience.

HP Smart Zero Client Technology
Reduce poor network connectivity in densely populated work
environments with HP Velocity, a new HP feature. As network
conditions change, HP Velocity reacts to maintain the highest quality
performance.
Simplify your IT atmosphere with complete configuration and
reconfiguration control over your operating system.
Automatic Intelligence, inherited by HP Smart Zero Client Services,
establishes a secure desktop environment for all devices in minutes,
and downloads everything it needs to deliver a robust user
experience.
If your client virtualization software changes your HP Smart Client
will adapt to your environment. Simply repurpose your HP Smart
Client for another protocol, saving time and money.

Eco-highlights
Help reduce your company’s operating costs with HP’s first, ultra-low
power, Type 1 PoE – Power-over-Ethernet – all-in-one smart zero
client solution.
The HP t410 All-in-One Smart Zero Client also leads the industry in
the development of environmental thin client technologies:
ENERGY STAR® qualified
EPEAT® Gold registered
BFR/PVC free materials

Backed by HP
HP Thin Clients are backed by HP global service and support through
our network of over 50,000 IT professionals in over 100 countries.
The HP t410 All-in-One Smart Zero Client includes a standard,
three-year limited hardware warranty in most regions.
Choose from HP Care Pack Services to extend service contracts
beyond your standard warranties. For more details visit
http://www.hp.com/go/lookuptool.



HP t410 All-in-One Smart Zero Client

Operating System HP Smart Zero Core

Browser Firefox 8 via web add-on

Processors 1 GHz

Memory RAM 1 GB 400 MHz DDR3 SDRAM
ROM 2 GB; Flash

Audio Internal stereo speaker. Audio output: 1/8-inch mini-jack, 16, 20, 24 or 32-bit stereo, 96kHz sample rate. Audio input: 1/8-inch microphone mini-jack,
16, 20, 24 or 32-bit stereo, 96kHz sample rate.

I/O and Peripheral Support 4 USB 2.0; 1 RJ-45; 1 microphone; 1 headphone; 1 power connector; Two of 4 USB 2.0 ports used for keyboard and mouse. When operating on POE,
only USB devices drawing 100mA or less will function properly.

Connectivity 10/100/1000 Ethernet (RJ-45)

Emulations 47 cm (18.5”) diagonal WLED backlit display with HP 3M Display Solution. Maximum resolution is 1366 x 768.

Dimensions (W x D x H) 44.93 x 15.91 x 34.1 cm

Weight 3.65 kg

Energy Efficiency Compliance ENERGY STAR® qualified; EPEAT® Gold registered where applicable/supported. See www.epeat.net for registration status by country.

Power 24W worldwide auto-sensing, 100-240 VAC, 50-60 Hz

Warranty Protected by HP Services, including a 3-3-0 standard warranty. Terms and conditions vary by country and/or Business Model.
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Accessories and services (not included)

3-year next business day exchange HP provides quick replacement of your failed hardware unit the day after it goes down, if the problem
can’t be resolved remotely
Product number: U4847E
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