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			GL1147 - 1.4Vmaximum dropout full load current a low dropout at positive fixed-mode regulator with minimum of 1A output current capability. 
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	Part No.	GL1147 GL1147-50   

	Description	1.4Vmaximum dropout full load current 
 a low dropout at positive fixed-mode regulator with minimum of 1A output current capability.
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	Maker: N/A
	Pack: DIP
	Stock: 441
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			 Related Part Number
	
					PART	Description	Maker
	WC302 WC306 	DC/DC converter. Input voltage 36-72 VDC. Output voltage 12 VDC. Output current 1250 mA. Input current 20 mA(no load), 370 mA(full load).
DC/DC converter. Input voltage 36-72 VDC. Output voltage  -15 VDC. Output current  -500 mA. Input current 20 mA(no load), 365 mA(full load).
	International Power Sources

	SI-3240 SI-3240C SI-3120C SI3240C SI-3150C SI-3000	Linear Regulator IC
5-Terminal Multi-Function Full-Mold Low Dropout Voltage Dropper Type
5-Terminal, Multi-Function, Full-Mold, Low Dropout Voltage Dropper Type
5-Terminal/ Multi-Function/ Full-Mold/ Low Dropout Voltage Dropper Type
Plug-In Relay; Contacts:6PST-4NO/2NC; Coil Voltage DC Max:125V; Contact Carry Current:10A; Coil Resistance:6200ohm; Relay Options:Polycarbonage Covers; Relay Mounting:Plug-In; Leaded Process Compatible:No; Mounting Type:Plug In
Relays 5，终端，多功能，全模，低压差滴管类型
	Sanken
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	FPF216307 	Full Function Load Switch with Adjustable Current Limit
	Fairchild Semiconductor

	DR1P5-05D05 DR1P5-05D12 DR1P5-05D15 DR1P5-05S05 DR	All specifications are typical at nominal input, full load and 25C otherwise noted
	RSG Electronic Components GmbH

	ISL83083EIUZ ISL83082EIB ISL83083EIBZ ISL83086EIBZ	 -15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers
	Intersil Corporation

	SX18AD75-I/DP SX28AD75-I/TQ SX18AD75-I/PQ SX28AD75	; Suppressor Type:Outlet Strip; Transient Energy Rating:4080J; External Depth:6.25"; Approval Bodies:cULus; Applications:High-quality TVSS for datacenters, industrial facilities and commercial buildings 配置通信控制器与电子工程/闪存程序存储器，在系统编程能力和片上调试
Configurable Communications Controllers with EE/Flash Program Memory, In-System Programming Capability and On-Chip Debug 配置通信控制器与电子工程/闪存程序存储器，在系统编程能力和片上调试
8-BIT MICROCONTROLLER
(SXxxxx) Configurable Communications Controllers
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:1400W; Run Time - Half Load:47min; Run Time -  Full Load:21min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:9 RoHS Compliant: NA
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:700W; Run Time - Half Load:13min; Run Time -  Full Load:4min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:8 RoHS Compliant: NA
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:1400W; Run Time - Half Load:14min; Run Time -  Full Load:4min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:9 RoHS Compliant: NA
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:8000W; Run Time - Half Load:24min; Run Time -  Full Load:10min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:13 RoHS Compliant: NA
Data Line Surge Suppressor; Suppressor Type:Data Line; Peak Surge Current:6.5kA; Response Time:1ns; Connector Type A:IEC320-C8; Connector Type B:IEC320-C8; Fax/Modem Protection:Yes; Features:RJ-11 Modem/Fax protection
	SCENIX
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
List of Unclassifed Man...

	NCV2931 	100mA, 5V, Low Dropout Voltage Regulator with 60V Load Dump Protection
	ON SEMICONDUCTOR

	ISL3156EIBZ ISL3156EIUZ ISL3152EIUZ ISL3152EIBZ IS	±16.5kV ESD (IEC61000-4-2) Protected, Large Output Swing, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers
	Intersil Corporation

	SI-3120N SI-3150N SI-3090N SI-3090 SI-3000N SI3050	3-Terminal Full-Mold Low Dropout Voltage Dropper Type
3-Terminal, Full-Mold, Low Dropout Voltage Dropper Type
3-Terminal/ Full-Mold/ Low Dropout Voltage Dropper Type
	SANKEN[Sanken electric]
Sanken Electric Co.,Ltd.

	SI-3000B SI-3157B SI-3025B SI-3.00B 	5-TERMINAL, MULTI-FUNCTION, FULL-MOLD, LOW DROPOUT VOLTAGE DROPPER TYPE
5-Terminal/ Multi-Function/ Full-Mold/ Low Dropout Voltage Dropper Type
	SANKEN[Sanken electric]
Sanken Electric Co.,Ltd.

	SI-3050N SI3120N SI3150N 	(SI-3100 Series) 3-Terminal / Full-Mold / Low Dropout Voltage Dropper Type
	Allegro Microsystems
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