
MultiPresenter Stick MP10RX

Order Code: 100014366, 100014365, 100014139

 ● Allows to connect and show up to 16 mobile devices

 ● Multi-OS to support BYOD initiatives

 ● Screen mirroring on Android/Mac/Win

 ● Easy connection by PIN code

 ● Image and file sharing

 ● Direct connection as well as infrastructure integration

Datasheet

Wireless Presentation solution for NEC 

Projectors and Displays, supporting 

multiple simultaneous connections on 

Win/MAC/iOS/Android

Delivering Genuine Benefits

Processor Quad-Core Intel® Atom Processor

Memory 2 GB DDR3L

Storage
200MB internal memory for file 
sharing

Base OS Yocto Linux(64Bit)

Graphics Intel HD graphics on CPU 

Video/Audio Output 1x HDMI male

Supported Output resolutions Max. 1920 x 1080, 60fps

Connector 1x USB 2.0 Type-A 

Operating temperature 0°C to +40°C

Storage temperature -10°C to +60°C

Size 117mm x 47mm x 14mm

Weight 49 g

Wireless LAN IEEE 802.11 b/g/n(2.4 GHz) Built-in

Power Delivery Micro USB 2.0 Type-B

Power Supply 5 V / 2 A 

Power consumption (Standby / On) <0.1W / 10W

Accessories

AC Power adapter, HDMI Extender 
Cable (200 mm), Free MultiPresenter 
Sender Apps for iOS, Android, MAC, 
Win

For additional pictures and Solutions overview, 
Visit www.nec-display-solutions.com for details.
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Technical Specifications

Order Codes

MP10RX1 – MultiPresenter Stick with US plug 100014366

MP10RX2 – MultiPresenter Stick with Euro plug 100014365

MP10RX4 – MultiPresenter Stick with UK plug 100014139


