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Today, Cooper manufactures thousands of products through its seven electrical products
divisions, which generate over 80 percent of annual revenues, and two tool divisions, which
produce power tool and hand tool lines. Headquartered in Houston, Texas, Cooper has
annual revenues of approximately $4.1 billion, employs over 28,000 people and operates
more than 100 manufacturing facilities around the world.

Cooper is a leader in the global electrical products marketplace. They manufacture thousands of well-known products that are used

around the world all day, every day. 

Cooper's electrical products businesses offer one of the largest and most valued portfolios serving construction, industrial, residential,

utilities, telecommunications and consumer markets. 

Additionally, Cooper provides key products for power distribution markets and is a leader in the European lighting and security business.

Cooper's hand tools are used by tradesmen the world over, and Cooper's power tools offer strength and reliability to automotive,

aerospace and industrial manufacturers.

Cooper B-Line manufactures support systems and enclosures used in 

the installation and retro-fitting of electrical, mechanical and

telecommunications applications.

Cooper Crouse-Hinds makes electrical products designed to protect

electrical systems in demanding commercial and industrial environments

Cooper Menvier manufactures emergency and mains lighting, fixtures 

and lamps, fire detection systems, building security systems, and 

electrical installation materials.

Cooper Wiring Devices makes residential, commercial and industrial 

wiring devices, switches, plugs and receptacles to deliver and control

electrical power.

Cooper Bussmann provides circuit protection and power management

products designed to protect electrical and electronic systems.

Cooper Lighting manufactures lighting fixtures and related products for

indoor and outdoor use.

Cooper Tools manufactures an extensive line of electric and pneumatic

industrial power tools, automated assembly systems and premium 

hand tools.

Cooper Hand Tools manufactures premium hand tools for use in 

do-it-yourself, commercial and industrial applications.

Cooper Power Systems offers equipment, components and systems for 

the distribution and management of electrical power.

Welcome to the latest Cooper B-Line Accessories Catalogue. B-Line are committed to enhancing
and modifying their existing rack and cabinet systems. The accessories featured in this catalogue
will enable you to enhance your cabinets usage by installing extra components which in turn will
expand your cabinets usage and lifespan. All the accessories featured in this catalogue will fit our
existing Access and EC Cabinet range along with all other TIA/EIA-1-D 19” compliant
rack/enclosures. 

Other products from Cooper B-Line

Access Cabinet System

Access is the first cabinet designed to solve the problems of today's networking environment. 
Access provides unique working and cabling accessibility to totally transform cabinet installation
layouts, onsite installation time and on-going system management. So what makes Access so
different from conventional cabinets? The unique construction, open architecture without corner
posts, enables the quick removal of all panels/doors to completely expose the open frame for
installation of cables and/or equipment. Far neater, faster and user friendly cable installations are
possible compared with conventional cabinets. The resultant installation is much easier to
maintain with ready access to equipment and patch panels and the avoidance of messy,
haphazard cabling arrangements. The Access cabinet open frame structure provides virtually
360º total accessibility, prior to fitting panels and doors, which gives installers maximum working
access and the opportunity to greatly improve installation times. The elimination of 
corner posts also removes the need to excessively inset 19" mounting angles, achieving 
maximum equipment and working space. 

Access - Wallbox

This unique cabinet innovation has been specifically designed to bring unrivalled advantages to
wallbox cabinets and will offer a number of benefits to ultimately reduce the total cost of
ownership. So what makes the Access Wallbox so different from a conventional cabinet? The
unique construction, open architecture without corner posts, enables the quick removal of all
panels/doors to completely expose the open frame for installation of cables and/or equipment.
Far neater, faster and user friendly cable installations are possible compared with conventional
cabinets. The resultant installation is much easier to maintain with ready access to equipment
and patch panels and the avoidance of messy, haphazard cabling arrangements.

EC - Cabinet

Competitive markets require cost effective products that deliver the right solution. 
Cooper B- Line introduce EC, a 19" cabinet system designed to give users a practical, yet 
highly versatile cabinet that meets the needs of the most demanding applications. As well as
including common features such as adjustable 19" mounting angles and lockable side panels,
the EC range also includes interchangeable top panels (such as fan trays and brush strip cable
entry panels), a ventilated glass front door for enhanced thermal management and an open 
base design fitted with jacking feet for trouble free installation. Furthermore, the EC design 
boasts excellent style and aesthetics, built to the high quality standard our customers have 
grown to expect over the years from Cooper B-Line. 

EC - Wallbox 

The new EC wall box from Cooper B-Line offers users a highly cost effective and versatile
solution for wall mounted products such as cabling infrastructures, networking and telecom
equipment. The wall box is supplied in the standard light grey with mid grey trims. Wall 
cabinet doors have a quick release two pin hinge mechanism and are supplied fully glazed
with a standard lock. The door can also be easily changed from left to right-hand operation.
The EC wall mounted box is also available with optional steel doors and rear panels made to
order. The 19" mounting rails on the EC wall box are adjustable front to rear and in common with
the freestanding cabinet the wall box has "U" ident markings for ease of equipment location.
Cable entry in the EC wall box is gained through rear top and bottom slots with removable cover
plates and cable management is further enhanced through suitable points for locating and
securing cables. Assembly of the box is made easy with its simple bolt together
construction, allowing a single operator to construct a box in just a few minutes.  

Cooper B-Line also manufacture a wide range of Custom made products including IP54 cabinets
and console systems to customer specific requirements.
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PPaayymmeenntt  wwiitthhiinn  tthhee  UUKK

AAllll  tthhee  ffoolllloowwiinngg  CCrreeddiitt//DDeebbiitt  CCaarrddss  aarree  aacccceeppttaabbllee,,  iinncclluuddiinngg::

VViissaa,,  MMaasstteerrccaarrdd,,  MMaaeessttrroo,,  SSwwiittcchh,,  DDeellttaa  aanndd  EEuurrooccaarrdd

� CChhaarrggeess  mmaayy  aappppllyy  oonn  CCrreeddiitt//DDeebbiitt  CCaarrddss

OOrrddeerr  bbyy  44ppmm  ffoorr  nneexxtt  ddaayy  ddeelliivveerryy..**

FFrreeee  DDeelliivveerryy  oonn  oorrddeerrss  oovveerr  ££225500  ((CCaabbllee  BBaasskkeett  OOnnllyy))..

DDeelliivveerryy  cchhaarrggeess  aappppllyy  oonn  ootthheerr  pprroodduuccttss,,  aasskk  
oouurr  CCuussttoommeerr  SSeerrvviicceess  TTeeaamm  ffoorr  ddeettaaiillss..

**SSuubbjjeecctt  ttoo  aavvaaiillaabbiilliittyy..

FFuurrtthheerr  ddeettaaiillss  aanndd  pprroodduucctt  iinnffoorrmmaattiioonn  ccaann  bbee  ffoouunndd  oonn  oouurr  wweebbssiitteess::

� wwwwww..ccooooppeerrbblliinnee..ccoo..uukk
� wwwwww..ccooooppeerrbblliinnee..nneett  ((FFoorreeiiggnn  LLaanngguuaaggee  SSiittee))

CCooooppeerr  BB--LLiinnee  hhaavvee  aa  ddeeddiiccaatteedd  tteeaamm  wwhhoo  aarree  aavvaaiillaabbllee
ttoo  aannsswweerr  aannyy  tteecchhnniiccaall  qquueessttiioonnss  yyoouu  mmaayy  hhaavvee..

CCrreeddiitt  CCaarrdd  PPaayymmeenntt

NNeexxtt  DDaayy  DDeelliivveerryy

OOrrddeerr  HHoottlliinnee

CCooooppeerr  BB--LLiinnee  OOnnlliinnee

0011227788  778888000000
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IInntteeggrraatteedd  PPrrooxxiimmiittyy  AAcccceessss  LLoocckkiinngg  HHaannddllee

ii--PPAALL  ooffffeerrss  aa  ssiimmppllee  mmoodduullaarr  ssoolluuttiioonn  ttoo  ccaabbiinneett  aacccceessss  ccoonnttrrooll  uuttiilliissiinngg  lleeaaddiinngg  eeddggee  pprrooxxiimmiittyy  ccaarrdd
tteecchhnnoollooggyy..  FFuullllyy  ccoommppaattiibbllee  wwiitthh  tthhee  AAcccceessss  CCaabbiinneett  rraannggee  ii--PPAALL  ccaann  bbee  ssuupppplliieedd  aass  eeiitthheerr  aa  ffaaccttoorryy  oorr
rreettrrooffiitt  ooppttiioonn..

As a stand alone solution i-PAL can be configured in a matter of minutes to provide configurable access
control;

SStteepp  11 Simply plug the i-PAL handle (IPALBL, IPALBK, IPALGY) into its multi regional universal power
supply (IBIPPSU). 

SStteepp  22 Then using the system administrator program card you can programme in up to 500 users 
cards per handle.(IPALCARD contains one system administrator programme card together 
with three user and user delete cards - additional user cards are available IPALACARD).

SStteepp  33 Add or delete user cards using the system administrator programme card as required.

i-PAL can also be designed into other bespoke applications and is compatible with a number of other
cabinet products. i-PAL is designed for indoor applications although other handles offering the same
functionality are available for outdoor application, please contact us for details.

Access Control

IInnttrroodduuccttiioonn

TTooddaayy’’ss  bbuussiinneesssseess  aarree  bbeeccoommiinngg  mmoorree  aanndd  mmoorree  rreelliiaanntt  oonn  tthheeiirr  IITT  iinnffrraassttrruuccttuurree  ttoo  ssuussttaaiinn
aa  ccoommppeettiittiivvee  eeddggee..  BBuussiinneesssseess  aarree  tthheerreeffoorree  llooookkiinngg  ttoo  mmaaxxiimmiissee  tthheeiirr  ccaappiittaall  iinnvveessttmmeennttss
iinn  IITT  ssyysstteemmss  bbyy  ssttrriivviinngg  ttoo  aacchhiieevvee  110000%%  nneettwwoorrkk  aavvaaiillaabbiilliittyy..

““HHuummaann  EErrrroorr””  rreemmaaiinnss  tthhee  llaarrggeesstt  tthhrreeaatt  ttoo  nneettwwoorrkk  iinntteeggrriittyy..  SSoommeetthhiinngg  aass  ssiimmppllee  aass
iinnccoorrrreecctt  oorr  uunnaauutthhoorriisseedd  mmooddiiffiiccaattiioonn  ttoo  ccaabbllee  ppaattcchhiinngg  ccaann  ccaauussee  ssyysstteemmss  ttoo  ffaaiill  rreessuullttiinngg
iinn  lloosstt  ttiimmee  aanndd  lloosstt  rreevveennuueess..  TThhee  ffiirrsstt  lliinnee  ooff  ddeeffeennccee  iiss  tthheerreeffoorree  tthhee  pprrooaaccttiivvee  ccoonnttrrooll  ooff
wwhhoo  hhaass  aacccceessss  ttoo  tthhee  iinnffrraassttrruuccttuurree  aanndd  wwhheenn!!

WWhhiillsstt  bbuuiillddiinngg  ccoonnttrrooll  ssyysstteemmss  hhaavvee  bbeeeenn  ddeevveellooppeedd  ttoo  mmaannaaggee  rroooomm  aacccceessss,,  hhiissttoorriiccaallllyy
ccaabbiinneett  lleevveell  sseeccuurriittyy  hhaass  bbeeeenn  mmaannaaggeedd  wwiitthh  ccoonnvveennttiioonnaall  bbaarrrreell  kkeeyy  lloocckkss..  OOnn  llaarrggeerr  ssiitteess
tthhiiss  hhaass  rreeqquuiirreedd  tthhee  aaddooppttiioonn  ooff  ccoommpplleexx  aanndd  ttiimmee--ccoonnssuummiinngg  ssyysstteemmss  ttoo  mmaannaaggee  tthhee
aauutthhoorriissaattiioonn  ooff  ppeerrssoonnnneell  aanndd  tthhee  iissssuuiinngg  ooff  kkeeyyss..  EEvveenn  wwiitthh  tthheessee  eellaabboorraattee  pprroocceesssseess  iinn
ppllaaccee  tthhee  rriisskk  ffrroomm  tthhee  lloossss  ooff  kkeeyyss,,  nnoott  ttoo  mmeennttiioonn  tthhee  ppootteennttiiaall  eexxppeennssee  aanndd  ttrroouubbllee  ooff
cchhaannggiinngg  lloocckkss,,  ccaann  mmaakkee  aacccceessss  ccoonnttrrooll  aanndd  eexxppeennssiivvee  hhiiddddeenn  ccoosstt..

IInn  rreessppoonnssee  ttoo  ddeemmaanndd  ffrroomm  oouurr  ccuussttoommeerrss  CCooooppeerr  BB--LLiinnee  hhaass  ddeevveellooppeedd  ii--PPAALL,,  aann
iinntteelllliiggeenntt  eelleeccttrroonniicc  pprrooxxiimmiittyy  aanndd  ccoonnttrrooll  ssoolluuttiioonn..  BBaasseedd  oonn  pprroovveenn  bbuuiillddiinngg  ccoonnttrrooll
aarrcchhiitteeccttuurree  ii--PPAALL  ccaann  ddeelliivveerr  eeiitthheerr  ssiimmppllee  ccoonnffiigguurraabbllee  llooccaall  aacccceessss  aanndd  ccoonnttrrooll  oorr,,  wwhheenn
iinntteeggrraatteedd  wwiitthh  ii--BBOOXX,,  aa  ffuullllyy  ssccaalleeaabbllee  llooccaall  aanndd  rreemmoottee  aacccceessss  ccoonnttrrooll  aanndd  mmoonniittoorriinngg
ssoolluuttiioonn  wwiitthh  aacccceessss  ttrraacckkiinngg  aanndd  aallaarrmm  ffuunnccttiioonn..  IInn  aaddddiittiioonn  tthhee  aaddooppttiioonn  ooff  ii--BBOOXX  hhaass  tthhee
aaddddeedd  bbeenneeffiitt  ooff  ffuullllyy  ccoonnffiigguurraabbllee  eennvviirroonnmmeennttaall  mmoonniittoorriinngg  ssoolluuttiioonn  wwiitthh  aa  rraannggee  ooff  SSMMAARRTT
sseennssoorrss  ccoommpplleettee  wwiitthh  iinnddiivviidduuaallllyy  ccoonnffiigguurraabbllee  tthhrreesshhoolldd  aallaarrmmss..

Control & Monitoring

+ + =ACCESS
CONTROL

IIBBIIPPPPSSUU IIPPAALLBBKK IIBBOOXXCCAARRDD

KKeeyy  FFeeaattuurreess

� PPrrooaaccttiivvee  CCoonnttrrooll

� LLooccaall  MMaannaaggeemmeenntt

� EEaassyy  CCoonnffiigguurraattiioonn

� SSccaalleeaabbllee

� RReettrrooffiitt--aabbllee

� UUppggrraaddeeaabbllee
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DDiimmeennssiioonnss  HHaannddllee  aasssseemmbbllyy::    30mm Wide x 20mm Deep x 154mm High
DDiimmeennssiioonnss  II--PPAALL  mmoodduullee:: 34mm Wide x 36mm Deep x 85mm High

VVoollttaaggee:: 12VDC
PPoowweerr:: 0.72W

CCuurrrreenntt:: 60ma @ 12VDC
CCoommmmuunniiccaattiioonnss  PPoorrtt:: RS232
SSttaannddaalloonnee  ooppeerraattiioonn:: 500 Card Capacity

When Connected to i-BOX, see i-BOX details

Solution

IInntteeggrraattiioonn  WWiitthh  ii--BBOOXX

By simply integrating i-PAL with i-BOX the i-PAL becomes a fully scaleable local and remote access

control system with full system administrator override facility providing ultimate access control.

Additional enhanced functions include;

� Integrated centralised user card management database allowing individual users cards to be added,
deleted or modified in a matter of seconds. Any changes to the database trigger automatic updates
to all the associated access points (handles) providing real time seamless security.

� An increased user capacity from 500 users per access points (stand alone i-PAL) to 4,000 users per
access point.

� Real time transaction logging including event date/time stamp for each access point transaction or
attempted transaction.

� The ability to generate detailed reports with the option to filter the data in a wide variety of ways
including by an individual access points, group of access points, employee name, company /
department, individual date or date range. The system also allows this data to be exported should
the information need to be presented in an alternate format or need further analysis.

� The ability to define and associate up to 256 configurable user times zones. These time zones can
then be associated to individual cards providing authorised access periods (i.e. 08:00 to 18:00
Monday to Friday access is granted).

� IP camera integration allowing individual access points to be associated with local cameras
providing the opportunity to link video or photographic data to all logged transaction events.

� The option to link unauthorised/exceptional access transactions to SMS or e-mail alerts providing
real time security alarms.

Importantly the loss of the network does not mean loss of security as the handle holds the card access

data and simply uploads authorised transaction data to the i-BOX database when the network and i-

BOX come back on line. Each i-BOX is configured to support the integration of up to two i-PAL

handles.

CCoommppoonneenntt  PPaarrtt  CCooddeess

TTeecchhnniiccaall  DDeettaaiillss

OOrrddeerr  CCooddee DDeessccrriippttiioonn

IIPPAALLBBLL Single i-PAL Handle Blue

IIPPAALLBBKK Single i-PAL Handle Black

IIPPAALLGGYY Single i-PAL Handle Grey

IIPPAALLEEXXTTLL ii-PAL Handle 5 metre Extension Lead

IIBBIIPPPPSSUU i-BOX/i-PAL Universal Power Supply

IIPPAALLCCAARRDD i-PAL Card set comprising of 1x program card, 

3x user cards and 3x user delete cards

IIPPAALLAACCAARRDD i-PAL Additional card set comprising of 5x user cards 

and 5x user delete cards

*Note lock ods/lock cam may require modification to operate correctly

ii--PPAALL  EEnnhhaanncceedd  FFeeaattuurreess

� SSiimmppllee  KKeeyy  RReeppllaacceemmeenntt

� SSuuppppoorrtt  ffoorr  44,,000000  UUsseerrss

� TTrraannssaaccttiioonn  LLooggggiinngg

� TTiimmee  ZZoonnee  CCoonnffiigguurraattiioonn

� PPlluugg  aanndd  PPllaayy

� GGUUII  MMaannaaggmmeenntt  IInntteerrffaaccee

� IIPP  CCaammeerraa  LLiinnkk

� OOnnlliinnee  ffoorr::--  
RReeaall  TTiimmee  AAllaarrmm  RReeppoorrttiinngg;;
SSMMSS,,  EEmmaaiill,,  SSNNMMPP  TTrraappss

IIPPAALLBBLL IIPPAALLBBKK IIPPAALLGGYY

55



EEnnvviirroonnmmeennttaall  MMoonniittoorriinngg
AAss  wweellll  aass  ooffffeerriinngg  tthhee  iinntteeggrraattiioonn  ooff  aann  eenntteerrpprriissee  lleevveell  AAcccceessss  CCoonnttrrooll  aanndd  SSeeccuurriittyy  ssyysstteemm  ii--BBOOXX  hhaass  tthhee  aaddddeedd  bbeenneeffiitt  ooff  pprroovviiddiinngg  aa  ccoommpprreehheennssiivvee  EEnnvviirroonnmmeennttaall
mmoonniittoorriinngg  ssoolluuttiioonn,,  aalllloowwiinngg  ffoorr  tthhee  ccoonnvveerrggeennccee  ooff  FFaacciilliittiieess  //  IITT  mmoonniittoorriinngg  wwiitthhiinn  aa  ssiinnggllee  nneettwwoorrkk  aaddddrreessssaabbllee  uunniitt..  BBuuiilltt  iinnttoo  ii--BBOOXX  aass  ssttaannddaarrdd  aarree  ffoouurr  eennvviirroonnmmeennttaall
sseennssoorrss,,  tthheessee  bbeeiinngg;;

� Temperature.
� Humidity.
� Light.
� Consumed voltage.

The further fourteen SMART ports on the front of the i-BOX allow a whole range of optional plug and play sensors to be connected, details of these sensors are shown
on the preceding pages. In each case the individual sensor provides;

� Individual sensors can be linked up to 15m away from the i-BOX using the sensor extension cables (IBOXSEC).
� The ability to set individual sensor level threshold limits with pre alarm and full alarm functionality triggering alarm outputs via inbuilt SNMP (Small Network 
Management Protocol) agents including V2c.
� In most cases sensors have the function to provide Low , Pre, and High threshold alarms with the added function of being able to set Quick Change 
alarms identifying potential problems when they first occur.
� Threshold alarms can be set to be temporarily disabled in instances when the cabinet door or side panels are opened altering the microenvironment 
within the cabinet.
� The facility to link alarm functions with external “calls to action” including SMS and e-mail alerts, essential for lights out or unmanned facilities.
� Configurable sensor level identification enabling quick and easy identification of the item in alarm.
� Full plug and play functionality providing easy intuitive configuration.
� Built in network and sensor test wizards to ensure optimum system operation.

OOtthheerr  ffeeaattuurreess  ooff  tthhee  ssyysstteemm  iinncclluuddee;;
� Support for up to 65,000 users per network system.
� The ability to manage up to 256 i-BOX units using one network PC providing the ability to control, monitor and manage up to;
� 512 x i-PAL access points.
� 1,024 x Integrated temperature, humidity, light and consumed voltage sensors.
� 3,584 x Additional fully configurable sensors.
� Native Ethernet TCP/IP, UDP 10Mb communications.
� Local and Wide Area Network (LAN / WAN) support.
� CCTV integration connecting up to two cameras to one i-BOX.
� Simple integration to either cabinet level or room level fire alarm systems.
� ActiveX Software Development Kit (SDK) for full integration to third party applications.
� Card management and configuration facility with the ability to generate user cards including photo ID.
� Multi language support.

Security

66

IBOXLLS
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ii--BBOOXX  PPaarrtt  CCooddee  AAnndd  TTeecchhnniiccaall  SSppeecciiffiiccaattiioonn

OOrrddeerr  CCooddee DDeessccrriippttiioonn

IIBBOOXX TThhee  ii--BBOOXX  uunniitt  iiss  aann  eetthheerrnneett  ccoonnttrroolllleerr  tthhaatt  pplluuggss  ddiirreeccttllyy  iinnttoo  tthhee  IIPP  nneettwwoorrkk..
� The unit is powered by a single IBIPPSU.
� The IBOX has a single temperature, humidity, light level and incoming voltage sensor built into the unit.

� Voltage Sensor: Incomming voltage sensor, sampling 10Bit � Aspirating Fan:  5.2 cfm
� Humidity 0-100%, 0.5% Resolution, 3% Accuracy, � Light Level Sensor: 0 to 200 Lux
� Temperature Range -25ºC to 123.8ºC, Accuracy .04ºC @ 25ºC to 40ºC

CCoonnttrroolllleerr  aanndd  sseennssoorr  ccoonnnneeccttiioonnss
� 2 x IPAL Cabinet Handle, or Standard Access Control Doors via 6 way Mini Din Plug
� 2 x IBOXDC, Door Position Sensor, MiniDin through connector
� An additional 14 external devices and sensors can be plugged into the i-BOX via 4 way FCC68 connectors
� 1 x 9 way D Type for addition set firmware I/O, default fire interface plus 9 x Status LED's

UUnniitt  SSiizzee  AAnndd  OOppeerraattiinngg  EEnnvviirroonnmmeenntt
� Dimensions 212mm wide x 95mm deep x 29mm high � Steel Enclosure: Finish Powder Coated Grey TEX36
� Universal Fixing Bracket 25 x 25mm � Operating Environment -25ºC to 85ºC
� Voltage: 12VDC (48VDC option) � Power: 2.52 Watts
� Current: 210ma @ 12VDC

CCoommmmuunniiccaattiioonn  PPrroottooccoollss
� Communications Port: RJ45 Ethernet � Protocol: TCP/IP, UDP and ARP
� Card Holder: 4,000 capacity local storage expandable to 32,000 � Supporting: LAN/WAN & VPN
� Standard Memory: 5,000 transaction local storage expandable to 32,000

ii--BBOOXX  UUSSEERR  CCAARRDDSS

IIBBOOXXCCAARRDD ii--BBOOXX  UUsseerr  CCaarrddss

� Pack of 10 Programmable User Cards

OOrrddeerr  CCooddee DDeessccrriippttiioonn

IIBBOOXXFFOOBB ii--BBOOXX  UUsseerr  FFoobbss

� Pack of 10 Programmable User Fobs

OOrrddeerr  CCooddee DDeessccrriippttiioonn

IIBBOOXXAAPPLL ii--BBOOXX  UUsseerr  SSeellff  AAddhheessssiivvee  LLaabbeellss

� Pack of 10 Programmable Self Adhessive Labels

OOrrddeerr  CCooddee DDeessccrriippttiioonn



Sensor Options

OOppttiioonnaall  ii--BBOOXX  SSeennssoorrss

IIBBOOXXTTSS SSMMAARRTT  TTeemmppeerraattuurree  SSeennssoorr

� With 2.5 metre terminated lead with 4 way FCC68 jack.
� Set high low temperature freshhold alarm and ambient temp on demand. Associate Door Contact 

for door left open alarm etc
� Door Contact Read range 15mm from side 10mm from Front
� 1 x Status LED
� Temperature: -10 to 75c Accuracy 4%
� Dimensions: 20mm high x 60mm long x 20mm wide
� Powered by i-BOX
� Power: 15ma

OOrrddeerr  CCooddee DDeessccrriippttiioonn

IIIIBBOOXXDDCC DDoooorr  PPoossiittiioonn  CCoonnttaaccttss

� With 2.5 metre terminated lead with mini din through jack. For associated IBOX only. Read 

range 15mm from side 10mm from Front
� 1 x Status LED
� Dimensions: 20mm high x 60mm long x 20mm wide
� Powered by i-BOX
� Power: 8ma

IIBBOOXXLLCCSS SSMMAARRTT  LLooccaattiioonn  CCoonnttaaccttss

� With 2.5 metre terminated lead with 4 way FCC68 jack. For Side Panel open/closed, and 

equipment location monitoring.
� Read range 15mm from side 10mm from Front
� 1 x Status LED
� Dimensions: 20mm high x 60mm long x 20mm wide
� Powered by i-BOX
� Power: 12ma

IIBBOOXXTTDDSS CCoommbbiinneedd  TTeemmppeerraattuurree  AAnndd  CCoonnttaacctt  SSeennssoorr

� With 2.5 metre terminated lead with 4 way FCC68 jack.
� Set high low temperature freshhold alarm and ambient temp on demand
� 1 x Status LED
� Temperature: -10ºC to 75ºC Accuracy 4%
� Dimensions: 20mm high x 60mm long x 20mm wide
� Powered by i-BOX
� Power: 12ma

IIBBOOXXHHTTSS SSMMAARRTT  TTeemmppeerraattuurree  AAnndd  HHuummiiddiittyy  SSeennssoorr

� With 2.5 metre terminated lead with 4 way FCC68 jack.
� Set high low temperature freshhold alarm and ambient temp on demand
� 1 x Status LED
� Humidity 0-100%, 0.5% Resolution, 3% Accuracy
� Temperature: -25ºC to 123.8ºC Resolution 0.04ºC @ 25 to 40ºC
� Powered from i-BOX
� Power: 16ma

IIBBOOXXLLSS SSmmaarrtt  LLiigghhtt  LLeevveell  SSeennssoorr

� With 2.5 metre terminated lead with 4 way FCC68 jack. Designed for darkened environments, high

level light and colour responsive sensors available on request.
� 1 x Status LED
� Light Level Response: 0 To 200 Lux
� Dimensions: 20mm high x 60mm long x 20mm wide
� Powered from i-BOX
� Power: 15ma88



OOppttiioonnaall  ii--BBOOXX  SSeennssoorrss  ((ccoonnttiinnuueedd......))

IIBBOOXXVVSS SSmmaarrtt  IInnttrruussiioonn  VViibbrraattiioonn  VVaannddaalliissmm  SSeennssoorr  

� With 2.5 metre terminated lead with 4 way FCC68 jack.
� 1 x Status LED
� Vibration freshold from 0-100 SPM
� Dimensions: 20mm high x 60mm long x 20mm wide
� Powered from i-BOX
� Power: 12ma

OOrrddeerr  CCooddee DDeessccrriippttiioonn

IIBBOOXXAARR AAuuxxiilliiaarryy  RReellaayy  aanndd  22  xx  DDiiggiittaall  IInnppuuttss

� With 2.5 metre terminated lead with 4 way FCC68 jack.
� 1 x Status LED
� Face Plate single gang electrical box size: 85mm square 13mm deep
� Back Box: 110mm high x 86mm wide x  28mm deep
� Relay rated: 48VDC @ 5amp
� Digital Inputs: Normally open or closed voltage free contacts
� Powered by i-BOX
� Power: 28ma quiescent 52ma alarm

IIBBOOXXFFSS SSMMAARRTT  FFlloooodd  SSeennssoorr

� With 2.5 metre terminated lead with 4 way.
� FCC68 jack, 5 Meters Flood cable, supplied with 15 Fixing clips.
� 2 x quick blow fuses for electrical safety
� Flood scale 40-170 using sensitive wicking cable
� 1 x Status LED
� Face Plate single gang electrical box size: 85mm square 13mm deep
� Back Box: 110mm high x 86mm wide x  28mm deep
� Voltage: 12v
� Power: 50ma

IIIIBBOOXXPPIIRRSS IInnttrruussiioonn  336600  PPaassssiivvee  IInnffrraa  RReedd  MMoovveemmeenntt  SSeennssoorr

� With 2.5 metre terminated lead with 4 way FCC68 jack
� 1 x Status LED, Multizone PIR
� Area covered 7M x 6M @ a mounting height of 2.5M
� Dimensions: 26mm high x 60mm long x 20mm Wide
� Powered by i-BOX
� Power: 15ma

IIBBOOXXSSBB SSoouunnddeerr  BBeeaaccoonn  UUnniitt

� With 2.5 metre terminated lead with 4 way FCC68 jack.
� 4 x Red Flashing High Intensity Minature bulbs flash at frequency of approximately 3Hz
� Sound Output: 100dB @ 1M
� Alarm Frequency 3.5-4.5KHz
� Dimensions: 45mm deep x 122mm long x 73mm wide
� Voltage: Powered By i-Box
� Power: 200ma

IIBBOOXXSSDDUU ii--BBooxx  SSmmookkee  DDeetteeccttoorr  UUnniitt

� With 2.5 metre terminated lead with 4 way FCC68 jack.
� Combined optical smoke detector with rate of rise and fixed temperature heat
� 1 x Status LED
� Temperature: -10ºC to 75ºC Accuracy 4%
� Smoke response to EN54 Part 7 Heat Response 60ºC
� Dimensions: 105mm diameter x 60mm deep
� Powered by i-BOX
� Power: 15ma quiescent 30ma in alarm

IIBBOOXXSSEECC 22..55mm  SSeennssoorr  EExxtteennssiioonn  CCaabbllee  TTeerrmmiinnaatteedd  LLeeaadd

� With 4 way FCC68 with jack and socket

IIBBOOXXSSMMBBKK SSeennssoorr  MMoouunnttiinngg  BBrraacckkeett

� Single bracket supplied complete with fixings 99



IPAL 1 R A 22

SSyysstteemm

ii--PPAALL

ii--BBOOXX

SSyysstteemm  OOppttiioonn

1 = 1 x i-PAL Handle
(Stand Alone Option)
2 = 1 x i-PAL Handle

(Network Option)

3 = 1 x i-PAL Handle
+ 1 x i-BOX Unit

4 = 2 x i-PAL Handles
+ 1 x i-BOX Unit

SSuuppppllyy  CCoonnffiigguurraattiioonn

R = Retro Fit
F = Factory Fit

HHaannddllee  //  TTrriimm  CCoolloouurr

A = Blue
B = Black
G = Grey

CCaabbiinneett  UUnniitt  hheeiigghhtt

22 = 22U
27 = 27U
39 = 39U
42 = 42U
47 = 47U

1100

IIBBOOXXSSWW ii--BBOOXX  SSooffttwwaarree

� Manages 65,000 card holder and access level group with 256 time zones per system

� Built in alarm reporting, Photo ID, Who's in/out, Configuration/User wizards for true Plug and Play

operation

� CCTV Network Camera Support per Door

� Software using SQL Standard Query Language

� Protocol: TCP/IP, UDP and ARP

� Alarm Handling: SMS, Email & SNMP Traps version 2.1c

� SDK option for Integration to 3rd Party Applications, with support for up to 4016 systems

� Minimum PC specification, Pentium Processor, 64Mb RAM, 64Mb Video Memory for 800 x 600

resolution, 200Mb of free harddisk space 100 BaseT ethernet connection, Mouse, Keyboard

� Designed for Microsoft® Windows XP™

OOrrddeerr  CCooddee DDeessccrriippttiioonn

ii--BBOOXX  UUsseerr  IInntteerrffaaccee

IIBBOOXXMMFFTTLL MMoonniittoorreedd  FFaann  TTrraayy  LLeeaadd  

� 2.5 metre terminated lead with 4 way FCC68 jack, connection with  2 x Molynx 3 pin connectors

on flying lead for connection to fan tray.
� 1 x Status LED
� Dimensions: 20mm high x 60mm long x 20mm wide
� Digital Inputs: Normally open or closed dry contacts
� Powered by i-BOX
� Power: 12ma

OOrrddeerr  CCooddee DDeessccrriippttiioonn

SSeennssoorrss  ((ccoonnttiinnuueedd......))

Access Cabinet  i-PAL & i-BOX Options



1111

AAcccceessss  CCaabbiinneett  --  ii--PPAALL  PPrrooggrraammmmaabbllee  EElleeccttrroonniicc  LLoocckkiinngg  SSyysstteemm

Each kit comprises of the following supplied boxed and labelled;
� 1 x Colour Specific i-PAL Handle. � 10 x Self Adhesive cable clips.
� 1 x Bottom Locking Rod (Unit Height Specific). � 1 x Programme Card
� 1 x Electronic Lock Rod Extension. � 2 x User Cards
� 1 x Rod Coupling. � 2 x User Delete Cards
� 1 x Cable Duct (Universal Width - Trim To Size). � 1 x Set of fitting instructions.
� 1 x Universal Power Supply. � 1 x Glazed Door Top Trim Strip - Colour Specific (Trim To Size If Required).

Customer Retro Fit Kit. Factory Fitted

Order Code Description Order Code Description

IPAL 1 R A 22 Blue IPAL 1 F A 22 Blue

IPAL 1 R A 27 Blue IPAL 1 F A 27 Blue

IPAL 1 R A 32 Blue IPAL 1 F A 32 Blue

IPAL 1 R A 39 Blue IPAL 1 F A 39 Blue

IPAL 1 R A 42 Blue IPAL 1 F A 42 Blue

IPAL 1 R A 47 Blue IPAL 1 F A 47 Blue

IPAL 1 R B 22 Black IPAL 1 F B 22 Black

IPAL 1 R B 27 Black IPAL 1 F B 27 Black

IPAL 1 R B 32 Black IPAL 1 F B 32 Black

IPAL 1 R B 39 Black IPAL 1 F B 39 Black

IPAL 1 R B 42 Black IPAL 1 F B 42 Black

IPAL 1 R B 47 Black IPAL 1 F B 47 Black

IPAL 1 R G 22 Grey IPAL 1 F G 22 Grey

IPAL 1 R G 27 Grey IPAL 1 F G 27 Grey

IPAL 1 R G 32 Grey IPAL 1 F G 32 Grey

IPAL 1 R G 39 Grey IPAL 1 F G 39 Grey

IPAL 1 R G 42 Grey IPAL 1 F G 42 Grey

IPAL 1 R G 47 Grey IPAL 1 F G 47 Grey

AAcccceessss  CCaabbiinneett  --  ii--PPAALL  PPrrooggrraammmmaabbllee  EElleeccttrroonniicc  LLoocckkiinngg  SSyysstteemm

Each kit comprises of the following supplied boxed and labelled;
� 1 x Colour Specific i-PAL Handle. � 10 x Self Adhesive cable clips.
� 1 x Bottom Locking Rod (Unit Height Specific). � 1 x Glazed Door Top Trim Strip - Colour Specific (Trim To Size If Required).
� 1 x Electronic Lock Rod Extension. � No Power Supply Unit
� 1 x Rod Coupling. � 1 x Cable Duct (Universal Width - Trim To Size).

� TThhiiss  ooppttiioonn  wwoouulldd  bbee  uusseedd  wwhheerree  tthhee  hhaannddllee  wwiillll  bbee  pplluuggggeedd  iinnttoo  aann  eexxiissttiinngg  ii--BBOOXX  iinnssttaallllaattiioonn

Order Code Description Order Code Description

IPAL 2 R A 22 Blue IPAL 2 F A 22 Blue

IPAL 2 R A 27 Blue IPAL 2 F A 27 Blue

IPAL 2 R A 32 Blue IPAL 2 F A 32 Blue

IPAL 2 R A 39 Blue IPAL 2 F A 39 Blue

IPAL 2 R A 42 Blue IPAL 2 F A 42 Blue

IPAL 2 R A 47 Blue IPAL 2 F A 47 Blue

IPAL 2 R B 22 Black IPAL 2 F B 22 Black

IPAL 2 R B 27 Black IPAL 2 F B 27 Black

IPAL 2 R B 32 Black IPAL 2 F B 32 Black

IPAL 2 R B 39 Black IPAL 2 F B 39 Black

IPAL 2 R B 42 Black IPAL 2 F B 42 Black

IPAL 2 R B 47 Black IPAL 2 F B 47 Black

IPAL 2 R G 22 Grey IPAL 2 F G 22 Grey

IPAL 2 R G 27 Grey IPAL 2 F G 27 Grey

IPAL 2 R G 32 Grey IPAL 2 F G 32 Grey

IPAL 2 R G 39 Grey IPAL 2 F G 39 Grey

IPAL 2 R G 42 Grey IPAL 2 F G 42 Grey

IPAL 2 R G 47 Grey IPAL 2 F G 47 Grey



AAcccceessss  CCaabbiinneett  --  ii--BBOOXX  CCoonnttrrooll  &&  MMoonniittoorriinngg  SSyysstteemm

Each kit comprises of the following supplied boxed and labelled;
� 2 x Colour Specific i-BOX Handles. � 20 x Self Adhesive cable clips.
� 2 x Bottom Locking Rods (Unit Height Specific). � 10 x User Cards
� 2 x Electronic Lock Rod Extensions. � 1 x i-BOX Unit.
� 2 x Rod Couplings. � 1 x AX Series User Interface Software
� 2 x Cable Ducts (Universal Width - Trim To Size). � 1 x Set of instructions.
� 1 x Universal Power Supply. � 2 x Glazed Door Top Trim Strip - Colour Specific (Trim To Size If Required).

Customer Retro Fit Kit. Factory Fitted Upgrade

Order Code Description Order Code Description

IBOX 3 R A 22 Blue IBOX 3 F A 22 Blue

IBOX 3 R A 27 Blue IBOX 3 F A 27 Blue

IBOX 3 R A 32 Blue IBOX 3 F A 32 Blue

IBOX 3 R A 39 Blue IBOX 3 F A 39 Blue

IBOX 3 R A 42 Blue IBOX 3 F A 42 Blue

IBOX 3 R A 47 Blue IBOX 3 F A 47 Blue

IBOX 3 R B 22 Black IBOX 3 F B 22 Black

IBOX 3 R B 27 Black IBOX 3 F B 27 Black

IBOX 3 R B 32 Black IBOX 3 F B 32 Black

IBOX 3 R B 39 Black IBOX 3 F B 39 Black

IBOX 3 R B 42 Black IBOX 3 F B 42 Black

IBOX 3 R B 47 Black IBOX 3 F B 47 Black

IBOX 3 R G 22 Grey IBOX 3 F G 22 Grey

IBOX 3 R G 27 Grey IBOX 3 F G 27 Grey

IBOX 3 R G 32 Grey IBOX 3 F G 32 Grey

IBOX 3 R G 39 Grey IBOX 3 F G 39 Grey

IBOX 3 R G 42 Grey IBOX 3 F G 42 Grey

IBOX 3 R G 47 Grey IBOX 3 F G 47 Grey

1122

AAcccceessss  CCaabbiinneett  --  ii--BBOOXX  CCoonnttrrooll  &&  MMoonniittoorriinngg  SSyysstteemm
Each kit comprises of the following supplied boxed and labelled;
� 1 x Colour Specific i-BOX Handle. � 10 x Self Adhesive cable clips.
� 1 x Bottom Locking Rod (Unit Height Specific). � 5 x User Cards
� 1 x Electronic Lock Rod Extension. � 1 x i-BOX Unit.
� 1 x Rod Coupling. � 1 x AX Series User Interface Software
� 1 x Cable Duct (Universal Width - Trim To Size). � 1 x Set of instructions.
� 1 x Universal Power Supply. � 1 x Glazed Door Top Trim Strip - Colour Specific (Trim To Size If Required).

Order Code Description Order Code Description

IBOX 4 R A 22 Blue IBOX 4 F A 22 Blue

IBOX 4 R A 27 Blue IBOX 4 F A 27 Blue

IBOX 4 R A 32 Blue IBOX 4 F A 32 Blue

IBOX 4 R A 39 Blue IBOX 4 F A 39 Blue

IBOX 4 R A 42 Blue IBOX 4 F A 42 Blue

IBOX 4 R A 47 Blue IBOX 4 F A 47 Blue

IBOX 4 R B 22 Black IBOX 4 F B 22 Black

IBOX 4 R B 27 Black IBOX 4 F B 27 Black

IBOX 4 R B 32 Black IBOX 4 F B 32 Black

IBOX 4 R B 39 Black IBOX 4 F B 39 Black

IBOX 4 R B 42 Black IBOX 4 F B 42 Black

IBOX 4 R B 47 Black IBOX 4 F B 47 Black

IBOX 4 R G 22 Grey IBOX 4 F G 22 Grey

IBOX 4 R G 27 Grey IBOX 4 F G 27 Grey

IBOX 4 R G 32 Grey IBOX 4 F G 32 Grey

IBOX 4 R G 39 Grey IBOX 4 F G 39 Grey

IBOX 4 R G 42 Grey IBOX 4 F G 42 Grey

IBOX 4 R G 47 Grey IBOX 4 F G 47 Grey



1133

Shelving

IIBBOOXXSSHHEELLFF ii--BBOOXX  1199--IInncchh  FFrroonntt  MMoouunntteedd  SSlliiddiinngg  SShheellff

� 1U high x 315mm deep sliding cantilever shelf finished in Black RAL 9005. Designed to 

house a single i-BOX the shelf has integrated cable management to ensure connections 

remain stress free during operation and maintenance.
� The shelf assembly is rated at 15kg load capacity.

OOrrddeerr  CCooddee DDeessccrriippttiioonn

ii--BBOOXX  SShheellvviinngg



� Totally open construction

� no corner posts

� unrivalled working access

� excellent cabling facilities

� unrestricted top/base cable entry

� Network installations are made easy

� Stylish appearance blends elegance with 
functionality

ACCESS is the first cabinet designed to solve the

problems of today’s networking environment.

ACCESS provides unique working and cabling

accessibility to totally transform cabinet installation layouts, on-

site installation time and on-going system management.

� Totally open construction for ease of cross-
patching.

� Reduced installation time.

� Network installations made easy.

� Maximum useable space.

� Emphasis on security.

� Stylish appearance.

� Flexible panel configurations.

� Enhanced thermal management.

Welcome to

ACCESS
the ultimate Networking,
Data and Telecoms Cabinet.

This unique cabinet innovation has been specifically
designed to bring unrivalled advantages to Free
Standing Cabinets and will offer a number of benefits
to ultimately reduce the total cost of ownership.



POWER DISTRIBUTION



55  wwaayy  hhoorriizzoonnttaall

PPDDUU  sswwiittcchh

PPDDUU  ssuurrggee

77  wwaayy  hhoorriizzoonnttaall

SSttaannddaarrdd  HHoorriizzoonnttaall  PPoowweerr  MMaannaaggmmeenntt
Horizontal Mounting PDU’s are fitted either to the front, rear or both 19" mounting rails

Benefits
n Suitable for horizontal applications n Integral 19" mounting brackets
n Robust all aluminium housing n Shrouded switch
n Unit overall rating 13A, 250V
n 3 metre input lead terminated with a BS1363 plug fused at 13A
n 2U of rack space is required for horizontal units when fitted to the front 19" mountings

Description Order Code

4 Way BS1363 Horizontal Mounting PDU 
- Switched 13 AMP PSH04DC21SN3DB

5 Way BS1363 Horizontal Mounting PDU 
- Switched 13 AMP PSH05DC21SN3DB

6 Way BS1363 Horizontal Mounting PDU 
- Switched 13 AMP PSH06DC21SN3DB

4 Way BS1363 Horizontal Mounting PDU with sockets at 
45 degrees - Switched 13 AMP PSH04DR21SN3DB

5 Way BS1363 Horizontal Mounting PDU with sockets at 
45 degrees - Switched 13 AMP PSH05DR21SN3DB

4 Way BS1363 Horizontal Mounting PDU 
- Switched 13 AMP with 10KA surge protector PSH04DC21SF3DB

5 Way BS1363 Horizontal Mounting PDU 
- Switched 13 AMP with 10KA surge protector PSH05DC21SF3DB

6 Way BS1363 Horizontal Mounting PDU 
- Switched 13 AMP with 10KA surge protector PSH06DC21SF3DB

4 Way IEC320 Horizontal Mounting PDU 
- Non switched 13 AMP PSH04IC21NN3DB

6 Way IEC320 Horizontal Mounting PDU 
- Non switched 13 AMP PSH06IC21NN3DB

8 Way IEC320 Horizontal Mounting PDU 
- Non switched 13 AMP PSH08IC21NN3DB

n Please note that the standard PDU's above have a switched input with a cable
length of 3m.

n IIff  yyoouu  hhaavvee  aannyy  PPDDUU  rreeqquuiirreemmeennttss  iinn  aaddddiittiioonn  ttoo  tthhee  oonneess  sshhoowwnn  aabboovvee,,  pplleeaassee  
ccoonnttaacctt  oouurr  CCuussttoommeerr  SSeerrvviicceess  tteeaamm  wwhhoo  wwiillll  bbee  hhaappppyy  ttoo  aarrrraannggee  aa  qquuoottaattiioonn..

SSttaannddaarrdd  VVeerrttiiccaall  PPoowweerr  MMaannaaggeemmeenntt
Suitable for vertical mounting either direct to the 19" mounting angles 
or to vertical cable tray

Benefits
n Robust all aluminium housing n Shrouded switch
n Unit overall rating 13A, 250V
n 3 metre input lead terminated with a BS1363 plug fused at 13A

Description Order Code

6 Way BS1363 Vertical Mounting PDU with socket at 
45 degrees - Switched 13 AMP PSV06DR21SN3DB

8 Way BS1363 Vertical Mounting PDU with socket at 
45 degrees - Switched 13 AMP PSV08DR21SN3DB

10 Way BS1363 Vertical Mounting PDU with socket at 
45 degrees - Switched 13 AMP PSV10DR21SN3DB

12 Way BS1363 Vertical Mounting PDU with socket at 
45 degrees - Switched 13 AMP PSV12DR21SN3DB

8 Way BS1363 Vertical Mounting PDU with sockets at 
45 degrees - Switched 13 AMP with 10KA surge protector PSV08DR21SF3DB

10 Way BS1363 Vertical Mounting PDU with sockets at 
45 degrees - Switched 13 AMP with 10KA surge protector PSV10DR21SF3DB

1133  aammpp  sswwiittcchheedd  1100  wwaayy  
wwiitthh  ssuurrggee  pprrootteeccttiioonn

1133  aammpp  sswwiittcchheedd  1100  wwaayy

1133  aammpp  1100  wwaayy  IIEECC  ssoocckkeettss1166



1133  aammpp  1100  wwaayy  IIEECC  ssoocckkeettss
wwiitthh  ssuurrggee  pprrootteeccttiioonn

3322  aammpp  sswwiittcchheedd  1100  wwaayy  
4455oo ssoocckkeettss

SSttaannddaarrdd  VVeerrttiiccaall  PPoowweerr  MMaannaaggeemmeenntt  ((ccoonnttiinnuueedd......))

Description Order Code

12 Way BS1363 Vertical Mounting PDU with sockets at 
45 degrees - Switched 13 AMP with 10KA surge protector PSV12DR21SF3DB

10 Way IEC320 Vertical Mounting PDU 
- Non switched 13 AMP PSV10IC21SN3DB

12 Way IEC320 Vertical Mounting PDU 
- Non switched 13 AMP PSV12IC21SN3DB

12 Way IEC320 Vertical Mounting PDU 
- Non switched 13 AMP PSV20IC21SN3DB

n Please note that the standard PDU's above have a switched input with a cable
length of 3m.

n IIff  yyoouu  hhaavvee  aannyy  PPDDUU  rreeqquuiirreemmeennttss  iinn  aaddddiittiioonn  ttoo  tthhee  oonneess  sshhoowwnn  aabboovvee,,  pplleeaassee
ccoonnttaacctt  oouurr  CCuussttoommeerr  SSeerrvviicceess  tteeaamm  wwhhoo  wwiillll  bbee  hhaappppyy  ttoo  aarrrraannggee  aa  qquuoottaattiioonn..

1177

Description Order Code

PDU Horizontal Mounting UK 4-Way 13 AMP 1U High - Switched PCH04DC21SN3DM

PDU Horizontal Mounting UK 5-Way 13 AMP 1U High - Switched PCH05DC21SN3DM

PDU Horizontal Mounting UK 6-Way 13 AMP 1U High - Switched PCH06DC21SN3DM

PDU Vertical Mounting  UK 4-Way 13 AMP - Switched PCV04DC21SN3DM

PDU Vertical Mounting UK 5-Way 13 AMP - Switched PCV05DC21SN3DM

PDU Vertical Mounting UK 6-Way 13 AMP - Switched PCV06DC21SN3DM

PDU Vertical Mounting UK 8-Way 13 AMP - Switched PCV08DC21SN3DM

PDU Vertical Mounting UK 10-Way 13 AMP - Switched PCV10DC21SN3DM

PDU Vertical Mounting UK 12-Way 13 AMP - Switched PCV12DC21SN3DM

PDU Horizontal Mounting EU 4-Way Schuko - Switched PCH04SC21SN3SM

PDU Horizontal Mounting EU 5-Way Schuko - Switched PCH05SC21SN3SM

PDU Horizontal Mounting EU 6-Way Schuko - Switched PCH06SC21SN3SM

PDU Vertical Mounting EU 4-Way Schuko - Switched PCV04SC21SN3SM

PDU Vertical Mounting EU 5-Way Schuko - Switched PCV05SC21SN3SM

PDU Vertical Mounting EU 6-Way Schuko - Switched PCV06SC21SN3SM

PDU Vertical Mounting EU 8-Way Schuko - Switched PCV08SC21SN3SM

PDU Vertical Mounting EU 10-Way Schuko - Switched PCV10SC21SN3SM

PDU Vertical Mounting EU 12-Way Schuko - Switched PCV12SC21SN3SM

PDU Vertical Mounting 8-Way IEC - Switched PCV08IC21SN3DM

PDU Vertical Mounting 10-Way IEC - Switched PCV10IC21SN3DM

PDU Vertical Mounting 12-Way IEC - Switched PCV12IC21SN3DM

PDU Horizontal Mounting 6-Way IEC - Switched PCH06IC21SN3DM

PDU Horizontal Mounting 8-Way IEC - Switched PCH08IC21SN3DM

PDU Horizontal Mounting 10-Way IEC - Switched PCH10IC21SN3DM

Description Order Code

Standard PDU Mounting Bracket Kit PDUMTGBRKT

CCoonnffiigguurreedd  PPoowweerr  MMaannaaggeemmeenntt  OOppttiioonnss
A selection of commonly configured PDUs

n Vertical & Horizontal Options
n Switched versions provided with hinged 
switch cover to prevent accidental  switching

n IIff  yyoouu  hhaavvee  aannyy  PPDDUU  rreeqquuiirreemmeennttss  iinn  aaddddiittiioonn  ttoo  tthhee  oonneess  sshhoowwnn  aabboovvee,,  pplleeaassee  ccoonnttaacctt  oouurr
CCuussttoommeerr  SSeerrvviicceess  tteeaamm  wwhhoo  wwiillll  bbee  hhaappppyy  ttoo  aarrrraannggee  aa  qquuoottaattiioonn..

VVeerrttiiccaall  PPoowweerr  MMaannaaggeemmeenntt  MMoouunnttiinngg  
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RReemmoottee  PPoowweerr,,  EEnnvviirroonnmmeennttaall  MMoonniittoorriinngg  aanndd
MMaannaaggeemmeenntt

The demand for control and the environment to mission critical equipment, is increasingly becoming an
issue for operations and facilities management. Identification of potential of problems, pro-active
preventative action, reduced maintenance / inspection costs and report / audit tracking, is necessary to
guarantee "zero" equipment downtime, customer service level maximisation and increased operational
profits.

� i-PAD has been specifically designed to monitor, measure, manage, collect, analyse and act on
information, necessary to meet today's demanding power and environmental requirements.

� i-PAD Remote power management and site monitoring products, utilise the latest software and
hardware technologies, to provide tailored solutions for customer specific requirements. We work in
partnership with our customers to provide fully integrated solutions designed for small single installations,
to large multi-international installations. By working with our customers and listening to their needs, the
i-PAD product range offers the most cost effective, flexible, reliable and easy to use power and
environmental monitoring and management solution in today's market place.

� i-PAD can be fully integrated into existing building / facilities management systems or installed as a
standalone system to remotely manage and monitor mission critical equipment.

� i-PAD Hardware monitors and manages.
• DC voltage current and switching
• True RMS voltage, current load, kWhr and switching
• Individual socket outlets power on/off and sequential power up / shut down
• Plug and socket outlets to suit any application
• New build and retrofit design, with legacy options
• Overvoltage and current protection options
• Temperature monitoring
• Door entry and other facility options

� i-PAD Data communications can.
• Down load to a PC via a RS485 port
• Network multiple units via MODBUS devices to PC's or via the Ethernet
• Use existing LAN's and Building Management Systems can be utilised
• Connect remotely, via a modem to the Internet

� i-PAD Software Platform offers.
• Flexible, multi-user access
• Windows NT and Windows 2000 Platforms
• Drag and drop display pages, tables, graphs and charts
• Alarm flags and event information, live and historical
• Connection and Integration to other 3rd party devices
• Fully "open structure" allowing full integrationii--PPAADD  EE--PPDDUU

LLaayyoouuttss GGrraapphhiiccaall  VViieewwss CClleeaarr  DDaattaa

Intelligent Power Distribution
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ii--PPAADD  RReemmoottee  PPoowweerr  AA//CC  DDiissttrriibbuuttiioonn  LLiinnkk  BBooxx

TThhee  mmoodduullaarr  ii--PPAADD  LLiinnkk  BBooxx  sseerriieess  pprroovviiddeess  tthhee  aabbiilliittyy  ttoo  bbrriinngg  iinntteelllliiggeennccee  ttoo  dduummpp  ppoowweerr  ddiissttrriibbuuttiioonn
uunniittss  ((PPDDUUss))..  BByy  ssiimmppllyy  ccoonnnneeccttiinngg  tthhee  LLiinnkk  BBooxx  iinn  sseerriieess  bbeettwweeeenn  tthhee  ccaabbiinneett  ppoowweerr  ssuuppppllyy  aanndd  tthhee
dduummbb  PPDDUU  tthhee  LLiinnkk  BBooxx  pprroovviiddeess  tthhee  ppllaattffoorrmm  ffoorr  llooccaall  aass  wweellll  aass  rreemmoottee  mmoonniittoorriinngg  aanndd  ppoowweerr
mmaannaaggeemmeenntt..  TThhee  oonn  bbooaarrdd  eelleeccttrroonniiccss  aanndd  llooccaall  LLCCDD  ddiissppllaayy  pprroovviiddee  rreeaall  ttiimmee  rreeaaddiinnggss  ffoorr  vvoollttaaggee,,
aammppaaggee  aanndd  kkWWhh..  CCoonnnneeccttiinngg  tthhee  LLiinnkk  BBooxx  ttoo  tthhee  nneettwwoorrkk  tthheenn  aalllloowwss  tthhee  aaddddeedd  ffeeaattuurreess  ooff  rreemmoottee
mmoonniittoorriinngg  aanndd  ccoolllleeccttiioonn  ooff  ddaattaa  aass  wweellll  aass  aa  rreemmoottee  PPDDUU  rreesseett  ffuunnccttiioonn..  AAvvaaiillaabbllee  iinn  hhoorriizzoonnttaall  1199--iinncchh
mmoouunnttiinngg  ffoorrmmaatt  eeaacchh  uunniitt  ttaakkeess  uupp  22UU  ooff  rraacckk  ssppaaccee  aanndd  ccaann  bbee  ssuupppplliieedd  ttoo  ooffffeerr  eeiitthheerr  ssiinnggllee  ffeeeedd  oorr
dduuaall  ffeeeedd  mmoonniittoorriinngg..  TThhee  ii--PPAADD  LLiinnkk  BBooxx  aallssoo  hhaass  tthhee  ooppttiioonn  ttoo  pprroovviiddee  ddoooorr  ccoonnttaacctt  oorr  tteemmppeerraattuurree
mmoonniittoorriinngg  aass  aann  aaddddeedd  bbeenneeffiitt..

• Full featured management via web browser/Ethernet/BMS/interface
• Set alarm thresholds, provide management, billing and audit reports
• Scalable • Modular
• New build and retrofit applications • Single or multi-site applications
• RS485/RS232 connectivity • Economical, cost effective
• Multiple user support • Easy to use
• Simple to install • CE approved

Options

• Remote current • Remote reboot and switching of AC power
• Voltage and kWhr monitoring • Remote temperature monitoring
• Range of UK and International plug outlets • Remote cabinet door monitoring
• Up to 32A load rating • 19”, ETSI vertical and horizontal mount

Rated Voltage 230,+10%,-15%
Rated Current Up to 32A
Rated Frequency 48 Hz to 62 Hz
Operating Temperature -10ºC to +85ºC
Measuring Accuracy +/-2%, (kWh to ENG1036.IEC1036)
Measurement Method True RMS measurement of distorted Current/Voltage waveform
Local Display LCD of current, Voltage and kWhr
Display Resolution 1 Volt, 0.01 Amp, 0.1 kWhr

Specifications

Connectivity EIA RS232 or RS485 Modbus, via RJ45 connection port

Power Management

Rated Supply Current 16 Amps
Breaking Voltage 250vAC / 440vAC
Maximum Breaking Capacity 4000VA
Make Current 30 Amps

(At 4 sec at duty cycle 10%)
Peak inrush current (20 ms) 80 Amps

Power Supply Switching

Temperature Measurement
1 to 4 temperature sensors, wired in parallel with individual ID
Operating Temperature -10ºC to +85ºC
Measurement Accuracy +/- 0.5ºC
Connection 2 Pole connector

Other information
Mechanical Dimensions: 19” / ETSI, 1.5 U
Material: High impact, fire retardant, double skin plastic, colour grey

Intelligent Power Distribution

SSiinnggllee  aanndd  DDuuaall  FFeeeedd  LLiinnkk  BBooxx

Choose your configuration - see quick check spec.

Configure

11..  SSttrriipp  TTyyppee
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HHoorriizzoonnttaall  1199--IInncchh  TTwwiinn  FFeeeedd
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� QQuuiicckk  CChheecckk  SSppeecc..
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ii--PPAADD  IInntteelllliiggeenntt  PPDDUU  --  EE--PPDDUU  SSeerriieess

The i-PAD, E-PDU provides a modular and flexible solution for today's Power and Environment needs.

The power strip is designed to fit horizontally in a standard 19 inch cabinet, with the option to also mount
vertically in an 800mm wide cabinet. i-PAD E-PDU offers customers a range of simple to use "pick and
mix" product options providing a tailored solution to match specific requirements. The i-PAD E-PDU
integrates with other i-PAD products to form an i-PAD Power Management Solution.

Options

• 1-24 Socket Outlets of UK IEC and International Applications
• Range of UK and International Plug Outlets
• Up to 32A Load Rating
• Remote Humidity Monitoring
• Remote Cabinet Door Monitoring

Intelligent Power Distribution

Standard Features

• Scalable
• CE Approved
• Modular
• Sequential Power On / Shutdown
• Economical, Cost Effective
• Remote Boot of Individual Sockets
• Thermal Monitoring
• 10/100 Ethernet Modbus TCP/IP, HTTP Protocol
• New Build and Retrofit Applications
• Remote Monitoring of Individual Sockets
• Single or Multi Site Application
• Choice of 10, 15 or 20 IEC Outlets
• 32 Amp Load Rating
• Remote Current, Voltage and kWh Monitoring
• Multiple User Support
• 19" ETSI Vertical and Horizontal Rack Mounting
• Fully Featured via Internal web Server
• Easy to Use
• Simple to Install
• Set Alarm Thresholds provide management, billing and audit reports

PPoowweerr  ii--PPAADD  EE--PPDDUU

11..  SSttrriipp  TTyyppee
HHoorriizzoonnttaall  1199--IInncchh  
VVeerrttiiccaall

22..  OOppeerraattiinngg  VVoollttaaggee
222200  ––  224400vv  AA//CC
111100  ––  112200VV  AA//CC

33..  MMaaxx  DDrraaww
1100AA
1133AA
1166AA
3322AA

44..  NNuummbbeerr  ooff  OOuuttlleettss
1100  IIEECC
1155  IIEECC
2200  IIEECC
OOtthheerr  ––  PPlleeaassee  SSttaattee

55..  LLeeaadd  LLeennggtthh
33mm
55mm
OOtthheerr  ––  PPlleeaassee  SSttaattee

66..  SSoocckkeett  TTyyppeess
UUKK  1133AA  33  PPiinn  --  BBSS11336633
IIEECC  332200  1100AA  --  CC1133  SSoocckkeett
IIEECC  332200  1166AA  --  CC1199  SSoocckkeett
IIEECC  3322AA  CCoommmmaannddoo  ––  BBSS  44334433
EEuurrooppeeaann  1100AA  --  CCEEEE  77//77
SScchhuukkoo  1100AA  --  CCEEEE  77//44
SSwwiissss  1100AA  --  SSEEVV  11001111
UUSSAA  1155AA  --  
OOtthheerr  ––  PPlleeaassee  SSttaattee

77..  PPlluugg  TTyyppee
UUKK  1133AA  33  PPiinn  --  BBSS11336633
IIEECC  332200  1100AA  --  CC1144  PPlluugg
IIEECC  332200  1166AA  --  CC2200  PPlluugg
IIEECC  3322AA  CCoommmmaannddoo  ––  BBSS  44334433
EEuurrooppeeaann  1100AA  --  CCEEEE  77//77
SScchhuukkoo  1100AA  --  CCEEEE  77//44
SSwwiissss  1100AA  --  SSEEVV  11001111
UUSSAA  1155AA  --  
OOtthheerr  ––  PPlleeaassee  SSttaattee

� QQuuiicckk  CChheecckk  SSppeecc..
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Rated Voltage 230V,+10%,-15%
Rated Current Up to 32A
Rated Frequency 48Hz to 62Hz
Operating Temperature -10ºC to +85ºC
Measuring Accuracy +/-2%, (kWh to ENG1036,IEC1036)
Measurement Method True RMS measurement of distorted Current / Voltage Waveform
Local Display LCD of Current, Voltage and kWh
Display Resolution 1 Volt, 0.01 Amp, 0.1 kWh

ii--PPAADD EE--PPDDUU  SSppeecciiffiiccaattiioonn

Power Management

• Modbus RS485 port for connection of up to 5 slave units (One IP address for up to 6 units)
• Ethernet 10/100 Modbus TCP IP
• Ethernet 10/100 HTTP IP
• SNMP

Connectivity / Supported Protocols

Choose your configuration - see quick check spec.

Power Socket Switching

Sockets Outlets Rated at Current 16 Amps
Breaking Voltage 250 Vac / 440 Vac
Max. Breaking Capacity 4000VA
Make Current 30 Amps

(At 4 sec. At duty cycle 10%)
Peak Inrush Current 80 Amps

Temperature Measurement

1 to 4 Temperature Sensors, wired in parallel with individual ID
Operating Temperature -10ºC to +85ºC
Measurement Accuracy +/- 0.5ºC
Connection 2 Pole Connector

Mechanical Dimensions

Height 50mm
Width 65mm
Length Dependant on Application
Material High impact, fire retardant, double skin, colour grey

Configure

Intelligent Power Distribution
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3322AA  33  PPhhaassee  LLiinnkk  BBooxx  ffoorr  DDiirreecctt
FFeeeedd

Intelligent Power Distribution

ii--PPAADD  SSeerrvveerr  SSttrriipp

ii--PPAADD  33--PPhhaassee  LLiinnkk  BBooxx

The  i-PAD Server Strip has been designed to meet the demands of today’s data  centre environment utilising technology to offer  full local and remote power
monitoring and management capability. As standard  the Server Strip has;

• 6 x IEC 320 10 Amp C13  sockets
• 8 x BS1363 13 Amp UK  pattern sockets.

Designed  to fit vertically in a 19-inch cabinet the i-PAD Server Strip offers  customers the option to “pick and mix” product options providing a tailored  solution
to match specific requirements. The i-PAD Server Strip also  integrates with other i-PAD products as part of the i-PAD Power Management  Solution.

Simply  connect the i-PAD 3-Phase Link Box in series between your 3-Phase power  supply and your 3-Phase
equipment feed and the Link Box provides the platform  for local as well as remote monitoring and power
management. The on board  electronics and local LCD display provide real time readings for voltage, current
and kWhr. Connecting the Link Box to the network then allows the added  features of remote monitoring and
collection of data.

• 32A load rated.
• RJ45 Connectivity,  via RJ45 Port.
• Installed under the  floor or Rack Mounted with 2m 3 Phase Lead Terminated with 5 pin Commando plug  

and socket.
• Local and remote  monitoring of 3 phase voltage, current and KWhr.
• 3 Phase in / 3 phase  out via 5 pole 32A commando plug.
• Length of lead  optional.

• Bank of 6 10A IEC  and 8 UK 13A sockets
• Remote Monitoring  PDU
• RS485, RJ45 Port for  remote connectivity
• Local LCD display of  voltage, current & kWhr
• Sequential power up
• Remote Monitoring of  voltage, current, kWhr, Temperature
• Connection port for  remote temperature monitoring
• Remote switching of  individual socket outlet
• Vertical mounted
• Supplied with 3m  lead, terminated with a 32A commando plug

Measure • Manage • Control • Reduce Costs

Features

Features

Configure

The i-PAD Server Strip range can also be configured to  individual requirements, please contact our customer services department to  discuss.
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UPS Systems

IT Range DDiiaalloogg  AAccttiivvee

2266

� Small/medium computer networks
� Local Area Networks (LAN)
� Workstations
� Servers
� EPOS (Electric Point Of Sale) systems

The Dialog Active series includes the 500 - 750 - 1000 - 1500 - 2000VA models and uses
digital Line Interactive (VI) technology. The load is powered from the mains through an AVR to
stabilise brownout, sag and surge voltages and EMI filters to suppress spikes and transients.

When the mains fails, the load is powered by the inverter with a true sinewave to provide
sufficient runtime for computer system shutdown using the PowerShield2 software supplied
as standard. The UPS also incorporates a filtered socket for PC network and telephone line
cable protection.

For advanced communication and outstanding performance (including Power Share and a
true sinewave output at all times), Dialog Active is the ideal solution for larger network users
requiring total control of their power system.

Characteristics
� Mains power supply stabilisation and filtering (Line Interactive VI technology 

with AVR and filters for atmospheric disturbances suppression)

� High quality output voltage pure sinewave output (distortion <2%)

� High level immunity to surges (6kV according to IEC801-5)

� Cold start capability: the UPS can power up without a mains supply present

� Integrated protection for PC networks and telephone line/modem 
connections RJ45-RJ11

� High reliability with built-in automatic battery test feature

� Auto restart at power-up

� Microsoft certification product

Advanced Communication
� Advanced, multi-platform communication for all operating systems and network

environments: PowerShield2 monitoring and shut-down software included with SNMP
agent for Windows 95, 98, NT 4.0, 2000, 2003, Me, XP, Mac OS X, 9.x, Linux, Novell
operating systems

� USB or RS232 serial port (selectable)

� Slot-in SNMP network adaptor card (DA 200 model)

� 2-year warranty

IInnttrroodduuccttiioonn

The Riello UPS range comprises of more than 20 product lines and options for powering any type of load (from information technology to industrial), in any

type of installation (office or dedicated power room), with any type of distribution (single-phase pr three-phase, TN/TT or IT), from any type of power source

(mains, generator, transformer). RIELLO UPS also offer a wide range of communications options to allow users to automatically manage their “no-break

system” over any type of communication medium (serial connection, BUS connection, telephone connection or LAN). The range today comprises:

� 400VA to 4800kVA Uninterruptible Power Supplies (UPS) � Central supply systems for Emergency applications (CSS)
� Stabilisers (AVRs) � UPS monitoring and communications software
� Automatic transfer switches � Inverters 9DC input/AC output)
� Modular rack-mount cabinet � Communications software
� Using these components users can configure the most suitable back-up solution for their application.



Order Code CDA 50 CDA 75

Power 500VA/335W 750VA/500W

Input
Rated voltage 230 Vac
Range with mains supply present 230Vac (-25%, +21%)
Frequency 50/60Hz auto sensing
Frequency range +/- 5Hz

Output
Rated voltage 230 Vac
Voltage on mains operation 230 Vac (-15%, +11%)
Frequency 50-60Hz auto sensing
Voltage on battery operation 230 Vac (+/-5%)
Waveform Sinewave
Distortion <2%

Batteries
Type Maintenance-free sealed lead-acid
Recharge time 8h

Environmental
Operating temperature 0 ÷ 40°C
Humidity < 95%
Protection Overload – short circuit – over voltage – under voltage – temperature – low battery
Safety compliance EN 62040-1-1 and Directive 73/23 EEC, EN 62040-3
EMC conformance EN 62040-2 and Directive 89/336
Surge capability IEC 801-5 6KV 1.2/50 µs; 3KA 8/20 µs differential
Colour Light grey RAL 7035
Noise <40dBA at 1m

IT Range DDiiaalloogg  AAccttiivvee

2277

Other options available on request. Please contact Customer Services for details.
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IT range DDiiaalloogg  pplluuss

2288

� Small/medium computer networks
� Local Area Networks (LAN)
� Workstations
� Servers
� EPOS (Electric Point Of Sale) systems

The Dialog Plus series includes the 700 - 1000 - 1500 - 2000 - 3000VA models and uses
double conversion technology (VFI). The load is powered continuously by the inverter with an
EMI filtered, stabilised and regulated sinewave supply. The input and output EMI filters
considerably increase the immunity of the load to mains disturbances and surges, even on
bypass.

The UPS can power the load for long periods (using battery extension packs) or provide
sufficient runtime to allow shut-down of the protected systems using the PowerShield2

software, supplied as standard, for Windows 95, 98, NT 4.0, 2000, 2003, Me, XP, Mac OS
X, 9.x, Linux operating systems.

For outstanding power protection and communication Dialog Plus is the best solution for
sensitive and “mission-critical” applications.

Dialog Plus-ER models have no internal batteries. They are supplied with a larger internal
charger and with their matching external battery extension packs can achieve long back up
times.

Characteristics
� Reliable, filtered, stabilised and regulated sinewave output (double conversion technology

VFI in conformity with IEC 62040-3 specifications) with filters for atmospheric disturbance
suppression

� High level immunity to surges (up to 150%)
� Auto restart on mains return (programmable)
� Start-up without mains (cold start)
� GS-TÜV certification
� Power factor correction with sinusoidal input to ensure a low impact on the mains supply

(UPS input power, factor, close to 1)
� Wide input voltage window (110-300Vac) to reduce battery usage
� Integrated protection for PC networks and telephone line/modem connections RJ45-RJ11
� Option to extend the back up time to several hours
� Software-programmable operating parameters
� Timer for scheduled shut-down and power up (software programmable)
� Highly reliable batteries with automatic and manual test feature
� Highly reliable system with full microprocessor control 
� Breaker based input protection
� 2-year warranty

Advanced Communication
� Advanced, multi-platform communication for all operating systems and network

environments: PowerShield2 monitoring and shut-down software included with SNMP
agent for Windows 95, 98, NT 4.0, 2000, 2003, Me, XP, Mac OS X, 9.x, Linux, Novell
operating systems

� Free UPS tools configuration software
� RS232 serial port
� Slot-in SNMP network adaptor card



Order Code CDLP 100 CDLP 200

Power 1000VA/700W 2000VA/1400W

Input
Rated voltage 220-230-240 Vac
Minimum voltage range 110V up to 60% of load/120V from 60% to 70% of load

140V from 70 to 80% of load/160V from 80% to 100% of load
Maximum voltage 300 Vac
Rated frequency 50/60 Hz ±5Hz
Power factor > 0.97
Input current Sinewave

By Pass
Voltage range 180-264 Vac
Frequency range Selected frequency ±5Hz

Batteries
Recharge time 5-7h 4h
Recharge current 1A

Output
Rated voltage selectable 220,230 or 240 Vac ± 1.5%
Waveform Sinewave
Voltage distortion < 2%
Frequency 50 or 60Hz auto sensing
Crest factor 3:1
Overloads 110%, 30’;130% 30”;150% 10”

Environmental
AC/AC Efficiency 90%
Operating temperature 0  ÷ 40°C
Humidity < 95% non condensing
Protection Overload – short circuit – over voltage – under voltage – temperature – low battery
Compliance EN 62040-1-1 and Directive 73/23 EEC, EN 62040-2 cl. B and Directive

89/336/EEC, EN 62040-3
Surge capability 3KA 8/20 µs 
Colour metallic grey (silver)
Noise <40dBA at 1m

2299

IT Range DDiiaalloogg  PPlluuss

Other options available on request. Please contact Customer Services for details.
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Network Range DDiiaalloogg  DDuuaall

3300

� Local Area Networks (LAN)
� Servers
� Data centres
� Industrial PLC’s
� Electronic Point Of Sale (EPOS)
� Emergency devices (lights/alarms)
� Electro-medical devices

The Dialog Dual range is available in 3300 - 4000 - 5000 - 6000VA models with on-line double
conversion (VFI) technology. The Dialog Dual range may be placed directly on the floor or mounted in
19” rackmount cabinets.

In terms of technology, features (selectable on-line, economy and smart active operating modes) and
diagnostics such as the digital display, RS232 and USB interfaces, network adaptor card option and 
PowerShield2 software included, Dialog Dual is easily the best solution for protecting “mission critical” 
applications requiring the highest levels of reliability.

Dialog Dual is ideally suited for a whole range of applications from IT to security.

Characteristics
� The UPS can be installed as a floor standing tower or 19” rack mount UPS. The front panel digital display can be pulled out (using the keys provided) 

and rotated to suite the installation format
� Reliable, filtered, stabilised and regulated sinewave output (double conversation technology VFI in conformity with IEC 62040-3 specifications) with filters

for atmosphere disturbance suppression
� Low noise level (<40dBA) thanks to the digitally PWM controlled ventilation system which is load and temperature dependent and the use of an inverter

with a high switching frequency (>20kHZ, above the audible range)
� Optional bolt-on maintenance bypass (DLD 500/600 models) to allow service without disruption to the loads
� User selectable operating modes in addition to true on-line mode:

• Economy Mode: selects Line Interactive VI technology to power non-critical loads from mains and
achieve up to 98% operating efficiency

• Smart Active Mode: the UPS selects automatically whether to operate in on-line VFI or line interactive
VI mode depending on the stability of the mains supply

• Emergency: the UPS can be programmed to work only when the mains fails – suitable for 
emergency lighting

• Frequency conversion 50 or 60Hz
� Output voltage selection: 220-230-240Vac
� Auto restart when mains power returns programmed using the front panel or using PowerShield2

software
� Bypass on: when the UPS is switched off, it automatically goes into bypass mode to charge the

batteries
� Automatic power down due to minimum load 
� End of battery discharge pre-alarm
� Delayed start up
� PowerShare output socket (2x10A IEC) functionality on DLD 500/600 models
� Guaranteed output quality even with typical distorting IT loads with crest factors of 3:1
� Rephrasing of load as the UPS has an input power factor close to 1 with a sinusoidal input current
� Completely digitally controlled
� Automatic bypass with no break in power supply
� Use of IMS (Insulated Metallic Substrates) modules
� Status, measurements and alarms available on the standard backlit display
� UPS can be updated digitally (flash upgradeable)
� Highly reliable battery performance (automatic and manual battery tests)
� Unique Low Ripple Current Discharge (LRCD) to help prolong battery life
� Hot-swap user replaceable batteries
� No limit extendible back-up time using modular design Battery Extension Packs
� Increased ride through (without batteries) on mains breaks up to 40ms and for fluctuations ranging

from 84 to 276Vac
� Input protected by resetable thermally activated switch



Order Code CDLD 330 CDLD 400

Power 3300VA/2300W 4000VA/2400W
Input
Rated voltage 220-230-240 Vac
Minimum voltage 164 Vac @ load 100%  84 Vac @ load 50%
Rated frequency 50/60 Hz ±5Hz
Power factor > 0.98
Current distortion ≤ 7%

By Pass
Voltage range 180-264 Vac (selectable in Economy Mode and Smart Active Mode)
Frequency range Selected frequency ±5% (user configurable)

Batteries
Recharge time 4-6h

Output
Rated voltage selectable 220,230 or 240 Vac
Static variation 1,5%
Dynamic variation ≤ 5% in 20ms
Waveform Sinewave
Voltage distortion with linear load < 3%
Voltage distortion with non-linear load < 6%
Frequency 50 or 60Hz selectable
Crest factor 3:1

Overload Capacity
100% <Load <110% 1’
100% ≤Load <150% 4 s
Load > 150% 0.5 s

Environmental
Efficiency 92%
Line-interactive/Smart Active Efficiency 98%
Operating temperature 0  ÷ 40°C
Humidity < 95% non condensing
Protection Overload – short circuit – over voltage – under voltage – temperature – low battery
Compliance EN 62040-1-1;Directives 73/23/EEC 93/68/EEC; EN 62040-2; Directive 89/336/EEC; 92/31 

EEC; 93/68 EEC; EN62040-3
Colour metallic grey (silver)
Noise <40dBA at 1m
Accessories provided 2 x 10A cables; 1 x IEC – 16A plug; software; serial cable; plastic keys to release display; 

handles kit
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� Back-feed protection: to avoid current being fed back into the mains should a fault occur
� Increased short circuit current on the bypass
� Increased overload capacity: 150% on inverter even when mains supply has failed
� Performance guaranteed in temperatures up to 40 °C
� Manual switch over to bypass
� Two IEC output plugs with thermal protection (DLD500-600)
� Microsoft Certified Product

Advanced Communication
� Advanced multi-platform communication for all operating systems and network environments: PowerShield2 supervision and shut-down software

included with SNMP agent for Windows 95, 98, NT 4.0, 2000, 2003, Me, XP, Mac OS X, 9.X, Linux, Novell operating systems. The UPS is supplied
with a communications cable for ‘Plug and Play’ PC connection

� Plug & play feature
� USB port
� RS232 serial port
� Slot for one of the following interface cards:

• Network adaptor (Netman 102)
• Multiplexer (Multicom 352)
• JBUS/MODBUS interface (Multicom 302)
• RS232/USB card (Multicom 362)
• RS232/EPO* (Multicom 372)
• Dry contacts card/EPO* (Multicom 382)

� Microsoft certification
*EPO is standard on DLD500-600 models

� 2-year warranty

Other options available on request. Please contact Customer Services for details.



TThhiiss  uunniiqquuee  ccaabbiinneett  iinnnnoovvaattiioonn  hhaass  bbeeeenn  ssppeecciiffiiccaallllyy  ddeessiiggnneedd  ttoo  bbrriinngg
uunnrriivvaalllleedd  aaddvvaannttaaggeess  ttoo  wwaallllbbooxx  ccaabbiinneettss  aanndd  wwiillll  ooffffeerr  aa  nnuummbbeerr  ooff

bbeenneeffiittss  ttoo  uullttiimmaatteellyy  rreedduuccee  tthhee  ttoottaall  ccoosstt  ooff  oowwnneerrsshhiipp..

AAcccceessss  WWaallllbbooxx  ddeevveellooppmmeenntt
Developed for today's front office environment the Access Wallbox range was designed to incorporate impact

resistant moulded (SMC) top and bottom panels for improved aesthetics. Compared with a conventional wall box

this feature has the added benefit that the top and bottom panels can be easily cut and modified to fit over

existing cabling ducting/equipment without the need to touch up exposed metal surfaces.

Designed with ease of use in mind the range also has user friendly quick release hinged side panels and doors for

quick and easy removal during installation and maintenance. Security to the cabinet is maintained via a single

point key lock on the door.

All cabinets can be supplied with a choice of standard or vented side panels as well as plain steel or glazed

doors. The vented side panels offer the option of fitting fan kits providing enhanced thermal management through

forced cooling.

Just like the Access Cabinet the Access Wallbox is based on an open frame design removing the need for

conventional corner posts. This feature provides the option to configure the cabinet with either fixed adjustable

19-inch mounting angles or a 19-inch swing frame (not available on the 6U version) which offers the benefit of full

access to the rear of the equipment thanks to it's ability to

rotate a full 180 degrees.

TThhee  uullttiimmaattee  
Networking, Data and 

Telecoms Cabinet

DDeessiiggnn  ffeeaattuurreess

n Stylish design.
n Open frame architecture.
n Configurable options.
n User friendly features.
n Retrofit-able over existing installations.
n Floor/underdesk mounting.
n Single person installation.
n Supplied flat packed or assembled.
n Available in 5 height and 2 depth options.



FIRE I-REM



Intelligent Rack 
Extinguisher Module
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ii--RREEMM  DDaattaa  aanndd  FFiirree  PPrrootteeccttiioonn  

Loss of data is perhaps one of the most feared aspects of business. Losing internal records,

employee records and sales records alone could cripple even the largest company to the

point of collapse. If the company also then relies on these technologies to provide a sales

outlet, be it through POS terminals or Internet trading, losing these for any length of time will

affect the ability to continue trading in times of crisis.

Enterprises with computer networks, IT communications and those who rely on large banks

of data, house their computers, network devices and ancillary equipment in 19" floor

standing racks/cabinets, i.e. a "Computer room in a Cabinet". The data is protected against

viruses, the computers against power fluctuations with UPS, the excess heat by air

conditioning, the security by the latest devices, but the fire protection is often left to the

room Fire Protection System. Each individual cabinet is not separately protected.

So why not let your computer room fire system handle the fire? The answer is simply the

down time and disruption to business involved in doing so. Your building fire system is

perfect for protecting the occupants of the building and the building itself, but generally has

little regard for the consequences of dealing with a small fire. Even if you have expensive

computer room fire extinguishing capability, this system will still flood the room with agent

and close down all the equipment inside the room, requiring your staff to leave the room,

until the agent is vented, before returning to deal with the problem.

If you have 20 racks containing data servers, this shuts 95% more of your business than

need be affected by a localised fire in one rack. Cooper B-Line can now supply the i-REM,

this unit is designed to protect data and equipment sited in closed separate 19" racks from

the effects of a smoke threat originating within the periphery of the rack. Installed in the top

2U of the cabinet the i-REM’s microprocessor will monitor the rack for smoke, using two

optical smoke detectors. Power from the rack will be removed at 3% / meter smoke

obscuration. The cause of the smoke will be extinguished by filling the rack with FM200

extinguishant with a zero oxygen depletion potential.

Because this affects only the rack with the smoke, the room is safe for your staff to continue

working and the rack is immediately available for engineers to repair or replace the faulty

equipment, and business is resumed in the shortest possible time.

FFeeaattuurreess

� Automatic smoke detection, alarm and extinguish with immediate power off to cabinet 

� Extendible with additional units up to 8 bayed cabinets 

� Supplied fully assembled. 2U 19" mounted 

� Visual, audible and electronic alarms

� Worldwide universal AC voltage input (96-264VAC)

� Option of gauge or pressure switch monitoring of canister 

� Inbuilt microprocessor with battery backup for i-REM

22UU  FFiirree  pprrootteeccttiioonn  mmoodduullee

RReeaarr  vviieeww  

RReeaarr  vviieeww  

Detection • Alarm • Extinguish
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UUnniitt  OOvveerrvviieeww
IInnppuutt
� Worldwide operation 90-264Vac (50/60Hz)
� 10 Amp, 16 Amp or 20 Amp IEC inlet 
OOuuttppuutt
� 10 Amp, 16 Amp or 20 Amp IEC socket outlet corresponding to input
� UPS power shut down contacts
� Remote system alarm contacts
� Remote fire alarm contacts
� Visual and Audible warning indicators 
FFuunnccttiioonn
� The on board i-REM unit microprocessor monitors all functions and indicates faults on 4 LED’s. Twin smoke detectors continuously monitor

the cabinet for smoke at > 3%/m obscuration
� On smoke detection and alarm, i-REM fire extinguisher is operated automatically i-REM cuts power to the outlet socket. UPS-off contact

operates, Alarm indicator and remote alarm contacts operate. 
DDiimmeennssiioonnss
� 2U high (87mm) x 345mm deep x 19” mounted 
� Weight of 6kg or less 
EEnnvviirroonnmmeenntt  
� Ozone Depleting Potential (ODP) is zero 
� Minimal atmospheric warming effect 
� Extinguishant is non toxic FM200TM or FE36TM

OOppttiioonnss  aanndd  ppaarrtt  ccooddeess

Order Code Description

IREMX101x800 Master 10amp: 1 x 800grm Extinguishing Canister Fills 1.4M

IREMX101x1000 Master 10amp: 1 x 1000grm Extinguishing Canister Fills 1.8M

IREMX102x1000 Master 10amp: 2 x 1000grm Extinguishing Canister Fills 3.6M

IREMX161x1000 Master 16amp: 1 x 1000grm Extinguishing Canister Fills 1.8M

IREMX162x1000 Master 16amp: 2 x 1000grm Extinguishing Canister Fills 3.6M

IREMX201x1000 Master 20amp: 1 x 1000grm Extinguishing Canister Fills 1.8M

IREMX202x1000 Master 20amp: 2 x 1000grm Extinguishing Canister Fills 3.6M

IREMXS1x800 Slave 1 X 800grm Extinguishing Can. + connect cables. Fills 1.4M

IREMXS1x1000 Slave 1 X 1000grm Extinguishing Can. + connect cables. Fills 1.8M

IREMXS2x1000 Slave 2 X 1000grm Extinguishing Can. + connect cables. Fills 3.6M

IREMXEPS800 Extinguisher canister only 800grms FM200 w/- Pressure-Switch.

IREMXEPS1000 Extinguisher canister only 1000grms FM200 w/- Pressure-Switch.

IREMCBLD3 Multi-Bay connecting cable for 3 / 4 Bayed Racks.

IREMCBLD4 Multi-Bay 5 - 8 Bayed Racks. Connect Box+ Cables. Specify No. of racks.

IREMADPD1 Adapter: Power Off APC-UPS on Smoke alert REPO

IREMCBLP1 Cable Power 10amp C13F>C14M =3Mtr. UPS to DFP power in.

IREMCBLP2 Cable Power 16amp C19F>C20M =2.5Mtr. UPS to DFP power in.

IREMCBLP3 Cable Power 16amp C19F>Free end =2.5Mtr. UPS to DFP power IN.

IREMCBLP4 Cable Power 16amp C20M>Free end =2.5Mtr. UPS to DFP power OUT.

IREMCBLP5 Power 16amp Connector C19F Rewireable To DFP power IN.

IREMCBLP6 Power 16amp Connector C20M Rewireable From DFP power OUT.

IREMPDPP1 Power Distribution 16A C20 Input +2m 5 x13amp sockets OUT, Horizontal Mount

IREMPDPP1 Power Distribution 16A C20 Input +2m 9 x13amp sockets OUT, Vertical Mount

IREMADPD6 APC UPS Power Off w/- EPO ( Emergency Power Off )

IREMX10M Master Unit 10amp: (drives 1 slave)

IREMX16M Master Unit 16amp: (drives 1 slave)

IREMX20M Master Unit 20amp: (drives 1 slave)

IREMXS Slave Unit With 3 connecting cables

Technical specification
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ii--RREEMM  DDaattaa  aanndd  FFiirree  PPrrootteeccttiioonn

Concentration of Extinguishant - FM200 in Enclosures
50630 Calculations of Volume filled with specified quanitity of FM200 (Fire Extinguishant) at various
concentrations and temperatures.

FM200 Base Data*A NFPA2001
TTeemmpp SS..VV..VV..*1 KKggss  ppeerr  mm33 aatt  %%  ccoonncceennttrraattiioonnss  ooff  HHFFCC--227777eeaa

ººCC mm33//kkgg 66%% 77%% 88%% 99%%  1100%%

--55 00..11224411 0.5142 0.6064 0.7005 0.7987 0.8951

00 00..11226688 0.5034 0.5936 0.6858 0.78 0.8763

++55 00..11229944 0.4932 0.5816 0.6719 0.7642 0.8586

++1100 00..11332211 0.4834 0.57 0.6585 0.749 0.8414

++1155 00..11334477 0.474 0.5589 0.6457 0.7344 0.8251

++2200 00..11337733 0.465 0.5483 0.6335 0.7205 0.8094

++2255 00..11339999 0.4564 0.5382 0.6217 0.7071 0.7944
*1 Specific Vapor Volume

Cabinet Volumes*B Cabinet Concentration*C

with 800grms @ 20ºC with 1000grms @ 20ºC

HHeeiigghhtt  UU 39U 42U 47U 39U 42U 47U 39U 42U 47U

HHeeiigghhtt  MMttrr.. 1.9 2.0 2.2 1.9 2.0 2.2 1.9 2.0 2.2

VVoolluummee  mm33 ooff  CCaabbiinneettss %%  CCoonncceennttrraattiioonn  @@  2200ººCC %%  CCoonncceennttrraattiioonn  @@  2200ººCC

66xx66  RRaacckk 0.68 0.72 0.79 16.01% 15.21% 13.83% 20.06% 19.06% 17.32%

66xx88  RRaacckk 0.91 0.96 1.06 12.01% 11.41% 10.37% 15.04% 14.29% 12.99%

66xx1100  RRaacckk 1.14 1.20 1.32 9.61% 9.13% 8.30% 12.04% 11.43% 10.39%

88xx66  RRaacckk 0.91 0.96 1.06 12.01% 11.41% 10.37% 15.04% 14.29% 12.99%

88xx88  RRaacckk 1.22 1.28 1.41 9.00% 8.55% 7.78% 11.28% 10.72% 9.74%

88xx1100  RRaacckk 1.52 1.60 1.76 7.20% 6.84% 6.22% 9.03% 8.58% 7.80%

88xx1122  RRaacckk 1.82 1.92 2.11 6.00% 5.70% 5.18% 7.52% 7.15% 6.50%

FM200, FE227, (HFC-227ea). Worlds most widely used safe-inkind replacement for Halon 1301. Boils at -16ºC. Has zero
ozone depleting potential. It is safe clean and electrically non-conducting so virtually eliminating collateral damage to computing
and other delicate electronic equipment.

*A Data from NFPA 2001 Standard on Clean Agent Fire Extinguising Systems
*B No consideration for installed Equipment
*C Concentration of Extinguishment in enclosure will increase with rise in temperature

Extinguishants

Canister
with 800grms of FM200 with 1000grms of FM200

TTeemmpp MM33 ffiilllleedd  aatt  %%  ccoonncceennttrraattiioonn MM33 ffiilllleedd  aatt  %%  ccoonncceennttrraattiioonn

ººCC 77%% 88%% 99%% 1100%% 77%% 88%% 99%% 1100%%

--55 1.32 1.14 1.00 0.89 1.65 1.43 1.25 1.12

00 1.35 1.17 1.03 0.91 1.68 1.48 1.28 1.14

++55 1.38 1.19 1.05 0.93 1.72 1.49 1.31 1.16

++1100 1.40 1.21 1.07 0.95 1.75 1.52 1.34 1.19

++1155 1.43 1.24 1.09 0.97 1.79 1.55 1.36 1.21

++2200 1.46 1.26 1.11 0.99 1.82 1.58 1.39 1.24

++2255 1.49 1.29 1.13 1.01 1.86 1.61 1.41 1.26

TThhee  mmoosstt  ccrriittiiccaall  aassppeecctt  ooff  tthhee  ssppeecciiffiiccaattiioonn  ffoorr  pprrootteeccttiioonn  ooff  yyoouurr  CCaabbiinneett  ffrroomm  tthhee  ddaammaaggee  ooff  SSmmookkee  &&  FFiirree  iiss  ttoo  ddeetteerrmmiinnee  tthhee  ““ffrreeee  vvoolluummee””

ooff  yyoouurr  ccaabbiinneett  aanndd  iittss  ““lleeaakkaaggee””..

RRaacckk--ffrreeee  vvoolluummee..

This is the reduced cabinet volume after solid metal and airtight enclosures are subtracted.

LLeeaakkaaggee  iiss  ccaauusseedd  bbyy::
� Unnecessary leakage from leaving gaps, e.g. around cable inlets at the base of the rack.

� Necessary ventilation to provide enough air flow to cool the electronic equipment, usually computers.

FM200 is heavier than air and drops down the cabinet and will leak out of any unsealed gaps around the lower cable enteries.

SSppeecciiffyy  tthhee  wweeiigghhtt  ooff  EExxttiinngguuiisshhaanntt  ttoo  aacchhiieevvee  ccoonncceennttrraattiioonn  ooff  77%%  mmiinniimmuumm  iinn  tthhee  pprrootteecctteedd  eenncclloossuurree..



KVM
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KVM.net

TThhee  KKVVMM..nneett  SSyysstteemm

AAddddrreesssseess  tthhee  nneeeedd  ffoorr  mmaannaaggeedd  aacccceessss  iinn  hhiigghh  ddeennssiittyy  eenntteerrpprriissee  eennvviirroonnmmeennttss  ssuucchh  aass  ddaattaa  cceenntteerrss,,
bbuussiinneesssseess  wwiitthh  bbrraanncchh  ooffffiicceess,,  tteessttiinngg  llaabbss,,  aanndd  ““lliigghhttss--oouutt””  ffaacciilliittiieess..  IItt  uunniiffiieess  aaddmmiinniissttrraattiioonn,,  mmoonniittoorriinngg,,  aanndd
ccoonnttrrooll  ooff  aallll  sseerrvveerrss  aanndd  uusseerrss  iinn  tthhee  oorrggaanniizzaattiioonn  aaccrroossss  ggeeooggrraapphhiicc  llooccaattiioonnss..

CCeennttrraalliisseedd  
MMaannaaggeemmeenntt  oovveerr  IIPP

Secure Access to your Servers
KVM.net is a highly available system with powerful authentication and authorization mechanisms for secure user sessions. KVM.net complies
with the highest security standards. The LDAP-based system is designed for synchronized compliance with organizational security policies
and profiles for more effective, secure user administration.

Simplify Sytem Administration
KVM.net provides the tools that system administrators need to manage and control high density, distributed server environments. The
system presents administrators with a unified, logical view of their KVM infrastructure that shields them from the complexities of a distributed
topology. Users log on to a single IP address that securely routes them to their assigned targets, and that’s all they see. The KVM topology
is transparent.

Improve User Experience
The Linux based GUI was designed by system administrators to
provide a common and familiar interface that helps system
administrators manage users, groups, and targets. Minicom
KVM/IP technology provides superior video and mouse
performance that looks and feels as if it’s connected directly
to the server.

Preserve your KVM Investment
The open, vendor independent system leverages existing
installations and legacy systems with smarter
management of different server/data center configurations.
It is the only available solution for access and control over
mixed server environments of 3rd party switches. KVM.net
aligns with your existing architecture, fully preserving your
investment in your current KVM infrastructure.

Grow your Business
KVM.net is a fully scalable system that grows with your out-of-
band infrastructure. Automatic discovery of all IP devices attached
to the system eases installation and maintenance, allowing you to
easily add or remove targets and users from the system.

Your Solution for KVM Management Over IP
The KVM.net system includes a KVM.net Manager appliance, any number of PX or Smart IP Access devices, and an optional replication
unit.

PX Single Server IP Device
The PX is a compact, cost effective, single server IP device for non-blocking access to servers. The high performance device provides
superior video, real-time mouse synchronization, SSL encryption, and full screen mode. Connecting a PX to each of your mission critical
servers turns the KVM.net system into a fully secure, digital, non-blocking matrix solution allowing any number of remote users to control
any number of servers, regardless of their physical location and topology. The rack-mountable PX uses Power Over Ethernet technology
(POE switch or MidSpan power hub) for efficient, clutter free power management.

Smart IP Access
Remote access to your legacy switches and servers Smart IP Access provides KVM/IP access to servers and analog KVM switches. It is
designed to work with all Minicom and most 3rd party switches. The feature rich device provides superior video, realtime mouse
synchronization, SSL encryption, and full screen mode. The Smart IP Access can also be used in stand-alone applications for direct remote
KVM access.

Replication Unit for Mission Critical Redundancy
KVM.net’s replication unit is an additional unit for redundant management, including backup and data replication. Both units stay connected
to the network, with data being consistently replicated to the second unit which is always ready to take over with the most up-to-date
database.
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KKVVMM..nneett  TTeecchhnniiccaall  SSppeecciiffiiccaattiioonnss

Protocols 
Platform 

Form Factor
Network Connection

Power Supply
Operating Temperature
Regulatory/Conformity

Client Computer 

HTTP, HTTPS, XML, SSH
Red Hat Linux 8.0
1U Rack Mountable
2 x RJ45
115-230 VAC, 50-60Hz Auto Sensing
10°C to 35°C / 50°F to 95°F
Regulatory/Conformity FCC, CE, UL
Internet Explorer 6.0 or higher

Operating systems 

Resolution 

Connections
Video and Mouse Synchronization

Ethernet
Serial

Local KVM Connection
Computer / Switch Connection

Dimensions 

Power Supply 

Operating Temp.

Operating systems 

Resolution 

Connections
Ethernet

Serial
Local KVM Connection

Computer / Switch Connection

Dimensions 

Power Supply 

Operating Temp.

Host Computer
Windows 2000, XP, NT4, 2003 Server, DOS, Novell 3.12 -6, Linux
Client Computer
Windows 2000 or higher with IE 6.0 or higher

Host Computer
Up to 1600x1200 @85Hz
Client Computer
Recommended resolution should be higher than resolution on host computer

Both auto and manual modes
2 x RJ45 – 10/100 Mbit/sec auto sensing
2 x RJ45
Screen HDD15, Keyboard/Mouse – MiniDIN6
Screen HDD15, Keyboard/Mouse – MiniDIN6 3 in 1 cable 1.8m (supplied with system)

44H x 230D x 215W mm / 1.7 x 9 x 8.5 in

Internal switching 85 – 265 VAC 50 / 60 Hz

0°C to 40°C / 32°F to 104°F

Smart IP Access

PX

Host Computer
Windows 2000, XP, NT4, 2003 Server, DOS, Novell 3.12 -6, Linux
Client Computer
Windows 2000 or higher with IE 6.0 or higher

Host Computer
Up to 1600x1200 @85Hz
Client Computer
Recommended resolution should be higher than resolution on host computer

Video and Mouse Synchronization Both auto and manual modes
RJ45 – 10/100 Mbit/sec auto sensing
N/A
N/A
Screen HDD15, Keyboard/Mouse – MiniDIN6 3 in 1 cable 60cm

31H x 80D x 105W mm / 1.2 x 3.15 x 4.13 in

Power Supply POE switch class 2 or midspan

Operating Temp. 0°C to 40°C / 32°F to 104°F

KVM.net Manager

KKVVMM..nneett

CBLKVMNETU64UK KVM.NET APPLIANCE SUPPORT UP TO 64 IP DEVICES

CBLKVMNETM64UK KVM.NET APPLIANCE SUPPORT 64 PLUS IP DEVICES

CBL0SU70018 PX - DIGITAL SERVER INTERFACE UNIT

CBL0SU70022UK POE SWITCH 24 PORT

CBL0SU70023UK POE MID SPAN 24 PORT

Order Code Description



DX Matrix System

DDXX  MMaattrriixx  SSyysstteemm

CCeennttrraalliisseedd  KKVVMM  aanndd
SSeerriiaall  MMaannaaggeemmeenntt

IInn  ttooddaayy’’ss  sseerrvveerr  eennvviirroonnmmeennttss  IITT  mmaannaaggeerrss  aarree  ffaacceedd  wwiitthh  iinnccrreeaassiinnggllyy  eellaabboorraattee  hhaarrddwwaarree  mmiixxeess,,  hhiigghh--ddeennssiittyy
rraacckk  iinnssttaallllaattiioonnss,,  aass  wweellll  aass  ccoommpplleexx  sseerrvveerr  aanndd  uusseerr  pprrooffiilleess,,  aanndd  tthhee  nneeeedd  ffoorr  2244//77  uuppttiimmee  aanndd  mmaaxxiimmuumm
ssccaallaabbiilliittyy..  TThheessee  ccoommpplleexxiittiieess  ccaallll  ffoorr  aa  ccoommpprreehheennssiivvee  aanndd  uunniiffiieedd  mmaannaaggeemmeenntt  ssyysstteemm  ––  aa  ssyysstteemm  tthhaatt  iiss  mmoorree
tthhaann  jjuusstt  aannootthheerr  KKVVMM  sswwiittcchh..  MMiinniiccoomm  aannsswweerrss  tthhiiss  ccaallll,,  aanndd  pprreesseennttss  tthhee  iinnnnoovvaattiivvee  DDXX  mmaattrriixx  ssyysstteemm,,
ddeessiiggnneedd  ffoorr  aaddvvaanncceedd  mmuullttii--ffuunnccttiioonnaall,,  uunniiffiieedd  oouutt--ooff--bbaanndd  mmaannaaggeemmeenntt  bbaasseedd  oonn  ssttaattee--ooff--tthhee--aarrtt  CCAATT55
tteecchhnnoollooggyy..

The DX matrix system combines four major functions in one unified solution:
� KVM switching and control
� Serial control
� Power management
� User management

The DX system unifies these four functions using AIM
AIM (Advanced Integrated Manager), is a LINUX based, innovative embedded program that supplies advanced management functionality in
a hardware-only solution. AIM combines the management of all four major functions within a single intuitive, Windows-like interface, for truly
unified administration of your server environment.

The DX matrix system gives you a highly secure,
integrated, flexible and supremely scalable solution for
24/7 BIOS-level control and management of high-
density mission critical server environments through:

� Unified, One-stop, local and remote control.
� Revolutionary embedded management functionality

in a pure hardware solution.
� High-level security.
� Multi-functional, multi-user, multi-platform matrix

solution.
� Seamless cascading.
� State-of-the-art CAT5 all-the-way technology.
� Maximum business value & ROI.

One-stop Local and Remote Control
The DX system manages all KVM and Serial equipment centrally, eliminating redundant management effort, and saving you time and money
in your corporate high-density server environment. And through flexible remote IP access, the DX system enables you to control your server
installation from anywhere in the world, at any time, further reducing overhead and administration costs.

4400



DDXX  MMaattrriixx  SSyysstteemm  FFeeaattuurreess

Powerful Management

Minicom revolutionizes out-of-band management with the power of AIM. Using AIM, your server environment benefits from out-of-band

BIOS level access combined with advanced management functionality in a pure hardware solution. AIM enhances and simplifies your

administration capabilities through:

� Intuitive, Windows-like GUI replacing the traditional OSD.
� Comprehensive management of all KVM and Serial hardware in the data center.
� Multi-layer user administration.
� Multi-level security access control.

Multi-Functional, Multi-User and Multi-Platform

The growing server environment and its ever-increasing data requirements call for a clutter-free, powerful and centralized multi-functional

matrix solution. The DX matrix system is the optimal solution for the server environment challenge, meeting today’s needs and preparing for

future scalability. Features include:

� Non-blocking control of multiple users for thousands of servers.
� Mixed multi-platform support: PS/2, SUN, USB and RS232.
� Flexible remote IP access: fit the IP mix to your needs and add IP users as your business grows.
� Built-in local computer access at every user station.
� CAT5 all-the-way technology, from server to user.

Seamless Cascading

The DX system’s seamless cascade of additional switch layers allows you to add multiple servers that are monitored and controlled from the

same interface, regardless of their physical connection. Minicom’s embedded AIM solution automatically recognizes the additional layers of

DX systems, streamlining setup of additional switches. There is no single point of failure - system settings and parameters are saved

on all DX central units. With seamless cascading, your DX system grows with your needs while keeping the same straightforward

management approach.

High-Level Security

Security is key to your server environment’s performance. The DX system’s multiple layer security protection with user-name and password

authentication includes up to 32 user profiles for hundreds of users, and 4 levels of user access rights for increased protection. In addition,

DX’s innovative technology includes double authentication of access rights through port and server recognition, for an exceptionally secure

system.

TTeecchhnniiccaall  SSppeecciiffiiccaattiioonn
DX System

Operating Systems

Resolution

User to server distance

System Cable

Operating temp.

Storage temp.

Security

Management

Mouse Support

Warranty

Cables/Connectors

Rack Mountable

Dimensions

Power Consumption

DOS, Windows (3x, 9x,ME, NT4, 2000, XP, 2003 Server and later), Linux, UNIX, HP UX, QNX, SGI, FreeBSD,

BeOS, Open VMS, Novell 3.12-6, Solaris, Java Desktop System

1600 x 1200 @ 75Hz

200m / 660ft

CAT5, CAT6, CAT7

0ºC to 40ºC / 32ºF to 104ºF

-40ºC to 40ºC / -40ºF to 104ºF

Password, multiple-user profiles

AIM (Advanced Integrated Manager), RS-232 Control software

PS/2, Wheel mouse, 5-button mouse, Microsoft intellimouse

3 Years

DX Central Unit DX User Unit DXU IP

Computer Ports-32 RJ 45 System - RJ45 System - RJ45

Users Port - 4/8 RJ45 Local Console and CPU Local Console and CPU KVM + Serial

Serial Ports - 2 x DB9 Video - HDD15 Video - HDD15

LAN - RJ45 Keyboard /Mouse - MiniDin6 Keyboard /Mouse - MiniDin6

Power Serial - 2 x DB9 DB9

Power Power

2XUSB (Future Application) 2XUSB (Future Application)

LAN - RJ45

Yes Yes Yes

43.2x27x4cm / 17x11x1.6” 21.6x27x4 / 8.5x11x1.6” 43.2x27x4 / 17x11x1.6”

100-250 VAC 50/60 Hz 100-250 VAC 50/60 Hz 100-250 VAC 50/60 Hz
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DX Matrix System

Server to DX Central Distance

Cables/ Connectors

Rack Mountable

Power Supply

Dimensions

RICC PS/2 X RICC PS/2 X RICC SUN X RICC USB X RICC RS232

10m/33ft 100m/330ft 100m/330ft 100m/330ft 100m/330ft

System - RJ45 System - RJ45 System - RJ45 System - RJ45 System - RJ45

Video - HDD15 Video - HDD15 Video - HDD15 Video - HDD15 Power - Jack

Keyboard/Mouse Keyboard/Mouse Keyboard/Mouse Keyboard/Mouse Power - Jack

MiniDin6 MiniDin6 MiniDin8 USB Power - Jack

Yes Yes Yes Yes Yes

From Keyboard From Keyboard From USB From USB Power Adapter

24x91x41mm / 24x91x41mm / 24x91x41mm / 24x91x41mm / 24x91x41mm
0.94x3.58x1.61” 1.05x3.58x1.77” 1.05x3.58x1.77” 1.05x3.58x1.77” 1.05x3.58x1.77”

TTeecchhnniiccaall  
SSppeecciiffiiccaattiioonn

4422

The Rack Director is a true 1U display console that allows you to control any number of servers from one location. The space
requirement is dramatically reduced as there’s no need to house separate monitors and keyboards. With a number of features listed
below the Rack Director is the perfect complement to any comms room.
� Unique Dual slides for flatpanel & for keyboard
� On Screen Display (OSD) on LCD Display
� 105 keys ps/2 keyboard with easy glide touchpad
� Power LED indicator
� Keylock mechanism
� 3 power on/off feature
� 3 in 1 flex cable-- Bright Active Martrix TFT Display
� Compact, Low Profile
� DB-25 Keyboard/Mouse/Video input
� Hidden Handle for keyboard Tray
� Subject to lead time and minimum order quantity. Can be supplied with 8 port and 16 port KVM switch

DDXX  SSyysstteemm  PPaarrtt  CCooddeess

CBLOSU60002 DX 432 CENTRAL UNIT 4 USERS 32 CPU'S

CBLOSU60003 DX 832 CENTRAL UNIT 8 USERS 32 CPU'S

CBLOSU60001 DXU USER UNIT WITH LOCAL PC PS/2 CONNECTION

CBLOSU60004 DXU IP USER UNIT WITH LOCAL PC PS/2 + IP CONNECION

CBLODT23018 DX SERVER DIRECT - EMERGENCY CON DIRECT TO XRICC

CBLOSU51059 XRICC PS/2 CABLE

CBLOSU51050 XRICC USB CABLE

CBLOSU51051 XRICC SUN CABLE

CBLOSU51052 XRICC RS232 CABLE

CBL0SU51066 RICC PS/2 FOR DX SYSTEM

OOrrddeerr  CCooddee DDeessccrriippttiioonn

DX 4x32

DX 8x32

DXU USER

XRICC

TTeecchhnniiccaall  SSppeecciiffiiccaattiioonn  ((ccoonnttiinnuueedd......))

RRaacckk  DDiirreeccttoorr

1U17TFT0KVM 1U 19" Rack Director display console with 17” viewing area - no KVM Switch

1U15TFT0KVM 1U 19" Rack Director display console with 15” viewing area - no KVM Switch

OOrrddeerr  CCooddee DDeessccrriippttiioonn
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RReemmoottee  PPoowweerr  SSwwiittcchh

CCBBLLOOSSUU6600000055 DX POWER SWITCH MASTER IP 8 PORT

CCBBLLOOSSUU6600000066 DX POWER SWITCH SLAVE 8 PORT S SERIAL ONLY

CCBBLLOOSSUU6600000077 DX 4 PORT DESK TOP POWER SWITCH

CCBBLLOOSSUU6600000099 DX 1 PORT DESK TOP POWER SWITCH

CCBBLL55AACC0000226633 USB STICK FOR FIRMWARE UPGRADE - DXU/DXU IP

OOrrddeerr  CCooddee DDeessccrriippttiioonn

CCoommpplleemmeennttss  yyoouurr  rreemmoottee  aacccceessss  ccaappaabbiilliittiieess

The Remote Power Switch (RPS) allows remote power management of your data center over the internet. The switch is ideal for powering and rebooting servers and other
devices in data centers and server farms. The two-in-one Remote Power Switch also performs environmental monitoring of the server room.

The Remote Power Switch is part of a comprehensive remote management solution for the modern data center. It adds to your existing remote access capabilities, saving
you the time and cost of visiting geograpically remote sites. It gives you the necessary functionality to complete remote operations that require you to reboot the server,
complementing out-of-band remote access to servers and devices from your KVM switching systems.

MMaannaaggee  uupp  ttoo  112288  sseerrvveerrss  aanndd  ddeevviicceess  rreemmootteellyy

There are three configurable modes of shutdown operations: instant shutdown, safe shutdown, and safe reboot. You can power up, power down, and reboot up to 128
connected servers and devices from anywhere over the Internet. You can easily configure power settings of the sockets via the Remote Power Switch web interface.

EEnnvviirroonnmmeennttaall  mmoonniittoorriinngg

The environmentally aware power switch monitors temperature and humidity to protect your rack or server room from extreme, and possibly damaging, conditions.
Temperature and humidity triggers can be configured to send administrative alerts or to perform a power operation under specified conditions. For example, you can
configure the remote power switch to regulate the temperature in the room if it exceeds a specified trigger.

Product Overview

Features and Benefits

Technical Specifications

� Two-in-one power management and environmental monitoring
� Power UP and Power DOWN devices via any browser
� Monitor temperature and humidity
� Control up to 128 devices
� Safe shutdown mode
� Customizable alerts & timers

RReemmoottee  PPoowweerr  SSwwiittcchh  MMaannaaggeerr RReemmoottee  PPoowweerr  SSwwiittcchh  SSllaavvee

LLAANN  IInntteerrffaaccee RJ45; 10/100M Auto Detect N/A

MMooddeemm RS232 N/A

EEnnvviirroonnmmeennttaall RJ11 N/A

RReesseett  BBuuttttoonn Yes N/A

LLiinnkk  IInntteerrffaaccee 2 x RJ11, connection to cascaded unit

SSaaffee  SShhuuttddoowwnn 8 x RJ11

PPoowweerr  CCoonnttrrooll 2 AC inputs each feeding 4 outputs

IInnppuutt 2 input connectors IEC320P

OOuuttppuutt 8 x IEC320R

PPoowweerr  PPrrootteeccttiioonn 7 Amp circuit breaker

LLEEDDss  --  RReedd On/Off status 1 LED for each outlet

LLEEDDss  --  yyeellllooww Indicates the ID no. of iLink cascade - 16 LEDs

NNoommiinnaall  iinnppuutt  vvoollttaaggee 220V model and 110V model

FFrreeqquueennccyy 50/60HZ full range

MMaaxxiimmuumm  oouuttppuutt  ccaappaacciittyy 2 x 7 Amp

OOppeerraattiinngg  TTeemmppeerraattuurree 0°C to 40°C / 32°F to 104°F

SSttoorraaggee  TTeemmppeerraattuurree -40°C to 40°C / -140°F to 104°F

RReellaattiivvee  hhuummiiddiittyy 0 - 95% non - Amp circuit breaker

DDiimmeennssiioonnss  ((HH  xx  LL  xx  DD)) 4.4 x 43.1 x 16.2 cm / 1.73 x 16.96 x 6.37

WWeeiigghhtt 2.5 kg / 5.51 lb

RReegguullaattoorryy  ccoommpplliiaannccee FCC
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IIPP  CCoonnttrrooll

CCBBLL55AACC0000229977 IP CONTROL DEST BRACKET

CCBBLL00SSUU7700001177UUKK IP CONTROL

OOrrddeerr  CCooddee DDeessccrriippttiioonn

SSeeccuurree  WWeebb--bbaasseedd  KKVVMM  aacccceessss

IP Control is an affordable hardware device designed to give you web-based access and management of computers, from any location in the world, at all times. Desk-
mountable and small enough to fit in the palm of your hand, IP Control features 128-bit SSL security, and is adaptable for use in single PC's/servers, small to medium size
data centers, and digital signage installations.

BBIIOOSS  lleevveell  rreemmoottee  ssuuppppoorrtt  ffoorr  mmiissssiioonn--ccrriittiiccaall  PPCC''ss

IP Control is an indispensable tool for disaster recovery and remote KVM support in single PC, mission-critical scenarios - where every second of computer downtime can
cause harm to business, human safety or health. IP Control gives you instant web-access to your PC's BIOS level - saving you critical downtime minutes, and reducing the
cost and inconvenience of employing field technicians.

SSaaffeegguuaarrddss  yyoouurr  KKVVMM  iinnvveessttmmeenntt

IP Control is equally at home in small to medium size data centers that use a mix of legacy KVM switches to operate their IT infrastructure. Designed for compatibility with
any brand of installed KVM switch or server, IP Control seamlessly adds-on remote, out-of-band KVM and Serial access while safeguarding your existing KVM investment.

SSuuppeerriioorr  vviiddeeoo  &&  mmoouussee  ppeerrffoorrmmaannccee

Featuring proprietary technology, IP Control provides superior video quality and mouse control over LAN, WAN and Internet. The remote user's KVM experience looks and
feels local even while it's over an Internet TCP/IP connection.

RReemmoottee  SSeerriiaall  ccoonnttrrooll

In addition to KVM, IP Control has a built-in Serial port for remote access to power management switches, routers, headless servers and other useful Serial devices.

DDiiggiittaall  ssiiggnnaaggee  rreemmoottee  ppllaayyeerr  ccoonnttrrooll

IP Control also plays a vital role within the digital signage world, providing remote management and monitoring of PC media players. It commands in real time, and with
virtually no extra cost, the distribution of media content on any number of video players and enables troubleshooting even when the operating system is down.

Product Overview

Features and Benefits

Technical Specifications

� Affordable, desk-mountable remote KVM access solution
� Web-based BIOS level access to mission-critical PC's & servers
� Ideal for remote KVM support & disaster recovery
� Superior remote video quality & mouse control
� Redundant out-of-band access for added back-up
� Compatible with any KVM switch - safeguards existing KVM investment
� Secure, 128-bit SSL encryption for total system defense
� Remote Serial access to power switches/routers/headless servers
� Adaptable for single PC's, small-medium data centers, and digital signage 

OOppeerraattiinngg  ssyysstteemmss Host Computer: Dos, Windows, Client Computer: Windows 2000 computer

Novell, Linux, SUN Solaris for PC with IE 6.0 or higher and ActiveX

RReessoolluuttiioonn Host Computer: Up to 1600x1200 @85Hz Client Computer: Recommended resolution

should be higher than resolution on local computer

VViiddeeoo  aanndd  MMoouussee Both auto and manual modes

SSyynncchhrroonniizzaattiioonn

CCoonnnneeccttiioonnss Ethernet - RJ45 - 10/100 Mbit/sec autosensing

Serial - RJ45

Local KVM connection - Screen HDD15, Keyboard/Mouse - MiniDIN6

Computer / switch connection - Screen HDD15, Keyboard/Mouse - MiniDin6

3 in 1 Cable 1.8m (supplied with system)

WWeeiigghhtt 0.2kg / 0.45lb

DDiimmeennssiioonnss 3H x 10D x 8Wcm / 1.1 x 3.9 x 3.1in

PPoowweerr  ssuuppppllyy External power adapter 3.3VDC 2A

OOppeerraattiinngg  TTeemmppeerraattuurree 0°C to 40°C / 32°F to 104°F
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SSuuppeerrvviissoorr  SSmmaarrtt

CCBBLLOOSSUU2211001188 SUPERVISOR SMART 2 PORT DESKTOP

CCBBLLOOCCLL6611003311 MULTIMEDIA VIDEO SCALER

CCBBLLOOSSUU2211002200 SUPERVISOR SMART 4 PORT DESKTOP

CCBBLL55AACC1100117700 DESK BRACKET FOR VIDEO DISPLAY-B/CAST-LINE SPLIT

CCBBLL55AACC0000221155 HD D15F TO 3 RCA ADAPTOR

CCBBLL55AACC0000221166 HD D15M TO 3 RCA ADAPTOR

OOrrddeerr  CCooddee DDeessccrriippttiioonn

Now you can benefit from KVM technology in your office or home thanks to Minicom's miniature desktop switches, the Supervisor Smart 2 and the Supervisor Smart 4.
Powerful, compact and easy to install and operate use the Smart to access, monitor and control up to four computers all from a single workstation. Not only will you save
money by eliminating excess equipment, you'll also free up valuable desk space.

IIddeeaall  ffoorr  SSmmaallll  ttoo  MMeeddiiuumm  OOffffiiccee  EEnnvviirroonnmmeennttss

The desktop Supervisor Smart comes in two models: a 2 port (Smart 2) and 4 port (Smart 4). Both models are made of sturdy metal casing and are specially designed to
save desktop space. The Smart 2 is almost as small as a deck of cards and the Smart 4 is desk mountable or rack mountable.

Product Overview

Features and Benefits

Technical Specifications

� Save money, space and energy by eliminating excess equipment
� Ideal solution for small to medium office environments
� High video resolution - 1920 x 1440 @ 75Hz
� Pure hardware solution - No software required
� Instant plug-and-play installation
� Supports Windows, UNIX, LINUX, NOVELL operating systems
� No external power supply needed
� Switch between computers via push-button or keyboard hotkey
� All cables included
� 3 year warranty

MMooddeell Smart 2 Smart 4

WWoorrkkssttaattiioonnss 1 1

NNuummbbeerr  ooff  CCoommppuutteerrss 2 4

MMoouussee  SSuuppppoorrtt PS/2, Wheelmouse, Microsoft Intellimouse PS/2, Wheelmouse, Microsoft Intellimouse

PPllaattffoorrmmss IBM Compatible, PS/2 (SUN with external adapter) IBM Compatible, PS/2 (SUN with external adapter)

OOppeerraattiinngg  SSyysstteemmss Windows (3.1, 9x, 2000,NT4, ME, XP), Unix (HP UX, Alpha,

SGI, Open VMS), Novell, Linu9x, QNX, FreeBSD, BeOS

RReessoolluuttiioonn 1920X1440 @ 75Hz

CCaabblleess VGA - HDD15M/F KB/Mouse - MiniDin6M 3 in 1 CPU cable

MiniDin6M MiniDin6M (KB/Video/Mouse)

RRaacckk  &&  DDeesskk  MMoouunnttaabbllee No Yes

PPrroodduucctt  DDiimmeennssiioonnss 24Hx72Dx127Wmm / 0.94Hx2.83Dx5W" 44Hx95Dx170Wmm / 1.73Hx3.74Dx6.69W"

PPaacckkaaggee  DDiimmeennssiioonnss 90Hx175Dx301Wmm / 3.5Hx6.9Dx11.9W" 105Hx250Dx330Wmm / 4Hx10Dx13W"

WWeeiigghhtt 0.3kg/0.7lb 0.6kg/1.3lb

SShhiippppiinngg  WWeeiigghhtt 1.3kg/2.9lb 2.5kg/5.5lb

PPoowweerr  CCoonnssuummppttiioonn 60mA 120mA

PPoowweerr  SSuuppppllyy  ((ooppttiioonnaall)) 6V 2A

OOppeerraattiinngg  TTeemmppeerraattuurree 0° to 40°C /104°F

SSttoorraaggee  TTeemmppeerraattuurree -40°C to 40°C / -40°F to 104°F

WWaarrrraannttyy 3 Years
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CCAATT55  IIPP  SSwwiittcchheess  AAnndd  RReemmoottee  AAcccceessss

CCBBLLOOSSUU5511007700 SMART 16IP PROM BY THE SWITCH 6 RICC'S FOC-5U+ P/O

CCBBLLOOSSUU2222000077 SMART CAT5 SWITCH 16PT STARTER KIT 8 RICC'S PS/2

CCBBLLOOSSUU2222000066 SMART CAT5 SWITCH 8PT STARTER KIT 4 RICC PS/2

CCBBLLOOSSUU5511002233 RICC PS/2 CONNECTION CABLE

CCBBLLOOSSUU5511002244 RICC USB CONNECTION CABLE

CCBBLLOOSSUU5511002255 RICC SUN CONNECTION CABLE

CCBBLLOOSSUU2211003322 SMART IP LINK

CCBBLLOOSSUU2222000022 SMART CAT5 SWITCH 8 PORTS

CCBBLLOOSSUU2211002255 SMART IP 16 PORT KVM SWITCH

CCBBLLOOSSUU2222000033 SMART CAT5 SWITCH 16 PORTS

CCBBLL55CCBB1100441133 3 IN 1 CPU CABLE FOR SMART 4 PORT

CCBBLL55AACC2200220011 RACK MOUNT BRACKET FOR SMART 4 PORT

CCBBLL55PPSS2200002255 SWITCHING POWER SUPPLY FOR SMART 2/4 PORT

CCBBLL55AACC2200220000 DESK MOUNT BRACKET FOR SMART 4 PORT TWIST STUDENT

OOrrddeerr  CCooddee DDeessccrriippttiioonn

SSmmaarrtt  CCAATT55  SSwwiittcchheess

The line of 8 port and 16 port single user Smart CAT5 Switches is Minicom's next-generation line of powerful, compact, cutting-edge, cost-effective rack mountable KVM
switches. The sleek, 1U sized Smart CAT5 line features CAT5 cable to eliminate cable clutter, and powerful on-screen display control and management. The Smart CAT5
Switches support 8 or 16 computers, hundreds when cascaded, letting you control and operate your server room racks with just one keyboard, monitor and mouse!

Rack mounting kit included with all models.

IInnnnoovvaattiivvee  RRIICC  CCaabblleess

Buy platform-specific Minicom RIC (Remote Interface Connection) cables to support PS/2, SUN, and USB, as and when you need them.

Product Overview

Features and Benefits

Technical Specifications

� Powerful — control 8 or 16 computers from one KVM console
� New RIC (Remote Interface Connection) cable technology
� Extend distance — between computer and switch up to 10 m/33ft.
� Rack mountable — sleek, 1U space saving KVM switches
� Innovative CAT5 technology — eliminate cable clutter at the rack
� Multi-layer security — protects your corporate data
� Better server management — choice of On Screen Display, serial port or push button control
� Multi-platform - PS/2, SUN, and USB support
� 3 year warranty

SSwwiittcchh  UUnniitt

OOppeerraattiinngg  SSyysstteemm Dos, Windows (3.1, 9x, 2000, NT4, ME, XP, 2003 Server) Linux, Unix, QNX, SGI, FreeBSD, BeOS, Open VMS, Novell 3.12-6, Alpha 
UNIX, HP UX, SUN

MMoouussee PS/2, Wheel mouse, Intellimouse, 5-button mouse

NNuummbbeerr  ooff  PPoorrttss 8, 16

RReessoolluuttiioonn Up to 1600x1200@75Hz

MMaaxxiimmuumm  DDiissttaannccee 10m/33ft

SSyysstteemm  CCaabbllee CAT5 FTP or UTP 2x4x24 AWG solid wire

CCoonnnneeccttiioonn::

SSyysstteemm RJ45

SSeerriiaall RJ11

LLooccaall  KKVVMM HDD15/MinDin6/MiniDin6

MMaannaaggeemmeenntt OSD, Hot Key, Push Button, Serial

WWeeiigghhtt Product - 1000g/2.2lbs

Shipping - 1950g/4.22lbs

DDiimmeennssiioonnss Product - 215x122x41.5mm / 8.44x4.34x1.62in

Shipping - 240x150x115mm / 9.46x6.36x5.57in

PPoowweerr  SSuuppppllyy 85 - 265 VAC 50/60 Hz

OOppeerraattiinngg  TTeemmppeerraattuurree 0°C to 40°C / 32°F to 104°F

SSttoorraaggee  TTeemmppeerraattuurree -40°C to 70°C/-40°F to 158°F

WWaarrrraannttyy 3 years
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Cat5 Smart KVM 
Extender

� Dual-user function - double the power of your computer by
allowing 2-user access

� 2 port KVM switch function
� Advanced CAT5 technology - low density cabling that is easy to

install
� Supports high resolution video 1600x1200 @ 75Hz
� Pure hardware solution - software/network independent
� Sturdy metal casing
� 33  YYeeaarr  WWaarrrraannttyy

Minicom’s new generation Smart KVM Extender enables controlling a
computer or KVM switch up
to 110m/360ft away by extending the KVM console. This makes it a
good solution for accessing
computers centralized in one secure, environmentally controlled
location such as those in financial
institutions. A major feature of the new system is its advanced CAT5
technology. The thin CAT5 cable
is easy to install and eliminates troublesome cable clutter.

From SOHO Environments To Industrial Applications
More than an extender, the Smart KVM Extender is actually a
multifunctional system
that performs three tasks all in one: extension, dual-user access and
2 port KVM switching. The dual
user feature enables two users to access the same computer making
work
more efficient.
As a 2-port KVM switch one user can switch between and control
two computers and
a second user can control one computer. This makes it an ideal
solution for storage, industrial applications
and Small Office Home Office (SOHO) environments (i.e. boss and
secretary).

Quick Plug-and-Play Installation
The Smart KVM extender is comprised of two units which are easy to
install:
a transmitter and a receiver. Both are made with sturdy metal casing.
The transmitter (which comes with built-in KVM cabling) connects to
the computer and the receiver connects to a KVM console.
All it takes is a few seconds. A button on the receiver unit makes it
simple to switch between remote and local computers.

TTrraannssmmiitttteerr RReecceeiivveerr
VGA - HDD15F VGA - HDD15F
KB - MiniDin6F KB - MiniDin6F
Mouse - MiniDin6F Mouse - MiniDin6F
System - RJ45 System - RJ45
KVM cable - Built In Standard KVM 

cable (Included)
240mA from External Power
computer (or external Adapter 6VDC 2A
power supply)
85x113x25mm/ 85x149x25mm/
3.3x4.4x1in 3.3x5.9x1in
400g/0.9lb 400g/0.9lb

CAT5 FTP Cable
110m/360ft
PS/2, Wheelmouse, 5 - button mouse
DOS, Windows (3x, 9x, 2000, NT, ME,
XP), Linux, UNIX, HP UNIX, QNX, SGI,
FreeBSD, BeOS, Open VMS
Push button or hot-key
Up To 1600x1200 @ 75Hz depending 
on cable length
5° to 50°C / 41°F to148°F
-40°C to 70°C / -40°F to 158°F
1750g/3.9lb
0DT23001 (Transmitter & Receiver)
3 Years limited

Specifications:
System Cable

Maximum Distance
Mouse Support

Operating Systems

Management
Resolution

Operating Temprature
Storage Temprature

Shipping Weight
Order Number

Warranty

Cables & Connectors

Power Consumption

Dimensions

Weight

CCoonnttrrooll  yyoouurr  ccoommppuutteerr  oorr  KKVVMM
sswwiittcchh  uupp  ttoo  111100  mmeettrreess  aawwaayy

EExxtteennddeerr

CCBBLLOODDTT2233000011 CAT5 SMART KVM EXTENDER

OOrrddeerr  CCooddee DDeessccrriippttiioonn
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Mini KVM Extender

� Maximize your investment - Perfect add-on for existing KVM switch installations
- Extend KVM console 70m/230ft from server room, rack or KVM switch

� Tighter security - Look after your investment, store computers in locked,
environmentally controlled rooms

� Easy to install - Simply plug and play
� Multi-platform support - PS/2, USB, SUN
� Micro sized - Smallest form factor for sleek Transmitter and Receiver units. 

Once installed you won’t even know they exist!
� KVM-over-CAT5 technology - Low cost, low density, standard CAT5/6/7 cable
� Pure hardware - No software conflicts, network independent
� No compatibility issues - Connect and control through any of Minicom’s wide

range of KVM solutions
� PPeeaaccee  ooff  mmiinndd  wwiitthh  MMiinniiccoomm’’ss  33--yyeeaarr  wwaarrrraannttyy

The Mini KVM Extender is an affordable solution for extending your KVM console
from your computer or KVM switch to remotely control and run applications at a
distance of up to 70m/230ft away over clutter free CAT5/6/7 cable. 

Tailored for every need
If you’re working from a small home office (SOHO), the Mini KVM Extender is the
preferred extended control solution - just place the KVM console where you want
and the computer where you need and you’re all set to go!
For industrial applications such as manufacturing lines or clean rooms, the Mini
KVM Extender provides maximum safety and security allowing you to place
computers and servers in a single centralized location, away from any production
hazards.

Secure, Flexible, Affordable 
IT managers seeking extended access to server rooms in a tightly secured
environment will find the Mini KVM Extender particularly efficient and easy to use.
Ideal also for presentation and training applications, the Mini KVM Extender
provides flexibility and security coupled with highly attractive pricing.

Compact Solution
The Mini KVM Extender is made up of 2 micro sized, compact units: the
Transmitter unit that connects to the computer and the Receiver unit that connects
to the KVM hardware. The Mini KVM Extender is a pure hardware solution making
it both software and network independent. The Mini KVM Extender connects a
PS/2 console to any platform - PS/2, USB and SUN.

TTrraannssmmiitttteerr RReecceeiivveerr

Built-in KVM VGA - HDD15F
System - RJ45 Keyboard - MiniDin6F

Mouse - MiniDin6F
System - RJ45

From connected External power
computer adapter 5VDC
89 x 46 x 25.3mm / 89 x 46 x 25.3mm / 
3.5 x 1.8 x 0.9” 3.5 x 1.8 x 0.9”
550g 550g

OOrrddeerr  NNoo..
111100VV  222200VV

0DT23008A 0DT23008

0DT23009A 0DT23009

0DT23010A 0DT23010

CAT5/6/7 cable 2x4x24 AWG Solid Wire
70m/230ft
2 or 3 or 5 button PS/2, Wheelmouse,
Intellimouse Explorer
All major operating systems
Screen resolution Up to 1600 x 1200 
@ 75Hz (depends on cable length)
0°C to 40°C / 32°F to 104°F
-40°C to 70°C / -40°F to 158°F

Specifications:
System Cable

Maximum Distance
Mouse Support

Operating Systems
Resolution

Operating Temprature
Storage Temprature

Cables & Connectors

Power Consumption

Dimensions

Shipping Weight

Ordering
Information:

Mini KVM Extender
PS/2 

Mini KVM Extender
SUN

Mini KVM Extender
USB 

CCoonnttrrooll  yyoouurr  ccoommppuutteerr  oorr  KKVVMM
sswwiittcchh  uupp  ttoo  7700  mmeettrreess  aawwaayy

EExxtteennddeerrss

CCBBLLOODDTT2233000088 MINI KVM EXTENDER PS/2

CCBBLLOODDTT2233001111 USB EXTENDER

CCBBLLOOVVSS2222001133 CAT5 RS232 EXTENDER

CCBBLLOODDTT2233000099 MINI KVM EXTENDER SUN

CCBBLLOODDTT2233001100 MINI KVM EXTENDER HUB

CCBBLL55AACC0000226655 MINI KVM EXTENDER MOUNTING HUB

CCBBLLOODDTT2222001155 DUET TWP CENTRAL/REMOTE LONG RANGE SET PS/2

CCBBLLOOVVSS2244000011 12V POWER SUPPLY FOR RS232 EXTENDER OVER 300M

CCBBLL00DDTT5500000022UUKK KEYBOARD VIDEO MOUSE AND SERIAL EXTENDER

OOrrddeerr  CCooddee DDeessccrriippttiioonn

CAT5 SMART
KVM EXTENDER

CAT5 RS232 EXTENDER

MINI KVM
EXTENDER
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LLeevveellOOnnee  CCaammCCoonn  VViiddeeoo  SSeerrvveerr

CCBBLLFFCCSS--99000044 CamCon Software for 4 CVS

CCBBLLFFCCSS--99000022 CamCon Software for 2 CVS

CCBBLLFFCCSS--99000000 CamCon Software for unlimited number of CVS

CCBBLLFFCCSS--55000088 8 channel camera server

CCBBLLFFCCSS--55000044 4 channel camera server

The LevelOne CamCon Video Server (CVS) is a digital network-based monitoring system. It cooperates with existing
CCTV devices. The LevelOne CamCon Video Server can operate as part of an existing IP-monitoring system as well
as single IP-monitoring system. Authorized users can watch camera pictures via webbrowser, store real-time videos or
play stored videos. The flexible architecture of the device allows easy integration of available cameras, alarm- and
access-control-systems of other manufacturers. The CVS are qualified as professional and easy to install monitoring
solution for companies, production plants or in public buildings.

� BNC composite video input PAL/NTSC auto-sensing
� Resolutions: 160x120, 320x240, 640x240, 640x480 pixel
� 5 selectable compression rates
� Display: via IE-browser (Windows 98,ME, 2000,XP) 5.0 or higher
� Single channel, four channels, Picture-In-Picture mode, � Sequential mode, video dimension (1xmode, 2xmode, full screen mode)
� 4/8 channels at the same time � Multiple playback speed (1x, 2x, 4x, 8x, 16x, 1/2x, 1/4x, 1/8x, 1/16x speed)
� Storing as AVI while playback � Video-compression: motion JPEG (supports multicast)
� Supports remote storing under Windows 98/ME/2000/XP, Linux/Unix, FTP, NAS � Supports two different storage places
� Motion-detection with selectable sensitivity that causes a 30 second recording � One RS232 and one RS485 Port (for P/T/Z control)
� Event-actions: recording, snapshot, e-mail, mobile phone SMS, audio � Event-handling: multiple interval, motion detection, video input loss, network 

warning alarm fail, systemfail, storage full

LLeevveellOOnnee  CCaammCCoonn  IIPP  NNeettwwoorrkk  CCaammeerraa
The LevelOne CamCon IP Network Cameras provide live pictures via internet. The cameras are directly connected to the network, either wireless or with RJ45
patchcord. You can get access from any PC of the network or you can monitor worldwide via Web browser.

� Complies with IEEE802.3, IEEE802.3u and IEEE802.11b/g � Resolution: 160X120. 320X240, 640x480
(WCS-2030) / supported protocols: SMTP, HTTP, TCP/IP, � Shows live pictures from any PC via LAN or internet
DHCP, NTP � Built-in web server/ ethernet interface, no extra PC necessary

� MPEG-4 video compression � Scheduled recording utility for Windows
� User authentification ensures from unauthorized access � Supports DDNS for dynamic IP adresses
� E-mail alerts by motion detection � User friendly web-based management

CCBBLLFFCCSS--11003300 1 x 10/100Mbps, CMOS, MPEG 4 FCS-1020 1 x 10/100Mbps, MJPEG FCS-1010 10/100Mbps + Audio, 4xDigital Zoom, 
CCD, MPEG

CCBBLLFFCCSS--11004400 10/100Mbps + 2-Way Audio, 10xDigital Zoom, 10xOptical Zoom, CCD MPEG 4, MJPEG

CCBBLLWWCCSS--22001100 10/100Mbps + Wireless 54Mbps + Audio, 4xDigital Zoom, CCD, MPEG 4

CCBBLLWWCCSS--22003300 1 x 10/100Mbps + Wireless 54Mbps + Audio, CMOS, MPEG 4

CCBBLLFFCCSS--33000000 10/100Mbps + 2way Audio, CCD with IR Len, MPEG 4, MJPEG, 10x digital zoom, 10x optical zoom, Indoor/Outdoor, 
Day/Night, Vandalproof

CCBBLLFFCCSS--11003300 CCBBLLWWCCSS--22001100CCBBLLFFCCSS--11004400 CCBBLLWWCCSS--22003300

Order Code Description

Order Code Description



QQuuaalliittyy&&  PPrriiccee
it’s in the box

TTooddaayy’’ss  ccoommppeettiittiivvee  mmaarrkkeettss  rreeqquuiirree  ccoosstt  eeffffeeccttiivvee  pprroodduuccttss  tthhaatt  ddeelliivveerr

tthhee  rriigghhtt  ssoolluuttiioonn..  CCooooppeerr  BB--LLiinnee  iinnttrroodduuccee  EECC,,  aa  1199"" ccaabbiinneett  ssyysstteemm

ddeessiiggnneedd  ttoo  ggiivvee  uusseerrss  aa  pprraaccttiiccaall,,  yyeett  hhiigghhllyy  vveerrssaattiillee  ccaabbiinneett  tthhaatt  mmeeeettss

tthhee  nneeeeddss  ooff  tthhee  mmoosstt  ddeemmaannddiinngg  aapppplliiccaattiioonnss..

Incorporating common features such as adjustable 19" mounting angles and fitted with jacking feet as standard, the EC range

offers a configurable top panel system and also provides an open base design to promote trouble free installation. Externally

the cabinet can be fitted with a range of options including side panels, plain steel doors, vented glazed doors and vented steel

doors all designed to offer the flexibility to meet everyday requirements.

Furthermore, the EC design boasts excellent style and aesthetics, built to the high quality standard our customers have grown

to expect over the years from Cooper B-Line.

The best news of all – you’ll find the range very competitively priced.

n Networking / Cabling 

n Server Housing

n 19" Electronic Equipment Housing 

n Communication Systems

n IT Systems

EECC  1199"" CCaabbiinneett

BBeenneeffiittss
n 5 height variations

n 2 width options, 600mm and 800mm

n 3 depths available, 600mm, 800mm
and 1000mm

n Fully adjustable 19" mounting angles

n Configurable top panels

n Open base design with optional plinth

n Plain steel, vented steel and 
glazed door options

n Lockable lift off side panels

n Compatible with 
Cooper B-Line
Access and Fusion 
Accessories

n Available either fully built 
or flat packed

n Available in standard Light Grey NCS
1502-Y or Black RAL 9005 CCoolloouurr  VVaarriiaattiioonnss



LIGHTING
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Lighting

LLaammpp  sshhoowwnn  wwiitthh  pprrootteeccttiivvee
ppllaassttiicc  ccoovveerr  ((sseeee  AAcccceessssoorriieess))

n Magnetic or optional DIN rail mounting

n Energy-saving lamp

n Lamp without/with electrical

socket (choice of sockets)

n On/Off switch

Compact Lamp KL 025
Series

In plastic, aluminium or stainless steel cabinets the lamp can be
fixed using screws together with inserted 35mm DIN rail sections.

Order Code Operating Voltage Socket Power consumption Nominal Current Protection class Approvals

KL02500 230VAC, 50Hz Germany (1) 11W (equals 75W light bulb) 16.0A I (earthed) VDE

KL02507 230VAC, 50Hz none 11W (equals 75W light bulb) - II (double insulated) -

KL02501 230VAC, 50Hz France/Poland (2) 11W (equals 75W light bulb) 16.0A I (earthed) -

KL02502 230VAC, 50Hz Switzerland (3) 11W (equals 75W light bulb) 10.0A I (earthed) -

KL02510 230VAC, 50Hz UK/Ireland (4) 11W (equals 75W light bulb) 13.0A I (earthed) -

KL02512 230VAC, 50Hz Italy (6) 11W (equals 75W light bulb) 16.0A I (earthed) -

KL02505 120VAC, 60Hz USA/Canada (5) 9W (equals 60W light bulb) 15.0A I (earthed) -

KL02506 120VAC, 60Hz none 9W (equals 60W light bulb) - II (double insulated) -

PPrroodduucctt  IInnffoorrmmaattiioonn

Magnet

The compact lamp KL 025 was especially designed for use in enclosures. A
powerful magnet enables the lamp to be mounted freely in any desired position
in metal enclosures saving time and installation problems. The integrated
electrical socket allows the use of additional appliances.

Luminosity 900 Lm
Lamp type compact fluorescent lamp with integral starter
Service life 5,000 h
Switch on/off switch for lamp
Connection 3-pole terminal 2.5mm2 with cable clamp,

torque 0.8Nm
Mounting magnet fixing
Casing plastic, light grey
Dimensions 355 x 65 x 70mm
Weight approx. 1.0kg
Fitting position variable
Operating/Storage -20 to +50°C (-4 to +122°F) / -45 to +70°C (-49 to
temperature +158°F)
Protection type IP20
Accessories lamp cover, Art. No. 09520.0-00 (see photo)

TTeecchhnniiccaall  DDaattaa

KKLL002255  CCoommppaacctt
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SSlliimmlliinnee  llaammpp  wwiitthh  oonn//ooffff  sswwiittcchh,,
wwiitthh  iinntteeggrraatteedd  eelleeccttrriicc  ssoocckkeett
((GGeerrmmaannyy)),,  AArrtt..  NNoo..  0022552200..00--0000

The flat slimline lamp SL 025 is suitable for all types of panels and enclosures,
especially where space is at a premium. The lamp can be mounted on its narrow
or broad surface using screws. It is also available with a magnet which allows it
to be fitted quickly in any position in a steel enclosure. Both versions are available
with an integrated electrical socket enabling the use of additional appliances.

Slimline Lamp SL 025 Series with
On/Off switch

Order Code Model Operating Voltage Socket Nominal Weight Protection class Approvals
Current (approx.)

SL025200N without magnet 230VAC, 50/60Hz Germany (1) 16.0A 0.40kg I (earthed) VDE

SL025200 with magnet 230VAC, 50/60Hz Germany (1) 16.0A 0.60kg I (earthed) VDE

SL025201N without magnet 230VAC, 50/60Hz France/Poland (2) 16.0A 0.40kg I (earthed) VDE

SL025201 with magnet 230VAC, 50/60Hz France/Poland (2) 16.0A 0.60kg I (earthed) VDE

SL025202N without magnet 230VAC, 50/60Hz Switzerland (3) 10.0A 0.40kg I (earthed) VDE

SL025202 with magnet 230VAC, 50/60Hz Switzerland (3) 10.0A 0.60kg I (earthed) VDE

SL025203N without magnet 230VAC, 50/60Hz UK/Ireland (4) 13.0A 0.40kg I (earthed) VDE

SL025203 with magnet 230VAC, 50/60Hz UK/Ireland (4) 13.0A 0.60kg I (earthed) VDE

SL025204N without magnet 120VAC, 50/60Hz USA/Canada (5) 15.0A 0.40kg I (earthed) UL submitted

SL025204 with magnet 120VAC, 50/60Hz USA/Canada (5) 15.0A 0.60kg I (earthed) UL submitted

SL025207N without magnet 230VAC, 50/60Hz none - 0.40kg II (double insulated)  VDE; UL submitted

SL025207 with magnet 230VAC, 50/60Hz none - 0.60kg     II (double insulated)  VDE; UL submitted

SL025208N without magnet 120VAC, 50/60Hz none - 0.40kg     II (double insulated)       UL submitted

SL025208 with magnet 120VAC, 50/60Hz none - 0.60kg     II (double insulated)       UL submitted

PPrroodduucctt  IInnffoorrmmaattiioonn

Lighting

Power consumption 11W (equals 75W light bulb)
Luminosity 900Lm
Lamp type energy saving lamp, 2G7 socket
Service life 10,000h
Switch on/off switch for lamp
Connection terminal 2.5mm2 with cable clamp, clamping

torque 0.8Nm
Mounting screw fixing, M5, 300mm centres

magnet fixing (optional)
Casing plastic according to UL94 V-0, light grey
Dimensions 345 x 91 x 40mm
Fitting position narrow surface/broad surface
Operating/Storage -20 to +50°C (-4 to +122°F) / -45 to +70 °C (-49
temperature to +158 °F)
Protection type IP20
Note 24VDC to 48VDC on request

TTeecchhnniiccaall  DDaattaa

The slimline lamp SL 025 is also available with a 19" front panel.

n Slim casing

n Electronic ballast

n Lamp without/with electrical socket (choice of sockets)

n Magnet fixing (option)

n Energy saving lamp

n On/Off switch

SSLL002255  OOnn//OOffff



Lighting

SSlliimmlliinnee  llaammpp  wwiitthh  mmoovveemmeenntt
sseennssoorr  aanndd  wwiitthh  iinntteeggrraatteedd
eelleeccttrriicc  ssoocckkeett  ((GGeerrmmaannyy)),,  AArrtt..
NNoo..  0022552200..00--0033

Slimline Lamp SL 025 Series
with movement sensor

Order Code Model Operating Voltage Socket Nominal Weight Protection class Approvals
Current (approx.)

SL025200N-MS without magnet 230VAC, 50/60Hz Germany (1) 16.0A 0.40kg I (earthed) VDE

SL025200-MS with magnet 230VAC, 50/60Hz Germany (1) 16.0A 0.60kg I (earthed) VDE

SL025201N-MS without magnet 230VAC, 50/60Hz France/Poland (2) 16.0A 0.40kg I (earthed) VDE

SL025201-MS with magnet 230VAC, 50/60Hz France/Poland (2) 16.0A 0.60kg I (earthed) VDE

SL025202N-MS without magnet 230VAC, 50/60Hz Switzerland (3) 10.0A 0.40kg I (earthed) VDE

SL025202-MS with magnet 230VAC, 50/60Hz Switzerland (3) 10.0A 0.60kg I (earthed) VDE

SL025203N-MS without magnet 230VAC, 50/60Hz UK/Ireland (4) 13.0A 0.40kg I (earthed) VDE

SL025203-MS with magnet 230VAC, 50/60Hz UK/Ireland (4) 13.0A 0.60kg I (earthed) VDE

SL025204N-MS without magnet 120VAC, 50/60Hz USA/Canada (5) 15.0A 0.40kg I (earthed) UL submitted

SL025204-MS with magnet 120VAC, 50/60Hz USA/Canada (5) 15.0A 0.60kg I (earthed) UL submitted

SL025207N-MS without magnet 230VAC, 50/60Hz none - 0.40kg II (double insulated)  VDE; UL submitted

SL025207-MS with magnet 230VAC, 50/60Hz none - 0.60kg     II (double insulated)  VDE; UL submitted

SL025208N-MS without magnet 120VAC, 50/60Hz none - 0.40kg     II (double insulated)       UL submitted

SL025208-MS with magnet 120VAC, 50/60Hz none - 0.60kg     II (double insulated)       UL submitted

PPrroodduucctt  IInnffoorrmmaattiioonn

Power consumption 11W (equals 75W light bulb)
Luminosity 900Lm
Lamp type energy saving lamp, 2G7 socket
Service life 10,000h
Switch PIR movement sensor, approx. 6 min. fixed 

switch-on duration
Connection terminal 2.5mm2 with cable clamp, clamping

torque 0.8Nm
Mounting screw fixing, M5, 300mm centres

magnet fixing (optional)
Casing plastic according to UL94 V-0, light grey
Dimensions 345 x 91 x 40mm
Fitting position narrow surface/broad surface
Operating/Storage -20 to +50°C (-4 to +122°F) / -45 to +70 °C (-49
temperature to +158 °F)
Protection type IP20
Note 24VDC to 48VDC on request

TTeecchhnniiccaall  DDaattaa

The slimline lamp SL 025 is also available with a
19" front panel.

n Slim casing

n Electronic ballast

n Lamp without/with electrical socket

(choice of sockets)

n Magnet fixing (option)

n Energy saving lamp

n On/Off switch

The flat slimline lamp SL 025 with movement sensor is suitable for all types of panels
and enclosures, especially where space is at a premium. The lamp can be mounted
on its narrow or broad surface using screws. It is also available with a magnet which
allows it to be fitted quickly in any position in a steel enclosure. Both versions are
available with an integrated electrical socket enabling the use of additional
appliances. The movement sensor substitutes a door contact switch.

5544

SSLL002255  SSeennssoorr



DDuuaall  llaammpp  wwiitthh  oonn//ooffff  sswwiittcchh
((iinnccll..  bbaassee  ssttaattiioonn))

Lighting

Luminosity 1000Lm
Lamp type energy saving lamp, E27 socket
Service life 10,000h
Switch on/off push switch
Connection 6-pole screw connector 2.5mm2 (torque 0.8 Nm) for

power connection, further lamps and external door
contact switch

Mounting screw fixing (e.g. 35mm DIN rail)
Casing plastic according to UL94 V-0, light grey
Weight approx. 0.60kg
Fitting position variable
Operating/Storage -20 to +50°C (-4 to +122°F) / -45 to +70°C
temperature (-49 to +158°F)
Protection type / IP20 / II (double insulated)
Protection class
Approvals -
Accessories wall holder with connection cable (2m) incl. Fixing

Plate, Art. No. 03410.0-00
2 fixing plates (self-adhesive), Art. No. 09515.0-00

Note 120VAC and DC voltages on request

TTeecchhnniiccaall  DDaattaa

(1) Standard screw fixing to DIN rail
(2) 2 self-adhesive fixing plates, Art. No. 09515.0-00
(3) Wall holder with connection cable (2m) and self-adhesive 

fixing plate, Art. No. 03410.0-00.
By using an additional wall holder the lamp can be used as 
a hand lamp

Dual Lamp DL 026 Series with On/Off
switch
n Versatile – base lamp or hand lamp

n Long-life energy saving lamp

n Connections for further lamps

Order Code

DL02500

Operating voltage

230VAC, 50Hz

Power consumption

20W (equals 100W light bulb)

PPrroodduucctt  IInnffoorrmmaattiioonn

5555

DDLL002266
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Lighting

DDuuaall  llaammpp  wwiitthh  mmoovveemmeenntt
sseennssoorr  ((iinnccll..  bbaassee  ssttaattiioonn))

Dual Lamp DL 026 Series
with movement sensor
n Versatile – base lamp or hand lamp

n Long-life energy saving lamp

n Automatic switching

n Alternative solution for door switch

n Connections for further 

lamps

Order Code

DL02500-MS

Operating voltage

230VAC, 50Hz

Power consumption

20W (equals 100W light bulb)

PPrroodduucctt  IInnffoorrmmaattiioonn

Luminosity 1000Lm
Lamp type energy saving lamp, E27 socket
Service life 10,000h
Switch PIR movement sensor, approx. 3 min. fixed 

switch-on duration
Connection 4-pole screw connector 2.5mm2 (torque 0.8 Nm) for

power connection and further lamps
Mounting screw fixing (e.g. 35mm DIN rail)
Casing plastic according to UL94 V-0, light grey
Weight approx. 0.60kg
Fitting position variable
Operating/Storage -20 to +50°C (-4 to +122°F) / -45 to +70°C
temperature (-49 to +158°F)
Protection type / IP20 / II (double insulated)
Protection class
Approvals -
Accessories wall holder with connection cable (2m) incl.

fixing plate. Art. No. 03410.0-00
2 fixing plates (self-adhesive), Art. No. 09515.0-00

Note 120VAC and DC voltages on request

TTeecchhnniiccaall  DDaattaa

The PIR movement sensor switches the lamp
on when the enclosure door is opened. The
switch-on time is reset with every further
registered movement. The movement sensor
does not react to movement on the other side
of glass and so can be used in enclosures
with glass doors.

(1) Standard screw fixing to DIN rail
(2) 2 self-adhesive fixing plates, Art. No. 09515.0-00
(3) Wall holder with connection cable (2m) and self-adhesive

fixing plate, Art. No. 03410.0-00.
By using an additional wall holder the lamp can be used as 
a hand lamp

DDLL002266  SSeennssoorr
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Lighting

DDuuaall  llaammpp  wwiitthh  oonn//ooffff  sswwiittcchh
((iinnccll..  bbaassee  ssttaattiioonn))

Luminosity 1000Lm
Lamp type energy saving lamp, E27 socket
Service life 10,000h
Connection power cable (2m) with Euro plug
Mounting screws or fixing plate (self-adhesive)
Casing plastic according to UL94 V-0, light grey
Weight approx. 0.60kg
Fitting position variable
Operating/Storage -20 to +50°C (-4 to +122°F) / -45 to +70 °C (-49 to 
temperature +158 °F)
Protection type / IP20 / II (double insulated)
Protection class 
Approvals -
Included in delivery lamp holder, hook and fixing plate
Note 120VAC and DC voltages on request

TTeecchhnniiccaall  DDaattaa

Hand Lamp DL 026 Series with lamp
holder
n Long-life energy saving lamp

n Versatile

Order Code

DL02501

Operating voltage

230VAC, 50Hz

Power consumption

20W (equals 100W light bulb)

PPrroodduucctt  IInnffoorrmmaattiioonn

(1) Standard screw fixing to DIN rail
(2) 2 self-adhesive fixing plates, Art. No. 09515.0-00
(3) Wall holder with connection cable (2m) and self-adhesive

fixing plate, Art. No. 03410.0-00.
By using an additional wall holder the lamp can be used as 
a hand lamp

HHaanndd  LLaammpp



The new EC wall box from Cooper B-Line offers users a highly cost effective and versatile solution for wall
mounted products such as cabling infrastructures, networking and telecom equipment.

The wall box is supplied in the standard light grey with mid grey trims. Wall cabinet doors have a quick release two
pin hinge mechanism and are supplied fully glazed with a standard lock. The door can also be easily changed from
left to right-hand operation. The EC wall mounted box is also available with optional steel doors and rear panels
made to order.
The 19" mounting rails on the EC wall box are adjustable front to rear and in common with the freestanding
cabinet the wall box has "U" ident markings for ease of equipment location.

Cable entry in the EC wall box is gained through rear top and bottom slots with removable cover plates and cable
management is further enhanced through suitable points for locating and securing cables.  

Assembly of the box is made easy with its simple bolt together construction, allowing a single operator to
construct a box in just a few minutes.

EECC  WWaallll  BBooxx
n Networking / Cabling
n 19" Electronic Equipment Housing
n Communication Systems
n IT Systems

BBeenneeffiittss
n Lockable, aesthetic glass door

with quick release hinges for easy
removal

n Fully adjustable 19" mounting angles
n Door can be hinged left or right handed
n Large apertures for cable entry
n 6 standard heights available
n Fast, easy construction from flat pack

CCoosstt  eeffffeeccttiivvee
but versatile

SSttaannddaarrdd  EECC  WWaallllbbooxx

HH HH WW DD MMaaxx  UUssaabbllee WWeeiigghhtt PPaarrtt  NNuummbbeerr
((UU)) ((mmmm)) ((mmmm)) ((mmmm)) DDeepptthh  ((mmmm)) ((kkggss)) ((FFllaatt  PPaacckkeedd))

66UU 334400 660000 550000 443355 1133 EECCWWBB6655FFPP
99UU 447744 660000 550000 443355 1144..55 EECCWWBB9955FFPP
1155UU 774400 660000 550000 443355 1177..55 EECCWWBB115555FFPP
1188UU 887744 660000 550000 443355 1199 EECCWWBB118855FFPP
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Now, installers have access to the most feature
rich cable management system in the
industry... introducing Cooper B-Line’s RCM+.
Offering simplified cable management, a more
flexible solution for all installations and a
reduced total installed cost. RCM+ has all the
configurations you need for your rack
supported cable management requirements.

�   Flexibility
Need gates on the left, but fingers on the
right? No problem. How about adding doors
on the back? Again, no problem! The RCM+
open system design offers countless options
and solutions to deal with issues of cable
access and cable routing...like those that are
created by increasing demands for faster data
transmission and higher cable density. The
RCM+ incorporates an innovative modular unit
concept with total interchangeability of parts
over all units. All rearrangement and
modification of the cable management system
is done easily in the field. Flexibility... based on
your application needs now and in the future.

�   Affordability
Our RCM+ cable managers offer all the
features of higher priced systems, PLUS
features that aren’t offered on products priced
at two, three and four times as much. Also,
because of the way the RCM+ is designed,
you will find significant labour savings,
dramatically improved cable routing and
access options... All part of a system that can
be tailored to almost any need.

�   Install-ability
No matter what your requirement is, RCM+
can be installed in whatever configuration you
need, on whatever standard 2-post rack you
have or want. The clean, simply designed
appearance blends with the widest range of
architecture and environments. If you require
retrofitting a cable manager to an existing rack,
or if you are looking to add additional racks
and accessories, RCM+ will cure all of your
cable management headaches.

Rack Cable Manager

6600

PPrroodduucctt  HHiigghhlliigghhttss

Vertical cable manager with closely
spaced fingers for high-density cabling.

Universal doors work on all configurations
of fingers and gates.

Manage Your Cable 
While Managing Your Budget

Horizontal managers with removable door
that hinges top or bottom, allows for easy
cable access.

Accessory mounting holes run the full length
of all vertical sections to accommodate
attachment of dozens of cable management
accessories.



6611

Back cover (optional accessory) available for all managers.

Open back design allows unrestricted routing of cables
between front and rear cable managers.

Double-hinged gates and doors can
be used in combination. Both remain
fully functional.

Vertical Cable Manager with widely spaced
fingers for low-density cabling.

Snap on hinges allow quick opening from either side or
complete removal of the doors and gates.



EEffffiicciieenntt,,  lloowweerr  ccoosstt  ccaabbllee  iinnssttaallllaattiioonn
The open back design permits cable to enter or exit the cable manager at any RMU level,
resulting in more direct routing to any point on the rack or an adjacent cable manager 
(image 1). This means less cable density, looser bundling and faster moves, adds and
changes. The advantages of the open back design are amplified by the open side feature of
double-sided managers.

AAssssiissttss  wwiitthh  ddaattaa  iinntteeggrriittyy  bbyy  rreedduucciinngg  ccaabbllee  ddeennssiittyy

The 1/4” accessory mounting holes spaced every 1/2 RMU extend along the entire height of
the RCM+ (image 2). They are an integral component of the open system design. Permitting
quick attachment of a wide variety of cable management devices, they are used to support,
segregate and route cables going in all directions, whether entering, leaving or passing
through the manager.

CCoommppaattiibbllee  wwiitthh  aaddvvaanncceemmeennttss  iinn  rraacckk  ddeessiiggnnss  aanndd

The RCM+ takes full advantage of the cable pass-through openings on the side of the new,
deeper racks (image 3). The open sides created by spaced-apart mounting, allow cable to
pass through the cable manager to an adjacent rack or into either cable manager through
the open back.

FFaasstt  aanndd  ccoonnvveenniieenntt  aacccceessss  wwiitthh  ddyynnaammiicc  ccaabbllee

The RCM+ introduces a new system that consists of cable retention gates that uniquely nest
under the two-piece double-hinged doors (image 4). When doors are opened, the gates
provide containment, but can also be opened from either side or removed as convenience
dictates. The gates can be snapped on at any location and additional gates can be added to
the system.

FFiieelldd  mmooddiiffiiaabbllee  ffeeaattuurreess  rreedduuccee  ffuuttuurree  ccoossttss

The system used to mount plastic cable support fingers is common to all cable managers in
every series. Any combination and arrangement of fingers can be installed on the mounting
rails. The same universality is applied to the snap on hinges of all doors and gates. This
interchangeability allows any RCM+ cable manager to be modified in the field to
accommodate a broad range of applications. This also provides for adaptability to meet any
future changes required.

RCM+, A Better Way To Manage Your Cable. 

Rack Cable Manager FFeeaattuurreess  &&  BBeenneeffiittss

336600oo ccaabbllee  rroouuttiinngg......
from anywhre, to anywhere, through anywhere
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Rack Cable Manager CCaattaalloogg  NNuummbbeerriinngg  SSyysstteemm

SSBB--886600  SSeerriieess

SSiinnggllee  SSiiddeedd DDoouubbllee  SSiiddeedd

SSBB--886622  SSeerriieess

SSiinnggllee  SSiiddeedd DDoouubbllee  SSiiddeedd

SSBB--886644  SSeerriieess

DDoouubbllee  SSiiddeedd

6633

S B - 8 6 0  -  8  3  S  -  0 6 6  F B

Series

SB-860
For High-Density

Cabling

SB-862
For Low-Density

Cabling

SB-864
For High/Low-
Density Cabling
Back-to-back

Depth
8 *

Width
3 = 3 5⁄8” (111.13mm)
6  = 6” (152.40mm)

10 = 10” (254.00mm)
12 =12” (304.80mm)

Style
S = Single Sided
D = Double Sided

Rack Heights
066 = 66” (1.68m)
072 = 71” (1.80m)
078 = 78” (2.00m)
084 = 84” (2.13m)
090 = 90” (2.29m)
096 = 96” (2.44m)

108 = 108” (2.74m)

Finishes
FB = Flat Black

CA = Clear
Anodised



SSiinnggllee--SSiiddeedd  SSBB--886600  SSeerriieess

Single-sided SB-860 Series cable managers with closely spaced fingers are designed for
routing high density cabling on and between racks.
� Eliminates the need for horizontal cable managers and provides cable support for each

rack mounting space
� Two-piece doors with snap on hinges allow for quick opening from either side or complete

removal
� Three snap-on gates retain cables when doors are opened or removed. Gates can be

placed at any location
� Open back design allows unrestricted front and rear routing of cables
� Easily mounts to all Cooper B-Line relay racks and any relay rack with industry standard

mounting holes
� 1/4” accessory mounting holes run the full height on both sides of cable manager to

accommodate the attachment of cable management accessories
� Optional back covers with pass through openings and vertical slots for attaching cable

straps.
� Material: Aluminum with UL 94V-0 black plastic components
� Finish: Flat Black Powder Coat Clear Anodised Aluminum
� Vertical cable manager includes: (1) vertical cabling section, (2) doors, (3) gates, (25) 

push-in fasteners, (6) cable strap mounts, (2) cable retainer bars and mounting hardware

Rack Cable Manager HHiigghh  DDeennssiittyy  
CCaabbllee  MMaannaaggeerr

Fits Rack
Order Code Height of Weight

In. (mm) Lbs (kg)

35⁄8” (92mm) Wide x 93⁄8” (238mm) Deep

SB-860-83S-066 * 66 (1676) 19.0 (8.6)

SB-860-83S-072 * 72 (1829) 20.9 (9.5)

SB-860-83S-078 * 78 (1981) 22.5 (10.2)

SB-860-83S-084 * 84 (2133) 24.2 (11.0)

SB-860-83S-090 * 90 (2286) 25.8 (11.7)

SB-860-83S-096 * 96 (2438) 27.5 (12.5)

SB-860-83S-108 * 108 (2743) 30.7 (13.9)

6” (152mm) Wide x 93⁄8” (238mm) Deep

SB-860-86S-066 * 66 (1676) 22.0 (10.0)

SB-860-86S-072 * 72 (1829) 24.1 (10.9)

SB-860-86S-078 * 78 (1981) 25.9 (11.7)

SB-860-86S-084 * 84 (2133) 27.8 (12.6)

SB-860-86S-090 * 90 (2286) 29.6 (13.4)

SB-860-86S-096 * 96 (2438) 31.6 (14.4)

SB-860-86S-108 * 108 (2743) 35.1 (15.9)

SSBB--886600--8866SS--008844

SSBB--886600--8866SS--008844

6644



DDoouubbllee--SSiiddeedd  SSBB--886600  SSeerriieess

Double-sided SB-860 Series cable managers with closely spaced fingers are designed for
routing high density cabling on and between racks. Provides greater cable capacity with
access doors and gates on front and rear.
� Front and rear vertical sections can be spaced apart when mounting on racks deeper than

3” (76mm). This allows cables to be routed out through side openings created between
vertical sections

� Eliminates the need for horizontal cable manager and provides cable support for each rack
mounting space

� Two-piece doors with snap on hinges allow for quick opening from either side or complete
removal

� Six snap-on gates retain cables when doors are opened or removed. Gates can be placed
at any location

� Open back design allows unrestricted routing of cables between front and rear cable
managers

� Easily installed on rack by one person
� Easily mounts to all Cooper B-Line relay racks and any relay rack with industry standard

mounting holes
� 1⁄4” accessory mounting holes run the full height on both sides of cable manager to

accommodate the attachment of cable management accessories
� Optional back covers with pass through openings and vertical slots for attaching straps
� Material: Aluminum with UL 94V-0 black plastic components
� Finish: Flat Black Powder Coat Clear Anodised Aluminum
� Vertical cable manager includes: (2) vertical cabling section, (4) doors, (6) gates, (50) push-

in fasteners, (12) cable strap mounts, (4) cable retainer bars and mounting hardware. On
10” and 12” wide cable managers only, (2) spool kits are included

Rack Cable Manager HHiigghh  DDeennssiittyy  
CCaabbllee  MMaannaaggeerr

SSBB--886600--8866DD--008844

Fits Rack
Order Code Height of Weight

In. (mm) Lbs (kg)

35⁄8” (92mm) Wide x 185⁄8” (473mm) Deep

SB-860-83D-066 * 66 (1676) 35.5 (16.1)

SB-860-83D-072 * 72 (1829) 39.1 (17.7)

SB-860-83D-078 * 78 (1981) 42.0 (19.1)

SB-860-83D-084 * 84 (2133) 45.3 (20.6)

SB-860-83D-090 * 90 (2286) 48.3 (21.9)

SB-860-83D-096 * 96 (2438) 51.5 (23.4)

SB-860-83D-108 * 108 (2743) 57.6 (26.1)

6” (152mm) Wide x 185⁄8” (473mm) Deep

SB-860-86D-066 * 66 (1676) 40.9 (18.6)

SB-860-86D-072 * 72 (1829) 45.0 (20.4)

SB-860-86D-078 * 78 (1981) 48.4 (21.9)

SB-860-86D-084 * 84 (2133) 51.9 (23.6)

SB-860-86D-090 * 90 (2286) 55.4 (25.1)

SB-860-86D-096 * 96 (2438) 59.3 (26.9)

SB-860-86D-108 * 108 (2743) 65.9 (29.9)

6655



DDoouubbllee--SSiiddeedd  CCoommbbiinnaattiioonn  SSBB--886644  SSeerriieess

SB-864 Series cable managers utilise our SB-860 and SB-862 Series cable managers in
back-to-back combination for use in applications with widely differing cable management
requirements.
� Front and rear vertical sections can be spaced apart when mounting on racks deeper than

3” (76mm). This allows cables to be routed out through side openings created between
the vertical sections

� Two-piece doors on one side with snap on hinges allow for quick opening from either side
or complete removal

� Snap-on gates on both sides allows for quick opening from either side or complete
removal

� Open back design allows unrestricted routing of cables between front and rear sections
� Easily mounts to all Cooper B-Line relay racks and any relay rack with industry standard

mounting holes
� 1/4” accessory mounting holes run the full height on both sides of cable manager to

accommodate the attachment of cable management accessories
� Easily installed on rack by one person
� Optional back cover with pass through openings and vertical slots for attaching cable
� Material: Aluminum with UL 94V-0 black plastic components
� Finish: Flat Black Powder Coat

Clear Anodised Aluminum
� Vertical cable manager includes: (2) vertical cabling section, (2) doors, (50) push-in

fasteners, (12) cable strap mounts, (4) cable retainer bars, required number of gates and
mounting hardware

Rack Cable Manager HHiigghh//LLooww  DDeennssiittyy  
CCaabbllee  MMaannaaggeerr

SSBB--886644--8866DD--008844

Fits Rack
Order Code Height of Weight

In. (mm) Lbs (kg)

35/8” (92mm) Wide x 177⁄8” (454mm) Deep

SB-864-83D-066 * 66 (1676) 34.9 (15.8)

SB-864-83D-072 * 72 (1829) 38.6 (17.5)

SB-864-83D-078 * 78 (1981) 41.5 (18.8)

SB-864-83D-084 * 84 (2133) 44.7 (20.3)

SB-864-83D-090 * 90 (2286) 47.5 (21.5)

SB-864-83D-096 * 96 (2438) 50.5 (22.9)

SB-864-83D-108 * 108 (2743) 56.6 (25.7)

6” (152mm) Wide x 177⁄8” (454mm) Deep

SB-864-86D-066 * 66 (1676) 38.4 (17.4)

SB-864-86D-072 * 72 (1829) 42.3 (19.2)

SB-864-86D-078 * 78 (1981) 45.5 (20.6)

SB-864-86D-084 * 84 (2133) 48.9 (22.2)

SB-864-86D-090 * 90 (2286) 51.9 (23.5)

SB-864-86D-096 * 96 (2438) 55.4 (25.1)

SB-864-86D-108 * 108 (2743) 61.8 (28.0)

6666



BBaacckk  CCoovveerrss  SSBB--886622--BBRRCC  SSeerriieess

� The back cover provides closure on the rear side of SB-860, SB-862, and SB-864 vertical
cable managers

� Back covers are designed with pass through openings for cable routing, slots for cable
straps, and keyhole slots for attaching cable spools

� Includes mounting hardware
� Material: Aluminum
� Finish: Flat Black Powder Coat

Clear Anodised Aluminum

Rack Cable Manager AAcccceessssoorriieess

SSBB--886622--BBRRCC--1100--008844  ((lleefftt))

SSBB--886622--BBRRCC--66--008844  ((rriigghhtt))

mmoouunnttiinngg  lleeggss

6677

Fits Rack
Order Code Height of Weight

In. (mm) Lbs (kg)

35⁄8” (92mm) Wide

SB-862-BRC-3-066 * 66 (1676) 3.1 (1.4)

SB-862-BRC-3-072 * 72 (1829) 3.4 (1.5)

SB-862-BRC-3-078 * 78 (1981) 3.6 (1.6)

SB-862-BRC-3-084 * 84 (2133) 3.9 (1.8)

SB-862-BRC-3-090 * 90 (2286) 3.9 (1.8)

SB-862-BRC-3-096 * 96 (2438) 4.3 (2.0)

SB-862-BRC-3-108 * 108 (2743) 4.8 (2.2)

6” (152mm) Wide

SB-862-BRC-6-066 * 66 (1676) 4.6 (2.1)

SB-862-BRC-6-072 * 72 (1829) 4.9 (2.2)

SB-862-BRC-6-078 * 78 (1981) 5.3 (2.4)

SB-862-BRC-6-084 * 84 (2133) 5.7 (2.6)

SB-862-BRC-6-090 * 90 (2286) 5.7 (2.6)

SB-862-BRC-6-096 * 96 (2438) 6.4 (2.9)

SB-862-BRC-6-108 * 108 (2743) 7.2 (3.3)

10” (254mm) Wide

SB-862-BRC-10-066 * 66 (1676) 6.9 (3.1)

SB-862-BRC-10-072 * 72 (1829) 7.5 (3.4)

SB-862-BRC-10-078 * 78 (1981) 8.2 (3.7)

SB-862-BRC-10-084 * 84 (2133) 8.8 (4.0)

SB-862-BRC-10-090 * 90 (2286) 8.8 (4.0)

SB-862-BRC-10-096 * 96 (2438) 10.0 (4.5)

SB-862-BRC-10-108 * 108 (2743) 11.2 (5.1)



HHoorriizzoonnttaall  CCaabbllee  MMaannaaggeerrss::  SSBB--887700  SSeerriieess
� SB-870 Series horizontal manager with snap-on removable hinged door opens past 180°,

and remains open in up position for convenient cable access
� #12-24 mounting hardware is included
� Material: Aluminum with UL 94V-0 black plastic components
� Finishes: Flat Black Powder Coat / Clear Anodised Aluminum

HHoorriizzoonnttaall  TTrraannssiittiioonn  TTrraayyss  SSBB--881133  SSeerriieess
� Transition trays offer top and bottom field adjustable horizontal cable management support
� Bend radius is 11/2” (38mm)
� Available for 19” (482mm) and 23” (584mm) racks
� Material: Aluminum
� Finish:   Flat Black Powder Coat / Clear Anodised Aluminum

6688

SSBB--887700  SSeerriieess

Order Code Width Height Weight
In. (mm) In. (mm) Lbs (kg)

Top Transition Tray - 11⁄2” (38mm) High

SB-813-19TT-3 * 31/2 (89) 19 (482) 3.0 (1.36)

SB-813-19TT-6 * 6 (152) 19 (482) 4.0 (1.81)

SB-813-23TT-3 * 31/2 (89) 23 (584) 4.0 (1.81)

SB-813-23TT-6 * 6 (152) 23 (584) 5.0 (2.27)

Upper Transition Tray - 13⁄4” (44mm) High

SB-813-19UT-3 * 31/2 (92) 19 (482) 3.0 (1.36)

SB-813-19UT-6 * 6 (152) 19 (482) 4.0 (1.81)

SB-813-23UT-3 * 31/2 (92) 23 (584) 4.0 (1.81)

SB-813-23UT-6 * 6 (152) 23 (584) 5.0 (2.27)

Lower transition Tray – 13⁄4” (44mm) High

SB-813-19LT-3* 31⁄2 (92) 19 (482) 4.0 (1.81)

SB-813-19LT-6* 6 (152) 19 (482) 5.0 (2.27)

SB-813-23LT-3* 31⁄2 (92) 23 (584) 5.0 (2.27)

SB-813-23LT-3* 6 (152) 23 (584) 6.0 (2.72)

Lower Transition Tray – Double – 31/2” (89mm) High

SB-813-19LTD-3* 31⁄2 (92) 19 (482) 4.0 (1.81)

SB-813-19LTD-6* 6 (152) 19 (482) 5.0 (2.27)

SB-813-23LTD-3* 31⁄2 (92) 23 (584) 5.0 (2.27)

SB-813-23LTD-6* 6 (152) 23 (584) 6.0 (2.72)

Transition Tray – 17/8” (47mm) High

SB-813-TP-3* 31⁄4 (82) 15.8 (401) 2.0 (0.91)

SB-813-TP-6* 53⁄4 (146) 15.8 (401) 4.0 (1.81)

*Add finish designation: Flat black powder coat +FB

Clear anodised aluminium + CA

Order Code Height Width Weight
In. (mm) Lbs (kg)

SB-870-19S-1 * 19 (482) 1U 2.1 (0.9)

SB-870-23S-1 * 23 (584) 1U 2.3 (1.0)

SB-870-19S-2 * 19 (482) 2U 2.5 (1.1)

SB-870-23S-2 * 23 (584) 2U 2.7 (1.2)

SB-870-19S-3 * 19 (482) 3U 2.8 (1.3)

SB-870-23S-3 * 23 (584) 3U 3.1 (1.4)

* Add Finish Designation: Flat Black Powder Coat = FB    Clear Anodised Aluminum = CA

SSBB--881133  SSeerriieess



Rack Cable Manager AAcccceessssoorriieess

CCaabbllee  RReettaaiinneerr  BBaarr
� Designed to provide vertical cable segregation and containment
� Installs in any location by engaging the accessory mounting holes
� Can be quickly installed or moved to another location
� Material: Aluminum
� Finish: Flat Black Powder Coat

RReellaayy  RRaacckkss  SSBB--555566  ((555588))--XXUU  SSeerriieess

� Universal 5⁄8” , 5⁄8” , 1⁄2” mounting hole pattern for maximum mounting flexibility
� #12-24 panel mounting holes
� Conformance to EIA-310-D
� Load Rating: 1000 lbs. (453kg) when load is evenly distributed
� Self squaring with tapped assembly holes
� Material: 6061-T6 aluminum alloy
� Finishes: Brushed Aluminum / Flat Black Powder Coat

6699

CCaabbllee  RReettaaiinneerr  BBaarr

RReellaayy  RRaacckkss

Order Code Height Effective Weight
Unit Height

In. (mm) Lbs (kg)

19” (482mm) Rack Width

SB-556-084-XU * 84 (2133) 45 33.0 (14.9)

SB-556-096-XU * 96 (2438) 51 35.0 (15.9)

SB-556-108-XU * 108 (2743) 58 37.0 (16.8)

23” (584mm) Rack Width

SB-558-084-XU* 84 (2133) 45 35.0 (15.9)

SB-558-096-XU* 96 (2438) 51 37.0 (16.8)

SB-558-108-XU* 108 (2743) 58 39.0 (17.7)

*Add finish designation: Flat black powder coat +FB

Clear anodised aluminium + CA

For Manager
Order Code Width of Weight

In. (mm) Lbs (kg)

SB-862-3-CRB FB 35/8 (92) 0.11 (0.05)

SB-862-6-CRB FB 6 (152) 0.17 (0.08)

SB-862-10-CRB FB 10 (254) 0.29 (0.13)

SB-862-12-CRB FB 12 (305) 0.33 (0.15)



CCUUSSTTOOMM
MMAANNUUFFAACCTTUURRIINNGG

Willsher & Quick was established in 1956, quickly grew and became one of the premier specialist enclosure manufactures in
Europe. Based in Highbridge, Somerset, the company created an excellent reputation for design development and quality.

In November 2000 Willsher & Quick became part of Cooper B-Line Inc., a division of Cooper Industries. The Group’s annual
turnover exceeds US$4.0 billion and has an ongoing objective to develop products and services in support of global markets,
especially serving Europe, The Middle East and Asia.

Cooper B-Line continues to invest in technology and boasts some of the most up to date design and manufacturing systems
available. Linked with a strong technical and logistics resource the company is well placed to 
meet the stringent demands of customers on a global basis.

CCoonncceepptt  DDeessiiggnn
With short life cycles, and the requirement to differentiate a product, from its competitor, the design of an enclosure

can be crucial to its success. We can offer a full product development service. The first part of this process is to

create an image for the product. Using the company’s Pro–Engineer CAD system it is possible to create a number of

“concept” models to allow customers to visualise how their product will look.

The concept models can also be rendered in corporate or the intended colour scheme to show the potential of each

design. This can then be used to examine cable routings and the layout of equipment mounted in the enclosure.

Our company offer a design service, turning outline into realities. Finally it is possible for us to provide software to

view the various concept designs to enable the customer to make internal presentations.

CCoosstt  DDeevveellooppmmeenntt
We understand that it is important to meet critical cost targets for customer projects. By detailing the specific costs

for each of the components in the product assembly and using the purchasing power of the Cooper Group, we can

also obtain materials and components at competitive rates, offering customers complete control of costs.

By combining the Product and Cost Development the company can evaluate a variety of solutions offering the one

that gives the optimum balance between technical compliance and the cost target.

MMaannuuffaaccttuurriinngg
The most important element of product realisation is the manufacturing facility. The company has the latest in turret

punching capability, which is also supplemented by a laser. The laser offers a very high level of flexibility and allows

fast, complex production without the need for special tooling.

Following the turret punching process sheet metal products have to be formed and this is completed using a variety

of CNC Press Brakes.  Again these machines offer “high speed” production with a high degree of flexibility. 

The final element of the manufacturing cycle is finishing. We can offer high volume powder paint but still have the

flexibility to “wet spray” products. This means that a variety of finishes can be supplied to best suit the application.

AAsssseemmbbllyy  aanndd  TTeesstt
Simply offering sheet metal components and enclosures is no longer “enough” in today’s market. As part of the

product service the company can supply products with thermal management system such as 

fan units, heat exchangers and air-conditioners. Cabinets can also be supplied with environmental sealing, 

humidity control and heaters. If required, products can also be supplied with power supply and 

distribution systems.

All of these can be supplied assembled and tested as a complete “sub-system” ready for final

assembly and software configuration. If needed pre-production compliance testing can be 

undertaken.

IInnssttaallllaattiioonn  aanndd  LLooggiissttiiccss
Making the product is not all the service offered by Willsher & Quick. If needed the company 

offers an installation service. This means that part of our Logistics Team will deliver a product to 

a site, install it to its correct position and finally remove and dispose of the packaging. This means 

that, once sited, customer installation engineers can visit sites knowing that a cabinet will be 

pre-installed and that they can concentrate on “fitting out” and installing their own products.



RACK ACCESSORIES



Rack Accessories

7722

SShheellvviinngg

qquuiicckk  ffiitt  ffiixxeedd  sshheellff

35kgs

ccaannttiilleevveerr  sshheellvveess

35kgs

1199""  ffrroonntt  ppaanneell

1199""  FFrroonntt  PPaanneellss
Material and finish: 1.5mm steel, painted light grey or satin anodised aluminium

Description Order Code
Aluminium Grey Black

Front Panel 1U PPA1 PPS1 PPS1B

Front Panel 2U PPA2 PPS2 PPS2B

Front Panel 3U PPA3 PPS3 PPS3B

Front Panel 6U PPA6 PPS6 PPS6B

CCaannttiilleevveerr  SShheellvveess
Fit to front face of 19" mounting angles, with angles set at standard 19" width.
Ideal for modems, hubs or other networking equipment.
n Made from 1.5mm mild steel. Light grey or black finish
n Load rating 35kg (Uniformly Distributed)

Description Height ‘U’ Depth Order Code

19" Front Mounted - Grey 1 190mm MS19

19" Front Mounted - Grey 2 400mm MS40

19" Front Mounted - Grey 3 400mm MS403

19" Front Mounted - Black 1 190mm MS19B

19" Front Mounted - Black 2 400mm MS40B

19" Front Mounted - Black 3 400mm MS403B

FFiixxeedd  SShheellvveess
Quick Fit Range

“Designed to mount into the Access Cabinet range.”
n Ventilated shelf to assist convection  n Unique bracket requires no fixings  
n Simple thumb screw locks shelf in position
n Add and remove shelves in seconds n Designed for loads up to 35kg
n Full width versions to suit 800 wide cabinets with no vertical cable channels fitted 
n Made from 1.2mm mild steel. Light grey or black finish

Description Depth Order Code
19" width - Grey 450mm QRSV45

19" width - Grey 550mm QRSV55

19" width - Grey 650mm QRSV65

Full width - Grey 450mm QRSVFW45

Full width - Grey 650mm QRSVFW65

19" width - Black 450mm QRSV45B

19" width - Black 550mm QRSV55B

19" width - Black 650mm QRSV65B



7733

qquuiicckk  ffiitt  ffiixxeedd  hheeaavvyy  dduuttyy  sshheellff

90kgs

1199""  hheeaavvyy  dduuttyy  sslliiddiinngg  sshheellff

125kgs

hheeaavvyy  dduuttyy  uunniivveerrssaall  mmoouunntt

sslliiddiinngg  kkeeyybbooaarrdd  sshheellff

1199"" sslliiddiinngg  sshheellff

45kgs

35kgs

Heavy Duty Range
n Adjustable rear bracket to suit various depth cabinets
n 3 depths: 450, 550 and 650mm
n Up to 90kg load when supported equally on the vertical panel mounting angles
n Full width versions to suit 800 wide cabinets with no vertical cable channels fitted
n Made from 2mm mild steel. Light grey powder paint finish

Description Order Code

19" width 450mm HDASV45AS

19" width 550mm HDASV55AS

19" width 650mm HDASV65AS

Full width 550mm HDASVFW55AS

Full width 650mm HDASVFW65AS

FFiixxeedd  SShheellvveess

Description Order Code

Sliding Keyboard Shelf KT750

SSlliiddiinngg  KKeeyybbooaarrdd  SShheellff
Enables a standard keyboard to be used in any 19" rack.
Turntable permits a keyboard which is wider than 450m to be turned through 90º for
storage. Universal mounting brackets fit uprights set between 450 & 750mm apart.

n Depth adjustable between 450 & 750mm
n Universal mounting fits any standard 19" rack
n Load rating 35kg (Uniformly Distributed) n Includes fixing kit

SSlliiddiinngg  SShheellvveess
Universal Fit Range
To suit EC & Other 19" Enclosures with Front & Rear IEC Fixings.
n Vented Shelf to Assist Convection  n Adjustable Rear Bracket
n Fits any 19" rack by utilising front and rear mountings
n Designed for loads up to 45kg when supported equally on the 

vertical panel mounting angles
n Made from 1.5mm mild steel. Light grey or Black finish

Min-Max Front to Rear Shelf Depth Order Code
19" rail spacing & Colour
444 - 749 Grey - 455mm LDATSV45

444 - 812 Grey - 555mm LDATSV55

444 - 749 Black - 455mm LDATSV45B

444 - 812 Black - 555mm LDATSV55B

SSlliiddiinngg  SShheellvveess

Universal Quick Fit Sliding Shelf (To suit EC & Other 19" Enclosures with Front & Rear IEC Fixings.)

n Vented Shelf to Assist Convection  n Adjustable Rear Bracket
n Unique Fitting Requires No Tools*
n 125kg load rating when supported equally on the vertical panel mounting angles
n Made from 1.5mm mild steel. Light grey powder paint finish

Min-Max Front to Rear Type Depth Order Code
19" Rail Spacing  

363 - 513mm 19" width 450mm QRTSV45

513 - 663mm 19" width 600mm QRTSV60

663 - 813mm 19" width 750mm QRTSV75

363 - 513mm Full width 450mm QRTSVFW45

513 - 663mm Full width 600mm QRTSVFW60

Full width versions to suit 800 wide racks with rails fitted to extreme outside edges.

* For permanent fixing, Posidrive screwdriver required.
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Rack Accessories FFaann  TTrraayyss

TCM1000 environmental
Control Module

1U rack mounted fan tray

Controlled and Monitored Fans
The TCM1000 module is the same size as a standard 119mm fan and is designed
for applications that require speed control and alarm monitoring.

n Can be configured into either a roof mounted or rack mounted fan tray.
n User programmable functions to control up to 6 fans.
n Dual thermistor control with failure alarm via volt- free relay contact.
n Tri- colour LED providing visual status.
n Fan shutdown feature for power saving and noise reduction.
n Universal auto-select mains input (100 - 230V AC).

Description Order Code
Grey

Rack mounted fan tray + TCM1000 Controller + 2 Fans. TCMFT2

Rack mounted fan tray + TCM1000 Controller + 5 Fans. TCMFT5

Description Order Code
Black

Rack mounted fan tray + TCM1000 Controller + 2 Fans. TCMFT2B

Rack mounted fan tray + TCM1000 Controller + 5 Fans. TCMFT5B

Description Order Code

TCM100 Fan Control Module TCM1000PL

12V DC Axial Fan, Finger Guard & Lead ECMF12K

Fan Tray Lead BS1363 13 AMP AFTL

Fan Tray Lead IEC 10 AMP AFTLIEC

Fan Tray Lead Schuko AFTLSCH

1U Rack Mounted Fan Tray
n Fits directly to panel mounts  n 230V AC fans
n Neon power indicator  n Occupies only 1U of rack space
n Please order mains lead separately - see options below

Description No. of Fans   Order Code
Grey

1U Rack Mounted Fan Tray - 230V 3 IVU3L

1U Rack Mounted Fan Tray - 230V 6 IVU6L

1U Rack Mounted Fan Tray - 110V 3 IVU3L1

1U Rack Mounted Fan Tray - 110V 6 IVU6L1

Description No. of Fans   Order Code
Black

1U Rack Mounted Fan Tray - 230V 3 IVU3LB

1U Rack Mounted Fan Tray - 230V 6 IVU6LB

1U Rack Mounted Fan Tray - 110V 3 IVU3L1B

1U Rack Mounted Fan Tray - 110V 6 IVU6L1B
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Rack Accessories CCaabbllee  HHooooppss

Cable Management Hoops:
Our customers requirements for cable management within the cabinet are varied
and can differ from installation to installation. To aid the routing and manageability
of cables within the cabinet we offer a range of cable hoops that can be mounted
both horizontally and vertically within the cabinet. This leaves the installer free to
decide where and how the cables are positioned for optimum performance during
installation and maintenance.

SSttaannddaarrdd  CCaabbllee  TTiiddiieess
n Manufactured from Halogen Free Nylon and finished in Mid Grey
n Fits directly to 19" panel mounts or 800mm wide cable channels
n Single hole fixing n Hinged gate clip action
n Multiple mounting positions n Approximate overall dimensions

FFlleexxiibbllee  CCaabbllee  TTiiddiieess
n Manufactured from Halogen Free Nylon and finished in Mid Grey
n Similar to CTS and CTL but allows the hoop to be opened fully.
n Fits directly to 19" panel mounts or 800mm wide cable channels
n Single hole fixing n Multiple mounting positions
n Approximate overall dimensions

CCTTSS  ccaabbllee  ttiiddyy

CCTTLL  ccaabbllee  ttiiddyy

CCGGCCTT  sseerriieess  ccaabbllee  ttiiddyy

Description Size Order Code

Flexible cable tidy - Size 1 62mm x 42mm x 22mm CGCT1

Flexible cable tidy - Size 2 82mm x 42mm x 22mm CGCT2

Flexible cable tidy - Size 3 75mm x 75mm x 22mm CGCT3

Flexible cable tidy - Size 4 122mm x 62mm x 22mm CGCT4

CCaabbllee  TTiiddyy  FFiixxiinngg  KKiitt
Universal fixing kit to mount both the CT and CGCT range of cable tidy
hoops. Fixing kit comprises of the following;
n 10 off M6 socket cap screws n 10 off M6 plain washers
n 10 off M6 cage nuts n 10 off M6 flange nuts

Description Order Code

Universal cable tidy fixing kit UCTFK

Description Size Order Code

Cable tidy - small 80mm x 40 x 26mm CTS

Cable tidy - large 120mm x 60mm x 28mm CTL



7766

HHoorriizzoonnttaall  CCaabbllee  MMaannaaggeemmeenntt  PPaanneellss

Order Code Descritpion

JJRRPP11 1U 19-inch mounted jumper ring panel finished in 

black.

Rings: 4 x 65mm deep

JJRRPP22 2U 19-inch mounted jumper ring panel finished in 

black.

Rings: 4 x 65mm deep.

JJRRPP11SS 1U 19-inch mounted shallow ring jumper ring panel 

finished  in black.

Rings: 4 x 35mm deep.

JJRRPP11--55 1U 19-inch mounted jumper ring panel finished in 

black.

Rings: 5 x 65mm deep.

JJRRPP22--55 2U 19-inch mounted jumper ring panel finished in 

black.

Rings: 5 x 65mm deep.

JJRRPP11DD 1U 19-inch mounted deep ring jumper ring panel 

finished in black.

Rings: 4 x 100mm deep.

JJRRPP22DD 2U 19-inch mounted deep ring jumper ring panel 

finished in black.

Rings: 4 x 100mm deep.

JJRRPP11SSLL 1U 19-inch mounted jumper ring panel with cable 

through apertures - finished in black.

Rings: 4 x 65mm deep.

JJRRPP22SSLL 2U 19-inch mounted jumper ring panel with cable 

through apertures - finished in black.

Rings: 4 x 65mm deep.

JJRRPPFFWW11--55 1U 19-inch mounted full width jumper ring panel 

finished  in black.

Rings: 3 x 65mm deep horizontal rings and 2 x 65mm 

deep vertical rings.

JJRRPPFFWW11--55DD 1U 19-inch mounted full width jumper ring panel 

finished  in black.

Rings: 3 x 65mm deep horizontal rings and 2 x 100mm

deep vertical rings.

CCBBJJRRPP11 1U seven ring cable basket cable tidy

Rings: 7 x 65mm deep

BBSSPP11UU 1U Cable entry brush strip panel.

Finished light grey

BBSSPP11UUBB 1U Cable entry brush strip panel.

Finished black (not shown)

OOBBSSPP11 1U Cable entry brush strip panel.

Finished black (not grey as shown)

OOBBSSPP22 2U Cable entry brush strip panel.

Finished black (not grey as shown)

FFPPFFCC Front panel fixing kit.

Comprising of: 50 x M6 cheese head screws, 

50 x nylon washers and 50 M6 cage nuts.

JJRRPP11

JJRRPP22

JJRRPP11SS

JJRRPP11--55

JJRRPP22--55

JJRRPP11DD

JJRRPP22DD

JJRRPP22SSLL

JJRRPPFFWW11--55

JJRRPPFFWW11--55DD

CCBBJJRRPP11

BBSSPP11UU

OOBBSSPP22

OOBBSSPP11

FFPPFFCC

JJRRPP11SSLL
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EEaarrtthhiinngg  KKiitt

CCaabbiinneett  EEaarrtthhiinngg  KKiittss

Description Order Code

Access Cabinet Earth Kit. AEK

EC Cabinet Earth Kit. EEK

Access Wall Box Earth Kit AWBEK

EC Wall Box Earth Kit ECWBEK

EEaarrtthh  BBaarr

An extensive range of earth kits and earth bars are available to cover our range of
standard products. In addition we also offer a range of standard, non-cabinet
specific, products that can me easily modified to fit most applications.

Earth kits are available for each of our standard products lines. Each kit comprises
of sufficient earth leads, nuts and screws to provide earth continuity through the
product in compliance to EN60950 Clause 2.5.11.

EEaarrtthh  BBaarrss

Description Order Code

Pre-tapped Copper Earth Bar – 1m Length. EB1

Pre-tapped Copper Earth Bar – 2m Length. EB2

Pack of 20 x Copper Earth Bar Clamps. EBL20

Earth Bar Isolation Mounting Kit. ECEBIM

Our earth bars are designed to mount either onto the vertical mounting angle or
into the side of the cabinet. They offer an easy way of ensuring that all active
equipment can be easily grounded and are ideal for augmented Cat6 applications.

UUnniitt  HHeeiigghhtt  LLaabbeellss

Description Order Code

Pairs of height labels, 1-47 - Top to Bottom AUHL

Pairs of height labels, 1-47 - Bottom to Top AUHLR

Pairs of height labels, 1-47 48-94 - Top to Bottom AUHLFR

Pairs of height labels, 1-47 48-94 - Bottom to Top AUHLFRR

UUnniitt  HHeeiigghhtt  LLaabbeellss
Self adhesive 'U' height numbering strip which simply fixes to the front face of the
19" panel mounts.

1199""  FFrroonntt  PPaanneell

FFrroonntt  PPaanneell  FFiixxiinnggss

1199""  FFrroonntt  PPaanneellss
Material and finish: Satin anodised aluminium or Painted Steel in either Light Grey
NCS 1502-Y or Black RAL 9005

Description Order Code
Aluminium Grey Black

Front Panel 1U PPA1 PPS1 PPS1B

Front Panel 2U PPA2 PPS2 PPS2B

Front Panel 3U PPA3 PPS3 PPS3B

Front Panel 6U PPA6 PPS6 PPS6B

FFrroonntt  PPaanneell  FFiixxiinnggss

Description Order Code

Pan head, posidrive, M6 screws/washers 50 sets FPFP

Cheese head, slotted M6 screw/grey nylon washers 50 sets FPFC

Rack Accessories EEaarrtthh  KKiitt  &&  BBaarr,,  UUnniitt  HHeeiigghhtt
LLaabbeellss,,  PPaanneellss  &&  FFiixxiinnggss
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Rack Accessories DDooccuummeenntt  WWaalllleettttss

DDooccuummeenntt  WWaalllleettttss

DDooccuummeenntt  WWaalllleettttss

Description Order Code

Self Adhesive Document Wallet DW
250mm Wide x 236mm High x 32.5mm Deep
Finished Grey

Self Adhesive Document Wallet DWO
250mm Wide x 236mm High x 32.5mm Deep
Finished Orange

Self Adhesive Document Wallet DWA
180mm Wide x 220mm High x 20mm Deep
Finished Transparent

Self Adhesive Document Wallet DWB
140mm Wide x 170mm High x 10mm Deep
Finished Transparent

Self Adhesive Document Wallet DWC
110mm Wide x 130mm High x 7mm Deep
Finished Transparent



HHaanndd  TToooollss
Order Code Product Description

7799

Rack Accessories HHaanndd  TToooollss

UUllttrraalloocckk  

SSeerriieess  22000000

UUTTAAPPEE

00006600440033550044 UUllttrraalloocckk  TTaappee 55MM  TTaappee  MMeeaassuurree  ––  1199mmmm  wwiiddee  bbllaaddee
MMeeaassuurree �   Chrome-plated lightweight high strength case

�   Blade lock holds blade at any length
�   Powered blade return
�   Built-in shock absorber cushions blade return
�   Removable belt clip

00006699222200550044 SSeerriieess  22000000  TTaappee 55MM    TTaappee  MMeeaassuurree  ––  1199mmmm  wwiiddee  bbllaaddee
MMeeaassuurree Ergonomic design, rounded case to feel as if it was part of the hand

�   High strength case with removable belt clip
�   Blade lock placed on top where the thumb expects it to be
�   Lock holds blade securely at any length
�   Unbreakable end hook and bright, clean graphics
�   Built-in shock absorber  cushions blade return

UUTTAAPPEE UUTTAAPPEE  MMeeaassuurree AAnn    eesssseennttiiaall  nneeww  pprroodduucctt allowing the installer to quickly survey cabinet
locations and easily identify the correct size unit for the job. The tape
measure has 13mm wide blade and is dual scaled, measuring 0-67U an
0-3  metres. The tape measure can also be locked at any length and has
an integral  belt clip.

222200884455NN 55mmmm  BBaallll  EEnndd    BBaallll  EEnndd  AAlllleenn  KKeeyy
AAlllleenn  KKeeyy �   Black Finish

222200884444NN 44mmmm  BBaallll  EEnndd BBaallll  EEnndd  AAlllleenn  KKeeyy
AAlllleenn  KKeeyy �   Black Finish

222200884433NN 33mmmm  BBaallll  EEnndd  BBaallll  EEnndd  AAlllleenn  KKeeyy
AAlllleenn  KKeeyy �   Black Finish

SSDDMMBB77CCDDPP CCoommbbiinnaattiioonn TThhee  nneeww  77--iinn--11--SSccrreewwddrriivveerr
SSccrreewwddrriivveerr �   Ergonomic non-slip handle for improved control.

�   S2 Steel bits for improved lifetime.
�   Consists of:

• Slotted screwdriver 1 x 7 mm and Phillips PH2 (5/16" shank)
• Slotted screwdriver 1 x 5 mm und Phillips PH1 (1/4" shank)
• Nutdriver: 6 mm / 1/4", 8 mm / 5/16", 11 mm / 7/16"

SSDDMMBBRR22 DDuurraa--DDrriivveerr  RRaattcchheett 33  TToorrqquuee  PPoossiittiioonn  3344  ppiieeccee  DDuurraa--DDrriivveerr  ppoowweerr  ddrriivviinngg  rraattcchheettiinngg  ssccrreewwddrriivveerr  kkiitt
SSccrreewwddrriivveerr  SSeett Features:

�   Dura-Driver ratchet screwdriver with 3 torque positions.
�   Stainless magnetic bit holder with 1/4" hex drive.
�   7 power nutdrivers, SAE.
�   7 power nutdrivers, metric.
�   18 screwdriver bits.
�   Blow moulded storage case.

330022001166NN 1199mmmm  CCoommbbiinnaattiioonn CCoommbbiinnaattiioonn  SSppaannnneerrss
SSppaannnneerr

330022000099NN 1133mmmm  CCoommbbiinnaattiioonn
SSppaannnneerr

330022000077NN 1122mmmm  CCoommbbiinnaattiioonn
SSppaannnneerr

330022000055NN 1100mmmm  CCoommbbiinnaattiioonn  
SSppaannnneerr

WWKK550000VV UUttiilliittyy  KKnniiffee QQuuiicckk  CChhaannggee  CCoommffoorrtt  GGrriipp  UUttiilliittyy  KKnniiffee  wwiitthh    BBllaaddee  SSttoorraaggee
�   Retractable utility knife with 11 positions
�   Quick change blade release and reload
�   Magazine blade storage holds 3 blades, not included
�   Comfort grip for ease of use and slip protection
�   Safety string cutter with recessed blade
�   Warning: Sharp blade included, use care when handling.

SSDD88SSEETT EElleeccttrriiccaall SSccrreewwddrriivveerr  SSeett  --  88  PPiieecceess
SSccrreewwddrriivveerr  SSeett Consists of:

�   Slotted 2,5 x 80 / 4,0 x 100 / 6,5 x 150
�   Phillips® PH 1 x 100 / PH 2 x 100
�   Pozidriv PZ 1 x 100 / PZ 2 x 100
�   Main  Tester 140

�   This  spanner gathers the quality of the open end and box end spanners.
�   Manufacture  in Chrome-Vanadium steel.
�   Nickel  and chrome-plated finished.
�   12 point  profile with round corners on the spanner up to 23mm which

provides more  contact area with the screw.



HHaanndd  TToooollss  ((ccoonnttiinnuueedd......))
Order Code Product Description

8800

DDCCNN116600 IInnssuullaatteedd  SSiiddee  DDiiaaggoonnaall  CCuuttttiinngg  NNiippppeerrss
CCuutttteerrss �   Insulated according Norm 1000 V 05 IEC 60900.

�   VDE / GS certificated.
�   Co-molded handles for maximum comfort.

HHLLDDCCNN116600 IInnssuullaatteedd  SSiiddee  HHiigghh  LLeevveerraaggee  DDiiaaggoonnaall  CCuuttttiinngg  NNiippppeerr
CCuutttteerrss �   Insulated according Norm 1000 V 05 IEC 60900.

�   VDE / GS certificated.
�   Co-molded handles for maximum comfort.

CCPP118800 IInnssuullaatteedd  CCoommbbiinnaattiioonn  PPlliieerrss
CCoommbbiinnaattiioonn    PPlliieerrss �   Insulated according Norm 1000 V 05 IEC 60900.

�   VDE / GS certificated.
�   Co-molded handles for maximum comfort.

HHLLCCPP118800 IInnssuullaatteedd  HHiigghh  LLeevveerraaggee  CCoommbbiinnaattiioonn  PPlliieerrss
CCoommbbiinnaattiioonn  PPlliieerrss �   Insulated according Norm 1000 V 05 IEC 60900.

�   VDE / GS certificated.
�   Co-molded handles for maximum comfort.

LLNNPP220000 IInnssuullaatteedd  LLoonngg LLoonngg  NNoossee  PPlliieerrss
NNoossee  PPlliieerrss �   Insulated according Norm 1000 V 05 IEC 60900.

�   VDE / GS certificated.
�   Co-molded handles for maximum comfort.

TTGGPP220000 TToonngguuee  &&  GGrroooovvee LLoonngg  NNoossee  PPlliieerrss
PPlliieerrss �   Insulated according Norm 1000 V 05 IEC 60900.

�   VDE / GS certificated.
�   Co-molded handles for maximum comfort.

8800996688 LLiittttllee  NNiicc  HHaacckkssaaww UUttiilliittyy  HHaacckkssaaww
�   Ergonomic cushioned handle
�   Gets into small places, makes difficult cutting jobs easy.
�   Overall length 254 mm, will fit into any tool box.
�   Uses any standard size hacksaw blade 

8800995566 HHiigghh  TTeennssiioonn  HHiigghh  TTeennssiioonn  HHaacckkssaaww
HHaacckkssaaww �   Quick changing blades.

�   Adjustable crank handle for tension up to 30.000 PSI
�   Torque and micro-adjustment.
�   Spare blades can be stored inside frame.
�   Blade can be positioned for 45° or 90° cutting.
�   End of frame can be used as a jab saw.

8800997755EEUU PPrroo  SSeerriieess  HHaacckkssaaww PPrroo  SSeerriieess  HHaacckkssaaww  WWiitthh  CCuusshhiioonn  GGrriipp
�   4-in-1Hacksaw Frame comes complete with Bi-Metaloy® 18-tooth

12-inch  hacksaw blade with High Speed Steel edge and 
8" x 3/4" x 0.035"  High Speed Steel Bi-Metal reciprocal saw blade.

�   Visible blade storage holds either standard hacksaw blade or reciprocal
saw blade.

�   Cast aluminum construction for durability and light weight.
�   Co-molded cushion grips at both ends of the saw add comfort and

reduce slippage for better control.

9999MMPP 3399  PPiieeccee  MMuullttii--    3399  PPiieeccee  MMuullttii--ppuurrppoossee  TTooooll  KKiitt
ppuurrppoossee  TTooooll  KKiitt 39-piece kit contains most popular Series 99®  tools. 2 extra pockets

permit addition of pliers, snips or other tools. Available in a durable, roll-up
plastic coated canvas for easy selection and  storage.
Includes:
�   99-1 Regular Handle
�   99-4 Tee Handle
�   99-8M Magnetic Nut driver
�   99-6 to 99-16 Regular Nut drivers  9pcs
�   99-20 to 99-26 Allen Hex Drivers  9pcs
�   99-61 to 99-69 Bristol Spline  Drivers 9pcs
�   99-125, 99-811, 99-250, 99-312  Slotted Screwdrivers
�   99-820, 99-821, 99-822 Philips  Screwdrivers
�   99-38 Reamer
�   99-X-5 Extension

CCAAGGEETTOOOOLL CCaaggee  NNuutt  IInnsseerrtt  CCaaggee  NNuutt  IInnsseerrttiioonn  TTooooll
TTooooll Allows quick and easy installation of cage nuts in to 19-inch angles.
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They are basic in a tray installation. If they are not appropriate, the entire installation
will fail. When selecting these elements, the load capacity of the support and the
corrosion resistance are the main considerations.

Pemsa has a complete range of installation solutions:

�   Supports for Ceiling / False Ceiling installations.

�   Supports for Floor / False Floor installations.

�   Supports for Vertical / Horizontal Wall installations.

�   Supports for Ceiling / Pendulum installations.

�   Supports for installations Outdoors / Indoors / In highly corrosive environments.

�   Structures for special installations.

The market-leading electrically welded steel mesh trays, with a safety edge that
prevents personal injury and cable damage.

Easy to handle, its "cut, bend and link" system allows easy adaptation to every
installation and provides assembly time saving exceeding 30%.

It is lightweight, offers maximum ventilation and cleanliness, provides great strength
and elasticity, and allows the addition of accessories during construction.

It has a very wide range of accessories: "Click," Omega and reinforced supports;
optic fibre outlet systems, etc., as well as various finishes and materials: electrolytic
zinc coating, hot-dip galvanising, AISI 304 and 316 stainless steel.

Cable Support MMeettaall  TTrraayyss  aanndd
CChhaannnneellss

The Rejiband tray has a specific system for installation under false floors. This
system allows quick, flexible and easy installation, thereby ensuring maximum
cleanliness and ventilation.

The Rejiband false floor is supplied with a complete range of specific supports and
accessories for these types of installation.REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

Characteristics and benefits of PEMSA Metal Trays
�   They eliminate the possibility of trays acting as fire propagation elements.

�   They eliminate the risk of inhalation of toxic gases or halogens.

�   They facilitate sufficient time and visibility in order to completely evacuate personnel, and facilitate access to fire sources for 
firemen.

�   They eliminate harmful effects to equipment, or electronic or computer circuits, due to the corrosive effect of smoke on these
elements.

IN BRIEF:
The use of Rejiband and Pemsaband metal trays significantly improves the safety of
owners and users of electrical installations.

CCoommppaarriissoonn  ooff  tthhee  aalllloowwaabbllee  llooaadd  vvaalluueess  ooff  vvaarriioouuss  ccaabbllee  ttrraayyss
Measurements of trays PVC tray Rejiband tray

100x60 11 Kg/m 60 Kg/m

200x60 22 Kg/m 60 Kg/m

300x60 34 Kg/m 93 Kg/m

400x100 77 Kg/m 110 Kg/m

Note: load data according to manufacturer catalogues

8822



This is a specific tray for ceilings and false ceilings. It is a tray made of high-
strength, electrically welded wire mesh, which provides multiple advantages.

Its design prevents the accumulation of dust and dirt. It provides maximum
cleanliness and faster and easier handling.

The reduction in installation time exceeds 55%, given that it has been designed to
be fastened to the ceiling by a single bolt. Its open design ensures lateral access to
cables.

The savings in materials exceeds 40%, and given that it is manufactured in 2-meter
sections, transport is highly simplified and it can be easily transported in a small
van.

Furthermore, it provides for easy and effortless cable handling, given that the cables
are completely visible.

This is a metal channel of reduced size, appropriate for industrial installations.

It has great impact resistance and resistance to temperature, and is manufactured
with perforations that facilitate cable outlets.

The Inducanal metal channel requires the use of the IP 2x cover.

IInnssttaallllaattiioonn  oonn  cceeiilliinnggss  aanndd
ffaallssee  cceeiilliinnggss

IItt  ttaakkeess  jjuusstt  oonnee  mmoovveemmeenntt  ttoo  ffaasstteenn  tthhee  iitteemm  ddoowwnn
sseeccuurreellyy..  QQuuiicckk  ffaasstteenniinngg,,  wwiitthh  nnoo  bboollttss  nneeeeddeedd..

The “Click” System
EExxcclluussiivvee,,  ddeevveellooppeedd  aanndd  ppaatteenntteedd  bbyy  PPEEMMSSAA..  IItt  bbrriinnggss  qquuiicckk  ffaasstteenniinngg
wwiitthh  nnoo  nneeeedd  ffoorr  bboollttss  oorr  ssppeecciiaall  ttoooollss,,  ggiivviinngg  ssaavviinnggss  ooff  uupp  ttoo  3300%%..

EEccoonnoommyy        SSppeeeedd

bbeennddffiitt

bbeennddffiitt

8833



rreejjiibbaanndd®® 3355

AxB Order Pack
Code Unit

100x35 CBL60221100 8
150x35 CBL60221150 8
200x35 CBL60221200 6
300x35 CBL60221300 6
400x35 CBL60221400 4

EE..BB..

AxB Order Pack
Code Unit

100x35 CBL60231100 8
200x35 CBL60231200 6
300x35 CBL60231300 6
400x35 CBL60231400 4

HH..DD..GG..

AxB Order Pack
Code Unit

100x35 CBL60261100* 8
200x35 CBL60261200* 6
300x35 CBL60261300* 6
400x35 CBL60261400* 4

SS..SS..  331166

AxB Order Pack
Code Unit

100x35 CBL60251100 8
200x35 CBL60251200 6
300x35 CBL60251300 6
400x35 CBL60251400 4

SS..SS..  330044

rreejjiibbaanndd®® 6600

AxB Order Pack
Code Unit

060x60 CBL60222060 8
100x60 CBL60222100 8
150x60 CBL60222150 8
200x60 CBL60222200 6
300x60 CBL60222300 4
400x60 CBL60222400 2
450x60 CBL60222450 2
500x60 CBL60222500 2
600x60 CBL60222600 2

EE..BB..

AxB Order Pack
Code Unit

060x60 CBL60232060 8
100x60 CBL60232100 8
150x60 CBL60232150 8
200x60 CBL60232200 6
300x60 CBL60232300 4
400x60 CBL60232400 2
500x60 CBL60232500 2
600x60 CBL60232600 2

HH..DD..GG..

AxB Order Pack
Code Unit

60x60 CBL60262060* 8
100x60 CBL60262100* 8
150x60 CBL60262150* 8
200x60 CBL60262200* 6
300x60 CBL60262300* 4
400x60 CBL60262400* 2
500x60 CBL60262500* 2
600x60 CBL60262600* 2

SS..SS..  331166

AxB Order Pack
Code Unit

060x60 CBL60252060 8
100x60 CBL60252100 8
150x60 CBL60252150 8
200x60 CBL60252200 6
300x60 CBL60252300 4
400x60 CBL60252400 2
500x60 CBL60252500 2
600x60 CBL60252600 2

SS..SS..  330044

Length 3000mm

Length 3000mm

8844

*Available to Special Order

*Available to Special Order



8855

Cable Support rreejjiibbaanndd®®  

rreejjiibbaanndd®® 110000

AxB Order Pack
Code Unit

200x106 CBL60223200 2

300x106 CBL60223300 2
400x106 CBL60223400 2
500x106 CBL60223500 2
600x106 CBL60223600 2

EE..BB..

AxB Order Pack
Code Unit

200x106 CBL60233200 2

300x106 CBL60233300 2
400x106 CBL60233400 2
500x106 CBL60233500 2
600x106 CBL60233600 2

HH..DD..GG..

AxB Order Pack
Code Unit

200x106 CBL60263200* 2

300x106 CBL60263300* 2
400x106 CBL60263400* 2
500x106 CBL60263500* 2
600x106 CBL60263600* 2

SS..SS..  331166

AxB Order Pack
Code Unit

200x106 CBL60253200 2

300x106 CBL60253300 2
400x106 CBL60253400 2
500x106 CBL60253500 2
600x106 CBL60253600 2

SS..SS..  330044

Length 3000mm

rreejjiitteecchh®® ((ffaallssee--cceeiilliinngg  ttrraayy))

AxB Order Finish Pack
Code Unit

100x60 CBL60225020 E.B. 8

Length 2000mm

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request

*Available to Special Order



Cable Support rreejjiibbaanndd®®

8866

AAnnggllee  TTrraayy

AxB Order Finish Pack
Code Unit

1109x60 CBL60220000 E.B. 6

109x60 CBL60230000 H.D.G. 6

109x60 CBL60250000 S.S. 304 6

109x60 CBL60260000 S.S. 316 6Length 3000mm

Mount with Angle tray fastener Ref. CBL67020051. 

RReeiinnffoorrcceedd  JJooiinntt  CCllaammpp

JUST 3 PARTS!

� Captive bolt

� Simplifies assembly

� 20% improvement in mechanical performance

BBoolltt  CCuutttteerrss  ((aassyymmmmeettrriiccaall--ccuutt))

A Order Pack
Code Unit

450 CBL68000058 1

600 CBL68000059 1

Order Finish Pack
Code Unit

CBL64020061 E.B. 50

CBL64030061 H.D.G. 50

CBL64050061 S.S. 304 50

CBL64060061 S.S. 316* 50

Wide 60 100 150 200 300 400 500 600

2 2 2 2+1 2+1 2+2 2+2 2+2

CONNECTORS NEEDED FOR EVERY 3 METERS

CClliicckk  CCoonnnneeccttoorr

REJIBAND

SECURITY

� Quick fitting

� No bolts

� No special tools

� Electrical continuity guaranteed

Order Finish Pack
Code Unit

CBL64020030 E.B. 25

Wide 100 150 200 300 400 500 600

2 2 2+1 2+1 2+2 2+2 2+2

CONNECTORS NEEDED FOR EVERY 3 METERS

REJIBAND

SECURITY

*Available to Special Order



Cable Support rreejjiibbaanndd®®  

8877

EEaarrtthh  TTeerrmmiinnaall  ffoorr  rreejjiibbaanndd®®

Order Finish Pack
Code Unit

CBL68000032 Brass 20

� New design

� More economical

� Less weight

� Smaller pack size. In bags od 20 units

SUITABLE FOR CABLE SIZES 16-35 MM2

PPaarrtt  CCllaammpp

Order Finish Pack
Code Unit

CBL64020060 E.B. 50

CBL64030060 H.D.G 50

CBL64050060 S.S. 304 50

CBL64060060* S.S. 316 50

SSiiddee  JJooiinntt--PPllaattee

Order Finish Pack
Code Unit

CBL64020041 E.B 50

CBL64030041 H.D.G 50

CBL64050041 S.S. 304 50

CBL64060041* S.S. 316 50

SSpplliiccee  PPllaattee

Order Finish Pack
Code Unit

CBL67020053 E.B 10

CBL67030047 H.D.G 10

CBL67050053 S.S. 304 10

CBL67060053* S.S. 316 10

AAnnggllee  TTrraayy  FFaasstteenneerr

20

Use with hexagonal cone point

screw M10 x 20 ref. 67020098

(not included)
Order Pack
Code Unit

CBL67020051 10

EE..BB..

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request

*Available to Special Order

*Available to Special Order

*Available to Special Order



Cable Support rreejjiibbaanndd®®

8888

CCoonnnneeccttoorr  PPllaattee

Order Finish Pack
Code Unit

CBL64020062 E.B 50

CBL64030062 H.D.G 50

CBL64050062 S.S. 304 50

CBL64060062 S.S. 316 50

WWiirree  EEnndd  CCaapp

Order Material Pack
Code Unit

CBL68000049 Polyethylene 100

CClliicckk  TTyyppee  DDiivviiddeerr

A Order Pack
Code Unit

25 CBL67060610* 20

50 CBL67060611* 16

80 CBL67060612* 12

SS..SS..  331166

3M LENGTH

A Order Pack
Code Unit

25 CBL67030610 20

50 CBL67030611 16

80 CBL67030612 12

HH..DD..GG..

A Order Pack
Code Unit

25 CBL67020610 20

50 CBL67020611 16

80 CBL67020612 12

PP..GG..

*Available to Special Order

*Available to Special Order



Cable Support rreejjiibbaanndd®®  

8899

IIddeennttiiffiiccaattiioonn  LLaabbeell

Order Material Pack
Code Unit

CBL68000020 Plastic 50

FASTER INSTALLATION

THE PG FINISH ON THE 25, 50 AND
80 FLANGE COMS PACKAGED FOR
CORRECT STORAGE.

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request



Cable Support rreejjiibbaanndd®®

CClliicckk  CCeennttrraall  SSuussppeennssiioonn

Type Order Pack
Code Unit

M6 CBL67060143* 20

M8 CBL67060043* 20

M10 CBL67060243* 20

SS..SS..  331166

Type Order Pack
Code Unit

M6 CBL67030143 20

M8 CBL67030043 20

M10 CBL67030243 20

HH..DD..GG..

Type Order Pack
Code Unit

M6 CBL67020143 20

M8 CBL67020043 20

M10 CBL67020243 20

EE..BB..

ONLY ONE PART
WITH 2 NUTS!

rreejjiibbaanndd®® BBooxx  SSuuppppoorrtt

Order Material Pack
Code Unit

CBL68000040 Plastic 20

ø7

ø7x13

PRESS FIT

� It is very economical

� The support is pressed on

� Without the need for any other accessory

� It allows no electrical conductivity between the box and the tray

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request

9900

*Available to Special Order



9911

TThhrreeaaddeedd  RRoodd  MM66//MM88//MM1100

M kg A Order Pack
Code Unit

M6 202 500 CBL67020140 50

202 1000 CBL67020141 50

M8 407 500 CBL67020044 50

407 1000 CBL67020045 50

M10 509 1000 CBL67020145 50

EE..BB..

M kg A Order Pack
Code Unit

M6 202 1000 CBL67060141* 50

M8 407 500 CBL67060044* 50

407 1000 CBL67060045* 50

M10 509 1000 CBL67060145* 30

SS..SS..  331166

M kg A Order Pack
Code Unit

M8 407 500 CBL67050044 50

407 1000 CBL67050045 50

M10 509 1000 CBL67050145 30

SS..SS..  330044

M kg A Order Pack
Code Unit

M6 202 500 CBL67010140 50

202 1000 CBL67010141 a 50

EE..GG..

EXPANDED
RANGE

FFiixxiinngg  SSuuppppoorrtt  ffoorr  rreejjiibbaanndd®®

Order Material Pack
Code Unit

CBL68000040 Plastic 20

SUITABLE FOR VOICE, DATA AND
FIBRE OPTIC INSTALLATIONS

RReejjiiffiixx

� It is very economical and reusable

� The support allows for adjacent installation

� It requires no bolts or other fastenings for installation

� Manufactured from a fire retardant ABS plastic material

*Available to Special Order



CCeennttrraall  HHaannggiinngg  PPllaattee  99  aanndd  1111

SSiiddee  SSuuppppoorrtt  6600

UUnniivveerrssaall  BBrraacckkeett

Order Finish Pack
Code Unit

CBL62026011 P.G. 10

CBL62036011 H.D.G. 10

CBL62056011 S.S. 304 10

CBL62066011* S.S. 316 10

Type A Order Pack
Code Unit

9 M8 CBL67020046 20

11 M10 CBL67020146 20

EE..BB..

Type A Order Pack
Code Unit

9 M8 CBL67030046 20

11 M10 CBL67030146 20

HH..DD..GG..

Type A Order Pack
Code Unit

9 M8 CBL67050046 20

11 M10 CBL67050146 20

SS..SS..  330044

Type A Order Pack
Code Unit

9 M8 CBL67060046* 20

11 M10 CBL67060146* 20

SS..SS..  331166

M8 = ø 9x16
M10 = ø 11x18

ESSENTIAL FOR 60x60
WIRE MESH TRAY

FOR INSTALLING
BOXES USE M5
BOLTS

Order Finish Pack
Code Unit

CBL62021060 E.B. 25

CBL62031060 H.D.G. 25

CBL62051060 S.S. 304 25

CBL62061060* S.S. 316 25

9922

*Available to Special Order

*Available to Special Order

*Available to Special Order

Cable Support rreejjiibbaanndd®®



Cable Support rreejjiibbaanndd®®  

9933

CCoovveerr

� Click fit for fast fixing to tray. 

� Does not require any additional nuts, bolts or clips.

MMiinnii  UUnniivveerrssaall  BBrraacckkeett

Order Finish Pack
Code Unit

CBL62026010 P.G. 10

CBL62036010 H.D.G. 10

CBL62056010 S.S. 304 10

CBL62066010* S.S. 316 10

FOR INSTALLING
BOXES USE M5
BOLTS

IIddeennttiiffiiccaattiioonn  PPllaattee

Order Finish Pack
Code Unit

CBL89010000 Plastic 50

NO TEXT - FOR
MARKING BY THE
USER

3M LENGTH

A Order Pack
Code Unit

060 CBL73061060* 8

100 CBL73061100* 8

150 CBL73061150* 4

200 CBL73061200* 4

300 CBL73061300* 2

400 CBL73061400* 2

500 CBL73061500* 2

600 CBL73061600* 2

SS..SS..  331166
A Order Pack

Code Unit

060 CBL73031060 8

100 CBL73031100 8

150 CBL73031150 4

200 CBL73031200 4

300 CBL73031300 2

400 CBL73031400 2

500 CBL73031500 2

600 CBL73031600 2

HH..DD..GG..

PP..GG..
A Order Pack

Code Unit

060 CBL73021060 8

100 CBL73021100 8

150 CBL73021150 4

200 CBL73021200 4

300 CBL73021300 2

400 CBL73021400 2

500 CBL73021500 2

600 CBL73021600 2

*Available to Special Order

*Available to Special Order



9944

GGllaanndd  BBrraacckkeett

Order Finish Pack
Code Unit

CBL67020040 E.B. 10

PRESS FIT For conduit size:

� M20 PG 13

� M20 PG 16

� M25 PG 21

DDaattaa  OOuuttlleett

Order Material Pack
Code Unit

CBL67020039 PP 10PRESS FIT

GGllaanndd  BBrraacckkeett

Order Pack
Code Unit

CBL68000052 1
Contents: 400ml

Cable Support rreejjiibbaanndd®®

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request



9955

Cable Support rreejjiibbaanndd®®

FFaallssee  FFlloooorr

rreejjiitteecchh®® FFaallssee  FFlloooorr

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

Quick, easy installation

� For proper maintenance, the rack should be at least 40mm away from the floor

� If the rack crosses pipes, the rack must always be above the pipes

� rejiband ® ensures the highest cleaning and ventilation levels
REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

Press fit

FFlloooorr  FFoooott  ((rreeiinnffoorrcceedd))

PEMSA

REJIBANDPRESS FIT

Order Material Pack
Code Unit

CBL68000060 Polystyrene 100



9966

GGllaanndd  BBrraacckkeett

Quick, easy installation

For conduit size:

� M20 PG 13

� M20 PG 16

� M25 PG 21

Order Material Pack
Code Unit

CBL67020040 E.B. 10

PRESS FIT

EEaarrtthh  TTeerrmmiinnaall

Suitable for cable sizes 16-35mm2

Order Material Pack
Code Unit

CBL68000032 Brass 20

RReejjiiffiixx

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

REJIBAND

REJIBAND

PEMSA

� Self sticking self-adhesive for data cables and

telecommunications

� Does not damage the cables

� Re-usable

Order Colour Wide m/roll. Pack
Code Unit

CBL89011000 Black 10mm 25m 1

CBL89011001 Red 10mm 25m 1

CBL89011002 Yellow 10mm 25m 1

AAddhheessiivvee  &&  HHaarrddeenneerr

Order Pack
Code Unit

CBL68000065 1

� Comprises adhesive + hardener

� Contents: enough for approx. 100 feet

Cable Support rreejjiitteecchh®®

FFaallssee  FFlloooorr

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request



9977

Cable Support rreejjiitteecchh®®  AAsssseemmbbllyy  iinn
FFaallssee  CCeeiilliinngg

rreejjiitteecchh®® AAsssseemmbbllyy  iinn  FFaallssee  CCeeiilliinngg

� Quick installation

� The assembly work can be carried

out by just one person

� Tidy cabling

� Easy to modify

� Minimum height

� Cables can be inserted from the side

� Maximum ventilation

CABLES
INSERTED
FROM THE
SIDE

SPACE NEEDED (FOR THE SAME NUMBER OF CABLES)

PVC CONDUITS

A Order Finish Pack
Code Unit

100 CBL60225020 E.B. 8

Length: 1m for same cable capacity



9988

Cable Support rreejjiitteecchh®®//IInndduuccaannaall®®

CCeeiilliinngg  FFaasstteenneerr

Order Material Pack
Code Unit

CBL67020052 E.B. 25

BBooxx  SSuuppppoorrtt  ffoorr  rreejjiitteecchh®®

Only for rejitech®

Order Material Pack
Code Unit

CBL67020041 E.B. 10

PRESS FIT

CCoonnnneeccttoorr  PPllaattee

Order Finish Pack
Code Unit

CBL64020062 E.B. 50

CBL64030062 H.D.G 50

MOUNT TO BOXES
WITH M6 SCREWS.

CCeennttrraall  HHaannggiinngg  PPllaattee  77

M6 = ø 7x14

A Order Pack
Code Unit

M6 CBL67010144 20

EE..GG..

TThhrreeaaddeedd  RRoodd  MM66

AxB Order Pack
Code Unit

M6x500 CBL67010140 50

M6x1000 CBL67010141 50

EE..GG..

AxB Order Pack
Code Unit

M6x500 CBL67020140 50

M6x1000 CBL67020141 50

EE..BB..

Suitable for 16-35mm

Al/Cu cables

PEMSA
PEMSA

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request



9999

OOmmeeggaa  BBrraacckkeett

AxB Order Pack
Code Unit

100 CBL62021103 5
150 CBL62021153 5
200 CBL62021203 5
300 CBL62021303 5
400 CBL62021403 5

PP..GG..

AxB Order Pack
Code Unit

100 CBL62031103 5
150 CBL62031153 5
200 CBL62031203 5
300 CBL62031303 5
400 CBL62031403 5

HH..DD..GG..

AxB Order Pack
Code Unit

100 CBL62061103* 5
150 CBL62061153* 5
200 CBL62061203* 5
300 CBL62061303* 5
400 CBL62061403* 5

SS..SS..  331166
AxB Order Pack

Code Unit

100 CBL62051103 5
150 CBL62051153 5
200 CBL62051203 5
300 CBL62051303 5
400 CBL62051403 5

SS..SS..  330044

Including Omega plug (preassembled) and Omega protector.

� Guarantees and improves the performance of the 

Omega supports

� Makes fitting easier and aids proper fitting of the 

support out by just one person

OOmmeeggaa  CCeeiilliinngg  BBrraacckkeett

AxB Order Pack
Code Unit

100 CBL62022103 4
150 CBL62022153 4
200 CBL62022203 4
300 CBL62022303 4
400 CBL62022403 4

PP..GG..

AxB Order Pack
Code Unit

100 CBL62032103 4
150 CBL62032153 4
200 CBL62032203 4
300 CBL62032303 4
400 CBL62032403 4

HH..DD..GG..

AxB Order Pack
Code Unit

100 CBL62062103* 4
150 CBL62062153* 4
200 CBL62062203* 4
300 CBL62062303* 4
400 CBL62062403* 4

SS..SS..  331166
AxB Order Pack

Code Unit

100 CBL62052103 5
150 CBL62052153 5
200 CBL62052203 5
300 CBL62052303 5
400 CBL62052403 5

SS..SS..  330044

Including Omega plug (preassembled) and Omega protector.

� Guarantees and improves the performance of the 

Omega supports

� Makes fitting easier and aids proper fitting of the 

support Omega click bracket

*Available to Special Order

*Available to Special Order



110000

OOmmeeggaa  CClliicckk  BBrraacckkeett

A Order Pack
Code Unit

100 CBL62023103 5

150 CBL62023153 5

200 CBL62023203 5

300 CBL62023303 5

400 CBL62023403 5

PP..GG..

A Order Pack
Code Unit

100 CBL62033103 5

150 CBL62033153 5

200 CBL62033203 5

300 CBL62033303 5

400 CBL62033403 5

HH..DD..GG..

Including Omega plug (preassembled) and Omega protector.
� Guarantees and improves the performance of the Omega supports

� Makes fitting easier and aids proper fitting of the support

OOmmeeggaa  CClliicckk  CCeeiilliinngg  BBrraacckkeett

A Order Pack
Code Unit

100 CBL62029103 4

150 CBL62029153 4

200 CBL62029203 4

300 CBL62029303 4

400 CBL62029403 4

PP..GG..

A Order Pack
Code Unit

100 CBL62029103 4

150 CBL62029153 4

200 CBL62029203 4

300 CBL62029303 4

400 CBL62029403 4

HH..DD..GG..

20
0

A

50

Including Omega plug (preassembled) and Omega protector.
� Guarantees and improves the performance of the Omega supports

� Makes fitting easier and aids proper fitting of the support

Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request



110011

Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

OOmmeeggaa  PPeennddaanntt  BBrraacckkeett

AxB Order Pack
Code Unit

300 CBL62021303 5

400 CBL62021403 5

500 CBL62021503 5

600 CBL62021603 5

PP..GG..

AxB Order Pack
Code Unit

300 CBL62031303 5

400 CBL62031403 5

500 CBL62031503 5

600 CBL62031603 5

HH..DD..GG..

AxB Order Pack
Code Unit

300 CBL62061303* 5

400 CBL62061403* 5

500 CBL62061503* 5

600 CBL62061603* 5

SS..SS..  331166
AxB Order Pack

Code Unit

300 CBL62051303 5

400 CBL62051403 5

500 CBL62051503 5

600 CBL62051603 5

SS..SS..  330044

Including Omega plug (preassembled) and Omega protector.

SSiiddee  SSuuppppoorrtt  6600

Order Finish Pack
Code Unit

CBL62021060 E.B. 25

CBL62031060 H.D.G. 25

CBL62051060 S.S. 304 25

CBL62061060* S.S. 316 25

ESSENTIAL FOR 60x60
WIRE MESH TRAY

MMiinnii  UUnniivveerrssaall  BBrraacckkeett

Order Finish Pack
Code Unit

CBL62026010 P.G. 10

CBL62036010 H.D.G. 10

CBL62056010 S.S. 304 10

CBL62066010 S.S. 316* 10

FOR INSTALLING BOXES,
USE M5 BOLTS

*Available to Special Order

*Available to Special Order

*Available to Special Order



110022

OOmmeeggaa  SSuuppppoorrtt

EXPANDED RANGE OF OMEGA
SUPPORTS NOW INCLUDE
PROTECTOR AND PLUG.

INCLUDED WITH
SUPPORT, FREE OF
CHARGE.

With support Without support

PREVENTS CRUSHING OF
THE OMEGA BRACKET

Channel mounting

• Facilitates bolt installation and prevents 

bracket from turning

SSttaanndd  ooffff  BBrraacckkeett

A Order Finish Pack
Code Unit

180 CBL67030539 P.G. 10

180 CBL67030541 H.D.G. 10

180 CBL67050541 S.S. 304 10

180 CBL67060541* S.S. 316 10

350 CBL67030540 P.G. 10

350 CBL67030542 H.D.G. 10

350 CBL67050542 S.S. 304 10

350 CBL67060542* S.S. 316 10

Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request

Wall mounting

• Guarantees and improves

the mechanical

performance of the

Omega BracketTurn And Click

*Available to Special Order



110033

MMeeddiiuumm  DDuuttyy  CCaannttiilleevveerr

AxB Order Pack
Code Unit

100x54 CBL62025100 4
150x54 CBL62025150 4
200x54 CBL62025200 4
300x54 CBL62025300 4
400x92 CBL62025400 4
500x92 CBL62025500 4
600x92 CBL62025600 4

PP..GG..

AxB Order Pack
Code Unit

100x54 CBL62035100 4

150x54 CBL62035150 4

200x54 CBL62035200 4

300x54 CBL62035300 4

400x77 CBL62035400 4

500x77 CBL62035500 4

600x77 CBL62035600 4

HH..DD..GG..

AxB Order Pack
Code Unit

100x54 CBL62065100* 4

150x54 CBL62065150* 4

200x54 CBL62065200* 4

300x54 CBL62065300* 4

400x77 CBL62065400* 4

500x77 CBL62065500* 4

600x77 CBL62065600* 4

SS..SS..  331166

AxB Order Pack
Code Unit

100x54 CBL62055100 4

150x54 CBL62055150 4

200x54 CBL62055200 4

300x54 CBL62055300 4

400x77 CBL62055400 4

500x77 CBL62055500 4

600x77 CBL62055600 4

SS..SS..  330044

Reinforced brackets.

� Structural reinforcement

� Prevents twisting and increases load-bearing capacity

MMeeddiiuumm  DDuuttyy  CClliicckk  CCaannttiilleevveerr

AxB Order Pack
Code Unit

100x54 CBL62024100 4
150x54 CBL62024150 4
200x54 CBL62024200 4
300x54 CBL62024300 4
400x92 CBL62024400 4
500x92 CBL62024500 4
600x92 CBL62024600 4

PP..GG..

AxB Order Pack
Code Unit

100x54 CBL62034100 4
150x54 CBL62034150 4
200x54 CBL62034200 4
300x54 CBL62034300 4
400x77 CBL62034400 4
500x77 CBL62034500 4
600x77 CBL62034600 4

HH..DD..GG..

Ø 10 x 14

B

A

50

Reinforced brackets.

� Structural reinforcement

� Prevents twisting and increases load-bearing capacity

*Available to Special Order



AAddjjuussttaabbllee  mmeeddiiuumm  dduuttyy  ccaannttiilleevveerr

A Order Pack
Code Unit

100 CBL62037100 4

150 CBL62037150 4

200 CBL62037200 4

300 CBL62037300 4

400 CBL62037400 4

500 CBL62037500 4

600 CBL62037600 4

HH..DD..GG..

Delivered unassembled all pieces included

AAddjjuussttaabbllee  mmeeddiiuumm  dduuttyy  cclliicckk  ccaannttiilleevveerr

A Order Pack
Code Unit

100 CBL62038100 4

150 CBL62038150 4

200 CBL62038200 4

300 CBL62038300 4

400 CBL62038400 4

500 CBL62038500 4

600 CBL62038600 4

HH..DD..GG..

Delivered unassembled all pieces included

HHeeaavvyy  dduuttyy  ppeennddaanntt  ddrroopp

DDoouubbllee  hheeaavvyy  dduuttyy  ppeennddaanntt  ddrroopp

kg A Order Pack
Code Unit

254 500 CBL67030622 1

254 1000 CBL67030663 1

kg A Order Pack
Code Unit

101 500 CBL67030660 1

101 1000 CBL67030661 1

HH..DD..GG..

HH..DD..GG..

HHeeaavvyy  dduuttyy  ppeennddaanntt  cchhaannnneell

A Order Pack
Code Unit

500 CBL67030646 1

1000 CBL67030647 1

PP..GG..

Example

110044
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Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

HHeeaavvyy  dduuttyy  ppeennddaanntt  bboossss

106

10
6

M8x65 screws not included (page ??)

Order Pack
Code Unit

CBL67030645 1

PP..GG..

HHeeaavvyy  dduuttyy  ccaannttiilleevveerr

A Order Pack
Code Unit

300 CBL63033300 4

400 CBL63033400 4

500 CBL63033500 4

600 CBL63033600 4

HH..DD..GG..

CCeeiilliinngg  bbrraacckkeett

A Order Pack
Code Unit

700 CBL67030060 10

PP..GG..

USE WITH M8/M10 RODS

VVaarriiaabbllee  cceeiilliinngg  bbrraacckkeett

A Order Pack
Code Unit

1500 CBL67030061 1

HH..DD..GG..

MM88  RRoodd  ccoonnnneeccttoorr

A Order Pack
Code Unit

407 CBL67020067 50

EE..BB..

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request



110066

Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

TThhrreeaaddeedd  rroodd  MM66//MM88//MM1100

M kg A Order Pack
Code Unit

M6 202 500 CBL67020140 50

202 1000 CBL67020141 50

M8 407 500 CBL67020044 50

407 1000 CBL67020045 50

M10 509 1000 CBL67020145 50

EE..BB..

M kg A Order Pack
Code Unit

M6 202 1000 CBL67060141* 50

M8 407 500 CBL67060044* 50

407 1000 CBL67060045* 50

M10 509 1000 CBL67060145* 50

SS..SS..  331166

M kg A Order Pack
Code Unit

M8 407 500 CBL67050044 50

407 1000 CBL67050045 50

M10 509 1000 CBL67050145 30

SS..SS..  330044

M kg A Order Pack
Code Unit

M6 202 500 CBL67010140 50

202 1000 CBL67010141 50

EE..GG..

EXPANDED
RANGE

BBeeaamm  ccllaammpp  hhaannggiinngg  aasssseemmbbllyy

Order Pack
Code Unit

CBL67020048 1

EE..BB..

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request

*Available to Special Order
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Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

MMeesshh  cchhaannnneell

kg A Order Pack
Code Unit

152/254(*) 200 CBL63022203 10

152/254(*) 300 CBL63022303 10

152/254(*) 400 CBL63022403 10

254 (**) 500 CBL63022503 10

254(**) 600 CBL63022603 10

PP..GG..

kg A Order Pack
Code Unit

152/254(*) 200 CBL63032203 10

152/254(*) 300 CBL63032303 10

152/254(*) 400 CBL63032403 10

254 (**) 500 CBL63032503 10

254(**) 600 CBL63032603 10

PP..GG.. WITH A SAFETY
PLUG INCLUDED FOR
BETTER
PERFORMANCE ON
WIDTHS 200-400

Hang with M10 threaded rod (page ??)

(*) can be hung with 1 or 2 threaded rods

(**) hang only with 2 threaded rods

MMeesshh  cclliicckk  cchhaannnneell

kg A Order Pack
Code Unit

152/254(*) 200 CBL63021203 10

152/254(*) 300 CBL63021303 10

152/254(*) 400 CBL63021403 10

254 (**) 500 CBL63021503 10

254(**) 600 CBL63021603 10

PP..GG..

kg A Order Pack
Code Unit

152/254(*) 200 CBL63031203 10

152/254(*) 300 CBL63031303 10

152/254(*) 400 CBL63031403 10

254 (**) 500 CBL63031503 10

254(**) 600 CBL63031603 10

PP..GG..

WITH A SAFETY
PLUG INCLUDED FOR
BETTER
PERFORMANCE ON
WIDTHS 200-400
+ EASY CABLE LAYING
+ ASSEMBLY TIME SAVING

Hang with M10 threaded rod (page ??)(*) can be hung with 1 or 2 threaded rods

(**) hang only with 2 threaded rods



110088

HHoorriizzoonnttaall  aannggllee  hhaannggeerr

A Order Pack
Code Unit

1 5-5 CBL68000721 100

4-10 CBL68000722 100

PPaassssiivvaatteedd

CChhaannnneell  nnuutt

M Order Pack
Code Unit

M6 CBL67020055 100

M10 CBL67020058 100

EE..GG..

M Order Pack
Code Unit

M10 CBL67060058* 100

SS..SS..  331166

HHoorriizzoonnttaall  aannggllee  hhaannggeerr

A Order Pack
Code Unit

1 5-5 CBL68000731 100

4-10 CBL68000732 100

PPaassssiivvaatteedd

CChhaannnneell  bbeeaamm  ccllaammpp

Order Pack
Code Unit

CBL67030101 1

EE..GG..

Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request

*Available to Special Order



110099

Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

WWaasshheerr

M Order Finish Pack
Code Unit

M8 CBL67020083 E.G. 100
M10 CBL67020061 E.G. 100
M8 CBL67020063 E.B. 100
M10 CBL67020013 E.B. 100
M8 CBL67050063 S.S. 304 100
M10 CBL67050064 S.S. 304 100
M8 CBL67060063 S.S. 316 100
M10 CBL67060064 S.S. 316 100

SShhoouullddeerr  ssccrreeww  cc//DDIINN  660033

M Order Finish Pack
Code Unit

M6x12 CBL67010099 E.G. 100
M6x20 CBL67010100 E.G. 100
M6x20 CBL67020100 E.B. 100
M6x12 CBL67030099 H.D.G. 100
M6x20 CBL67030100 H.D.G. 100
M6x20 CBL67050100 S.S. 304 100
M6x20 CBL67060100* S.S. 316 100

SSeerrrraatteedd  wwaasshheerr

M Order Pack
Code Unit

M8 CBL67020084 100
M10 CBL67020086 100

PPaassssiivvaatteedd

AAlllleenn  ssccrreeww

M Order Pack
Code Unit

M10x20 CBL67020065 50

EE..GG..

HHeexxaaggoonnaall  ccoonnee  ppooiinntt  ssccrreeww

M Order Pack
Code Unit

M10x20 CBL67020098 10

EE..BB..

*Available to Special Order



111100

HHeexxaaggoonnaall  sseett  ssccrreeww

M Order Pack
Code Unit

M6x15 CBL67020054 100
M8x65 CBL67020092 100
M10x20 CBL67020059 100
M10x35 CBL67020077 100
M10x60 CBL67020010 100

EE..GG..

SSeerrrraatteedd  hheexxaaggoonn  ffllaannggee  nnuutt

M Order Finish Pack
Code Unit

M6 CBL64010059 E.G. 50
M6 CBL64020059 E.B. 50
M6 CBL64030059 H.D.G. 50
M6 CBL64050059 S.S. 304 50
M6 CBL64060059* S.S. 316 50

SSeerrrraatteedd  hheexxaaggoonn  ffllaannggee  nnuutt

M Order Finish Pack
Code Unit

M8 CBL67020095 E.G. 100
M10 CBL67020079 E.G. 100
M8 CBL67020062 E.B. 100
M10 CBL67020014 E.B. 100
M8 CBL67050062 S.S. 304 100
M10 CBL67050014 S.S. 304 100
M8 CBL67060062* S.S. 316 100
M10 CBL67060014* S.S. 316 100

Cable Support SSuuppppoorrttss  &&  SSttrruuccttuurreess

E.B. Electrolytic Bichromate BS-EN 12329
P.G. Pre-galvanised BS-EN 10142
H.D.G. Hot-dip galvanised BS-EN-ISO 1461

S.S. Passivated stainless steel AISI 304 or AISI 316
E.G. Electrogalvanised BS-EN 12329 available on request

*Available to Special Order

*Available to Special Order
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Order Code Length Shipping Weight
(mm) (kg)

Cable Wrap (Yellow Nylon) 

SB72558x5 16 x 127 0.04

SB7251x10 25 x 254 0.04

Cable Catch (Gray Nylon) 

SB72658x4 16 x 101 0.04

SB7261x8 25 x 203 0.04

Cable Strap (Gray Nylon)

SB72758x6 16 x 152 0.04

Cable Hanger (Gray Nylon)

SB72834x6 19 x 152 0.04

CCaabbllee  WWrraapp CCaabbllee  SSttrraappCCaabbllee  CCaattcchh CCaabbllee  HHaannggeerr

Cable Support VVeellccrroo
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Cable Support rreejjiibbaanndd®®

FFiirree  RReessiissttaannccee

�   Test Set-up
The test set-up consisted of a 3 m length of wire mesh tray,
including joints and accessories, supported on brackets at
intervals of 1.2m. The power cables, up to 1kV, should be fire
resistant at the same or higher level than halogen free, high
safety cables. The wire mesh tray was then loaded with chains
to simulate the cable weight and other standard conditions of
the test.

During the test, a standardised temperature vs. time curve is
imposed in the test oven, obtaining the 3 levels of certification
and their corresponding times and temperatures

The results prove that the cables maintain electrical continuity
during the test, and therefore the operational integrity of the
installation is maintained.

As the test was progressing, both cables and trays were
damaged by the high temperature as defined in DIN 4102-12.
Trays are deformed but maintain their support function. The
cable sheathing starts to burn causing risk to the correct
functioning of the system.

As shown in figure 3, rejiband® wire mesh cable tray and its
accessories neither collapsed nor were they detached from the
supports, ensuring enough structural resistance within the
system.

�

The wire mesh cable tray exceeded the fire resistance test,
qualifying for the highest level of resistance proposed by this
standard, the E90. The tray with cables were tested for 
90 minutes at temperatures of 1,000 °C 
(in accordance with the conditions of
DIN 4102-12), maintaining circuit integrity against fire.

�   conclusions
The combined use of rejiband® wire mesh tray with high safety
halogen-free electrical cables improves substantially the safety
of the installation. Since both components provide a self
extinguishing system, which does not produce toxic, corrosive
or opaque fumes (more typical for polymeric & halogen
materials), this allows a period of time long enough for
evacuation and emergency works.

Investing in safety equipment and systems with high fire
resistance must be accompanied by a safe installation that
ensures their correct functioning in the most critical situations.

FFiigguurree  11::  GGeenneerraall  vviieeww  ooff  tthhee  aasssseemmbbllyy

FFiigguurree  22::  AAsssseemmbbllyy  bbeeffoorree  tteesstt

FFiigguurree  33::  AAsssseemmbbllyy  aafftteerr  tteesstt



Today, Cooper manufactures thousands of products through its seven electrical products
divisions, which generate over 80 percent of annual revenues, and two tool divisions, which
produce power tool and hand tool lines. Headquartered in Houston, Texas, Cooper has
annual revenues of approximately $4.1 billion, employs over 28,000 people and operates
more than 100 manufacturing facilities around the world.

Cooper is a leader in the global electrical products marketplace. They manufacture thousands of well-known products that are used

around the world all day, every day. 

Cooper's electrical products businesses offer one of the largest and most valued portfolios serving construction, industrial, residential,

utilities, telecommunications and consumer markets. 

Additionally, Cooper provides key products for power distribution markets and is a leader in the European lighting and security business.

Cooper's hand tools are used by tradesmen the world over, and Cooper's power tools offer strength and reliability to automotive,

aerospace and industrial manufacturers.

Cooper B-Line manufactures support systems and enclosures used in 

the installation and retro-fitting of electrical, mechanical and

telecommunications applications.

Cooper Crouse-Hinds makes electrical products designed to protect

electrical systems in demanding commercial and industrial environments

Cooper Menvier manufactures emergency and mains lighting, fixtures 

and lamps, fire detection systems, building security systems, and 

electrical installation materials.

Cooper Wiring Devices makes residential, commercial and industrial 

wiring devices, switches, plugs and receptacles to deliver and control

electrical power.

Cooper Bussmann provides circuit protection and power management

products designed to protect electrical and electronic systems.

Cooper Lighting manufactures lighting fixtures and related products for

indoor and outdoor use.

Cooper Tools manufactures an extensive line of electric and pneumatic

industrial power tools, automated assembly systems and premium 

hand tools.

Cooper Hand Tools manufactures premium hand tools for use in 

do-it-yourself, commercial and industrial applications.

Cooper Power Systems offers equipment, components and systems for 

the distribution and management of electrical power.

Welcome to the latest Cooper B-Line Accessories Catalogue. B-Line are committed to enhancing
and modifying their existing rack and cabinet systems. The accessories featured in this catalogue
will enable you to enhance your cabinets usage by installing extra components which in turn will
expand your cabinets usage and lifespan. All the accessories featured in this catalogue will fit our
existing Access and EC Cabinet range along with all other TIA/EIA-1-D 19” compliant
rack/enclosures. 

Other products from Cooper B-Line

Access Cabinet System

Access is the first cabinet designed to solve the problems of today's networking environment. 
Access provides unique working and cabling accessibility to totally transform cabinet installation
layouts, onsite installation time and on-going system management. So what makes Access so
different from conventional cabinets? The unique construction, open architecture without corner
posts, enables the quick removal of all panels/doors to completely expose the open frame for
installation of cables and/or equipment. Far neater, faster and user friendly cable installations are
possible compared with conventional cabinets. The resultant installation is much easier to
maintain with ready access to equipment and patch panels and the avoidance of messy,
haphazard cabling arrangements. The Access cabinet open frame structure provides virtually
360º total accessibility, prior to fitting panels and doors, which gives installers maximum working
access and the opportunity to greatly improve installation times. The elimination of 
corner posts also removes the need to excessively inset 19" mounting angles, achieving 
maximum equipment and working space. 

Access - Wallbox

This unique cabinet innovation has been specifically designed to bring unrivalled advantages to
wallbox cabinets and will offer a number of benefits to ultimately reduce the total cost of
ownership. So what makes the Access Wallbox so different from a conventional cabinet? The
unique construction, open architecture without corner posts, enables the quick removal of all
panels/doors to completely expose the open frame for installation of cables and/or equipment.
Far neater, faster and user friendly cable installations are possible compared with conventional
cabinets. The resultant installation is much easier to maintain with ready access to equipment
and patch panels and the avoidance of messy, haphazard cabling arrangements.

EC - Cabinet

Competitive markets require cost effective products that deliver the right solution. 
Cooper B- Line introduce EC, a 19" cabinet system designed to give users a practical, yet 
highly versatile cabinet that meets the needs of the most demanding applications. As well as
including common features such as adjustable 19" mounting angles and lockable side panels,
the EC range also includes interchangeable top panels (such as fan trays and brush strip cable
entry panels), a ventilated glass front door for enhanced thermal management and an open 
base design fitted with jacking feet for trouble free installation. Furthermore, the EC design 
boasts excellent style and aesthetics, built to the high quality standard our customers have 
grown to expect over the years from Cooper B-Line. 

EC - Wallbox 

The new EC wall box from Cooper B-Line offers users a highly cost effective and versatile
solution for wall mounted products such as cabling infrastructures, networking and telecom
equipment. The wall box is supplied in the standard light grey with mid grey trims. Wall 
cabinet doors have a quick release two pin hinge mechanism and are supplied fully glazed
with a standard lock. The door can also be easily changed from left to right-hand operation.
The EC wall mounted box is also available with optional steel doors and rear panels made to
order. The 19" mounting rails on the EC wall box are adjustable front to rear and in common with
the freestanding cabinet the wall box has "U" ident markings for ease of equipment location.
Cable entry in the EC wall box is gained through rear top and bottom slots with removable cover
plates and cable management is further enhanced through suitable points for locating and
securing cables. Assembly of the box is made easy with its simple bolt together
construction, allowing a single operator to construct a box in just a few minutes.  

Cooper B-Line also manufacture a wide range of Custom made products including IP54 cabinets
and console systems to customer specific requirements.
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