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4” WT SERIES SUBMERSIBLE

Webtrol’s 4” WT Series 

Webtrol’s WT Series pumps offer
superior performance and 
exceptional resistance to 
abrasives, due to the floating
stack design.

An excellent choice for 
residential and commercial 
applications.

Specifications

Flows from 5 to 80 GPM.
Heads to 1,360 feet.
HP range: 1/2 - 10 HP, 60Hz

Available with 
Franklin Electric

MonoDrive constant
pressure system.

Available with 
Franklin Electric

MonoDrive constant
pressure system.

                                   POMPE SUBMERSIBLE DUP DE 4'' EN ACIER INOXYDABLE

Les pompes de la série UP de DUP Distribution
offrent des performances supérieures et une
résistance exceptionnelle aux abrasifs, grâce à un
concept de diffuseurs et d'impulseurs flottants.

Spécifications:

Débit de 5 à 80 gpm
Jusqu'à 1360 pieds de tête
De 1/2 à 10 HP, 60 Hz
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Construction And Design Features
4” WT SERIES SUBMERSIBLE 

Precision machined, cast 304 stainless steel discharge head* pro-
vides a smooth flow transition with a minimum amount of restriction.
Includes a built in check valve and cast rope loop.

An enclosed urethane bearing, mounted in the polycarbonate top
diffuser, offers excellent resistance to abrasives.

Injection molded polycarbonate diffuser plates offer smoothness
and high efficiency with high impact resistance.

Glass reinforced noryl impellers offer high strength and optimal
abrasion resistance without sacrificing the smoothness, efficiency,
and balance associated with other types of injection molded 
plastics.

The stamped 304 stainless steel bowls are corrosion and abrasive
resistant.

Heavy duty 304 stainless steel, cold drawn, hex shaft, produced to
rigid standards of straightness and precise length.

304 Stainless steel shaft coupling, secured to the pump shaft 
provides superior corrosion resistance.

Thick wall, 304 stainless steel seamless pump housing accurately
aligns the entire assembly while eliminating deterioration due to
water conditions or electrolysis.

Precision machined, cast 304 stainless steel motor bracket fits all
NEMA 4” submersible motors.

304 Stainless steel intake screen.

A 304 stainless steel cable guard protects motor leads from 
abrasion and cutting.

*WT05 - WT18: 1 1/4” NPT
WT25: 1 1/2” NPT
WT35 -WT80: 2” NPT
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       POMPE SUBMERSIBLE DE 4'', SÉRIE UP

            Spécification de la pompe

Tête de pompe en acier inoxydable 304 machinée avec précision afin de
causer le moins de restriction de débit possible. Incluant un clapet anti-
retour et des anneaux pour attacher la corde.

Roulement en uréthane monté dans le diffuseur supérieur offrant une
excellente résistance aux abrasifs

Diffuseur construit en polycarbonate offrant une très grande résistance

Impulseur construit en Noryl renforcé offrant durabilité et une résistance
optimale aux abrasifs, sans sacrifier l'efficacité souvent associé à d'autres
types de plastique.

.

.

Bol en acier inoxydable 304.

 Arbre hexagonal  en acier inoxydable 304, laminé à froid fabriqué avec
précision assurant une longueur précise et une finition de qualité
supérieure.

Manchon d'arbre en acier inoxydable 304 assurant une résistance accrue à
la corossion

Boîtier de pompe épais en acier inoxydable 304 procurant une résistance à
la détérioration dû aux conditions de l'eau.

Support de moteur machiné en acier inoxydable 304, pour adaptation sur
tous les moteurs submersibles NEMA de 4''.

Tamis en acier inoxydable 304.

Garde en acier inoxydable 304 afin de protéger le fil des abrasifs ou d'un
bris.

CONNECTIONS:

05UP À 18UP: 1 1/4'' FPT
25UP : 1 1/2'' FPT
35UP À 80UP: 2 '' FPT
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5 Series

WT0520*

WT0515*

WT0510*

WT0507*

WT0505*

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.

4” WT SERIES SUBMERSIBLE CURVES

05UP05

05UP07

05UP10

05UP15

05UP20

COURBES DE LA SÉRIE 05UP
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Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.

4” WT SERIES SUBMERSIBLE CURVES
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7 Series

WT0730

WT0720*

WT0715*

WT0710*

WT0707*

WT0705*
MODEL NO.:    WT  07152C3

Series/Nominal Rated Flow (GPM)

Horsepower
Divide by 10 for Rated Motor Horsepower
(Example 15 ÷ 10 = 1.5 or 1 1/2HP)

Voltage
1 = 115V 8 = 200V 2 = 230V 4 = 460V 5 = 575V

Wire/Control
Blank = 2 wire C = Optional Control

Phase (PH)
Blank = 1PH 3 = 3PH

07UP05

07UP07

07UP10

07UP15

07UP20

07UP30

COURBES DE LA SÉRIE 07UP
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Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.

4” WT SERIES SUBMERSIBLE CURVES

10UP05

10UP07

10UP10

10UP15

10UP20

10UP30

10UP50

COURBES DE LA SÉRIE 10UP

10UP05-3W230

10: 10 GPM
UP: SÉRIE
05: 1/2 HP
3W: 3 FILS
230: 230 VOLTS
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4” WT SERIES SUBMERSIBLE CURVES

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.

0
0 4 8

Flow (gallons per minute)

Operating Range

To
ta

l D
yn

am
ic

 H
ea

d 
(fe

et
)

12 16 20 24

200

400

600

800

13 Series

WT1315*

WT1330

WT1320*

WT1310*

WT1307*

WT1305*

MODEL NO.: WT13202C3

Series/Nominal Rated Flow (GPM)

Horsepower
Divide by 10 for Rated Motor Horsepower
(Example 20 ÷ 10 = 2.0 or 2HP)

Voltage
2 = 230V

Control

Phase
3 = 3PH

13UP05

13UP07

13UP10

13UP15

13UP20

13UP30

COURBES DE LA SÉRIE 13UP
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4” WT SERIES SUBMERSIBLE CURVES

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.
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WT1850
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COURBES DE LA SÉRIE 18UP
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4” WT SERIES SUBMERSIBLE CURVES

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.
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25 Series

WT2550

WT2515*

WT2530

WT2520*

WT2510*

WT2507*

WT2505*

MODEL NO.: WT25202C3

Series/Nominal Rated Flow (GPM)

Horsepower
Divide by 10 for Rated Motor Horsepower
(Example 20 ÷ 10 = 2.0 or 2HP)

Voltage
2 = 230V

Control

Phase
3 = 3PH

25UP05

25UP20

25UP15

25UP10

25UP07

25UP30

25UP50

COURBE DE LA SÉRIE 25UP
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Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.

4” WT SERIES SUBMERSIBLE CURVES
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COURBES DE LA SÉRIE 35UP
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40 Series
WT4075

WT4030

WT4050

WT4020*

WT4015*

WT4010*

WT4007*

WT4005*

4” WT SERIES SUBMERSIBLE CURVES

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.

MODEL NO.:     WT40502C3

Series/Nominal Rated Flow (GPM)

Horsepower
Divide by 10 for Rated Motor Horsepower
(Example 50 ÷ 10 = 5.0 or 5HP)

Voltage
1 = 115V 8 = 200V 2 = 230V 4 = 460V 5 = 575V

Wire/Control
Blank = 2 wire C = Optional Control

Phase (PH)
Blank = 1PH 3 = 3PH

40UP05

40UP07

40UP10

40UP15

40UP20

40UP30

40UP50

40UP75

COURBES DE LA SÉRIE 40UP
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WT5550

WT55100

WT5575

WT5530

WT5520*

WT5515*

4 INCH SUBMERSIBLE CURVES

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.
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55UP50

55UP75

55UP100

COURBES DE LA SÉRIE 55UP
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4 INCH SUBMERSIBLE CURVES

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.
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60 Series

WT6075

WT6030

WT6050

WT6020*

WT6015*

MODEL NO.:     WT60502C3

Series/Nominal Rated Flow (GPM)

Horsepower
Divide by 10 for Rated Motor Horsepower
(Example 50 ÷ 10 = 5.0 or 5HP)

Voltage
1 = 115V 8 = 200V 2 = 230V 4 = 460V 5 = 575V

Wire/Control
Blank = 2 wire C = Optional Control

Phase (PH)
Blank = 1PH 3 = 3PH

60UP15

60UP30

60UP20

60UP75

60UP50

COURBES DE LA SÉRIE 60UP
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4 INCH SUBMERSIBLE CURVES

Note:
*Available with Franklin Electric MonoDrive constant pressure system.
These curves are based on factory tests when pumping clear, fresh, non-aerated water at a temperature not exceeding 85°F. 
Due to production tolerances, these curves can vary plus or minus five percent.
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COURBES DE LA SÉRIE 80UP


