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Side Mount UV Bill Validator

Introduction
This kit provides a Side Mount UV Bill Validator for the RealPOS XR7 Plus POS.
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Installation Procedure
1. Lay the terminal face down on a flat surface.

Caution: Always use a soft material (cloth, foam) to protect the display screen
when placing the terminal face down.

2. Remove the Base Stand.

a. Remove the screws (2) that secure the Base Stand to the display.

b. Rotate the Base Stand upwards as shown and remove the Mounting Plate Studs
(2) from the openings in the Rear Cover.
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3. Remove the Rear Cover assembly.

a. Remove the Cable Cover.

b. Loosen the captive screws (2) that secure the Rear Cover to the chassis.

c. Pivot the assembly as shown to remove it.
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4. Remove the screws (9) that secure the Display Collar.

5. Remove the blank plate or the side mount feature installed on the collar. In the
illustration below, the biometric is removed by removing the screws (2) securing it.
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6. Route the UV Bill Validator cable through the slot in the collar. Install the UV Bill
Validator and secure with screws (2).

7. Install the Display Collar and secure with screws (9).
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8. Plug the cable into the USB port on the motherboard.

Note: Ensure that the cable does not get pinched by the Ebox cover.

9. Reinstall the Rear Cover.

10. Reinstall the Stand.
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