
  

 

                                                      
 

SPEAKER SYSTEM SP-TF1 
 
 
 
 
 
SP-TF1 is a speaker system for  
various NEC Large Format Displays. 
              
         
The NEC SP-TF1 adds superior sound to your  
video conferencing or digital signage installation. 
 

 
 

Delivering Genuine Benefits     SP-TF1 front view 

     
 Designed for video conferencing applications 

 Speaker an be side and rear mounted  
(depending on the display model) 

 Compatibility with variousNEC display models 

 Only requiring a few clips for installation  

 3 years warranty  
 
 
 
TECHNICAL SPECIFICATIONS 

 
 

 

 

 

 

 

 

 

 

 

 

 

NEC Information: 

Call: +49 (0)/99 699-0 

Email: infomail@nec-displays.com 

www.nec-displays.com 

ORDER CODE 100013520 

Rated Input 15 W 

Maxinum Input 40 W 

Rated Impedance 8 Ohm 

Rated Frequency Range 150 Hz to 205 kHz 

Crossover Frequency 6 kHz 

Sound Pressure Level 82 dB (1m, 1W) 

Dimensions (W x H x D) 53x 500 x 23 mm 

Product Weight (each) 0.43 kg 

Package Dimension (W x H x D) 545 x 135 x 152 mm 

Environment 
Temperature 0 to 40°C 
Humindity 20 to 80% 

Supported NEC Hardware 

46” to 80” V series 
46” to 70” P series 
46” & 55” XS series 
46” & 55” XUN series 

Warranty  3 years 

For additional pictures and solutions overview,  
visit www.nec-displays.com for details. 
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