
 Transducer Guide
LOGIQ™ P9 and LOGIQ P7



Description Application FOV Bandwidth Biopsy Guide System

Convex

C1-5-RS
H40462LA

Broad-spectrum  
convex  
transducer

Abdomen,  
OB/GYN, Urology

70° 1 – 6

Multi-Angle,  
disposable
with a reusable 
bracket
(H40432LE)

LOGIQ P9

4C-RS
H4000SR

Broad-spectrum  
convex  
transducer

Abdomen,  
OB/GYN, Urology

55° 1 – 5

Multi-Angle,  
disposable
with a reusable 
bracket (E8385NA)

LOGIQ P7

Micro-convex

8C-RS
H40402LS

Broad-spectrum 
micro-convex  
transducer

Neonatal,  
Pediatrics

132° 3 – 11 No
LOGIQ P9 
LOGIQ P7

E8C-RS
H40402LN

Broad-spectrum 
micro-convex 
intra-cavitary 
transducer

OB/GYN, Urology, 
Endocavity

123° 3 – 11

Single-Angle, 
disposable with 
a disposable 
bracket (E8385MJ, 
E8333JB),  
Single-Angle,  
Reusable bracket 
(H40412LN)

LOGIQ P9 
LOGIQ P7

Linear

9L-RS
H40442LL

Broad-spectrum 
linear transducer

Vascular,  
Small parts,  
Pediatrics,  
Abdomen

44 mm 2 – 8

Multi-Angle, 
disposable with a 
reusable bracket 
(H4906BK)

LOGIQ P9

12L-RS
H40402LY

Broad-spectrum 
linear transducer

Small parts,  
Vascular

37 mm 3 – 12

Multi-Angle, 
disposable with a 
reusable bracket 
(H40432LC)

LOGIQ P9

L6-12-RS
H48062AC

Broad-spectrum 
linear transducer

Small parts,  
Vascular,  
Pediatrics

37 mm 4 – 13

Multi-Angle, 
disposable with a 
reusable bracket 
(H40432LC)

LOGIQ P7
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Description Application FOV Bandwidth Biopsy Guide System

Linear (con’t.)

ML6-15-RS
H40462LM

Broad-spectrum 
linear matrix  
array transducer

Small parts,  
Vascular,  
Neonatal,  
Pediatrics

50 mm 4 – 15

Multi-Angle,  
disposable
with a reusable 
bracket
(H40432LJ)

LOGIQ P9

L8-18i-RS
H40462LF

Broad-spectrum 
linear transducer

Small parts,  
Vascular

25 mm 4 – 15 No LOGIQ P9

Sector

3Sc-RS
H45041DL

Broad-spectrum  
sector  
transducer

Cardiac,  
Abdomen,  
Transcranial,  
Pediatrics

120° 1 – 5

Multi-Angle, 
disposable with a 
reusable bracket 
(H46222LC)

LOGIQ P9 
LOGIQ P7

6S-RS
H45021RP

Broad-spectrum  
sector  
transducer

Cardiac,  
Pediatric Cardiac

90° 2 – 8 No
LOGIQ P9 
LOGIQ P7

Real-time 4D

RAB2-6-RS
H48681WR

Broad-spectrum 
real-time  
4D transducer

Abdomen,  
OB/GYN, Urology

55° (B), 
84° x 
55° 

(Volume 
scan)

1 – 5

Multi-Angle, 
disposable with a 
reusable bracket 
(H48681ML)

LOGIQ P9 
LOGIQ P7

Specialty

P8D
H46312LZ

CW split crystal  
pencil  
transducer

Vascular N/A 8 No
LOGIQ P9 
LOGIQ P7


