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RE*] Series rack 
Network closet solutions 

Technical data 

Rack Height 9U 12U 12U 18U 18U 27U 

Width (mm) 600 600 600 600 600 600 

Depth (mm) 600 600 800 600 800 600 

Order code (black finish) REB9606SPBJ REB12606SPBJ REB12608SPBJ REB18606SPBJ REB18608SPBJ REB27606SPBJ 
Height 546 680 680 946 946 1347 

Height (casters fitted) (mm) 604 738 738 1004 1004 1405 

Width (with side panels) (mm) 600 600 600 600 600 600 

Width (without side panels) (mm) 600 600 600 600 600 600 

Depth (with doors/over handles) (mm) 680 680 680 680 680 680 

Depth (without doors) (mm) 640 640 840 640 840 640 

Maximum rail mounting depth (mm) 450 450 650 450 650 450 

Rack Height 27U 27U 27U 42U 42U 42U 

Width (mm) 600 800 800 600 600 800 

Depth (mm) 800 600 800 600 800 600 

Order code (black finish) REB27608SPBJ REB27806SPBJ REB27808SPBJ REB42606SPBJ REB42608SPBJ REB42806SPBJ 

Height 1347 1347 1347 2013 2013 2013 

Height (casters fitted) (mm) 1405 1405 1405 2071 2071 2071 

Width (with side panels) Imm) 600 800 800 600 600 800 

Width (without side panels) (mm) 600 800 600 600 600 800 

Depth (with doors/over handles) (mm) 880 680 800 600 600 680 

Depth (without doors) (mm) 840 640 840 640 840 640 

Maximum rail mounting depth (mm) 650 450 550 450 650 450 

Rack Height 42U 47U 47U 47U 47U 

Width (mm) 800 600 600 800 800 

Depth (mm) 800 600 800 600 800 

Order code (black finish) REB42808SPBJ REB47606SPBJ REB47608SPBJ REB47806SPBJ REB47808SPBJ 

Height 2013 2235 2235 2235 2235 

Height (casters fitted) (mm) 2071 2293 2293 2293 2293 

Width (with side panels) (mm) 800 600 600 800 800 

Width (without side panels) (mm) 600 600 600 800 600 

Depth (with doors/over handles) (mm) 800 600 600 680 800 

Depth (without doors) (mm) 840 640 840 640 840 

Maximum rail mounting depth (mm) 650 450 650 450 650 

Applicable to all in this range 

Rail mounting width 482.6mm (19") fully compliant to EIA-310-E 

Static load rating 800kg evenly distributed 

Dynamic load rating 200kg evenly distributed 

Colour Black RAL 9005 

Heat load stability <1.5kW 

Door opening angle 180° angle with non-bayed installations, left-hand hinged, field reversible. (140°for bayed racks) 

Regulatory approvals & standards EIA-310-E, IEC I EN 60950, IEC I EN 60297, IEC 529 

Protection class IP20-when configured with doors and side panels 

Warranty 2 years 
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RE*l Series rack 
Network closet solutions 

Technical data 

Rack Height 27U 27U 27U 27U 42U 42U 

Width (mm) 600 600 800 800 600 600 

Depth (mm) 1000 1200 1000 1200 1000 1200 

Order code (black finish) REA27610SPBJ REA27612SPBJ REA27810SPBJ REA27812SPBJ R EA42610S PBJ REA42612SPBJ 
Height 1347 1347 1347 1347 2013 2013 

Height (casters fitted) (mm) 1405 1405 1405 1405 2071 2071 

Width (with side panels) (mm) 600 600 800 800 600 600 

Width (without side panels) (mm) 600 600 800 800 600 600 

Depth (with doors/over handles) (mm) 1080 1280 1080 1280 1080 1280 

Depth (without doors) (mm) 1040 1240 1040 1240 1040 1240 

Maximum rail mounting depth (mm) 850 1050 850 1050 850 1050 

Rack Height 42U 42U 47U 47U 47U 47U 

Width (mm) 800 800 600 800 800 800 

Depth (mm) 1000 1200 1000 1200 1000 1200 

Order code (black finish) REA42810SPBJ REA42812SPBJ REA47610SPBJ REA47612SPBJ REA47810SPBJ REA47812PSBJ 

Height 2013 2013 2235 2235 2235 2235 

Height (casters fitted) (mm) 2017 2071 2293 2293 2293 2293 

Width (with side panels) (mm) 800 800 600 600 800 800 

Width (without side panels) (mm) 800 800 600 600 800 800 

Depth (with doors/over handles) (mm) 1080 1280 1080 1280 1080 1280 

Depth (without doors) (mm) 1040 1240 1040 1240 1040 1240 

Maximum rail mounting depth (mm) 850 1050 850 1050 850 1050 

Applicable to all in this range 

Rail mounting width 482.6mm (19") fully compliant to EIA-310-E 

Static load rating 800kg evenly distributed 

Dynamic load rating 200kg evenly distributed 

Colour Black RAL 9005 

Heat load stability <1.5kW 

Door opening angle 180° angle with non-bayed installations, left-hand hinged, field reversible. (140°for bayed racks) 

Regulatory approvals & standards EIA-310-E. IEC I EN 60950, IEC I EN 60297. IEC 529 

Protection class IP20-when configured with doors and side panels 

Warranty 2 years 
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I RE Series 
Data room solutions 

Technical data 
Dimensions (mm) 

Models Height U Width (mm) A B c D E F 

REA27608SPBE 27U 600 1332 1383 1034.4 840 529.5 725 

REB27608SPBE 27U 600 1332 1383 n/a 840 529.5 725 

REA2761 OSPBE 27U 600 1332 1383 1034.4 1040 529.5 925 

REA27808SPBE 27U 800 1332 1383 1034.4 840 729.5 725 

REB27808SPBE 27U 800 1332 1383 n/a 840 729.5 725 

REA2781 OSPBE 27U 800 1332 1383 1034.4 1040 729.5 925 

REA42608SPBE 42U 600 1998 2049 1791 840 529.5 725 

REA42608NPBE 42U 600 1998 2049 1791 840 529.5 725 

REB42608SPBE 42U 600 1998 2049 n/a 840 529.5 725 

REA4261 OSPBE 42U 600 1998 2049 1791 1040 529.5 925 

REA4261 ONPBE 42U 600 1998 2049 1791 1040 529.5 925 

REA42808SPBE 42U 800 1998 2049 1791 840 729.5 725 

REA42808NPBE 42U 800 1998 2049 1791 840 729.5 725 

REB42808SPBE 42U 800 1998 2049 n/a 840 729.5 725 

REB42808NPBE 42U 800 1998 2049 n/a 840 729.5 725 

REA4281 OSPBE 42U 800 1998 2049 1791 1040 729.5 925 

REA4281 ONPBE 42U 800 1998 2049 1791 1040 729.5 925 

Note: n/a indicates "not applicable" due to glass door model. 

Order Codes 

Equipment mounting height 27U 27U 27U 27U 42U 42U 42U 42U 
Width x depth (mm) 600x 800 600x1000 800x800 800x1000 600x800 600x1000 800x800 800x1000 
Perforated doors, with sides REA27608SPBE REA2761 OSPBE REA27808SPBE REA2781 OSPBE REA42608SPBE REA4261 OSPBE REA42808SPBE REA4281 OSPBE 

Perforated doors, no sides REA42608NPBE REA4261 ONPBE REA42808NPBE REA4281 ONPBE 

Glass door, with sides REB27608SPBE REB27808SPBE REB42608SPBE REB42808SPBE 

Glass door, no sides REB42808NPBE 
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PERFORATED DOOR 
600W 

FRONT VIEW 
GLASS DOOR 

800W 

REAR VIEW 
SPLIT PERFORATED DOOR 

800W 
SIDE VIEW 

LEVELLING FEET 
"E" 

BOTTOM VIEW TOP VIEW 

16 EATON - RACK SELECTION GUIDE CA159002EN March 2017 







REC Series 
Data centre solutions I 
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PERFORATED DOOR 
600W 

FRONT VIEW 
GLASS DOOR 

800W 

REAR VIEW 
SPLIT PERFORATED DOOR 

800W 
SIDE VIEW 

LEVELLING FEET 
"E" 

BOTIOMVIEW TOP VIEW 

Dimensions (mm) 

Models Height U Width (mm) A B c D E F 

RCA4261 OSPBE 42U 600 1998 2049 1816 1040 529.5 925 

RCA4261 ONPBE 42U 600 1998 2049 1816 1040 529.5 925 

RCA42612SPBE 42U 600 1998 2049 1816 1240 529.5 1125 

RCA42612NPBE 42U 600 1998 2049 1816 1240 529.5 1125 

RCA4281 OSPBE 42U 800 1998 2049 1816 1040 729.5 925 

RCA4281 ONPBE 42U 800 1998 2049 1816 1040 729.5 925 

RCA42812SPBE 42U 800 1998 2049 1816 1240 729.5 1125 

RCA42812NPBE 42U 800 1998 2049 1816 1240 729.5 1125 

RCA4761 OSPBE 47U 600 2219 2270 2033.5 1040 529.5 925 

RCA4761 ONPBE 47U 600 2219 2270 2033.5 1040 529.5 925 

RCA47612SPBE 47U 600 2219 2270 2033.5 1240 529.5 1125 

RCA47612NPBE 47U 600 2219 2270 2033.5 1240 529.5 1125 

RCA4781 OSPBE 47U 800 2219 2270 2033.5 1040 729.5 925 

RCA4781 ONPBE 47U 800 2219 2270 2033.5 1040 729.5 925 

RCA47812SPBE 47U 800 2219 2270 2033.5 1240 729.5 1125 

RCA47812NPBE 47U 800 2219 2270 2033.5 1240 729.5 1125 

Order Codes 

Equipment mounting height 42U 42U 42U 42U 47U 47U 47U 47U 
Width x depth (mm) 600x 1000 600x1200 800x1000 800x1200 600x1000 600x1200 800x1000 800x1200 
Perforated doors. with sides RCA4261 OSPBE RCA42612SPBE RCA4281 OSPBE RCA42812SPBE RCA4761 OSPBE RCA47612SPBE RCA4781 OSPBE RCA47812SPBE 

Perforated doors, no sides RCA4261 ONPBE RCA42612NPBE RCA4281 ONPBE RCA42812NPBE RCA4761 ONPBE RCA47612NPBE RCA4781 ONPBE RCA47812NPBE 
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Powering Business Worldwide 

Eaton is dedicated to ensuring that reliable, efficient 
and safe power is available when it's needed most. 
With unparalleled knowledge of electrical power 
management across industries, experts at Eaton 
deliver customized, integrated solutions to solve our 
customers' most critical challenges. 

Our focus is on delivering the right solution for the 
application. But, decision makers demand more than 
just innovative products. They turn to Eaton for an 
unwavering commitment to personal support that 
makes customer success a top priority. 

For more information, visit www.eaton.uk.com/ 
electrical 

Eaton Electric Ltd 
270 Bath Road. Slough 
Berkshire, SL1 4DX, England 
Tel +44 (0) 1753 608 700 
Fax: +44 (0) 1753 608 995 
www.uk.eaton.com 

Eaton 
EMEA Headquarters 
Route de la Longeraie 7 
1110 Morges, Switzerland 
Eaton.eu 
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