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Rechargeable Battery • • • • •

Number of Sensor Inputs
2 

(max. 2 analogue sensors)
1x CAN
(max. 3 CAN sensors)

3 4
max. 6 + 2 x CAN
(each 8 sensors)

PC Interface USB USB USB USB USB / Ethernet

Online Function • • • • •

Internal Memory • • • • •

Programming of Automatic 
Measuring Tasks

– – • • •

Internal Trigger Function – – • • •

Data Display • • • • •

Display Lightning • • • • •

Curve Printout on Display – – – – •

PC Software Kit • • • • •

Pressure Measurement • • • • •

Temperature Measurement • • • • •

Flow Measurement • • • • •

Rotational Speed 
Measurement

• – • • •

Frequency Measurement • • • • •

Third-Party Sensors • • • • •

Current / Voltage Adaptor • • • • •

STAUFF CAN Sensor – • – – •

Hydraulic Testers

Options PPC-04-plus PPC-04-plus-CAN PPC-06-plus PPC-08-plus PPC-Pad

• 
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� Series and Type
 

� Version
 

  

 
 

 
 

 
 
 
 
  

 
  

 

  
 

  
 

  
 

 
 
  

 
  

 
 

Interfaces
  

 
 

 
 

 
 

  
 

 

 

  

� Calibration
 
 

 

Software
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Software

  

  

  

 
 
 
 
 
 
 
  

 
 
  

 

 
  

  

  

 
 
  

 

 
 
 
 
 

 
  

 

 
 
 
 
 
  

Version No. Integrated Data Memory for
Sensor 
Inputs

Measured Value 
Points

Memory 
Curves

06-plus 3 1000000 
Points

240000 
Points08-plus 4

� Series and Type
 PPC

� Version
 
 

� Calibration
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  PPC Pad
 Installed handle
 
 
 
 
 
 
 
 

Version CAN
Sensor 
Inputs

Sensor Inputs with 
Sensor Recognition
STAUFF (Analogue)

Aux. 

Sensor Input 

(Analogue)

PPC-Pad-101 2 networks 
each with 8 
sensors max.

- -

PPC-Pad-102 3 2

PPC-Pad-103 6 4

� Series and Type

� Version
101
102
103

� Calibration (only -102 / -103)
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Pressure Sensor  PPC-04/12-P

Version Pressure Range and Accuracies

Sensor 
PPC-04/12-P-

Pressure 
Measuring Range 
(bar/PSI)

Type of
Measurement

Maximum 
Pressure 
(bar/PSI)

Burst Pressure
 (bar/PSI)

Accuracy 
(±% FS*) typ.

Accuracy
(±% FS*) max.

015
-1 ... 15 Relative 

pressure
30 150

0,25 0,5
-14.5 ... 217  435 2175

060
0 ... 60 Absolute 

pressure
120 500

0,25 0,5
0 ... 870 1740 7251

150
0 ... 150 Absolute 

pressure
300 900

0,25 0,5
0 ... 2175 4351 13053

400
0 ... 400 Absolute 

pressure
800 1200

0,25 0,5
0 ... 5801 11603 17404

600
0 ... 600 Absolute 

pressure
1200 1800

0,25 0,5
0 ... 8702 17404 26106

601
0 ... 600 ** Absolute 

pressure
1200 2500

0,25 0,5
0 ... 8702 17404 36259

G 1/2

M 16

53
,6

(2
,1

1)

M 16 x 1,5

39
(1

,4
6)

M 16

M 16

39
(1

,5
3)

S 12,65 x 1,5

M 16

37
(1

,4
5)

PPC-04/12-P

Pressure Measurement yes

Temperature Measurement no

Process Connection G1/4

Type analogue 5-pin connection

 
 
 
 

 
  

 
 
 
 

 
 
 
 
 
 

In addition to the 

� Calibration
 
 

� Series and Type 
 PPC-04/12-P

� Version
 

Ø18,8

55
,5
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 are a 

 
 
 
 
 

 
 

 
 
 
 

  

 

 
 
 
 

Version Pressure Range and Accuracies

Sensor 
PPC-CAN-P-

Pressure 
Measuring Range 
(bar/PSI)

Type of
Measurement

Maximum 
Pressure 
(bar/PSI)

Burst Pressure
 (bar/PSI)

Accuracy 
(±% FS*) typ.

Accuracy
(±% FS*) max.

016
-1 ... 16 Relative 

pressure
32 150

0,25 0,5
-14.5 ... 232  464 2175

060
0 ... 60 Absolute 

pressure
120 500

0,25 0,5
0 ... 870 1740 7251

160
0 ... 160 Absolute 

pressure
320 900

0,25 0,5
0 ... 2320 4641 13053

400
0 ... 400 Absolute 

pressure
800 1200

0,25 0,5
0 ... 5801 11603 17404

600
0 ... 600 Absolute 

pressure
1200 1800

0,25 0,5
0 ... 8702 17404 26106

601
0 ... 600 ** Absolute 

pressure
1200 2500

0,25 0,5
0 ... 8702 17404 36259

� Calibration
 
 

� Series and Type 
 

� Version
 

G 1/2

M 16

53
,6

(2
,1

1)

M 16 x 1,5

39
(1

,4
6)

M 16

M 16

39
(1

,5
3)

S 12,65 x 1,5

M 16

37
(1

,4
5)

 

 

 

Ø18,9

PPC-CAN-P

Pressure Measurement yes

Temperature Measurement no

Process Connection G1/4

Type CAN connection 5-pin, M12x1
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� Process Connection (only for Version T)
 M02
 B04

� Calibration
 
 

� Series and Type
 PPC-04/12

� Version
 
 

PPC-04/12-T

Pressure Measurement no

Temperature Measurement yes

Process Connection M10x1 or G1/4

Type analogue 5-pin connection

  

  

 
 
 
 

 

  
 

 

  

 
 

 
 
 

 

 
 
 

 
 
 
 
 
 

 
 
  

 

 
 
 
 

19

Ø8,5

Ø18,8

Ø8,5

9

19
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 is a  

 

  

� Process Connection (only for Version T)
 M02
 B04

� Calibration
 
 

� Series and Type 
 

� Version
 

  

 
  

 
 

 

 
 

 
 
 

 
 
 
 
 

  

 

 
  

 

 
 
 

PPC-CAN-T

Pressure Measurement no

Temperature Measurement yes

Process Connection M10x1 or G1/4

Type CAN connection 5-Pin, M12x1

19
Ø8,5

Ø18,8

Ø8,5

9

19
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G 1/2

M 16

53
,6

(2
,1

1)

M 16 x 1,5

39
(1

,4
6)

M 16

M 16

39
(1

,5
3)

S 12,65 x 1,5

M 16

37
(1

,4
5)

� Series and Type
 

� Version
  

� Calibration
 
 

Version Pressure Range and Accuracies

Sensor 
PPC-04/12-PT-

Pressure 
Measuring 
Range (bar/PSI)

Type of
Measure-
ment

Maximum 
Pressure 
(bar/PSI)

Burst 
Pressure
 (bar/PSI)

Accuracy 
(±% FS*) 
typ.

Accuracy 
(±% FS*) 
max.

Temperature 
Measuring 
Range (°C/°F)

Accuracy 

(±% FS*) 

015/2
-1 ... 15 Relative 

pressure
30 150

0,25 0,5
-25 ... 105

1,5
-14.5 ... 217  435 2175 -13 ... 221

060/2
0 ... 60 Absolute 

pressure
120 500

0,25 0,5
-25 ... 105

1,5
0 ... 870 1740 7251 -13 ... 221

150/2
0 ... 150 Absolute 

pressure
300 900

0,25 0,5
-25 ... 105

1,5
0 ... 2175 4351 13053 -13 ... 221

400/2
0 ... 400 Absolute 

pressure
800 1200

0,25 0,5
-25 ... 105

1,5
0 ... 5801 11603 17404 -13 ... 221

600/2
0 ... 600 Absolute 

pressure
1200 1800

0,25 0,5
-25 ... 105

1,5
0 ... 8702 17404 26106 -13 ... 221

601/2
0 ... 600 ** Absolute 

pressure
1200 2500

0,25 0,5
-25 ... 105

1,5
0 ... 8702 17404 36259 -13 ... 221

PPC-04/12-PT-

Pressure Measurement yes

Temperature Measurement yes

Process Connection G1/2

Type analogue 5-pin connection

In addition to the  
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G 1/2

M 16

53
,6

(2
,1

1)

M 16 x 1,5

39
(1

,4
6)

M 16

M 16

39
(1

,5
3)

S 12,65 x 1,5

M 16

37
(1

,4
5)

 

 

 

 

 
 
 
 
 

 
 

 
 
 
 : 
 

  

 

 
 
 

Version Pressure Range and Accuracies

Sensor 
PPC-CAN-PT-

Pressure 
Measuring 
Range (bar/PSI)

Type of
Measure-
ment

Maximum 
Pressure 
(bar/PSI)

Burst 
Pressure
 (bar/PSI)

Accuracy 
(±% FS*) 
typ.

Accuracy 
(±% FS*) 
max.

Temperature 
Measuring 
Range (°C/°F)

Accuracy 

(±% FS*) 

016
-1 ... 16 Relative 

pressure
32 150

0,25 0,5
-25 ... 105 ±2K typ./

±3K max.-14.5 ... 232  464 2175 -13 ... 221

060
0 ... 60 Absolute 

pressure
120 500

0,25 0,5
-25 ... 105 ±2K typ./

±3K max.0 ... 870 1740 7251 -13 ... 221

160
0 ... 160 Absolute 

pressure
320 900

0,25 0,5
-25 ... 105 ±2K typ./

±3K max.0 ... 2320 4641 13053 -13 ... 221

400
0 ... 400 Absolute 

pressure
800 1200

0,25 0,5
-25 ... 105 ±2K typ./

±3K max.0 ... 5801 11603 17404 -13 ... 221

600
0 ... 600 Absolute 

pressure
1200 1800

0,25 0,5
-25 ... 105 ±2K typ./

±3K max.0 ... 8702 17404 26106 -13 ... 221

601
0 ... 600 ** Absolute 

pressure
1200 2500

0,25 0,5
-25 ... 105 ±2K typ./

±3K max.0 ... 8702 17404 36259 -13 ... 221

11
,8

� Calibration
 
 

� Series and Type 
 

� Version
 

In addition to the , 

 

PPC-CAN-PT

Pressure Measurement yes

Temperature Measurement yes

Process Connection G1/2

Type CAN connection 5-pin, M12x1



40

B

  

   

   

 

   

   
   

 

 

 

 
 
 
  

  
 

 
 
 
  

 

  

  

� Series and Type
 PPC-04/12

� Version
 
 
 
 
 

� Calibration
 
  

 

Version Measuring Range Dimensions (mm/in)

Flow Turbine 
PPC-04/12-

Measuring Range 
(l/min/US GPM)

Max. Flow  
(l/min/US GPM)

Operating 
Pressure (bar/PSI)

Max. Pressure
 (bar/PSI)

Accuracy 
(at 21 cSt)

Max. Pressure 
Drop (at FS*) (bar/PSI)

G **
(BSP)

G 
(UNF)

B D L H Weight 
(g/lbs) 

SFM-015
1 ... 15 16,5 350 420

±1 (% FS*)
1,5

G1/2 3/4–16
37 71 136 37 650

.27 ... 3.90  4.4 5076 6091 21.8 1.46 2.80 5.35 1.46 1.4

SFM-060
3 ... 60 66 350 420 ±1 (% of the

displayed value)
1,5

G3/4 1-1/16–16
62 72 190 50 750

.79 ... 15.90 17.4 5076 6091 21.8 2.44 2.83 7.48 1.97 1.6

SFM-150
5 ... 150 165 350 420 ±1 (% of the

displayed value)
1,5

G3/4 1-1/16–16
62 72 190 50 750

1.32 ... 39.60 43.6 5076 6091 21.8 2.44 2.83 7.48 1.97 1.6

SFM-300
8 ... 300 330 350 420 ±1 (% of the

displayed value)
4

G1 1-5/16–16
62 76 190 50 1200

2.11 ... 79.00 87.2 5076 6091 58 2.44 2.99 7.48 1.97 2.6

SFM-600
15 ... 600 660 290 348 ±1 (% of the

displayed value)
5

G1-1/4 1-5/8–12
62 66 212 75 1800

3.96 ... 158.00 174.4 4206 5047 72.5 2.44 2.60 8.35 2.95 4

L

H G
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� Series and Type
 

� Version
 
 
 
 
 

� Calibration
 
  

 

Version Measuring Range Dimensions (mm/in)

Flow Turbine 
PPC-CAN-

Measuring Range 
(l/min/US GPM)

Max. Flow  
(l/min/US GPM)

Operating 
Pressure (bar/PSI)

Max. Pressure
 (bar/PSI)

Accuracy 
(at 21 cSt)

Max. Pressure 
Drop (at FS*) (bar/PSI)

G **
(BSP)

G 
(UNF)

B D L H Weight 
(g/lbs) 

SFM-015
1 ... 15 16,5 350 420

±1 (% FS*)
1,5

G1/2 3/4–16
37 78,8 136 37 650

.26 ... 3.90  4.4 5076 6091 21.8 1.46 3.10 5.35 1.46 1.43

SFM-060
3 ... 60 66 350 420 ±1 (% of the

displayed value)
1,5

G3/4 1-1/16–16
62 79,4 190 50 750

.79 ... 15.90 17.4 5076 6091 21.8 2.44 3.13 7.48 1.97 1.65

SFM-150
5 ... 150 165 350 420 ±1 (% of the

displayed value)
1,5

G3/4 1-1/16–16
62 79,4 190 50 750

1.32 ... 39.60 43.6 5076 6091 21.8 2.44 3.13 7.48 1.97 1.65

SFM-300
8 ... 300 330 350 420 ±1 (% of the

displayed value)
4

G1 1-5/16–16
62 81,3 190 50 1200

2.11 ... 79.00 87.2 5076 6091 58 2.44 3.20 7.48 1.97 2.65

SFM-600
15 ... 600 660 290 348 ±1 (% of the

displayed value)
5

G1-1/4 1-5/8–12
62 76,2 212 75 1800

3.96 ... 158.00 174.4 4206 5047 72.5 2.44 3 8.35 2.95 3.97

 

L

H G
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� Series and Type
 

� Calibration
 
 

 

 
 

 
 

70
(2

,7
5)

Ø 32,5
(1,28)

Perimeter: 100 (3,93)

Ø 32,5
(1,28)

26
(1

,0
2)

� Series and Type
 

� Series and Type
 

13
0

(5
,1

1)

Ø 34
(1,33)
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PPC. 

 

 
 
 

� Series and Type
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� Series and Type � Series and Type
 

 

 

 

 

� Series and Type
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 I

� Series and Type
 

 I
 

 

 

 
 
 
 

� Series and Type
 

� Length
 
 
 
 
 

� Series and Type
 

� Series and Type
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Pressure Range Pressure Sensor

000
When ordering a complete system with one or two pressure sensors, specify „000“ for the pressure range of
the 2. and / or 3. pressure sensors.

015

Pressure Range
1. Pressure Sensor

Pressure Range
2. Pressure Sensor

Pressure Range
3. Pressure Sensor

060

150

400

600

601

e.g. 015 (15 bar) 060 (60 bar) 000 (0 bar)

Please keep in mind that two pressure sensors with identical measuring ranges are necessary for differential pressure
measurements.

� Series and Type
 PPC

� Version
 

 
 

 

� Number of Pressure Sensors
 1
 2
 3

 
 

 

 
 

 

 
 
  

 
 

  

 
 
  

 
 
  

 
 

  

 
 
 
 

� Temperature Sensor
 
 

� Pressure Range and Pressure Sensor
 see table

� Pressure Range and Pressure Sensor
 see table

� Pressure Range and Pressure Sensor
 see table

	 Calibration
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� Series and Type
 PPC

� Version
 

� Number of CAN Pressure Sensors
 1
 2
 3

� Temperature Sensor
 
 

Pressure Range CAN Pressure Sensor

000
When ordering a complete system with one or two CAN pressure sensors, specify „000“ for the pressure range 
of the 2. and / or 3. CAN pressure sensors.

016

Pressure Range
1. CAN Pressure Sensor

Pressure Range
2. CAN Pressure Sensor

Pressure Range
3. CAN Pressure Sensor

060

160

400

600

601

e.g. 016 (16 bar) 060 (60 bar) 000 (0 bar)

Please keep in mind that two CAN pressure sensors with identical measuring ranges are necessary for differential pressure
measurements.

 
 

 
 

 
 
 

 

  

 
 
 
 
 
 

� Pressure Range and Pressure Sensors
 see table

� Pressure Range and Pressure Sensors
 see table

� Pressure Range and Pressure Sensors
 see table

	 Calibration
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 Installed Handle
 
 
 
 
 
 
 
 
 
 
 
 
 

Version Hydraulic 
Tester

CAN Sensor 
Inputs

Sensor Inputs with 
Sensor Recognition
STAUFF (Analogue)

Aux. Sensor 
Inputs
(Analogue)

Case

 

Neck 
Strap

CAN Connec-
tion Cable 
5m / 16.40 ft

CAN 
Terminating 
Resistor

Analogue 
Connection Cable 
3m / 9.84 ft 

Aux. Sensor 
Inputs 
- Cable Adaptor

PPC-Pad-SET-101 PPC-Pad-101 2 networks 
each with 
max. 8 sensors

- - 1 1 2 2 - -

PPC-Pad-SET-102 PPC-Pad-102 3 2 1 1 2 2 2 1

PPC-Pad-SET-103 PPC-Pad-103 6 4 1 1 2 2 3 2

� Series and Type

� Version

� Calibration (only -102 / -103)
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Series Descriptions Order Codes Pages

1.  
Hydraulic Testers

Hydraulic Tester PPC-04-plus with 2 sensor inputs, incl. accessories PPC-04-plus 28

Hydraulic Tester PPC-06-plus with 3 sensor inputs, incl. accessories PPC-06-plus
29

Hydraulic Tester PPC-08-plus with 4 sensor inputs, incl. accessories PPC-08-plus

2.  
Pressure 
Measurement

Pressure Sensors G1/4 (without Adaptor)

Pressure range from -1 ... 15 bar / -14.5 ... 217 PSI relative pressure PPC-04/12-P-015

34

Pressure range from 0 ... 60 bar / 0 ... 870 PSI absolute pressure PPC-04/12-P-060

Pressure range from 0 ... 150 bar / 0 ... 2175 PSI absolute pressure PPC-04/12-P-150

Pressure range from 0 ... 400 bar / 0 ... 5801 PSI absolute pressure PPC-04/12-P-400

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure PPC-04/12-P-600

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure * PPC-04/12-P-601

3. 
Temperature
Measurement

Temperature Sensors (-40 °C ... +150 °C / -40 °F ... +302 °F)

Screw-in Temperature Sensor for pipeline installation (M10x1) PPC-04/12-T-M02

36
Screw-in Temperature Sensor for pipeline installation (G1/4) PPC-04/12-T-B02

Rod-type Temperature Sensor for tank / container measurements PPC-04/12-TSH

Straight threaded Adaptor with M10 x 1 connection (for PPC-04/12-T-M02) SGV-16S-G-W3

4.  
Pressure/
Temperature
Measurement 

Pressure/ Temperature Sensors G1/2 (without Adaptor)

Pressure range from -1 ... 15 bar / -14.5 ... 217 PSI relative pressure PPC-04/12-PT-015

38

Pressure range from 0 ... 60 bar / 0 ... 870 PSI absolute pressure PPC-04/12-PT-060

Pressure range from 0 ... 150 bar / 0 ... 2175 PSI absolute pressure PPC-04/12-PT-150

Pressure range from 0 ... 400 bar / 0 ... 5801 PSI absolute pressure PPC-04/12-PT-400

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure PPC-04/12-PT-600

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure * PPC-04/12-PT-601

5.
Connection 
Adaptors  
for PPC Sensors

Connection Adaptors

Adaptor G1/4 to M16 x 2 (STAUFF Test 20) SDA-20-G1/4-W3

34 /
38

Adaptor G1/2 to M16 x 2 (STAUFF Test 20) SDA-20-G1/2-W3

Adaptor M16 x 2 to M16 x 1,5 (STAUFF Test 20 to STAUFF Test 15) SAD-20/15-B-W3

Adaptor M16 x 2 to S12,65 x 1,5 (STAUFF Test 20 to STAUFF Test 12) SAD-20/12-B-W3

Adaptor M16 x 2 to plug-in (STAUFF Test 20 to STAUFF Test 10) SAD-20/10-B-W3

6. 
Flow 
Measurement 

Flow Turbines with integrated Signal Converter

Measuring range from 1 ... 15 l/min / .3 ... 3.9 US GPM PPC-04/12-SFM-015

40

Measuring range from 4 ... 60 l/min / 1 ... 15.9 US GPM PPC-04/12-SFM-060

Measuring range from 6 ... 150 l/min / 1.6 ... 39.6 US GPM PPC-04/12-SFM-150

Measuring range from 10 ... 300 l/min / 2.7 ... 79 US GPM PPC-04/12-SFM-300

Measuring range from 20 ... 600 l/min / 5.3 ... 158 US GPM PPC-04/12-SFM-600

7. 
Rotational Speed 
Measurement

Rotational Speed Sensor with integrated Connection Cable 2 m / 6.56 ft PPC-04/12-SDS-CAB

42
Contact Adaptor

PPC-04/12-SKA-
contact adaptor

Focus Adaptor 
PPC-04/12-SFA-
focus adaptor

8. 
Current / Voltage / 
Frequency Conver-
ter / Third-party 
Sensors

Current / Voltage / Frequency Converter / Third-party Sensor  
(up to 4 A DC / 48 V DC / 5 kHz)

Sensorconverter-PPC 43

9. 
Accessories
(Connection / 
Extension Cables 
and Software)

Connection Cable 3 m / 9.84 ft (5-pin push/pull connection on both sides) PPC-04/12-CAB3

44

Extension Cable 5 m / 16.40 ft 5-pin push/pull connection on both sides)
PPC-04/12-CAB5-
EXT

PC Connection Cable and PC Software for PPC-04-plus
PC-SET-PPC-04-
plus-SW-CAB

PC Connection Cable and PC Software for PPC-06/08-plus
PC-SET-PPC-06/08-
plus-SW-CAB

10. 
Ersatzteile /
Komplettsysteme

Case PPC-04-plus (with foam insert) PPC-04-plus case

46

Case PPC-06/08-plus (with foam insert) PPC-06/12 case

Power Supply (110/230 V AC) for PPC-04-plus with USB connections,  

 
PPC-04-plus-
110V/230V-USB

Power Supply (110/230 V AC) for PPC-06/08-plus, PPC-04/12-
110V/230V

Complete Systems for Analogue Hydraulic Testers PPC-04/06/08-plus, Order Codes on page 46
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Series Descriptions Order Codes Pages

1. 
CAN Hydraulic 
Testers

CAN Hydraulic Tester PPC-04-plus-CAN with CAN interface, incl. accessories PPC-04-plus-CAN 28

CAN Hydraulic Tester PPC-Pad-101 with 2 CAN networks, incl. accessories PPC-Pad-101

30
CAN Hydraulic Tester PPC-Pad-102 with 2 CAN networks and 3 analogue  
sensor inputs, incl. accessories

PPC-Pad-102

CAN Hydraulic Tester PPC-Pad-103 with 2 CAN networks and 6 analogue  
sensor inputs, incl. accessories

PPC-Pad-103

2. 
Pressure 
Measurement 

CAN Pressure Sensors G1/4 (without Adaptor)

Pressure range from -1 ... 16 bar / -14.5 ... 232 PSI relative pressure PPC-CAN-P-016

35

Pressure range from 0 ... 60 bar / 0 ... 870 PSI absolute pressure PPC-CAN-P-060

Pressure range from 0 ... 160 bar / 0 ... 2321 PSI absolute pressure PPC-CAN-P-160

Pressure range from 0 ... 400 bar / 0 ... 5801 PSI absolute pressure PPC-CAN-P-400

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure PPC-CAN-P-600

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure * PPC-CAN-P-601

3. 
Temperature
Measurement

CAN-Temperature Sensors (-40 °C ... +150 °C / -40 °F ... +302 °F)

Screw-in Temperature Sensor for pipeline installation (M10x1) PPC-CAN-T-M02

37Screw-in Temperature Sensor for pipeline installation (G1/4) PPC-CAN-T-B02

Straight threaded Adaptor with M10 x 1 connection (for PPC-CAN-T-M02) SGV-16S-G-W3

4.  
Pressure/ 
Temperature
Measurement 

CAN Pressure/ Temperature Sensors G1/2 (without Adaptor)

Pressure range from -1 ... 16 bar / -14.5 ... 232 PSI relative pressure PPC-CAN-PT-016

39

Pressure range from 0 ... 60 bar / 0 ... 870 PSI absolute pressure PPC-CAN-PT-060

Pressure range from 0 ... 160 bar / 0 ... 2321 PSI absolute pressure PPC-CAN-PT-160

Pressure range from 0 ... 400 bar / 0 ... 5801 PSI absolute pressure PPC-CAN-PT-400

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure PPC-CAN-PT-600

Pressure range from 0 ... 600 bar / 0 ... 8702 PSI absolute pressure * PPC-CAN-PT-601

5.
Connection 
Adaptors 
for PPC Sensors

Connection Adaptors

Adaptor G1/4 to M16 x 2 (STAUFF Test 20) SDA-20-G1/4-W3

35 /
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Adaptor G1/2 to M16 x 2 (STAUFF Test 20) SDA-20-G1/2-W3

Adaptor M16 x 2 to M16 x 1,5 (STAUFF Test 20 to STAUFF Test 15) SAD-20/15-B-W3

Adaptor M16 x 2 to S12,65 x 1,5 (STAUFF Test 20 to STAUFF Test 12) SAD-20/12-B-W3

Adaptor M16 x 2 to plug-in (STAUFF Test 20 to STAUFF Test 10) SAD-20/10-B-W3

6. 
Flow 
Measurement

CAN Flow Turbines with integrated Signal Converter

Measuring range from 1 ... 15 l/min / .3 ... 3.9 US GPM PPC-CAN-SFM-015

41

Measuring range from 4 ... 60 l/min / 1 ... 15.9 US GPM PPC-CAN-SFM-060

Measuring range from 6 ... 150 l/min / 1.6 ... 39.6 US GPM PPC-CAN-SFM-150

Measuring range from 10 ... 300 l/min / 2.7 ... 79 US GPM PPC-CAN-SFM-300

Measuring range from 20 ... 600 l/min / 5.3 ... 158 US GPM PPC-CAN-SFM-600

7. 
CAN Accessories

CAN Connection Cable 0,5 m / 1.64 ft PPC-CAN-CAB0.5

45

CAN Connection Cable 2 m / 6.65 ft PPC-CAN-CAB2

CAN Connection Cable 5 m / 16.40 ft PPC-CAN-CAB5

CAN Connection Cable 10 m / 32.81 ft PPC-CAN-CAB10

CAN Connection Cable 10 m / 65.62 ft PPC-CAN-CAB20

CAN Y-Splitter Cable 0,3 m / .98 ft PPC-CAN-CAB-Y

CAN Terminating Resistor PPC-CAN-R

8. 
Connection Cable 
and Accessories

PC Connection Cable and PC Software for PPC-04-plus-CAN 
PC-SET-PPC-04-
plus-SW-CAB

44

9. 
CAN Frequency 
Converter

CAN Frequency Converter PPC-CAN-FR 45

10. 
Spare Parts and 
Complete Systems

Complete Systems for CAN Hydraulic Tester PPC-04-plus-CAN, Order Codes on page 47

47
Case PPC-04-plus-CAN (with foam insert) PPC-04-plus case

Power Supply (110/230 V AC) for PPC-04-plus-CAN with USB connection, PPC-04-plus-
110V/230V-USB

Case PPC-Pad (with foam insert) PPC-Pad case

48

Complete System PPC-Pad-SET-101 with 2 CAN networks, incl. accessories,  
case, CAN Connection Cable

PPC-Pad-SET-101

Complete System PPC-Pad-102 with 2 CAN networks and 3 analogue  
sensor inputs, incl. accessories, case, CAN Connection Cable

PPC-Pad-SET-102

Complete System PPC-Pad-SET-103 with 2 CAN networks and 6 analogue  
sensor inputs, incl. accessories, case, CAN Connection Cable

PPC-Pad-SET-103
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� Series and Type

� Version

� Pressure Range

� Process Connection 
B04

  N04

Version Pressure Range and Accuracies

Pressure Trans-
mitter PT-RF

Pressure Range 
(bar/PSI)

Type of 
Measurement

Maximum 
Pressure (bar/PSI)

Burst Pressure
 (bar/PSI)

Accuracy
(±% FS*) typ.

Accuracy 
(±% FS*) max.

B00016
0 ... 16

Relative pressure
32 48

0,25 0,5
0 ... 232  464 696

B00060
0 ... 60

Relative pressure
120 180

0,25 0,5
0 ... 870 1740 2610

B00160
0 ... 160

Relative pressure
320 480

0,25 0,5
0 ... 2320 4641 6961

B00400
0 ... 400

Relative pressure
800 1200

0,25 0,5
0 ... 5801 11603 17405

B00600
0 ... 600

Relative pressure
1200 1800

0,25 0,5
0 ... 8702 17404 26107

 Ø18,9

8,
7
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PC Software

Start Measurement

� Series and Type
 Reader 

 
 
 
 
 

 
 

Permanent Measurement 
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Pressure Range Version of Pressure Transmitter

000
When ordering a complete system with one or two pressure transmitters, the pressure range for the 

2nd and 3rd pressure transmitter is given as “000”.

016 B00016

060 B00060

160 B00160

400 B00400

600 B00600

e.g. 400 (400 bar) 600 (600 bar) 000 (0 bar)

�

� Pressure Range / Version
 1st see table

� Pressure Range / Version
 nd see table

� Pressure Range / Version  
 rd see table

� Process Connection Adaptor
 B

N

� Series and Type

� Version
 

� Number of Pressure Transmitters in the Set
 1
 2
 3

� Spare Parts / Accessories

 

������

�
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� Valve Connection Thread
 
 M08
 

� Sensor Connection Thread
B04

 

� Adaptor Type
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