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The Sportsound® SSR-200 audio rack is a complete portable audio control system, including a mixer, CD player and numerous 
options to fit your needs. Case features carrying handles and removable, protective front/top and rear lids (not shown).

DIMENSIONS WEIGHT POWER (120 VAC) CONSTRUCTION COLOR

21.25" H x 23.25" W x 23.5" D
(540 mm, 591 mm, 597 mm) 75 lb (34 kg)

1.5 Amps, 614 BTU/Hour; 
Standard 3-prong power cord; 

Grounded outlet required

Polyethylene & 
Styrene Black

KEY FEATURES
• Audio mixer provides a wide variety of inputs

 > Eight (8) balanced mic/line inputs (XLR)
 > Two (2) balanced stereo inputs (TRS)
 > Two (2) balanced outputs (XLR)

• Operator equalization capability
• Professional CD/media player offers exceptional playback 

quality and features an AM/FM radio tuner
• One (1) wireless receiver with handheld microphone
• 3.5 mm to XLR Laptop Interface for connecting consumer 

equipment (computers, MP3/CD players, smart phones)

OPTIONS & ACCESSORIES
• Push-to-talk announcer's interface OR standalone 

announcer's mixer (see page 2)
• Additional wireless receiver with referee bodypack kit
• Additional Laptop Interface
• One (1) Wireless in-ear monitor system (see DD1570791)
• One (1) ADA-hearing impaired system (see DD1574470)
• Additional ADA receiver(s) with headset(s);  

quantity based on venue ADA compliance requirements
• One (1) High gain antenna kit (see DD1571138)
• One (1) Self-powered monitor speaker
• One (1) USB audio interface
• 200' (61 m) outdoor-rated AM/FM antenna extension kit
• Expansion case w/ wheels (see page 2)

FOR ADDITIONAL INFORMATION
• Architectural Specifications: See DD2750078
• Quick Guide: See DD3159573 
• Manual: See DD3159816 

SSR-200 Audio Rack
(optional equipment shown)

Handheld 
Microphone

Laptop 
Interface

Wireless Transmitters

Rack comes standard with 1 handheld microphone; racks with 
optional dual wireless receiver also include 1 bodypack kit

DAKTRONICS SSR-200 PRODUCT SPECIFICATIONS

Bodypack kit with 
Headset, Lapel Mic 

& Mute Switch

http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD1570791.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD1574470.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD1571138.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD2750078.docx
http://www.daktronics.com/Web%20Documents/Customer-Service-Manuals/DD3159573.pdf
http://www.daktronics.com/Web%20Documents/Customer-Service-Manuals/DD3159816.pdf
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DAKTRONICS SSR-200 PRODUCT SPECIFICATIONS

EXPANSION CASE
The optional expansion case for the SSR-200 rack features 
an additional 6RU storage space. Locking wheels provide 
increased portability as well as stability. The added height 
to the control rack places the mixer controls at a comfortable 
position for standing operation. Case includes carrying 
handles and removable front/rear covers.

DIMENSIONS
20" H x 26" W x 25.5" D
(508 mm, 660 mm, 648 mm)

WEIGHT
36 lb (16 kg)

CONSTRUCTION
Polyethylene

COLOR
Black

SSR-AM Announcer's Mixer
& Single-Muff Headset

ANNOUNCER'S MICROPHONE OPTIONS
• Push-to-talk announcer's interface with microphone  

(plus stand) and headphones (see DD2557627)
• SSR-AM two-channel announcer's mixer with single-

muff headset (see DD3638244)

Announcer's Interface, 
Wired Microphone, & 

Headphones

OR

http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD2557627.pdf
https://www.daktronics.com/Web%20Documents/HSPR-Documents/DD3638244.pdf

