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SPLIT & MULTI SPLIT
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Energy saving design to provide a
comfortable indoor environment while
being environment-friendly.

An air conditioner that is people-friendly is also environment
friendly. Fujitsu General offers a broad lineup of products from
large living rooms to bedrooms and children’s rooms.
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PRODUCT LINEUP: SPLIT & MULTI SPLIT

SPLIT OVERVIEW

Fujitsu General provides our customers with 6 types and 86 models air conditioning system ideal for

various customer applications and layout.
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Flagship Range Series EY}
gship kang | 857

|

Designer Range Series 4R 3]
il

Wall Mounted

Installation work is simple and easy for wall
mounted type. We have pursued airflow
control and energy saving including our dual
side fan equipped flagship models. At the
same time, their flat and simple designs
that match the interior are also attractive.
We have a lineup with many models that
have adopted the new environmentally
friendly R32 refrigerant.

"@!g} 056 Flagship Range Series
- .

nocria X

058 Designer Range Series

060 Standard Range Series
062 ECO Range Series

064 Designer Range Series
068 Standard Range Series
074 ECO Range Series

056 Page ~
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Circular Flow Series

Cassette

(assette type adapts to the interior. This
type blows air in four directions to perform
the air conditioning of entire spaces evenly.
We have a variety of series including
Compact models that have adopted a new
design panel to match grid ceilings and
Circular Flow models that deliver air in 360°
directions.

076 Compact 4-way Flow Series
078 Circular Flow Series
080 4-way Flow Series

076 Page ~
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Slim Duct

High Static Pressure Duct

Duct

The main unit of this type cannot be seen,
so your interior will feel clear. We have Mini
Duct and Slim Duct models available to
also enable installation in narrow spaces
in beams or above the ceiling. For a large
model suitable for air conditioning vast
spaces, multiple outlets can be installed by
only one unit. Therefore, these models are
recommended for unusual room layout.

082 Mini Duct

084 Slim Duct

086 Medium Static Pressure Duct
090 High Static Pressure Duct
092 Big Duct

082 Page ~

Floor

Floor type with compact and slim design

is suitable for installation in both
residential and commercial. This model is
recommended as heating device because
it blows warm airflow from both above and

below outlets.

Installation under window is available.

094 Page

For ceiling installation

Floor/Ceiling

Two types of installation method - floor
installation and ceiling installation - can be
selected. This model has a compact design
with a width of 990 mm and a depth of just
199 mm (ceiling installation: height). This
means they can handle various installation
conditions.

For floor installation

096 Page

Ceiling

Installation work is as easy as with wall
mounted type. This model can be installed
neatly because it has a thin design with a
height of 240 mm. It delivers a powerful
wind far away from a wide outlet. Therefore,
this model is ideal for oblong rooms such as
large meeting rooms and audiovisual rooms
with depth.

098 Page
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PRODUCT LINEUP: SPLIT & MULTI SPLIT

EUROVENT

- CERTIFIED

FUJITSU GENERAL (Euro) GmbH participates in

the ECP programme for AIR CONDITIONERS.

PERFORMANCE | Checkongoing validity of certificate:
R R www.eurovent-certification.com
S P L I T I n d 0 0 r U n I tS LI n e u p www. eurovent-certification.com | * Models so marked are not ECC certified.
. ' BTU BTU
Type Series Refrigerant podel 7 9 V) 14 18 % 30 3% 45 54 60 72 90
Flagship Range Series ,%% ASHG-- ° °
nocria X' IN5Z4 - KXCA 09 12
Designer Range Series ,‘@:% ASHG-- [ ® ) ]
High Spec & Design _{a"‘ — KGTA 07 09 12 14
Standard Range Series ,%% ASHG-- | ® ) ® ®
High Efficiency & Comfort w‘"l = KMTA 07* 09* 2% 14*
ECO Range Series 595 ASHG-- | ° ®
Wall Comfort for Large Room =g KLCA 8% 24*
Mounted
Page Designer Range Series e e A} ASHG-- ) °
056~ High Spec & Design |- LTCA 09 12
Designer Range Series | ASHG-- ) ) ° °
High COP ] LUCA 07 09 12 14
Standard Range Series A ASHG-- ° ° ° °
High Efficiency & Comfort L LMCA 07 09 12 14
R410A
l ASHG-- ([ ] [ ] [ ]
i LFCA, LFCC 18LFCA 24LFCC 30LFCA
Standard Range Series
Comfort for Large Room I
e ASHG-- [ ] [ ]
s——— | LMTA 30 36
ECO Range Series T I ASHG-- ° [ °
Compact & Comfort = LLCC 07 09 12
Compact 4-way Flow Series — AUHG-- ® ® ® ®
Compact & Comfort \ LVLB, LVLA 12LVLB 14LVLB 18LVLB 24LVLA
Cassette
Circular Flow Series r AUXG-- ) ) ° [ ) ®
e Comfort for Large Room Ra10A LRLB 18 2 30 36 45 54
4-way Flow Series r- o AUHG-- ° SethiE ° °
Comfort for Large Room =~ \ LRLE, LRLA 30LRLE 36LRLA 45LRLA 54LRLA
- ARHG-- [ J o [
Mini Duct ﬂa LSLAP 1% e 18
. = — ARHG-- [ ] [ ] [ ]
Slim Duct 7 12 14 18
Medium Static Pressure Duct ARHG-- ) ) ) ) ) ) ° ®
Duct Compact & Comfort E. QQ LHTBP 12 14 18 24 30 36 45 54
Page R410A
082~ Medium Static Pressure Duct m ARHG-- () () ) °
Standard LMLA,LMLE 24LMLA 30LMLE SoLmLE 45LMLA
High Static Pressure Duct E -'}i}i = = ﬁﬁ%f 4.5 5.4 6.0
. 1 ARHG-- [ o
Big Duct _r_. LHTA 77 90*
Floor Compact & Comfort RAT0A e | AGHG-- ) ) )
Page 094 l LVCA 09 12 14
Floor/Ceiling Comfort & Dual Design RAT0A ABHG-- ® ®
Page 096 LVTB, LVTA 18LVTB 24LVTA
Ceiling Comfort for Large Room R410A e, ABHG-- L] 36;%TE ° °
Page 098 LRTE, LRTA 30LRTE S 45LRTA 54LRTA
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PRODUCT LINEUP: SPLIT & MULTI SPLIT

MULTI SPLIT OVERVIEW

Space-saving multi outdoor units can connect up to 8 indoor units
in multiple rooms.

2-8 Rooms Multi Simultaneous Multi

L
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2-8 Rooms Multi type is recommended for situations that require air conditioning in multiple rooms such as in Simultaneous Multi type is recommended for situations where multiple indoor units need to be
family house or offices. It can operate a minimum of 2 units to a maximum of 8 units. and for Central Remote operated simultaneously such as for small building for small office building entrance, meeting room,
Controller, only one remote controller can control the indoor unit operating schedule of each room and set the educational facility hall, and other large spaces. Up to 4 indoor units can be operated simultaneously.
energy saving. Due to space - saving outdoor unit enables installation on balcony or under a waist-high window. This type is suitable for office spaces with large areas and properties with unusual floor layout.

2 & 3-4 Rooms Multi 5-6 Rooms Multi 8 Rooms Multi Twin/Triple Twin/Triple/Double Twin

. e.g. For Studio e.g. For 5 Bed Rooms e.g. For Office e.g. For Small Office e.g. For Entrance Floor
= »
= — TR 1F sanchbox— I
i Reception
Master Bed Room | — B || — B B
-
. B Indoor Unit B B Indoor Unit
o e.g. For 2 Bed Rooms 2F Office Room Compact Cassette Compact Cassette
f _-Wm Separation tube Office Room BIU18>3 BTU 22 <4
’ J‘ 2F
I — '
= = - ) | |
AOHG1B/24LAT3 j litee Rere e I |
i el B =
~———— - e.g.For3Bed Rooms y E SEci! ' k. ‘
I | ]' ' ]

Living Room
Master Bed Room

Bed Room

Kids Room

- = o SN X .

~ -
AOHG30LATA AOHG45LBLAG AOHG45LBTB8 AOHG54LATT AOHGI0LRLA

100 Page 102 Page 104 Page 106 Page 108 Page
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. EUROVWVE N T | FUITSUGENERAL (Euro) GmbH participates in
PRODU(T I_INEUP. SPI_IT & MULTI SPLIT = CERTI F | ED| thekCP programme for AIR CONDITIONERS.
PERFORMANCE | Checkongoing validity of certificate:

www.eurovent-certification.com

. . A
MULTI SPLIT Outdoor Units Lineup | o it e s

Model code 14 18 24 30 36 45 54 72 90
Cooling rated capacity (kW) 4 5 5.4 6.8 8 10 12.5 14 14 19 22
e [T |
2 Rooms Multi . = e T /—\O.HG AO.HG
Up to 2 units Rty lK 14LAC2 18LAC2
2 & 3-4 Rooms 3 Rooms Multi - & J = o ®
. = - AOHG AOHG
Multi Up to 3 units . , l 18LAT3* 24LAT3*
Page 100 OLtdooru.ml
=
—
- — Q.
- f (%]
4 Rooms Multi | N , . =
- e - AOHG =
Up to 4 units . ; I l 30LAT4* E

Outdoor unit

=l \
: i = - °
5 Rooms Multi o = JI =y | AOHG

Up to 5 units 36LBLAS*

Outdoor unit

5-6 Rooms Multi

Page 102 ) R
==
. [ ]
6 Rooms Multl AOHG
Up to 6 units 45LBLA6*
_
—
. . [ J
8 Rooms Multi Up to 8 units 1. AOHG
Page 104 451BT8*
OuEgioorth\t
e T PGy
- ®- o o o
Twin/Triple : AOHG AOHG AOHG
Single phase . 36LBTB 45LBTB™! 54LBTB*2
O.utdoor unit
Simultaneous Twin/Triol ) [ [
Multi 30h ple AQHG AQHG AOHG
ase
Page 106 ~ P 36LATT 45LATT SLLATT

Twin/Triple/ PY PY
Double Twin AOHG AOHG
3 phase L § 72LRLA 90LRLA
Outdoor Eﬂ
+ All model refrigerant types are R410A. Cooling rated capacity: *1: 12.1 kW *2:13.3 kW
Note: 1. 2 Rooms Multi: Connectable indoor units are 2 units. 4.5 Rooms Multi: Connectable indoor units are 2 to 5 units
AOHG14LAC2: Total capacity of indoor units connected must be AOHG36LBLAS: Total capacity of indoor units connected must be between
between 4.0 kW and 6.0 kW. 7.5 kW and 15.5 kW.
AOHGT8LAC2: Total capacity of indoor units connected must be 5.6 Rooms Multi: Connectable indoor units are 2 to 6 units
between 4.0 kW and 7.0 kW. AOHG45LBLAG Total capacity of indoor units connected must be between
2.3 Rooms Multi: Connectable indoor units are 2 to 3 units. 9.5 kW and 18.0 kW.
AOHGT8LAT3: Total capacity of indoor units connected must be 6.8 Rooms Multi: Connectable indoor units are 2 to 8 units
between 4.0 kW and 8.5 kW. AOHG45LBT8: Total capacity of indoor units connected must be between
AOHG24LAT3: Total capacity of indoor units connected must be 11.0 kW and 18.0 kW.

between 4.0 kW and 10.5 kW.

3. 4 Rooms Multi: Connectable indoor units are 3 to 4 units.
AOHG30LAT4: Total capacity of indoor units connected must be
between 7.5 kW and 14.0 kW.
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PRODUCT LINEUP: SPLIT & MULTI SPLIT

CORE TECHNOLOGY

For SPLIT & MULTI SPLIT

High Efficiency High Energy Saving

=
—
a
n
=
—
=)
=

Optimized Inverter Control Human sensor control - SRR l"" — TR

S8 Human sensor catches movements i X { RAVEL t» IIRESTART i
=W of people in a room, and operates L 33 I
i V-PAM (Vector + I-PAM) inverter control S| with lower capacity when people Jment
. Cooling/D Over 20 min. 2°C *Max. 30°
[EZVW V-PAM inverter control reduces the effects of magnetic flux and leave the room. . . . R
increases the maximum speed and efficiency of the compressor When people come back to the settemp.
by vector control technology. With this technology, further room, it automatically returns to Heating . .
miniaturization, higher efficiency, and better performance are the previous operating mode. Set temp. § —4°CMax. 16
attained.
A\VA i-PAM (IPM*+PAM) inverter control
LBZY® i-PAM inverter control is a technology which reduces loss by
adjusting the current waveform to a better sine waveform. This ﬁ Economy operation
promotes the effective use of the input power supply to attain
high performance. Lirnit; the maximum operation current, and the power consumption is cut down and the maximum
IPM*: Intelligent Power Module load is SuppreSSEd'

S 30
i 5 1 Room temperature set 0(
All DC Inverter Technology A8 point limitation -
The minimum and maximum >
DC twin rotary compressor temperature range can be set givin
Yy P p g giving
The high efficiency DC inverter type "2-cylinder rotary h;rther efnergyf sre]avmg while considering
compressor" is used for our product ranges. It has achieved the comfort of the occupants.
higher energy efficiency compared with similar compressors by 10
optimizing the structure inside the compressor. Normal set temp. range Limit set temp. range
DC fan motor
DC fan motor produces high power, wide operation range, and
high efficiency. Set tempefature auto Setting temp. | g temperature change Auto return
. U0 e
Return return c°°|'"9 22°CF-—-—--- 1
. _ . operatlon %
Sine-wave DC inverter control « The setting temperature automatically oMo
High efficiency operation is realized by using a sine wave DC returns to the previous setting -
invert trol. v | | ime
vererconto temperature. Setting temp. | et temperature change Auto return
* The time range in which the set Heating  ZCF 3 "1
temperature can be changed is 10 to ope,ati%n 2cl
120 minutes.

Heat Exchanger

High density multi-path heat exchanger

Heat exchange performance is substantially improved by thin OFF~ _ : .
and high-density heat exchanger and multi-path efficiency AUtQ off t!ll"lEI' -@
Multi-path heat exchanger technology. LS - The indoor unit is turned off
v automatically when it reaches to the .
5 mm=: LEmgerant iah f b Ih preset operating time frame. v
ng per ormance sub-cool heat * The time frame of the "Auto off timer"
i exchanger can be flexibly scheduled. SRE—
0mm Higher performance achieved by mounting of counter type + Off time can be set from 30 to 240 8
ulti-path (image) bypass circuit. (Large multi type, VRF) minutes.
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PRODUCT LINEUP: SPLIT & MULTI SPLIT-CORE TECHNOLOGY

More Comfort

Power diffuser

Precision wind direction control is realized and ventilation efficiency is also improved by 3 technologies.
Our airflow control makes your environment more comfortable.

Powerful heating

WSS High heating capacity is realized
even at low outdoor temperature
by mounting a large heat
exchanger or large DC rotary
compressor and developing high

performance inverter PCB

Diffuser

=
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Vertical airflow Horizontal airflow
(24/30)

EET . [l
33 32 31 30 29 (0 15 16 17 18 (°0)

*# Powerful operation

IEM  Continuous operation by maximum airflow and maximum
compressor speed after a certain period of time allows the
. . Normal mode
temperature to reach the setting temp. quickly.
P

owerful operation mode

Setting temp.

Temperature

Time
10°C “10°C HEAT" Button ON
o .
e 10°C Heat operation
When you leave, minimum heating operation is performed to §
maintain the room temperature. (Maintained at 10°C) 20t Indoor un Mggration START
10°C o

=21 Uniform air conditioning

LS Circular airflow to achieve uniform air conditioning without
temperature unevenness in workspaces

052
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PRODUCT LINEUP: SPLIT & MULTI SPLIT-CORE TECHNOLOGY

Quiet and Comfort Control

Low Noise Technology

® D

LowNoise

Changeover

054

Outdoor unit Fan

Outdoor unit fan design with little
separation vortex, fan control to
minimize the air volume and top class
low noise

Velocuty, Magndude (m/h)
09 20 40 &0 40 100 120 140 160 40 200

Outdoor unit low noise

operation

Users can choose low noise levels,
depending on the installation

environment. The operation time can be

set using the timer.

— _ .
Auto-changeover function

At Auto setting, the cooling/heating
mode is automatically switched
according to the set temperature and
room temperature.

Fresh air intake

Fresh air can be taken in by a fan which
can be connected using external control

unit.

Air Stabilizer in Duct

Air

conditioning
load factor

Capaci

Operating  Rated

sound

Low noise duct structure with a built-in

air stabilizer

Heat M:bdd

100%

ty

| G———| Time
Quiet priority low noise mode
2°C
0.5°C
Set Temp.

-0.5°C
-2°C

= (00ling operation
= Healing operation

+=== (ooling fan operation
==== Heating fan operation

Fresh Air Intake kit

Feature Explanation

Energy Saving Function

Dual side fans

The comfortable space can be created with Hybrid
Airflow, which combines different temperatures of
air current and velocities.

Economy mode

Thermostat setting automatically changes
according to the temperature to avoid
unnecessary cooling and heating.

Comfortable Function

B N

Changeover

& n

Powerful heating
Keeping the rated heating capacity even when the
outdoor ambient temperature is -7°C.

Powerful mode
Operation at maximum air flow and compressor
speed, and quickly makes the room comfortable.

Auto-changeover

The unit automatically switches between heating
and cooling modes based on your temperature
setting and the room temperature.

Automatic fan speed

The micro-computer automatically adjusts the
airflow effectively to follow the changes of room
temperature.

Fresh air intake
Fresh air can be taken in by a fan which can be
connected using external control unit.

Convenient Function

OFF )
Auto OFF
o)

Weekly

Auto off timer
Automatically stops operation when a fixed time
has elapsed from the start of operation.

Weekly timer
Different ON-OFF times can be set for each day.

External error output

Clean Function

Plasma air clean

The electrostatic precipitator removes dust particles
such as pollens and house dust. It is washable and
can be always maintained clean.

# | Apple-catechin filter
The Apple-catechin filter uses static electricity to
clean fine particles and dust in the air.
Installation

=

Automatic airflow adjustment
Automatically detects required airflow in each
application case and adjusts the volume.

Save

-
W

SelTemp.

Diffuser

3
Dislributing

7|

+
orlc
% +
2

il
Drain R;p

Save human sensor

Human sensor detects the movement of people in
the room and judges whether the energy saving
operation.

Room temperature set point limitation
The minimum and maximum temperature range
can be set giving further energy saving while
considering the comfort of the occupants.

Power diffuser

An additional louver that opens based on
monitoring sensors to quickly enhance immediate
comfort needs.

10°C HEAT operation

The room temperature can be set to go no lower
than 10°C, thus ensuring that the room does not
get too cold when not occupied.

Up/down swing flaps
The up/down flaps automatically swing up and
down.

Auto restart

In the event of a temporary power failure, the air
conditioner will automatically restart in the same operating
mode as before, once power supply is restored.

Connectable distributing duct
Systems are capable of attaching Locally
purchased branch ducts distributing the airflow.

Sleep timer

The micro-computer gradually changes the room
temperature automatically to afford a comfortable
night's sleep.

Weekly + setback timer

Weekly + Setback timer can set temperature for
two times spans and for each day of the week.

External ON/OFF input

Filter auto clean

The dust collected by the air filter is automatically
removed. A routine disposal of the dust stored in
the dust box is necessary.

Long life filter

Drain pump as standard

Save+Stop

J

Return

=
=
SEWEI Roem

oS

Individual

D)

Save & Stop human sensor

Human sensor (option) detects movement of
people in the room and decides whether to save
energy or stop the unit.

Set temperature auto return
The setting temperature automatically returns to
the previously set temperature.

Server room operation
Interlock operation is possible by connecting 2
indoor units even in the low temperature.

Low noise mode
Sound noise level of outdoor unit can be selected.

Double swing automatic

Complex swing action of flaps enables
automatically to swing both horizontal and
vertical directions.

Connectable fresh air duct

Outside air can be introduced by attaching Locally
purchased duct to fresh air knockout and optional
part.

Individual airflow direction control

Each louver of 4-way Cassette type can be
controlled individually and provides comfortable
airflow.

Program timer

This digital timer allows selection of one of four
options:

ON, OFF, ON » OFF or OFF » ON.

Filter sign
Indicates the filter cleaning period by lamp.

Wireless LAN control

The exclusive Wi-Fi adaptor enables to operate
the air conditioner by smartphone or tablet PC
from outside.

lon deodorization filter

The filter deodorizes by powerfully decomposing
absorbed odors using the oxidizing and
reducing effects of ions generated by the ultra-
fine-particle ceramic.

Washable panel

Since the front panel is easy to remove,
maintenance is also easy.

Blue fin

All DC models

o

i-PAM

i-PAM control models

i-PAM inverter control is a technology which
reduces loss by adjusting the current waveform to
a better sine waveform.

V-pAM

V-PAM control models

V-PAM inverter control reduces the effects of
magnetic flux and increases the maximum speed
and efficiency of the compressor by vector control
technology.
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PRODUCT LINEUP: SPLIT

Wall Mounted
Flagship Range

REFRJGERAR

Model: ASHGO9KXCA / ASHG12KXCA

Wireless R.C.

Wireless
LAN Interface

= — -
S R
° .
NOC I‘IO"LXv | =
DUAL BLASTER o Y
Specifications
Indoor unit ASHGO9KXCA ASHG12KXCA
Model No.
Outdoor unit AOHGO9KXCA AOHG12KXCA
Power Source Single-phase, ~230V, 50Hz
) Cooling 25(0.6-3.5) 3.4 (0.6-5.3)
Capacity Heating kw 3.6 (0.67.1) 5.0 (0.6-9.0)
: - w V4 10°C n, A | o | = S ) P ) = ﬁx Input Power Cooling/Heating kw 0.460/0.630 0.670/1.020
Save | Economy | Diffuser | Powerful | HEAT | LowNoise | changeover | Double m Restart | Steep | Program L;N Plasma Aum+ EER Cooling W/W 545 >.09
cop Heating 5.72 4.90
Pdesign Cooling/Heating(-10°C) kW 2.5/3.4 3.4/3.5
SEER Cooling Wi 8.50 8.50
Scop Heating (Average) 5.10 5.10
Energy Efficiency Cooling At+t At+t
(lass Heating (Average) At++ At++
Max. Operating Current Cooling/Heating A 8.5/14.0 9.0/16.0
Annual Energy Cooling 103 140
H ) kWh/
Comfortable airflow control to prevent Consumption Heating ’ %34 %1
H H Moisture Removal I/lh 1.1 1.2
the bOdy from belng EXPOSEd to airflow Indoor (Cooling) H/M/L/Q 46162138128 46162138128
Sound Pressure Level Indoor (Heating) H/M/L/Q 48/43/39/30 48/43/39/30
x| The comfortable space can be created Outdoor(Cooling/Heating) | High dB(A) 40/41 44143
with Hybrid Airflow, which combines Sound Power Level |Indoor(Cooling/Heating) | High 58/62 58/62
different temperatures of air current E ; Outdoor(Cooling/Heating) | High 53/57 5757
puareiasrer - and velocities. : ol - . . Airflow Rate Indoor / Outdoor (Cooh.ng) High mh 670/1,975 670/2,230
*1: Announced 2012. In room air conditioner for the home (Our company's investigation) Indoor/ Outdoor (Heating) 81071820 8101975
' : pany 9 - oo mm 293x786x378
Net Dimensions kg(Ibs) 20 (44)
HxWxD
il | Main brush o Weight Outdoor mm 704+820:315
Filter Auto Clean ain brus K(lbs) 47(90)
* Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52
Dust on the filter is automatically removed to Dust Drain hose Diameter (1.D./0.D.) 13.8/1581t016.7
prevent power from being wasted by the clogged . Max Pipe Length (Pre-Charge) m 15 (15)
filter Self-cleaning brush Max Height Difference 10
Dust collection box Operation R Cooling (DB 10to43
...Dust is stored in the collection box. peration Kange Heating -15to 24
- Refrigerant Type (Global Warming Potential) R32 (675)
*2: Announced 2002. In room air conditioner for the home (our company's investigation) Charge [ kq(C02eq-T) 1.30 (0.9)
Plasma Air Clean
Airis cleaned with an electric dust collecting technology. _
Pollen, house dust and other tiny pollutants are collected and i
removed with static electricity. Electrostatic dust collector
Dimensions
(Unit: mm)
786 378
Human Sensor SEER _ScOP
. ) /
The Human sensor detects movement of people in a room and operates at reduced capacity /
when people leave the room. When people return to the room, the system automatically e ° - |
returns to the previous room settings. 3:All classes Y \
. . N
] r N
ack to original operation — 4 - ©
a4
A
]
Front view

056

Side view %
/

*Dimensions in case of air flowing downward

057




PRODUCT LINEUP: SPLIT

Wall Mounted

Designer Range
High Spec & Design

REERIGERANT:

(E7

Save

High energy saving

Top class high efficiency is achieved by high efficient lamda heat
exchanger, large cross flow fan and new refrigerant.

B SEeR SCOP
RENS

o551

*1:07,09, 12 class

Hybrid-heat exchanger

The heat exchange efficiency has been
significantly improved with the large hybrid heat

exchanger, attaining the top-level SEER and SCOP. power.
@ 5mm @ 7mm

Hi-density heat Large heat

exchanger exchanger

@95

Comfortable airflow & Silent operation

The big louver and the new air blowing structure have attained
a comfortable air flow that spreads wider to user’s feet and silent
operation.

Smartphone Control (option)

Easy air conditioner control from inside or outside the house and
office using the Smartphones, Tablets, and PC.

058

71 £

Economy | Powerful

@107 Large cross-flow fan

With the large-diameter fan, efficient
air volume can be obtained at low

gy

X r — N N N ]
|2 1 1= R IR
HEAT | LowNoise | changeover | UpsDown | Adjust | Restart Sieep  Program - Weekly = Filter

Human sensor

Human sensor catches movements of
people in a room, and operates with lower capacity when
people leave the room. When people come back to the room,
it automatically returns to previous operating mode.

— —

] == e

194s(a)

(07/09/12)

Only cooling
14 model is 20dB(A)

Wireless LAN Interface
The exclusive Wi-Fi adaptor
enables to operate the air
conditioner by smartphone or
tablet PC from outside.

Model: ASHGO7KGTA / ASHGO9KGTA / ASHG12KGTA / ASHG14KGTA

/<
©
600D
DESIGN
|
_ﬂ_
=
T
Specifications
. Indoor unit ASHGO7KGTA ASHGO9KGTA ASHG12KGTA ASHG14KGTA
odel No.
Outdoor unit AOHGO7KGCA AOHGO9KGCA AOHG12KGCA AOHG14KGCA
Power Source Single-phase, ~230V, 50Hz
. Cooling 2.0 2.5 3.4 4.2
Capacity Heating kw 25 28 40 54
Input Power Cooling/Heating kw 0.400/0.500 0.555/0.560 0.805/0.910 1.175/1.350
EER Cooling W 5.00 4.50 4.22 3.57
cop Heating 5.00 5.00 4.40 4.00
Pdesign Cooling/Heating(-10°C) kw 2.0123 2.512.4 3.412.5 4.214.0
SEER Cooling WIW 8.52 8.52 8.51 711
scop Heating (Average) 5.12 5.11 5.10 431
Energy Efficiency Cooling At+t At++ A+++ A++
Class Heating (Average) At++ At+t At+t A+
Max. Operating Current Cooling/Heating A 6.5/9.0 6.5/9.0 6.5/9.0 9.0/10.5
Annual Energy Cooling KWhia 82 103 140 207
Consumption Heating 628 658 685 1298
Moisture Removal I/h 1.0 13 1.8 2.1
Indoor (Cooling) H/M/LIQ 38/33/29/19 40/34/129/19 40/35/30/19 43/36/30/20
Sound Pressure Level Indoor (Heating) H/M/LIQ 41/35/31/21 42/36/31/21 42/38/33/21 44139133124
Outdoor(Cooling/Heating) | High dB(A) 46146 46/48 50/50 50/50
Sound Power Level Indoor(Cooling/Heating) | High 54156 55/57 56/58 57/59
Outdoor(Cooling/Heating) | High 61/62 61/63 65/66 65/66
Airflow Rate Indoor / Outdoor High m’/h 650/1610 700/1610 700/1680 770/1680
, ) Indoor mm 270x834x215
Net Dimensions kq(lbs) 0
HxWxD
Weight Outdoor mm 542x799x290
kg(Ibs) 30 30 31 32
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) m 20 (15)
Max Height Difference 15
. Cooling Y -10 to 46
Operation Range Heating (DB 51024
Refrigerant Type (Global Warming Potential) R32 (675)
Charge [ kg(C02eq-T) 0.75 (0.5) 0.75 (0.5) [ 0.85 (0.6) 0.85 (0.6)
Optional parts
Wired Remote Controller: UTY-RNRGZ2, UTY-RLRG
External Input and Output PCB: UTY-XCSXZ2
Communication kit: UTY-TWRXZ2
Wireless LAN Interface: UTY-TFSXW1
External connect kit: UTY-XWZX
Dimensions
(Unit: mm)
215
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PRODUCT LINEUP: SPLIT

Wall Mounted

Standard Range

High Efficiency & Comfort

REFRIGERA;\
32

Slim & stylish square design

Slim and stylish square design is realized by high density multi-
path heat exchanger and high efficiency wind blower.

Hybrid-heat exchanger

@ 5mm
Hi-density heat
exchanger

@ 7mm
Large heat
exchanger

High energy saving

Top class high efficiency is achieved by high efficient lamda heat
exchanger, large cross flow fan and new refrigerant.

Comfortable airflow & Silent operation

The big louver and the new air blowing structure have attained
a comfortable air flow that spreads wider to user’s feet and silent
operation.

Smartphone Control (option)

Easy air conditioner control from inside or outside the house and
office using the Smartphones, Tablets, and PC.

060
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Economy  Powerful | HEAT | LowNoise | changeover | Up/bown | Adjust | Restart | Sleep ~ Program -~ Filter
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215mm

Rank 1 SN SCOP

Cooling

i /3 L4
PK“‘;"Q ° °

*1:12 class

20ds(n)

Only cooling
14 model is 20dB(A)

Wireless LAN Interface
The exclusive Wi-Fi adaptor
enables to operate the air
conditioner by smartphone or
tablet PC from outside.

Model: ASHGO7KMTA / ASHGO9KMTA / ASHG12KMTA / ASHG14KMTA
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©
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DESIGN
For ASHGO7/09/12KMTA For ASHGT4KMTA
Specifications
. Indoor unit ASHGO7KMTA ASHGO9KMTA ASHG12KMTA ASHG14KMTA
odel No.
Outdoor unit AOHGO7KMTA AOHGO9KMTA AOHG12KMTA AOHG14KMTA
Power Source Single-phase, ~230V, 50Hz
. Cooling 2.0 (0.9-3.0) 2.5(0.9-3.2) 3.4 (0.9-3.9) 4.2 (0.9-4.4)
Capacity Heating kw 2.5 (0.93.4) 2.8 (0.9-4.0) 4.0(0.953) 5.4 (0.9-6.0)
Input Power Cooling/Heating kw 0.450/0.555 0.630/0.620 0.935/0.960 1.220/1.410
EER Cooling WIW 4.43 3.97 3.65 3.44
cop Heating 4.52 4.52 417 3.83
Pdesign Cooling/Heating(-10°C) kW 2.0123 2.512.4 3.412.5 4.214.0
SEER Cooling WIW 7.40 7.40 7.30 6.90
Scop Heating (Average) 4.10 4.0 4.40 4.0
Energy Efficiency Cooling A+t A++ A++ A++
Class Heating (Average) A+ A+ A+ A+
Max. Operating Current Cooling/Heating A 6.5/9.0 6.5/9.0 6.5/9.0 6.5/9.0
Annual Energy Cooling KWhia 95 118 163 213
Consumption Heating 785 819 795 1367
Moisture Removal I/h 1.0 13 1.8 21
Indoor (Cooling) H/M/LIQ 38/33/29/20 40/34/29/20 40/35/30/20 43/36/30/20
Sound Pressure Level Indoor (Heating) H/IM/LIQ 41/35/31/22 42136131122 42/38/33/22 44/39/33/24
Outdoor(Cooling/Heating) | High dB(A) 46146 46/46 50/50 50/50
Sound Power Level Indoor(Cooling/Heating) | High 54156 55/57 55/58 57/59
Outdoor(Cooling/Heating) | High 61/61 61/62 65/65 65/66
Airflow Rate Indoor / Outdoor High m’/h 650/720 700/750 700/770 770/800
. ) Indoor mm 270x834x215 270x834x215 270x834x215 270x834x215
mextv[\’/'z‘g”“"”s kq(Ibs) 10 10 10 10
Weight Outdoor mm 541x663x290 541x663x290 541x663x290 542x799x290
kg(Ibs) 23 23 25 31
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15.8 to 16.7 13.8/15.8to 16.7 13.8/15.8to 16.7 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) m 20 (15) 20 (15) 20 (15) 20 (15)
Max Height Difference 15 15 15 15
) Cooling N -10 to 46 -10 to 46 -10 to 46 -10 to 46
Operation Range Heating (o8 510 24 510 24 1510 24 1510 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675)
9 Charge [ kg(C02eq-T) 0.6 (0.405) 0.6 (0.405) 0.7 (0.473) 0.85 (0.574)
Optional parts
Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM
Simple Remote Controller: UTY-RSNGM
External connect kit: UTY-XWZXZ5
Communication kit: UTY-TWBXF2
Wireless LAN Interface:  UTY-TFSXW1
Dimensions
(Unit: mm)
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PRODUCT LINEUP: SPLIT

Wall Mounted
ECO Range

Comfort for Large Room

Narrow width & Compact Design

Powerful airflow is realized despite 790mm width
compact design.

ON-OFF Programmable timer

You can set an integrated ON-OFF or OFF-ON timer suitable for your life
style. (Setting time: 0.5, 1, 1.5, 2, 2.5, -----9.5, 10, 11, 12 hours)

Powerful operation

20 minutes continuous operation by maximum airflow and maximum
compressor speed is possible. Rapid cooling and heating makes the
room comfortable quickly.

Economy operation

Setting temp. is shifted by 1°C
automatically.

Temp.

Economy operation

Shift setting temp

Set temperature

Normal operation

(In case of cooling operation) Time

062
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Economy - Powerful | changeover | Upsbown | Adjust

CRNLER T Y
29
Restart | Sleep | | Progiam  Fiter | Washable

H 293mm
W790mm

From wake up to go to work

PMIT:00 ™ 12 " s,
set ! AN

ON-OFF timer

D 249mm

From sleep to wake up

OFF
(R )z

OFF-ON timer

Setting temp.

Temperature

Normal mode

Powerful operation mode

Low ambient operation

-15°C

Time
Cooling 46°C
Heating 24°C
-10°C -15°C

Model: ASHG18K

LCA/ASHG24KLCA

= -
For ASHG18KLCA For ASHG24KLCA
Specifications
Indoor unit ASHG18KLCA ASHG24KLCA
Model No.
Outdoor unit AOHG18KLTA AOHG24KLTA
Power Source Single-phase, ~230V, 50Hz
. Cooling 5.2(0.9~5.5) 7.1(0.9~7.7)
Capacity Heating kw 6.3(0.6~6.6) 8.0(0.9-9.0)
Input Power Cooling/Heating kw 1.685/1.80 2.4212.225
EER Cooling 3.09 2.93
cop Heating ww 3.50 3.60
Pdesign Cooling/Heating(-10°C) kW 5.20/4.80 7.10/7.10
SEER Cooling WIW 7.20 7.10
Scop Heating (Average) 430 4.00
Energy Efficiency Cooling At+ At+
(lass Heating (Average) A+ A+
Max. Operating Current Cooling/Heating A 9.5/13.5 13.5/17.5
Annual Energy Cooling KWhia 253 350
Consumption Heating 1563 2485
Moisture Removal I/h 1.9 3.1
Indoor (Cooling) H/IM/LIQ 47144140135 51/45/38/33
Sound Pressure Level Indoor (Heating) H/M/L/Q 50/45/41/37 52145141137
Outdoor(Cooling/Heating) | High dB(A) 50/56 55/57
Indoor(Cooling/Heating) | High 60/65 64165
Sound Power Level Outdoor(Cooling/Heating) | High 61/66 65/67
Airflow Rate Indoor / Outdoor High m’/h c00l:865/1830 heat:995/2265 00l:1040/2885 heat:1040/3030
. ) Indoor mm 293x790x249 293x790%249
mextv[\’/';“g”s'ons kq(lbs) 95 9.5
Weight Outdoor mm 542x799x290 632x799x290
kg(Ibs) 33 38
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/12.70
Drain hose Diameter (1.D./0.D.) 13.8/15.8to 16.7 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) m 25 (15) 30 (15)
Max Height Difference 20 25
) Cooling N -10 to 46 -10 to 46
Operation Range Heating (o8 15 to 24 15 t0 24
: Type (Global Warming Potential) R32(675) R32(675)
Refrigerant Charge [ kq(C02eqT) 0.85(0.574) 110(0.743)
Optional parts
Remote Controller Holder: UTZ-RXLA
Dimensions
(Unit: mm)
790 249
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PRODUCT LINEUP: SPLIT

Wall Mounted

Designer Range
High Spec & Design

(e

Auto | | ¢

Heating ~ Powerful  HEAT  |LowNoise | changeover | UpsDown | Adjust | Restart

Thin & Slim design -

9 O

)
Progam  Weekly ~ Fiter ~ 1ON

Sleep

N

Thin and slim design is realized by high density multi-path heat
exchanger and high efficiency wind blower.

H282 xW870 x D185

~
Big open panel and High density multi path heat exchanger
Large intake Refrigerant
Open panel
Large fan 20 mm Distributor 4-path
J

Human sensor

Human sensor catches movements of people in a room, and operates
with lower capacity when people leave the room. When people come
back to the room, it automatically returns to previous operating mode.

Powerful heating

Rated heating capacity is maintained up to an outdoor temperature
lower than -7 °C. This new model can operate even at -20 °C low outdoor
temperature.

3 Mode timer
(Weekly/Program/Sleep)

Weekly timer can be easily set by wireless
remote controller. ON, OFF can be set up to 4
times in 1 day and up to 28 times in T week.
For other modes, program timer and sleep
timer can be also selected by one push.

064

Heating Capacity

=)

-kW class
40 New model
30
2 20 /_/t:\g
= urrent model

=
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w a2
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5
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(kw)

Heating Capacity &

New model

25 20 5 1095 0
Outdoor Temperature (°C)

5

10

25 20 15 095 0 5 10

Low ambient operation

Cooling 43°C

Outdoor Temperature (°C)

Heating 24°C

-20°C

at Heating

-10°C

-20°C

Model: ASHGO9LTCA / ASHG12LTCA
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DESIGN

reddot design award
winner 2012

we @8
Wireless R.C.
| = —
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For ASHGO9LTCA For ASHG12LTCA
Specifications
——— Indoor unit ASHGOILTCA ASHG12LTCA
odel No.
Outdoor unit AOHGOILTC AOHG12LTC
Power Source Single-phase, ~230V, 50Hz
. Cooling 2.5(0.9-3.5) 3.5 (1.1-4.0)
Capacity Heating kw 3.2(0.9-5.4) 4.0 (0.9°6.5)
Input Power Cooling/Heating kw 0.505/0.660 0.850/0.910
EER Cooling 4.95 412
cop Heating ww 4.85 4.40
Pdesign Cooling/Heating(-10°C) kw 2.5/3.0 3.5/4.0
SEER Cooling WIW 8.50 8.50
SCoP Heating (Average) 4.60 4.60
Energy Efficiency Cooling At+t At+t
(lass Heating (Average) At++ At+
Max. Operating Current Cooling/Heating A 6.5/9.0 9.0/10.5
Annual Energy Cooling 103 144
Consumption Heating kWil 912 1217
Moisture Removal I/h 1.3 1.8
Indoor (Cooling) H/M/LIQ 42136132121 43/37132121
Sound Pressure Level Indoor (Heating) H/M/L/Q 42137/32/21 43/38/32/21
Outdoor(Cooling/Heating) | High dB(A) 48/50 48/49
Indoor(Cooling/Heating) | High 59/61 60/62
sound Power Level Outdoor(Cooling/Heating) | High 63/65 64165
Airflow Rate Indoor / Outdoor High m’/h 800/1,700 850/2,050
. ) Indoor mm 282x870x185 282x870x185
mextv?llzlgnsmns kq(Ibs) 9.5 (21) 9.5 (21)
Weight Outdoor mm 540%790%290 620x790x290
kg(Ibs) 33 (73) 40 (88)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15.8to 16.7 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) m 20 (15) 20 (15)
Max Height Difference 15 15
) Cooling N -10 to 43 -10to 43
Operation Range Heating (o8 201024 201024
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Charge ‘ kg(C02eq-T) 1.05(2.2) 1.20 (2.5)
Optional parts
Wired Remote Controller:  UTY-RNNGM / UTY-RVNGM
Simple Remote Controller: UTY-RSNGM
Communication kit: UTY-TWBXF1
Wireless LAN Interface:  UTY-TFNXZ1
Dimensions
(Unit: mm)
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PRODUCT LINEUP: SPLIT

Wall Mounted

Designer Range
High COP
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Powerful | HEAT | LowNoise | changeover | Upsbown | Adjust | Restart | Sleep * Program = Weekly  Filter

Thin & Slim design

Thin and slim design is realized by @5 mm heat exchanger and
high efficiency wind blower.

H282 xW870 x D185

185 mm

Powerful operation

20 minutes continuous operation by maximum airflow and maximum
compressor speed is possible. Rapid cooling and heating makes the
room comfortable quickly.

3 Mode timer (Weekly/Program/Sleep)

Weekly timer can be easily set by wireless remote controller. ON, OFF
can be set up to 4 times in 1 day and up to 28 times in 1 week. For
other modes, program timer and sleep timer can be also selected by
one push.

10°C HEAT Operation

The room temperature can be

set to go no lower than 10°C,

thus ensuring that the room

does not get too cold when not  qe¢
occupied. *Only available with
Wireless RC. 10°C

“10°C HEAT" Button ON

IndoorWiTART

Big open panel and High density multi path heat exchanger

Large intake Refrigerant

@5 mm «*
-
= N
.
A -
Open panel
Large fan 20mm Distributor 4-path
g Setting temp.
= — -
S
E
U
&

Normal mode
Powerful operation mode

Time

Low ambient operation

Cooling 46°C (07/09 model)
43°C (12714 model)

Heating 24°C

-15°C

at Heating

-10°C -15°C

Model: ASHGO7LUCA / ASHGO9LUCA / ASHG12LUCA / ASHG14LUCA

i OMZ
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For ASHGO7/09LUCA For ASHG12/14LUCA
Specifications
. Indoor unit ASHGO7LUCA ASHGO9LUCA ASHG12LUCA ASHG14LUCA
odel No.
Outdoor unit AOHGO7LUCA AOHGO9LUCB AOHG12LUC AOHG14LUC
Power Source Single-phase, ~230V, 50Hz
Capadit Cooling oW 2.0 (0.5-3.0) 2.5(0.5-3.2) 3.5 (0.9-4.0) 4.2 (0.9-5.0)
padty Heating 3.0 (0.5-4.0) 3.2(0.54.2) 40 (0.95.6) 54 (0.9-6.0)
Input Power Cooling/Heating kw 0.460/0.740 0.555/0.680 0.905/0.930 1.235/1.380
EER Cooling WIW 4.35 4.50 3.87 3.40
cop Heating 4.05 4.71 4.30 3.91
Pdesign Cooling/Heating(-10°C) kW 2.012.6 2.512.8 3.5/3.9 4.214.8
SEER Cooling WIW 7.20 7.10 7.05 6.78
Scop Heating (Average) 4.02 4.10 4.00 4.00
Energy Efficiency Cooling A+t A++ A++ A++
Class Heating (Average) A+ A+ A+ A+
Max. Operating Current Cooling/Heating A 6.0/7.5 6.0/7.5 6.5/9.0 9.0/10.5
Annual Energy Cooling KWhia 97 123 174 217
Consumption Heating 887 956 1363 1677
Moisture Removal I/h 1.0 13 1.8 2.1
Indoor (Cooling) H/IM/LIQ 38/35/31/21 42/36/32/21 43/37132121 45/40/33/25
Sound Pressure Level Indoor (Heating) H/M/LIQ 38/35/31/21 42137132121 43/38/32/21 45140134127
Outdoor(Cooling/Heating) | High dB(A) 46146 48/48 50/50 50/50
Sound Power Level Indoor(Cooling/Heating) | High 57/59 59/61 60/62 60/64
Outdoor(Cooling/Heating) | High 58/58 60/60 65/65 65/65
Airflow Rate Indoor / Outdoor High m’/h 680/1,720 800/1,720 850/1,940 900/1,940
. ) Indoor mm 282x870x185 282x870x185 282x870x185 282x870x185
mextv[\’/';“g”s"’”s kq(Ibs) 9.5 (21) 95 (21) 95 (21) 95 (21)
Weight Outdoor mm 540%660x290 540%660x290 540%790%290 540x790x290
kg(Ibs) 23 (51) 25 (55) 33 (73) 34 (75)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7
Drain hose Diameter (1.D./0.D.) 13.8/15.8 to 16.7 13.8/15.8to 16.7 13.8/15.8to 16.7 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) m 20 (15) 20 (15) 20 (15) 20 (15)
Max Height Difference 15 15 15 15
) Cooling N -10 to 46 -10 to 46 -10 to 43 -10to 43
Operation Range Heating (o8 510 24 1510 24 1510 24 1510 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
9 Charge [ kg(C02eq-T) 0.70 (1.5) 0.85 (1.8) 1.05 (2.2) 1.05 (2.2)
Optional parts
Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM
Simple Remote Controller: UTY-RSNGM
Communication kit: UTY-TWBXF1
Wireless LAN Interface: UTY-TFENXZ1
Dimensions
(Unit: mm)
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PRODUCT LINEUP: SPLIT

Wall Mounted

Standard Range

High Efficiency & Comfort

: - w V4
Economy  Diffuser

High efficient compact design

e N
High density heat exchanger

P ol
@5 Making the tube thin:

7 mm—=5mm

Increase of heat exchanger
volume by high density and
adopting sub heat exchanger

Even temperature

Improved heat
exchanger effectiveness

Powerful operation

Powerful

e —

20 minutes continuous operation by maximum airflow and maximum
compressor speed is possible. Rapid cooling and heating makes the

room comfortable quickly.

10°C HEAT Operation

The room temperature can be set to go no lower than 10°C, thus
ensuring that the room does not get too cold when not occupied

Low noise mode for
outdoor unit

Low noise mode of outdoor unit
can be selected by wireless remote
controller.

Noise

Noise level Max.
power operating

Low noise
mode

us

HEAT

LowNoise - hangeover - UprDown | Adjust | Restart

More comfort airflow

e

-
Power diffuser Heating
Vertical airflow provides
powerful floor level heating.
Coolin
Horizontal airflow dose not
blow cool air directly at
occupants in the room.
J

g Setting temp.

© — —

@

o

g

= Normal mode

Powerful operation mode
Time

“10°C HEAT" Button ON

20°C
Indoor WART
10°C

Low ambient operation

Cooling 43°C

Heating 24°C

-15°C

at Heating

-10°C -15°C

Model: ASHGO7LMCA / ASHGO9LMCA / ASHG12LMCA / ASHG14LMCA

Wireless R.C.
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| L |
L ki i
For ASHGO7/09/12LMCA For ASHGT4LMCA
Specifications
. Indoor unit ASHGO7LMCA ASHGO9LMCA ASHG12LMCA ASHG14LMCA
odel No.
Outdoor unit AOHGO7LMCA AOHGO9LMCA AOHG12LMCA AOHG14LMCA
Power Source Single-phase, ~230V, 50Hz
Capadit Cooling oW 2.0 (0.5-3.0) 2.5(0.5-3.2) 3.4 (0.9-3.9) 4.0 (0.9-4.4)
padly Heating 3.0 (0.53.4) 3.2(0.5-4.0) 40(0.953) 5.0 (0.9-6.0)
Input Power Cooling/Heating kw 0.465/0.770 0.65/0.73 0.97/1.02 1.135/1.365
EER Cooling WIW 4.30 3.85 3.50 3.52
cop Heating 3.90 4.38 3.92 3.66
Pdesign Cooling/Heating(-10°C) kw 2.0/23 2.512.4 3.43.5 4.0/3.9
SEER Cooling WIW 6.80 7.00 7.00 6.90
SCoP Heating (Average) 4.10 4.10 4.00 4.00
Energy Efficiency Cooling A++ A++ At++ A++
(lass Heating (Average) A+ A+ A+ A+
Max. Operating Current Cooling/Heating A 6.0/7.5 6.0/7.5 6.5/9.0 9.0/10.5
Annual Energy Cooling KWhia 103 125 170 203
Consumption Heating 786 820 1225 1365
Moisture Removal I/h 1.0 13 1.8 2.1
Indoor (Cooling) H/M/LIQ 43/40/32/21 43/40/32/21 43/40/32/21 44/40/33/25
Sound Pressure Level Indoor (Heating) H/IM/LIQ 43/38/33/22 43/38/33/22 43/38/33/22 44/40/35/27
Outdoor(Cooling/Heating) | High dB(A) 45/45 45/45 50/50 50/50
Sound Power Level Indoor(Cooling/Heating) | High 59/59 59/59 59/59 60/60
Outdoor(Cooling/Heating) | High 58/56 58/56 61/61 65/65
Airflow Rate Indoor / Outdoor High m’/h 750/1670 750/1670 750/1830 750/1800
oi ) Indoor mm 268x840x203 268x840x203 268x840x203 268x840x203
mextw'z‘g”s"’”s kq(Ibs) 8.5 (19) 8.5 (19) 8.5 (19) 8.5 (19)
Weight Outdoor mm 535x663x293 535x663x293 535x663x293 540%790%290
kg(Ibs) 21 (46) 21 (46) 26 (57) 34 (75)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7
Drain hose Diameter (1.D./0.D.) 13.8/15.8 to 16.7 13.8/15.8 to 16.7 13.8/15.8to 16.7 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) m 20 (15) 20 (15) 20 (15) 20 (15)
Max Height Difference 15 15 15 15
) Cooling N -10 to 43 -10 to 43 -10 to 43 -10to 43
Operation Range Heating (o8 510 24 510 24 1510 24 1510 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
9 Charge [ kg(C02eq-T) 0.70 (1.5) 0.70 (1.5) 0.85 (1.8) 1.05(2.2)
Optional parts
Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM
Simple Remote Controller: UTY-RSNGM
Communication kit: UTY-XCBXZ2
Dimensions
(Unit: mm)
840 203
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PRODUCT LINEUP: SPLIT

Wall Mounted

Standard Range

Comfort for Large Room

Model: ASHG18LFCA / ASHG24LFCC/ ASHG30LFCA

Wireless R.C.
=
=
St *7:\'7/ - sl
For ASHGT8LFCA, For ASHG30LFCA
Specifications ASHO2ALFCC
o Indoor unit ASHG18LFCA ASHG24LFCC ASHG30LFCA
odel No.
Outdoor unit AOHG18LFC AOHG24LFCC AOHG30LFT
Power Source Single-phase, ~230V, 50Hz
. Cooling 5.2 (0.9-6.0) 7.1 (0.9-8.0) 8.0 (2.9-9.0)
(18 e Capacity Heating kw 6.3(0.9.9.1) 8.0 (0.9-10.6) 8.8(2.2-11.0)
(] = 10°C | — S ) PN Input Power Cooling/Heating kw 1.52/1.71 2.2012.21 2.49/2.44
DC! 1 7 _ L) ¢ 2 S T EER Cooling 3.42 3.23 3.21
i-PAM Economy | Diffuser - HEAT | changeover - Double ~ Adjust - Restart | Sleep  Program = Filter - A
cop Heating 3.68 3.61 3.61
Pdesign Cooling/Heating(-10°C) kW 5.2/5.9 71171 8.0/8.0
SEER Cooling Wi 6.94 6.11 5.69
Scop Heating (Average) 3.87 3.80 3.80
Energy Efficiency Cooling A++ A++ A+
Class Heating (Average) A A A
Max. Operating Current Cooling/Heating A 9.0/12.5 13.5/18.5 17.0/19.0
Annual Energy Cooling 262 406 492
nu . . n . A kWh/
Vertical airflow” provides powerful floor (230 Consumption Heating ° 2130 2610 2941
. Moisture Removal I/h 2.6 2.7 3.2
Ieve' heatlng Indoor (Cooling) H/IM/LIQ 43/37133126 49142137132 48/42137/33
Sound Pressure Level Indoor (Heating) H/M/L/Q 42137/33/25 48142137132 49142137133
Outdoor(Cooling/Heating) | High dB(A) 50/51 55/56 53/56
Indoor(Cooling/Heating) | High 58/58 64164 64164
Outside air conditions: 2°C 60% sound Power Level Outdoor(Cooling/Heating) | High 65/- 68/- 68/-
(SJPtetfat'OH ﬁﬂtnte“(;i Heai“{‘@ 130 Airflow Rate Indoor / Outdoor High m’/h 900/2150 1120/2460 1100/3600
et temperature lax set temp, N
4 airflow Hi, Air direction downward and front 33 32 Net Dimensions Indoor mm 320~998~238 320~998~238 320~998~238
Power diffuser (full open) HxWxD kg(lbs) 14 (31) 14 (31) 14 (31)
Weight Outdoor mm 620x790x290 620x790x290 830x900x330
kg(Ibs) 41 (90) 41 (90) 61 (135)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/12.7 6.35/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 12116 12116 12116
nu ° H n . -
Horizontal airflow” does not blow cool air Max Pipe Length (Pre-Charge) m 25 (15) 30(15) 5020)
. . Max Height Difference 20 20 30
directly at the occupants in the room _ Cooling . 0046 0046 0046
Operation Range - (DB
Heating -15t0 24 -15to 24 -15to 24
J Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)
‘ 9 Charge [kg(CO2eqT) 120 (2.5) 1.80 (3.8) 2.1 (4.4)
i Outside air conditions: 35°C 40% .
Power diffuser Operation contents: Cooling, Optlonal parts
Set temperature (Min set temp) 18°C,
airflow Hi, Airdirection upward and front Wired Remote Controller: - UTY-RNNGM, UTY-RVNGM
Simple Remote Controller: UTY-RSNGM
Wireless LAN Interface:  UTY-TFNXZ1
Air conditioner filter features
lon Deodorization Filter
Using ©, Organic coating fin used
- . ©° + - Dimensions
different filters 10N @ heat exchanger -
at both sides (Unit: mm)
lon Deodorization Filter Apple-catechin Filter
The filter deodorizes by powerfully The Apple-catechin filter uses static Apple-catechin
decomposing absorbed odors electricity to clean fine particles Filter -
using the oxidizing and reducing and dust in the air. ”
effects of ions generated by the L
ultra-fine-particle ceramic.
4 o
=
4
Flexible Installation Low ambient Cooling 46°C d
. 4
18type | 24type | 30type operation s
¥p ¥P ¥P p Heating 24°C |
l&anztilpmg 25m 30m 50m _'I 50C (@) Refrigerant pipe flare connection (Liquid)
(2 Refrigerant pipe flare connection (Gas)
Max. Height 20m 20m 30m at Heating (3 Drain hose connection (Drain hose)
-10°C -15°C

071




PRODUCT LINEUP: SPLIT

I Wall Mounted

Model: ASHG30LMTA / ASHG36LMTA

072

NENEREDTE

Comfort for Large Room

GaENERML

Wireless R.C.

Specifications
Indoor unit ASHG30LMTA ASHG36LMTA
Model No.
] Outdoor unit AOHG30LMTA AOHG36LMTA
} Power Source Single-phase, ~230V, 50Hz
- - ) Cooling 8.0 (2.9-9.0) 9.4 (2.9-10.0)
- D— T _ g Capacity Heating kw 8.8(2.2-11.0) 101 (27-112)
‘/ : ¢ 'E= 10<(iu,) SN L ) ) ) ‘e °°° @ § II"II Input Power [ooling/Heating kw 2.33/2.41 3.16/2.96
DC vem Swe  Ecnomy Povert SewRon HEAT |LowNose G Dowle  Adust  Restrt | Sieep. | Pogram| | Weely | Fiter.| ION Wstable Biue Fn EER Cooling wiw 343 297
\ i [ cop Heating 3.65 3.41
Pdesign Cooling/Heating(-10°C) kW 8.0/6.5 9.4/7.1
SEER Cooling WIW 6.35 5.73
SCop Heating (Average) 415 4.19
Energy Efficiency Cooling At+ A+
(lass Heating (Average) A+ A+
Max. Operating Current Cooling/Heating A 14.5/14.5 19.0/19.0
. . New dual suction design Annual Energy Cooling 441 575
Large Capaaty & Powerful airflow e Consumption Heating kwihia 2,193 2,373
Moisture Removal I/h 2.7 37
Achieved large capacity and powerful airflow by large heat Indoor (Cooling) HIM/LIQ 50/44/38/31 50/44/38/31
exchange[, |0ng cross-flow fan, h|gh Output DC fan motor Airflow Large heat exchanger Sound Pressure Level Indoor (Heating) H/M/LIQ 49/44/39/31 49/44/39/31
and new airflow structure design. 25% Up! Heat exchanger Outdoor(Cooling/Heating) | High dB(A) 52/55 55/56
volume Sound Power Level Indoor(Cooling/Heating) | High 65/65 65/65
37% Up! Outdoor(Cooling/Heating) | High 67/68 68/70
- Airflow Rate Indoor / Outdoor High m’/h 1380/3600 1380/3800
< NetD Indoor mm 340x1150x280 340x1150~280
. et Dimensions
v i Hx WD o 830189&0)330 3301895'00)330
Long cross-flow fan and High Weight Outdoor mm *900x *9u0x
output DC fan motor kg(Ibs) 61 (134) 61 (134)
Connection Pipe Diameter (Liquid / Gas) mm 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 13.8/15.8t0 16.7 13.8/15.8t0 16.7
Max Pipe Length (Pre-Charge) m 50 (20) 50 (20)
Human sensor Max Height Difference 30 30
) ) Operation Range Cooll‘ng DB -15to 46 -15to 46
Human sensor catches movements of people in a room, and operates with Heating 15 to 24 15 to 24
lower capacity when people leave the room. When people come back to Refrigerant Type (Global Warming Potential) RA410A (2,088) RA410A (2,088)
the room, it automatically returns to previous operating mode. Human sensor Charge [ kg(CO2eq-T) 210 (4.4) 210 (4.4)
L . . » 3 Optional parts
A > ¥ > AuTo R
L W RESET Wired Remote Controller: UTY-RNRGZ2, UTY-RVNGM, UTY-RLRG, UTY-RNNGM
-~ - 4L Simple Remote Controller: UTY-RSRG, UTY-RSNGM, UTY-RSRG
Communication kit: UTY-TWRX, UTY-XWNX
External input and output PCB (with box): UTY-XCSXZ1 + UTZ-GXXB
1 * Wireless LAN Interface: UTY-TENXZ1
Server room function
External Connect Kit: UTY-XWZX
The following interlock operation is possible by connecting 2 indoor
units with a cable. Cooling operation can be performed even in the low
outdoor temperature and low humidity environment. § Dimensions
. . ) Indoor unit communication cable
« Alternative operation: Two units operate alternately i/ (Unit : mm)
* Backup operation: When 1 unit breaks down, the other unit starts operating automatically. &
« Supporting operation: Both units operate simultaneously when the loaded capacity is not enough with one unit 1,150
*2 x UTY-XWNX of optional parts are required.
=_—
High seasonal energy efficiency Low ambient operation
340
30 Cooling 12% increase Heating 9% increase Cooling 46°C
Class | SEER 6.35 scop 415 a8
5.69 3.80 Heating 24°C H ] Y w i
_1 5°C 609
672
725
-15°C -15°C
Current NEW Current NEW
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PRODUCT LINEUP: SPLIT

B R Wall Mounted

ECO Range

Compact & Comfort

High efficient compact design

- -

Auto [ | '

DRI F

Economy | Powerful | changeover * UprDown | Adjust ~ Restart | Sleep . | Program " Filter * Washable

High density heat exchanger
sams Making the tube thin:
7 mm—~5 mm

Volume reduction of heat

30%

®5

exchanger:

‘ P Even temperature

Improved heat
exchanger effectiveness

A

ON-OFF Programmable timer

You can set an integrated ON-OFF or OFF-ON timer suitable for your life
style. (Setting time: 0.5, 1, 1.5, 2, 2.5, ----- 9.5, 10, 11, 12 hours)

Powerful operation

20 minutes continuous operation by maximum airflow and maximum
compressor speed is possible. Rapid cooling and heating makes the
room comfortable quickly.

Economy operation

Setting temp. is shifted by 1°C
automatically.

Economy operation

Temp.

Shift setting temp

Set temperature

Normal operation

(In case of cooling operation) Time

074

From wake up to go to work

PMIT:00 ™ 12 " s,
set ! AN

ON-OFF timer

From sleep to wake up

ON
9 hours

OFF-ON timer

Setting temp.

Temperature

Normal mode

Powerful operation mode

Time
Low ambient operation
Cooling 43°C
Heating 24°C
15°C
at Heating
-10°C -15°C

Model: ASHGO7LLCC/ASHGO9LLCC/ ASHG12LLCC

Wireless R.C.

Specifications
o Indoor unit ASHGO7LLCC ASHGOILLCC ASHG12LLCC
odel No.
Outdoor unit AOHGO7LLCC AOHGO9ILLCC AOHG12LLCC
Power Source Single-phase, ~230V, 50Hz
. Cooling 2.0(0.9-2.8) 2.5(0.9-3.0) 3.4(0.9-3.8)
Capacity Heating kw 2.7(0.93.6) 3.0(0.93.8) 4.0(0.9.5.0)
Input Power Cooling/Heating kw 0.470/0.620 0.730-0.740 1.080/1.130
o Heatng o 55 i 5
Pdesign Cooling/Heating(-10°C) kW 2.002.2 2.5/2.3 3.4/3.2
SEER -Coollng WIW 6.70 6.90 6.60
Scop Heating (Average) 4.00 4.00 3.80
Energy Efficiency Cooling A+t A++ A++
Class Heating (Average) A+ A+ A
Max. Operating Current Cooling/Heating A 6.0/7.5 6.0/7.5 6.5/9.0
Annual Energy Cooling KWhia 104 127 180
Consumption Heating 770 805 1.179
Moisture Removal I/h 1.0 13 1.8
Indoor (Cooling) H/M/LIQ 43/38/33/22 43/38/33/22 43/38/33/22
Sound Pressure Level Indoor (Heating) H/M/L/Q 43/38/33/22 43/38/33/22 43/38/33/22
Outdoor(Cooling/Heating) | High dB(A) 47148 47148 50/51
Indoor(Cooling/Heating) | High 59/60 59/60 59/60
Sound Power Level Outdoor(Cooling/Heating) | High 61/61 61/61 65/65
Airflow Rate Indoor / Outdoor High m’/h 720/1,670 720/1,670 720/1,830
. ) Indoor mm 262x820%206 262x820%206 262x820%206
mitv?l'z‘g”s"’”s kq(lbs) 7.0(15) 7.0(15) 7.0(15)
Weight Outdoor mm 535x663x293 535x663x293 535x663x293
kg(Ibs) 24(53) 24(53) 26(57)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/9.52 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15.8t0 16.7 13.8/15.8t0 16.7 13.8/15.8t0 16.7
Max Pipe Length (Pre-Charge) m 20(15) 20(15) 20(15)
Max Height Difference 15 15 15
. Cooling N -10to 43 -10to 43 -10to 43
Operation Range Heating o8 510 24 510 24 1510 24
. Type (Global Warming Potential) R4T0A(2,088) R410A(2,088) R410A(2,088)
Refrigerant g
Charge [ kg(C02eqT) 0.65(1.4) 0.65(1.4) 0.85(1.8)
Optional parts
Remote Controller Holder: UTZ-RXLA
Dimensions
(Unit: mm)
820

A

f———
S

|

=

262

|
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PRODUCT LINEUP: SPLIT

Compact
Cassette

Model : AUHG12LVLB / AUHG14LVLB / AUHG18LVLB / AUHG24LVLA

4-way Flow

Compact & Comfort

For AUHG12/14LVLB For AUHGT8LVLB For AUHG24LVLA
Specifications
. Indoor unit AUHG12LVLB AUHG14LVLB AUHG18LVLB AUHG24LVLA
odel No.
Outdoor unit AOHG12LALL AOHG14LALL AOHG18LBCB AOHG24LB(B
Power Source Single-phase, ~230V, 50Hz
Capadit Cooling oW 3.5(0.9-4.4) 4.3(0.9-5.4) 5.2 (0.9-5.9) 6.8 (0.9-8.0)
— pacty Heating 41(0.957) 5.0 (0.9-6.5) 6.0 (0.975) 8.0(0.9-9.0)
. S S0 d - -
V 10°C! 7 B S P ) _"‘_ 3 :EnEpRut Power [oollcngllﬂeatlng kw 1.035;13.11 1.333/211.34 1.632/21].66 2.23]/028.26
DC | voan Economy § HEAT [angemer Upioown| Adiust  Restart | Steep . Program| | Filter | DrsnPurp 001ng WIW : : : :
] .3 cop Heating 3.69 3.71 3.61 3.54
Pdesign Cooling/Heating(-10°C) kw 3.5/4.2 43145 5.2/5.2 6.8/6.0
SEER Cooling WIW 6.20 6.40 6.20 5.60
SCop Heating (Average) 4.10 440 4.20 3.90
Energy Efficiency Cooling A+t A++ A++ A+
Class Heating (Average) A+ A+ A+ A
Max. Operating Current Cooling/Heating A 7.5/10.0 9.0/12.5 11.5/13.5 14.7115.7
Annual Energy Cooling 198 235 293 425
2-stage turbo fan Consumption Heating kWil 1431 1432 1731 2151
Moisture Removal I/h 1.2 1.5 22 2.7
High efficiency design by 2 stage structure Indoor (Cooling) __ [H/M/L/Q 37134130127 38/34/30/27 38/34/30/26 49/44/36/30
Sound Pressure Level Indoor (Heating) H/IM/LIQ 37/34131/129 43/38/34/30 43/38/34/30 49145/40/33
- P N Outdoor(Cooling/Heating) | High dB(A) 47148 49/49 50/50 53/54
Sound Power Level Indoor(Cooling/Heating) | High £49/49 50/55 50/55 59/61
Previous turbo fan Z_Stage turbo fan — Outdoor(Cooling/Heating) | High 61/63 62/64 62/65 66/66
1-stage Airflow Rate Indoor / Outdoor High m’/h 600/1780 680/1910 680/2380 930/2850
In the case of a conventional fan, the Wind An evenly spread air distribution ' ] ) Indoor mm 245x570%570 245x570%570 245x570x570 245x570x570
air outlet range was narrow as the veltl)rc]ity across the heat exchanger is possible 2-st+age mextv[\)llzlsnsmns kq(lbs) 15 (33) 15 (33) 15 (33) 16 (35)
airflow moved to the motor side due to the new 2 stage turbo fan w Weight mm 578x790x300 578x790x300 632x799x290 716x820x315
Fast Heat exchange eig Outdoor
which meant the velocity of air which produces two separate airflow efficiency: kq(lbs) 40 (88) 40 (88) 36 (79) 42 (95)
passing through the heat exchanger streams. Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/12.70 6.35/12.70 6.35/15.88
was uneven. A Drain hose Diameter (1.0./0.D.) 25/32 25/32 25/32 25/32
L ) L ) Max Pipe Length (Pre-Charge) m 25 (15) 25 (15) 25 (15) 30 (15)
Slow Max Height Difference 15 15 15 20
) Cooling N -10 to 46 -10 to 46 -10 to 46 -10 to 46
Operation Range Heating (o8 510 24 510 24 1510 24 1510 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
9 Charge [ kg(C02eqT) 115 (2.4) 1.25 (2.6) 1.20 (2.5) 150 (3.1)
Quiet ualit Model name UTG-UFGD-W UTG-UFGD-W UTG-UFGD-W UTG-UFGD-W
q y Designed by CFD-analysis (fluid) simulations Cassette Grille Dimensions (H x W x D) ‘ mm 49x700x700 49x700x700 49x700x700 49x700x700
Optimized wing form (laminar wing type) and wing number S Q Weight [ kglibs) 2616) 2616) 2616) 2616)
(7 blades each) Laminar wing /_\ ootional part
Airflow runs through smoothly along ptional parts -
| i A
the laminar wing Air Outlet Shutter Plate: UTR-YDZB Insulation Kit For High Humidity: UTZ-KXGC
e Spin directi
o e Wired Remote Controller: UTY-RNNGM, UTY-RVNGM Fresh Air Intake Kit: UTZ-VXAA 700 mm
No airflow separation Simple Remote Controller: UTY-RSNGM
Quiet Airflow direction 4
Adoption of laminar wing _—
Dimensions
(Unit: mm)
Hangina%)oolt position
Improvement of the airflow distribution Low ambient operation z | EE | =
o : e
T New louver: The louver design distributes air leaving a Cooling 46°C 2 \r T\ = 58
1 | space between the chassis and the ceiling allowing far 2! ol52|88
. . R . =~ =
{ - and wide airflow distribution. Heating 24°C o ‘ ‘ N
15°C JRiSE
NI Frontpart  Ceiling o | Drain hose "
Bottom view l at Heating 285 285 183 0
—— : =t
o . T 2 :Tg !
- - /
10°C 157 T , S| e B
e——
Rear part = Ceili 2 Gas pipe
P Much less temperature irregularity = e Control ‘Eiqud pipepp 2 8’2
Round louver by spreading airflow widely
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PRODUCT LINEUP: SPLIT

Model: AUXG18LRLB / AUXG24LRLB
AUXG3O0LRLB / AUXG36LRLB / AUXG45LRLB / AUXG54LRLB

Cassette

Circular Flow

Comfort for large room

Touch Panel Wired R.C.

AUXG18/24LRLB
=
! ' I
AUXG30/36/45/54LRLB )
2
For AUXG18/24LRLB  For AUXG30/36LRLB  For AUXG45/54LRLB
Specifications
ndoor unit
Modeln Ind AUXGISLRLB | AUXG24LRLB | AUXG30LRLB | AUXG36LRLB | AUXG4SLRLB | AUXG54LRLB
odel NO.
Outdoor unit AOHGIBLBCA | AOHG24LBCA | AOHG30LBTA | AOHG36LBTA | AOHG45LBTA | AOHG54LBTA
Power Source Single-phase, ~230V, 50Hz
. oolin .2(0.9-6. .8 (0.9-8. .5 (2.8-10. .5 (2.8-11. .5 (4.0-14. 3 (4.5-14.
Capacit Cooling W 5.2 (0.9-6.5) 6.8 (0.9-8.0) 85(2.8-10.0) [ 9.5(2.8-11.2) [ 12.5(4.0-14.0) | 133 (4.5-14.5)
0 paclty Heating 6.0 (0.9-8.0) 78(0.99.1) | 100(2711.2) | 108(27127) | 140 (4.216.2) | 158 (47-16.5)
— —_— — L i Input Power Cooling/Heating kw 1.42/1.50 216/2.18 2.56/12.77 2.96/2.91 3.85/3.73 4.3814.58
O 1 | = [0 e ) o) e % N ) EER Cooling " 3.6 35 332 321 3.25 3.04
Economy | SetTemp. | Return | Changeover | Up/bown | Adjust | Restart Duct Distibuting | Individual - AutoOFF  Weekly  Filter r -l DrainPump | Biue Fin | COP Heating 4,00 3.58 3.61 3.7 3.75 3.45
Pdesign Cooling/Heating(-10°C) kw 5.2/4.3 6.8/6.0 8.5/8.0 9.5/8.7 - -
SEER Cooling W 7.05 6.60 6.70 6.40 - -
SCopP Heating (Average) 4.40 4.20 4.30 4.30 - -
Energy Efficiency Cooling A++ A++ A+t Avr _ B
Class Heating (Average) A+ A+ A+ A+ - -
Max. Operating Current Cooling/Heating A 10.0/13.5 13.5/18.5 17.0/17.0 20.0/20.0 20.5/20.5 21.5/21.5
Annual Energy Cooling KWhia 258 361 4hb 519 - -
. . o A - Consumption Heating 1367 1999 2604 2833 - -
Unique Circular Flow design R g 2 Moisture Remara i 22 27 25 33 E 0
e mh”;at'gxchgrr‘f';y[ = i ' . Indoor (Cooling)  |H/M/L/Q 3332131128 353332129 | 40/38136/33 | 44l41138134 | 46/42/39/35 47143140136
New Cassette type realizes Circular Flow 9 T ., f-\\ Sound Pressure Level|  Indoor (Heating) HIM/LIQ 33/32/31/28 35/33/32/29 4038/36/33 4416138134 46142139135 47143140136
to blow large airflow in 360° direction by New DC fan motor i A L: Outdoor(Cooling/Heating) | High dB(A) 51/50 55/56 53/55 54/55 55/55 55/57
—— i ici e = Indoor(Cooling/Heating) | High 47147 49149 54/54 58/58 60/60 61/61
mounting high performance DC fan motor, High efficient turbo fan -

; bg Fg pd ) | Seamless airflow louver & ol Sound PowerLevel o 1y Cooling/Heating) | High 64162 68/68 67/69 68/70 68/68 69/71
newturbo fan and unique seamiess " Airflow Rate Indoor / Qutdoor High m’/h 1050/1900 1150/2460 1600/3600 1900/3800 2000/6750 2100/6750
airflow louver design. - Indoor mm 246x840x840 | 246x840x840 | 288x840x840 | 288x840x840 | 288x840x840 | 288x840x840

ﬂextv'?/';"sﬂs'ons kg(Ibs) 26 (53) 2 (53) 26 (57) 26 (57) 29 (64) 29 (64)
Weight Outdoor mm 620x790x290 | 620x790290 | 830~900x330 | 830x900x330 | 1290x900~330 | 1290x900x330
kq(lbs) 41 (90) 41 (90) 61 (134) 61 (134) 86 (189) 86 (189)
HYH i Connection Pipe Diameter (Liquid / Gas) 6.35/12.7 6.35/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
-_— E )
Individual louver control \ Drain hose Diameter (1.D./0.D.) mm 25/32 2532 2532 2532 25/32 25/32
Max Pipe Length (Pre-Charge) 30 (15) 30 (15) 50 (20) 50 (20) 50 (20) 50 (20)
Each louver can be set individually by Touch Panel Wired Remote 0 Max Height Difference " 20 20 30 30 30 30
Controller to enjoy the comfort of different directional airflows according Operation Rande Cooling “oB -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
to various room layouts. P 9 — Heating : -15t(024 ) -15t(0 2% ) -15t(0 2% ) -15t(0 2% ) -15t(0 2% ) -15[(0 2% )
: = } Type (Global Warming Potentia R410A (2,088) | R410A(2,088) | R410A(2,088) | RA410A(2,088) | R410A(2,088) | R410A (2,088
*Touch Panel Wired RC (UTY-RNRGZ2)onl
ouch Panel Wired RC { Jonly Refrigerant Charge [kg(CO2eqT) | 1.80 (3.8) 1.80 (3.8) 2.10 (4.4) 2.10 (4.4) 335 (7.0) 335 (7.0)
Comfortable air conditioning by Efficient air conditioning based on the Variation UTG-UKGA-W: White Color with touch panel wired remote controller
preventing direct blowing of cold air room layout Cassette Grille UTG-UKGCGW: White Color / UTG-UKGA-B*1: Black Color
and by providing swinging air flow Dimensions (H x W x D) [ mm 53x950%950 [ 53x950<950 | 53x950x950 | 53x950x950 [ 53x950x950 | 53x950x950
simultaneously. Weight | ka(lbs) 60013 | 6003 | 6003 [ 6003 | 6003 | 60013
*1: IR Receiver kit and human sensor kit cannot be connected.
Optional parts
Human Sensor increases more energy Saving _— 2 modes can be selected. Wired Remote Controller:  UTY-RNRGZ2, UTY-RVNGM,  Air Outlet Shutter Plate: UTR-YDZK el |
) elin ane
Power is saved while UTY-RLRG, UTY-RNNGM Insulation Kit For High Humidity: UTZ-KXRA 9P
| .
Energy saving operation starts automatically by detecting the motion _ | Autosaving - pooie are away, Simple Remote Controller: UTY-RSNGM, UTY-RSRG  Flesh Air Intake Kit: UTZ-VXRA
o
ofa person. 2 modes of save operation mode and stop mode can be o Operation stops after IR Receiver Kit: UTY-LBTGC External input and output PCB (with box): UTY-XCSX + UTZ-GXRA
selected. N AUtO OFF o0 hle go out. Human Sensor Kit: UTY-SHZXC External connect kit: UTY-XWZXZG, UTY-XWZXZ3
N *Touch Panel Wired RC (UTY-RNRGZ2) only Wide Panel: UTG-AKXA-W Cassette Grille : UTG-UKGA-W, UTG-UKGA-B, UTG-UKGC-W
RN Panel Spacer: UTG-BKXA-W Wireless LAN Interface: UTY-TFNXZ1
Human sensor (Option) R .
Dimensions
(Unit: mm) 950
(S ——

. . _ _ Human sensor (Option) T 1

Various Cassette Grille [Rirecelver (Option) - i ;

5 ' slE

. . . 5] — |

Both black and white color grilles are available. g ! &

There are three types, white color grille with //ﬂ /ﬂ v I I I S gle

Remote Controller, only white color grille and e \ ) i \ % i 03
only black color grille. ' ' :
Possible to choose according to the atmosphere Y 7 ) |

With touch panel wired
remote controller

and the use of the room. UTG-UKGA-W ..  UTG-UKGA-B UTG-UKGC-W —F'L—_ .
White Color Grille - Black Color Grille White Color Grille \Control) box_ Wire hole Drain h,ose iquid pipe _ Gas pipe

©
pre}
o
©
=
~

(): AUXG18/24LRLB
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PRODUCT LINEUP: SPLIT

Cassette
4-way Flow

Comfort for large room

Model : AUHG30LRLE / AUHG36LRLE / AUHGA5LRLA / AUHG54LRLA /
AUHG36LRLA [3phase] / AUHG45LRLA [3phase] / AUHG54LRLA [3phase]

a
For AUHG30/36LRLE  For AUHGA4SLRLA  For AUHG36/45/54LRLA
(Single -phase)
Specifications
Modeln Indoor unit AUHG30LRLE |AUHG36LRLE|AUHGA5LRLA|AUHG45LRLA|AUHG54LRLA| [AUHG36LRLA|AUHGASLRLA/AUHG54LRLA
odel NO.
Outdoor unit AOHG30LETL [AOHG36LETL|AOHG45LBTC|AOHGA5LETL|AOHG54LETL| [AOHG36LATT|AOHG45LATT|AOHG54LATT
Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
Canncit Cooling W [B5128710.0) [10.0 (2812121 (4.0-13.5)[125 (4.0-140][133 (45-14.5)| [10.0 (47-11.4)[12.5 (5.0-14.0)[140 (5.4-16.0)
! pacity Heating 10.0 (2.7-11.2) [ 11.2 (2.712.7) [ 13.5 (4.2-15.7) [14.0 (4.2-16.2) | 16.0 (4.7-16.5) | [11.2 (5.0-14.0) [ 14.0 (5.4-16.2) | 16.0 (5.8-18.0)
. Jh mm Input Power Cooling/Heating kw 2652.77 | 312/3.02 | 3.89/3.85 | 3.88/3.77 | 4.42/4.69 2441256 | 3.5413.58 | 4.36/4.43
UL EER Cooling 3.21 3.21 3.1 3.22 3.01 410 3.53 3.21
Economy | Changeover IU|:u|)nwn Adjust  Restart ~ Duct  Distributing [+Setback| | Filter | DrainPump | Blue Fin op Heating W/W 360 371 351 370 340 238 301 361
) Pdesign Cooling/Heating(-10°C) kw 8.5/8.0 10.0/8.7 - - - 10.0/10.0 - -
SEER Cooling WIW 6.50 6.30 - - - 6.50 - -
Scop Heating (Average) 4.30 4.20 - - - 430 - -
Energy Efficiency Cooling A++ A++ - - - A+ - -
Class Heating (Average) A+ A+ - - - A+ - -
Max. Operating Current Cooling/Heating A 17.0/17.0 | 185/20.0 | 23.5/23.5 | 205205 | 215/215 7.9/7.9 8.9/8.9 9.9/9.9
Annual Energy Cooling KWhia 458 555 - - - 538 - -
High efficiency turbo fan with 3-dimensional blade Consumption Heating 206 | 2897 : - : 3253 : .
Moisture Removal I/h 2.5 3.5 4.5 4.5 5.0 3.0 4.5 5.0
) ) ) ) o ) o ) Indoor (Cooling) H/M/LIQ 40138136132 | 43/38/36/32 | 46/42/40/36 | 46/42/40/36 | 47/43141/37 | [ 44139136133 | 46/42140136 | 47143141137
Previous turbo fan: Air passing through the heat exchanger was New turbo fan: High efficiency airflow distribution has been achieved Sound Pressure Level|  Indoor (Heating) | HIM/L/Q 40/38/36/32 | 43138136132 | 46/42140136 | 46162160136 | 47/63161/37 | | 44139136/33 | 46162160136 | 47163141137
uneven and the air would only flow close to the ceiling. by the introduction of a 3 dimensional blade which increases the air Outdoor(Cooling/Heating) | High |  dB(A) 53/55 54/55 58/58 55/55 55/57 51/53 54/54 55/56
pass]ng over the heat exchange[. Indoor(Cooling/Heating) High 54154 57157 - - - 58/58 - -
Sound Power Level o 1 i Cooling/Heating) | High 68/69 69/70 - g - 67/69 - g
Airflow Rate Indoor / Outdoor High m¥h | 1600/3600 | 1800/3800 | 1900/4650 | 1900/6750 | 2000/6750 | | 1800/6200 | 1900/6750 | 2000/6900
- ndoor mm | 288xB40xB40 | 288x840x840 | 288xB40xB40 | 288x840x840 | 288xB40xB40 | | 288x840xB40 | 288xB40xB40 | 288x840xB40
A el pimensions kallbs) | 26(57) 26 (57) 26 (57) % (57) 26 (57) 26 (57) 26 (57) % (57)
Separation No airflow Weight outdoor mm | 830x900~330 | 830x900x330 | 914x970x370 [1290x900~330]1290~900x330| |1290x900~330]1290~900x330[1290x900~330
gi':ﬁgsvme”"” of ! B kgllbs) | 61(135) | 61(135) | 75(165 | 86(190) | 86(190) 104 (229) | 104(229) [ 104 (229)
Causes noise V\I"nfi Connection Pipe Diameter (Liquid / Gas) o 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | | 9.52/15.88 | 9.52/15.88 | 9.52/15.88
[ Heat exchanger — velocity [ Meatexchanger — Drain hose Diameter (.D./0.D.] 25.0/32.0 | 25.0/32.0 | 25.0/32.0 | 25.0/32.0 | 250320 || 250320 | 250/32.0 | 25.0/32.0
Fast ’ QRIrdis Max Pipe Length (Pre-Charge) R 50 (20) 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)
= Max Height Difference 30 30 30 30 30 30 30 30
¢ o i 3 7 Operation Range (ooll.ng DB -15to 46 -15 to 46 -15 to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15t0 46
T Uneven airflow) Conventional blade 3-dimensional blade Heating -15to 24 -15to 24 -15 to 24 -15to 24 -15to 24 -15to 24 -15 to 24 -15 to 24
Sow Refrigerant Type (Global Warming Potential) RA410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | | R410A (2,088) [ R410A (2,088) | R410A (2,088)
o diect ifow diect  ©® - Tubulent flow noi 9 Charge [ kg(CO2eqT) | 210 (4.4) | 210 (44) | 2.90(6.1) | 335(7.0) | 335(7.0) 345(7.2) | 3.45(72) | 345(72)
€—:Spin direction =t~ : Aiflow direction  <0® ©®) : Turbulent flow noise Model name UTG-UGGA-W | UTG-UGGA-W| UTG-UGGA-W | UTG-UGGA-W | UTG-UGGA-W| [UTG-UGGA-W |UTG-UGGA-W|UTG-UGGA-W
Cassette Grille Dimensions (H x W x D) [ mm_ [50%950x950 | 50<950x950 [ 50%950950 | 50950<950 | 50%950x950 | [50x950%950 [ 50%950950 | 50<950%950
Weight | kq(lbs) 5.5 (12) 5.5 (12) 5.5 (12) 55 (12) 5.5 (12) 5.5 (12) 5.5 (12) 5.5 (12)
. I . Optional parts
Improvement of the airflow distribution Frontpart  Celling
Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM Air Outlet Shutter Plate: UTR-YDZK
New louver: The louver d§5|gn d|5tr'bqt€5 air Ieaylng a im 3 = Simple Remote Controller: UTY-RSNGM Insulation Kit For High Humidity: UTZ-KXRA Ceiling panel T
space between the chassis and the ceiling allowing far i . IR Receiver Kit: UTY-LRHGA2 Fresh Air Intake Kit: UTZ-VXRA 850 mm
and wide airflow distribution. 1 i ) )
~ y Wide Panel: UTG-AKXA-W Wireless LAN Interface: UTY-TENXZ1
——
oL L L Rear part . . Panel Spacer: UTG-BKXA-W
L Much less temperature irregularity —_—
Bottom view Round louver by spreading airflow widely Dimensions
(Unit : mm)
IR receiver 796
(Option) 950 Hanging bolt position
. . . . . - 4’7—‘—'777
Adjustment of hanger position is Low ambient operation [ — T \ :
. . . El \ 2 g
possible after installation | | |
2 E =
Cooling 46°C B = | T I g’;éé
Hanging bracket can be checked directly by removing the corner cover. IR SIEEE
Hanging position can be arranged easily. Heating 24°C 3 L g i
o ] SN
- 7 T~ oo
1 5 C (Control) Box H Ll 358 Drain hose
Detachable 358 278 60
Grille corner | [ | —
= e T e
Ad.justment can be done 15°C 15°C iz HD | [ ~ ﬂ e | &
just taking off thy - - ~ = i ~ 1
quasrt aking off the corner iw | = 9] L‘qu‘i,s”peiﬁ;eﬁaswe :ﬂg
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PRODUCT LINEUP: SPLIT

Mini Duct

Built-in Drain Pump

Model : ARHG12LSLAP / ARHG14LSLAP / ARHG18LSLAP

ARHG12/14LSLAP ARHGT8LSLAP
|
For ARHG12/14LSLAP For ARHG18LSLAP
Specifications
. Indoor unit ARHG12LSLAP ARHG14LSLAP ARHG18LSLAP
odel No.
Outdoor unit AOHG12LALL AOHG14LALL AOHG18LBCB
Power Source Single-phase, ~230V, 50Hz
. Cooling 3.5(0.9-4.4) 4.3 (0.9-5.4) 5.2 (0.9-5.9)
Capacity Heating kw 41(0.9-5.7) 5.0(0.9-6.5) 6.0(0.9-7.5)
o OFEY Y Input Power Cooling/Heating kw 1.03/1.15 1.34/1.49 1.62/1.77
v -
Economy SetTenp.  Reum | chongeover. Adjust Restart | /AutoOFF) ( Weekiy| | Fier | [[=4 1) DanPumy E(EJE ﬁzzlt'l:gg Wiw i;‘g ;;; ;;;
Pdesign Cooling/Heating(-10°C) kw 3.5/4.2 4.3/4.5 5.2/5.2
SEER Cooling WIW 5.70 5.60 5.80
Scop Heating 3.90 3.80 3.80
Energy Efficiency Cooling A+ A+ A+
Class Heating A A A
Max. Operating Current Cooling/Heating A 7.5/10.0 9.0/12.5 11.5/13.5
Annual Energy Cooling 215 269 314
o . o h - kWh/a
Large living space available Consumption Heating 1505 1656 1913
Moisture Removal I/h 1.2 1.4 1.8
« |nstallation space can be reduced down to minimum depth 450 Indoor (Cooling) H/M/LIQ 31/27/125123 35/30/27123 33/29/26/23
. . Sound Pressure Level Indoor (Heating) H/M/L/Q 31/27/25123 35/30/27/23 33/29/26/23
mm height 198 mm and compact design
9 p 9 Outdoor(Cooling/Heating) | High dB(A) 47148 49/49 50/50
* Minimum size: Depth 450 mm, Height 198 mm Volume 27% Sound Power Level | Indoor(Cooling/Heating) | High 55/57 60/62 58/59
down compared with current model Outdoor(Cooling/Heating) | High 61/63 62/64 62/65
Airflow Rate Indoor / Outdoor High m’/h 650/1780 800/1910 940/2380
ol : . 0
LIghtWEIght. 15.5 kg 18% down (]2”4 class) Static pressure range (Standard) Pa 0-30(10) 0-50(15) 0-50(15)
. . Indoor mm 198x700x450 198x700x450 198x900x450
ﬂitV?/'L“S”S'O”S kg(Ibs) 15.5 (34) 15.5 (34) 18.5 (41)
Weigh mm 578x790=300 578x790x300 632x799x290
eight Outdoor
kg(lbs) 40 (88) 40 (88) 36 (79)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/12.70 6.35/12.70
i AT Drain hose Diameter (I1.D./0.D.) 25/32 25/32 5
. . [ Max Pipe Length (Pre-Charge) m 25 (15) 25 (15) 25 (15)
Opt||'num airflow path and low R il V-shape heat exchanger Max Height Difference 15 15 15
. . - ) Operation Rande Cooling 0B -10to 46 -10 to 46 -10 to 46
noise operation AW \ P 9 Heating 51024 51024 51024
Air Stabilizer ‘ ) Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)
- . . e Refrigerant
Low noise is realized drastically by stabilized ‘ A Charge [ kg(CO2eq-T) 115(24) 1.25 (2.6) 1.20 (25)
airflow design I| (L
| Il Optional parts
s Wired Remote Controller: UTY-RLRG, UTY-RNRGZ2, UTY-RVNGM  Auto Louver Grille Kit: - UTD-GXTA-W (ARHG12/14LSLAP) Max.
High efficient DC fan motor Simple Remote Controller: UTY-RSNGM, UTY-RSRG UTD-GXTB-W (ARHG18LSLAP
Lower power consumption \mpie femote Lontrotier: ' { ) 850 mm
IR Receiver Kit: UTY-LBTGM External connect kit: ~ UTY-XWZXZG
Remote Sensor Unit: UTY-XSZX Wireless LAN Interface: UTY-TFSXZ1 -

Drain hose is standard accessory

Dimensions
(Unit: mm)

Built-in drain pump as standard:
Maintenance is easy

By using the DC fan motor, it is possible to change the static pressure range T —

from 0 to 50 Pa*. [

The change of static pressure range is possible by remote controller.
*:0to30Pa. (12)

Easy design and maintenance for drain

A
(Bolt pitch) II

Parts can be replaced from
the side of the body where
maintenance is easier

1 Control box

pitch) |
30
=

<=
v

469
315

= d ) Liquid: D ’_"o T TICO[ T i -
=) c— Gas: E 3 El
— View R (Rear view)
L+-j Drain hose (Accessory)
B (VP25: ID25mm, 0D32mm)
Auto Louver Grille Kit (Optlon) T - ARHGIZASIA ARRGIELSA?
ale & A 752 952
) ) ) . ) ) d B 700 900
« Thin design provides a comfortable living environment over a wide area.
Control box C 650 850
* Automatic louver grille provides comfortable air conditioning all the way ) Drain port  Drain port D 6.35 9.52
. . . s Drain port (VP25: 1D25mm, 0D32mm) (VP25: 1D25mm, 0D32mm)
down to the floor and matches the interior design well. (Optional) (VP25: ID25mm, 0D32mm) E 12,7 15.88
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PRODUCT LINEUP: SPLIT

I ° Model : ARHG12LLTB / ARHG14LLTB / ARHG18LLTB
Slim Duct

Slim & Comfort

-

E 3
Wired R.C.
ARHG12/14LLTB ARHG18LLTB
Specifications
Model N Indoor unit ARHG12LLTB ARHG14LLTB ARHG18LLTB
odel NO.
Outdoor unit AOHG12LALL AOHG14LALL AOHG18LBCB
Power Source Single-phase, ~230V, 50Hz
Copacit Cooling W 3.5 (0.9-4.4) 4.3(0.9-5.4) 5.2 (0.9-5.9)
padty Heating 41(0.957) 5.0 (09-6.5) 6.0 (097.5)
N ra—— N 1, A N
\V/ = Se- [ [4 |EnEpRut Power cUohCng/lﬂeanng KW 1.035;13,11 1.333/21].34 1,632/21].66
DC | voan Economy | Cangemver | Adjust | Restare | #Setbackh " Fitir § DrinPur ) 001Ng Wiw : : :
cop Heating 3.69 3.71 3.61
Pdesign Cooling/Heating(-10°C) kW 3.5/4.2 4.314.5 5.2/5.2
SEER Cooling Wi 5.90 5.80 6.20
SCoP Heating 4.00 3.90 410
Energy Efficiency Cooling A+ A+ A++
Class Heating A+ A A+
Max. Operating Current Cooling/Heating A 7.5/10.0 9.0/12.5 11.5/13.5
. . Annual Energy Cooling KWhia 207 259 294
Slim dESIgI'I Drain port Consumption Heating 1467 1614 1775
ﬁ Moisture Removal I/h 13 15 2.0
The slim design allows installations where ceilings are narrow. [ X Indoor (Cooling) HIM/LIQ 29128126125 32/30/28/26 32/30129/27
Drain hose as standard accessory Helght Sound Pressure Level Indoor (Heating) H/M/LIQ 29/28/26124 32/30/28125 32130129127
1 98 m m Outdoor(Cooling/Heating) | High dB(A) 47148 £49/49 50/50
) Sound Power Level Indoor(Cooling/Heating) | High 58/58 60/60 58/58
Drain pump Outdoor(Cooling/Heating) | High 61/63 62/64 62/65
built-in Airflow Rate Indoor / Outdoor High m’/h 650/1780 800/1910 940/2380
Drain pump Static pressure range (Standard) Pa 0to 90 (25) 0to 90 (25) 0to 90 (25)
- ndoor mm 198x700x620 198x700x620 198x900x620
ﬁitvf\’l”x“gﬂs'f’”s kg(Ibs) 19 (42) 19 (42) 23 (51)
Weight Outdoor mm 578790300 578790300 632x799290
kq(Ibs) 40 (88) 40 (88) 36 (79)
Flexible insta"ation Ceiling concealed Floor concealed Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/12.70 6.35/12.70
9 Drain hose Diameter (1.0./0.D) mm 25/32 25/32 25/32
2-type installation methods of ceiling concealed and floor concealed Max Pipe Length (Pre-Charge) m 25 (15) 25 (15) 25 (15)
can be selected Max Height Difference 15 15 15
) Operation Range Cooling (DB -10 to 46 -10 to 46 -10 to 46
P 9 Heating 15 t0 24 15 t0 24 150 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)
9 Charge [kq(C02eqT) 115 (2.4) 125 (2.6) 120 (2.5)
Optional parts
Wired Remote Controller: UTY-RNNGM, UTY-RVNGM Auto Louver Grille Kit:  UTD-GXTA-W (For ARHG12 / 14LLTB) Max.
H H H Simple Remote Controller: UTY-RSNGM UTD-GXTB-W (For ARHGT8LLTB
Selectable with a wide range of static pressure P ‘ ) 850 mm
IR Receiver Kit: UTY-LRHGM External connect kit: ~ UTD-ECS5A
By using the DC fan motor, it is possible to change the static pressure Remote Sensor Unit: UTY-XSZX Wireless LAN Interface: UTY-TFNXZ1
range from 0 to 90 Pa. Drain hose is standard accessory
The change of static pressure range is possible by remote controller. . .
4 Dimensions
Static pressure range (Unit mm)
0to 90 Pa
i o] 51 G 1 g
mu o~ =
. . o . . = [ — E mﬂ;Lj‘
Auto Louver Grille Kit (Option) Low ambient operation JE e L
. ) m § ] 8
Simple flat Auto Louver Auto Louver Grille Duct type Cooling 46°C Ny —
will provide comfort airflow Sfe i 48
and harmonize with luxury Heating 24°C ; i = — ARHG12/ 14LLTB ARHG18LLTB
interior. ssteps B2 'I 5°C (AT surroundings| { D J A 700 900
- B 650 850
selectable = Bolt pitch o Al g1 O
and auto swing‘ Heati LEE ottt *Tﬁ Tt e c 734 934
e at Heating ;‘D | [ ToaRY I D 650 850
[‘ ‘ 5‘“’31 R . E P100x6=600 P100x8=800
1 -10° -15° i H-3 ] F 18x05 22x05
7, 10°C 15°C A
367 G 574 774

Wireless Remote
Controller
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PRODUCT LINEUP: SPLIT

Model: ARHG12LHTBP / ARHG14LHTBP / ARHG18LHTBP / ARHG24LHTBP
ARHG30LHTBP / ARHG36LHTBP / ARHG45LHTBP / ARHG54LHTBP

Medium Static
Pressure Duct

Compact & Co

—

Touch Panel Wired R.C.

ARHG12/14LHTBP ARHG18/24/30LHTBP
For ARHG12/14LHTBP  For ARHG18/24LHTBP  For ARHG30/36LHTBP  For ARHGA5/54L HTBP
Specifications
Model N Indoor unit ARHGI2LHTBP | ARHGI4LHTBP | ARHG18LHTBP | ARHG24LHTBP | ARHG30LHTBP | ARHG36LHTBP | ARHG45LHTBP | ARHG54LHTBP
odel NO.
Outdoor unit AOHG12LBLA | AOHG14LBLA [AOHG18LBCA | AOHG24LBCA [ AOHG30LBTA | AOHG36LBTA | AOHG45LBTA | AOHG54LBTA
Power Source Single-phase, ~230V, 50Hz
(121141 (30136/ Canacit Cooling Wy |35008:44) [ 43(0.954) [52(09-65) | 68(09-80) [85(2.810.0) [ 9.4(287112) [ 121 (40-140) [ 134 (4514.5)
18/24) 4 pacity Heating 41(0.957) | 50(0965) | 6.0(0.9-80) | 80(0.9-9.0) | 10.0(2.7-11.2) | 11.2(2712.7) | 133 (46.2-16.2) | 16.0 (4.7-16.5)
V ; : t) -— N = R ooty [BEN IS On/Orr | mum- J}h IIIIII Input Power Cooling/Heating kw 0.90/1.00 118/1.25 137/1.48 1.95/2.21 2.65/2.70 2.83/3.07 3.503.44 4421462
V-pAM Feonomy | SetTens. | Retun (h’ Adj-l Reswt  Due [ANSOFF Wety  Fiter 4 “Aavst DeinPorp BuaeFin EER Cooling WIW 389 364 380 349 321 332 337 3.03
cop Heating 410 400 4.05 3.62 3.70 3.65 3.87 3.46
Pdesign Cooling/Heating(-10°C) kw 3.5/4.2 43045 5.2/4.3 6.8/6.0 8.5/8.0 9.4/8.7 - -
SEER Cooling W 6.20 6.10 715 6.50 5.95 5.81 - -
SCOP Heating (Average) 410 4.00 411 4.01 3.95 3.81 - -
Energy Efficiency Cooling Att A+t Art Att At A+ - -
Class Heating (Average) A+ A+ A+ A+ A A - -
Max. Operating Current Cooling/Heating A 8.0/105 9.5/13.0 10.0/13.5 13.5/18.5 17.0117.0 20.0/20.0 225225 23.5/23.5
. . . . . _ Annual Energy Cooling 198 247 255 366 500 566 - -
ngh Effl(:lency & Quiet operation Noise Level V-shape heat exchanger Consumption Heating kWhia 1434 1573 1462 2092 2833 319 - :
28dB A Moisture Removal I/h 0.7 0.9 1.2 18 23 2.0 2.6 26
The combination of the V-shaped heat exchanger, ( ) Indoor (Cooling) HIMILIQ 32127126/24 | 33128027125 | 28125122120 | 3212824121 | 36/33/30/29 | 36/31/128/26 | 39/35/31/29 | 39/35/31129
air stabilizer, and the high efficient DC fan motor ARHGI1BLHTBP v "\ Sound Pressure Level Indoor (Heating) HIMILIQ 32127126/24 | 33128127125 | 28125122120 | 32128124121 | 36/33/30/29 | 33/31/28/26 | 39/35/31/29 | 39135131129
allowed high efficiency and quiet operation. Outdoor(Cooling/Heating) | High | dB(A) 47148 49/49 50/51 55/56 53/55 54/55 55/55 55/57
Sound Power Level | Indoor(Cooling/Heating) | High 57/58 59/60 54/54 57/57 63/65 64/63 67/69 67/69
Outdoor(Cooling/Heating) | High 60/61 64163 64162 68/68 68/69 69/70 69/68 69/71
Airflow Rate (High) Indoor / Outdoor High | m’h 850/1780 950/1910 | 1050/1900 | 1360/2460 | 1700/3600 | 2050/3800 | 2550/6750 | 2550/6750
Static pressure range (Standard) Pa 30to0 200 (35) | 30 to 200 (35) | 30 to 200 (35) | 30 to 200 (35) | 30 to 200 (47) | 30 to 200 (47) | 30to 200 (60) | 30 to 200 (60)
- Indoor mm | 300x700x700 | 300<700x700 | 300x1000x700 | 300<1000~700 | 300x1000<700 | 300x1400x700 | 300x1400x700 | 300x1400x700
High efficient DC fan motor ﬂextv[\’/';”gns'ons kg(lbs) | 27 (59) 27 (59) 36 (79) 36 (79) 36 (79) 46 (101) 46 (101) 46 (101)
Lower power consumption Weight Outdoor mm | 578x790x300 | 578x790x300 | 620x790x290 | 620x790x290 | 830x900x330 | 830x900~330 | 1290x900~330 | 1290x900x330
kq(lbs) 40 (88) 40 (88) 41(90) 41(90) 61 (134) 61 (134) 86 (189) 86 (189)
Connection Pipe Diameter (Liquid / Gas) o 6.35/9.52 6351270 | 6351270 | 6351588 | 9521588 | 9.52/1588 | 9.52/15.88 | 9.52/15.88
Drain hose Diameter (1.D./0.D.) 25132 25132 25/32 2532 2532 25132 25/32 25/32
Max Pipe Length (Pre-Charge) m 25 (15) 25 (15) 30 (15) 30 (15) 50 (20) 50 (20) 50 (20) 50 (20)
Max Height Difference 15 15 20 20 30 30 30 30
. . . . - . Cooling N -10 to 46 -10 to 46 -15to 46 -15t0 46 -15t0 46 -15to 46 -15to 46 -15to 46
Automatic Airflow adjustment function Operation Range Heating 8 5w | uu 1510 24 1510 24 1510 24 50024 | 15wk 1510 24
o ) ) ) ) ) ) = fI' Refrigerant Type (Global Warming Potential) R&410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R&410A (2,088) | R410A (2,088) | R410A (2,088)
This unique and innovative function detects required air flow in each gl = 9 Charge [kglC02eqT)| 115 (2.4) 1.25(2.6) 180 (3.8) 180 (3.8) 2.10 (4.4) 2.10 (4.4) 3.35 (7.0) 3.35(7.0)
application case and automatically adjust the volume.
Optional parts
Wired Remote Controller: UTY-RNRGZ2, UTY-RVNGM, Long life filter: UTD-LFNA (for ARHG36/45/54LHTBP)
UTY-RNNGM, UTY-RLRG UTD-LFNB (for ARHG24/30LHTBP) Max.
850 mm

UTY-RSNGM, UTY-RSRG

IR Receiver Unit : UTY-LBTGM

External input and output PCB (with bracket): UTY-XCSX + UTZ-GXNA
UTY-XWZXZG, UTY-XWZXZ3

UTD-LFNC (for ARHG12/14LHTBP)
Remote Sensor Unit: ~ UTY-XSZX -
Wireless LAN Interface: UTY-TFNXZ1

Simple Remote Controller:

Improved installation flexibility Drain hose is standard accessory

36/45/54:1400mm External connect kit:

18/24/30:1000mm
12/14:700mm

» Capable to be installed in various applications that requires static
pressure of 30 Pa to 200 Pa

+ Built-in drain pump, rises drain up to 850 mm

* Unified depth throughout the range enables the selection of the

30pPa 200pa Dimensions
(Unit : mm)

Long duct
Short duct ‘ with dumper D

capacity regardless of the additional space. T — N 1P o N c — —
700mm =Py = -0 —Y
Gas pipe
L ol o o Liquid pipe\ Drain port
. . Cooling 46°C “l P —_© g ) e® o ARHG12/14LHTBP | ARHG18/24/30LHTBP | ARHG36/45/54LHTBP
Improved service and Low ambient oling 030 0 0 ¢ E}D
. . = S Iz A 700 1,000 1,400
maintenance operation o Heating 24°C S R S ‘ —
A .
* Drain pump is easily detachable from the side -1 5 C , Top View .98 e ° 2 2 o
s to electrical box Side View (1) . Side View (R)
asy access ' ‘ i Tk C 650 895 1,295
« Error code can be checked more in detail from S| |
error history D 740 1,040 1,440
Front View

-10°C (12/14 model) -15°C
-15°C (18/24/30/36/45/54 model)
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PRODUCT LINEUP: SPLIT

Medium Static
Pressure Duct

Standard

Single phase
(30736/45) (24)

ALLICERY,

D i-PAM | V-PAM

Slim & Compact design

In the case of bottom return air connection, not only does the
indoor unit design allow for installation in a narrow ceiling space
of up to 270 mm, Further space savings have been achieved by
mounting the control box internally inside the chassis.

Two-direction drain piping

Easy maintenance

Structural improvement is attained by making the bottom
panel two pieces, front and rear. The internal fan casing is also
manufactured in two pieces, namely upper and lower. The
maintenance of the motor and fan can be easily carried out by
removing the rear panel and the lower part of the casing while
leaving the main chassis installed.

Low ambient operation

088

{45)

) i
2 C) i
Distributing - +Setback | Filter | Biue Fin

Economy | Changeover

Control box is now
included as part of
the main chassis

One touch operation
and easy to install
long life filter
(Optional Parts)

L]

d

a] (&
L JC J
Duct indoor unit
Tw

o-direction drain piping

See below for the case of rear suction type

New model

Previous model

1.Control box
2.Fan casing
3.Fan
4.Motor

Bottom panel: 2 pieces

Large bottom

panel: 1 piece
Cooling 46°C
‘I 50C Heating 24°C
-10°C (24 model) -15°C

-15°C (30/36/45 model)

Model : ARHG24LMLA / ARHG30LMLE / ARHG36LMLE / ARHG45LMLA /
ARHG36LMLA [3phase] / ARHG45LMLA [3phase]

For ARHG24LMLA

Wired R.C.

For ARHG30/36LMLE For ARHG45LMLA For ARHG36/45LMLA
(Single -phase)
Specifications
. Indoor unit ARHG24LMLA | ARHG30LMLE | ARHG36LMLE | ARHG45LMLA | ARHG45LMLA | | ARHG36LMLA | ARHGA5LMLA
odere: Outdoor unit AOHG24LB(B | AOHG30LETL | AOHG36LETL | AOHGA45LBTC | AOHG45LETL | | AOHG36LATT | AOHGASLATT
Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
Capacity Cooling W 6.8 (0.9-8.0) | 8.5(2.8-10.0) | 9.4 (2.8-11.2) |12.1 (4.0-13.0) | 12.1 (4.0-13.3) | | 10.0 (4.7-11.4) | 12.5 (5.0-14.0)
Heating 8.0(0.9-9.1) ]10.0 (2.7-11.2) | 11.2 (2.7-12.7) | 13.3 (4.2-15.2) | 13.1 (4.2-15.5) | | 11.2 (5.0-14.0) | 14.0 (5.4-16.2)
Input Power Cooling/Heating kw 2.2112.26 2.65/2.68 2.96/3.10 4.29/3.84 3.77/3.68 2.8412.87 3.89/3.88
EER Cooling W 3.08 3.21 3.18 2.82 3.21 3.52 3.21
cop Heating 3.54 3.73 3.61 3.46 3.61 3.90 3.61
Pdesign Cooling/Heating(-10°C) kw 6.8/6.0 8.5/8.0 9.418.7 - - 10.0/10.0 -
SEER Cooling WIW 5.60 5.90 5.70 - - 5.80 -
Scop Heating 3.90 3.90 3.80 - - 4.00 -
Energy Efficiency Cooling A+ A+ A+ B N A+ B
Class Heating A+ A A - - A+ -
Max. Operating Current Cooling/Heating A 14.715.7 17.0/17.0 18.5/20.0 23.5/23.5 21.0/21.0 8.5/8.5 9.5/9.5
Annual Energy Cooling Whia 384 504 576 - - 603 B
Consumption Heating 2098 2868 3202 - - 3497 -
Moisture Removal I/h 2.5 2.5 3.0 4.0 4.0 3.0 4.5
Indoor (Cooling) H/M/L/Q 31/29/27125 | 39/35/30/26 | 39/35/30/26 | 42/38/32/28 | 42/38/32/28 38/36/31/126 | 42/38/32/28
Sound Pressure Level Indoor (Heating) HIM/L/Q 31/29/27/125 | 42/35/30/126 | 42/35/30/26 | 42/38/32/28 | 42/38/32/28 40/36/31/126 | 42/38/32/28
Outdoor(Cooling/Heating) | High dB(A) 53/54 53/55 54/55 58/58 55/55 51/53 54/54
Sound Power Level Indoor(Cooling/Heating) | High 60/62 65/69 65/70 - - 65/67 -
Outdoor(Cooling/Heating) | High 66/66 68/69 69/70 - - 67/69 -
Airflow Rate Indoor / Outdoor High m’/h 1100/2850 1900/3600 1900/3800 2100/4650 2100/6750 1800/6200 2100/6750
Static pressure range (Standard) Pa 30to 150 (35) | 30 to 150 (47) | 30 to 150 (47) | 30 to 150 (60) | 30 to 150 (60) | | 30 to 150 (47) | 30 to 150 (60)
Net Dimensions indoor mm 270x1135x700 | 270x1135x700 | 270x1135x700 | 270x1135x700 | 270x1135x700 | | 270x1135%700 | 270x1135%700
HxWxD kq(lbs) 38 (84) 40 (88) 40 (88) 40 (88) 40 (88) 40 (88) 40 (88)
Weight Outdoor mm 716x820x315 | 830x900x330 | 830x900x330 | 914x970x370 |1290x900x330] [1290x900x330|1290x900x330
kq(lbs) 42 () 61 (134) 61 (134) 75 (165) 86 (190) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) 6.35/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) mm 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1
Max Pipe Length (Pre-Charge) m 30 (15) 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30)
Max Height Difference 20 30 30 30 30 30 30
Operation Range Cooling *CDB -10 to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
Heating -15to 24 -15to 24 -15to 24 -15to 24 -15to 24 -15to 24 -15to 24
Refigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | | R410A (2,088) | R410A (2,088)
Charge [ kq(CO2eqT) [ 1,50 (3.1) 2.10 (4.4) 2.10 (4.4) 2.90 (6.1) 3.35(7.0) 3.45 (7.2) 3.45 (7.2)
Optional parts
Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM Remote Sensor Unit: ~ UTY-XSZX
Simple Remote Controller: UTY-RSNGM Drain Pump Unit: UTZ-PXTNBA Max.
Flange (Round): UTD-RF204 IR Receiver Kit: UTY-LRHGM 1000 mm
Flange (Square): UTD-SFO45T External connect kit: ~ UTD-ECS5A s
Long Life Filter: UTD-LF25NA Wireless LAN Interface: UTY-TFNXZ1 Drain pump unit
Dimensions
(Unit: mm)
1177(Bolt pitch 114
i e i
e
138 264 . 264 264 3 Aout il Ol oy i Sk
82 = [
SILIsaVaiVaiVa g Bl
&) o | |
(VANTAN) SO SR )| b
75 - - ~
2205 hole - - i} B e —
P.CD. 225 1015 L1 107 |20 ]
Front view 121 1135 270
Top view
(D Refrigerant piping flare connection (Liquid) o
( Refrigerant piping flare connection (Gas) Side view (L) AL © Side view (R)
@ Drain piping connection e — ®=§
Rear view
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PRODUCT LINEUP: SPLIT

High Static

Model : ARHG45LHTA / ARHG54LHTA /
ARHG45LHTA [3phase] / ARHG54LHTA [3phase] / ARHG60LHTA [3phase]

- | Pressure Duct

ARHGA5/54LHTA ARHGE0LHTA
Specifications
Model N Indoor unit ARHGA5LHTA ARHG54LHTA ARHGA45LHTA ARHG54LHTA ARHG60LHTA
odere: Outdoor unit AOHGA5LETL AOHGS54LETL AOHG4SLATT AOHGS54LATT AOHGBOLATT
Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
Capacity Cooling W 12.5 (4.5-14.0) 134 (5.0-14.5) 125 (5.0-14.0) 14.0 (5.4-16.0) 15.0 (6.2-17.5)
I Heating 14.0 (5.0-16.2) 16.0 (5.5-18.0) 14.0 (5.4-16.2) 16.0 (5.8-18.0) 18.0 (6.2-20.0)
_:5:_ II”H Input Power Cooling/Heating kw 4.30/3.80 4.7714.69 4.06/3.67 4.65/4.37 4.70/5.15
. -
Economy | Changeover  Adjust ~ Restart [ #Setback | Filter.| | Biue Fin EEE I(-:Ice)zltli:?; W/wW gz; ;i: gg? 22]6 ;;3
Max. Operating Current Cooling/Heating A 22.5/22.5 23.5/23.5 11.0/11.0 12.0/12.0 12.5/12.5
Moisture Removal [} 1.5 2.0 1.5 2.5 2.0
Indoor (Cooling) HIM/LIQ 47143160/ 47143140/- 47143160/ 47143140/- 45/40/36/-
Sound Pressure Indoor (Heating) HIM/LQ|  dB(A) 47143160/~ 47143160/~ 47143160/~ 47143160/~ 45/40/36/-
Outdoor(Cooling/Heating) | High 55/55 55/57 54154 55/56 56/58
Airflow Rate Indoor / Outdoor High m’/h 3350/6750 3350/6750 3350/6750 3350/6900 3550/6900
. .. Static pressure range (Standard) Pa 100 to 250 (100) 100 to 250 (100) 100 to 250 (100) 100 to 250 (100) 60 to 260 (60)
ngh energy effluency - Ind mm 400%1050%500 4001050500 400%1050%500 4001050500 425x1250%490
ﬂetvf\’/'msns'ons naoor kg(Ibs) 46 (101) 46 (101) 46 (101) 46 (101) 54 (119)
Significantly greater efficiency is realized by using all DCinverter W:igh? outd mm 1290%900~330 1290x900~330 1290%900~330 1290%900~330 1290x900~330
technology. (60 type) utdoor kq(lbs) 86 (189) 86 (189) 104 (229) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) o 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 23.4/25.4 23.4/25.4 23.4/25.4 23.4/25.4 23.4/25.4
Max Pipe Length (Pre-Charge) m 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)

D . I d. v Max Height Difference 30 30 30 30 30
esign also corresponding to - _ o : ST o o o o
. . 260 a Operation Range . DB

hlgh static pressure p Heating -15 to 24 -15to 24 -15 to 24 -15 to 24 -15 to 24

Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
Charge \ kg(C02eq-T) 3.35 (7.0) 3.35 (7.0) 3.45 (7.2) 3.45(7.2) 3.45(7.2)

45/54 type

Optional parts

Wired Remote Controller: ~ UTY-RNNGM, UTY-RVNGM
Simple Remote Controller:  UTY-RSNGM

Long-Life Filter: UTD-LF60KA (For ARHG45/54LHTA only)
Remote Sensor Unit: UTY-XSZX
IR Receiver Kit: UTY-LRHGM(For ARHG6OLHTA only)
. . ) External connect kit: UTD-ECS5A, UTY-XWZXZ3
EaSy installation (unit: mm) . Wireless LAN Interface:  UTY-TENXZ1
(Compact size & Lightweight) e =
b < . .
< Dimensions
A compact size and lightweight indoor unit has been developed by (Unit : mm)
reducing the basic chassis and the overall material weight. 1.050
Model: ARHG45LHTA / = Model: ARHGEOLHTA
45/54 type 60 type ARHG54LHTA o
0 g e
400 Rear view \; 1 371 s Rear view 400
. . . 1,080 356 - 3 38)
Low noise Low ambient operatlon : 4 : " T30 i : 2 N ( 351 TT92 B0l o] Tllms sy
L —| e il iaal - I ]
Cutting off the corners has enabled less turbulent airflow. Cooling 46°C e R e e TN = F’E JBLEEE
. . . . . . n i '
Low noise is realized by adopting a plastic case and a plastic fan. oot E =3 i I (o
2 8 ! @ E
Plastic fan  Heat Heating 24°C g 1 jl \2)
8225 mm  exchanger o ‘ \ DX /<§ o
9 | e =
: _ —— P ] o —— 204 921 Lis2] )
Med. noise level L—{] o o Side view (R) ) 1232 ] Side view (R)
43 295 Top view + Side view (L) Tofz\ggw
dB(A) Side view (L) T T o 1 @ Refrigerant piping flare connection (Liquid)
45154 o b d E d m @ Refrigerant piping flare connection (Gas) u u} Eﬁ
(asing (Plastic) e -15°C -15°C . @ Drain piping connection (Safety drain pan)  [J mm
g L ® Drain piping connection(Main drain pan)

Front view
Front view
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PRODUCT LINEUP: SPLIT

Model : ARHG72LHTA / ARHGIOLHTA

Wired R.C.

Specifications
Indoor unit ARHG72LHTA ARHGIY0LHTA
Model No.
Outdoor unit AOHG72LRLA AOHGI0LRLA
Power Source Indoor Single-phase, ~230V, 50Hz
— Outdoor 3-phase, ~400V, 50Hz
2 Capacity Cooling oW 19.0 (8.4-20.9) 22.0 (10.3-24.2)
L ‘) 4_— N _ OFEN S\ ':é:' On/Orf —> ””” Heating 22.4(7.2-24.6) 27.0 (8.5-29.7)
Economy ' SetTemp. | Retun  Changeover . Adjust ~ Restart | AutoOFF | Weekly | | Filter r -l Adjust | Biue Fin Input Power Cool|ng/Heat|ng kw 6:46/6.59 7771818
EER Cooling WIW 2.94 2.83
cop Heating 3.4 33
) Indoor(Cooling/Heating) 4.6/4.6 6.0/6.0
Wax. Operating Curtent Outdoor(Cooling/Heating) A 133133 14.6/14.6
Moisture Removal I/h 4.5 6.0
Indoor (Cooling) H/M/LIQ 46/43/41/39 47144142140
Sound Pressure Indoor (Heating) H/M/LIQ dB(A) 46/43/41/39 47144142140
. . Outdoor(Cooling/Heating) | High 55/55 55/57
Separatlon IS Airflow Rate Indoor / Outdoor High m’/h 4300/8400 4300/9000
. . . . Static pressure range (Standard) Pa 50to 150 (72) 50 to 200 (72)
possible by lightweight compact design mm 360<1400+850 3601400850
et Dimensions Indoor kq(lbs) 69 (152) 80 (176)
The indoor unit can be separated into fan unit and heat-exchanger Weight Outdoor mm 1428x1080~480 1428x1080x480
unit to assist the installation works. kq(lbs) 165 (363) 174 (383)
Connection Pipe Diameter (Liquid / Gas) mm 12.7125.4 12.7125.4
Drain Hose Diameter (1.D./0.D.) 23.4125.4 23.4/25.4
Max Pipe Length (Pre-Charge) m 100 (30) 100 (30)
) . Height Difference 30 30
Heat exchanger unit Fan unit -
Operation Rande Cooling (DB -15to 46 -15to 46
P 9 Heating 2010 24 2010 24
) Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Refrigerant
Charge [ kq(C0O2eq-T) 5.6 (11.7) 71(14.8)

Automatic Airflow adjustment function

This function can set the optimum airflow automatically, so

installation time is shortened drastically. Optional parts

Wired Remote Controller:  UTY-RNRGZ2, UTY-RLRY, UTY-RVNGM, UTY-RNNGM External Input and Output PCB: UTY-XCSX

Simple Remote Controller: UTY-RSRG, UTY-RHRG, UTY-RSNGN Drain Pump Unit: UTZ-PXTNAB
IR Receiver Unit: UTY-LBTGM Long Life filter: UTD-LFKA
Remote Sensor Unit: UTY-XSZX Wireless LAN Interface: UTY-TFSXZ1
External Connect Kit: UTY-XWZXZG

Dimensions

(Unit: mm)

Quiet operation

1440

. 1295 | 54 360
The combination of the V-shaped heat exchanger, air Il 158 ‘ %ﬂ% *W"
stabilizer, and the high efficient DC fan motor allowed quiet V-shaoe heat exch o e S === ——— —
operation despite of the small structural design. '[ ! h shape heat exchanger gl i g %% e :[ I
AL\ |
‘ Air Stabilizer ‘ 2R Rear View He ® = - = g
o7Ay: , H gl
| i 945 i “ P100 % 11=1100 L 9 e 2
" 100[100 1162 s
" 1400 210
. Efficient airflow design Side View (L) Top View © Side View (R)
High efficient DC fan motor o e
Lower power consumption i~ i
== E
ooz T
b Front View
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Floor

Compact & Comfort

Model: AGHGO9LVCA / AGHG12LVCA / AGHG14LVCA

094

| =
\
i LN
 reme—an ) b
4 For AGHG09/12LVCA For AGHG14LVCA
Specifications
Model N Indoor unit AGHGOILVCA AGHG12LVCA AGHG14LVCA
odel No.
Outdoor unit AOHGO9LVCA AOHG12LVCA AOHG14LVLA
Power Source Single-phase, ~230V, 50Hz
Coacit Cooling W 2.6 (0.9-3.5) 3.5 (0.9-4.0) 4.2(0.9-5.0)
pactty Heating 3.5(0.9-5.5) 4.5 (0.9-6.6) 5.2(0.9-8.0)
10°C 2 I ] R S ) P ) _‘6’_ Input Power Cooling/Heating kw 0.53/0.79 0.94/1.19 1.1411.44
HEAT ', Upn r Restart | Sleep | | Program I':lllt:r ION Washable EER Cooling W/W 491 372 368
e t— cop Heating 443 378 361
Pdesign Cooling/Heating(-10°C) kW 2.6/2.9 3.5/3.8 4.214.7
SEER Cooling Wi 7.00 6.50 6.40
SCoP Heating (Average) 4.20 4.00 4.00
Energy Efficiency Cooling At+ A++ A++
Class Heating (Average) A+ A+ A+
Max. Operating Current Cooling/Heating A 7.0/10.0 7.0/10.0 9.0/13.5
. . . . - Annual Energy Cooling 130 188 230
2-Fan & Wide airflow Cooling Ef;egﬁi;‘;‘da” . Heating Q;Z?ff”r;ﬁ"'d W'”UOV‘V,;! Consumption Heating KWhva 967 1330 1645
¥ window - Moisture Removal 1/h 13 1.8 2.1
Individual vertical airflow by 2-fan can control . T Indoor (Cooling) H/M/L/Q 40/35/29/22 40/35/29/22 44138/31/22
the whole room comfortably. Sound Pressure Level Indoor (Heating) H/M/L/Q £40/35/29/22 40/35/29/22 43137129122
! Outdoor(Cooling/Heating) | High dB(A) 47148 48149 50/50
at operation at stable atoperation at stable Indoor(Cooling/Heating) | High 55/56 55/56 58/58
start operation start s operation sound PowerLevel 5 /a0 CoolingiHeating) | High 64165 64165 65/66
Airflow Rate Indoor / Outdoor High m’/h 570/1680 570/1680 650/1910
- Indoor mm 600740200 600740200 600x740x200
mextv[\)/‘jg”“ons kg(Ibs) 14 31) 14 31) 14 (31)
Weight outdoor mm 540~790%290 540790%290 578x790~300
H H H Beneath Standard concave Half concealed kq(lbs) 36 (79) 36 (79) 40 (88)
. ) Wall )
Flexible & easy installation standard window portion @ (Optional parts necessary) Connection Pipe Diameter (Liquid / Gas) . 6.35/9.52 6.35/9.52 6.3512.7
Due to compact and whole surface suction = Drain hose Diameter (1.D./0.D.) 13.8/15.8t0 16.7 13.8/15.8 to16.7 13.8/15.8t0 16.7
method molfjel floor, concealed, half concealed Max Pipe Length (Pre Charge) m 20 (15) 20115) 20(15)
U . ! . ! Min Max Height Difference 15 15 15
or wall mounted installation can be available to Ooeration fance Cooling o 101043 0043 0043
match the room layout. P 9 Heating T5t0 24 5 t0 24 5t0 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)
9 Charge [ kg(C02eq-T) 1.05 (2.2) 1.05(2.2) 115 (2.4)
(unit:mm) (unit:mm) (unit:mm) (unit:mm) Optlonal parts
Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM
Simple Remote Controller:  UTY-RSNGM
Flexible piping connection 6 direction of drain & piping Half Concealed Kit: —— UTRSTA
k . Wireless LAN Interface: UTY-TENXZ1
Drain horse and piping can be drawn flexibly in the right, left, side, and down Back view
directions
1 . .
o Dimensions
2" 3'Drain hose 4 Piping (Unit: mm)
200
o . . . —
10°C HEAT Operation Low ambient operation _ B
The room temperature can be set to go no lower than 10°C, thus Cooling 43°C
ensuring that the room does not get too cold when not occupied
Heating 24°C ol
"10°C HEAT" Button ON -I SOC 3
at Heating
20¢ Ind ion START
n OO[M -10°C 15°C L C
. 740
10°C B - Side view
ront view
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Floor/Ceiling

Comfort & Dual Design

Model : ABHG18LVTB / ABHG24LVTA

———— =
For ABHG18LVTB ForABHGZloLV-TA
Specifications
. Indoor unit ABHG18LVTB ABHG24LVTA
odel No.
Outdoor unit AOHG18LB(B AOHG24LB(B
Power Source Single-phase, ~230V, 50Hz
. Cooling 5.2 (0.9-5.9) 6.8 (0.9-8.0)
= v : Capacity Heating K 6.0 (0.9-7.5) 8.0 (0.9-9.1)
= SN PN o’ Input Power Cooling/Heatin kw 1.62/1.66 2.2112.26
@ 9 9
< gy n
EEDC | voran Economy | HEAT | Gangeover | Double | Adjust | Restart {Sleepit SPicgranty [ Filie EER Cooling WIW 321 308
F cop Heating 3.61 3.54
Pdesign Cooling/Heating(-10°C) kW 5.2/5.2 6.8/6.0
SEER Cooling Wi 6.10 5.60
Scop Heating (Average) 4.00 3.90
Energy Efficiency Cooling A+t A+
Class Heating (Average) A+ A
Max. Operating Current Cooling/Heating A 11.5/13.5 14.715.7
. . . Annual Energy Cooling 298 425
Flexible installation Consumption Heatin KWha 1819 2153
9
. . . . . Moisture Removal I/h 2.0 2.7
Example for floor installation Example for ceiling installation Indoor (Cooling) __ [H/M/LIQ 43140034731 48J64140/35
9
ili Sound Pressure Level Indoor (Heating) H/M/L/IQ 43/40/34/31 48/44140/35
Floor console Under ceiling 9
Outdoor(Cooling/Heating) | High dB(A) 50/50 53/54
iz Indoor(Cooling/Heating) | High 57/57 61/61
“ sound Power Level Outdoor(Cooling/Heating) | High 62/65 66/66
Airflow Rate Indoor / Outdoor High m’/h 780/2380 980/2850
. ) Indoor mm 199x990x655 199x990%655
mextv[\’/'z‘g”s"’”s kq(Ibs) 27 (59) 27 (59)
Weight Outdoor mm 632x799x290 716x820x315
kg(Ibs) 36 (79) 42 (93)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/12.70 6.35/15.88
Drain hose Diameter (1.D./0.D.) 25/32 25/32
= Max Pipe Length (Pre-Charge) m 25 (15) 30 (15)
Max Height Difference 15 20
) Cooling N -10 to 46 -10 to 46
Operation Range Heating (o8 15 to 24 15 t0 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088)
DOUbIe auto SWlng Rightand I3.eftSW|ng Up and Do\]/vn Swing Charge ‘ kg(CO2eq-T) 1.20 (2.5) 1.50 (3.1)
. . . . . . 2
A combination of right/left and up/down directional swing allows 3 X
3-dimensional air direction control 4 Optional parts
5 Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM
6
; Simple Remote Controller:  UTY-RSNGM
Wireless LAN Interface: UTY-TENXZ1
5 steps selectable 7 steps selectable
=> Steps
—Swing: Cooling, Dry and Fan mode . f
—» Swing: Heating and Fan mode Dimensions
(Unit: mm)
High power DC fan motor Low ambient operation 2
500
* High power ' :
k . Cooling 46°C o I
+ Wide rotation range | &3 B
* High efficiency Heating 24°C [ “ ﬂ .
1 5°C i | || BEF
7 = i o
———— ;= 1| Tl | o
at Heating S-1¥E =
f 2
o R oG 12
-10°C -15°C 2 %ﬂ]@
R -
@ Refrigerant piping flare connection (Liquid) d_: E| Q0 0
o O=Em
@ Refrigerant piping flare connection (Gas) S [E] H
@ Drain piping connection T
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PRODUCT LINEUP: SPLIT

Ceiling

Comfort for Large Room

Model : ABHG30LRTE / ABHG36LRTE / ABHG45LRTA /
ABHG36LRTA [3phase] / ABHG45LRTA [3phase] / ABHG54LRTA [3phase]

-
i
For ABHG30/36LRTE For ABHG45LRTA For ABHG36/45/54LRTA
(Single -phase)
Specifications
o Indoor unit ABHG30LRTE | ABHG36LRTE | ABHG45LRTA | ABHGA5LRTA | | ABHG36LRTA | ABHG45LRTA | ABHG54LRTA
odel No.
Outdoor unit AOHG30LETL | AOHG36LETL | AOHG45LBTC | AOHGA5LETL | | AOHG36LATT | AOHG45LATT | AOHG54LATT
Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
Capadit Cooling oW 8.5(2.8-10.0) | 9.4 (2.8-11.2) [12.1 (4.0-13.0) | 12.1 (4.0-13.3) | | 10.0 (4.7-11.4) | 12.5 (5.0-14.0) | 14.0 (5.4-16.0)
5 pactty Heating 10.0 (2.7-11.2) | 11.2 (2.7-12.7) | 13.3 (4.2-15.2) | 13.3 (4.2-15.5) | | 11.2 (5.0-14.0) | 14.0 (5.4-16.2) | 16.0 (5.8-18.0)
10°C 43 $ | = ; s BN _:5:_ Input Power Cooling/Heating kw 2.65/2.77 2.93/3.02 4.29/3.84 3.77/3.68 2.8412.87 3.89/3.88 4.65/4.67
> o et . EER Cooling 3.21 3.21 2.82 3.21 3.52 3.21 3.01
Economy -~ HEAT ' changeover | Double | Adjust | Restart | Duct Steep  Program  Filter n W/W
= = cop Heating 3.61 3.71 3.46 3.61 3.90 3.61 3.43
Pdesign Cooling/Heating(-10°C) kw 8.5/8.0 9.4/8.7 - - 10.0/10.0 - -
SEER Cooling WIW 6.10 6.00 - - 6.10 - -
Scop Heating 4.20 410 - - 410 - -
Energy Efficiency Cooling A+t A+ - - A+t - -
Class Heating A+ A+ - - A+ - -
Max. Operating Current Cooling/Heating A 17.0/17.0 18.5/20.0 23.5/23.5 21.0/21.0 7.9/7.9 8.9/8.9 9.9/9.9
Flexible installation Annual Energy Cooling KWha 487 548 - - 5 - -
Open Concealed onsumption Heating 2662 2965 - - 3414 - -
Moisture Removal I/h 2.5 3.0 4.0 4.0 3.0 4.5 5.0
Various installations are possible to match the room Iayout. Indoor (Cooling) H/M/L/Q 45/43137/32 47143137132 49/45139/34 | 49/45/39/34 47143137132 49/45/39/34 | 51/48/42/38
Sound Pressure Level Indoor (Heating) H/M/L/Q 45/43/37/32 | 47143137132 | 49145/39/34 | 49/45/39/34 47143137132 | 49145/39/34 | 51/48/42/38
Outdoor(Cooling/Heating) | High dB(A) 53/55 54/55 58/58 55/55 51/53 54/54 55/56
‘ Indoor(Cooling/Heating) | High 57/60 60/61 - - 61/61 - -
Sound Power Level Outdoor(Cooling/Heating) | High 68/69 69/70 - - 67/69 - -
Airflow Rate Indoor / Outdoor High m’/h 1660/3600 1900/3800 2100/4650 2100/6200 1900/6200 2100/6900 2300/6900
. ) Indoor mm 240x1660%700 | 2401660700 | 240x1660x700 | 240x1660x700 | | 240x1660x700 | 240x1660=700 | 240x1660%700
Wall ted mextv[;'z‘g”s'ons kg(lbs) 46 (101) 46 (101) 46 (101) 46 (101) 46 (101) 46 (101) 48 (106)
all mounte (Locally purchased) Weigh mm_ | 830x900~330 | 830~900+330 | 914x970x370 |1290x900x330| | 1290x900~330] 1290x900~330[ 1290~900~330
ght Outdoor
kq(Ibs) 61 (134) 61 (134) 75 (165) 86 (189) 104 (229) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) mm 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain port Diameter (1.D./0.D.) 22.0/25.6 22.0/25.6 22.0/25.6 22.0/25.6 22.0/25.6 22.0/25.6 22.0/25.6
Max Pipe Length (Pre-Charge) m 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)
Max Height Difference 30 30 30 30 30 30 30
o . Operation Range Cooling 0B -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
Multi auto swi ng Rightand Left Swing Up and Down Swing P 9 Heating -15t0 24 15t0 24 15 to 24 15 to 24 151t024 15t0 24 15to 24
. . X . . . Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | | R410A (2,088) | R410A (2,088) | R410A (2,088)
A combination of right/left and up/down directional swing : 9 Charge [kg(CO2eqT) | 2.10 (4.4) 210 (4.4) 2.90 (6.1) 335 (7.0) 345 (7.2) 3.45(7.2) 3.45(7.2)
allows 3-dimensional air direction control. 1 5,
2 4 3 Opti
; 4 ptional parts
5 Max
=5 5 steps selectable 5 steps selectable Wired Remote Controller:  UTY-RNNGM, UTY-RVNGM ax.
teps 500
— SwiEng:CooIing, Dryand Fan mode Simple Remote Controller:  UTY-RSNGM mm
— Swing: Heating and Fan mode Drain Pump Unit: UTR-DPB24T
Flange: UTD-RF204
Fresh air intake = Dimensions
Fresh (Unit : mm)
/ air
1660
Indoor Outdoor 1600
:{ o
=
i - . . . . S
. . ! éﬂ . . . B . .
Low ambient operation Cooling46°C 2| aelf Q Iy
- S| A N
1
[11siog 2 o
Heating 24°C Lﬂ_ Bg ]];’55
] 5°C E—G% 160
- (D Refrigerant piping flare connection (Liquid) = *‘ . .
@ Refrigerant piping flare connection (Gas) QH uj =1 . Q s
(3 Drain piping connection ! p—— - - )
02

-15°C -15°C
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PRODUCT LINEUP: MULTI SPLIT

2 & 3-4 Rooms
Multi

Wide range of indoor units with various models

7 types 26 models are lined up in the capacity range from 2 kW to 7 kW
class. Wide range of needs can be met from rooms of private homes to
large shops and hotels.

Space-saving installation

Multiple indoor units can be connected to 1 outdoor unit, and long
piping connection is also possible. Compared with single type, the
outdoor unit can be installed in various places to realize the space-
saving installation.

Flexible installation

Up to max. piping length of 70 m (AOHG30LAT4), max. height difference
of 15 m can be supported. Multi type can be installed in large-size
residence or buildings with multiple floors.

Max. Piping Length (Each Unit):
20 m (AOHGT4LAC2 / 18LAC2),
25 m (AOHGT8LAT3 / 24LAT3 / 30LAT4)

Max. Height:
15 m (AOHG14LAC2/18LAC2/18LAT3/
24LAT3/30LAT4)

Total Piping Length:
30 m (AOHG14LAC2 / 18LAC2),
50 m (AOHG18LAT3 / 24LAT3),
70 m (AOHG30LAT4)

2 Rooms: AOHG14LAC2 / AOHG18LAC2
3 Rooms: AOHG18LAT3 / AOHG24LAT3
4 Rooms: AOHG30LAT4

2 Rooms 3 Rooms 4 Rooms
Specifications (2 ROOMS, 3 ROOMS, 4 ROOMS)
Model No. ‘ Outdoor unit AOHG14LAC2 AOHG18LAC2 AOHG18LAT3 AOHG24LAT3 AOHG30LAT4
Power Source Single-phase, ~230V, 50Hz
Rated Capacity Cooling oW 4.0 (1.4-4.4) 5.0 (1.7-5.6) 5.4 (1.8-6.8) 6.8 (1.8-8.5) 8.0 (3.5-10.1)
(min-max) Heating 4.4 (1.1-5.4) 5.6 (1.8-6.1) 6.8 (2.0-8.0) 8.0 (2.0-8.8) 9.6 (3.7-12.0)
EER Cooling WIW 3.67 3.21 4.00 3.51 3.60
cop Heating 4.27 3.97 4.20 4.00 4.00
Sound Pressure Level Cooling 47 50 46 48 50
(High) Heating 4B(A) 49 51 47 49 51
Sound Power Level Cooling 61 63 65 68 68
(High) Heating 63 64 67 70 70
Net Dimensions H x W x D mm 540x790x290 540x790x290 700x900x330 700x900x330 830x900x330
Weight kg(Ibs) 37 (82) 38 (84) 55 (121) 55 (121) 68 (150)
i 6.35x4
Liquid 6.35x2 6.35%2 6.35x3 6.35x3 (*6.35x3, 9.5)
C tion Pipe Di t x x
onnection Fipe Diameter mm 952 %2 9.52x2,127 9.52%2,12.7 9522127 x 2
Gas 9.52%2 *(9.52,12.7) o523 9.52%3) (9.52%3,12.7)
T ’ . *(9.52x2,12.7,15.88)
Max. Pipe Length Total / Each 30/20 30/20 50/25 50/25 70/25
Max. Height o Exch ndoor unis, | ™ 15 15 15 15 15
Difference —
Between Indoor Units. 10 10 10 10 10
Operation Rande Cooling 0B 10 to 46 10 to 46 -10 to 46 -10 to 46 0to 46
P 9 Heating 510 24 5 t0 24 510 24 510 24 10to 24
Refrigerant ‘Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
9 [Charge [ kq(CO2eq-T) 1.25(2.6) 130 (2.7) 2.20 (4.6) 2.20 (4.6) 330 (6.9)
* Connect to connection valve by the adapter.
Dimensions
(Unit: mm) )
Top view 10 288 19
2 Rooms:
AOHG14LAC2/AOHG18LAC2
© o 3%
” Front view Side view
Bottom view
) . 900 40 31 330 1
Top view |
S =
™~ .
3 Rooms: !
AOHG18LAT3/AOHG24LAT3 N n
o [ 400
Front view
Side view
~
Bottom view 12
41
Top view 900 40 3] 330 1
il N x -
7
|
f=}
4 Rooms: 650 & 3
AOHG30LATA e
o) g — " - - =
( f ﬁl : ~| 3| =] -
. w @ LA —|n |
= i< | " “ : RS2 =~ |
= o II 1! ﬂ | = — = — -
lﬁ_ﬁ—h_ S i : ot 400
; < Front view T
Bottom view -—T52 o Side view
41
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PRODUCT LINEUP: MULTI SPLIT

5-6 Rooms
Multi

Wide range of indoor units with various models

6 types 26 models are lined up in the capacity range from 2 kW to 7 kW
class. Wide range of needs can be met from rooms of private homes to
large shops and hotels. -

Compact design

Multiple indoor units can be
connected to 1 outdoor unit, and ,t
long piping connection is also
possible. i
Compared with single type, the
outdoor unit can be installed

in various places to realize the
space-saving installation.

Central & Individual Control

» Batched control of up to 8 indoor units. The temperature, airflow
volume, and remote control prohibition settings of all indoor units can
be batched.

« Corresponds to 9 different languages (English, German, French,
Spanish, Russian, Portuguese, Italian, Greek, and Turkish)

» Large backlight LED screen

* Large easy-to-see operation panel

|

|

Easy installation

All connected pipes and indoor units can be evacuated quickly via our
centralized valve method.
Requires evacuation only once

Max. Controllable

T mutti system

Max. Controllable

6 indoor units B | - 8
O] -« ( J\ >
= & /1

5 Rooms: AOHG36LBLAS
6 Rooms: AOHG45LBLA6

~
Specifications (5 ROOMS, 6 ROOMS)
Model No. ‘ Outdoor unit AOHG36LBLA5S AOHG45LBLAG6
Power Source Single-phase, ~230V, 50Hz
Rated Capacity Cooling W 10.0 (3.5-12.5) 12.5 (3.5-14.0)
(min-max) Heating 12.0 (3.5-14.0) 13.5 (3.5-16.0)
EER Cooling 410 3.50
cop Heating Ww 4.30 4.00
Sound Pressure Level Cooling 53 53
High i
(High) Heatllnq dB(A) 55 55
Sound Power Level Cooling 67 67
(High) Heating 68 68
Net Dimensions H x W x D mm 998x970x370 998x970x370
Weight kg(Ibs) 94 (207) 94 (207)
Connection Pipe Diameter Liquid mm 635:5 6.35<6
P Gas 952+3,127<2 9.52+4,12.7 %2
Max. Pipe Length Total / Each 80/25 80/25
: Between Outdoor Unit
Max. Height and Each Indoor Units. m 15 5
Difference
Between Indoor Units. 10 10
) Cooling N -10 to 46 -10 to 46
Operation Range }?ﬂng s 15 t0 24 15t02
‘ ‘Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Refrigerant
[charge [ kg(C02eq-T) 4.00 (8.4) 4.00 (8.4)
Dimensions
(Unit: mm)
166 650 154
o
e
e—e—— W
Top view
970 95 33 370 14
o
~
(¥l =
@ 5 ey
(=) x I
(=2l B ~ ~<
o <
dq . 3
=
=]
22.2 1 =]
- (cable port) N 2 N o =
47 = 9 E -
— = ‘
76.3
— 440 o 76
~ (=2}
81
Front view Side view 100]
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PRODUCT LINEUP: MULTI SPLIT

8 Rooms Multi

Compact outdoor unit P s = NN

The compact design outdoor unit allows to be installed below a window
and in a narrow space.

High seasonal efficiency

The actual performance is conducted under various outside EER Frequent operation range
temperatures depending on weather and seasons, furthermore, 4.75
. .
3
1
0
25 50

especially for multi system, not all the rooms are operated all the time.
So over 90% of actual operation time, air conditioners are operated at
partial capacity instead of rated capacity. Considering these, we focused
on energy-saving performance which is based on actual use. Efficiency
of part load performance was drastically improved by developing ALL DC
and our own inverter system.

75 100 Partload(%)

Innovated technology

High efficiency & % DCfan motor: Heat exchanger: High efficiency DC twin

large fan: High performance and Reduced compact size and energy rotary compressor:

New high efficiency high efficiency has been saving has been realized by Ahigh performance, low

fan is mounted. realized by using a small utilizing high density piping design noise, large capacity DC twin
DC fan motor. and 3-Row heat exchanger. rotary compressor is used.

Quick comfort by
optimized refrigerant control

Every room meets the set point most quickly and comfortably by

optimized refrigerant control. e = =i = =4 =i
W Meet set pm; O @ Meet set point

— Increase Decrease Increase Decrease
capacity capacity capacity capacity

Refrigerant control by branch box

104

8 Rooms: AOHG45LBTS8
Branch Box: UTP-PY0O3A / UTP-PY02A
3 zones type 2 zones type
Specifications
Model Name AOHG45LBT8
Maximum Connectable Indoor Unit 8
Indoor Unit Connectable Capacity ‘ Cooling ‘ kW 11.0-17.5
Power source Single-phase, ~230V, 50Hz
. Cooling 14.0
Rated Capacity Heating kw 160
Cooling 5.20
Input Power Heating kw 507
; Cooling 3 4,650
Airflow rate Heating m’/h 4,800
Cooling 56
Sound Pressure Level Heating dB(A) <8
Heat Exchanger Fin Plate fin coil
Net Dimensions HxW x D mm 914x970x370
Weight kg(Ibs) 98 (217)
Connection Pipe Diameter (Liquid / Gas) mm 9.52/15.88
Max Pipe Length m 115 (Total)
Max Height Difference (0.U ~ I.U) 30
) Cooling . -5 to 46
Operating Range Heating DB 51024
) Type (Global Warming Potential) R410A (2,088)
f
Refrigerant Charge [k(C02eq-T) 345 (1.2)
Model Name UTP-PY03A UTP-PY02A
Connectable Indoor Unit 1to 3 Units 1to 2 Units
Power source Single-phase, ~230V, 50Hz Single-phase, ~230V, 50Hz
Available Voltage Range 198-264V 198-264V
Power Consumption w 10 10
Running Current A 0.05 0.05
Net Dimensions H x W x D mm 195x433x370 195x433x370
Weight kg(lbs) 9 (20) 9 (20)
Liquid (DB Main: 9.52x1, Branch:6.35x3 Main: 9.52x1, Branch:6.35x2
Connection pipe diameter Gas Main: 15.88x1, Branch:12.7x3 Main: 15.88x1, Branch:12.7x2
Method Flare Flare

Note: Specifications are based on the following conditions.

« In case of connecting two indoor units(7 kW class).

« These are the measured values in the manufacturer’s anechoic chamber.

« Cooling: Indoor temp. of 27°CDB/19°CWB, outdoor temp. of 35°CDB/24°CWB  Heating: Indoor temp. of 20°CDB/15°CWB, outdoor temp. of 7°CDB/6°CWB
Pipe length: 5 m (Outdoor unit - Branch box), 3 m (Branch box - Indoor unit) Height difference : 0 m

Dimensions
(Unit: mm)
Outdoor Unit: Branch Box :
AOHGA45LBTS8 UTP-PYO03A (3 branches type)
214
166 650 =
] - NI
i ) g
=S Es !
( ] o 5 -
Ter [nf . ' =)
- 970 o 30 1 433 CEl
195
Branch Box :
- UTP-PY02A (2 branches type)
PR = 174
@ 154
| O
i
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PRODUCT LINEUP: MULTI SPLIT

Simultaneous
Multi

Twin/Triple

Model : AOHG36LBTB / AOHG45LBTB / AOHG54LBTB
AOHG36LATT [3phase] / AOHG&5LATT [3phase] / AOHG54LATT [3phase] , .

Specifications
Compact Cassette
Model No. Indoor unit
AUHG18LVLB AUHG22LVLA AUHG24LVLA
Power Source Single-phase, ~230V, 50Hz
Airflow Rate (High) ‘ Cooling ‘H/M/L/Q m’/h 680/580/490/410 930/830/600/450 930/830/600/450
Net Dimension H x W x D mm 245%x570%570 245x570%570 245x570%570
Weight kg(lbs) 15 (33) 16 (35) 16 (35)
Cassette Grille UTG-UFGD-W UTG-UFGD-W UTG-UFGD-W
Duct Floor/Ceiling Universal
Model No. Indoor unit
ARHG18LLTB ARHG22LMLA ARHG24LMLA ABHG18LVTB ABHG22LVTA ABHG24LVTA
Power Source Single-phase, ~230V, 50Hz Single-phase, ~230V, 50Hz
Airflow Rate (High) ‘ Cooling ‘H/M/L/Q m’/h 940/880/820/750 1100/910/750/580 780/700/560/500 980/820/680/540
Net Dimension H x W x D mm 198 = 900 = 620 270 x 1135 x 700 199 x 990 x 655 199 x 990 x 655
Weight kg(Ibs) 38 (84) 38 (84) 27 (60) 27 (60)
H H H Model No. Outdoor unit AOHG36LBTB AOHG45LBTB AOHG54LBTB AOHG36LATT AOHGA45LATT AOHG54LATT
Can support various installation scenes from :
. . . Capacity Cooling W 10.0 12.1 13.3 10.0 12.5 14.0
office to commercial space by same place multi Heating 12 14,0 150 12 140 160
. o Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
connection of up to 3 units. _ Cooling ) 100 - - 100 - -
Pdesign Heating (-10°C) W 10.0 - - 10.0 - -
Indoor units distributed layout according to Installation according to Installation according to  Installation according to SEER Cooling WIwW 2.6 - - 6.00 - -
the shape and number of people and lighting floor layout lighting conditions layout and lighting conditions Stop I:;e(a)ltil:g 23; z;é);)
conditions of the room. Annual Energy Consumption Heatin?] kWh/a 3588 - - 3499 - -
Ideal comfortable air flow distribution can be Cooling A - - A , ,
realized. Energy Efficiency Class Heating A - - AT - -
Sound Pressure Level (High) Cooling dBIA) 52 54 55 51 54 55
Sound Power Level (High) Heating 69 70 72 69 69 71
Net Dimension H x W x D mm 1290x900%330 1290x900%330 1290x900%330 1290x900x%330 1290x900%330 1290x900%330
Weight kg(lbs) 93(205) 93(205) 93(205) 104 (229) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) mm 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Max Pipe Length (Pre-Charge) m 75(30) 75(30) 75(30) 75(30) 75(30) 75(30)
Height Difference 30 30 30 30 30 30
Operation Rande Cooling DB -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
P 4 Heating T5to 24 15 to 24 T5t0 24 15 to 24 T5to 24 5t0 24
Slmultaneous control Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
Charge [ kg(C02eq-T) 3.45(7.2) 3.45 (7.2) 3.45(7.2) 3.45(7.2) 3.45(7.2) 3.45(7.2)
Max 16 indoor units are simultaneously controlled with a wired remote controller. i : i - in) | UTP-SX254A(Twin)/| | UTP-SX236A UTP-SX254A | UTP-SX254A (Twin) /
y Separation tube UTP-SX236A(Twin) | UTP-SX254A(Twin) UTP-SX354A(Triple) (Twin) (Twin) UTP-5X354A (Triple)
Remote \_ Bus wire *Different type and capacity indoor units can not be connected .
=] controller cable 5 G =%\ *The above table is the value for connecting with cassette type.
Indoor unit0 | _ 1 Indoor Dimensions
Wired (Master) — ) unit 1 (Unit: mm)
Remote Controller Transmission cable . <
. . . s Refrigerant pipe
Set the indoor unit number using |. Bottom view A
DIP switch on indoor unit circuit board. Ca _
900 31 330 12
\ S 0
— EES g ol
Terminal blocks | = S 5 0
i ©| < |
. 515 )
| | 440
i
3—W(ae/v?\ve
M H s,
Indoor unit lineup g o
) 2
3 types 9 models indoor &gl 2
. . = =g <
units are provided, so you ’ N A 2 Bk Detail A
can select them depending -;";"_"_"; \ ; - EE — Pipe & cable port
on your room size and = e EE 8@%@ %jg ”ﬁ[
conditions. : — = ol
ol S lso|| 21 P 2l pil o\ ¢ 928 (Cable port)
Compact Cassette Slim Duct Duct Floor/Ceiling Universal & « 3 o7 28 (Cable port)
QLZ/ Pipe port Pipe port\ \® Pipe port
Front view Side view 0’9 Rear view
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PRODUCT LINEUP: MULTI SPLIT
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Simultaneous g
Multi

Twin/Triple/Double Twin

-%m *‘

Can support various applications from large open plan offices to
retail stores with up to 4 indoor units.
Installation according to

layout and lighting
conditions

Installation according to
floor layout

2 R

Max 16 indoor units are simultaneously controlled with a wired remote controller.

Installation according to
lighting conditions

Indoor units distributed
layout according to the
shape and number of people
and lighting conditions of
the room even on wide
floors. Ideal comfortable

air flow distribution can be
realized.

Simultaneous control

Installation according to
large space

Remote Controller

Remote f\——" - - Buswire N\ £+ > ﬁ‘—\—' s
controller cable T \\‘ Tt T
Indoorunit0 | _ | Indoor Indoor Indoor
Wired (Master) unit 1 unit 12 unit 14
Transmission cable = -

Refrigerant pipe

Set the indoor unit number using .
DIP switch on indoor unit circuit board. -

*When using a wireless remote controller, the following functions cannot be used: Timer operation, Sleep Timer operation, 10°C Heat operation

Indoor unit lineup

5 types 18 models indoor units are provided, so you can select them depending on your room size and conditions.

Duct

Compact Cassette Cassette Floor/Ceiling Universal

108

Ceiling

Model: AOHG72LRLA [3phase] / AOHGIOLRLA [3phase]

Specifications
Compact Cassette, Cassette
Model No. Indoor unit
AUHG18LVLB AUHG22LVLA AUHG24LVLA AUHG30LRLE AUHG36LRLE AUHG45LRLA
Power Source Single-phase, ~230V, 50Hz
Airflow Rate (Cooling) ‘ HIMILIQ|  m’h 680/580/490/410 930/830/600/450 930/830/600/450 | 1600/1400/1270/1150 | 1800/1400/1270/1150 | 1900/1640/1460/1250
Net Dimension H x W x D mm 245%570%570 245x570%570 245x570%570 288 x 840 = 840 288 x 840 = 840 288 x 840 x 840
Weight kq(lbs) 15 (33) 16 (35) 16 (35) 26 (57) 26 (57) 26 (57)
Cassette Grille UTG-UFGD-W UTG-UGGA-W
Duct
Model No. Indoor unit
ARHG18LLTB ARHG22LMLA ARHG24LMLA ARHG30LMLE ARHG36LMLE ARHG45LMLA
Power Source Single-phase, ~230V, 50Hz
Airflow Rate (Cooling) ‘ HIMILIQ|  m’h 940/880/820/750 1100/910/750/580 1100/910/750/580 | 1900/1620/1270/980 | 1900/1620/1270/980 | 2100/1750/1350/1070
Net Dimension H x W x D mm 198 x 900 x 620 270 x 1135 x 700 270 x 1135 x 700 270 x 1135 x 700 270 x 1135 x 700 270 x 1135 x 700
Weight kq(lbs) 23 (51) 38 (84) 38 (84) 40 (88) 40 (88) 40 (88)
Floor/Ceiling, Ceiling
Model No. Indoor unit
ABHG18LVTB ABHG22LVTA ABHG24LVTA ABHG30LRTE ABHG36LRTE ABHG45LRTA
Power Source Single-phase, ~230V, 50Hz
Airflow Rate (Cooling) \ HIMILIQ|  m’h 780/700/560/500 980/820/680/540 980/820/680/540 | 1660/1500/1200/1000 | 1900/1500/1200/1000 | 2100/1700/1400/1100
Net Dimension H x W x D mm 199 x 990 x 655 199 x 990 x 655 199 x 990 x 655 240 = 1660 x 700 240 = 1660 x 700 240 = 1660 x 700
Weight kg(lbs) 27 (60) 27 (60) 27 (60) 46 (101) 46 (101) 46 (101)
Model No. Outdoor unit AOHG72LRLA AOHGI0LRLA
. Cooling 19.0 22.0
Capacity Heating } kW 24 270
Power Source 3-phase, ~400V, 50Hz
Sound Pressure Level (High) ‘ Cooling dB(A) 55 55
Net Dimension H x W x D mm 1428x1080%480 1428x1080x480
Weight kq(lbs) 163 (359) 172 (378)
Connection Pipe Diameter (Liquid / Gas) mm 12.7125.4 12.7125.4
Max Pipe Length (Pre-Charge) m 100 (30) 100 (30)
Height Difference 30 30
) Cooling o —15t0 46 —15to 46
Operation Range Heating 0B “20to 24 “20t0 24
) Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Refrigerant
Charge ‘ kg(C02eq-T) 5.6 (11.7) 7.1 (14.8)

*: That specification is not fixed yet.

Dimensions

« Different type and capacity indoor units can not be connected.
« The above table is the value for connecting with cassette type.

(Unit : mm)

1080

1428

480

196 688 196

g

515.5

40.5
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PRODUCT LINEUP: MULTI SPLIT

Connectable Indoor Units — indoor Unit Lineup —

Type 4HP 5HP 6HP 8HP 10HP
Model name AOHG36LBTB‘AOHG36LATT AOHGASLBTB‘AOHGASLATT AOHGSALBTB‘AOHGSALATT AOHG72LRLA AOHGIOLRLA
‘ . \ - . \ -
SIMULTANEOUS MULTI = = =
Outdoor Unit i i
Capacity | Cooling 10.0 121 [ 125 133 [ 140 10.0 125
(kW) | Heating 11.2 140 | 140 150 | 160 12.0 135
Indoor Unit BTU | kW Class Twin Triple Twin Triple D?uble Twin Triple Double
win Twin
18000 | 5.0 ® x2 - - ® x3 - _ ® x4 _ _ _
22000 | 65 = ® x2 - = - - - - _ ® x4
AUHG18/22/24LV
24000 | 70 = - ® x2 - _ ® x3 _ - _ _
30000 | 88 = - - - - - - - ® x3 _
= 36000 | 106 - - - - ® x2 - = . - -
AUHG30/36/45LR
45000 | 125 - - - - _ - _ ® x2 . _
18000 | 5.0 ® x2 - - ® x3 - - ® x4 _ . _
- 22000 | 65 = ® x2 - = - - - - _ ® x4
ARHG18LL 24000 7.0 — — @ x? = — @ x3 — — — _
ﬂ 30000 | 88 = - - - — _ _ _ ® x3 _
ARHG22/24/
30/36/45LM
36000 | 106 - - - . ® x2 _ - _ _ -
45000 | 125 - - - - . - - ® x . -
18000 | 5.0 ® x2 - - ® x3 - - ® x4 - . -
22000 6.5 = ® x2 - - - - - = = ® x4
ABHG/18/22/24LV
24000 | 70 = - ® x2 - - ® x3 _ _ _ _
30000 | 88 - - - - _ - _ - ® x3 _
—_—
36000 | 106 - - - . o x2 _ - _ _ -
ABHG30/36/45LR
45000 | 125 - - - - - _ - o x . -
UTP- UTP-
UTP-SX236A UTP-SX254A Unp- Yirp- uTP- uTP- SXXZPA Dl Dl SXEZZA
Separation tube o X] SX254 SX354A | SX272A | SX372A | 1o | SX272A | SX3T2A | 1o
. i 1 T sxazea | ! 1| sx2s4a
X2 x2

Type 2 Rooms 3 Rooms 4 Rooms 5 Rooms 6 Rooms 8 Rooms
Model name | AOHGI4LAC2 ‘AOHGIBLA(Z AOHGIBLAT3 ‘AOHGZALATS AOHG30LAT AOHG36LBLAS AOHGA45LBLAG AOHGA45LBTS
- ] ¢ L | (Branch Box)
MULTI SPLIT - T ] =] =] e N
@ o o/ o o0 =
- 77‘*1' S o | - i vl v |l 2 7 —-.;’_-
Capacity| Cooling 4.0 5.0 54 6.8 8.0 10.0 125 14.0
(kW) | Heating bk 5.6 6.8 8.0 96 12,0 135 16.0
Indoor Unit BTU | kW Class
7000 2.0 ( ] [ ] [ ] [ ] [ ] [ ] [ ] [ ]
ASHGO7/09/12/14LMca | 9000 | 25 ° d ° ° ° g ° b
= ] 12000 | 35 ° ° ° ° ° ° ° °
ASHGO7/09/12/14LUCA
14000 4.0 - [} [} [} [} [} [} [ ]
l 18000 | 5.0 = - = ) ° ) ° )
ASHG18/24LF 24000 70 _ _ _ _ Y _ Y )
9000 2.5 - [ ] [ ] [ ] [ ] [ ] [ ] [ ]
oz ‘ 12000 35 - [} [} [} [} [} [} [ ]
AGHGO09/12/14LV
14000 | 4.0 = - ) ) ) ) ) ®
7000 2.0 - [ ] [ ] [ ] [ ] [ ] [ ] [ ]
9000 2.5 - [ ] [ ] [ ] [ ] [ ] [ ] [ ]
T 12000 35 - [} [} [} [} [} [} [ ]
AUHGO7/09/12/
1418LV
14000 | 4.0 = - ) ) ) ) ° ®
18000 | 5.0 = - = ) ° ) ° )
R 14000 4.0 - - [ ] [ ] [ ] [ ] [ ] [ ]
ABHG14/18LY 18000 | 5.0 = - = ° ° ° ° °
7000 2.0 - [ ] [ ] [ ] [ ] [ ] o -
Q 9000 2.5 - [ ] [ ] [ ] [ ] [ ] o —
é 12000 | 35 - ) ° ° ° ° ° -
ARHGO07/09/12/
14/18LSLAP 14000 | 4.0 = - ) ) ° ° ) -
18000 | 5.0 - - = ° ) ) ) -
7000 2.0 - [ ] [ ] [ ] [ ] [ ] [ ] [ ]
— 9000 2.5 - [ ] [ ] [ ] [ ] [ ] [ ] [ ]
e 12000 | 35 - ° ° ° ° ° ° °
ARHGO07/09/12/
14718LL 14000 | 4.0 = - ° ° ° ° ° °
18000 5.0 - - - [ ] [ ] [ ] [ ] [ ]
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MULTI SPLIT Indoor Units Specifications

Compact wall mounted

Model No. Indoor unit ASHGO7LUCA ASHGO9LUCA ASHG12LUCA ASHG14LUCA
kW Class kw 2.0 2.5 3.5 4.0
Power Source Single-phase, ~230V, 50Hz
Sound Pressure Cooling WML | dB(A) 35/30/28/21 36/32/28121 37/34/31/21 41/36/33/25
Level Heating 35/30/28/21 36/32/28/21 37/34/131/21 41/36/34127
Sound Power Cooling 53 54 55 59
Level Heating ; dB(A) 53 54 55 59
; Cooling 3 570/520/470/330 600/550/470/330 660/600/530/330 710/640/570/390
Airflow Rete Heating | NWLA | m'h 570/520/470/330 600/550/470/330 660/600/530/330 710/640/590/430
Net Dimensions mm 282+870+185 282+870x185 282+870185 282+870185
Weight kg(lbs) 9.5 (21) 9.5 (21) 9.5 (21) 9.5 (21)
Connection Pipe Diameter ‘ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7
Wall mounted '
Model No. Indoor unit ASHG18LFCA ASHG24LFCC
kW Class kW 5.0 7.0
Power Source Single-phase, ~230V, 50Hz
Sound Pressure Cooling 43/37/33/26 49142137133
Level Heating HMILIO | dB(A) 42137133125 48142137133
Sound Power Cooling 58 64
Level Heating H dB(A) 58 64
; Cooling 3 900/740/620/550 1120/900/740/620
Alrflow Rate Heating | /WA | mh 900/740/620/550 1100/900/740/620
Net Dimensions mm 320x998x238 320x998x238
Weight kq(Ibs) 14 (30.8) 14 (30.8)
Connection Pipe Diameter ‘ Liquid/Gas | mm 6.35/12.7 76.35/015.88
Compact wall mounted
Model No. Indoor unit ASHGO7LMCA ASHGO9LMCA ASHG12LMCA ASHG14LMCA
kW Class kW 2.0 2.5 3.5 4.0
Power Source Single-phase, ~230V, 50Hz
Sound Pressure Cooling WML | dB(A) 36/32/29/21 37/33/29/21 40/36/30/21 42/38/33/25
Level Heating 36/32/29/22 37133129122 40/36/31/22 42/38135/127
Sound Power Cooling 51 52 54 56
Level Heating H dBiA) 51 52 55 57
; Cooling 5 560/500/430/310 600/520/430/310 660/560/450/310 730/600/530/360
Airflow Rate Heating | /M/LA | mh 560/500/430/330 600/520/430/330 660/560/470/330 730/615/560/375
Net Dimensions mm 268x840x203 268x840x203 268x840x203 268x840x203
Weight kg(lbs) 8.5(19) 8.5(19) 8.5(19) 8.5(19)
Connection Pipe Diameter \ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7
Floor ——
Model No. Indoor unit AGHGO9LVCA AGHG12LVCA AGHG14LVCA
kW Class kw 2.5 3.5 4.0
Power Source Single-phase, ~230V, 50Hz
Sound Pressure Cooling 39/34/28/22 42/36/30/22 44/38/31/22
Level Heating HMILIO | dB(A) 39/35/30/22 42138132122 44/39/33/22
Sound Power Cooling 52 55 56
Level Heating H dBiA) 52 55 56
; Cooling 5 530/440/360/270 600/490/380/270 650/520/400/270
Airflow Rate Heating | /W/LA | mh 530/460/380/270 600/510/410/270 650/540/4301270
Net Dimensions mm 600x740x200 600x740x200 600x740x200
Weight kq(Ibs) 14 (30.7) 14 (30.7) 14 (30.7)
Connection Pipe Diameter \ Liquid/Gas | mm 6.35/9.52 6.35/9.52 6.35/12.7

Floor ceiling [
Model No. Indoor unit ABHG14LVTA ABHG18LVTB
KW Class [ kw 4.0 5.0
Power Source Single-phase, ~230V, 50Hz
Coolin 36/34/33/29 (Under ceiling) 41/38/34/32 (Under ceiling)
Sound Pressure 9 WL | dB(A) 39/37/36/32 (Floor console) 44/41/37/35 (Floor console)
Level Heatin 36/34/33/29 (Under ceiling) 41/38/34/32 (Under ceiling)
9 39/37/36/32 (Floor console) 44/41/37/135 (Floor console)
Sound Power Cooling 5] =
Level Heating H dB(A) 51 55
) Cooling s 640/590/540/480 780/700/560/500
Airflow Rate Heating | /MWL/A | m7h 640/590/540/480 780/700/560/500
Net Dimensions mm 199x990x655 199x990%655
Weight kg(lbs) 27 (60) 27 (60)
Connection Pipe Diameter ‘ Liquid/Gas mm 6.35/12.7 6.35/12.7
Compact cassette o
Model No. Indoor unit AUHGO7LVLA AUHGO9LVLA AUHG12LVLB AUHG14LVLB AUHG18LVLB
kW Class [ kw 2.0 25 35 4.0 5.0
Power Source Single-phase, ~230V, 50Hz
Sound Pressure Cooling WML | dB(A) 33/31/29/127 33/31/29/127 37/33/31/28 40/35/32129 42/37133129
Level Heating 34132129127 34132129/27 37/33/31/28 40/37/34129 44140137130
Sound Power Cooling H dB(A) 46 46 49 52 54
Level Heating 47 47 49 52 56
. Cooling 3 540/490/440/390 540/490/440/390 610/530/470/410 680/580/490/410 750/610/520/410
Airflow Rate - H/M/LIQ | m’/h
Heating 540/490/440/390 540/490/440/390 610/530/470/410 700/620/550/430 800/710/600/450
Net Dimensions mm 245x570%570 245x570x570 245x570%570 245x570%570 245x570x570
Weight kg(lbs) 15(33.1) 15 (33.1) 15 (33.1) 15 (33.1) 15 (33.1)
Panel UTG-UFGD-W
Connection Pipe Diameter Liquid/Gas ‘ mm 6.35/9.52 6.35/9.52 ‘ 6.35/9.52 ‘ 6.35/12.7 6.35/12.7
Mini duct n
-
Model No. Indoor unit ARHGO7LSLAP ARHGO9LSLAP ARHGO12LSLAP ARHG14LSLAP ARHG18LSLAP
kw Class [ kw 2.0 25 3.5 4.0 5.0
Power Source Single-phase, ~230V, 50Hz
Sound Pressure Cooling WML | dB(A) 29/26/24123 29126124123 31/27125123 35/30/27/23 33/29/26/23
Level Heating 29/26/24123 29126124123 31/27/125123 35/30/27123 33/29/26/23
Sound Power COO|I.FI9 H dB(A) 52 54 55 60 58
Level Heating 53 56 57 62 59
Aitflow Rate Cooling wwLa | mih 550/440/390/360 600/450/400/360 650/490/430/360 800/640/530/360 940/750/540/480
Heating 550/440/390/360 600/450/400/360 650/490/430/360 800/640/530/360 940/750/540/480
Net Dimensions mm 198x700x450 198x700x450 198x700x450 198x700x450 198x900x450
Weight kg(Ibs) 155 (34.1) 18.5 (40.7)
Connection Pipe Diameter ‘ Liquid/Gas mm 6.35/9.52 ‘ 6.35/12.70
External static pressure Pa 0to 30 ‘
Drain pump Standard
Slim duct i E !
Model No. Indoor unit ARHGO7LLTA ARHGO9LLTA ARHG12LLTB ARHG14LLTB ARHG18LLTB
kW Class kw 2.0 2.5 35 4.0 5.0
Power Source Single-phase, ~230V, 50Hz
Sound Pressure Cooling WML | dB(A) 28126125124 28/27126125 29128127126 32/30/28/26 32/31/30/29
Level Heating 28/26/25/24 28/26/25/24 29128127124 33/30/28/25 33/32/31/29
Eound Power CDO|I.FI9 H dB(A) 57 57 58 60 58
evel Heating 57 57 58 61 59
Aitflow Rate Cooling wwLa | mih 550/490/470/440 600/550/500/450 650/600/550/480 800/700/600/480 940/880/820/750
Heating 550/490/470/440 600/550/500/450 650/600/550/480 800/700/600/480 940/880/820/750
Net Dimensions mm 198x700x620 198x700x620 198x700x620 198x700%620 198x900x620
Weight kg(Ibs) 17 (37.5) 19 (41.8) 19 (41.8) 19 (41.8) 23 (50.6)
Connection Pipe Diameter \ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7 6.35/12.7
External static pressure Pa 0to90
Drain pump Standard
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for2 &3 Rooms-Cooling/Heating

2 Rooms Multi cooling 2 Rooms Multi heating
COOLING OPERATION HEATING OPERATION
Combination Cooling Capacity . Seasonal Data Combination Heating Capacity . Seasonal Data
RGN of Indoor Unit Room 1 Room 2 Total Capacity (min-max) Inputkowerllminama) EER Pdesign SEER Energy SOHCLIAC2 of Indoor Unit Room 1 Room 2 Total Capacity (min-max) InpUERowed(mInzmax) EER Pdesign SEER Energy
kW kw kw kw kw efficiency class kw kw kw kw kW efficiency class
7 7 2.00 2.00 4.00 (1.4-4.4) .09 (0.35-1.40) 3.67 4.0 6.7 A+t 7 7 2.20 2.20 4.40 (1.1-5.4) 03(0.25-1.78) 4.27 3.8 4.1 A+
7 7 9 1.95 2.05 4.00 (1.4-4.4) 09 (0.35-1.40) 3.67 4.0 6.6 At+ 2 7 9 2.15 2.25 4.40 (1.0-5.4) 03(0.25-1.78) 4.27 3.8 4.1 A+
Room 7 12 1.65 2.35 4.00 (1.4-4.6) 05(0.35-1.47) 3.81 4.0 6.5 A+ Room 7 12 1.95 2.45 4.40 (1.1-55) 02(0.25-1.76) 4.31 3.8 4.0 A+
9 9 2.00 2.00 4.00 (1.4-4.5) .09 (0.35-1.43) 3.67 4.0 6.6 A+t 9 9 2.20 2.20 4.40 (1.1-5.4) 03(0.25-1.78) 4.27 3.8 4.0 A+
9 12 1.70 2.30 4.00(1.4-4.7) 05(0.35-1.47) 3.81 4.0 6.5 At+ 9 12 2.00 2.40 4.40(1.1-55) 02(0.25-1.76) 4.31 3.8 4.0 A+
Note: 7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h models Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h models
The above is the value for connecting with Wall Mounted type. *The above is the value for connecting with Wall Mounted type.
+2 or more indoor units should be connected. «2 or more indoor units should be connected.
+Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature). +Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) «Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
«The Total ability of connected indoor unitis up to 21000Btu from 14000Btu. The Total ability of connected indoor unit is up to 21000Btu from 140008Btu.
COOLING OPERATION HEATING OPERATION
Combination Cooling Capacity .y Seasonal Data Combination Heating Capacity . S | Data
SOHCISLAC2 of Indoor Unit Room 1 Room 2 Total Capacity (min-max) A ) EER Pdesign SEER Energy ACHGIBEACZ of Indoor Unit Room 1 Room 2 Total Capacity (min-max) rgrRRersr (s EER Pdesign SEER Energy
kw kw kw kw kw efficiency class kw kw kw kw kW efficiency class
7 7 2.10 2.10 4.20(1.7-5.2) 24 (0.35-1.68) 3.39 4.2 7.0 A+t 7 7 2.70 2.70 5.40 (1.8-6.0) 24 (0.50-1.61) 4.37 3.8 4.1 A+
7 9 2.10 2.50 4.60 (1.7-53) 26 (0.35-1.79) 3.65 4.6 6.8 A+t 7 9 2.50 3.00 5.50(1.8-6.0) 36 (0.50-1.87) 4.04 4.0 4.1 A+
7 12 1.90 3.10 5.00(1.7-56) .55(0.35-1.95) 3.23 5.0 6.5 A+t 7 12 2.30 330 5.60(1.8-6.1) 38(0.50-1.88) 4.06 4.2 4.0 A+
2 7 14 1.80 3.20 5.00(1.8-57) .55 (0.40-1.99) 3.23 5.0 6.5 A+t 2 7 14 2.25 3.35 5.60 (1.9-6.2) .35 (0.55-1.86) 4.15 4.2 4.0 A+
Room 9 9 2.50 2.50 5.00(1.7-56) .56 (0.35-1.95) 3.21 5.0 6.6 At+ Room 9 9 2.80 2.80 5.60(1.8-6.1) 41 (0.50-1.90) 3.97 4.2 4.1 A+
9 12 2.10 2.90 5.00(1.7-57) 55(0.35-1.95) 3.23 5.0 6.5 A+ 9 12 2.45 3.15 5.60(1.8-6.2) 1.38(0.50-1.88) 4.07 4.2 4.0 A+
9 14 2.00 3.00 5.00(1.8-58) .55(0.40-1.99) 3.23 5.0 6.4 A+t 9 14 2.35 3.25 5.60 (1.9-6.3) 1.35(0.55-1.86) 4.15 4.2 4.0 A+
12 12 2.50 2.50 5.00(1.7-5.8) .56 (0.35-1.99) 3.21 5.0 6.4 At+ 12 12 2.80 2.80 5.60(1.8-6.3) 1.34(0.50-1.84) 418 4.2 4.0 A+
Note: +7:7000Btu/h /9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h models Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h models
The above is the value for connecting with Wall Mounted type. The above is the value for connecting with Wall Mounted type.
+2 or more indoor units should be connected. «2 or more indoor units should be connected.
+Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature). +Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) +Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
«The Total ability of connected indoor unit is up to 24000Btu from 14000Btu. «The Total ability of connected indoor unit is up to 24000Btu from 14000Btu.
*Where "14" means “wall mounted type” only models. Other types of indoor units can not be connected. *Where "14" means "wall mounted type" only models. Other types of indoor units can not be connected.
3 Rooms Multi cooling 3 Rooms Multi heating
COOLING OPERATION HEATING OPERATION
Combination Cooling Capacity . Seasonal Data Combination Heating Capacity . Seasonal Data
SOCISE of Indoor Unit Room 1 Room 2 Room 3 Total Capacity (min-max) R Reery (o s EER Pdesign SEER Energy SOHGISLATS of Indoor Unit Room 1 Room 2 Room 3 Total Capacity (min-max) Mg e T amer) EER Pdesign SEER Energy
kw kw kw kw kw kw efficiency class kw kw kw kw kw kw efficiency class
7 7 - 2.30 2.30 - 4.60(1.8-5.0) 1.22 (0.50-1.43) 3.77 4.6 6.3 A+t 7 7 - 2.70 2.70 - 5.40(2.0-6.1) 1.59 (0.52-1.93) 3.40 4.0 4. A+
7 9 - 2.30 2.70 - 5.00(1.8-57) 1.35(0.50-1.81) 3.70 5.0 6.2 A+t 7 9 - 2.75 3.25 - 6.00(2.0-6.4) (0.52-2.06) 3.21 4.0 4 A+
7 12 - 1.98 3.02 - 5.00(1.8-6.1) .34 (0.50-2.06) 3.73 5.0 6.2 A+ 7 12 - 2.59 371 - 6.30(2.0-6.5) 98 (0.52-2.06) 3.18 4.0 4. At
2 7 14 - 1.88 3.42 - 530(1.8-6.6) 34(0.50-2.06) 3.96 53 6.1 A+t ) 7 14 - 2.51 4.29 - 6.80(2.0-71) 92 (0.50-2.06) 3.54 4.0 4 A+
Room 9 9 - 2.50 2.50 - 5.00(1.8-6.2) .35(0.50-2.06) 3.70 5.0 6.2 At Room 9 9 - 3.15 3.15 6.30(2.0-65) 98 (0.52-2.06) 3.18 4.0 4. At
9 2 - 2.18 2.82 - 5.00(1.8-6.3) .35(0.50-2.06) 3.70 5.0 6. At+ 9 2 - 2.89 3.51 6.40(2.0-6.6) 99 (0.52-2.06) 3.22 4.0 4. A+
9 4 - 2.07 3.23 - 530(1.8-6.7) 35(0.50-2.06) 3.93 53 6 A+t 9 4 - 277 4.03 - 6.80(2.0-7.2) 91(0.50-2.06) 3.56 4.0 4 At
12 2 - 2.55 2.55 - 5.10(1.8-6.3) 35(0.50-2.06) 3.78 5.1 6. A+t 12 2 3.20 3.20 6.40(2.0-6.6) 98 (0.52-2.06) 3.23 0 4. A+
12 4 - 41 .89 - 5.30(1.8-6.7) .35(0.50-2.06) 3.93 53 6. At+ 12 4 - 3.09 371 - 6.80(2.0-73) 90 (0.50-2.06) 3.58 4.0 4 A+
7 7 7 80 80 1.80 5.40(1.8-6.8) 35(0.50-2.06) 4.00 5.4 6. A+t 7 7 7 2.27 2.27 2.27 6.80 (2.0-77) 62 (0.50-2.06) 4.20 5.0 4.3 A+
7 7 9 70 70 2.00 5.40(1.8-6.8) 35(0.50-2.06) 4.00 5.4 6.9 At+ 7 7 9 214 2.14 2.52 6.80(2.0-7.8) 62 (0.50-2.06) 4.20 5.0 4.3 At
7 7 12 53 53 233 5.40(1.8-6.8) 35(0.50-2.06) 4.00 5.4 6.7 A+t 7 7 12 1.98 1.98 2.83 6.80(2.0-7.8) 59 (0.50-2.06) 4.28 5.0 4.3 A+
3 7 7 14 41 41 2.58 5.40(2.0-6.8) 35(0.60-2.06) 4.00 5.4 6.7 At 3 7 7 14 1.83 1.83 3.14 6.80(2.0-8.0) 61(0.50-2.06) 4.22 5.0 4.3 At
Room 7 9 9 61 .89 1.89 5.40(1.8-6.8) 35(0.50-2.06) 4.00 5.4 6.8 A+t Room 7 9 2.03 2.39 2.39 6.80(2.0-7.8) 60 (0.50-2.06) 4.25 5.0 4.3 At
7 9 12 46 72 2.22 5.40(1.8-6.8) 35(0.50-2.06) 4.00 5.4 6.7 A+t 7 12 1.89 2.22 2.69 6.80(2.0-7.9) 59 (0.50-2.06) 4.28 5.0 4.3 A+
7 9 14 .35 .58 2.47 5.40(2.0-6.8) .35(0.60-2.06) 4.00 5.4 6.7 A+t 7 14 1.75 2.06 2.99 6.80(2.0-8.0) 60 (0.50-2.06) 4.25 5.0 4.3 A+
9 9 9 .80 .80 1.80 5.40(1.8-6.8) .35(0.50-2.06) 4.00 5.4 6.8 At++ 9 9 2.27 2.27 2.27 6.80(2.0-79) .59 (0.50-2.06) 4.28 5.0 4.3 A+
9 9 12 64 64 2.12 5.40(1.8-6.8) .35 (0.50-2.06) 4.00 5.4 6.7 A+t 9 12 2.12 2.12 2.57 6.80(2.0-7.9) 59 (0.50-2.06) 4.28 5.0 4.3 A+
COOLING OPERATION HEATING OPERATION
Combination Cooling Capacity . Seasonal Data Combination Heating Capacity . Seasonal Data
SOLCZUIRTS of Indoor Unit Room 1 Room 2 Room 3 Total Capacity (min-max) R Reery (o s EER Pdesign SEER Energy goHGZAL Al of Indoor Unit Room 1 Room 2 Room 3 Total Capacity (min-max) Mg e s EER Pdesign SEER Energy
kw kw kw kw kw kw efficiency class kw kw kw kw kw kw efficiency class
7 7 - 2.30 2.30 - 4.60(1.8-5.0) 1.20 (0.50-1.40) 3.83 4.6 6.3 A+t 7 7 - 2.75 2.75 - 5.50(2.0-6.1) 1.55(0.52-1.93) 3.55 4.0 4. A+
7 9 - 2.30 2.70 - 5.00(1.8-57) 1.36 (0.50-1.78) 3.68 5.0 6.2 A+t 7 9 - 2.80 3.30 - 6.10 (2.0-7.0) 1.82 (0.52-2.52) 3.35 4.0 4 A+
7 12 2.38 3.42 - 5.80(1.8-6.1) 1.70 (0.50-1.97) 3.41 5.8 6.1 At+ 7 12 2.88 4.12 7.00(2.0-7.3) 2.31(0.52-2.66) 3.03 4.0 4. At
7 14 - 2.37 413 - 6.50(1.8-7.2) 91 (0.50-2.46) 3.40 6.5 6.0 A+ 7 14 - 2.80 4.80 - 7.60(2.0-8.3) 2.28(0.50-2.87) 333 4.0 4 A+
7 18 - 2.08 4.52 - 6.60(1.8-7.8) .91 (0.50-2.87) 3.46 6.6 5.9 At 7 18 - 2.51 5.39 7.90(2.0-83) 2.34(0.50-2.87) 3.38 4.0 4. At
2 9 9 - 275 2.75 - 5.50(1.8-6.2) 55(0.50-2.02) 3.55 55 6.1 A+t 2 9 9 - 3.30 3.30 6.60 (2.0-7.4) 2.04(0.52-2.68) 3.24 4.0 4. A+
Room g 2 , 2.79 3.41 - 6.20 (1.8-6.8) 0(0.50-2.45) 3.26 6.2 5.9 A+ Room 9 2 , 330 4.00 - 730 (2.0-7.7) 2.43(0.52-2.87) 3.00 4.0 A A
9 4 2.66 3.94 6.60 (1.8-7.7) .91 (0.50-2.77) 3.46 6.6 6. A+ 9 4 3.22 4.68 7.90(2.0-83) 2.38(0.50-2.87) 3.32 4.0 4. A+
9 8 - 2.35 4.35 - 6.70(1.8-7.9) .91 (0.50-2.87) 3.51 6.7 5. A+ 9 8 - 2.84 5.16 - 8.00(2.0-85) 2.32(0.50-2.87) 3.45 4.0 4 A+
12 2 - 3.15 3.15 - 6.30(1.8-7.2) 0 (0.50-2.74) 3.32 6.3 5. At 12 2 - 3.80 3.80 7.60(2.0-7.8) 2.54(0.52-2.87) 2.99 4.0 4 A+
12 4 3.03 3.67 - 670 (1.8-7.8) 1(0.50-2.87) 3.51 6.7 5. A+ 12 4 3.59 4.31 7.90(2.0-8.4) 2.37(0.50-2.87) 3.33 4.0 4. At
12 8 - 2.66 4.04 - 6.70 (1.8-7.9) 92 (0.50-2.87) 3.49 6.7 5 A+ 12 8 - 3.20 4.80 - 8.00(2.0-86) 2.31(0.50-2.87) 3.46 4.0 4 A+
7 7 7 2.23 2.23 2.23 6.70 (1.8-7.4) .89 (0.50-2.37) 3.54 6.7 6.4 Att 7 7 7 2.60 2.60 2.60 7.80(2.0-86) 1.94 (0.50-2.68) 4.02 5.0 4.3 At
7 7 9 14 14 2.52 6.80(1.8-7.8) .94 (0.60-2.87 ) 3.51 6.8 6.4 A+t 7 7 9 2.52 2.52 2.96 8.00(2.0-88) 2.00(0.50-2.87) 4.00 5.2 4.2 A+
7 7 12 98 98 2.84 6.80(1.8-8.1) 93 (0.50-2.87) 3.52 6.8 6.3 A+t 7 7 12 2.34 234 3.32 8.00(2.0-89) 1.99 (0.50-2.80) 4.02 5.2 4.2 At
7 7 14 82 .82 3.16 6.80(2.0-8.4) 94 (0.60-2.87) 3.51 6.8 6.2 A+t 7 7 14 2.16 2.16 3.68 8.00(2.0-9.2) 1.91 (0.50-2.72) 4.19 5.2 4.2 A+
7 7 18 .63 63 3.54 6.80(2.0-85) 94 (0.60-2.87 ) 3.51 6.8 6.1 A+t 7 7 18 1.94 1.94 4.12 8.00(2.0-9.2) .89 (0.50-2.70) 4.23 5.2 4.2 A+
7 9 9 .03 2.38 2.38 6.80(1.8-8.2) 93 (0.50-2.87 ) 3.52 6.8 6.4 A+t 7 9 2.38 2.81 2.81 8.00(2.0-9.0) 99 (0.50-2.87) 4.02 5.2 4.2 A+
7 9 2 .88 2.21 2.70 6.80(1.8-8.2) 93 (0.50-2.87) 3.52 6.8 6.2 At+ 7 2 2.23 2.62 3.15 8.00(2.0-9.1) 98 (0.50-2.87) 4.04 5.2 4.2 At
7 9 4 74 2.04 3.02 6.80 (2.0-8.4) 94 (0.60-2.87 ) 3.5 6.8 6.2 A+ 7 4 2.06 2.42 3.52 8.00(2.0-9.2) 1(0.50-272) 4.19 5.2 4.2 A+
3 7 9 8 .56 1.84 3.40 6.80 (2.0-8.5) 94 (0.60-2.87) 3.5 6.8 6.1 Att 3 7 8 1.85 2.18 3.97 8.00(2.0-9.2) 9 (0.50-2.69) 4.23 5.2 4.2 At
Room 7 12 2 .76 2.52 2.52 6.80(1.8-8.2) 94 (0.50-2.87) 35 6.8 6.2 At+ Room 7 12 2 2.08 2.96 2.96 8.00(2.0-9.1) .97 (0.50-2.87) 4.06 5.2 4.2 A+
7 12 4 63 2.34 2.83 6.80(2.0-85) 94 (0.60-2.87 ) 35 6.8 6.2 A+t 7 12 4 1.93 2.76 331 8.00(2.0-9.2) 0(0.50-2.70) 4.21 5.2 4.2 At
9 9 9 2.27 2.27 2.27 6.80(18-8.2) 94 (0.50-2.87) 3.5 6.8 6.4 A+t 9 9 2.67 2.67 2.67 8.00(2.0-9.1) 8(0.50-2.87) 4.04 5.2 4.2 A+
9 9 12 1 211 2.58 6.80(1.8-8.3) 94 (0.50-2.87) 35 6.8 6.2 A+t 9 12 2.49 2.49 3.02 8.00(2.0-9.2) .97 (0.50-2.87) 4.06 5.2 4.2 A+
9 9 14 .95 1.95 2.89 6.80 (2.0-8.5) 94 (0.60-2.87) 3.5 6.8 6.2 A+t 9 14 2.32 2.32 3.37 8.00(2.0-9.2) .89 (0.50-2.70) 4.23 5.2 4.2 A+
9 9 8% 77 1.77 3.27 6.80(2.0-8.5) 94 (0.60-2.87 ) 3.5 6.8 6.1 At++ 9 18* 2.10 2.10 3.81 8.00(2.0-9.2) .87 (0.50-2.68) 4.28 5.2 4.2 A+
9 12 2 97 2.41 2.41 6.80(1.8-8.3) 94 (0.50-2.87 ) 3.5 6.8 6.2 A+t 9 12 2 2.34 2.83 2.83 8.00(2.0-9.2) 96 (0.50-2.80) 4.08 5.2 4.2 At
9 12 4 .84 2.24 2.72 6.80(2.0-85) .94 (0.60-2.87) 3.5 6.8 6.2 A+t 9 12 4 2.18 2.64 3.17 8.00(2.0-9.2) 89 (0.50-2.69) 4.23 5.2 4.2 A+
12 12 2 2.27 2.27 2.27 6.80(1.8-8.3) .94 (0.50-2.87) 3.5 6.8 6.1 A+t 12 12 2 2.67 2.67 2.67 8.00(2.0-9.2) .95(0.50-2.78) 410 5.2 4.2 A+
Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h models Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h models
The above is the value for connecting with Wall Mounted type. The above is the value for connecting with Wall Mounted type.
+2 or more indoor units should be connected. «2 or more indoor units should be connected.
+Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature). +Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) +Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
«The total ability of connectable indoor units is up to 36000Btu from 14000Btu. The Total ability of connected indoor unit is up to 36000Btu from 14000Btu.
*1: When ASHG18L is connected, connect at least 1 wall mounted type of 9000Btu. *1: When ASHG18L is connected, connect at least 1 wall mounted type for 9000Btu.
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 4 Rooms-Cooling/Heating

4 Rooms Multi cooling 4 Rooms Multi heating
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+The above is the value for connecting with Wall Mounted type.

+3 or more indoor units should be connected.

«Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

+The Total ability of connected indoor unit is up to 49000Btu from 27000Btu.

*1: Connection of ASHGT8L + ARHGOIL + ARHGOIL + ARHGOIL is not available. All types other than this combination can be connected.
*2: Connection of ASHG18L + ARHG12L + ARHGOIL + ARHGOIL is not available. All types other than this combination can be connected.

The above is the value for connecting with Wall Mounted type.

+3 or more indoor units should be connected.

+Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

«The Total ability of connected indoor unit is up to 49000Btu from 27000Btu.

*1: Connection of ASHG18L + ARHGOIL + ARHGOIL + ARHGOIL is not available. All types other than this combination can be connected.
*2: Connection of ASHGT8L + ARHG12L + ARHGO9L + ARHGOIL is not available. All types other than this combination can be connected.

COOLING OPERATION HEATING OPERATION
Combination Cooling Capacity . Seasonal Data Combination Heating Capacity . Seasonal Data
EILEIRA of Indoor Unit Room 1 Room 2 Room 3 Room 4 Total Capacity (min-max) ety s e EER Pdesign SEER Energy GRS of Indoor Unit Room 1 Room 2 Room 3 Room & Total Capacity (min-max) InputiPower;{min:max) EER Pdesign — Energy
kw kw kw kw kw kw kw efficiency class kw kw kw kw kw kw kw efficiency class
7 7 14 - .96 .96 3.27 - 720(16-8.9) 2.22 (0.68-3.43) 3.24 7.2 5.9 A+ 7 7 14 - 2.42 2.42 4.15 - 9.00 (1.8-10.1) 2.66 (0.58-3.53) 3.38 5.8 3.8 A
7 7 18 - 81 .81 4.08 - 770 (2.8-10.0) 2.22(0.98-3.55) 3.47 7.7 5.8 A+ 7 7 18 - 2.27 2.27 4.86 - 9.40(33-11.2) 2.46 (0.87-3.52) 3.82 5.8 3.8 A
7 7 4 - 61 61 4.57 - 7.80(2.8-10.1) 2.19(0.98-353) 3.56 7.8 5.8 A+ 7 7 4| - 2.03 2.03 5.44 - 9.50(3.3-11.5) 2.47(0.87-3.52) 3.85 5.8 3.8 A
7 9 2 - 08 2.34 2.78 - 7.20(1.6-89) 2.22(0.68-3.41) 3.24 7.2 5.9 A+ 7 2 - 2.49 2.94 3.56 - 9.00(1.8-10.0 2.69 (0.58-3.51) 3.35 5.8 3.8 A
7 9 4 - .90 2.14 3.16 - 7.20(2.8-9.1) 2.22(0.98-3.56) 3.24 1.2 5 A+ 7 4] - 233 2.75 4.00 - 10(3.3-10.2 2.64(0.87-3.50) 3.45 5.8 3.8 A
7 9 8 - .76 1.98 3.96 - 7.70(2.8-9.9) 2.22(0.98-3.56) 3.47 7.7 5 A+ 7 8 - 2.17 2.56 4.66 - 40(3.3-11.3 2.45(0.87-3.50) 3.84 5.8 3. A
7 9 4 - .57 1.77 4.46 - 7.80 (2.8-10.1) 2.19(0.98-3.53) 3.56 7.8 5 A+ 7 4 - 1.98 2.33 5.29 - 60(3.3-11.5 2.46 (0.87-3.51) 3.90 5.8 3 A
7 2 2 - 96 2.62 2.62 - 7.20 (1.6-9.1) 2.22(0.68-3.54) 3.24 7.2 5 At 7 2 2 - 2.33 3.33 333 - .00 (1.8-10.1 2.66 (0.58-3.48) 338 5.8 3 A
7 2 4 - .83 2.43 3.04 - 730(2.8-9.2) 2.22(0.98-3.56) 3.29 73 5.9 A+ 7 2 4 - 2.22 317 3.80 - .20 (3.3-10.3 2.62(0.87-3.48) 3.51 5.8 3 A
7 2 8 - .68 2.24 3.78 - 770(2.8-9.9) 2.22(0.98-3.56) 3.47 1.7 5.8 A+ 7 2 8 - 2.08 2.97 4.45 - 9.50(3.3-11.4) 2.44 (0.87-3.47) 3.89 5.8 3 A
7 2 | 24 - 51 2.0 4.28 - 7.80(2.8-10.1) 2.19(0.98-3.56) 3.56 78 5.8 A+ 7 2 | 24 - 1.88 2.69 5.03 - 9.60(3.3-11.7) 2.45(0.87-3.56) 3.92 5.8 3 A
7 4 | 14 .68 2.8 2.81 - 7.30(2.8-9.3) 2.22(0.98-358) 3.29 73 5.9 At 7 4 | 14 - 2.10 3.60 3.60 - 9.30(3.3-10.6) 2.59 (0.87-3.48) 3.59 5.8 3. A
7 4 ] 18 .57 2.6 3.52 - 7.70(3.5-10.0) 2.22(1.17-3.58) 3.47 7.7 5.8 A+ 7 4 |18 - .96 335 419 - 9.50 (3.7-11.5) 2.42(0.97-3.52) 3.93 5.8 3. A
7 4 | 24 44 2.39 4.07 - 7.90(3.5-10.1) 2.20(1.17-3.58) 3.59 79 5.8 A+ 7 4 | 24 - .78 3.05 4.77 - 9.60(3.3-11.7) 2.45(0.87-3.56) 3.92 5.8 3.8 A
7 8 118 42 3.19 3.19 - 7.80 (3.5-10.1) 2.22(1.17-3.58) 3.51 7.8 5.7 A+ 7 8 |18 - .82 3.89 3.89 - 9.60 (3.7-12.0) 2.40(0.97-3.52) 4.00 5.8 3.8 A
7 8 | 24 | - 30 2.92 3.68 - 7.90 (4.7-10.1) 2.22(1.27-3.58) .56 7.9 5.7 A+ 7 8 | 24 | - 65 3.53 4.42 - 9.60 (4.3-12.0) 2.40(112-3.52) 4.00 5.8 3.8 A
9 9 2.40 2.40 2.40 - 7.20(2.8-89) 2.22(0.98-3.42) .24 7.2 5.9 A+ 9 9 9 - 3.00 3.00 3.00 - 9.00(3.3-10.0) 2.69 (0.87-3.51) 3.35 5.8 3.8 A
3 9 2 - 2.26 2.26 2.68 - 7.20(2.8-9.1) 2.22(0.98-3.54) .24 7.2 5.9 A+ 3 9 9 2 - 2.80 2.80 3.39 - 9.00(3.3-10.1) 2.67(0.87-3.48) 337 5.8 3.8 A
Room 9 4 | - 2.10 2.10 311 - 730(2.8-9.2) 2.22(0.98-3.57) 3.29 73 59 A+ Room 9 9 4 1 - 2.66 2.66 3.87 - 9.20(3.3-10.3) 2.63(0.87-3.48) 3.50 5.8 3.8 A
9 8 - 1.93 1.93 3.85 - 7.70(2.8-9.9) 2.22(0.98-3.56) 3.47 77 5.8 At 9 9 8 - 2.49 2.49 4.52 - 9.50 (3.7-11.4) 2.44(0.97 -3.48) 3.89 5.8 3.8 A
9 4 1.73 1.73 4.35 - 7.80(2.8-10.1) 2.20 (1.17-3.54) 3.55 7.8 5.8 A+ 9 9 4 | - 2.25 2.25 511 - 9.60 (3.7-11.7) 2.45(0.97-3.57) 3.92 5.8 3.8 A
2 2 214 2.53 2.53 - 7.20 (2.8-9.1) 2.22(0.98-3.54) 3.24 7.2 59 A+ 9 2 2 - 2.65 3.22 3.22 - 9.10(3.3-10.3) 2.65(0.87-3.52) 3.43 5.8 3.8 A
2 4 - .99 2.36 2.95 - 7.30(2.8-9.2) 2.22(0.98-3.57) 3.29 7.3 5.9 A+ 9 2 4| - 2.53 3.07 3.69 - 9.30(3.3-10.5) 2.61(0.87-3.52) 3.56 5.8 3.8 A
2 8 | - .84 2.18 3.68 - 7.70(2.8-99) 2.22(0.98-3.56) 3.47 1.7 5.8 A+ 9 2 8 | - 2.36 2.86 4.29 - 9.50 (3.7-11.4) 2.43(0.97-3.47) 3.91 5.8 3.8 A
2 | 24 - .66 1.97 4.18 - 7.80(2.8-10.1) 2.19(0.98-3.56) 3.56 7.8 5.8 At 9 2 | 24 - 2.14 2.59 4.86 - 9.60 (3.7-11.8) 2.44 (0.97-3.55) 3.93 5. 3.8 A
4 | 14 - 84 2.73 273 - 7.30(3.5-9.3) 2.22(1.17-3.58) 3.29 7.3 5.9 A+ 9 4 | 14 | - 2.38 3.46 3.46 - 9.30(3.7-10.7) 2.58 (0.97-3.46) 3.60 5. 3.8 A
4 | 18 - 74 2.58 3.48 - 7.80 (3.5-10.0) 2.22(1.17-3.58) 3.51 7.8 58 A+ 9 4 |18 - 2.22 3.23 4.04 - 9.50 (37-11.6) 2.41(0.97-351) 3.94 5. 3.8 A
4 | 24 - .58 2.34 3.98 - 7.90 (3.5-10.1) 2.22(1.27-3.56 3.56 7.9 5.8 A+ 9 4 | 24 - 2.03 2.95 4.62 - 9.60 (43-11.9) 2.42(1.12-3.57) 3.97 5 3.8 A
8 8 - 56 3.12 3.12 - 7.80 (4.7-10.1) 2.22(1.27-3.58 3.51 7.8 5.7 A+ 9 8 8 | - 2.07 3.76 3.76 - 9.60 (4.3-12.0) 2.40(112-352) 4.00 5. .8 A
2 2 2 - 2.43 2.43 2.43 - 730(2.8-9.2) 2.22(0.98-3.55 3.29 73 5.9 A+ 2 2 2 - 3.07 3.07 3.07 - 9.20 (3.3-10.3) 2.63(0.87-3.49) 3.50 5.8 .8 A
2 2 4 - 2.28 2.28 2.85 - 7.40(2.8-93) 2.22(0.98-3.58 333 1.4 5.9 A+ 2 2 4] - 2.9 2.91 3.49 - 9.30(3.3-10.6) 2.59 (0.87-3.49) 3.59 5.8 .8 A
2 2 8 - 212 2.12 3.57 - 7.80 (3.5-10.0) 2.22(1.17-3.57) 3.51 7.8 5. A+ 2 2 8 - 2.7 271 4.07 - 9.50 (3.7-11.6) 2.42(0.97-3.52) 3.93 5.8 3.8 A
2 2 4 1.92 1.92 4.07 7.90(3.5-10.1) 2.20 (1.17-3.54) 3.59 79 5. A+ 2 2 4 - 2.4 2.48 4.65 - 9.60 (3.7-11.8) 2.43(0.97 -3.54) 3.95 5.8 3.8 A
2 4 4 - 11 2.64 2.64 - 740(3.5-9.4) 2.22(1.17-3.58) 333 1.4 5. A+ 2 4 4] - 2.7 332 332 - 9.40(3.7-10.8) 2.40(0.97-3.50) 3.92 5.8 3.8 A
2 4 8 - 8 2.48 3.34 - 7.80 (3.5-10.1) 2.22 (1.17-3.58) 3.51 7.8 5 A+ 2 4 8 - 2.5 3.08 3.85 - 9.50 (3.7-11.6) 2.40 (0.97-3.49) 3.96 5.8 3.8 A
2 8 8 - 1 3.05 3.05 - 7.90 (4.7-10.1) 2.22(1.27-3.58) 3.56 7.9 5. A+ 2 8 8 - 2.40 3.60 3.60 - 9.60 (4.3-12.0) 2.40(1.12-3.52) 4.00 5.8 3.8 A
7 7 7 7 3 93 .93 1.93 770(1.6-96) 2.20 (0.68-3.41) 3.50 7.7 6.2 A+t 7 7 7 7 235 2.35 235 2.35 9.40(1.8-10.8) 2.43 (0.58-3.47) 3.87 6.2 4.0 A+
7 7 7 9 9 .89 .89 213 7.80(1.6-9.8) 2.22 (0.68-3.54) 3.51 7.8 6.2 A+t 7 7 7 9 2.27 2.27 2.27 2.68 9.50 (1.8-10.9) 2.42 (0.58-3.51) 3.88 6.2 4.0 A+
7 7 7 12 3 .83 3 2.41 7.90(1.6-9.9) 2.22 (0.68-3.54) 3.56 7.9 6.1 At+ 7 7 7 12 214 2.14 2.14 3.06 9.50 (1.8-11.1) 2.41(0.58-3.55) 3.94 6.2 4.0 A+
7 7 7 | 14 70 70 0 2.80 7.90(2.8-9.9) 2.22(0.98-3.56) 3.56 7.9 6.1 A+t 7 7 7 | 14 2.04 2.04 2.04 3.49 9.60(3.3-11.3) 2.38(0.87-3.56) 4.03 6.2 4.0 A+
7 7 7 18 52 52 .52 3.43 8.00(2.8-10.1) 2.20(0.98-3.55) 3.64 8.0 6.0 A+ 7 7 7 18 1.87 1.87 1.87 4.00 9.60(3.3-12.0) 2.27 (0.87-3.56) 4.23 6.2 4.0 A+
7 7 9 9 86 86 .09 2.09 7.90(2.8-9.7) 2.22(0.98-3.42) 3.56 7.9 6.2 A+ 7 7 9 9 2.18 2.18 2.57 2.57 9.50(3.3-10.9) 2.41 (0.87-3.44) 3.94 6.2 4.0 A+
7 7 9 2 78 78 99 2.35 7.90(2.8-9.9) 2.22(0.98-3.55) 3.56 79 6.1 A+t 7 7 9 2 06 06 2.43 2.95 9.50 (3.3-11.1) 2.40 (0.87 -3.54) 3.96 6.2 4.0 A+
7 7 9 4 68 68 .88 2.76 8.00(2.8-10.0) 2.22(0.98-3.57) 3.60 8.0 6.1 A+t 7 7 9 4 96 .96 2.31 3.36 9.60 (3.3-11.4) 2.38(0.87-3.54) 4.03 6.2 4.0 A+
7 7 9 8 49 49 .67 335 8.00(3.5-10.1) 2.20(1.17-3.55) 3.64 8.0 6.0 A+ 7 7 9 8 80 .80 213 3.87 9.60 (3.7-12.0) 2.27(0.97-3.55) 4.23 6.2 4.0 A+
7 7 2 2 72 72 2.28 2.28 8.00(2.8-10.0) 2.22(0.98-3.55) 3.60 8.0 6.1 A+t 7 7 2 2 98 98 2.82 2.82 9.60 (3.3-11.3) 2.39(0.87-3.57) 4.02 6.2 4.0 At
7 7 2 4 61 61 2.13 2.65 8.00(2.8-10.0) 2.22(0.98-3.57) 3.60 8.0 6.1 At+ 7 7 2 4 87 87 2.67 3.20 9.60(3.3-11.5) 2.36 (0.87-3.58) 4.07 6.2 4.0 A+
7 7 2 8 43 43 1.91 3.22 8.00(3.5-10.1) 2.20(1.17-3.56) 3.64 8.0 6.0 A+ 7 7 2 8 72 72 2.46 3.69 60(3.7-12.0) 2.27(0.97-358) 4.23 6.2 4.0 A+
7 7 4 4 50 50 2.50 2.50 8.00(3.5-10.1) 2.22(1.17-3.58) 3.60 8.0 6.0 A+ 7 7 4 4 77 77 3.03 3.03 .60 (3.7-11.8) 2.34(0.97-3.58) 4.10 6.2 4.0 A+
7 7 4 8 35 35 2.25 3.04 8.00(3.5-10.1) 2.22(1.17-3.58) 3.60 8.0 6.0 A+ 7 7 4 8 64 64 2.81 3.51 60(3.7-12.0) 2.27 (0.97-3.56) 4.23 6.2 4.0 A+
7 9 9 9 81 03 03 2.03 7.90(2.8-9.9) 2.22(0.98-3.56) 3.56 79 6.2 A+t 7 9 9 2.09 2.47 2.47 2.47 50(33-11.2) 2.40 (0.87 -3.54) 4.00 6.2 4.0 A+
7 9 9 2 76 96 96 2.32 8.00(2.8-10.0) 2.22(0.98-3.56) 3.60 8.0 6.1 A+t 7 9 2 2.01 2.36 2.36 2.87 .60 (3.3-11.3) 2.39(0.87 -3.58) 4.02 6.2 4.0 At
7 9 9 4 64 83 .83 2.70 8.00(3.5-10.1) 2.22(1.17-3.58) 3.60 8.0 6.1 A++ 7 9 4 89 2.23 2.23 3.25 9.60 (3.7-11.5) 2.37(0.97-3.58) 4.05 6.2 4.0 A+
7 9 9 8 45 64 .64 3.27 8.00(3.5-10.1) 2.22(1.17-3.56) 3.60 8.0 6.0 At 7 9 8 75 2.06 2.06 3.74 9.60 (3.7-12.0) 2.27(0.97-3.58) 4.23 6.2 4.0 A+
4 7 9 2 2 68 88 2.22 2.22 8.00(2.8-10.0) 2.22(0.98-3.56) 3.60 8.0 6.1 At+ 4 7 9 12 2 91 2.25 272 2.72 9.60(3.3-11.4) 2.38(0.87-3.58) 4.03 6.2 4.0 A+
Room 7 9 2 4 57 76 2.08 2.59 8.00(3.5-10.1) 2.22(1.17-3.58) 3.60 8.0 6.0 A+ Room 7 2 4 80 213 2.58 3.09 9.60 (3.7-11.6) 2.35(0.97-3.58) 4.09 6.2 4.0 A+
7 9 2 8 40 58 1.87 3.15 8.00(3.5-10.1) 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 7 2 8 67 1.97 2.39 3.58 9.60 (3.7-12.0) 2.27 (0.97-3.58) 4.23 6.2 4.0 A+
7 9 4 4 48 66 2.43 2.43 8.00(3.5-10.1) 2.22(1.17-3.58) 3.60 8.0 6.0 A+ 7 4 4 71 2.02 2.94 2.94 9.60 (3.7-11.8) 2.33(0.97-3.58) 4.12 6.2 4.0 A+
7 9 4 8 32 49 2.21 2.98 8.00 (4.7-10.1) 2.22(1.27-3.57) 3.60 8.0 6.0 A+ 7 4 8 59 1.87 2.73 3.41 9.60 (4.3-12.0) 2.27(1.12-3.58) 4.23 6.2 4.0 A+
7 2 2 2 .61 2.13 2.13 213 8.00(2.8-10.1) 2.22(0.98-3.56) 3.60 8.0 6.0 A+ 7 2 2 2 81 2.59 2.59 2.59 9.60 (33-11.5) 2.37(0.87-3.58) 4.05 2 4.0 A+
7 2 2 4 .51 2.00 2.00 2.49 8.00(3.5-10.1) 2.22(1.17-3.58) 3.60 8.0 6.0 A+ 7 2 2 4 72 2.46 2.46 2.95 9.60 (3.7-11.7) 2.34(0.97-3.58) 410 .2 4.0 A+
7 2 2 8 .35 1.80 1.80 3.04 8.00(3.5-10.1) 2.22 (1.17-3.56) 3.60 8.0 6.0 A+ 7 2 2 8 60 2.29 2.29 3.43 9.60 (3.7-12.0) 2.27 (0.97-3.56) 4.23 .2 4.0 A+
7 2 4 4 41 1.89 235 2.35 8.00(3.5-10.1) 2.22(1.17-3.58) 3.60 8.0 6.0 A+ 7 2 4 4 64 2.34 2.81 2.81 9.60(3.7-11.9) 2.32(0.97-3.58) 4.14 .2 4.0 A+
9 9 9 00 00 00 2.00 00(3.5-10.0) 2.22(1.17-3.56) 3.60 8.0 6.2 At 9 9 9 2.40 2.40 2.40 2.40 9.60 (37-11.3) 2.40(0.97-3.58) 4.00 6.2 4.0 A+
9 9 12 91 91 91 2.27 .00 (3.5-10.0) 2.22(1.17-3.56) 3.60 8.0 6.1 A+t 9 9 2 2.28 2.28 2.28 2.76 9.60 (3.7-11.4) 2.38(0.97-3.58) 4.03 6.2 4.0 A+
9 9 14 79 79 79 2.63 .00 (3.5-10.0) 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 9 9 4 2.16 2.16 2.16 3.14 9.60 (3.7-11.6) 2.36 (0.97-3.58) 4.07 6.2 4.0 A+
9 9 [18* 60 .60 60 3.20 .00 (4.7-10.0) 2.22 (1.17-3.56) 3.60 8.0 6.0 A+ 9 9 [18* 1.99 1.99 1.99 3.62 9.60 (4.3-12.0) 2.27(1.12-3.58) 4.23 6.2 4.0 A+
9 2|12 83 .83 217 217 00(3.5-10.0) 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 9 2 2 217 217 2.63 2.63 9.60 (3.7-11.5) 2.37(0.97-3.58) 4.05 6.2 4.0 A+
9 9 2 | 14 72 72 2.03 2.53 8.00(3.5-10.0) 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 9 9 2 4 2.06 2.0 2.49 2.99 9.60 (3.7-11.7) 2.35(0.97-3.58) 4.09 6.2 4.0 A+
9 2 |18* 54 .54 1.83 3.09 8.00 (4.7-10.0 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 9 9 2 [18* 1.91 1.9 2.31 3.47 9.60 (4.3-12.0) 2.27 (1.12-3.58) 4.23 6.2 4.0 A+
9 4 4 62 .62 2.38 2.38 8.00 (4.7-10.0 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 9 9 4 4 1.96 1.9 2.84 2.84 9.60 (43-11.9) 2.33(1.12-3.58) 4.12 6.2 4.0 A+
2 2 2 76 2.08 2.08 2.08 8.00 (3.5-10.0 2.22 (1.17-3.56) 3.60 8.0 6.0 A+ 9 2 2 2 2.07 2.5 2.51 2.51 9.60 (3.7-11.6) 2.36 (0.97-3.58) 4.07 6.2 4.0 A+
2 2 4 .66 1.95 1.95 2.44 8.00(3.5-10.0 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 9 2 2 4 1.97 2.3 2.39 2.87 9.60 (3.7-11.8) 2.34(0.97-3.58) 4.10 6.2 4.0 A+
2 4 4 .55 1.85 2.30 2.30 8.00 (4.7-10.0 2.22(1.17-3.56) 3.60 8.0 6.0 A+ 9 2 4 4 1.87 2.27 273 273 9.60 (43-11.9) 231(1.12-358) 4.16 6.2 4.0 A+
12 2 2 2 2.00 2.00 2.00 2.00 8.00(3.5-10.0 2.22 (1.17-3.56) 3.60 8.0 6.0 A+ 12 2 2 2 2.40 2.40 2.40 2.40 9.60 (3.7-11.6) 2.35(0.97-3.58) 4.09 6.2 4.0 A+
Note: +7:7000Btu/h/9:9000Btu/h/ 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models Note: +7:7000Btu/h /9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 5 Rooms-Cooling

5 Rooms Multi cooling 5 Rooms Multi cooling
COOLING OPERATION COOLING OPERATION
Combination Cooling Capacity . Seasonal Data Combination Cooling Capacity (= Seasonal Data
2OHGIELERL of Indoor Unit Room1 | Room2 | Room3 | Room4 | Room5 | Total Capacity (min-max) Mg Revocr (i) EER Pdesign Energy SOHCICEES of Indoor Unit Room1 | Room2 | Room3 | Room4 | Room 5 ‘ Total Capacity (min-max) BRI ) EER Pdesign Energy
kw kw kw kw kW kW kw kw AR efficiency class kw kw kw kw kw \ kw kw kw SR efficiency class
7 | 2 - 2.00 7.00 - - - 9.0 3.5-11.1) 2.31(0.83.29) 3.89 9.0 6.5 Ar+ 717 717717 2.00 2.00 2.00 2.00 2.00 0.0 (3.5-12.5) 2.44,(0.8-3.88) 4.10 0.0 7.0 At
9 24 - - - 2.50 7.00 - - 9.5 (3.5-11.8) 2.53(0.8-3.59) 3.75 9.5 6.5 A+ 7 7 7 7 9 .89 1.89 .89 1.89 2.44 0.0 (3.5-12.5) 2.44 (0.8-3.88) 4.10 0.0 7.0 A+t
2 24 - - - 333 6.67 - - 0.0 (3.5-12.5) 2 0.8-3.88) 3.56 0.0 6.5 A++ 7 7 7 7 2 75 75 75 75 3.00 0.0 (3.5-12.5) 2.43 (0.8-3.88) 411 0.0 7.0 A+t
2 Room 4| 24 3.68 6.32 0.0 (3.512.5) 2.81(0.8-3.88) 3.56 0.0 6.5 Ar+ 7171717 4 67 67 67 67 332 0.0 (3.5-12.5) 2.42(0.8-3.88) 413 0.0 7.0 At+
8 18 - - - 5.00 5.00 - - - 0.0 (3.5-12.5) 2.81(0.8-3.88) 3.56 0.0 6.5 A++ 7 7 7 7 8 52 .52 .52 .52 3.92 0.0 (3.5-12.5) 2.41 (0.8-3.88) 4.15 0.0 6.9 A+t
8 | 24 | - - - 4.29 571 - - 0.0 (3.512.5) 2.79(0.8-3.88) 3.58 0.0 6.4 Ar+ 77 7 17 [ 2 35 35 35 35 4.60 0.0 (3.5712.5) 2.39(0.8-3.88) 419 0.0 6.9 At+
24 | 24 - - - 5.00 5.00 - 0.0 (3.5-12.5) 2.78 (0.8-3.88) 3.60 0.0 6.4 At+ 7 7 7 9 9 79 .79 79 2.31 2.31 0.0 (3.5-12.5) 2.43 (0.8-3.88) 411 0.0 7.0 At+
7 7 14 - - 2.00 2.00 4.00 - - 8.0 (3.5-10.0) 1.90 (0.8-2.85) 4.21 8.0 6.7 A+t 7 7 7 9 2 .67 67 67 214 2.85 0.0 (3.5-12.5) 2.42 (0.8-3.88) 413 0.0 7.0 A+t
7 7 18] - - 2.00 2.00 5.00 - 9.0 (3.511.4) 2.32(0.8-3.44) 3.88 9.0 6.7 Ar+ 71717719 4 59 .59 59 2.05 3.18 0.0 (3.512.5) 2.42(0.8-3.88) 414 0.0 7.0 At
7 7 4 - - 1.84 1.84 6.32 - 10.0 (3.5-12.5) 2.81(0.8-3.88) 3.56 10.0 6.6 A+ 7 7 7 9 8 .46 .46 .46 1.88 3.74 0.0 (3.5-12.5) 2.40 (0.8-3.88) 4.17 0.0 6.9 A+
7 9 2 - - 2.00 2.50 3.50 - 8.0 (3.5-10.0) 1.90 (0.8-2.85) 4.21 8.0 6.7 A+ 7 7 7 9 4 30 30 30 1.67 4.43 0.0 (3.5-12.5) 2.38 (0.8-3.88) 4.21 0.0 6.9 A+t
AEEE: e 1] e i e L
. . . 5 5 o . 5 T
7139 4 | - - 1.75 2.25 6.00 - 10.0 (3.5-12.5) 2.80(0.83.88) 3.57 10.0 6.6 Ar+ 7717 2 [ 18 37 37 37 235 3.54 0.0 (3.5712.5) 2.39(0.8-3.88) 419 0.0 6 At+
7 2 2 - 2.00 3.50 3.50 - 9.0 (3.5-11.1) 2.27 (0.8-3.29) 3.97 9.0 6.7 At+ 7 7 7 4 4 43 43 43 2.86 2.86 0.0 (3.5-12.5) 2.40 (0.8-3.88) 4.17 0.0 6 At+
7 2 4 - - 2.00 3.50 4.00 - 9.5 (3.5-11.8) 2.50 (0.8-3.59) 3.80 9.5 6.7 A+t 7 7 7 4 8 32 32 32 2.64 3.40 0.0 (3.5-12.5) 2.38 (0.8-3.88) 4.20 0.0 6 A+t
7 218 - 1.89 3.24 4.87 - 0.0 (3.512.5) 2.81(0.8-3.88) 3.56 0.0 6.6 At+ 7171919739 70 70 2.20 2.20 2.20 0.0 (3.512.5) 2.43(0.8-3.88) 412 0.0 7 At
7 2 24 - - 1.63 2.79 5.58 - 0.0 (3.5-12.5) 2.79 (0.8-3.88) 3.59 0.0 6.6 At+ 7 7 9 9 2 .59 .59 .05 2.05 272 0.0 (3.5-12.5) 2.42 (0.8-3.88) 4.4 0.0 7. At+
7 4 14 - - 00 4.00 4.00 - 0.0 (3.5-12.5) 2.81(0.8-3.88) 3.56 0.0 6.6 A+ 7 7 9 9 4 52 52 96 1.96 3.04 0.0 (3.5-12.5) 2.41(0.8-3.88) 4.15 0.0 6 A+
AR e ] e Y,
. . . . B o . 5 T
7 8 [ 18 | - - 62 419 419 - 0.0 (3.512.5) 2.79(0.8-3.88) 3.59 0.0 6.6 Ar+ 5Room 71719 2 [ 14 43 43 84 2.45 2.85 0.0 (3.512.5) 2.40(0.8-3.88) 417 0.0 6 Ar+
7 8 | 24 - 43 3.67 4.90 - 0.0 (3.5-12.5) 2.77 (0.8-3.88) 3.61 0.0 6.5 At+ 7 7 9 2 8 32 .32 .70 2.26 3.40 0.0 (3.5-12.5) 2.38 (0.8-3.88) 4.20 0.0 6. At+
9 - - 2.50 2.50 2.50 - - 7.5 (3.5-9.6) 1.74 (0.8-2.70) 4.30 75 6.7 At++ 7 7 9 4 4 37 37 76 2.75 2.75 0.0 (3.5-12.5) 2.39 (0.8-3.88) 4 0.0 6.9 A+
2 2.50 2.50 3.50 8.5 (3.5-10.7) 2.10 (0.8-3.15) 4.05 8.5 6.7 Ar+ 77 121212 40 40 2.40 2.40 2.40 0.0 (3.5-12.5) 2.39(0.8-3.88) 4 0.0 6.9 Ar+
4 - - 2.50 2.50 4.00 - - 9.0 (3.5-11.4) 2.32 (0.8-3.44) 3.88 9.0 6.7 A+ 7 7 12 2 4 35 35 231 2.31 2.68 0.0 (3.5-12.5) 2.39 (0.8-3.88) 4. 0.0 6.9 A+
8 [ - - 2.50 2.50 5.00 - - 10.0 (3.5-12.5) 2.81(0.8-3.88) 3.56 10.0 6.6 Ar+ 7 | 7 [ 12 14 | 14 30 30 2.22 2.59 2.59 0.0 (3.512.5) 2.38(0.8-3.88) 4. 0.0 6.9 Ar+
4 2.14 214 5.72 - 10.0 (3.5-12.5) 2.79 (0.8-3.88) 3.58 10.0 6.6 At+ 7 9 9 9 9 .64 .09 2.09 2.09 2.09 0.0 (3.5-12.5) 2.42(0.8-3.88) 4.13 0.0 7.0 At+
3 Room 2 2 - - 2.50 50 3.50 - - 9.5 (3.5-11.8) 2.50 (0.8-3.59) 3.80 9.5 6.7 A+ 7 9 9 9 2 52 .96 96 96 2.60 0.0 (3.5-12.5) 2.41 (0.8-3.88) 4.15 0.0 6.9 A+
2 [ 1h | - - 2.50 50 4.00 - - 0.0 (3.512.5) 2.81(0.8-3.88) 3.56 0.0 6.6 Ar+ 71919719 4 46 .88 .88 .88 2.90 0.0 (3.512.5) 2.40(0.8-3.88) 417 0.0 6.9 At+
2 8 - - 2.31 08 4.61 - 0.0 (3.5-12.5) 2.80 (0.8-3.88) 3.57 0.0 6.6 At+ 7 9 9 9 8 35 73 73 73 3.46 0.0 (3.5-12.5) 2.39 (0.8-3.88) 4.19 0.0 6.9 A+
2 24 - - 2.00 2.67 533 - - 0.0 (3.5-12.5) 2.78 (0.8-3.88) 3.60 0.0 6.5 At+ 7 9 9 2 2 42 84 84 2.45 2.45 0.0 (3.5-12.5) 2.40 (0.8-3.88) 4.17 0.0 6.9 A+t
4| 14 2.4 378 3.78 - 0.0 (3.512.5) 2.81(0.8-3.88) 3.56 0.0 6.6 Ar+ 7 19139 2 [ 14 37 76 76 235 2.76 0.0 (3.5-12.5) 2.39(0.8-3.88) 419 0.0 6.9 At+
4 18 - - 2.20 3.41 4.39 - - 0.0 (3.5-12.5) 2.79 (0.8-3.88) 3.58 0.0 6.6 At+ 7 9 9 4 4 32 .70 70 2.64 2.64 0.0 (3.5-12.5) 2.38 (0.8-3.88) 4.20 0.0 6.9 A+
4 [ 26 | - - 1.91 2.98 511 - - 0.0 (3.512.5) 2.78 (0.8-3.88) 3.60 0.0 6.5 Ar+ 791w l1212 34 73 231 231 231 0.0 (3.512.5) 2.39(0.8-3.88) 419 0.0 6.9 At+
8 18 2.00 4.00 4.00 - 0.0 (3.5-12.5) 2.78 (0.8-3.88) 3.60 0.0 6.5 At+ 7 9 12 2 4 30 .67 2.22 2.22 2.59 0.0 (3.5-12.5) 2.38 (0.8-3.88) 4.21 0.0 6.9 A+
9 8 4 - - 1.76 3.53 4.71 - - 0.0 (3.5-12.5) 2.76 (0.8-3.88) 3.62 0.0 6.5 At+ 9 9 9 9 9 .00 00 00 00 2.00 0.0 (3.5-12.5) 2.41 (0.8-3.88) 4.15 0.0 7.0 A+t
2212 - - 333 333 333 - 0.0 (3.512.5) 2.81(0.8-3.88) 3.56 0.0 6.6 Ar+ 9 9979 2 .88 88 .88 .88 2.48 0.0 (3.512.5) 2.40(0.8-3.88) 417 0.0 6.9 A+t
2 2 4 - - 3.16 3.16 3.68 - - 0.0 (3.5-12.5) 2.81(0.8-3.88) 3.56 0.0 6.6 At+ 9 9 9 9 4 .80 80 .80 80 2.80 0.0 (3.5-12.5) 2.39 (0.8-3.88) 4.18 0.0 6.9 At+
2 2 8 - - 2.86 2.86 4.28 - - 0.0 (3.5-12.5) 2.79 (0.8-3.88) 3.58 0.0 6.6 At+ 9 9 9 9 8 67 67 67 67 3.32 0.0 (3.5-12.5) 2.38 (0.8-3.88) 4.21 0.0 6.9 At+
2 [ 12 | 2 - 2.50 2.50 5.00 - 0.0 (3.512.5) 2.77 (0.8-3.88) 3.61 0.0 6.5 Ar+ 9[9[ 91212 76 76 76 2.36 2.36 0.0 (3.5-12.5) 2.39(0.8-3.88) 419 0.0 6.9 A+t
2 4 14 - - 3.00 3.50 3.50 - - 0.0 (3.5-12.5) 2.80 (0.8-3.88) 3.57 0.0 6.6 A+ 9 9 9 12 4 .70 .70 .70 2.26 2.64 0.0 (3.5-12.5) 2.38 (0.8-3.88) 4.20 0.0 6.9 A+t
2 [ 04 [ 18 - - 2.73 318 4.09 - - 0.0 (3.512.5) 2.79 (0.8-3.88) 3.59 0.0 6.6 Ar+ 9[9[ [12]12 67 67 2.22 2.22 2.22 0.0 (3.5712.5) 2.38(0.8-3.88) 4.21 0.0 6.9 At+
I T e T - - kel s - = - A Note: +7:7000Btu/h / 9:9000Btu/h / 12:120008tu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models
2 8 | 24 | - - 222 333 4.45 - - 0.0 (3.5-12.5) 2.75 (0.8-3.88) 3.64 0.0 6.5 A+ «The above is the value for connecting with Wall Mounted type.
P I T 333 333 3.33 - 0.0 (3.5-12.5) 279 (0.8-3.88) 3.58 0.0 6.6 A+ +2 or more indoor units should be connected.
4 4 18 - - 3.04 3.04 3.92 - - 0.0 (3.5-12.5) 2.78 (0.8-3.88) 3.60 0.0 5 A++ «Coolin ty is based 27°CDB/19°CWB (ind t ture), 35°CDB (outd b ture)
T T 569 569 ") 00035125 97508388 36 00 z Arr ooling capacity is based on indoor temperature), outdoor temperature).
A 8 18 - - 2.80 3.60 3.60 B B 0.0 (3.5-12.5) 2.76 (0.8-3.88) 362 0.0 5 At Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
8 [ 1818 - - 3.33 333 3.33 - 0.0 (3.5-12.5) 2.75 (0.8-3.88) 3.64 0.0 5 At «The Total ability of connected indoor unit is up to 54000Btu from 27000Btu.
7 7 7 7 - 2.00 2.00 2.00 2.00 - 8.0 (3.5-10.0) 1.84 (0.8-2.85) 4.34 8.0 6.8 At+
7 7 7 9 - 2.00 2.00 2.00 2.50 - 8.5 (3.5-10.7) 2.00 (0.8-3.15) 4.25 8.5 6.8 A+t
7717 2 - 2.00 2.00 2.00 3.50 9.5(3.5-11.8) 2.32(0.8-3.59) 410 9.5 6.8 Ar+
7 7 7 4 - 2.00 2.00 2.00 4.00 - 10.0 (3.5-12.5) 2.50 (0.8-3.88) 4.00 10.0 6.8 A+
71717 8 | - 1.79 1.79 1.79 4.63 - 10.0 (3.5-12.5) 2.49(0.8-3.88) 4.01 10.0 6.8 A+t
77 7 [ ] - 1.56 1.56 1.56 532 10.0 (3.5-12.5) 2.47 (0.8-3.88) 4.05 10.0 6.7 Ar+
7 7 9 9 - 2.00 2.00 2.50 2.50 - 9.0 (3.5-11.4) 2.17 (0.8-3.44) 4.15 9.0 6.8 A+t
71719 2 - 00 2.00 2.50 3.50 - 0.0 (3.5-12.5) 2.50(0.8-3.88) 4.00 0.0 6.8 Ar+
7 7 9 4 - 89 1.89 2.43 3.79 0.0 (3.5-12.5) 2.50 (0.8-3.88) 4.00 0.0 6.8 At+
7 7 9 8 - 71 171 2.20 4.38 - 0.0 (3.5-12.5) 2.49 (0.8-3.88) 4.02 0.0 6.8 A+t
77139 4| - 49 49 1.91 511 0.0 (3.5-12.5) 2.46 (0.8-3.88) 4.06 0.0 6.7 Ar+
7 7 2 2 - 84 84 3.16 3.16 - 0.0 (3.5-12.5) 2.49 (0.8-3.88) 4.01 0.0 6.8 A+t
717 2 [ 14| - 75 75 3.00 3.50 - 0.0 (3.5-12.5) 2.49 (0.8-3.88) 4.02 0.0 8 Ar+
77 218 | - 59 59 2.73 4.09 0.0 (3.5-12.5) 2.48(0.8-3.88) 4.04 0.0 8 Ar+
7 7 2 24 - 40 40 2.40 4.80 - 0.0 (3.5-12.5) 2.46 (0.8-3.88) 4.07 0.0 7 A++
717 4| 14 67 67 333 333 0.0 (3.512.5) 2.48(0.8-3.88) 4.03 0.0 8 Ar+
7 7 4 18 - 52 52 3.04 3.92 - 0.0 (3.5-12.5) 2.47 (0.8-3.88) 4.05 0.0 6.7 A++
7 7 4 | 24 - 35 35 2.69 4.61 - 0.0 (3.5-12.5) 2.45 (0.8-3.88) 4.08 0.0 7 At+
7|7 8 | 18 40 40 3.60 3.60 0.0 (3.512.5) 2.46 (0.8-3.88) 4.07 0.0 7 Ar+
7 9 9 - 00 2.50 2.50 2.50 - 9.5 (3.5-12.1) 2.35 (0.8-3.74) 4.05 9.5 8 A+
7 19 2 - 89 2.43 2.43 3.25 - 0.0 3.512.5) 2.50(0.8-3.88) 4.00 0.0 8 Ar+
7 9 4 79 2.31 2.31 3.59 0.0 (3.5-12.5) 2.49 (0.8-3.88) 4.01 0.0 6.8 At+
7 8 - 63 2.09 2.09 4.19 - 0.0 (3.5-12.5) 2.48 (0.8-3.88) 4.03 0.0 6.8 A+
7 4| - 43 1.84 1.84 4.89 - 0.0 (3.512.5) 2.46 (0.8-3.88) 4.07 0.0 6.7 Ar+
7 2 2 - 75 2.25 3.00 3.00 - 0.0 (3.5-12.5) 2.49 (0.8-3.88) 4.02 0.0 6.8 A+
7 2 4 - 67 2.14 2.86 33 - 0.0 (3.5-12.5) 2.48(0.8-3.88) 4.03 0.0 8 A+
7 2 8| - 52 1.96 2.61 39 0.0 (3.5-12.5) 2.47 (0.8-3.88) 4.05 0.0 7 Ar+
7 2 24 - 35 1.73 2.31 4.6 - 0.0 (3.5-12.5) 2.45 (0.8-3.88) 4.08 0.0 7 A+
7 4 16 | - 59 2.05 318 31 - 0.0 (3.512.5) 2.48(0.8-3.88) 4.04 0.0 8 Ar+
7 4 18 46 88 2.92 3.74 0.0 (3.5-12.5) 2.46 (0.8-3.88) 4.06 0.0 7 At+
4 Room 7 9 4 4 - 30 67 2.59 444 - 0.0 (3.5-12.5) 2.44 (0.8-3.88) 4.10 0.0 7 At++
7 19 8 [ 18 | - 35 73 3.46 3.46 - 0.0 (3.512.5) 2.45 (0.8-3.88) 4.08 0.0 7 Ar+
7 2 2 2 - 63 279 2.79 279 - 0.0 (3.5-12.5) 2.48 (0.8-3.88) 4.03 0.0 8 At+
7 2 2 4 - 56 2.67 2.67 3.10 - 0.0 (3.5-12.5) 2.47 (0.8-3.88) 4.05 0.0 6.7 At+
7 2 [ 1218 43 2.45 2.45 367 - 0.0 (3.512.5) 2.46 (0.8-3.88) 4.07 0.0 6.7 Ar+
7 2 4 4 - 49 2.55 2.98 2.98 - 0.0 (3.5-12.5 2.46 (0.8-3.88) 4.06 0.0 6.7 At+
7 2 [ 04 [ 18 - 37 2.35 2.75 3.53 - 0.0 (3.512.5 2.45 (0.8-3.88) 4.08 0.0 7 Ar+
7 4 4 4 42 2.86 2.86 2.86 - 0.0 (3.5-12.5 2.46 (0.8-3 4.07 0.0 7 At+
7 4 4 8 - 32 2.64 2.64 3.40 - 0.0 (3.5-12.5 2.44 (0.8-3.88) 4.09 0.0 7 At+
919 9 2.50 2.50 2.50 2.50 - 0.0 (3.512.5 2.50(0.8-3.88) 4.00 0.0 8 Ar+
9 9 2 2.31 231 2.31 3.07 - 0.0 (3.5-12.5 2.49 (0.8-3.88) 4.01 0.0 6.8 At+
9 9 4 - 2.20 2.20 2.20 3.40 - 0.0 (3.5-12.5) 2.49 (0.8-3.88) 4.02 0.0 6.8 At+
919 8 2.00 2.00 2.00 4.00 0.0 (3.512.5) 2.47 (0.8-3.88) 4.05 0.0 6.7 Ar+
9 9 4 - 1.76 1.76 1.76 4.72 - 0.0 (3.5-12.5) 2.45 (0.8-3.88) 4.08 0.0 6.7 At+
9 2 [ 12| - 2.14 2.14 2.86 2.86 - 0.0 (3.512.5) 2.48(0.8-3.88) 4.03 0.0 6.8 Ar+
9 2 4 2.05 2.05 273 3.17 0.0 (3.5-12.5) 2.48 (0.8-3.88) 4.04 0.0 6.8 At+
9 2 8 - 1.88 88 2.50 3.74 - 0.0 (3.5-12.5) 2.46 (0.8-3.88) 4.06 0.0 6.7 At+
2 | 24 67 67 2.22 444 0.0 (3.512.5) 2.44(0.8-3.88) 410 0.0 6.7 Ar+
4 4 - 96 96 3.04 3.04 - 0.0 (3.5-12.5) 2.47 (0.8-3.88) 4.05 0.0 6.7 At+
418 | - 80 80 2.80 3.60 - 0.0 (3.512.5) 2.46 (0.8-3.88) 4.07 0.0 7 Ar+
8 8 67 67 333 333 - 0.0 (3.5-12.5) 2.44 (0.8-3.88) 4.10 0.0 7 At+
2 2 2 - 99 2.67 2.67 2.67 - 0.0 (3.5-12.5) 2.47(0.8-3.88) 4.05 0.0 7 At+
2 [ 12 [ 4| - Ell 2.55 2.55 2.99 - 0.0 (3.512.5) 2.46 (0.8-3.88) 4.06 0.0 7 Ar+
2 2 8 - 76 235 235 3.54 - 0.0 (3.5-12.5) 2.45 (0.8-3.88) 4.08 0.0 7 At+
2 4 4 - 83 2.45 2.86 2.86 - 0.0 (3.5-12.5) 2.46 (0.8-3.88) 4.07 0.0 6.7 At+
9 2 [ 14 |18 70 2.26 2.64 3.40 - 0.0 (3.512.5) 2.44(0.8-3.88) 4.09 0.0 6.7 Ar+
9 4 4 4 - 75 275 2.75 2.75 - 0.0 (3.5-12.5) 2.45 (0.8-3.88) 4.08 0.0 6.7 At+
2 [ [ 212 - 2.50 2.50 2.50 2.50 - 0.0 (3.512.5) 2.46 (0.8-3.88) 4.06 0.0 6.7 Ar+
2 2 2 4 2.40 2.40 2.40 2.80 - 0.0 (3.5-12.5) 2.46 (0.8-3.88) 4.07 0.0 6.7 At+
2 2 2 8 - 2.22 2.22 2.22 3.34 - 0.0 (3.5-12.5) 2.44 (0.8-3.88) 4.10 0.0 6.7 At+
2 [ 12 [ 14 | 14 231 231 2.69 2.69 - 0.0 (3.512.5) 2.45 (0.8-3.88) 4.08 0.0 6.7 Ar+
2 4 4 4 2.23 2.59 2.59 2.59 0.0 (3.5-12.5) 2.44 (0.8-3.88) 4.10 0.0 6.7 At+

Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models
*The above is the value for connecting with Wall Mounted type.
+2 or more indoor units should be connected.
«Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
118 *The Total ability of connected indoor unit is up to 54000Btu from 27000Btu. 119



PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 5 Rooms-Heating

5 Rooms Multi heating 5 Rooms Multi heating
HEATING OPERATION HEATING OPERATION
Combination Heating Capacity . Seasonal Data Combination Heating Capacity (1= Seasonal Data
ACHG36LBLAS of Indoor Unit Room1 | Room2 | Room3 | Room4 | Room5 | Total Capacity (min-max) InpUtkowerltiminamax) cop Pdesign scop Energy QUHCGEHES of Indoor Unit Room1 | Room2 | Room3 | Room4 | Room 5 ‘ Total Capacity (min-max) (T e ) cop Pdesign scop Energy
kw kw kW kw kW kW kw kw efficiency class kw kW kw kw kW \ kw kw kw efficiency class
7 | 2 - 2.40 8.40 - - - 0.8 (3.5-12.4) 2.97 (0.7-3.34) 3.64 9 39 A 717 171717 2.40 2.40 2.40 2.40 2.40 2.0 3.5-14.0) 2.79 (0.7-3.82) 4.30 9.0 4 A+
9 24 - - - 3.00 8.40 - - 1.4 (3.5-13.2) 3.15(0.7-3.58) 3.62 .0 3.9 A 7 7 7 7 9 2.27 2.27 2.27 2.27 2.92 2.0 (3.5-14.0) 279 (0.7-3.82) 4.30 9.0 4.4 A+
2 [ 2 | - - - 4.00 8.00 - - - 2.0 (3.5-14.0) 3.34(0.7-3.82) 3.59 0 4.0 A+ 2 A A 2 210 2.0 2.10 210 3.60 2.0 (3.5-14.0) 2.78(0.7-3.82) 431 9.0 4 A+
2 Room 4| 24 442 7.58 2.0 (3.5-14.0) 3.33(0.73.82) 3.60 .0 4.0 A+ 7171717 4 | 2.00 2.00 2.00 2.00 4.00 2.0 (3.5-14.0) 2.78 (0.7-3.82) 4.32 9.0 [ A+
8 18 - - - 6.00 6.00 - - 2.0 (3.5-14.0) 3.34 (0.7-3.82) 3.59 .0 4.0 A+ 7 7 7 7 8 1.83 1.83 1.83 1.83 4.68 2.0 (3.5-14.0 2.77(0.7-3.82) 4.33 9.0 4.4 A+
8 | 24 | - - - 514 6.86 - - 2.0 (3.514.0) 3.32(0.73.82) 3.61 .0 4.0 Ar 7 7 7 17 [2 1.62 1.62 1.62 1.62 5.52 2.0 (3.514.0 2.76 (0.7-3.82) 434 9.0 [ A+
24 | 24 - - 6.00 6.00 - - 2.0 (3.5-14.0) 3.31(0.7-3.82) 3.62 .0 4.0 A+ 7 7 7 9 9 2.15 2.15 2.15 2.77 2.77 2.0 (3.5-14.0 2.78 (0.7-3.82) 4.31 9.0 4.4 A+
7 7 14 - - 2.40 2.40 4.80 - - 9.6 (3.5-11.2) 2.45 (0.7-2.98) 3.92 .8 4.0 A+ 7 7 7 9 2 00 00 00 2.57 3.43 2.0 (3.5-14.0 2.78 (0.7-3.82) 4.32 9.0 4.4 A+
7 7 18] - - 2.40 2.40 6.00 - 10.8 (3.5-12.8) 2.80 (0.7-3.46) 3.86 .0 4.0 A+ 71717719 4 91 91 91 2.45 3.82 2.0 (3.5-14.0 2.78 (0.7-3.82) 4.32 9.0 [ A+
7 7 4 - - 2.21 2.21 7.58 - - 12.0 (3.5-14.0) 3.14 (0.7-3.82) 3.82 .0 4.0 A+ 7 7 7 9 8 .75 .75 .75 2.25 4.50 2.0 (3.5-14.0 2.77(0.7-3.82) 4.33 9.0 4.4 A+
719 2] - - 2.40 3.00 4.20 - - 9.6 (3.5-11.2) 2.45 (0.7-2.98) 3.92 8 4.0 Ar 717171739 4 56 56 56 2.00 532 2.0 (3.5-14.0 2.76 (0.7-3.82) 435 9.0 Ld A+
719 4 2.40 3.00 4.80 10.2 (3.5-12.0) 2.63(0.7-3.22) 3.88 9 4.0 A+ 7717 212 87 87 .87 3.20 3.20 2.0 (3.5-14.0 2.77(0.7-3.82) 4.33 9.0 4 A+
7 9 8 - - 2.40 3.00 6.00 - - 11.4 (3.5-13.6) 2.97 (0.7-3.70) 3.84 0 4.0 A+ 7 7 7 2 4 79 79 79 3.06 3.57 2.0 (3.5-14.0 2.77(0.7-3.82) 4.33 9.0 4.4 A+
7139 4 | - - 2.10 2.70 7.20 - 12.0 (3.514.0) 3.13(0.73.82) 3.83 .0 4.0 A+ 7717 2 [ 18 65 65 65 2.82 4.23 2.0 (3.514.0 2.76 (0.7-3.82) 434 9.0 4 A+
7 2 2 - - 2.40 4.20 4.20 - 10.8 (3.5-12.4) 2.79 (0.7-3.34) 3.87 8.9 4.0 A+ 7 7 7 4 4 71 71 71 3.43 3.43 2.0 (3.5-14.0 2.76 (0.7-3.82) 4.34 9.0 4.4 A+
7 2 4 - - 2.40 4.20 4.80 - - 11.4 (3.5-13.2) 2.96 (0.7-3.58 3.85 9.0 4.0 A+ 7 7 7 4 8 .58 58 58 3.17 4.09 2.0 (3.5-14.0 2.76 (0.7-3.82) 4.35 9.0 4.4 A+
7 2 18| - - 2.27 3.89 5.84 - 2.0 3.514.0) 314 (0.7-3.82 3.82 9.0 4.0 A+ 7171919739 .05 05 2.63 2.63 2.63 2.0 (3.5-14.0 2.78 (0.7-3.82) 431 9.0 [ A+
7 2 | 24 - - 1.95 335 6.70 - 2.0 (3.5-14.0) 3.13(0.7-3.82 3.83 9.0 4.0 A+ 7 7 9 9 2 91 91 2.45 2.45 3.28 2.0 (3.5-14.0 2.78 (0.7-3.82) 4.32 9.0 4.4 A+
7 4 [ 14 | - - 2.40 4.80 4.80 - 2.0 (3.5-14.0) 3.14(0.7-3.82 3.82 9.0 4.0 A+ 7 1719179 4 .83 83 2.35 235 3.64 2.0 (3.5-14.0 2.77(0.7-3.82) 433 9.0 4d Ar
7 4| 18 215 431 5.54 2.0 (3.514.0) 3.13 (0.73.82 3.83 9.0 4.0 A+ 717197179 8 68 68 2.16 2.16 4.32 2.0 (3.5-14.0 2.76 (0.7-3.82) 434 9.0 4 A+
7 4 | 24 - - 87 3.73 6.40 - 2.0 (3.5-14.0) 3.13(0.7-3.82 3.84 9.0 4.0 A+ 7 7 9 2 2 79 79 2.30 3.06 3.06 2.0 (3.5-14.0 2.77(0.7-3.82) 4.33 9.0 4.4 A+
7 8 [ 18 | - - 96 5.02 5.02 - 2.0 3.514.0) 3.13(0.73.82) 3.83 9.0 4.0 A+ 5Room 71719 2 [ 14 71 71 2.20 2.94 3.44 2.0 (3.514.0 2.76 (0.7-3.82) 434 9.0 4. A+
7 8 | 24 - 71 4.41 5.88 - 2.0 (3.5-14.0) 3.13 (0.7-3.82) 3.84 9.0 4.0 A+ 7 7 9 2 8 58 .58 2.04 2.72 4.08 2.0 (3.5-14.0 2.76 (0.7-3.82) 4.35 9.0 4.4 A+
9 - - 3.00 3.00 3.00 - - 9.0 (3.5-10.8) 2.29 (0.7-2.86) 3.93 8 4.0 A+ 7 7 9 4 4 65 65 2.12 3.29 3.29 2.0 (3.5-14.0 2.76 (0.7-3.82) 4.34 9.0 4.4 A+
2 - 3.00 3.00 4.20 - 0.2 (3.512.0) 2.63(0.7-3.22) 3.88 9 4.0 Ar 77 [ 121212 .68 68 2.88 2.88 2.88 2.0 (3.514.0) 2.76 (0.7-3.82) 4.34 0 b A+
4 - - 3.00 3.00 4.80 - - 0.8 (3.5-12.8) 2.80 (0.7-3.46) 3.86 .0 4.0 A+ 7 7 12 2 4 .62 .62 2.77 277 3.22 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.34 0 4.4 A+
8 | - - 3.00 3.00 6.00 - - 2.0 (3.514.0) 3.14(0.73.82) 3.82 .0 4.0 Ar 7 | 7 [ 12 14 [ 14 .56 .56 2.66 311 311 2.0 (3.514.0) 2.76 (0.7-3.82) 4.35 0 4 Ar
4 - - 2.57 2.57 6.86 2.0 (3.5-14.0) 3.13(0.7-3.82) 3.83 .0 4.0 A+ 7 9 9 9 9 .96 2.51 2.51 2.51 2.51 2.0 (3.5-14.0) 2.78 (0.7-3.82) 4.32 0 4.4 A+
3 Room 2 2 - - 3.00 4.20 4.20 - - 1.4 (3.5-13.2) 2.96 (0.7-3.58) 3.85 .0 4.0 A+ 7 9 9 9 2 83 235 2.35 235 3.12 2.0 (3.5-14.0) 2.77 (0.7-3.82) 4.33 .0 4.4 A+
2 [ 16 [ - - 3.00 4.20 4.80 - - 2.0 (3.514.0) 3.14(0.73.82) 3.82 .0 4.0 Ar 71919719 4 75 2.25 2.25 2.25 3.50 2.0 (3.514.0) 2.77(0.7-3.82) 4.33 0 4 A+
9 2 8 - - 2.77 3.69 5.54 - 2.0 (3.5-14.0) 3.13(0.7-3.82) 3.83 .0 4.0 A+ 7 9 9 9 8 62 2.08 2.08 2.08 4.14 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.34 9.0 4.4 A+
9 2 [ 26 | - - 2.40 3.20 6.40 - - 2.0 (3.5-14.0) 3.13(0.7-3.82) 3.84 0 4.0 A+ 719179 2 [ 12 72 2.20 2.20 2.94 2.94 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.34 9.0 Lb A+
G 16 | - - 2.92 4.54 4.54 - 2.0 (3.514.0) 314 (0.7-3.82) 3.82 .0 4.0 A+ 7197139 2 [ 14 65 2.12 2.12 2.82 3.29 2.0 (3.514.0) 2.76 (0.7-3.82) 4.34 9.0 44 A+
4 18 - - 2.63 410 5.27 - - 2.0 (3.5-14.0) 3.13(0.7-3.82) 3.83 .0 4.0 A+ 7 9 9 4 4 .58 2.04 2.04 3.17 3.17 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.35 9.0 4.4 A+
G| 24 | - - 2.30 3.57 6.3 - - 2.0 (3.514.0) 3.13(0.73.82) 3.84 .0 4.0 Ar 71912 l12]12 61 2.08 2.77 2.77 2.77 2.0 (3.514.0) 2.76 (0.7-3.82) 4.34 9.0 [ A+
8 18 - - 2.40 4.80 4.80 - 2.0 (3.5-14.0) 3.13(0.7-3.82 3.84 0 4.0 A+ 7 9 12 2 4 56 2.00 2.67 2.67 3.10 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.35 9.0 4.4 A+
8 4 - - 2.12 4.24 5.64 - - 2.0 (3.5-14.0) 12 (0.7-3.82 3.85 .0 4.0 A+ 9 9 9 9 9 2.40 2.40 2.40 2.40 2.40 2.0 (3.5-14.0) 2.77 (0.7-3.82) 4.33 9.0 4.4 A+
222 - - 4.00 4.00 4.00 - 2.0 3.514.0) 14.(0.7-3.82 3.82 .0 4.0 Ax 9 9979 2 [ 225 2.25 2.25 2.25 3.00 2.0 (3.514.0) 2.77(0.7-3.82) 4.33 9.0 4 A+
2 2 4 - - 3.79 3.79 4.42 - 2.0 (3.5-14.0) .14 (0.7-3.82 3.82 9.0 4.0 A+ 9 9 9 9 4 2.16 2.16 2.16 2.16 3.36 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.34 9.0 4.4 A+
2 2 8 - - 3.43 3.43 5.14 - - 2.0 (3.5-14.0) 3(0.7-3.82) 3.83 9.0 4.0 A+ 9 9 9 9 8 2.00 2.00 2.00 2.00 4.00 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.35 9.0 4.4 A+
2 [ 12 [ 26| - 3.00 3.00 6.00 - 2.0 (3.514.0) 3.13(0.7-3.82) 3.84 9.0 4.0 A+ 9[9[ 91212 2.12 2.12 212 2.82 2.82 2.0 (3.514.0) 2.76 (0.7-3.82) 4.34 9.0 44 A+
2 4 14 - - 3.60 4.20 4.20 - - 2.0 (3.5-14.0) 3.13(0.7-3.82) 3.83 9.0 4.0 A+ 9 9 9 12 4 2.04 2.04 2.04 2.72 3.16 2.0 (3.5-14.0) 2.76 (0.7-3.82) 4.35 9.0 4.4 A+
2 [ 14 [ 18 - - 3.27 3.82 4.91 - 2.0 (3.514.0) 3.13(0.73.82 3.83 9.0 4.0 A+ 9 [ 9 [ 12 [12[12] 200 2.00 2.67 2.67 2.67 2.0 (3.514.0) 2.76 (0.7-3.82) 4.35 9.0 [ A+
T S ——— - - — — — s — R Note: +7:7000Btu/h / 9:9000Btu/h / 12:120008tu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models
2 [ 18 | 24| - - 2.67 4.00 533 - 2.0 (3.514.0 3.12(0.73.82 3.85 9.0 4.0 A+ *The above is the value for connecting with Wall Mounted type.
G 16 [ 6] - | - 4.00 4.00 4.00 - 2.0 (3.514.0 313(0.73.82 3.83 9.0 4.0 A+ «2 or more indoor units should be connected.
2 2 ;E ggg ggg ggf gg gg 28 g’ 3 8;3 5} igg q_g 28 2: +Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature).
L8 [ 18 - - 336 432 432 - - 2.0 3.5-14.0) 3.13 (0.7-3.82) 3.84 0 4.0 A+ Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
8 [ 18|18 | - - 4.00 4.00 4.00 - - 2.0 (3.5-14.0) 3.12(0.7-3.82) 3.85 .0 4.0 At «The Total ability of connected indoor unit is up to 54000Btu from 27000Btu.
7 7 7 7 - 2.40 2.40 2.40 2.40 - 9.6 (3.5-11.2) 2.31(0.7-2.98) 4.16 .8 4.2 A+
71 717139 - 2.40 2.40 2.40 3.00 - 0.2 (3.5-12.0) 2.47(0.73.22) 413 9 4.2 A+
71717 2 - 2.40 2.40 2.40 4.20 1.4 (3.5-13.2) 2.79(0.7-3.58) 4.09 .0 4.2 A+
7 7 7 4 - 2.40 2.40 2.40 4.80 - 2.0 (3.5-14.0) 2.95 (0.7-3.82) 4.07 .0 4.2 A+
71717 8 | - 215 215 215 5.55 - 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 0 4.2 At
77 7 [ ] - 1.87 1.87 1.87 6.39 - 2.0 (3.5-14.0) 2.93(0.7-3.82) 410 .0 4.2 A+
7 7 9 9 - 2.40 2.40 3.00 3.00 - 0.8 (3.5-12.8) 2.64 (0.7-3.46) 4.09 .0 4.2 A+
71719 2 - 2.40 2.40 3.00 4.20 - 2.0 3.514.0) 2.95(0.7-3.82) 4.07 .0 4.2 Ar
7 7 9 4 - 2.27 2.27 2.92 4.54 2.0 (3.5-14.0) 2.95 (0.7-3.82) 4.07 .0 4.2 A+
7 7 9 8 - 2.05 2.05 2.63 5.27 - 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 0 4.2 A+
77139 4| - 1.79 1.79 230 6.12 2.0 (3.514.0) 2.93(0.7-3.82) 4.10 9.0 4.2 A+
7 7 2 2 - 2.21 2.21 3.79 3.79 - 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 9.0 4.2 A+
717 2 |14 | - 2.10 210 3.60 4.20 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 0 4.2 A¥
77 218 [ - 1.91 .91 3.27 491 2.0 (3.5-14.0) 2.93(0.7-3.82) 4.09 0 4.2 A+
7 7 2 | 24 - 1.68 1.68 2.88 5.76 - 2.0 (3.5-14.0) 2.92 (0.7-3.82) 411 .0 4.2 A+
717 4 | 14 00 2.00 4.00 4.00 - 2.0 (3.514.0) 2.93(0.73.82) 4.09 .0 4.2 Ar
7 7 4 18 - 83 83 3.65 4.69 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 4.10 .0 4.2 A+
717 4| 26 | - 62 62 3.23 5.53 - 2.0 (3.5-14.0) 2.92 (0.7-3.82) 411 0 4.2 Ar
77 8 [ 18 68 68 4.32 4.32 2.0 (3.514.0) 2.92(0.7-3.82) 411 .0 4.2 Ar
7 9 - 2.40 00 3.00 3.00 - 1.4 (3.5-13.6) 2.80 (0.7-3.70) 4.07 .0 4.2 A+
7 21 - 2.27 2.92 2.92 3.89 - 2.0 3.514.0) 2.95(0.7-3.82) 4.07 0 4.2 At
7 4 - 215 2.77 2.77 4.31 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 .0 4.2 A+
7 8 - 1.95 2.51 2.51 5.03 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 4.09 0 4.2 A+
7 4 - 171 2.20 2.20 5.89 - 2.0 (3.514.0) 2.92(0.7-3.82) 411 .0 4.2 At
7 2 2 - 2.10 2.70 3.60 3.60 - 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 .0 4.2 A+
7 2 4 - 00 2.57 3.43 4.00 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 4.09 0 4.2 A+
7 2 18| - 83 2.35 313 4.69 2.0 (3.5-14.0) 2.93(0.7-3.82) 410 .0 4.2 Ar
7 2 | 24 - 62 2.08 2.77 5.53 - 2.0 (3.5-14.0) 2.92 (0.7-3.82) 411 .0 4.2 A+
7 4 [ 16 | - 91 2.45 3.82 3.82 - 2.0 (3.514.0) 2.93(0.73.82) 4.09 0 4.2 At
7 4 18 - 75 2.25 3.50 4.50 2.0 (3.5-14.0) 2.93 (0.7-3.82) 4.10 .0 4.2 At
4 Room 7 9 4 4 - 56 2.00 3.11 533 - 2.0 (3.5-14.0) 2.91(0.7-3.82) 4.12 0 4.2 A+
7 19 8 [ 18 | - 62 2.08 415 415 - 2.0 (3.514.0) 2.92(0.73.82) 411 .0 4.2 At
7 2 2 2 - 95 3.35 3.35 3.35 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 4.09 .0 4.2 A+
7 2 [ 02 4] - 87 3.20 3.20 373 - 2.0 (3.5-14.0) 2.93(0.7-3.82) 410 0 4.2 A+
7 2 [ 2 [ 8 - 71 2.94 2.94 441 2.0 (3.514.0) 2.92(0.73.82) 411 .0 4.2 Ar
7 2 4 4 - 80 3.06 3.57 3.57 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 410 .0 4.2 A+
7 2 [ 04 [ 18 - 65 2.82 3.29 4.24 - 2.0 3.514.0) 2.92(0.73.82) 411 .0 4.2 Ar
7 4 4 4 - 71 3.43 3.43 3.43 2.0 (3.5-14.0) 2.92 (0.7-3.82) 4.11 .0 4.2 At
7 4 4 8 - 58 3.17 3.17 4.08 - 2.0 (3.5-14.0) 2.91(0.7-3.82) 4.12 0 4.2 A+
91919109 - 3.00 3.00 3.00 3.00 - 2.0 (3.514.0) 2.95(0.7-3.82) 4.07 .0 4.2 A
9 9 9 2 - 2.77 2.77 2.77 3.69 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 .0 4.2 A+
9 9 9 4 - 2.63 2.63 2.63 411 - 2.0 (3.5-14.0) 2.94 (0.7-3.82) 4.08 0 4.2 A+
9[99 8 - 2.40 2.40 2.40 4.80 2.0 (3.514.0) 2.93(0.7-3.82) 410 .0 4.2 A+
9 9 9 4 - 212 2.12 2.12 5.64 - 2.0 (3.5-14.0) 2.92 (0.7-3.82) 411 .0 4.2 A+
9 19 2 [ 12 - 2.57 2.57 3.43 3.43 - 2.0 (3.514.0) 2.93(0.73.82) 4.09 .0 4.2 Ar
9 9 2 4 - 2.45 2.45 3.27 3.83 2.0 (3.5-14.0) 2.93 (0.7-3.82) 4.09 .0 4.2 At
9 9 2 8 - 2.25 2.25 3.00 4.50 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 4.10 .0 4.2 At
2 | 24 2.00 2.00 2.67 533 - 2.0 (3.514.0) 2.91(0.7-3.82) 412 .0 4.2 Ar
4 4 - 2.35 235 3.65 3.65 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 410 .0 4.2 A+
418 | - 2.16 2.16 336 4.32 - 2.0 (3.514.0) 2.92(0.73.82) 411 0 4.2 At
8 8 - 2.00 2.00 4.00 4.00 - 2.0 (3.5-14.0) 2.91(0.7-3.82) 412 .0 4.2 A+
2 2 2 - 2.40 3.20 3.20 3.20 - 2.0 (3.5-14.0) 2.93 (0.7-3.82) 410 .0 4.2 A+
2 [ 12 [ 4| - 230 3.06 3.06 3.58 - 2.0 (3.514.0) 2.93(0.73.82) 410 .0 4.2 Ar
2 2 8 - 2.12 2.82 2.82 4.24 - 2.0 (3.5-14.0) 2.92 (0.7-3.82) 4.11 .0 4.2 A+
2 [ 04 [ 4] - 2.20 2.94 3.43 3.43 - 2.0 (3.5-14.0) 2.92 (0.7-3.82) 411 0 4.2 A+
9 2 [ 04 [ 18 - 2.04 2.72 3.17 4.07 - 2.0 (3.514.0) 2.91(0.7-3.82) 412 .0 4.2 Ar
9 4 4 4 - 2.13 3.29 3.29 3.29 - 2.0 (3.5-14.0) 2.92 (0.7-3.82) 411 .0 4.2 A+
2] - 3.00 3.00 3.00 3.00 - 2.0 (3.514.0) 2.93(0.73.82) 410 0 4.2 Ar
2 2 2 4 - 2.88 2.88 2.88 336 2.0 (3.5-14.0) 2.92 (0.7-3.82) 4.11 .0 4.2 A+
2 2 2 8 - 2.67 2.67 2.67 3.99 - 2.0 (3.5-14.0) 2.91(0.7-3.82) 4.12 .0 4.2 A+
2 [ 12 [ 4 [ 14| - 2.77 2.77 3.23 3.23 - 2.0 (3.514.0) 2.92(0.73.82) 411 .0 4.2 Ar
2 4 4 4 - 2.67 3.1 3.11 311 - 2.0 (3.5-14.0) 2.91(0.7-3.82) 4.12 .0 4.2 A+

Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models
*The above is the value for connecting with Wall Mounted type.
+2 or more indoor units should be connected.
«Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
120 *The Total ability of connected indoor unit is up to 54000Btu from 27000Btu. 121
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 6 Rooms-Cooling

6 Rooms Multi

cooling

COOLING OPERATION

Combination Cooling Capacity .

AUITEELAD of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Total Capacity (min-max) e Rz (fimEz) EER
kw kw kw kw kw kw kw kw

2 2 2 2 3.13 3.13 3.13 3.13 - - 2.5 (3.5-14.0) 3.75 (0.8-4.84) 3.33
2 2 2 | 14 3.00 3.00 3.00 3.50 - - 2.5(3.5-14.0) 3.74 (0.8-4.84) 3.34
2112 (1218 | - - 278 278 278 4.16 - - 25(3.5-14.0 3.71(0.8-4.84) 3.37
2 2 2 | 24 2.50 2.50 2.50 5.00 2.5 (3.5-14.0 3.68 (0.8-4.84) 3.40
2 (12 [ 1414 - 2.88 2.88 3.37 3.37 - - 25(3.5-14.0 3.73(0.8-4.84) 3.35
4 Room 2 2 4 | 18 - 2.68 2.68 313 4.01 - - 2.5 (3.5-14.0 3.70 (0.8-4.84) 3.38
2 (12 |14 | 24 2.42 2.42 2.82 4.84 2.5(3.5-14.0 3.67 (0.8-4.84) 3.41
212 18] 18 ] - - 250 2.50 3.75 375 - - 25(3.5-14.0 3.68 (0.8-4.84) 3.40
2 4 4 4 2.78 3.24 3.24 3.24 - 2.5 (3.5-14.0 3.71(0.8-4.84) 3.37
2 [ 14 [ 1418 ] - 2.59 3.02 3.02 3.87 2.5(3.5-14.0 3.69 (0.8-4.84) 3.39
2 [ 14 |18 | 18 | - - 2.42 2.82 3.63 3.63 - - 25(3.5-14.0 3.67 (0.8-4.84) 3.41
7 7 7 7 7 2.00 2.00 2.00 2.00 2.00 0.0 (3.5-11.1) 2.44 (0.8-3.13) 4.10
7 7 7 719 - 2.00 2.00 2.00 2.00 2.50 - 10.5 (3.5-11.8) 272 (0.8-3.51) 3.86
7 7 7 7 2 - 2.00 2.00 2.00 2.00 3.50 - 11.5 (3.5-12.7) 3.18 (0.8-4.08) 3.62
7171717 4 2.00 2.00 2.00 2.00 4.00 2.0 (3.5-13.4) 3.41 (0.8-4.46) 3.52
71717 7 8| - 1.90 1.90 1.90 1.90 490 - 2.5(3.5-14.0) 3.65(0.8-4.84) 3.42
7 7 7 7 | 24 1.68 1.68 1.68 1.68 5.78 2.5 (3.5-14.0) 3.61 (0.8-4.84) 3.46
71717919 2.00 2.00 2.00 2.50 2.50 1.0 (3.5-12.4) 2.98 (0.8-3.89) 3.69
7171719 2| - 2.00 2.00 2.00 2.50 3.50 - 20(3.5-13.4 3.41 (0.8-4.46) 3.52
7 7 7 9 4 2.00 2.00 2.00 2.50 4.00 2.5 (3.5-14.0 3.67 (0.8-4.84) 3.41
717 719 8 [ - .82 .82 .82 234 470 - 2.5(3.5-14.0 3.64 (0.8-4.84) 3.43
7 7 7 9 4 - .62 .62 .62 2.08 5.56 - 2.5 (3.5-14.0 3.60 (0.8-4.84) 3.47
71717 2112 .94 .94 .94 334 3.34 2.5(3.5-14.0 3.65 (0.8-4.84) 3.42
71717 2 [ 14 ] - 86 86 86 3.19 3.73 - 2.5(3.5-14.0 3.64 (0.8-4.84) 3.43
7 7 7 2 8 - 72 72 72 2.94 4.40 2.5 (3.5-14.0 3.62 (0.8-4.84) 3.45
7 717 2 [ 26 ] - 54 54 .54 2.63 5.25 - 2.5(3.5-14.0 3.58 (0.8-4.84) 3.49
7 7 7 4 | 14 - 79 79 79 3.57 3.57 - 2.5 (3.5-14.0) 3.63 (0.8-4.84) 3.44
7 7 7 4 | 18 .65 .65 .65 330 4.25 - 2.5 (3.5-14.0) 3.60 (0.8-4.84) 3.47
7 717 4| 26 | - 48 .48 .48 2.97 5.09 - 2.5 (3.5-14.0) 3.57(0.8-4.84) 3.50
7 7 7 8 |18 - 54 54 54 3.94 3.94 - 2.5 (3.5-14.0) 3.58 (0.8-4.84) 3.49
7 719919 2.00 2.00 2.50 2.50 2.50 - 1.5 (3.5-13.0) 3.24(0.8-4.27) 3.55
71719159 2| - 00 00 2.50 2.50 350 - 2.5(3.5-14.0) 3.67(0.8-4.84) 3.41
7 7 9 9 4 90 90 2.45 2.45 3.80 2.5 (3.5-14.0) 3.65 (0.8-4.84) 3.42
7 71919 8 | - 75 .75 2.25 2.25 4.50 - 2.5(3.5-14.0) 3.62(0.8-4.84) 3.45
7 7 9 9 4 - 56 56 2.01 2.01 536 - 2.5 (3.5-14.0) 3.59 (0.8-4.84) 3.48
7 7 9 2 2 .86 .86 2.40 3.19 3.19 2.5 (3.5-14.0) 3.64 (0.8-4.84) 3.43
71719 2 [ 14 ] - 79 79 230 3.06 3.56 - 2.5(3.5-14.0) 3.63 (0.8-4.84) 3.44
7 7 9 2 8 .65 .65 2.12 2.83 4.25 - 2.5 (3.5-14.0) 3.60 (0.8-4.84) 3.47
7 7 9 2 | 24 .48 48 1.91 2.54 5.09 - 2.5 (3.5-14.0 3.57 (0.8-4.84) 3.50
7 7 9 4 | 14 - 72 72 2.20 3.43 3.43 - 2.5 (3.5-14.0 3.62 (0.8-4.84) 3.45
7 7 9 4 | 18 .59 .59 2.05 3.18 4.09 2.5 (3.5-14.0 3.59 (0.8-4.84) 3.48
7 719 4 | 24 43 43 1.84 2.87 4.93 - 25(3.5-14.0 3.56 (0.8-4.84) 3.51
7 7 9 8 8 48 48 1.92 3.81 3.81 - 2.5(3.5-14.0 3.57 (0.8-4.84) 3.50
7 7 2 2 2 .75 .75 3.00 3.00 3.00 2.5 (3.5-14.0 3.62 (0.8-4.84) 3.45
717 2 2 [ 14 ] - .68 .68 2.88 2.88 338 - 25(3.5-14.0 3.61(0.8-4.84) 3.46
7 7 2 2 8 .56 .56 2.68 2.68 4.02 2.5 (3.5-14.0 3.59 (0.8-4.84) 3.48
717 2 2 | 24 41 41 2.42 2.42 4.84 2.5(3.5-14.0 3.55 (0.8-4.84) 3.52
717 2 |14 |14 | - 62 62 2.78 3.24 3.24 - 2.5(3.5-14.0 3.60 (0.8-4.84) 3.47
7 7 2 4 8 .51 .51 2.59 3.02 3.87 2.5 (3.5-14.0 3.57 (0.8-4.84) 3.50
717 211818 [ - 41 41 2.42 3.63 3.63 2.5(3.5-14.0 3.55 (0.8-4.84) 3.52
7 7 4 4 4 - 56 56 313 313 313 - 2.5 (3.5-14.0, 3.59 (0.8-4.84) 3.48
7 7 4 4 8 46 46 2.92 2.92 3.74 2.5 (3.5-14.0 3.56 (0.8-4.84) 3.51
71919919 - 00 2.50 2.50 2.50 2.50 - 2.0(3.5-13.7) 3.47 (0.8-4.65) 3.46
5 Room 7 9 9 9 2 90 2.45 2.45 2.45 3.25 - 2.5 (3.5-14.0) 3.65 (0.8-4.84) 3.42
71919159 4 82 234 234 234 3.66 2.5(3.5-14.0) 3.64 (0.8-4.84) 3.43
71919159 8 | - 68 216 216 2.16 434 - 2.5(3.5-14.0) 3.61(0.8-4.84) 3.46
7 9 9 9 4 .51 1.94 1.94 1.94 5.17 - 2.5 (3.5-14.0) 3.57 (0.8-4.84) 3.50
71919 2112 ] - .78 230 230 3.06 3.06 2.5(3.5-14.0) 3.63 (0.8-4.84) 3.44
7 9 9 2 4 - 72 2.21 2.21 2.94 3.42 - 2.5 (3.5-14.0) 3.62 (0.8-4.84) 3.45
71919 2118 .59 2.05 2.05 2.73 4.08 2.5(3.5-14.0) 3.59 (0.8-4.84) 3.48
71919 2 [ 24 ] - .43 1.84 1.84 2.46 4.93 - 2.5(3.5-14.0) 3.56 (0.8-4.84) 3.51
7 9 9 4 4 66 2.12 2.12 3.30 3.30 - 2.5 (3.5-14.0) 3.60 (0.8-4.84) 3.47
71919 4118 54 1.97 1.97 3.07 3.95 - 2.5 (3.5-14.0) 3.58 (0.8-4.84) 3.49
71919 8 18| - 44 1.84 1.84 3.69 3.69 - 2.5(3.5-14.0) 3.56 (0.8-4.84) 3.51
7 9 2 2 2 69 2.17 2.8 2.88 2.88 2.5 (3.5-14.0) 3.61(0.8-4.84) 3.46
719 2 2 | 14 .62 2.08 2.7 2.78 3.24 - 2.5(3.5-14.0) 3.60 (0.8-4.84) 3.47
7 9 2 2 8 51 1.94 2.5 2.59 3.87 - 2.5 (3.5-14.0) 3.57 (0.8-4.84) 3.50
719 2 114 ] 14 55 2.01 26 3.13 3.13 2.5(3.5-14.0) 3.59 (0.8-4.84) 3.48
719 2 1418 - .46 88 2.50 2.92 374 - 25(3.5-14.0 3.56 (0.8-4.84) 3.51
7 9 4 4 4 50 94 3.02 3.02 3.02 2.5 (3.5-14.0 3.57 (0.8-4.84) 3.50
719 4 14 | 18 41 81 2.82 2.82 3.64 25(3.5-14.0 3.55 (0.8-4.84) 3.52
7 2 2 2 2 - 58 273 273 2.73 2.73 - 2.5 (3.5-14.0 3.59 (0.8-4.84) 3.48
7 2 2 2 4 54 2.63 2.63 2.63 3.07 2.5 (3.5-14.0 3.58 (0.8-4.84) 3.49
7 2112 2118 - 43 2.46 2.46 2.46 3.69 - 25(3.5-14.0 3.56 (0.8-4.84) 3.51
7 2 2 4 4 - 48 2.54 2.54 2.97 2.97 - 2.5 (3.5-14.0 3.57 (0.8-4.84) 3.50
7 2 [ 14 ] 14 [ 14 43 2.46 2.87 2.87 2.87 2.5(3.5-14.0 3.56 (0.8-4.84) 3.51
9191919 - 2.50 2.50 2.50 2.50 2.50 - 2.5(3.5-14.0 3.65 (0.8-4.84) 3.42
9 9 9 2 2.34 2.34 2.34 2.34 3.14 - 2.5 (3.5-14.0 3.64 (0.8-4.84) 3.43
91919 4 2.25 2.25 2.25 2.25 3.50 - 25(3.5-140 3.62(0.8-4.84) 3.45
9 9 9 8 - 2.08 2.08 2.08 2.08 4.18 - 2.5 (3.5-14.0) 3.60 (0.8-4.84) 3.47
9191919 4 1.88 1.88 1.88 1.88 4.98 2.5 (3.5-14.0) 3.56 (0.8-4.84) 3.51
91919 2112 ] - 2.21 2.21 2.21 2.94 294 - 2.5 (3.5-14.0) 3.62(0.8-4.84) 3.45
9 9 9 2 4 2.12 2.12 2.12 2.83 3.31 - 2.5 (3.5-14.0) 3.60 (0.8-4.84) 3.47
9919 2 18 1.97 1.97 1.97 2.63 3.96 - 2.5 (3.5-14.0) 3.58 (0.8-4.84) 3.49
91919 41 04 | - 2.05 2.05 2.05 3.18 3.18 - 2.5(3.5-14.0) 3.59 (0.8-4.84) 3.48
9 9 4 8 1.91 1.91 1.91 2.97 3.80 - 2.5 (3.5-14.0 3.57 (0.8-4.84) 3.50
9 2 2112 2.08 2.08 2.78 2.78 278 2.5(3.5-14.0 3.60 (0.8-4.84) 3.47
9 2 2 4 .01 01 2.68 2.68 3.12 - 2.5 (3.5-14.0 3.59 (0.8-4.84) 3.48
9 2112]18 .88 .88 2.50 2.50 374 2.5(3.5-14.0 3.56 (0.8-4.84) 3.51
9 2 [ 14 |14 [ - .94 .94 258 3.02 3.02 - 25(3.5-14.0 3.57(0.8-4.84) 3.50
9 2 4 8 81 81 2.42 2.82 3.64 2.5 (3.5-14.0 3.55 (0.8-4.84) 3.52
9 4 14 | 14 .87 .87 2.92 2.92 2.92 2.5(3.5-14.0 3.56 (0.8-4.84) 3.51
2 112 (12 [ 12| - 98 263 263 263 263 - 2.5(3.5-14.0 3.58 (0.8-4.84) 3.49
2 2 2 4 91 2.54 2.54 2.54 2.97 2.5 (3.5-14.0 3.57 (0.8-4.84) 3.50
212 [ 1414 - .84 2.46 2.46 2.87 2.87 2.5(3.5-14.0 3.56 (0.8-4.84) 3.51
12 2 2 2 2 - 2.50 2.50 2.50 2.50 2.50 2.5 (3.5-14.0 3.56 (0.8-4.84) 3.51
1212112 2114 ] - 2.42 2.42 2.42 2.42 2.82 2.5(3.5-14.0 3.55(0.8-4.84) 3.52

6 Rooms Multi cooling
COOLING OPERATION
Combination Cooling Capacity .
RUHGEEIAD of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Total Capacity (min-max) It Recr -z EER
kw kw kw kw kw kw kw kw

2 | 24 - - 3.50 7.00 10.5 (3.5-11.5) 3.06 (0.8-3.32) 3.43
41 26 ] - - 4.00 7.00 11.0 (3.5-12.1) 3.28 (0.8-3.70) 3.35
2 Room 8 | 18| - - 5.00 5.00 - - 10.0 (3.5-11.5) 292 (0.8-3.32) 3.42
8 | 24 5.00 7.00 12.0 (3.5-13.4) 3.75 (0.8-4.46) 3.20
24 | 24 | - - 6.25 6.25 - - 12.5 (3.5-14.0) 4.01(0.8-4.84) 312
7 7 24 - 2.00 2.00 7.00 11.0 (3.5-12.1) 3.19 (0.8-3.70) 3.45
719 ]18]- 2.00 2.50 5.00 9.5(3.5-10.8) 2.55(0.8-2.93) 3.73
7 19 [2 ] - 2.00 250 7.00 - - 1.5(3.5-12.7) 3.41 (0.8-4.08) 3.37
7 2|18 - 2.00 3.50 5.00 0.5(3.5-11.8) 3.02 (0.8-3.51) 3.48
7 2 [ 24| - 2.00 3.50 6.90 - 2.4 (3.5-13.7) 3.82(0.8-4.65) 3.25
7 4114 | - 2.00 4.00 4.00 - - - 0.0 (3.5-11.1) 2.81(0.8-3.13) 3.56
7 4 | 18 2.00 4.00 5.00 11.0 (3.5-12.4) 3.23(0.8-3.89) 3.41
7 41 26 | - 1.94 3.89 6.67 - - - 2.5 (3.5-14.0) 3.89 (0.8-4.84) 3.21
7 8 |18 - 2.00 5.00 5.00 - - - 2.0 (3.5-13.7) 3.69 (0.8-4.65) 3.25
7 8 | 24 1.79 4.59 6.12 2.5 (3.5-14.0) 3.87 (0.8-4.84) 3.23
7 12424 | - 1.60 5.45 5.45 - - - 2.5(3.5-14.0) 3.83 (0.8-4.84) 3.26
9 9 18 2.50 2.50 5.00 - 0.0 (3.5-11.5) 2.84 (0.8-3.32) 3.52
9 [ 9 24 - 2.50 2.50 7.00 - - - 2.0 (3.5-13.4) 3.65 (0.8-4.46) 3.29

9 2 [ 14 | - 2.50 3.50 4.00 - - - 10.0 (3.5-11.1) 2.81(0.8-3.13) 35
9 2 |18 2.50 3.50 5.00 1.0 (3.5-12.4) 3.23(0.8-3.89) 3.4

9 2 | 24 2.50 333 6.67 - - - 2.5(3.5-14.0) 3.89 (0.8-4.84) 32

9 4 | 14 2.50 4.00 4.00 - - - 0.5 (3.5-11.8) 3.02 (0.8-3.51) 3.4

9 4118 2.50 4.00 5.00 - - 1.5(3.5-13.0) 3.45 (0.8-4.27) 33
9 4 | 24 2.40 372 6.38 - - - 25(3.5-14.0) 3.88 (0.8-4.84) 3.22
3 Room 9 8|18 2.50 5.00 5.00 - 2.5 (3.5-14.0) 3.89 (0.8-4.84) 3.21
9 8 | 24 | - 2.21 4.41 5.88 - - 2.5(3.5-14.0) 3.86 (0.8-4.84) 3.24
9 4 4 - 1.98 5.26 5.26 - 2.5 (3.5-14.0) 3.82 (0.8-4.84) 3.27
2 2 2 - 3.50 3.50 3.50 0.5 (3.5-11.5) 2.98 (0.8-3.32) 3.52
211214 [ - 3.50 3.50 4.00 - - - 11.0 (3.5-12.1) 3.19 (0.8-3.70) 3.45
2 2 8 - 3.50 3.50 5.00 - 12.0 (3.5-13.4) 3.65 (0.8-4.46) 3.29
211224 [ - 3.13 3.13 6.24 12.5 (3.5-14.0) 3.87 (0.8-4.84) 3.23
2 [ 14| 14 | - 350 4.00 4.00 - - - 11.5 (3.5-12.7 3.41 (0.8-4.08) 3.37
2 4 | 18 3.50 4.00 5.00 2.5 (3.5-14.0 3.89 (0.8-4.84) 3.21
2 [ 1424 | - 3.00 3.50 6.00 - - 2.5(3.5-14.0 3.86 (0.8-4.84) 3.24
2 8 |18 - 3.12 4.69 4.69 - 2.5 (3.5-14.0, 3.87 (0.8-4.84) 3.23
2 8 | 24 2.78 417 5.55 2.5 (3.5-14.0 3.85 (0.8-4.84) 3.25
2 [ 2424 | - 250 5.00 5.00 - - - 2.5(3.5-14.0 3.81(0.8-4.84) 3.28
4 4 | 14 - 4.00 4.00 4.00 - - 2.0 (3.5-13.4) 3.65 (0.8-4.46) 3.29
4114118 | - 3.80 3.80 4.90 - - 2.5 (3.5-14.0) 3.88 (0.8-4.84) 3.22
4104 | 24 | - 337 337 5.76 - - - 2.5 (3.5-14.0) 3.85 (0.8-4.84) 3.25
4 8 |18 3.50 4.50 4.50 - 2.5 (3.5-14.0) 3.86 (0.8-4.84) 3.24
4118 124 | - 3.13 4.02 5.35 - - - 2.5 (3.5-14.0) 3.83 (0.8-4.84) 3.26
4 | 24 | 24 - 2.82 4.84 4.84 - - - 2.5 (3.5-14.0) 3.80 (0.8-4.84) 3.29
818 |18 417 417 417 - - 2.5 (3.5-14.0) 3.85 (0.8-4.84) 3.25
818 |24 | - 3.75 3.75 5.00 - - - 2.5(3.5-14.0) 3.81(0.8-4.84) 3.28
7 7 7 14 2.00 2.00 2.00 4.00 - - 0.0 (3.5-11.1) 2.50 (0.8-3.13) 4.00
71717 [18 2.00 2.00 2.00 5.00 - - 11.0 (3.5-12.4) 3.06 (0.8-3.89) 3.59
71717 4 1.94 1.94 1.94 6.68 - - 12.5 (3.5-14.0) 3.77(0.8-4.84) 332
7 7 9 2 2.00 2.00 2.50 3.50 - - 10.0 (3.5-11.1) 2.50(0.8-3.13) 4.00
71719 4 2.00 2.00 2.50 4.00 - - 0.5(3.5-11.8) 2.79 (0.8-3.51) 3.76
7 7 9 8 2.00 2.00 2.50 5.00 - - 1.5 (3.5-13.0) 3.33 (0.8-4.27) 3.45
7 7 4 1.86 1.86 2.39 6.39 2.5 (3.5-14.0) 3.75 (0.8-4.84) 333
717 2112 2.00 2.00 350 350 - - 1.0 (3.5-12.1) 3.00(0.8-3.70) 3.67
7 7 2 4 2.00 2.00 3.50 4.00 11.5 (3.5-12.7) 3.27 (0.8-4.08) 3.52
717 2] 18 2.00 2.00 3.50 5.00 2.5 (3.5-14.0) 3.78 (0.8-4.84) 3.31
717 2 | 24 1.75 1.75 3.00 6.00 - - 2.5(3.5-14.0) 3.74 (0.8-4.84) 334
7 7 4 | 14 2.00 2.00 4.00 4.00 2.0 (3.5-13.4 3.51 (0.8-4.46) 3.42
717 4118 .90 .90 3.80 4.90 - 2.5(3.5-14.0 3.77(0.8-4.84) 3.32
7 7 4 | 24 68 68 3.37 5.77 - 2.5 (3.5-14.0 3.73 (0.8-4.84) 3.35
7 7 8 |18 75 75 4.50 4.50 2.5 (3.5-14.0 3.74 (0.8-4.84) 3.34
717 8 | 24 56 56 4.02 5.36 - - 2.5(3.5-14.0 3.70 (0.8-4.84) 338
7 7 24 | 24 41 41 4.84 4.84 2.5 (3.5-14.0 3.67 (0.8-4.84) 3.41
7 9 [ 9 2.00 2.50 2.50 2.50 9.5 (3.5-10.8) 2.31(0.8-2.93) 411
7 9 2 2.00 2.50 2.50 3.50 - - 10.5 (3.5-11.8) 279 (0.8-3.51) 3.76
7 4 2.00 2.50 2.50 4.00 11.0 (3.5-12.4) 3.06 (0.8-3.89) 3.59
7 8 2.00 2.50 2.50 5.00 - - 12.0 (3.5-13.7) 3.57 (0.8-4.65) 3.36
7 4 1.79 2.30 2.30 6.11 - - 12.5 (3.5-14.0) 3.74 (0.8-4.84) 3.34
7 212 2.00 2.50 3.50 3.50 11.5 (3.5-12.7) 3.27 (0.8-4.08) 3.52
7 2 [ 14 2.00 2.50 3.50 4.00 - - 2.0(3.5-13.4) 3.51 (0.8-4.46) 3.42
7 2 8 1.90 2.45 3.26 4.89 - - 2.5 (3.5-14.0) 3.77 (0.8-4.84) 3.32
7 2 | 24 1.68 216 2.88 5.78 - - 2.5 (3.5-14.0) 373 (0.8-4.84) 3.35
7 4 | 14 00 2.50 4.00 4.00 - - 2.5 (3.5-14.0) 378 (0.8-4.84) 3.31
7 4 | 18 .82 2.34 3.65 4.69 2.5 (3.5-14.0) 3.75 (0.8-4.84) 333
719 4 | 24 .62 2.08 3.24 5.56 - - 2.5 (3.5-14.0) 3.71 (0.8-4.84) 3.37
7 9 8 |18 .68 2.16 4.33 4.33 - - 2.5 (3.5-14.0) 3.73 (0.8-4.84) 3.35
719 8 | 24 51 1.94 3.88 517 2.5 (3.5-14.0) 3.69 (0.8-4.84) 3.39
7 211212 90 3.50 3.50 3.50 - - 24 (3.5-13.7 3.69 (0.8-4.65) 336
7 2 2 4 94 3.33 3.33 3.90 2.5 (3.5-14.0 3.77 (0.8-4.84) 3.32
7 2112118 79 3.06 3.06 4.59 2.5(3.5-14.0 3.74 (0.8-4.84) 3.34
7 2 2 | 24 .59 273 273 5.45 2.5 (3.5-14.0 3.71(0.8-4.84) 3.37
4 Room 7 2 4 | 14 .87 3.19 3.72 372 2.5 (3.5-14.0 3.75 (0.8-4.84) 333
7 2114118 72 294 3.43 4.41 - - 2.5(3.5-14.0 3.73(0.8-4.84) 3.35
7 2 4 | 24 54 2.63 3.07 5.26 2.5 (3.5-14.0 3.70 (0.8-4.84) 3.38
7 2118118 59 2.73 4.09 4.09 2.5(3.5-14.0 3.71(0.8-4.84) 3.37
7 2118 | 24 43 2.46 369 4.92 - - 2.5(3.5-14.0 3.68 (0.8-4.84) 3.40
7 4 4 | 14 79 3.57 3.57 3.57 2.5 (3.5-14.0 3.74 (0.8-4.84) 3.34
7 4114118 .65 3.30 3.30 4.25 2.5(3.5-14.0 3.72 (0.8-4.84) 3.36
7 4 4 | 24 48 2.97 2.97 5.08 - 2.5 (3.5-14.0 3.69 (0.8-4.84) 3.39
7 4118118 53 3.07 3.95 3.95 2.5(3.5-14.0 3.70 (0.8-4.84) 3.38
7 811818 43 3.69 3.69 3.69 - - 25(3.5-14.0 3.68 (0.8-4.84) 3.40
9 9 2.50 2.50 2.50 2.50 0.0 (3.5-11.5) 2.59 (0.8-3.32) 3.86
9 2 2.50 2.50 2.50 3.50 11.0 (3.5-12.4) 3.06 (0.8-3.89) 3.59
9 4 2.50 2.50 2.50 4.00 - - 11.5 (3.5-13.0) 333 (0.8-4.27) 3.45
9 9 8 2.50 2.50 2.50 5.00 2.5 (3.5-14.0) 3.77 (0.8-4.84 332
9 9 4 2.21 221 221 5.87 - - 2.5 (3.5-14.0) 3.73 (0.8-4.84) 3.35
9 2 2 2.50 2.50 3.50 3.50 - - 2.0 (3.5-13.4) 3.51 (0.8-4.46) 3.42
9 2 [ 14 2.50 2.50 3.50 4.00 2.5 (3.5-14.0) 3.78 (0.8-4.84) 3.31
9 2 18 234 234 3.13 4.69 - - 2.5 (3.5-14.0) 3.75(0.8-4.84) 333
9 2 | 24 2.08 2.08 2.78 5.56 - - 2.5 (3.5-14.0) 3.71 (0.8-4.84) 3.37
9 4 | 14 2.45 245 3.80 3.80 - - 2.5 (3.5-14.0) 3.77 (0.8-4.84) 3.32
9 4 |18 2.25 2.25 3.50 4.50 - - 2.5 (3.5-14.0) 3.74 (0.8-4.84) 334
9 9 4 | 24 2.01 2.01 313 5.35 - 2.5 (3.5-14.0) 3.70 (0.8-4.84) 3.38
9 19 8 [ 18 2.08 2.08 417 417 - - 2.5 (3.5-14.0) 3.71 (0.8-4.84) 3.37
9 9 8 4 1.88 1.88 3.75 4.99 - - 2.5 (3.5-14.0) 3.68 (0.8-4.84) 3.40
9 2112112 251 3.33 3.33 3.33 2.5(3.5-14.0 3.77 (0.8-4.84) 3.32
9 2112 14 239 319 319 3.73 - - 2.5(3.5-14.0 75(0.8-4.84) 3.33
2 2 8 2.21 2.94 2.94 4.41 2.5 (3.5-14.0 .73 (0.8-4.84) 3.35
2112 |24 1.97 263 263 5.27 - 2.5(3.5-14.0 .70 (0.8-4.84) 3.38
2 [ 14 | 14 230 3.06 357 357 - 2.5(3.5-14.0 3.74 (0.8-4.84) 334
2 4 | 18 2.12 2.83 3.30 4.25 2.5 (3.5-14.0 3.72 (0.8-4.84) 336
2 [ 14 | 24 191 254 297 5.08 - - 2.5(3.5-14.0 3.69 (0.8-4.84) 3.39
2 8 8 1.97 2.63 3.95 3.95 - 2.5 (3.5-14.0 3.70 (0.8-4.84) 3.38
4114 | 14 2.21 3.43 3.43 3.43 2.5(3.5-14.0 3.73 (0.8-4.84) 3.35
41 14 |18 2.05 3.18 3.18 4.09 - - 2.5(3.5-14.0 3.71(0.8-4.84) 3.37
4 4 | 24 1.84 2.87 2.87 4.92 2.5 (3.5-14.0 3.68 (0.8-4.84) 3.40
4118118 191 297 3.81 3.81 - 2.5(3.5-14.0 3.69 (0.8-4.84) 3.39

Note: +7:7000Btu/h /9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models

The above is the value for connecting with Wall Mounted type.

«2 or more indoor units should be connected.

«Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature).

+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

*The Total ability of connected indoor unit is up to 62000Btu from 34000Btu.
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 6 Rooms-Cooling/Heating

6 Rooms Multi cooling

6 Rooms Multi heating

COOLING OPERATION HEATING OPERATION
Combination Cooling Capacity . Combination Heating Capacity .
RUHGEEIAD of Indoor Unit Room 2 Room 4 Room 5 Room 6 Total Capacity (min-max) g e (- AUTEEEAG of Indoor Unit Room 4 Room 5 Room 6 Total Capacity (min-max) e Rz (fmEz)
kw kw kw kw kw kw kw kw kw kw kw
7177717717 2.00 2.00 2.00 2.00 2.0 (3.513.4 3.32(0.8-4.46) 2 [ 2 .07 - 12.2 (3.5-13.1) 3.41(0.7-3.54)
7 7 7 7 7 9 .00 2.00 2.50 2.5 (3.5-14.0 3.57(0.8-4.84) 4 | 24 | - 4.61 - - - 12.5(3.5-13.8) 3.56 (0.7-3.76)
7 7 7 7 7 2 86 1.86 3.20 2.5 (3.5-14.0 3.55 (0.8-4.84) 2 Room 8|18 - - 6.10 - - - 12.2 (3.5-13.1) 3.41 (0.7-3.54)
717 7 7 [7 [14 79 1.79 3.55 2.5 (3.5-14.0 3.54 (0.8-4.84) 8 | 24 5.66 3.2 (3.515.3) 3.78 (0.7-4.20)
7 7 7 7 7 8 . . . 65 1.65 4.25 2.5(3.5-14.0 3.51 (0.8-4.84) 24 | 24 - - 6.75 - - - 3.5 (3.5-16.0) 3.89 (0.7-4.41)
717 7 7 [ 7 [ 48 48 48 48 1.48 5.10 2.5 (3.514.0) 3.48 (0.8-4.84) 3.59 7 7 [ - 2.30 2.30 7.90 - - 2.5(3.513.8) 3.43 (0.73.76) 3.64
7 7 7 7 9 9 .90 .90 .90 90 2.45 2.45 2.5 (3.5-14.0) 3.56 (0.8-4.84) 3.51 7 9 18 235 3.02 6.03 1.4 (3.5-12.4) 2.98 (0.7-3.33) 3.83
7 7 7 7 9 2 79 79 79 79 2.29 3.05 2.5 (3.5-14.0) 3.54 (0.8-4.84) 3.53 7 9 |24 ] - - 2.24 2.88 7.68 - - - 2.8 (3.5-14.5) 3.54 (0.7-3.98) 3.62
717 7 7914 72 72 72 72 2.20 3.42 2.5 (3.514.0) 3.53 (0.8-4.84) 3.54 7 1218 233 3.99 5.98 - 2.3 (3.513.5) 3.35 (0.7-3.65) 367
7 7 7 7 9 8 .59 .59 .59 .59 2.05 4.09 2.5 (3.5-14.0) 3.50 (0.8-4.84) 3.57 7 2 | 24 - - 217 3.71 7.42 - 3.3 (3.5-15.6) 3.69 (0.7-4.30) 3.60
717 17 1719 [ 43 43 43 43 1.85 4.93 2.5(3.514.0) 3.47 (0.8-4.84) 3.60 7 s s |- - 2.40 4.80 4.80 - 2.0 (3.5-12.7) 3.15 (0.7-3.44) 3.81
7 77 7 [12]1n 68 68 68 68 2.89 2.89 2.5 (3.514.0) 3.52 (0.8-4.84) 3.55 7 [ 14 18 2.28 4.56 5.86 2.7 (3.514.2) 3.49 (0.7-3.87) 3.64
7 7 7 7 2 4 .62 .62 .62 62 2.78 3.24 2.5 (3.5-14.0) 3.51(0.8-4.84) 3.56 7 4 | 24 - - - 2.10 4.20 7.20 - 3.5 (3.5-16.0) 3.75 (0.7-4.41) 3.60
7 7 7 7 [12]18 51 51 51 51 2.59 3.87 2.5 (3.514.0) 3.48 (0.8-4.84) 3.59 7 818 - [ - |- 2.16 5.57 5.57 3.3(3.515.6) 3.69 (0.7-4.30) 3.60
7 7 7 [ 7 1614 56 56 56 56 313 313 2.5 (3.514.0) 3.50 (0.8-4.84) 3.57 7 [ 18 [ 24| - 1.93 4.96 6.61 3.5(3.5-16.0) 374 (0.7-4.41) 361
7 7 7 7 4 8 46 46 46 46 2.92 3.74 2.5 (3.5-14.0) 3.47 (0.8-4.84) 3.60 7 | 24 | 24 - - - 1.72 5.89 5.89 - - 3.5 (3.5-16.0) 3.72 (0.7-4.41) 3.63
7 71719 9 82 82 .82 234 2.34 2.34 2.5 (3.514.0) 3.55 (0.8-4.84) 3.52 9 8| - |- 3.05 3.05 6.10 2.2 (3.513.) 3.28(0.7-3.54) 372
7 7 7 9 2 72 72 .12 2.21 2.21 2.92 2.5 (3.5-14.0) 3.53 (0.8-4.84) 3.54 9 |24 - - - 2.83 2.83 7.54 3.2 (3.5-15.3) 3.64 (0.7-4.20) 3.63
7 71719 A 65 65 65 2.12 2.12 331 2.5(3.5-14.0) 3.51(0.8-4.84) 3.56 2 114 | - [ -~ 3.09 401 4.80 - - 2.0 (3.5-12.7) 3.15 (0.7-3.44) 3.81
7 717719 ] 54 54 .54 1.97 1.97 3.94 2.5 (3.514.0) 3.49 (0.8-4.84) 3.58 9 1218 2.93 3.91 5.86 2.7 (3.514.2) 3.49 (0.7-3.87) 3.64
7 7 7 9 2 2 .62 62 .62 2.08 278 2.78 2.5 (3.5-14.0) 3.51(0.8-4.84) 3.56 9 2 | 24 - - - 2.70 3.60 7.20 - - 3.5 (3.5-16.0) 3.75 (0.7-4.41) 3.60
7 779 1214 56 56 .56 2.01 2.68 313 2.5 (3.514.0 3.50 (0.84.84) 3.57 9 (14 [ 1a | - [ - - 3.00 4.65 4.65 - 2.3(3.513.5) 3.35(0.7-3.65) 3.67
7 7 7 9 2 8 46 .46 .46 1.88 2.50 3.74 2.5 (3.5-14.0 3.47 (0.8-4.84) 3.60 9 4 | 18 - - 2.85 444 5.71 3.0 (3.5-14.9) 3.59 (0.7-4.09) 3.62
6 Room 7 7 7 9 4 4 51 51 51 1.93 3.02 3.02 2.5 (3.5-14.0 3.48 (0.8-4.84) 3.59 9 4 | 24 - - - 2.59 4.02 6.89 - - - 3.5 (3.5-16.0) 3.74 (0.7-4.41) 3.61
7 7 7 [12[12]12 .54 .54 .54 2.63 2.63 2.63 2.5 (3.514.0 3.49 (0.8-4.84) 3.58 3 Room 9 1818 - - 2.70 5.40 5.40 3.5(3.516.0) 3.75 (0.7-4.41) 3.60
7 7 7 12 2 4 48 48 .48 2.54 2.54 2.98 2.5 (3.5-14.0 3.48 (0.8-4.84) 3.59 9 8 | 24 | - - 2.38 4.76 6.36 - - - 3.5 (3.5-16.0) 3.73 (0.7-4.41) 3.62
717 [ 7 [12 0414 43 43 43 2.47 2.87 2.87 2.5(3.514.0 3.47 (0.8-4.84) 3.60 9 [ 24 | 24| - - 2.14 5.68 5.68 - - - 3.5(3.516.0) 371 (0.7-4.41) 3.64
717191919739 75 75 2.25 2.25 2.25 2.25 2.5 (3.5-14.0 3.53(0.8-4.84) 3.54 21212 4.07 4.07 4.07 - 2.2 (3.5-13.1) 3.28(0.7-3.54) 3.72
7 7 9 9 9 2 65 65 2.12 2.12 2.12 2.84 2.5 (3.5-14.0 3.51 (0.8-4.84) 3.56 2 2 4 - - - 3.94 3.95 4.61 - - - 2.5(3.5-13.8) 3.43 (0.7-3.76) 3.64
71719191914 59 .59 2.05 2.05 2.05 3.7 2.5(3.514.0 3.50 (0.8-4.84) 3.57 21218 3.77 377 5.66 - - - 3.2(3.515.3) 3.64 (0.7-4.20) 3.63
7 7 9 9 9 8 .48 .48 1.91 1.91 1.91 3.8 2.5 (3.5-14.0 3.48 (0.8-4.84) 3.59 2 2 | 24 | - 3.38 338 6.74 - - - 3.5 (3.5-16.0) 3.74 (0.7-4.41) 3.61
7 7 9 9 2 2 56 56 2.01 01 2.68 2.6 2.5 (3.5-14.0 3.50 (0.8-4.84) 3.57 2 4 | 14 - - - 3.84 4.48 4.48 - - - 2.8 (3.5-14.5 3.54 (0.7-3.98) 3.62
717 9 12 [ 14 51 51 1.94 94 2.59 3.0 2.5 (3.5-14.0 3.48 (0.8-4.84) 3.59 2 [ 14 18 3.68 4.30 5.52 - 3.5 (3.516.0 3.75 (0.7-4.41) 3.60
7 7 9 2 8 41 41 1.81 .81 2.42 3.6 2.5(3.5-14.0 3.46 (0.8-4.84) 3.61 2 4 | 24 | - - 3.24 3.78 6.48 - - - 3.5 (3.5-16.0 3.74 (0.7-4.41) 3.61
717 9 [ 14 |14 46 46 1.88 .88 2.91 2.91 2.5 (3.514.0) 3.47 (0.8-4.84) 3.60 2 e8| - | - 338 5.06 5.06 - - 3.5(3.516.0 3.74 (0.7-4.41) 3.61
717 2 1212 48 48 1.92 2.54 2.54 2.54 2.5 (3.514.0) 3.48(0.8-4.84) 3.59 2 [ 18 [ 24 3.00 4.50 6.00 3.5 (3.5-16.0 3.72 (0.7-4.41) 3.63
7 7 9 12 2 4 43 1.43 1.85 2.46 2.46 2.87 2.5 (3.5-14.0) 3.47 (0.8-4.84) 3.60 2 4 | 24 | - - - 2.70 5.40 5.40 - - - 3.5 (3.5-16.0 3.71 (0.7-4.41) 3.64
7 7 212121 41 1.41 2.42 2.42 2.42 2.42 2.5 (3.514.0) 3.46 (0.8-4.84) 361 G 04 [ 4 | - 4.40 4.40 4.40 - - 3.2(3.5153 3.64 (0.7-4.20) 3.63
7 9 9 9 9 .70 2.16 2.16 2.16 2.16 2.16 2.5 (3.5-14.0) 3.52 (0.8-4.84) 3.55 4 4 |18 - 411 411 5.28 - 3.5 (3.5-16.0 3.75 (0.7-4.41) 3.60
7 9 9 9 2 59 05 05 05 2.05 2.71 2.5 (3.5-14.0) 3.50 (0.8-4.84) 3.57 4 4 | 24 - - - 3.63 3.63 6.24 - - - 3.5 (3.5-16.0 3.73 (0.7-4.41) 3.62
7 9197%9 4 54 97 97 97 1.97 3.08 2.5 (3.514.0) 3.49 (0.8-4.84) 3.58 41818 3.78 4.86 4.86 3.5(3.5-16.0 3.74 (0.7-4.41) 3.61
7 9 9 9 12 2 50 94 94 94 2.59 2.59 2.5 (3.5-14.0) 3.48 (0.8-4.84) 3.59 4 8 | 24 | - - 338 4.34 5.78 - - 3.5 (3.5-16.0 3.72 (0.7-4.41) 3.63
7 9199 [12]14 46 88 88 88 2.50 2.90 2.5 (3.514.0) 3.47 (0.8-4.84) 3.60 426 [ | — | - 3.04 5.23 5.23 - 3.5(3.516.0 3.70 (0.7-4.41) 3.65
799121 ]1R 4k 84 84 2.46 2.46 2.46 2.5 (3.514.0) 3.47 (0.8-4.84) 3.60 81818 - 4.50 4.50 4.50 3.5(3.5-16.0 3.72 (0.7-4.41) 363
9 9 9 9 9 9 2.08 2.08 2.08 2.08 2.08 2.08 2.5 (3.5-14.0) 3.51(0.8-4.84) 3.56 8 | 18 | 24 - - - 4.05 4.05 5.40 - - - 3.5 (3.5-16.0 3.71(0.7-4.41) 3.64
9 9[99 91 1.97 1.97 1.97 1.97 1.97 2.65 2.5 (3.514.0) 3.49 (0.8-4.84) 3.58 7 7 7 [0h ] - 2.40 2.40 2.40 4.80 2.0 (3.5712.7 2.98 (0.7-3.44) 4.03
9 9 9 9 12112 1.88 1.88 1.88 1.88 2.49 2.49 2.5 (3.5-14.0) 3.47 (0.8-4.84) 3.60 7 7 7 18 - 2.28 2.28 2.28 5.86 2.7 (3.5-14.2) 3.35 (0.7-3.87) 3.79
Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models — L — o — 32pa2e0) el o
The above is the value for connecting with Wall Mounted type. 7 7 41 - - 233 233 2.99 4.65 - 2.3(3.5-13.5) 319 (0.7-3.65) 3.86
+2 or more indoor units should be connected. 717 81 -1 2.22 2.22 2.85 5.71 - - 3.0(3.5-14.9) 3.46 (0.7-4.09) 3.76
«Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature). ; ; > 12' —— %‘% 5'% g»;z 232 = = 32 82 g_g; ggo %8%’;’1% gg?
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) 7 7 2 | 14 - 2.24 2.24 3.84 448 - - 2.8(3.5-14.5) 3.41(0.7-3.98) 3.75
+The Total ability of connected indoor unit is up to 62000Btu from 34000Btu. 717 112118 2.15 2.15 3.68 5.52 - - 3.5(3.5-16.0) 3.61(0.7-4.41) 3.74
77 2] - 1.89 1.89 3.24 6.48 - - 3.5 (3.5-16.0) 3.60 (0.7-4.41) 3.75
7 7 [ 1414 2.20 2.20 4.40 4.40 - 3.2(3.5153 3.52(0.7-4.20) 375
7 7 4 118 - 5 05 411 5.29 - - 3.5 (3.5-16.0 3.61 (0.7-4.41) 3.74
7 [ 7 [ 14 24 - 2 82 3.63 6.23 - - 3.5(3.516.0 3.59 (0.7-4.41) 3.76
7 7 8 118 9 89 4.86 4.86 3.5 (3.5-16.0 3.60 (0.7-4.41) 3.75
7 7 8124 | - - 9 69 4.34 5.78 - - 3.5 (3.5-16.0 3.58 (0.7-4.41) 3.77
7 [ 7 |24 2 52 52 5.23 5.23 - - 3.5(3.516.0 3.56 (0.7-4.41) 3.79
7 9 9 9 2.34 02 3.02 3.02 - 1.4 (3.5-12.4 2.82 (0.7-3.33) 4.04
7 9 9 2 - - 2.33 2.99 2.99 3.99 - - 2.3(3.5-13.5 3.19 (0.7-3.65) 3.86
7 191914 2.28 2.93 2.93 4.56 2.7 (3.514.2) 3.35(0.7-3.87) 3.79
7 9 9 8 - 217 2.78 278 5.57 - 3.3 (3.5-15.6) 3.56 (0.7-4.30) 3.74
7 919 [ 2] - 1.93 2.48 2.48 6.61 - - 3.5(3.516.0) 3.60 (0.7-4.41) 3.75
7 9 2 2 2.24 2.88 3.84 3.84 2.8 (3.5-14.5) 3.41 (0.7-3.98) 3.75
7 9 2 4 - - 2.20 2.83 3.77 4.40 - - 3.2 (3.5-15.3 3.52 (0.7-4.20) 3.75
7 91218 2.05 2.64 3.52 5.29 - 3.5 (3.516.0 3.61 (0.7-4.41) 374
7 9 2 | 24 1.82 2.34 3.12 6.22 3.5(3.5-16.0 3.59 (0.7-4.41) 3.76
7 9 4 | 14 - - 15 2.75 4.30 4.30 - - 3.5 (3.5-16.0 3.61 (0.7-4.41) 3.74
7 91418 97 2.53 3.94 5.06 3.5 (3.5-16.0 3.60 (0.7-4.41) 3.75
7 9 4 | 24 | - 75 2.25 3.50 6.00 - - 3.5 (3.5-16.0 3.58 (0.7-4.41) 3.77
7 91818 - 2 2.34 4.67 4.67 - - 3.5(3.516.0 3.59 (0.7-4.41) 3.76
7 9 8 | 24 3 2.09 4.19 5.59 3.5 (3.5-16.0 3.57 (0.7-4.41) 3.78
7 2 2 2 - - 2.17 3N 3 3N - - 3.3 (3.5-15.6. 3.56 (0.7-4.30) 3.74
7 2 12 0h | - 2.10 3.60 3.60 4.20 - 3.5(3.5-16.0) 3.61 (0.7-4.41) 374
7 2 2 8 - - 1.93 3.31 3.31 4.95 - - 3.5 (3.5-16.0) 3.60 (0.7-4.41) 3.75
7 2] - - 1.72 2.95 2.95 5.88 - - 3.5 (3.516.0) 3.58 (0.7-4.41) 3.77
4 Room 7 12 [ 14 14 2.01 3.45 4.02 4.02 3.5 (3.5-16.0) 3.60 (0.7-4.41) 3.75
7 2 4|18 - - 85 3.18 3.7 4.76 - - 3.5 (3.5-16.0) 3.59 (0.7-4.41) 3.76
7 12 [ 14 | 24 - 66 2.84 332 5.68 - - 3.5 (3.516.0) 3.57 (0.7-4.41) 3.78
7 2 8 |18 72 2.94 4.42 4.42 - - 3.5 (3.5-16.0) 3.58 (0.7-4.41) 3.77
7 2 8 |24 | - - 55 2.66 3.98 5.31 - - 3.5 (3.5-16.0) 3.56 (0.7-4.41) 3.79
7 [ 14 [ 14 [ 14 92 3.86 3.86 3.86 - 3.5 (3.516.0) 3.60 (0.7-4.41) 3.75
7 4 4 118 - 78 3.57 3.57 4.58 - - 3.5 (3.5-16.0) 3.59 (0.7-4.41) 3.76
7 [ 04 |14 | 24 - 60 3.20 3.20 5.50 - - 3.5 (3.516.0) 3.57 (0.7-4.41) 3.78
7 4 8 |18 66 332 4.26 4.26 - 3.5 (3.5-16.0) 3.57 (0.7-4.41) 3.78
7 8 8 |18 - - 56 3.98 3.98 3.98 - - 3.5 (3.5-16.0) 3.56 (0.7-4.41) 3.79
9 91919 3.05 3.05 3.05 3.05 - 2.2 (3.513.0) 3.09(0.7-3.54) 3.95
9 9 9 2 2.93 2.93 2.93 3.91 - - 2.7 (3.5-14.2) 3.35(0.7-3.87) 3.79
9 9 9 4 - - 2.85 2.85 2.85 4.45 - - 0(3.5-14.9) 3.46 (0.7-4.09) 3.76
9 9918 2.70 2.70 2.70 5.40 .5 (3.5-16.0) 3.61 (0.7-4.41) 374
9 9 9 4 | - 2.38 2.38 2.38 6.36 - 5 (3.5-16.0) 3.59 (0.7-4.41) 3.76
9 2 12 ] - 2.83 2.83 377 377 - - 2(35153 3.52 (0.7-4.20) 3.75
9 2 4 2.76 2.76 3.68 4.30 5(3.5-16.0 3.61 (0.7-4.41) 3.74
9 2 8 - - 2.53 2.53 338 5.06 - - 3.5(3.5-16.0 3.60 (0.7-4.41) 3.75
9 12 |24 - 2.25 2.25 3.00 6.00 3.5(3.5-16.0 3.58 (0.7-4.41) 377
9 4 | 14 - 2.64 2.64 411 411 3.5 (3.5-16.0 3.61 (0.7-4.41) 3.74
9 4 | 18 - - 2.43 2.43 3.78 4.86 - - 3.5 (3.5-16.0 3.60 (0.7-4.41) 3.75
9 [ 4 | 24 2.17 217 338 578 3.5(3.5-16.0 3.58 (0.7-4.41) 377
9 8 | 18 - - 2.25 2.25 4.50 4.50 - 3.5(3.5-16.0 3.58 (0.7-4.41) 3.77
9 18 24| - | - 2.03 2.03 4.05 539 - 3.5(3.516.0 3.57 (0.7-4.41) 378
2 2 2 2.70 3.60 3.60 3.60 3.5 (3.5-16.0 3.61 (0.7-4.41) 3.74
9 2 2 4 - - 2.59 3.45 3.45 4.01 - - 3.5 (3.5-16.0 3.60 (0.7-4.41) 3.75
9 121218 23 318 318 4.76 - 3.5(3.516.0 3.59 (0.7-4.41) 3.76
9 2 2 | 24 - 2.1 2.84 2.84 5.69 - - 3.5 (3.5-16.0) 3.57 (0.7-4.41) 3.78
9 2 4 | 14 - 2.4 3.30 3.86 3.86 - - 3.5 (3.5-16.0) 3.60 (0.7-4.41) 3.75
9 [12 [ 1418 2.2 3.06 3.57 4.58 - 3.5 (3.5-16.0) 3.59 (0.7-4.41) 376
9 2 4 4 - - 2.06 2.75 3.20 5.49 - - 3.5 (3.5-16.0 3.57 (0.7-4.41) 3.78
9 121818 2.13 2.85 4.26 4.26 - - 3.5(3.516.0 3.57 (0.7-4.41) 3.78
9 [ 14 [ 14 [ 14 2.37 3.71 3.71 3.7 - - 3.5 (3.5-16.0 3.59 (0.7-4.41) 376
9 4 4 8 - - 2.21 3.44 3.44 4.4 - - 3.5 (3.5-16.0 3.58 (0.7-4.41) 3.77
9 [ 14 | 14 | 24 1.99 3.0 310 53 3.5(3.516.0 3.56 (0.7-4.41) 3.79
9 4 8 18 - 2.06 3.20 4.12 4.12 - - 3.5 (3.5-16.0 3.57 (0.7-4.41) 3.78
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 6 Rooms-Heating

6 Rooms Multi heating

6 Rooms Multi heating
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HEATING OPERATION HEATING OPERATION
Combination Heating Capacity . Combination Heating Capacity .
RUHGEEIAD of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Total Capacity (min-max) g v (- cop AUTEEEAG of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Total Capacity (min-max) e Rz (fmEz) cop
kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw
21212 - 338 338 338 338 3.5(3.5-16.0 3.60 (0.7-4.41) 375 77771717 2.20 2.20 2.20 2.20 2.20 2.20 3.2(3.5153 3.28(0.7-4.20) 4.02
2 2 2 4 ] - 3.24 3.24 3.24 3.78 - 3.5(3.5-16.0 3.60 (0.7-4.41) 3.75 7 7 7 7 7 9 2.15 2.15 215 215 215 275 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
2 2 2 8 | - - 3.00 3.00 3.00 4.50 - - 3.5 (3.5-16.0, 3.58 (0.7-4.41) 377 7 7 7 7 7 2 01 01 01 01 01 3.45 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
21212 |2 2.70 2.70 2.70 5.40 - 3.5(3.5-16.0 3,57 (0.7-4.41) 378 7 7 777 [14 93 93 93 93 93 3.85 3.5(3.516.0 3.37 (0.7-4.41) 4.00
2 2 4 | 14 | - - 3.12 3.12 3.63 3.63 - - 3.5 (3.5-16.0 3.59 (0.7-4.41) 3.76 7 7 7 7 7 8 .78 .78 .78 78 78 4.60 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
4 Room 212 4 18] - [ - 2.89 2.89 338 434 - 3.5(3.516.0 3.58 (0.7-4.41) 377 7 7 77 7 [2 .60 .60 .60 60 60 5.50 3.5(3.516.0 3.37 (0.7 4.00
2 2 4 | 24 2.61 2.61 3.05 5.23 - 3.5 (3.5-16.0 3.56 (0.7-4.41) 3.79 7 7 7 7 9 9 .05 .05 .05 05 2.65 2.65 3.5 (3.5-16.0 3.37 (0.7-4.4 4.00
2 2 8 8 ] - - 2.70 2.70 4.05 4.05 - - 3.5 (3.5-16.0 3.57 (0.7-4.41) 3.78 7 7 7 7 9 2 .93 .93 93 93 2.48 3.30 3.5(3.5-16.0 3.37(0.7-4.4 4.00
2 [ 04 |14 | 14 | - 3.00 3.50 3.50 3.50 - 3.5(3.516.0 3.58 (0.7-4.41) 377 7 7 [ 7794 .85 .85 .85 85 2.38 372 3.5(3.516.0 3.37 (0.7 4.00
2 4 4 8 1 - 279 3.26 3.26 4.19 3.5(3.5-16.0 3.57 (0.7-4.41) 3.78 7 7 7 7 9 8 .12 .12 72 72 2.21 4.4 3.5(3.5-16.0 3.37 (0.7-4.4 4.00
2 4 8 8 | - - 2.61 3.05 3.92 3.92 - - 3.5 (3.5-16.0 3.56 (0.7-4.41) 379 7 7 7 7 9 4 55 55 55 55 1.99 53 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
77777 2.40 2.40 2.40 2.40 2.40 2.0 (3.5712.7 2.82 (0.7-3.44) 4.26 7 7 7 7 [12]12 .82 .82 .82 .82 311 31 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 7 7 9 - 2.33 2.33 2.33 2.33 2.98 2.3 (3.5-13.5) 3.03 (0.7-3.65) 4.06 7 7 7 7 2 4 75 75 75 75 3.00 3.5 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
7777 e 2.24 2.24 2.24 2.24 3.84 - 2.8 (3.514.5) 3.29(0.7-3.98) 3.89 7 7 7 7 [12]18 63 .63 63 63 2.79 419 3.5(3.516.0 3.37 (0.7-4.41) 4.00
7 7 7 7 4 2.20 2.20 2.20 2.20 4.40 3.2 (3.5-15.3) 3.40 (0.7-4.20) 3.88 7 7 7 7 4 4 69 69 69 69 337 337 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 7 7 8 ] - 2.05 2.05 2.05 2.05 5.30 - 3.5 (3.5-16.0) 3.49 (0.7-4.41) 3.87 7 7 7 7 4 8 58 58 58 58 3.15 4.03 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
77 7 7 [ - 1.82 1.82 1.82 1.82 6.22 3.5(3.516.0) 3.47 (0.7-4.41) 3.89 7 771919739 97 97 .97 2.53 2.53 2.53 3.5 (3.516.0 3.37 (0.7-4.41) 4.00
7 7 7 9 9 - 2.28 2.28 2.28 2.93 2.93 2.7 (3.5-14.2) 3.23 (0.7-3.87) 3.93 7 7 7 9 9 2 .85 .85 .85 2.38 2.38 3.19 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 7 9 2| - 2.20 2.20 2.20 2.83 3.77 - 3.2 (3.5-15.3) 3.40 (0.7-4.20) 3.88 7 7 7 9 9 4 78 78 78 2.29 2.29 3.58 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
71771914 215 215 2.15 2.76 4.29 3.5(3.5-16.0) 3.49 (0.7-4.41) 3.87 7 771919718 .66 .66 .66 2.13 2.13 4.26 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 7 9 8 1 - 1.97 1.97 1.97 2.53 5.06 - 3.5 (3.5-16.0) 3.48 (0.7-4.41) 3.88 7 7 7 9 2 2 .75 75 75 2.25 3.00 3.00 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
717 719 [ - 1.75 1.75 1.75 2.25 6.00 - 3.5(3.516.0) 3.46 (0.7-4.41) 3.90 7 7 719 1214 .69 .69 .69 2.17 2.89 337 3.5(3.516.0 3.37 (0.7-4.41) 4.00
7 7 7 2 2 2.10 2.10 2.10 3.60 3.60 3.5 (3.5-16.0) 3.49 (0.7-4.41) 3.87 7 7 7 9 2 8 .58 .58 .58 2.03 2.70 4.03 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 7 2 41 - 01 01 .01 3.45 4.02 - 3.5 (3.5-16.0) 3.48 (0.7-4.41) 3.88 6 Room 7 7 7 9 4 4 63 63 63 2.09 3.26 3.26 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
7|7 [ 7 28] - 85 85 85 3.8 477 - 3.5(3.516.0 3.47 (0.7-4.41) 3.89 7 [ 7 7 [12 1212 .66 .66 66 2.84 2.84 2.84 3.5(3.516.0) 3.37 (0.7-4.41) 4.00
7 7 7 2 | 24 | - .66 .66 .66 2.84 5.68 - 3.5 (3.5-16.0 3.45 (0.7-4.41) 3.91 7 7 7 112 2 4 60 60 .60 2.75 2.75 3.20 3.5 (3.5-16.0) 3.37 (0.7-4.41) 4.00
717 7 s ] - 93 93 93 3.86 3.86 - 3.5(3.5-16.0 3.48 (0.7-4.41) 3.88 7 7 17 1214 55 55 55 2.65 3.0 3.0 3.5 (3.5-16.0) 3.37 (0.7-4.41) 4.00
7|7 [ 7 1418 78 78 78 3.57 4.59 3.5(3.5-16.0 3.47 (0.7-4.41) 3.89 7 71919197139 39 89 2.43 2.43 2.43 2.43 3.5 (3.5-16.0) 3.37 (0.7-4.41) 4.00
7 7 7 4 | 24 | - .60 .60 60 3.20 5.50 - 3.5 (3.5-16.0 3.45 (0.7-4.41) 3.91 7 7 9 9 9 2 78 .78 2.29 2.29 2.29 3.07 3.5 (3.5-16.0) 3.37 (0.7-4.41) 4.00
7|7 |7 [ele] - .66 .66 .66 4.26 4.26 3.5(3.516.0 3.45 (0.7-4.41) 3.91 7 719191914 72 72 2.21 2.21 2.21 3.43 3.5 (3.516.0) 3.37 (0.7-4.41) 4.00
7 7 9 9 9 - 2.22 2.22 2.85 2.85 2.85 3.0 (3.5-14.9 3.34 (0.7-4.09) 3.89 7 7 9 9 9 8 60 60 2.06 2.06 2.06 4.12 3.5 (3.5-16.0) 3.37 (0.7-4.41) 4.00
7 7 9 9 2| - 215 215 276 276 3.68 - 3.5 (3.5-16.0 3.49 (0.7-4.41) 3.87 7 7 9 9 2 2 69 69 217 217 2.89 2.89 3.5 (3.5-16.0) 3.37 (0.7-4.41) 4.00
71719914 2.05 2.05 2.64 2.64 412 3.5(3.516.0 3.49 (0.7-4.41) 3.87 7 71991214 63 63 2.09 2.09 2.79 3.27 3.5 (3.516.0) 3.37 (0.7-4.41) 4.00
7 7 9 9 8 1 - 1.89 1.89 2.43 2.43 4.86 3.5(3.5-16.0 3.48 (0.7-4.41) 3.88 7 7 9 9 2 8 .52 .52 1.96 1.96 2.61 3.93 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
717 9 24| - 1.69 1.69 2.7 2.7 578 3.5(3.5-16.0 3.46 (0.7-4.41) 3.90 7 71919 [14]4 58 .58 2.03 2.03 3.4 314 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
717 2112 2.01 2.01 2.58 3.45 3.45 3.5(3.5-16.0) 3.48 (0.7-4.41) 3.88 7 7912 n]1r 60 60 2.05 2.75 2.75 2.75 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 2 4] - 93 93 2.4 331 3.85 - 3.5 (3.5-16.0) 3.48 (0.7-4.41) 3.88 7 7 9 [ 12 2 4 .55 .55 1.99 2.66 2.66 3.09 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
717 28| - 78 78 2.2 3.06 4.59 - 3.5(3.516.0) 3.47 (0.7-4.41) 3.89 7 7 12121 ]1n 53 53 2.61 2.61 2.61 2.61 3.5(3.516.0 3.37 (0.7-4.41) 4.00
7 7 2 | 24 | - .60 .60 2.0 2.75 5.4 - 3.5 (3.5-16.0) 3.45 (0.7-4.41) 3.91 7 9 9 9 9 9 .80 2.34 2.34 2.34 2.34 2.34 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
717 44 ] - 85 85 23 371 37 - 3.5(3.5-16.0) 3.47 (0.7-4.41) 3.89 719191997 72 2.21 2.21 2.21 2.21 2.94 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
717 418 | - 72 72 2.2 344 4 3.5(3.516.0) 3.46 (0.7-4.41) 3.90 7 91991914 66 213 213 213 2.13 332 3.5(3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 4 4| - .55 .55 1.9 3.10 53 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92 7 9 9 9 [ 12 2 65 2.09 2.09 2.09 2.79 2.79 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
717 818 | - 60 60 2.06 412 412 - 3.5(3.5-16.0) 3.45 (0.7-4.41) 3.91 7 191991214 58 2.03 2.03 2.03 2.69 314 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
77 12 89 89 3.24 3.24 3.24 3.5 (3.5-16.0) 3.48 (0.7-4.41) 3.88 7 9[9[ 54 1.99 1.99 2.66 2.66 2.66 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
7 7 2 2 41 - .82 .82 3.12 3.12 3.62 - 3.5 (3.5-16.0) 3.47 (0.7-4.41) 3.89 9 9 9 9 9 9 2.25 2.25 2.25 2.25 2.25 2.25 3.5 (3.5-16.0 3.37 (0.7-4.41) 4.00
7 |7 12128 - 69 69 2.89 2.89 4.34 - 3.5(3.516.0) 3.46 (0.7-4.41) 3.90 9 9991912 213 213 2.13 2.13 2.13 2.85 3.5(3.516.0) 3.37 (0.7-4.41) 4.00
7 7 2 2 4 | - .52 .52 2.61 2.61 5.24 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92 9 9 9 9 [ 12 12 2.03 2.03 2.03 2.03 2.69 2.69 3.5 (3.5-16.0) 3.37 (0.7-4.41) 4.00
b — — S - R - sl ) L Note: +7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models
717 2 1818 [ - 52 52 2.62 3.92 3.92 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92 The above is the value for connecting with Wall Mounted type.
/AR A ' o ' O 68 68 %38 %38 3.38 - 25%5' gg) g‘*ﬁ (g 7-4.40) 120 =2 or more indoor units should be connected.
; g ;’ ;' 98 = 2?2 ;g 5 ;g 5 ;g 12'% — 3 g ‘(32 5 6' 32'2 éO;QQ )) js; +Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature).
5 Room 71919911 2.05 2.64 2.64 2.64 3.53 3.5(3.5-16.0 3.49 (0.7-4.41) 87 «Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
71919109 (14 97 2.53 2.53 2.53 3.94 - 35(3.5-16.0 348 (07-4.41) 88 «The Total ability of connected indoor unit is up to 540008tu from 27000Btu.
7 9 9 9 8 | - 82 2.34 2.34 234 4.66 - 3.5(3.5-16.0 3.47 (0.7-4.41) 3.89
7 9 [ 9 [ 63 2.09 2.09 2.09 5.60 3.5 (3.5-16. 3.45 (0.7-4.41) 3.91
7 9 2 2 - 92 2.48 2.48 331 33 3.5 (3.5-16. 3.48 (0.7-4.41) 3.88
7 2 [ 04| - 85 2.38 2.38 3.8 37 - 3.5(3.516 3.47 (0.7-4.41) 3.89
7 2 8 72 2.21 2.21 2.95 4.4 3.5 (3.5-16.0 3.46 (0.7-4.41) 3.90
7 2 4| - .55 1.99 1.99 2.66 53 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92
7 4 14 | - 78 2.29 2.29 3.57 3.5 - 3.5(3.516.0) 3.47 (0.7-4.41) 3.89
7 4 8 | - .66 213 2.13 332 4.26 3.5 (3.5-16.0) 3.45 (0.7-4.41) 3.91
7 8 8 | - 56 1.99 1.99 3.98 3.98 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92
7 222 .82 232 312 3.12 3.12 3.5(3.5-16.0) 3.47 (0.7-4.41) 3.89
7 2 2 41 - 75 2.25 3.00 3.00 3.50 - 3.5 (3.5-16.0) 3.46 (0.7-4.41) 3.90
7 212 18 - 63 2.09 2.79 2.79 4.20 - 3.5(3.516.0) 3.45 (0.7-4.41) 391
7 2 4 4 | - .69 2.17 2.88 3.38 3.38 3.5 (3.5-16.0) 3.46 (0.7-4.41) 3.90
7 9 2 4 8 | - 58 2.03 2.70 3.15 4.04 - 3.5 (3.5-16.0) 3.45 (0.7-4.41) 3.91
7 |9 [ Th 14 [ 14| - 63 2.09 3.26 3.26 3.26 - 3.5(3.516.0) 3.45 (0.7-4.41) 391
7 9 4 4 8 | - .52 1.96 3.05 3.05 3.92 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92
7 2 2 2 2 - 70 2.95 2.95 2.95 2.95 - 3.5 (3.5-16.0) 3.46 (0.7-4.41) 3.90
7 12122 4| - 66 2.84 2.84 2.84 332 - 3.5 (3.516.0) 3.45 (0.7-4.41) 391
7 2 2 2 8 | - .55 2.66 2.66 2.66 3.97 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92
7 [ 12 [ 12 [ 14 |14 - 60 2.75 2.75 3.20 3.20 - 3.5(3.516.0) 3.45 (0.7-4.41) 3.91
7 2 4 4 4 | - .55 2.65 3.10 3.10 3.10 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92
9 9 9 9 - 2.70 2.70 2.70 2.70 2.70 - 3.5 (3.5-16.0) 3.49 (0.7-4.41) 3.87
9 919 2] - 2.53 2.53 2.53 2.53 338 - 3.5(3.516.0 3.48 (0.7-4.41) 3.88
9 9 4| - 2.43 2.43 2.43 2.43 3.78 3.5 (3.5-16.0 3.48 (0.7-4.41) 3.88
9 9 9 [18] - 2.25 2.25 2.25 2.25 4.50 3.5(3.516.0 3.46 (0.7-4.41) 3.90
9 9 9 4 2.03 2.03 2.03 2.03 5.38 3.5 (3.5-16.0 3.45 (0.7-4.41) 3.91
9 2 2| - 2.38 2.38 2.38 3.18 3.18 - 3.5 (3.5-16.0 3.47 (0.7-4.41) 3.89
9 12 [ 14 2.29 2.29 2.29 3.06 3.57 3.5(3.516.0 3.47 (0.7-4.41) 3.89
9 2 8 1 - 213 213 213 2.84 4.27 3.5(3.5-16.0 3.45 (0.7-4.41) 3.91
9 [ 4 | 14| - 221 2.21 2.21 3.44 3.44 - 3.5(3.5-16.0 3.46 (0.7-4.41) 3.90
9 [ 14 |18 2.06 2.06 2.06 3.20 412 3.5(3.5-16.0) 3.45 (0.7-4.41) 391
2 2 2 - 2.25 2.25 3.00 3.00 3.00 - 3.5 (3.5-16.0) 3.46 (0.7-4.41) 3.90
212 4| - 2.17 2.17 2.89 2.89 338 - 3.5(3.516.0) 3.46 (0.7-4.41) 3.90
2 2 81 - 2.03 2.03 2.70 2.70 4.04 - 3.5 (3.5-16.0) 3.45 (0.7-4.41) 3.91
9 9 2 4 41 - 2.09 2.09 2.80 3.26 3.26 - 3.5 (3.5-16.0) 3.45 (0.7-4.41) 3.91
99 128 - 1.96 1.96 2.61 3.05 3.92 - 3.5(3.516.0) 3.44 (0.7-4.41) 3.
9 9 4 4 4 1 - 2.03 2.03 3.15 3.15 3.15 - 3.5 (3.5-16.0) 3.45 (0.7-4.41) 3.
9l li]- 2.14 2.84 2.84 2.84 2.84 - 3.5(3.5-16.0) 3.45 (0.7-4.41) 3
9 2 [ 12 [12 [ 14] - 2.06 2.75 2.75 2.75 319 - 3.5 (3.516.0) 3.45 (0.7-4.41) 3.
9 2 2 4 41 - 1.98 2.66 2.66 3.10 3.10 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92
22 [ [12 12 - 2.70 2.70 2.70 2.70 2.70 - 3.5(3.516.0) 3.45 (0.7-4.41) 3.91
12 2 2 2 4 1 - 2.61 2.61 2.61 2.61 3.06 - 3.5 (3.5-16.0) 3.44 (0.7-4.41) 3.92

Note: <7:7000Btu/h /9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models

*The above is the value for connecting with Wall Mounted type.

+2 or more indoor units should be connected.

+Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature).

+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

*The Total ability of connected indoor unit is up to 54000Btu from 27000Btu.
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 8 Rooms-Cooling/Heating

8 Rooms Multi cooling 8 Rooms Multi cooling
COOLING OPERATION COOLING OPERATION
Combination Cooling Capacity Combination Cooling Capacity
AU of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Room 7 Room 8 Total Mgy SOLCLIENS of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Room 7 Room 8 Total UGt
kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw
2 4 | 24 - - - - - - 7.03 7.03 - - - - - - 4.06 5.20 7 7 4 | 18 - - - - 2.05 2.05 4.10 5.27 - - - - 3.47 4.89
Room 8 | 24 | - - - - - - 5.27 7.03 - - - - - - 2.30 4.24 7 7 4 | 14 - - - - 2.05 2.05 4.10 4.10 - - - - 2.30 4.24
8 | 18 | 24 - - - - - 4.63 4.63 6.18 - - - - - 5.45 5.89 7 7 2 | 24 - - - - 2.05 2.05 3.52 7.03 - - - - 4.65 5.50
8|18 |18 - - - - - 5.01 5.01 5.01 - - - - - 5.03 5.90 4 7 7 2|18 - - - - 2.05 2.05 3.52 5.27 - - - - 2.89 4.57
4 4 | 24 - - - - - 3.54 6.07 6.07 - - - - - 5.68 5.87 Room 7 7 2 | 14 - - - 2.05 2.05 3.52 4.10 - - - - 1.72 3.91
4 8 | 24 - - - - - 3.84 4.94 6.59 - - - - - 5.37 5.90 7 7 9 24 - - - 2.05 2.05 2.64 7.03 - - - - 13.77 5.05
4 8118 - 4.10 5.27 5.27 - - - - - 4.64 5.50 7 7 9 18 - - - 2.05 2.05 2.64 5.27 - - - - 12.01 4.08
4 4 | 24 | - - - - - 410 4.10 7.03 - - - - - 5.23 5.79 7 7 7 4 | - - - - 2.05 2.05 2.05 7.03 - - - - 13.18 4.73
4 4 | 18 - - - 4.10 4.10 5.27 - - - - - 3.47 4.89 7 7 7 8 - - - - 2.05 2.05 2.05 5.27 - - - - 11.42 3.74
S S S - 410 410 410 - - - - - 230 4.24 72 IV P P N S 3.04 3.04 3.04 3.04 3.54 - - - 5.69 5.87
2 4 | 24 - - - - - 3.09 6.18 6.18 - - - - - 5.45 5.89 12 2 2 2 2 - - - 3.09 3.09 3.09 3.09 3.09 - - - 5.46 5.89
2 8 | 24 - 3.35 5.01 6.68 - - - - - 5.04 5.90 2 2 4 4 - - - 2.30 3.07 3.07 3.57 3.57 - - - 5.57 5.88
2 8 | 18 - - - - 3.52 5.27 5.27 - - - - - 4.06 5.20 2 2 2 4] - - - 234 3.12 3.12 3.12 3.63 - - - 5.34 5.89
2 4 | 24 - - - - 3.52 4.10 7.03 - - - - - 4.65 5.50 2 2 2 2 - - - 2.46 3.27 3.27 3.27 3.27 - - - 5.55 5.90
2 4 | 18 3.52 4.10 5.27 - - - - - 2.89 4.57 9 4 4 4 - - - 2.32 2.32 3.60 3.60 3.60 - - - 5.45 5.89
2RI - - - - - 3.52 4.10 410 - - - - - 1.72 3.91 9 2 4 8 - - - 2.28 2.28 3.04 3.54 4.55 - - - 5.69 5.87
3 12 112 | 24 - 3.52 3.52 7.03 - - - - - 4.07 5.20 9 2 4 4 - - - 2.36 2.36 3.15 3.67 3.67 - - - 5.21 5.90
Room 12 112 ] 18 - - - 3.52 3.52 5.27 - - - - - 2.31 4.24 9 2 2 8 - - - 232 2.32 3.09 3.09 4.63 - - - 5.45 5.89
4 | 24 - - - - - 2.46 6.54 6.54 - - - - - 5.54 5.90 9 2 2 4 - - - 2.47 2.47 3.30 330 3.84 - - - 5.38 5.90
8 | 24 2.64 5.27 7.03 4.94 5.65 9 2 2 2 - - - 2.51 2.51 3.34 3.34 3.34 - - - 5.05 5.90
8 | 18 - - - - - 2.64 5.27 5.27 - - - - - 3.18 4.73 9 9 4 8 - - - 2.34 2.34 2.34 3.64 4.67 - - - 533 5.89
4 | 24 - - - - - 2.64 4.10 7.03 - - - - - 13.77 5.05 9 9 9 4 4 - - - 2.49 2.49 2.49 3.87 3.87 - - - 5.21 5.90
9 4 | 18 - - - - - 2.64 4.10 5.27 - - - - - 12.01 4.08 9 9 9 2 8| - - - 2.46 2.46 2.46 3.28 4.90 - - - 5.55 5.90
9 2 | 24 - - - - - 2.64 3.52 7.03 - - - - - 13.19 4.73 9 9 9 2 4 - - - 2.53 2.53 2.53 337 3.93 - - - 4.88 5.90
9 2|18 - - - - - 2.64 3.52 5.27 - - - - - 11.43 3.74 9 9 2 2 - - - 2.64 2.64 2.64 3.52 3.52 - - - 4.96 5.65
9 9 | 24 - - - - - 2.64 2.64 7.03 - - - - - 2.31 4.24 9 9 9 4| - - - 2.32 232 2.32 2.32 6.18 - - - 5.45 5.89
7 4 | 24 - - - - - 1.93 6.64 6.64 - - - - - 5.21 5.90 9 9 9 8 - - - 2.51 2.51 2.51 2.51 5.01 - - - 5.05 5.90
7 8 | 24 - - - - - 2.05 5.27 7.03 - - - - - 4.35 5.35 9 9 9 4 - - - 2.64 2.64 2.64 2.64 4.10 - - - 4.66 5.50
7 8 18 | - - - - - 2.05 5.27 5.27 - - - - - 2.59 4.41 9 9 9 9 2 - - - 2.64 2.64 2.64 2.64 3.52 - - - 4.08 5.20
7 4 | 24 - - - - - 2.05 4.10 7.03 - - - - - 3.18 4.73 9 9 9 9 9 - - - 2.64 2.64 2.64 2.64 2.64 - - - 3.20 4.73
7 4 | 18 - - - - - 2.05 4.10 5.27 - - - - - 11.42 3.74 7 2 4 4 4 - - - 1.79 3.07 3.57 3.57 3.57 - - - 5.57 5.88
7 2 | 24 | - - - - - 2.05 3.52 7.03 - - - - - 2.60 4.41 7 2 2 4 4 | - - - 82 3.12 3.12 3.64 3.64 - - - 5.33 5.89
7 9 4 - - - - 2.05 2.64 7.03 - - - - - 1.72 3.91 7 2 2 2 8 - - - 79 3.07 3.07 3.07 4.59 - - - 5.57 5.88
4 4 4 8 - - - - 3.60 3.60 3.60 4.63 - - - - 5.45 5.89 7 2 2 2 4] - - - 91 3.28 3.28 3.28 3.82 - - - 5.55 5.90
4 4 4 4 - - - - 3.84 3.84 3.84 3.84 - - - - 5.37 5.90 7 2 2 2 2 - - - 93 3.32 3.32 3.32 3.32 - - - 5.22 5.90
2 4 8 8 - - - - 3.04 3.54 4.55 4.55 - - - - 5.68 5.87 7 9 4 4 8 - - - 77 2.28 3.54 3.54 4.55 - - - 5.68 5.87
2 4 4 8 - - - - 3.15 3.67 3.67 4.72 - - - - 5.21 5.90 7 9 4 4 4] - - - .84 2.36 3.67 3.67 3.67 - - - 5.21 5.90
2 4 4 4 - - - - 3.35 3.90 3.90 3.90 - - - - 5.04 5.90 7 9 2 4 8 - - - .80 2.32 3.09 3.60 4.63 - - - 5.45 5.89
2 2 8 8 - - - - 3.09 3.09 4.63 4.63 - - - - 5.45 5.89 7 9 2 4 4] - - - .92 2.47 3.30 3.84 3.84 - - - 5.38 5.90
2 2 4 | 24 | - - - - 3.04 3.04 3.54 6.07 - - - - 5.69 5.87 7 9 2 2 8 - - - 3 2.36 3.15 3.15 4.72 - - - 5.21 5.90
2 2 4 | 18 - - - - 3.30 3.30 3.84 4.94 - - - - 5.38 5.90 7 9 2 2 4 - - - .95 2.51 3.35 3.35 3.90 - - - 5.05 5.90
2 2 4 | 14 - - - - 3.52 3.52 4.10 4.10 - - - - 5.24 5.79 7 9 2 2 2 - - - .05 2.64 3.52 3.52 3.52 - - - 5.25 5.79
2 2 2 4 - - - - 3.09 3.09 3.09 6.18 - - - - 5.45 5.89 7 9 8 8 - - - 79 2.30 2.30 4.59 4.59 - - - 5.57 5.88
2 2 2 8 - - - - 335 3.35 3.35 5.01 - - - - 5.05 5.90 7 9 4 8 - - - 91 2.46 2.46 3.82 4.90 - - - 5.54 5.90
2 2 2 4 1 - - - - 3.52 3.52 3.52 4.10 - - - - 4.66 5.50 7 9 4 41 - - - 96 2.53 2.53 3.93 3.93 - - - 4.87 5.90
2 2 2 2 - - - - 3.52 3.52 3.52 3.52 - - - - 4.08 5.20 7 9 2 4 - - - 79 2.30 2.30 3.07 6.12 - - - 5.57 5.88
4 8 8 | - - - - 234 3.64 4.67 4.67 - - - - 533 5.89 7 9 2 8 - - - .93 2.49 2.49 332 4.97 - - - 5.21 5.90
4 4 4 | - - - - 230 3.57 3.57 6.12 - - - - 5.57 5.88 7 9 2 4| - - - 2.05 2.64 2.64 3.52 4.10 - - - 4.95 5.65
4 4 8 - - - - 2.49 3.87 3.87 4.97 - - - - 5.21 5.90 7 9 2 2 - - - 2.05 2.64 2.64 3.52 3.52 - - - 4.37 5.35
4 4 4 1 - - - - 2.64 4.10 410 410 - - - - 4.94 5.65 5 7 9 9 4| - - - 1.83 2.36 2.36 2.36 6.29 - - - 5.21 5.90
2 8 8 - - - - 2.46 3.28 4.90 4.90 - - - - 5.54 5.90 Room 7 9 9 8 - - - 2.05 2.64 2.64 2.64 5.27 - - - 5.24 5.79
2 4 | 24 - - - - 2.34 3.12 3.64 6.23 - - - - 533 5.89 7 9 9 4 - 2.05 2.64 2.64 2.64 4.10 - - - 4.07 5.20
2 4 118 | - - - - 2.53 3.37 3.93 5.05 - - - - 4.87 5.90 7 9 9 9 2 - - - 2.05 2.64 2.64 2.64 3.52 - - - 3.49 4.89
2 4 | 14 - - - 2.64 3.52 4.10 4.10 - - - - 4.36 5.35 7 9 9 9 9 - - - 2.05 2.64 2.64 2.64 2.64 - - - 2.61 4.41
2 2 4| - - - 2.46 3.28 3.28 6.54 - - - - 5.55 5.90 7 7 4 4 8| - - - 80 .80 3.60 3.60 4.63 - - - 5.45 5.89
2 2 8 | - - - - 2.64 3.52 3.52 5.27 - - - - 4.95 5.65 7 7 4 4 4| - - - 92 92 3.84 3.84 3.84 - - - 537 5.90
2 2 4 - - 2.64 3.52 3.52 4.10 - - - - 3.78 5.05 7 7 2 8 8 - - - 77 77 3.04 4.55 4.55 - - - 5.68 5.87
9 2 2 2 - - - - 2.64 3.52 3.52 3.52 - - - - 3.20 4.73 7 7 2 4 8| - - - 1.84 .84 3.15 3.67 4.72 - - - 5.21 5.90
9 9 8 | 24 - - - - 2.32 2.32 4.63 6.18 - - - - 5.45 5.89 7 7 2 4 4 - - - 1.95 .95 3.35 3.90 3.90 - - - 5.04 5.90
9 9 8 |18 - - - - 2.51 2.51 5.01 5.01 - - - - 5.04 5.90 7 7 2 2 4 - - - 1.77 77 3.04 3.04 6.07 - - - 5.69 5.87
9 9 4 | 24 | - - - - 2.47 2.47 3.84 6.59 - - - - 538 5.90 7 7 2 2 4| - - - 2.05 2.05 3.52 3.52 410 - - - 5.24 5.79
9 9 4 | 18 - - - - 2.64 2.64 4.10 5.27 - - - - 4.65 5.50 7 7 2 2 2 - - 05 2.05 3.52 3.52 3.52 - - 4.66 5.50
9 9 4 | 14 | - - - - 2.64 2.64 4.10 4.10 - - - - 3.48 4.89 7 7 9 8 8| - 82 82 2.34 4.67 4.67 - - 533 5.89
9 9 2 4 | - - - - 2.51 2.51 3.35 6.68 - - - - 5.05 5.90 7 7 9 4 | 24 | - - - 79 79 2.30 3.57 6.12 - - - 5.57 5.88
9 9 2 8 - - - - 2.64 2.64 3.52 5.27 - - - - 4.07 5.20 7 7 9 4 | 18 - 93 93 2.49 3.87 4.97 - 5.21 5.90
4 9 9 2 4 1 - - - - 2.64 2.64 3.52 4.10 - - - - 2.90 4.57 7 7 9 4 | 14 | - - - 2.05 2.05 2.64 4.10 410 - - - 4.94 5.65
Room 9 9 2 2 - - - - 2.64 2.64 3.52 3.52 - - - - 2.32 4.24 7 7 9 2 4 - 1.82 1.82 2.34 3.12 6.23 - - 533 5.89
9 9 9 4 - - - 2.64 2.64 2.64 7.03 - - - - 4.95 5.65 7 7 9 2 8 | - - 1.96 1.96 2.53 337 5.05 - - 4.87 5.90
9 9 9 8 | - - - - 2.64 2.64 2.64 5.27 - - - - 3.19 4.73 7 7 9 2 4 1 - - - 2.05 2.05 2.64 3.52 4.10 - - - 4.36 5.35
9 9 9 4 - - - - 2.64 2.64 2.64 4.10 - - - - 2.02 4.08 7 7 9 2 2 2.05 2.05 2.64 3.52 3.52 - 3.78 5.05
9 9 9 2 - - - - .64 2.64 2.64 3.52 - - - - 1.44 3.74 7 7 9 9 4 | - - 1.92 1.92 2.47 2.47 6.59 - - - 5.38 5.90
7 8 8 8 - - - - 79 4.59 4.59 4.59 - - - - 5.56 5.88 7 7 9 9 8 - - 2.05 2.05 2.64 2.64 5.27 - - - 4.65 5.50
7 4 8 8 - - - - 91 3.82 491 4.91 - - - - 5.54 5.90 7 7 9 9 4 2.05 2.05 2.64 2.64 4.10 3.48 4.89
7 4 4 | 24 | - - - - .82 3.64 3.64 6.24 - - - - 533 5.89 7 7 9 9 2 - - - 2.05 2.05 2.64 2.64 3.52 - - - 2.90 4.57
7 4 4|18 - - - - 96 3.93 3.93 5.05 - - - - 4.87 5.90 7 7 9 9 9 - - 2.05 2.05 2.64 2.64 2.64 - - 2.02 4.08
7 4 4 | 14 - - - - .05 4.10 4.10 4.10 - - - - 4.35 5.35 7 7 7 8 | 18 - - 1.91 91 91 4.91 4.91 - 5.54 5.90
7 2 8 | 24 | - - - - 79 3.07 4.59 6.12 - - - - 5.57 5.88 7 7 7 4 | 24 | - - - 1.82 82 82 3.64 6.24 - - - 5.33 5.89
7 2 8|18 - - - - .93 3.32 4.97 4.97 - - - - 5.21 5.90 7 7 7 4|18 - 1.96 96 96 3.93 5.05 - 4.87 5.90
7 2 4 | 24 - - - - 91 3.28 3.82 6.54 - - - - 5.54 5.90 7 7 7 4 | 14 - - - 2.05 2.05 2.05 410 4.10 - - 4.35 5.35
7 2 4|18 - - - - 2.05 3.52 4.10 5.27 - - - - 4.94 5.65 7 7 7 2 4 - - - 1.91 1.91 1.91 3.28 6.54 - - 5.54 5.90
7 2 4 | 14 - - - - 2.05 3.52 4.10 4.10 - - - - 3.77 5.05 7 7 7 2 8 - 2.05 2.05 2.05 3.52 5.27 - 4.94 5.65
7 2 2 4 | - - - - 1.93 332 332 6.63 - - - - 5.21 5.90 7 7 7 2 4] - - - 2.05 2.05 2.05 3.52 4.10 - - - 3.77 5.05
7 2 2 8 - - - - 2.05 3.52 3.52 5.27 - - - - 4.3 5.35 7 7 7 2 2 - - 2.05 2.05 2.05 3.52 3.52 - - 3.19 4.73
7 2 2 4 - - - 2.05 3.52 3.52 4.10 - - 3.1 4.73 7 7 7 4 - - 1.95 1.95 1.95 2.51 6.68 - - 5.04 5.90
7 2 2 2 - - - - 2.05 3.52 3.52 3.52 - - - - 2.6 4.41 7 7 7 8 - - - 2.05 2.05 2.05 2.64 5.27 - - - 4.06 5.20
7 9 8 | 24 1.84 2.36 4.72 6.29 - - - - 5.2 5.90 7 7 7 4 2.05 2.05 2.05 2.64 4.10 - 2.89 4.57
7 9 8 | 18 - - - 2.05 2.64 5.27 5.27 - - - - 5.2 5.79 7 7 7 2 - - 2.05 2.05 2.05 2.64 3.52 - - - 2.31 4.24
7 9 4 | 24 - - - - 1.95 2.51 3.90 6.68 - - - - 5.04 5.90 7 7 7 9 - - - 2.05 2.05 2.05 2.64 2.64 - - 1.43 3.74
7 9 4 | 18 - - - - 2.05 2.64 4.10 5.27 - - - - 4.06 5.20 7 7 7 24 - 2.05 2.05 2.05 2.05 7.03 5.23 5.79
7 9 2 4| - - - - 2.05 2.64 3.52 7.03 - - - - 5.24 5.79 7 7 7 7 8| - - - 2.05 2.05 2.05 2.05 5.27 - - - 3.47 4.89
7 9 2 8 - - - - 2.05 2.64 3.52 5.27 - - - - 3.48 4.89 7 7 7 7 4 - - 2.05 2.05 2.05 2.05 4.10 - - 2.30 4.24
7 9 2 4 - - - - 2.05 2.64 3.52 4.10 - - - - 2.31 4.24 7 7 7 7 2 - - 2.05 2.05 2.05 2.05 3.52 - - - 1.72 3.91
7 9 2 2 - - - - 2.05 2.64 3.52 3.52 - - - - 173 3.91 9 9 9 2 4 - - 2.28 2.28 2.28 2.28 3.04 3.54 - - 5.69 5.87
7 9 9 24 - - - - 2.05 2.64 2.64 7.03 - - - - 14.36 5.35 9 9 9 2 2 2.32 2.32 2.32 2.32 3.09 3.09 5.46 5.89
7 9 9 18 | - - - - 2.05 2.64 2.64 5.27 - - - - 12.60 4.41 9 9 9 9 4 - 2.34 2.34 234 2.34 2.34 3.63 - - 5.34 5.89
7 9 9 14 - - - - 2.05 2.64 2.64 4.10 - - - - 11.43 3.74 6 9 9 9 9 2 - - 2.46 2.46 2.46 2.46 2.46 3.27 - - 5.55 5.90
7 7 24 | 24 - - - - 1.77 .77 6.07 6.07 - - - - 5.68 5.87 Room 9 9 9 9 9 2.51 2.51 2.51 2.51 2.51 2.51 - 5.05 5.90
7 7 8 | 24 | - - - - 1.92 1.92 4.94 6.59 - - - - 5.37 5.90 7 9 9 12112112 - - 1.78 2.30 2.30 3.06 3.06 3.06 - - 5.57 5.88
7 7 8|18 - - - - 2.05 2.05 5.27 5.27 - - - - 4.64 5.50 7 9 9 9 12 | 14 - 1.80 2.32 2.32 2.32 3.09 3.60 - - 5.45 5.89
7 7 4 | 24 | - - - - 2.05 2.05 4.10 7.03 - - - - 5.23 5.79 7 9 9 9 12 [ 12 - - 1.83 2.36 2.36 2.36 3.15 3.15 - - 5.22 5.90
Note: <Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature) Note: +Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature)
+Pipe Length: 5 m (Outdoor unit to Branch box), 3 m (Branch box to Indoor unit) «Pipe Length: 5 m (Outdoor unit to Branch box), 3 m (Branch box to Indoor unit)
+Height difference: 0 m (Outdoor unit to Indoor unit) +Height difference: 0 m (Outdoor unit to Indoor unit)
+The values in this table should be used only as a quide. These values are calculated at standard conditions. «The values in this table should be used only as a quide. These values are calculated at standard conditions.
To fix your selection of models, select them according to "Model Selection” in the D&T manual. To fix your selection of models, select them according to "Model Selection” in the D&T manual.

*1: LMC type is not available for this combination.
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 8 Rooms-Cooling/Heating

8 Rooms Multi cooling 8 Rooms Multi heating
COOLING OPERATION HEATING OPERATION
Combination Cooling Capacity Combination Heating Capacity
AT of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Room 7 Room 8 Total Mgl penes QOLCLEIS of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Room 7 Room 8 Total g oo
kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw
7 9 9 9 9 18 - 1.79 2.30 2.30 2.30 2.30 4.59 - - 5.57 5.88 2 4 | 24 - - - - - - 791 791 - - - - - - 15.82 5.07
7 9 9 9 9 12 - - 1.93 2.49 2.49 2.49 2.49 332 - - 5.22 5.90 Room 8 | 24 - - - - - - 5.86 791 - - - - - - 13.77 4.21
7 9 9 9 9 9 - - .05 .64 2.64 2.64 2.64 2.64 - - 5.25 5.79 8 | 18 | 24 | - - - - - 532 5.32 718 - - - - - 17.82 5.98
7 7 12 112 2 2 - - 77 77 3.04 3.04 3.04 3.04 - - 5.69 5.87 8|18 |18 - - - - - 5.79 5.79 5.79 - - - - - 17.38 5.43
7 7 9 12 2 4 - - 79 79 2.30 3.07 3.07 3.57 - - 5.57 5.88 4 4 | 24 | - - - - - 4.26 7.02 7.02 - - - - - 18.31 5.98
7 7 9 12 2 2 - - 82 82 2.34 3.12 3.12 3.12 - - 5.34 5.89 4 8 | 24 - - - - - 4.59 5.61 7.57 - - - - - 17.77 5.70
7 7 9 4 4 - - .80 .80 2.32 2.32 3.60 3.60 - - 5.45 5.89 4 8|18 - - - - - 4.78 5.84 5.84 - - - - - 16.46 5.1
7 7 9 2 8 - 17 77 2.28 2.28 3.04 4.55 - - 5.69 5.87 4 4 | 24 - - - - - 4.75 4.75 7.82 - - - - - 17.32 5.23
7 7 9 2 4 - 83 83 2.36 2.36 3.15 3.67 - - 5.21 5.90 4 4| 18 - - - - - 4.80 4.80 5.86 - - - - - 15.46 4.75
7 7 9 2 2 - - .92 92 2.47 2.47 3.30 330 - - 5.38 5.90 16T AT - - - - 4.80 4.80 4.80 - - - - - 14.40 4.21
7 7 9 9 8 | - - .82 .82 2.34 2.34 2.34 4.67 - - 533 5.89 2 4 | 24 | - - - - - 3.58 715 7.15 - - - - - 17.89 5.98
7 7 9 9 4 - - .93 93 2.49 2.49 2.49 3.87 - - 5.21 5.90 2 8 | 24 - - - - - 3.84 5.68 7.67 - - - - - 17.19 5.43
7 7 9 9 2 - - 96 .96 2.53 2.53 2.53 3.37 - - 4.88 5.90 2 8 | 18 - - - - - 3.96 5.86 5.86 - - - - - 5.68 5.07
7 7 9 9 9 - - 05 05 64 2.64 2.64 2.64 - - 4.66 5.50 2 4 | 24 | - - - - - 3.94 4.78 7.87 - - - - - 6.59 511
7 7 7 12 4 4 - - 79 79 79 3.07 3.57 3.57 - - 5.57 5.88 2 4| 18 - - - - - 3.96 4.80 5.86 - - - - - 4.62 4.46
7 7 7 12 2 4 | - - .82 .82 .82 3.12 3.12 3.64 - - 533 5.89 1256 e - - - - - 3.96 4.80 4.80 - - - - - 3.56 4.00
7 7 7 12 2 2 - - 91 91 91 3.28 3.28 3.28 - - 5.55 5.90 3 12 112 | 24 - - - - - 3.96 3.96 791 - - - - - 5.83 5.07
7 7 7 9 4 8 - - 77 77 J7 2.28 3.54 4.55 - - 5.68 5.87 Room 12112118 - - - - - 3.96 3.96 5.86 - - - - - 378 4.21
7 7 7 9 4 4 1 - - 84 .84 .84 2.36 3.67 3.67 - - 5.21 5.90 9 4 | 24 | - - - - - 2.85 7.54 1.54 - - - - - 17.93 5.87
7 7 7 9 2 8 - - 80 .80 .80 2.32 3.09 4.63 - - 5.45 5.89 9 8 | 24 - - - - - 2.97 5.83 7.87 - - - - - 16.67 5.16
6 7 7 7 9 2 4| - - 92 .92 92 2.47 3.30 3.84 - - 5.38 5.90 9 8 | 18 - - - - - 2.9 5.86 5.8 - - - - - 1471 4.60
Room 7 7 7 9 2 2 - - 95 95 95 2.51 335 335 - - 5.05 5.90 9 4 | 24 | - - - - - 2.9 4.80 79 - - - - - 15.70 4.91
7 7 7 9 8 - - 91 91 91 2.46 2.46 4.90 - - 5.54 5.90 9 4|18 - - 2.9 4.80 5.8 - - - - - 3.65 4.10
7 7 7 9 4 - - .96 .96 96 2.53 2.53 3.93 - - 4.87 5.90 9 2 | 24 | - - - - - 2.9 3.96 79 - - - - - 4.86 4.60
7 7 7 9 2 - - 2.05 2.05 2.05 2.64 2.64 3.52 - - 4.95 5.65 9 2|18 - - - - 2.9 3.96 5.86 - - - - - 2.81 3.90
7 7 7 9 9 - - 2.05 2.05 2.05 2.64 2.64 2.64 - - 4.07 5.20 9 9 [ 24| - 2.9 2.99 7.91 - - - - - 3.89 4.21
7 7 7 7 4 8 - - .80 1.80 80 1.80 3.60 4.63 - - 5.45 5.89 7 4 | 24 | - - - - - 2.28 7.61 7.61 - - - - - 7.51 5.56
7 7 7 7 4 4 - - .92 1.92 .92 1.92 3.84 3.84 - - 5.37 5.90 7 8 | 24 - - - 2.37 5.85 7.9 - - - - - 16.12 5.08
7 7 7 7 2 8 - - .84 1.84 .84 1.84 3.15 4.72 - - 5.21 5.90 7 8 | 18 - - - 2.37 5.86 5.8 - - - - - 4.09 4.33
7 7 7 7 2 4 - - 95 1.95 95 1.95 335 3.90 - - 5.04 5.90 7 4 | 24 | - - - - - 2.37 4.80 7.9 - - - - - 5.08 4.60
7 7 7 7 2 2 - - 2.05 2.05 2.05 2.05 3.52 3.52 - - 5.24 5.79 7 4 | 18 - 2.37 4.80 5.8 - - - - - 3.03 3.90
7 7 7 7 9 4 - - 1.79 1.79 1.79 1.79 2.30 6.12 - - 5.57 5.88 7 2 | 24 | - - - - - 2.37 3.96 7.9 - - - - - 4.24 4.33
7 7 7 7 9 8 - - 1.93 1.93 1.93 1.93 2.49 4.97 - - 5.21 5.90 7 9 24 - - - - - 2.37 2.99 79 - - - - - 3.27 4.00
7 7 7 7 9 4 - - 2.05 2.05 2.05 2.05 2.64 4.10 - - 4.94 5.65 4 4 4 8 - - - - 4.30 4.30 4.3 5.24 - - - - 8.13 5.98
7 7 7 7 9 2 - - 2.05 2.05 2.05 2.05 2.64 3.52 - - 4.36 535 4 4 4 4 1 - - - - 4.55 4.55 4.55 4.55 - - - - 18.20 5.70
7 7 7 7 9 9 - - 2.05 2.05 2.05 2.05 2.64 2.64 - - 3.48 4.89 2 4 8 8 - - - - 3.53 4.28 5.22 5.22 - - - - 18.24 5.98
7 7 7 7 7 4 - - 1.82 1.82 1.82 1.82 1.82 6.24 - - 533 5.89 2 4 4 8 | - - - - 3.61 4.38 4.38 5.34 - - - - 17.71 5.98
7 7 7 7 7 8 | - - 1.96 1.96 1.96 1.96 1.96 5.05 - - 4.87 5.90 2 4 4 4 1 - - - - 3.80 4.61 4.61 4.61 - - - - 17.62 5.43
7 7 7 7 7 4 - - 2.05 2.05 2.05 2.05 2.05 4.10 - - 4.35 5.35 2 2 8 8 - - - - 3.59 3.59 5.32 5.32 - - - - 17.82 5.98
7 7 7 7 7 2 - - 2.05 2.05 2.05 2.05 2.05 3.52 - - 3.77 5.05 2 2 4 | 24 | - - - - 3.52 3.52 4.26 7.02 - - - - 18.32 5.98
7 7 7 7 7 9 - - 2.05 2.05 2.05 2.05 2.05 2.64 - - 2.89 4.57 2 2 4|18 - - - - 3.79 379 4.59 5.61 - - - - 777 5.70
7 7 7 7 7 7 - - 2.05 2.05 2.05 2.05 2.05 2.05 - - 2.30 4.24 2 2 4 | 14 - - - - 3.92 3.92 4.75 4.75 - - - - 7.33 5.23
7 9 9 9 9 9 - 78 2.30 2.30 2.30 2.30 2.30 2.30 - 5.57 5.88 2 2 2 4 | - - - - 3.58 3.58 3.58 715 - - - - 7.90 5.98
7 7 9 9 9 12 - 77 J7 2.28 2.28 2.28 2.28 3.04 - 5.69 5.87 2 2 2 8 - - - - 3.84 3.84 3.84 5.68 - - - - 7.20 5.43
7 7 9 9 9 9 - 82 .82 34 2.34 2.34 234 2.34 - 5.34 5.89 2 2 2 4 - - - 3.94 3.94 3.94 4.78 - - - - 16.60 5.11
7 7 7 9 9 14 - 77 77 77 2.28 2.28 2.28 3.54 - 5.69 5.87 2 2 2 2 - - - 3.96 3.96 3.96 3.96 - - - - 15.84 5.07
7 7 7 9 9 12 - 80 .80 .80 2.32 2.32 2.32 3.09 - 5.45 5.89 9 4 8 8 - - - - 2.72 4.37 5.33 533 - - - - 17.76 5.98
7 7 7 9 9 9 - 91 91 91 2.46 2.46 2.46 2.46 - 5.55 5.90 9 4 4 4 - - - - 2.66 4.27 4.27 7.04 - - - - 18.25 5.98
7 7 7 9 12 | 12 - 79 .79 79 1.79 2.30 3.07 3.07 - 5.57 5.88 9 4 4 8 - - - - 2.87 4.60 4.60 5.62 - - - - 7.68 5.56
7 7 7 7 9 9 14 | - .80 80 .80 80 2.32 232 3.60 - 5.45 5.89 9 4 4 4 - - - - 2.96 4.75 4.75 4.75 - - - - 7.22 5.16
7 7 7 7 9 9 12 - 83 83 83 83 2.36 2.36 3.15 - 5.21 5.90 9 2 8 8 - - - - 2.86 3.78 5.60 5.60 - - - - 7.84 5.87
7 7 7 7 7 9 9 9 - .93 .93 93 93 2.49 2.49 2.49 - 5.21 5.90 9 2 4 | 24 - - - - 2.71 3.59 4.35 717 - - - - 7.83 5.98
Room 7 7 7 7 7 12 4 - 79 .79 79 79 79 3.07 3.57 - 5.57 5.88 9 2 4 | 18 - - - - 2.90 3.85 4.66 5.69 - - - - 71 5.32
7 7 7 7 7 12 2 - 82 82 82 82 82 3.12 312 - 5.33 5.89 9 2 4 | 14 - - - - 2.98 3.94 4.78 4.78 - - - - 16.48 5.08
7 7 7 7 7 8 - 77 77 77 7 77 2.28 4.55 - 5.68 5.87 9 2 2 | 24 - - - - 2.85 3.77 3.77 7.54 - - - - 17.94 5.87
7 7 7 7 7 4] - 84 1.84 .84 .84 1.84 2.36 3.67 - 5.21 5.90 9 2 2 8 - - - - 2.97 3.94 3.94 5.83 - - - - 16.67 5.16
7 7 7 7 7 2 - .92 1.92 92 92 1.92 2.47 3.30 - 5.38 5.90 9 2 2 4 - - - - 2.99 3.96 3.96 4.80 - - - - 15.71 4.91
7 7 7 7 7 9 - 96 1.96 96 96 1.96 53 2.53 4.87 5.90 9 2 2 2 - - - - 2.99 3.96 3.96 3.9 - - - - 14.87 4.60
7 7 7 7 7 18 - 80 1.80 80 80 1.80 80 4.63 - 5.45 5.89 9 8 | 24| - - - - 2.71 2.71 5.30 71 - - - - 17.88 5.98
7 7 7 7 7 7 14 - .92 1.92 92 92 1.92 92 3.84 5.37 5.90 9 8] 18 - - - - 2.90 2.90 5.68 5.6 - - - - 1717 5.43
7 7 7 7 7 7 12 - 95 1.95 95 95 1.95 95 335 5.04 5.90 9 4 | 24 - - - - 2.86 2.86 4.58 7.5 - - - - 17.85 5.70
7 7 7 7 7 7 9 - 2.05 2.05 2.05 2.05 2.05 2.05 2.64 - 4.94 5.65 9 4 | 18 - - - - 2.98 2.9 4.78 5.83 - - - - 16.56 51
7 7 7 7 7 7 7 2.05 2.05 2.05 2.05 2.05 2.05 2.05 4.35 5.35 9 4 | 14 - 2.99 2.9 4.80 4.80 - - - - 15.58 4.75
7 7 7 7 7 9 9 9 1.77 1.77 77 1.77 1.77 28 2.28 2.28 5.69 5.87 9 9 2 4 | - - - - 2.89 2.8 3.83 7.65 - - - - 17.27 5.43
8 7 7 7 7 7 7 9 9 1.80 1.80 80 1.80 1.80 80 2.32 2.32 5.45 5.89 9 9 2 8 - - 2.99 2 3.96 5.86 - - - - 15.80 5.07
Room 7 7 7 7 7 7 7 12 1.79 1.79 79 1.79 1.79 79 1.79 3.07 5.57 5.88 N 9 9 2 4 - 2.99 2. 3.96 4.80 - - - - 14.74 4.46
7 7 7 7 7 7 7 9 1.84 1.84 84 1.84 1.84 84 1.84 2.36 5.21 5.90 Room 9 9 2 2 - - - - 2.99 2.99 3.96 3.96 - - - - 3.90 4.21
7 7 7 7 7 7 7 7 1.92 1.92 .92 1.92 1.92 .92 1.92 1.92 5.37 5.90 9 9 4 - 2.97 2.97 2.97 7.86 - - 6.77 5.16
Note: +Cooling capacity is based on 27°CDB/19°CWB (indoor temperature), 35°CDB (outdoor temperature) g g ? - - %:gg %: g g'gg 226 - - - - gg; 2?8
+Pipe Length: 5 m (Outdoor unit to Branch box), 3 m (Branch box to Indoor unit) 9 9 2 299 2.99 2.99 39 - - 2.93 3.90
+Height difference: 0 m (Outdoor unit to Indoor unit) 7 (18188 - @ -] - 2.14 5.28 5.28 5.2 - - - - 7.98 598
+The values in this table should be used only as a quide. These values are calculated at standard conditions 7114118 118 —— 2.2 4.1 258 33 - - 793 287
: : 7 [ 14 | 14 [ 24 - 2.14 433 433 7.1 - - 7.9% 598
To fix your selection of models, select them according to "Model Selection” in the D&T manual. 7 41 18] - [ - [ -] - 2.29 4.65 4.65 5.67 - - - - 7.26 532
7 4 4 | 14 - - - - 2.36 4.77 477 4.77 - - - - 16.67 5.08
7 2 8 | 24 - - - - 2.13 3.56 5.26 710 - - - - 18.05 5.98
7 2 8] 18 - - - - 2.29 3.82 5.65 5.65 - - - - 17.41 5.56
7 2 4 | 24 - - - - 2.25 3.76 4.56 7.52 - - - - 8.09 5.87
7 2 4118 ] - - - - 2.35 3.93 477 5.82 - - - - 6.87 5.16
7 2 4 | 14 - 2.37 3.96 4.80 4.80 - - - 5.93 4.91
7 2 2 4 - - 2.28 3.81 3.81 7.61 - - - 7.51 5.56
7 2 2 8 | - - - - 2.37 3.96 3.96 5.85 - - - - 16.13 5.08
7 2 2 4 - 2.37 3.96 3.96 4.8 - 15.09 4.60
7 2 2 2 - - - - 2.37 3.96 3.96 3.9 - - - 14.25 4.33
7 9 8 | 24 - - - 2.25 2.84 5.56 75 - - - 18.15 5.98
7 9 8 |18 - 235 2.97 5.81 5.8 16.95 5.23
7 9 4 | 24 - - - - 2.29 2.88 4.63 7.6 - - - - 17.42 5.43
7 4 | 18 - 2.37 2.99 4.80 5.86 - 6.02 5.07
7 2 4| - - - - 2.35 2.96 3.92 7.84 - - - 17.08 5.23
7 2 8 - - - - 2.37 2.99 3.9 5.86 - - - 15.18 4.75
7 2 4 - 2.37 2.99 3.9 4.80 - 1412 4.21
7 2 2 - - - - 2.37 2.99 3.9 3.96 - - - - 13.28 4.00
7 9 24 - - 2.37 2.98 2.9 7.89 - - - 16.23 5.08
7 9 18 - - 2.37 2.99 2.9 5.86 - - - 14.21 4.33
7 9 14 - - - - 2.37 2.99 2.99 4.80 - - - - 13.15 3.90
7 24 | 24 - - - - 201 2.1 7.03 7.03 - - - - 18.28 5.98
7 7 8 | 24 - - - - 2.27 2.27 5.61 7.57 - - - - 17.73 5.70
7 7 8] 18 - - - - 2.36 2.36 5.84 5.84 - - - - 16.40 51
7 7 4 | 24 - 2.35 2.35 4.75 7.83 - - - - 17.27 5.23

Note: <Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature)
+Pipe Length: 5 m (Outdoor unit to Branch box), 3 m (Branch box to Indoor unit)
+Height difference: 0 m (Outdoor unit to Indoor unit)
«The values in this table should be used only as a quide. These values are calculated at standard conditions.
To fix your selection of models, select them according to “Model Selection” in the D&T manual.
*1: LMC type is not available for this combination.
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PRODUCT LINEUP: MULTI SPLIT

MULTI SPLIT Combination Table for 8 Rooms-Heating

8 Rooms Multi heating 8 Rooms Multi heating
HEATING OPERATION HEATING OPERATION
Combination Heating Capacity Combination Heating Capacity
GRS of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Room 7 Room 8 Total IpUipenes QOLCoLEIS of Indoor Unit Room 1 Room 2 Room 3 Room 4 Room 5 Room 6 Room 7 Room 8 Total g
kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw kw
7 7 4|18 - - - 2.37 2.37 4.80 5.86 - - - - 5.40 4.75 7 9 9 9 18 - 2.12 2.68 2.68 2.68 2.68 5.25 - - 18.10 5.98
7 7 4 | 14 - 2.37 2.37 4.80 4.80 - - - - 4.34 4.21 7 9 9 9 12 2.28 2.87 2.87 2.87 2.87 3.81 - - 17.57 5.56
7 7 2 | 24 - - - - 2.36 2.36 3.94 7.87 - - - - 6.53 511 7 9 9 9 9 - - 2.35 2.96 2.96 2.96 2.96 2.96 - - 17.16 5.23
4 7 7 2|18 - - - 2.37 2.37 3.96 5.86 - - - - 4.56 4.46 7 12112 2 2 - 2.11 201 3.52 3.52 3.52 3.52 - - 18.29 5.98
Room 7 7 2 | 14 - - - 237 2.37 3.96 4.80 - - - - 3.50 4.00 7 7 9 12 2 4 - 211 211 2.66 3.53 3.53 4.28 - - 18.23 5.98
7 7 9 24 - - - - 2.37 2.37 2.99 79 - - - - 5.64 4.91 7 7 9 12 2 2 - - 2.15 215 2.71 3.60 3.60 3.60 - - 17.81 5.98
7 7 9 18 - - 2.37 2.37 2.99 5.8 - - - - 3.59 4.10 7 7 9 4 4 2.12 2.12 2.67 2.67 4.29 4.29 - - 18.16 5.98
7 7 7 4 - - - - 237 2.37 2.37 7.9 - - - - 5.02 4.60 7 7 9 2 8 - - 2.11 211 2.66 2.66 3.52 5.21 - - 18.27 5.98
7 7 7 8 - - - - 2.37 2.37 2.37 5.86 - - - - 2.97 3.90 7 7 9 2 4 - - 2.16 2.16 2.72 2.72 3.61 4.37 - - 17.74 5.98
12 2 2 2 4 - 3.51 3.51 3.51 3.51 4.26 - 8.32 5.98 7 7 9 2 2 2.27 2.27 2.86 2.86 3.78 3.78 - - 7.82 5.70
12 2 2 2 2 - - - 3.58 3.58 3.58 3.58 3.58 - - - 17.90 5.98 7 7 9 9 8 - - 2.15 215 2.72 2.72 272 533 - - 779 5.98
9 2 2 4 4 - - 2.66 3.52 3.52 4.27 4.27 - - 18.26 5.98 7 7 9 9 4 2.27 2.27 2.86 2.86 2.86 4.60 - - 773 5.56
9 2 2 2 4 - - 2.71 3.59 3.59 3.59 4.35 - - 17.84 5.98 7 7 9 9 2 - 2.30 2.30 2.90 2.90 2.90 3.84 - - 7.15 5.32
9 2 2 2 2 - - - 2.85 3.77 3.77 3.77 3.77 - - - 17.95 5.87 7 7 9 9 9 - - 2.36 2.36 2.97 2.97 2.97 2.97 - - 16.61 51
9 9 4 4 4 2.67 2.67 4.28 4.28 4.28 - 18.19 5.98 7 7 7 12 4 4 2.10 2.10 2.10 3.51 4.26 4.26 - - 18.34 5.98
9 9 2 4 8 - - 2.66 2.66 3.52 4.26 5.21 - - - 18.30 5.98 7 7 7 12 2 4 - 214 2.14 214 3.58 3.58 4.34 - - 17.92 5.98
9 9 2 4 4 - - 2.72 2.72 3.60 4.37 4.37 - - - 777 5.98 7 7 7 12 2 2 - 2.25 2.25 2.25 3.77 3.77 3.77 - - 8.06 5.87
9 9 2 2 8 - 2.71 2.71 3.58 3.58 5.30 - 7.88 5.98 7 7 7 9 4 8 2.10 2.10 2.10 2.65 4.25 5.19 - - 8.38 59
9 9 2 2 4 - - - 2.86 2.86 378 3.78 4.58 - - - 7.86 5.70 7 7 7 4 4 - - 2.15 2.15 215 2.71 4.35 4.35 - - 7.85 5.9
9 9 2 2 2 - 2.89 2.89 3.83 3.83 3.83 - 7.28 5.43 7 7 7 2 8 - 2.14 2.14 2.14 2.70 3.57 5.28 - - 7.96 5.9
9 9 9 4 8 - 2.71 2.71 2.71 4.36 5.32 - - 7.82 5.98 6 7 7 7 2 4 - 2.26 2.26 2.26 2.85 3.77 4.57 - - 7.97 5.7
9 9 9 4 4 - - - 2.86 2.86 2.86 4.59 4.59 - - - 777 5.56 Room 7 7 7 9 2 2 - - 2.29 2.29 2.29 2.89 3.82 3.82 - - 7.39 5.43
9 9 2 8 - 2.85 2.85 2.85 3.78 5.59 - 7.92 5.87 7 7 7 9 8 - 2.25 2.25 2.25 2.84 2.84 5.57 - - 18.03 5.87
9 9 2 4 - - - 2.90 2.90 2.90 3.84 4.65 - - - 719 5.32 7 7 7 9 4 - 2.29 2.29 2.29 2.89 2.89 4.64 - - 17.30 5.32
9 9 2 2 - - - 2.97 2.97 2.97 3.93 3.93 - - - 16.78 5.16 7 7 7 9 2 - 2.35 2.35 2.35 2.97 2.97 3.93 - - 6.92 5.16
9 9 9 4 - 2.70 2.70 2.70 2.70 714 - 17.94 5.98 7 7 7 9 9 2.37 237 2.37 2.99 2.99 2.99 - - 6.07 5.07
9 9 8 - - - 2.89 2.89 2.89 2.89 5.67 - - - 7.25 5.43 7 7 7 7 4 8 - - 2.13 213 2.13 2.13 431 5.21 - - 8.07 5.98
9 9 4 - - 2.97 2.97 2. 2.97 4.77 - - 6.67 51 7 7 7 7 4 4 - 2.25 2.25 2.25 2.25 4.56 4.5 - - 8.12 5.70
9 9 2 - - 2.99 2.99 2.99 2.99 3.96 - - 5.92 5.07 7 7 7 7 2 8 - 2.17 217 2.17 2.17 3.62 5.3 - - 7.65 5.98
9 9 9 - - - 2.99 2.99 2.99 2.99 2.99 - - - 4.95 4.60 7 7 7 7 2 4 - - 2.28 2.28 2.28 2.28 3.81 4.62 - - 7.54 5.43
2 4 4 4 - 2.10 3.51 4.25 4.25 4.25 - 8.37 5.98 7 7 7 7 2 2 2.35 2.35 2.35 2.35 3.92 3.92 - - 7.23 5.23
7 2 2 4 4 - - - 214 3.57 3.57 4.33 4.33 - - - 7.95 5.98 7 7 7 7 9 4 - - 2.12 2.12 2.12 2.12 267 7.06 - - 8.19 5.98
7 2 2 2 8 - - - 213 3.56 3.56 3.56 5.2 - - - 18.06 5.98 7 7 7 7 9 8 - - 2.28 2.28 2.28 2.28 2.87 5.63 - - 7.6 5.56
7 2 2 2 4 - 2.25 3.76 3.76 3.76 4.51 - 18.10 5.87 7 7 7 7 9 4 2.35 2.35 235 2.35 2.96 4.76 - - 71 5.16
7 2 2 2 2 - - - 2.28 3.81 3.81 3.81 3.8 - - - 17.52 5.56 7 7 7 7 9 2 - - 2.36 2.36 2.36 2.36 2.98 3.95 - - 16.3 5.08
7 9 4 4 8 - - 2.09 2.64 4.24 4.24 5.1 - - 18.40 5.98 7 7 7 7 9 9 2.37 2.37 2.37 2.37 2.99 2.99 - - 15.4 4.75
7 9 4 4 4 - - 214 2.71 4.34 4.34 4.3 - - 7.88 5.98 7 7 7 7 7 4 - - 2.14 2.14 214 2.14 214 7.16 - - 17.8 5.98
7 9 2 4 8 - - - 213 2.69 3.57 4.32 5.28 - - - 7.99 5.98 7 7 7 7 7 8 - - 230 2.30 2.30 2.30 2.30 5.68 - - 17.18 532
7 9 2 4 4 - 2.26 2.85 3.77 4.57 4.57 8.01 5.70 7 7 7 7 7 4 - - 2.36 2.36 2.36 2.36 2.36 4.78 - - 6.57 5.08
7 9 2 2 8 - - - 2.25 2.84 3.76 3.76 5.56 - - 8.16 5.98 7 7 7 7 7 2 - - 2.37 2.37 237 2.37 2.37 3.96 - - 5.81 4.91
7 9 2 2 4 - - - 2.28 2.88 3.82 3.82 4.63 - - - 7.43 5.43 7 7 7 7 7 9 - - 2.37 2.37 2.37 2.37 2.37 2.99 - - 4.84 4.46
7 9 2 2 2 - 235 2.96 3.92 3.92 3.92 - 7.09 5.23 7 7 7 7 7 7 - - 2.37 2.37 237 2.37 2.37 237 - - 4.22 4.21
7 9 9 8 8 - - - 213 2.69 2.69 5.27 5.27 - - - 8.04 5.98 7 9 9 9 9 9 - 212 2.67 2.67 2.67 2.67 267 2.67 - 8.16 5.98
7 9 4 8 - 2.25 2.84 2.84 4.56 5.57 - 8.07 5.87 7 7 9 9 9 12 2.10 2.10 2.65 2.65 2.65 2.65 3.51 - 18.33 5.98
7 9 4 4 - - - 2.29 2.89 2.89 4.64 4.64 - - - 7.34 53 7 7 9 9 9 9 - 215 215 2.71 2.71 2.71 2.71 2.71 - 17.85 5.98
7 9 2 4 - - - 2.12 2.68 2.68 3.55 7.08 - - - 18.11 5.9 7 7 7 9 9 14 - 2.09 2.09 2.09 2.63 2.63 2.63 4.23 - 18.40 5.98
7 9 2 8 - 2.28 2.88 2.88 3.81 5.64 - 17.49 5.5 7 7 7 9 9 12 2.13 2.13 2.13 2.69 2.69 2.69 3.56 - 18.02 5.98
7 9 9 2 4 - - - 2.35 2.97 2.97 3.93 4.76 - - - 16.97 5.1 7 7 7 9 9 9 - 2.25 2.25 2.25 2.84 2.84 2.84 2.84 - 18.11 5.87
7 9 9 2 2 - - 2.37 2.98 2.98 3.95 3.95 - - 16.24 5.0 7 7 7 7 12 112 201 2.1 2.11 201 2.67 3.53 3.53 - 18.20 5.98
5 7 9 9 9 4 - - 2.17 2.74 2.74 2.74 7.24 - - 17.63 5.9 7 7 7 7 9 14 2.12 2.12 2.12 2.12 2.68 2.68 4.30 - 18.13 5.98
Room 7 9 9 9 8 - - - 2.35 2.96 2.96 2.96 5.81 - - - 17.05 5.23 7 7 7 7 9 12 - 2.16 2.16 2.16 2.16 2.73 2.73 3.61 - 17.71 5.98
7 9 9 4 - 2.37 2.9 2.99 2.99 4.79 16.12 5.07 7 7 7 7 7 9 9 2.27 2.27 2.27 2.27 2.87 2.87 2.87 - 7.6 5.56
7 9 9 2 - - 237 2.9 2.99 2.99 3.96 - - - 5.30 4.75 Room 7 7 7 7 12 4 - 2.10 2.10 2.10 2.10 2.10 3.52 4.26 - 8.3 5.98
7 9 9 9 - - 2.37 2.9 2.99 2.99 2.99 - - - 4.33 4.33 7 7 7 7 7 12 2 - 2.14 2.14 2.14 2.14 2.14 3.58 3.58 - 7.8 5.98
7 7 4 4 8 - 2.12 2.12 4.30 4.30 5.25 - 8.10 5.98 7 7 7 7 7 9 8 2.10 2.10 2.10 2.10 2.10 2.65 5.19 - 8.35 5.98
7 7 4 4 4 - - - 2.25 2.25 4.55 4.55 4.55 - - - 8.16 5.70 7 7 7 7 7 9 4 - 2.15 215 2.15 2.15 215 2.71 4.36 - 7.82 5.98
7 7 2 8 8 - - 2.1 2.1 3.53 5.23 5.23 - - 8.21 5.98 7 7 7 7 7 9 2 - 2.26 2.26 2.26 2.26 2.26 2.85 3.78 - 7.93 5.70
7 7 2 4 8 - - 2.16 2.1 3.62 4.38 5.35 - - 7.68 5.98 7 7 7 7 7 9 9 - 2.29 2.29 2.29 2.29 2.29 2.89 2.89 - 17.26 5.32
7 7 2 4 4 - - - 2.28 2.2, 3.80 4.61 4.61 - - - 7.58 5.43 7 7 7 7 7 7 18 - 213 213 213 213 213 213 5.26 - 8.04 5.98
7 7 2 2 4 - 2.11 2.1 3.52 3.52 7.03 - 18.29 5.98 7 7 7 7 7 7 14 2.25 2.25 2.25 2.25 2.25 2.25 4.56 8.08 5.70
7 7 2 2 4 - - - 235 2.3 3.92 3.92 4.75 - - - 17.28 5.23 7 7 7 7 7 7 12 - 2.28 2.28 2.28 2.28 2.28 2.28 3.81 - 7.50 5.43
7 7 2 2 2 - - - 2.36 2.36 3.94 3.94 3.94 - - - 16.54 51 7 7 7 7 7 7 9 - 2.35 2.35 2.35 2.35 2.35 2.35 2.96 - 7.06 5.16
7 7 8 8 - 2.16 2.16 2.72 5.34 5.34 17.73 5.98 7 7 7 7 7 7 7 - 2.36 2.36 2.36 2.36 2.36 2.36 2.36 - 6.52 5.08
7 7 4 | 24 - - - 211 2.11 2.67 4.28 7.05 - - - 18.22 5.98 7 7 7 7 7 9 9 9 2.09 2.09 2.09 2.09 2.09 2.64 2.64 2.64 18.40 5.98
7 7 4 | 18 - 2.27 2.27 2.87 4.61 5.62 - - 17.64 5.56 g 7 7 7 7 7 7 9 9 2.12 2.12 2.12 2.12 2.12 2.12 2.68 2.68 18.10 5.98
7 7 4 | 14 - 2.35 2.35 2.96 4.75 4.75 - - 17.16 5.16 Room 7 7 7 7 7 7 7 12 211 211 2.11 211 211 211 211 3.52 18.28 5.98
7 7 9 2 4 - - - 2.15 2.15 2.72 3.60 718 - - - 17.80 5.98 7 7 7 7 7 7 7 9 2.15 2.15 2.15 2.15 2.15 2.15 2.15 2.72 17.79 5.98
7 7 9 2 8 - 2.34 2.34 2.96 3.92 5.80 - 17.36 5.32 7 7 7 7 7 7 7 7 2.25 2.25 2.25 2.25 2.25 2.25 2.25 2.25 | 18.04 5.70
; ; g % [Z' - — g%g % gg 5 g ;32 ;’:;2 - - - Egg ig? Note: <Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature)
7 7[99 2]~ 2.27 2.27 2.86 2.86 7.56 - - - 17.81 5.70 +Pipe Length: 5 m (Outdoor unit to Branch box), 3 m (Branch box to Indoor unit)
; ; g f B %%g §§§ 5 g %-gg 533 - - - g; 2;‘5 +Height difference: 0 m (Outdoor unit to Indoor unit)
T 719 T = 737 737 799 539 39 = - = T68 W7 «The values in this table should be used only as a quide. These values are calculated at standard conditions.
71719 9 [ - [ - [+ 2.37 2.37 2.99 2.99 2.9 - - - 3.71 410 To fix your selection of models, select them according to "Model Selection” in the D&T manual.
7 7 7 8|18 - 2.26 2.26 2.26 5.58 5.5 - - 7.95 5.87
7 7 7 4 | 24 - - 214 2.14 2.14 4.34 715 - - - 791 5.98
7 7 7 4 | 18 - - 2.30 2.30 2.30 4.65 5.68 - - - 7.22 5.32
7 7 7 4 | 14 - 2.36 2.36 2.36 4.77 4.77 - 6.62 5.08
7 7 7 2 4 - - - 2.25 2.25 2.25 3.77 7.52 - - - 8.05 5.87
7 7 7 2 8 - - 2.35 2.35 2.35 3.93 5.82 - - 6.81 5.16
7 7 7 2 4 - - 237 2.37 237 3.96 4.80 - - 5.87 4.91
7 7 7 2 2 - - - 2.37 2.37 2.37 3.96 3.96 - - - 5.03 4.60
7 7 7 9 4 - 2.29 2.29 2.29 2.89 7.63 - 7.38 5.43
7 7 7 9 8 - - - 237 2.37 2.37 2.99 5.86 - - 5.96 5.07
7 7 7 9 4 - - - 2.37 2.37 2.37 2.99 4.80 - - 4.90 4.46
7 7 7 9 2 - 237 2.37 2.37 2.99 3.96 4.06 4.21
7 7 7 9 9 - - - 2.37 2.37 237 2.99 2.99 - - - 3.09 3.90
7 7 7 7 24 - 2.35 2.35 2.35 2.35 7.83 - - - 17.22 5.23
7 7 7 7 8 - - - 2.37 2.37 237 2.37 5.86 - - - 5.34 4.75
7 7 7 7 4 - - 2.37 2.37 2.37 2.37 4.80 - - 4.28 4.21
7 7 7 7 2 2.37 2.37 237 2.37 3.96 - 3.44 4.00
9 9 2 4 - - 2.65 2.65 2.65 2.65 3.51 4.25 - - 8.36 5.9
9 9 2 2 - 2.70 2.70 2.70 2.70 3.57 3.57 - 7.94 5.9
9 9 9 4 - 2.71 2.71 2.71 2.71 2.71 4.34 - 7.88 5.9
6 9 9 9 2 - - 2.85 2.85 2.85 2.85 2.85 377 - - 18.00 5.87
Room 9 9 9 - - 2.89 2.89 2.89 2.89 2.89 2.89 - - 7.33 5.43
9 12 112112 - - 2.12 2.68 2.68 3.55 3.55 3.55 - - 8.12 5.98
7 9 9 12 | 14 - - 213 2.69 2.69 2.69 3.56 4.31 - - 8.05 5.98
7 9 9 12112 - 217 2.74 2.74 2.74 3.62 3.62 - - 7.63 5.98

Note: <Heating capacity is based on 20°CDB (indoor temperature), 7°CDB/6°CWB (outdoor temperature)
+Pipe Length: 5 m (Outdoor unit to Branch box), 3 m (Branch box to Indoor unit)
+Height difference: 0 m (Outdoor unit to Indoor unit)
+The values in this table should be used only as a quide. These values are calculated at standard conditions.
To fix your selection of models, select them according to “Model Selection” in the D&T manual.

132 133



PRODUCT LINEUP: SPLIT & MULTI SPLIT

Feature Summary

Type Wall Mounted Cassette Duct Ceiling
' Flagship Designer | Standard ECO Designer Standard ECO Compact ) : Mini Slim " ) High Static ' Floor Floor/Ceiling ECO
SaEs Range Range Range Range Range Range Range 4-way Flow Ul | oy e (With drain pump) | (With drain pump) MediumBratichiessure Pressure 2 Range
e . =
— : p— a— — P S — - BN | s = B
— = Jea4a= ‘ Il Il |
— -
ASHG AUHG AUHG ARHG ARHG CLLIE
AUXG ARHG ARHG ABHG 30/36
ASHG ASHG ASHG ASHG ASHG ASHG ASHG 18/30 ASHG ASHG 07/09/12/1418 18124130/ 30/36LRLE, 07/09/ 07/09/ 1211418/ 22/24/36/ ARHG ARHG AGHG 14118LVTB LRTE
09/12 07/09/12/14 | 07/09/12/14 18124 09/12 07/09/12/14 | 07/09/12/14 LFCA, 30/36 07/09/12 LVLB, 36/45/54 AUHG 12114118 1214118 24/30/36/ 45LMLA, 45/54/60 72/90 09/12/14 ABHG ! ABHé
Model No. KXCA KGTA KMTA KLCA LTCA LUCA LMCA ASHG24 LMTA LLCC AUHG LRLB 36/45/54 LSLAP LLTB 45/54 ARHG LHTA LHTA LVCA 221261VTA 36/45/54
LFCC 22/241VLA LRLA LHTBP 30/36LMLE LRTA
Dual side fans [ ]
S =
bad Save h [
é ave human sensor ( } [ ] [ }
g Bl Save & Stop human sensor O
=2
) Economy mode ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° °
=2
3 = -
g S!&: ﬁ;oigttiir:perature set point 0 o) o) 0 o) e} O @) ® O Py o) Y O e Y e} ®) 'e)
g Set temperature auto return O @) @) O @) @) @) O ® @) [ @) ® O O o @) O O
M Powerful heating [ }
m Power diffuser o [ J ([ J
% Server room operation [ J
a Powerful mode () [ ) o ([ ) o o o ([ ] [ J
ﬁ 10°C HEAT operation ) [} ) ) ) ) ) [ ) () O O O @) O @) (g) @) ) [ ®
T [P o) o) o) o)
o Low noise mode [ ] [ ] [ ] ® ] ® ® (45/54) (45/54) (45)(36LMLA) O (45/54)(36LRTA)
3
& | B auto-changeover ° ° ° ° ) ° ° ° [ ° ° ° ° ° ° ° ° ) ) ° ° )
&
e ﬂ Up/down swing flaps [ ) [ ] ([ J [ ] { ] [ ] { ] ([ J [ J [ ] @) O [ )
i
=
E,_ ;s: Double swing automatic () o o o ([ J
=]
=2
= Automatic fan speed ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° ° °
Soi] Auto restart o [ ] () () [ ) () [} () [ J o ([ J [ J [ J [ ] () [ J [ J ([ J ([ J [ ] [ J ([ J
@ Connectable fresh air duct @) [ J [ J [ J [ J ([ J
S0 Fresh air intake O O O o O O O O O
::; Connectable distributing duct [ [ [
Individual airflow direction
;!i,.\ control o
Auto off timer
Sleep timer 60)
o Program timer (60)
=2
E Weekly timer
2
= Weekly + setback timer
g
= Filter sign
=1
2
External error output
External ON/OFF input
Wireless LAN control
Plasma air clean
Filter auto clean
[m])
m
g lon deodorization filter
S =
2 Apple-catechin filter
g
Long life filter (60)
Washable panel
Automatic airflow Py
Bl adjustment [ J
% mmain pump as standard ( } [ J [ J [ ) (] [ J O O (@)
g
El 3 [ [ ] [ ) [ ] @ [ ]
m Blue fin (30) L4 (30/36/45/54) (45/54) (30/36/45/54) (45) o o (45)
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O: Optional function
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MULTI SPLIT




