
Reliable blood pressure 
measurements you 
need to manage your 
critical patients.  

Transpac® IT
Integrated Pressure Transducer

Providing you accurate, 
real-time invasive blood 
pressure measurements in 
one easy to use device. 



Features of Transpac IT
 > IV tubing is bonded directly to the 

housing to reduce the risk of loose 
connections 

 > Offers a combined squeeze and 
pigtail flushing option

 > Fluid path is clear and visable for 
easy de-bubbling 

 > Incorporates a easy to access 
stopcock side port

 > Available with SafeSet™ integral 
closed blood sampling and 
conservation system

 > Available in Adult, Neonatal and 
Pediatric monitoring kits

The accuracy you rely on, 
the simplicity you need.

Easy-to-access  
side port
It’s rolled outward 
for convenience

Easy de-bubbling
The fluid is clear and 
visible.  When bubbles 
are detected, just tap  
the IV tubing and 
activate the flush device.

Fast, single 
handled flush
With one hand, users 
can flush with squeeze 
or pigtail, controlling 
the flush from slow to 
fully open.

The Transpac IT is a fully integrated pressure transducer that combines the stopcock and 
flushing mechanism all in one easy-to-use device.  Fewer connections, fewer parts, more 
confidence and convenience.
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Transpac® IT
Integrated Pressure Transducer

TRANSPAC IT DISPOSABLE TRANSDUCERS AND ACCESSORIES
LIST NUMBER DESCRIPTION

011-0P764-01 Single Transpac IT

011-0J769-01 Single Transpac IT w/ 3 mL Flush Device (Patient Mount)

011-0P229-01 Single Line Transpac IT w/ 3 mL Flush Device, 152 cm

011-0P232-01 Single Line Transpac IT w/ 3 mL Flush Device, 213 cm

011-0P235-01 Single Red Line Transpac IT w/ 3 mL Flush Device, 182 cm

011-0J729-01 Single Red Line Transpac IT w/ 3 mL Flush Device, 264 cm

011-0P240-01 Single Blue Line Transpac IT w/ 3 mL Flush Device, 182 cm

011-0P406-01 Single Line Transpac IT w/ 30 mL Flush Device

011-0P246-01 Double Line Transpac IT w/ 3 mL Flush Device

011-0P247-01 Double Line Transpac IT w/ 3 mL Flush Device

011-0P248-01 Triple Line Transpac IT w/ 3 mL Flush Device

TECHNICAL SPECIFICATIONS
Operating Pressure -30 to 300 mm Hg

Overpressure Limits -400 to 5000 mm Hg

Sensitivity 5 microvolt/volt/mm Hg ±1% @ 6 VDC and 22° C

Zero Offset <25 mm Hg

Zero Drift <2 mm Hg in 8 hours

Input Impedance
Output Impedance

300-350 ohms
300 ohms Nominal

TRANSPAC IT DISPOSABLE TRANSDUCERS AND ACCESSORIES
LIST NUMBER DESCRIPTION

011-0F877-01 Arterial Pressure Tubing - 6 in. (15 cm)

011-0F878-01 Arterial Pressure Tubing - 12 in. (30 cm)

011-0F879-01 Arterial Pressure Tubing - 24 in. (60 cm)

011-0F880-01 Arterial Pressure Tubing - 36 in. (90 cm)

011-0F881-01 Arterial Pressure Tubing - 48 in. (120 cm)

011-0F882-01 Arterial Pressure Tubing - 60 in. (150 cm)

011-0F883-01 Arterial Pressure Tubing - 72 in. (180 cm)

011-0F884-01 Arterial Pressure Tubing - 84 in. (210 cm)

011-42602-06 Mount for Transpac IT Disposable Transducer

011-42394-12 Mount Holder for Pole Mounting Monitoring Kit

011-42351-01 Pressure Administration Cuff 500 mL Capacity Infusion Bag

011-42350-01 Pressure Administration Cuff 1000 mL Capacity Infusion Bag
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