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BEARINGS FOR YOUR FUTURE

Rodamientos miniatura



Rodamientos miniatura

Versión con obturaciones 
metálicas disponible

Version con obturaciones 
de goma disponible

Adecuado para aplicaciones 
de alta velocidad

Lubricación por grasa

Resistente a la intemperie

Lubricación por 
Aceite

Además de nuestra extensa gama de más de 

10000 tipos diferentes de Rodamientos de Bolas en 

Miniatura, entre 1 mm. y 10 mm., nuestro Catalogo

de Productos también incluye Rodamientos

de Sección Estrecha, Rodamientos Axiales,

Rodamientos Rígidos de Bolas Populares y un 

sinfín de Rodamientos no standard.

Podemos diseñar rodamientos adaptados de 

acuerdo a sus necesidades utilizando materiales 

cerámicos o Aceros especiales para diferentes 

aplicaciones Industriales, médicas, químicas o de 

procesamiento de alimentos.

Nuestro Departamento Técnico puede

diseñar cualquier pieza no standard para adaptarse

a sus necesidades, sin importar la cantidad mínima.

Si no encuentra algún producto en nuestro catálogo,

contacte con nuestro experto equipo de ventas.

Zen Ball Bearings Shanghai, ha obtenido la

Certificación Alemana ISO TUV Rheinland para

la Inspección de los productos ZEN.

Esta Certificación es el reconocimiento mas

elevado que una empresa de nuestra industria

puede conseguir. Se reconoce 

internacionalmente como garantía de calidad, 

atención al cliente y mejora continua.

www.zen.biz

Los Rodamientos de Bolas Zen están 

fabricados con los niveles más exigentes de 

calidad, tanto para aplicaciones standard 

como para aplicaciones especiales.
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Rodamientos miniatura

standard 1.0  3.0  1.0  681 S681  - - - - 96 26 130.0 150.0 W < 1 g 

flanged 1.0  3.0  1.0  F 681  SF 681  - - - - 96 26 130.0 150.0 W < 1 g 

standard 1.0  3.0  1.5  MR 31 SMR 31  - - - - 96 26 130.0 150.0 W < 1 g

standard 1.0  4.0  1.6  691 S691  - - - - 141 37 100.0 120.0 W < 1 g 

flanged 1.0  4.0  1.6  F 691  SF 691  - - - - 141 37 100.0 120.0 W < 1 g 

               

standard 1.2  4.0  2.5  - - MR 41X-2Z  SMR 41X-2Z  - - 112 33 110.0 130.0 W < 1 g 

               

standard 1.5  4.0  1.2  681X  S681X  - - - - 112 33 100.0 120.0 W < 1 g 

flanged 1.5  4.0  1.2  F 681X  SF 681X  - - - - 112 33 100.0 120.0 W < 1 g 

standard 1.5  4.0  2.0  - - 681X-2Z  S681X-2Z  - - 112 33 100.0 120.0 W < 1 g 

flanged 1.5  4.0  2.0  - - F 681X-2Z  SF 681X-2Z  - - 112 33 100.0 120.0 W < 1 g 

standard 1.5  5.0  1.7  X 1.5 SX 1.5  - - - - 112 33 100.0 120.0 W < 1 g 

standard 1.5  5.0  2.0  691X  S691X  - - - - 169 50 85.0 100.0 W < 1 g

flanged 1.5  5.0  2.0  F 691X  SF 691X  - - - - 169 50 85.0 100.0 W < 1 g

standard 1.5  5.0  2.6  - - 691X-2Z  S691X-2Z  - - 169 50 85.0 100.0 W < 1 g

flanged 1.5  5.0  2.6  - - F 691X-2Z  SF 691X-2Z  - - 169 50 85.0 100.0 W < 1 g

standard 1.5  6.0  2.5  601X  S601X  - - - - 330 99 75.0 90.0 W < 1 g

flanged 1.5  6.0  2.5  F 601X  SF 601X  - - - - 330 99 75.0 90.0 W < 1 g

standard 1.5  6.0  3.0  - - 601X-2Z  S601X-2Z  - - 330 99 75.0 90.0 W < 1 g

flanged 1.5  6.0  3.0  - - F 601X-2Z  SF 601X-2Z  - - 330 99 75.0 90.0 W < 1 g

              

standard 2.0  4.0  1.2  672 S672  - - - - 124 40 91.0 104.0 W < 1 g

              

standard 2.0  5.0  1.5  682 S682  - - - - 169 50 85.0 100.0 W,J < 1 g

flanged 2.0  5.0  1.5  F 682  SF 682  - - - - 169 50 85.0 100.0 W,J < 1 g

              

standard 2.0  5.0  2.0  MR 52  SMR 52  - - - - 169 50 85.0 100.0 W,J < 1 g

              

standard 2.0  5.0  2.3  - - 682-2Z  S682-2Z  - - 169 50 85.0 100.0 W,J < 1 g

flanged 2.0  5.0  2.3  - - F 682-2Z  SF 682-2Z  - - 169 50 85.0 100.0 W,J < 1 g

              

standard 2.0  5.0  2.5  - - MR 52-2Z  SMR 52-2Z  - - 169 50 85.0 100.0 W < 1 g

flanged 2.0  5.0  2.5  - - MF 52-2Z  SMF 52-2Z  - - 169 50 85.0 100.0 W < 1 g

              

standard 2.0  6.0  2.3  692 S692  692-2ZW2.3  S692-2ZW2.3  - - 330 99 75.0 90.0 W < 1 g

flanged 2.0  6.0  2.3  F 692  SF 692  F 692-2ZW2.3  SF 692-2ZW2.3  - - 330 99 75.0 90.0 W < 1 g

              

standard 2.0  6.0  2.5  MR 62  SMR 62  MR 62-2Z  SMR 62-2Z  - - 330 99 75.0 90.0 W < 1 g

flanged 2.0  6.0  2.5  MF 62 SMF 62 MF 62-2Z  SMF 62-2Z  - - 330 99 75.0 90.0 W < 1 g

              

standard 

or flanged

Dimension (mm)

 d D B

open

Chrome Steel Stainless Chrome Steel Stainless Chrome Steel Stainless C, dyn. N C, stat. N Grease Oil

2RS/2TS2Z

Designation/Type * Load Rating (only 100 Cr6) * Limiting Speed x1000rpm
(open & 2Z)

Weight (g) approx.Standard 
cage type

Others on request
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standard 2.0  6.0  3.0  - - 692-2Z  S692-2Z  - - 330 99 75.0 90.0 W < 1 g

flanged 2.0  6.0  3.0  - - F 692-2Z  SF 692-2Z  - - 330 99 75.0 90.0 W < 1 g

standard 2.0  7.0  2.8  602 S602 - - - - 386 129 60.0 71.0 W < 1 g

              

standard 2.0  7.0  2.8  MR 72  SMR 72  - - - - 386 129 63.0 75.0 W < 1 g

              

standard 2.0  7.0  3.5  - - 602-2Z  S602-2Z  - - 386 129 60.0 71.0 W < 1 g

flanged 2.0  7.0  3.5  - - F 602-2Z  SF 602-2Z  - - 386 129 60.0 71.0 W < 1 g

              

standard 2.0  7.0  3.0  - - MR 72-2Z  SMR 72-2Z  - - 386 129 63.0 75.0 W < 1 g

flanged 2.0  7.0  3.0  - - MF 72-2Z  SMF 72-2Z  - - 386 129 63.0 75.0 W < 1 g

              

standard 2.5  6.0  1.8  682X  S682X  - - - - 209 74 71.0 80.0 W < 1 g

flanged 2.5  6.0  1.8  F 682X  SF 682X  - - - - 209 74 71.0 80.0 W < 1 g

              

standard 2.5  6.0  2.6  - - 682X-2Z  S682X-2Z  - - 209 74 71.0 80.0 W < 1 g

flanged 2.5  6.0  2.6  - - F 682X-2Z  SF 682X-2Z  - - 209 74 71.0 80.0 W < 1 g

              

standard 2.5  7.0  2.5  692X  S692X  - - - - 386 129 63.0 75.0 W < 1 g

flanged 2.5  7.0  2.5  F 692X  SF 692X  - - - - 386 129 63.0 75.0 W < 1 g

              

standard 2.5  7.0  3.0  - - X 2.5-2Z  SX 2.5-2Z  - - 386 129 63.0 75.0 W < 1 g

              

standard 2.5  7.0  3.5  - - 692X-2Z  S692X-2Z  - - 386 129 63.0 75.0 W < 1 g

flanged 2.5  7.0  3.5  - - F 692X-2Z  SF 692X-2Z  - - 386 129 63.0 75.0 W < 1 g

              

standard 2.5  8.0  2.5  MR 82X  SMR 82X  - - - - 558 180 60.0 67.0 W < 1 g

              

standard 2.5  8.0  2.8  602X  S602X  - - - - 552 177 60.0 71.0 W < 1 g

flanged 2.5  8.0  2.8  F 602X  SF 602X  - - - - 552 177 60.0 71.0 W < 1 g

              

standard 2.5  8.0  4.0  - - 602X-2Z  S602X-2Z  - - 552 177 60.0 71.0 W < 1 g

flanged 2.5  8.0  4.0  - - F 602X-2Z  SF 602X-2Z  - - 552 177 60.0 71.0 W < 1 g

              

standard 3.0  6.0  2.0  MR 63  SMR 63  - - - - 209 74 71.0 80.0 W < 1 g

flanged 3.0  6.0  2.0  MF 63  SMF 63  - - - - 209 74 71.0 80.0 W < 1 g

              

standard 3.0  6.0  2.5  - - MR 63-2Z  SMR 63-2Z  - - 209 74 71.0 80.0 W < 1 g

flanged 3.0  6.0  2.5  - - MF 63-2Z  SMF 63-2Z  - - 209 74 71.0 80.0 W < 1 g

              

standard 3.0  7.0  2.0  683 S683 - - - - 311 112 63.0 75.0 W,J < 1 g

flanged 3.0  7.0  2.0  F 683  SF 683  - - - - 311 112 63.0 75.0 W,J < 1 g

              

standard 3.0  7.0  3.0  - - 683-2Z  S683-2Z  683-2TS S683-2TS 311 112 63.0 75.0 W,J < 1 g

flanged 3.0  7.0  3.0  - - F 683-2Z  SF 683-2Z  - - 311 112 63.0 75.0 W,J < 1 g

              

standard 3.0  8.0  2.5  MR 83  SMR 83  - - - - 395 141 60.0 67.0 W < 1 g

flanged 3.0  8.0  2.5  MF 83  SMF 83  - - - - 395 141 60.0 67.0 W < 1 g

standard 

or flanged

Dimension (mm)

 d D B

open

Chrome Steel Stainless Chrome Steel Stainless Chrome Steel Stainless C, dyn. N C, stat. N Grease Oil

2RS/2TS2Z

Designation/Type * Load Rating (only 100 Cr6) * Limiting Speed x1000rpm
(open & 2Z)

Weight (g) approx.Standard 
cage type

Others on request
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standard 3.0  8.0  3.0  693 S693 - - - - 558 180 60.0 67.0 W < 1 g

flanged 3.0  8.0  3.0  F 693  SF 693  - - - - 558 180 60.0 67.0 W < 1 g

standard 3.0  8.0  3.0  - - MR 83-2Z  SMR 83-2Z  - - 395 141 60.0 67.0 W < 1 g

flanged 3.0  8.0  3.0  - - MF 83-2Z  SMF 83-2Z  - - 395 141 60.0 67.0 W < 1 g

              

standard 3.0  8.0  4.0  - - 693-2Z  S693-2Z  - - 558 180 60.0 67.0 W < 1 g

flanged 3.0  8.0  4.0  - - F 693-2Z  SF 693-2Z  - - 558 180 60.0 67.0 W < 1 g

              

standard 3.0  9.0  2.5  MR 93  SMR 93  - - - - 571 189 56.0 67.0 W < 1 g

flanged 3.0  9.0  2.5  MF 93  SMF 93  - - - - 571 189 56.0 67.0 W < 1 g

              

standard 3.0  9.0  3.0  603 S603 - - - - 571 189 56.0 67.0 W < 2 g

flanged 3.0  9.0  3.0  F 603  SF 603  - - - - 571 189 56.0 67.0 W < 2 g

              

standard 3.0  9.0  4.0  - - MR 93-2Z  SMR 93-2Z  - - 571 189 56.0 67.0 W < 2 g

flanged 3.0  9.0  4.0  - - MF 93-2Z  SMF 93-2Z  - - 571 189 56.0 67.0 W < 2 g

              

standard 3.0  9.0  5.0  - - 603-2Z  S603-2Z  - - 571 189 56.0 67.0 W < 2 g

flanged 3.0  9.0  5.0  - - F 603-2Z  SF 603-2Z  - - 571 189 56.0 67.0 W < 2 g

              

standard 3.0  10.0  4.0  623 S623  623-2Z  S623-2Z  623-2RS  S623-2RS  631 219 50.0 60.0 W,J < 2 g

flanged 3.0  10.0  4.0  F 623 SF 623  F 623-2Z  SF 623-2Z  F 623-2RS  SF 623-2RS  631 219 50.0 60.0 W,J < 2 g

              

standard 3.0  13.0  5.0  - - 633-2Z  S633-2Z  - - 1301 488 40.0 48.0 J < 4 g

              

standard 3.5  9.0  4.0  - - MR 93X-2Z  SMR 93X-2Z  - - 571 189 56.0 67.0 W < 3 g

              

standard 4.0  7.0  2.0  MR 74  SMR 74  - - - - 255 108 60.0 67.0 W < 1 g

flanged 4.0  7.0  2.0  MF 74  SMF 74  - - - - 255 108 60.0 67.0 W < 1 g

              

standard 4.0  7.0  2.5  - - MR 74-2Z  SMR 74-2Z  - - 255 108 60.0 67.0 W < 1 g

flanged 4.0  7.0  2.5  - - MF 74-2Z  SMF 74-2Z  - - 255 108 60.0 67.0 W < 1 g

              

standard 4.0  8.0  2.0  MR 84  SMR 84  - - - - 395 141 56.0 67.0 W < 1 g

flanged 4.0  8.0  2.0  MF 84  SMF 84  - - - - 395 141 56.0 67.0 W < 1 g

              

standard 4.0  8.0  3.0  - - MR 84-2Z  SMR 84-2Z  MR 84-2RS SMR 84-2RS 395 141 56.0 67.0 W < 2 g

flanged 4.0  8.0  3.0  - - MF 84-2Z  SMF 84-2Z  MF 84-2RS SMF 84-2RS 395 141 56.0 67.0 W < 2 g

              

standard 4.0  9.0  2.5  684 S684 - - - - 641 227 53.0 63.0 W,J < 2 g

flanged 4.0  9.0  2.5  F 684  SF 684  - - - - 641 227 53.0 63.0 W,J < 2 g

              

standard 4.0  9.0  4.0 - - 684-2Z S684-2Z 684-2RS S684-2RS 641 227 53.0 63.0 W,J < 2 g

flanged 4.0  9.0  4.0 - - F 684-2Z SF 684-2Z F 684-2RS SF 684-2RS 641 227 53.0 63.0 W,J < 2 g

              

standard 4.0  10.0 3.0 MR 104 SMR 104 - - - - 711 272 48.0 56.0 W,J < 2 g

flanged 4.0 10.0 3.0 MF 104 SMF 104 - - - - 711 272 48.0 56.0 W,J < 2 g

              

standard 

or flanged

Dimension (mm)

 d D B

open

Chrome Steel Stainless Chrome Steel Stainless Chrome Steel Stainless C, dyn. N C, stat. N Grease Oil

2RS/2TS2Z

Designation/Type * Load Rating (only 100 Cr6) * Limiting Speed x1000rpm
(open & 2Z)

Weight (g) approx.Standard 
cage type

Others on request
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standard 

or flanged

Dimension (mm)

 d D B

open

Chrome Steel Stainless Chrome Steel Stainless Chrome Steel Stainless C, dyn. N C, stat. N Grease Oil

2RS/2TS2Z

Designation/Type * Load Rating (only 100 Cr6) * Limiting Speed x1000rpm
(open & 2Z)

Weight (g) approx.Standard 
cage type

Others on request

standard 4.0  10.0 4.0 - - MR 104-2Z SMR 104-2Z MR 104-2TS SMR 104-2TS 711 272 48.0 56.0 W,J < 2 g

flanged 4.0 10.0 4.0 - - MF 104-2Z SMF 104-2Z MF 104-2TS SMF 104-2TS 711 272 48.0 56.0 W,J < 2 g

              

standard 4.0  11.0 4.0 694 S694 694-2Z S694-2Z 694-2RS S694-2RS 957 350 48.0 56.0 W,J < 2 g

flanged 4.0 11.0 4.0 F 694 SF 694 F 694-2Z SF 694-2Z F 694-2RS SF 694-2RS 957 350 48.0 56.0 W,J < 2 g

              

standard 4.0  12.0 4.0 604 S604 604-2Z S604-2Z 604-2RS S604-2RS 957 350 48.0 56.0 W,J < 3 g

flanged 4.0 12.0 4.0 F 604 SF 604 F 604-2Z SF 604-2Z F 604-2RS SF 604-2RS 957 350 48.0 56.0 W,J < 3 g

              

standard 4.0  13.0 5.0 624 S624 624-2Z S624-2Z 624-2RS S624-2RS 1301 488 40.0 48.0 W,J < 4 g

flanged 4.0 13.0 5.0 F 624 SF 624 F 624-2Z SF 624-2Z F 624-2RS SF 624-2RS 1301 488 40.0 48.0 W,J < 4 g

              

standard 4.0  16.0 5.0 634 S634 634-2Z S634-2Z 634-2RS S634-2RS 1340 523 36.0 43.0 W,J < 6 g

flanged 4.0 16.0 5.0 F 634 SF 634 F 634-2Z SF 634-2Z F 634-2RS SF 634-2RS 1340 523 36.0 43.0 W,J < 6 g 

               

standard 5.0  8.0  2.0  MR 85  SMR 85  - - - - 218 90 53.0 63.0 W < 1 g 

flanged 5.0  8.0  2.0  MF 85  SMF 85  - - - - 218 90 53.0 63.0 W < 1 g 

               

standard 5.0  8.0  2.5  - - MR 85-2Z  SMR 85-2Z  - - 218 90 53.0 63.0 W < 1 g

flanged 5.0  8.0  2.5  - - MF 85-2Z  SMF 85-2Z  - - 218 90 53.0 63.0 W < 1 g

               

standard 5.0  9.0  2.5  MR 95  SMR 95  - - - - 431 169 50.0 60.0 W < 1 g 

flanged 5.0  9.0  2.5  MF 95  SMF 95  - - - - 431 169 50.0 60.0 W < 1 g 

               

standard 5.0  9.0  3.0  - - MR 95-2Z  SMR 95-2Z  MR 95-2TS  SMR 95-2TS  431 169 50.0 60.0 W < 1 g

flanged 5.0  9.0  3.0  - - MF 95-2Z  SMF 95-2Z  MF 95-2TS  SMF 95-2TS  431 169 50.0 60.0 W < 1 g

               

standard 5.0  10.0  3.0  MR 105  SMR 105  - - - - 431 169 50.0 60.0 W,J < 2 g 

flanged 5.0  10.0  3.0  MF 105  SMF 105  - - - - 431 169 50.0 60.0 W,J < 2 g 

               

standard 5.0  10.0  4.0  - - MR 105-2Z  SMR 105-2Z  MR 105-2RS  SMR 105-2RS  431 169 50.0 60.0 W,J < 2 g

flanged 5.0  10.0  4.0  - - MF 105-2Z  SMF 105-2Z  MF 105-2RS  SMF 105-2RS  431 169 50.0 60.0 W,J < 2 g 

               

standard 5.0  11.0  3.0  S685  S685  - - - - 716 282 45.0 53.0 W < 2 g 

flanged 5.0  11.0  3.0  F 685  SF 685  - - - - 716 282 45.0 53.0 W < 2 g 

               

standard 5.0  11.0  4.0  - - MR 115-2Z  SMR 115-2Z  MR 115-2RS  SMR 115-2RS  716 282 45.0 53.0 W,J < 1 g 

flanged 5.0  11.0  4.0  - - MF 115-2Z  SMF 115-2Z  MF 115-2RS  SMF 115-2RS  716 282 45.0 53.0 W,J < 1 g 

               

standard 5.0  11.0  5.0  - - 685-2Z  S685-2Z  685-2RS  S685-2RS  716 282 45.0 53.0 W < 2 g 

flanged 5.0  11.0  5.0  - - F 685-2Z  SF 685-2Z  F 685-2RS SF 685-2RS 716 282 45.0 53.0 W < 2 g 

               

standard 5.0  13.0  4.0  695 S695  695-2Z S695-2Z 695-2RS S695-2RS 1077 432 43.0 50.0 W,J < 3 g 

flanged 5.0  13.0  4.0  F 695  SF 695  F695-2Z SF695-2Z F695-2RS SF695-2RS 1077 432 43.0 50.0 W,J < 3 g 

               

standard 5.0  13.0  5.0  695W5  S695W5  695-2ZW5  S695-2Z W5 695-2RSW5 S695-2RSW5  1077 432 43.0 50.0 W,J < 3 g

standard 5.0  14.0  5.0  605 S605  605-2Z  S605-2Z  605-2RS  S605-2RS  1329 507 40.0 50.0 W,J < 5 g

flanged 5.0  14.0  5.0  F 605  SF 605  F 605-2Z  SF 605-2Z  F 605-2RS  SF 605-2RS  1329 507 40.0 50.0 W,J < 5 g
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standard 

or flanged

Dimension (mm)

 d D B

open

Chrome Steel Stainless Chrome Steel Stainless Chrome Steel Stainless C, dyn. N C, stat. N Grease Oil

2RS/2TS2Z

Designation/Type * Load Rating (only 100 Cr6) * Limiting Speed x1000rpm
(open & 2Z)

Weight (g) approx.Standard 
cage type

Others on request

standard 5.0  14.0  7.0  Zweieihiges Radiallager Double Row Bearing  30/5-2Z  -  30/5-2RS  - 2020 930 30.0 38.0 J < 8 g

              

standard 5.0  16.0  5.0  625 S625  625-2Z  S625-2Z  625-2RS  S625-2RS  1729 675 36.0 43.0 W,J < 6 g

flanged 5.0  16.0  5.0  F 625  SF 625  F 625-2Z  SF 625-2Z  F 625-2RS  SF 625-2RS  1729 675 36.0 43.0 W,J < 6 g

              

standard 5.0  19.0  6.0  635 S635  635-2Z  S635-2Z  635-2RS  S635-2RS  2336 896 32.0 40.0 J < 8 g

flanged 5.0  19.0  6.0  F 635  SF 635  F 635-2Z  SF 635-2Z  F 635-2RS  SF 635-2RS  2336 896 32.0 40.0 J < 10 g

              

standard 6.0  10.0  2.5  MR 106  SMR 106  - - - - 496 218 45.0 53.0 W < 1 g

flanged 6.0  10.0  2.5  MF 106 SMF 106 - - - - 496 218 45.0 53.0 W < 1 g

              

standard 6.0  10.0  3.0  - - MR 106-2Z  SMR 106-2Z  MR 106-2RS  SMR 106-2RS  496 218 45.0 53.0 W < 1 g

flanged 6.0  10.0  3.0  - - MF 106-2Z  SMF 106-2Z  MF 106-2RS  SMF 106-2RS  496 218 45.0 53.0 W < 1 g

              

standard 6.0  12.0  3.0  MR 126  SMR 126  - - - - 716 295 43.0 50.0 W,J < 2 g

flanged 6.0  12.0  3.0  MF 126 SMF 126 - - - - 716 295 43.0 50.0 W,J < 2 g

              

standard 6.0  12.0  4.0  - - MR 126-2Z  SMR 126-2Z  MR 126-2RS  SMR 126-2RS  716 295 43.0 50.0 W,J < 2 g

flanged 6.0  12.0  4.0  - - MF 126-2Z  SMF 126-2Z  MF 126-2RS  SMF 126-2RS  716 295 43.0 50.0 W,J < 2 g

              

standard 6.0 13.0 3.5 686 S686 - - - - 1082 442 40.0 50.0 W,J < 3 g

flanged 6.0 13.0 3.5 F 686 SF 686 - - - - 1082 442 40.0 50.0 W,J < 4 g

standard 6.0 13.0 4.5 - - 686-2ZW4.5 S686-2ZW4.5 686-2TS4.5 S686-2TS4.5 1082 442 40.0 50.0 W,J < 4 g

standard 6.0 13.0 5.0 686W5 S686W5 686-2Z S686-2Z 686-2RS S686-2RS 1082 442 40.0 50.0 W,J < 4 g

flanged 6.0 13.0 5.0   F 686-2Z SF 686-2Z F 686-2RS SF 686-2RS 1082 442 40.0 50.0 W,J < 4 g

              

standard 6.0  15.0  5.0  696W5 S696W5  696-2ZW5  S696-2ZW5  696-2RSW5  S696-2RSW5  1340 523 40.0 45.0 W,J < 4 g

flanged 6.0  15.0  5.0  F 696  SF 696  F 696-2Z  SF 696-2Z  F 696-2RS  SF 696-2RS  1340 523 40.0 45.0 W,J < 4 g

               

standard 6.0  16.0  5.0  696A  S696A  696A-2Z  S696A-2Z  696A-2RS S696A-2RS 1340 523 40.0 45.0 J < 7 g

flanged 6.0  16.0  5.0  F 696A  SF 696A  F 696A-2Z  SF 696A-2Z  F 696A-RS SF 696A-2RS 1340 523 40.0 45.0 J < 7 g 

               

standard 6.0  17.0  6.0  606 S606  606-2Z  S606-2Z  606-2RS  S606-2RS  2263 846 38.0 45.0 J < 7 g 

flanged 6.0  17.0  6.0  F 606  SF 606  F 606-2Z  SF 606-2Z  F 606-2RS  SF 606-2RS  2263 846 38.0 45.0 J < 8 g 

standard 6.0  17.0  6.0  Zweieihiges Radiallager Double Row Bearing  30/6-2Z  - 30/6-2RS  -  3080 1450 30.0 39.0 J < 10 g 

                     

standard 6.0  19.0  6.0  626 S626  626-2Z  S626-2Z  626-2RS  S626-2RS  2336 896 32.0 40.0 J < 8 g 

flanged 6.0  19.0  6.0  F 626  SF 626  F 626-2Z  SF 626-2Z  F 626-2RS  SF 626-2RS  2336 896 32.0 40.0 J < 10 g 

               

standard 6.0  22.0  7.0  636 S636 636-2Z  S636-2Z  636-2RS S636-2RS 3333 1423 30.0 36.0 J < 5 g

               

standard 7.0  11.0  2.5  MR 117  SMR 117  - - - - 455 202 43.0 50.0 W < 1 g 

flanged 7.0  11.0  2.5  MF 117  SMF 117  - - - - 455 202 43.0 50.0 W < 1 g 

standard 7.0  11.0  3.0  - - MR 117-2Z  SMR 117-2Z  MR 117-2RS  SMR 117-2RS  455 202 43.0 50.0 W < 1 g

flanged 7.0  11.0  3.0  - - MF 117-2Z  SMF 117-2Z  MF 117-2RS  SMF 117-2RS  455 202 43.0 50.0 W < 1 g 
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Rodamientos miniatura

standard 

or flanged

Dimension (mm)

 d D B

open

Chrome Steel Stainless Chrome Steel Stainless Chrome Steel Stainless C, dyn. N C, stat. N Grease Oil

2RS/2TS2Z

Designation/Type * Load Rating (only 100 Cr6) * Limiting Speed x1000rpm
(open & 2Z)

Weight (g) approx.Standard 
cage type

Others on request

standard 7.0  13.0  3.0  MR 137  SMR 137  - - - - 541 276 40.0 48.0 W < 3 g 

flanged 7.0  13.0  3.0  MF 137  SMF 137  - - - - 541 276 40.0 48.0 W < 3 g 

standard 7.0  13.0  4.0  - - MR 137-2Z  SMR 137-2Z  MR 137-2RS  SMR 137-2RS  541 276 40.0 48.0 W < 3 g 

flanged 7.0  13.0  4.0  - - MF 137-2Z  SMF 137-2Z  MF 137-2RS  SMF 137-2RS  541 276 40.0 48.0 W < 3 g 

               

standard 7.0  14.0  3.5  687 S687 - - - - 1173 513 40.0 50.0 W,J < 4 g 

flanged 7.0  14.0  3.5  F 687  SF 687  - - - - 1173 513 40.0 50.0 W,J < 4 g 

               

standard 7.0  14.0  5.0  - - 687-2Z  S687-2Z  687-2RS  S687-2RS  1173 513 40.0 50.0 W,J < 4 g 

flanged 7.0  14.0  5.0  - - F 687-2Z  SF 687-2Z  F 687-2RS  SF 687-2RS  1173 513 40.0 50.0 W,J < 4 g 

               

standard 7.0  17.0  5.0  697 S697 697-2Z  S697-2Z  697-2RS  S697-2RS  1605 719 36.0 43.0 J < 6 g 

flanged 7.0  17.0  5.0  F 697  SF 697  F 697-2Z  SF 697-2Z  F 697-2RS  SF 697-2RS  1605 719 36.0 43.0 J < 6 g

              

standard 7.0  19.0  6.0  607 S607 607-2Z  S607-2Z  607-2RS  S607-2RS  2336 896 36.0 43.0 J < 8 g

flanged 7.0  19.0  6.0  F 607  SF 607  F 607-2Z  SF 607-2Z  F 607-2RS  SF 607-2RS  2336 896 36.0 43.0 J <10 g

standard 7.0  19.0  10.0  Zweieihiges Radiallager Double Row Bearing  30/7-2Z  - 30/7-2RS  -  3650 2000 28.0 30.0 J < 12 g

              

standard 7.0  22.0  7.0  627 S627 627-2Z  S627-2Z  627-2RS  S627-2RS  3287 1379 30.0 36.0 J < 14 g

flanged 7.0  22.0  7.0  F 627  SF 627  F 627-2Z  SF 627-2Z  F 627-2RS  SF 627-2RS  3287 1379 30.0 36.0 J < 15 g

              

standard 8.0  12.0  2.5  MR 128  SMR 128  - - - - 543 274 40.0 48.0 W < 1 g

flanged 8.0  12.0  2.5  MF 128  SMF 128  - - - - 543 274 40.0 48.0 W < 2 g

              

standard 8.0  12.0  3.5  - - MR 128-2Z  SMR 128-2Z  MR 128-2RS  SMR 128-2RS  543 274 40.0 48.0 W < 2 g

flanged 8.0  12.0  3.5  - - MF 128-2Z  SMF 128-2Z  MF 128-2RS  SMF 128-2RS  543 274 40.0 48.0 W < 2 g

                    

standard 8.0  14.0  3.5  MR 148  SMR 148  - - - - 817 386 38.0 45.0 W < 3 g

flanged 8.0  14.0  3.5  MF 148  SMF 148  - - - - 817 386 38.0 45.0 W < 3 g

              

standard 8.0  14.0  4.0  - - MR 148-2Z  SMR 148-2Z  MR 148-2RS  SMR 148-2RS  817 386 38.0 45.0 W < 3 g

flanged 8.0  14.0  4.0  - - MF 148-2Z  SMF 148-2Z  MF 148-2RS  SMF 148-2RS  817 386 38.0 45.0 W < 3 g

                    

standard 8.0  16.0  4.0  688 S688 688-2ZW4 S688-2ZW4 688-2RSW4 S688-2RSW4 1252 592 36.0 43.0 W,J < 4 g

flanged 8.0  16.0  4.0  F 688  SF 688  F 688-2ZW4 SF 688-2ZW4 F 688-2RSW4 SF 688-2RSW4 1252 592 36.0 43.0 W,J < 4 g

              

standard 8.0  16.0  5.0  688W5 S688W5 688-2Z  S688-2Z  688-2RS  S688-2RS  1252 592 36.0 43.0 W,J < 4 g

flanged 8.0  16.0  5.0  F 688W5  SF 688W5  F 688-2Z  SF 688-2Z  F 688-2RS  SF 688-2RS  1252 592 36.0 43.0 W,J < 4 g

              

standard 8.0  16.0  6.0  688W6  S688W6  688-2ZW6  S688-2ZW6 688-2RSW6 S688-2RSW6 1252 592 36.0 43.0 W,J < 5 g

flanged 8.0  16.0  6.0  F 688W6  SF 688W6  F 688-2ZW6  SF 688-2ZW6 F 688-2RSW6 SF 688-2RSW6 1252 592 36.0 43.0 W,J < 5 g

              

standard 8.0  19.0  6.0  698 S698 698-2Z  S698-2Z  698-2RS  S698-2RS  2237 917 36.0 43.0 J < 8 g

flanged 8.0  19.0  6.0  F 698  SF 698  F 698-2Z  SF 698-2Z  F 698-2RS  SF 698-2RS  2237 917 36.0 43.0 J < 8 g

standard 8.0  22.0  6.0  608W6 S608W6 608-2ZW6 S608-2ZW6 608-2RSW6 S608-2RSW6 3293 1379 34.0 40.0 J < 13 g
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Rodamientos miniatura

standard 

or flanged

Dimension (mm)

 d D B

open

Chrome Steel Stainless Chrome Steel Stainless Chrome Steel Stainless C, dyn. N C, stat. N Grease Oil

2RS/2TS2Z

Designation/Type * Load Rating (only 100 Cr6) * Limiting Speed x1000rpm
(open & 2Z)

Weight (g) approx.Standard 
cage type

Others on request

standard 8.0  22.0  7.0  608 S608 608-2Z  S608-2Z  608-2RS  S608-2RS  3293 1379 34.0 40.0 J < 14 g 

flanged 8.0  22.0  7.0  F 608  SF 608  F 608-2Z  SF 608-2Z  F 608-2RS  SF 608-2RS  3293 1379 34.0 40.0 J < 15 g

standard 8.0  22.0  11.0  - - 630/8-2Z  - 630/8-2RS  - 3293 1379 34.0 40.0 J < 19 g

               

standard 8.0  22.0  11.0  Zweieihiges Radiallager Double Row Bearing 30/8-2Z - 30/8-2RS  - 5070 2580 30.0 36.0 J < 20 g

standard 8.0  24.0  7.0  608/24  S608/24  608/24-2Z  S608/24-2Z  608/24-2RS S608/24-2RS  3293 1379 34.0 40.0 J < 25 g

               

standard 8.0  24.0  8.0  628 S628 628-2Z  S628-2Z  628-2RS  S628-2RS  3333 1423 28.0 34.0 J < 18 g 

flanged 8.0  24.0  8.0  F 628  SF 628  F 628-2Z  SF 628-2Z  F 628-2RS  SF 628-2RS  3333 1423 28.0 34.0 J < 20 g

standard 8.0  26.0  7.0  608/26  S608/26  608/26-2Z  S608/26-2Z  608/26-2RS  S608/26-2RS  3293 1379 34.0 40.0 J < 28 g

               

standard 8.0  28.0  9.0  638 S638 638-2Z  S638-2Z  638-2RS S638-2RS  4563 1983 28.0 34.0 J < 31 g

              

standard 9.0  14.0  3.0  679 S679  - - - - 919 468 36.0 42.0 W < 3 g

              

standard 9.0  17.0  4.0  689 S689 - - - - 1327 668 36.0 43.0 J < 5 g

flanged 9.0  17.0  4.0  F 689  SF 689  - - - - 1327 668 36.0 43.0 J < 5 g

              

standard 9.0  17.0  5.0  - - 689-2Z  S689-2Z  689-2RS  S689-2RS  1327 668 36.0 43.0 J < 5 g

flanged 9.0  17.0  5.0  - - F 689-2Z  SF 689-2Z  F 689-2RS  SF 689-2RS  1327 668 36.0 43.0 J < 5 g

              

standard 9.0  17.0  6.0  689W6  S689W6  689-2ZW6  S689-2ZW6  689-2RSW6 S689-2RSW6 1327 668 36.0 43.0 J < 5 g

              

standard 9.0  20.0  6.0  699 S699 699-2Z  S699-2Z  699-2RS  S699-2RS  2467 1081 34.0 40.0 J < 8 g

flanged 9.0  20.0  6.0  F 699  SF 699  F 699-2Z  SF 699-2Z  F 699-2RS  SF 699-2RS  2467 1081 34.0 40.0 J < 10 g

              

standard 9.0  24.0  7.0  609 S609 609-2Z  S609-2Z  609-2RS  S609-2RS  3356 1444 32.0 38.0 J < 16 g

flanged 9.0  24.0  7.0  F 609  SF 609  F 609-2Z  SF 609-2Z  F 609-2RS  SF 609-2RS  3356 1444 32.0 38.0 J < 18 g

              

standard 9.0  26.0  8.0  629 S629 629-2Z  S629-2Z  629-2RS  S629-2RS  4575 1983 28.0 34.0 J < 22 g

flanged 9.0  26.0  8.0  F 629  SF 629  F 629-2Z  SF 629-2Z  F 629-2RS  SF 629-2RS  4575 1983 28.0 34.0 J < 24 g
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