
High-end speaker system extends display capabilities 
Speaker System SP-554SM

Order Code: 100014632

Datasheet

High-End Quality Speaker System for 

NEC Large Format Displays MultiSync® 

V554 and P554

The side-mounted speaker system delivers superior sound quality 

seamlessly combined with the 55” Large Format Displays V554 and P554. 

The result is sound and vision excellence. The powerful audio performance 

makes the SP-554SM a perfect fit for music and movie playback and also 

allows voice to be received with clarity anywhere in a room. 

The speaker’s superior sound quality extends the display capabilities 

making the combination ideal for video conferencing in corporate office 

and educational environments and perfectly adds audio support for video 

playback in a variety of applications such as meetings and conferencing, 

product presentations and at the point of sale.

SP-554SM MOUNTED TO NEC MULTISYNC® V554

 ● Best of audio and vision – The ultra-low distortion speakers deliver excellent speech intelligibility, seamlessly combining audio and 
visual excellence.

 ● Perfect fit design – the unobstrusive and modern styling ensures a harmonious connection between the speaker system and the display.

 ● Fast and easy installation – only requiring a few clips for installation or removal.

 ● Excite with clarity – the wide dispersion extends the sweet spot anywhere in the room, transmitting the spoken word with perfect clarity 
to the participants of web or telephone conferences and remote meetings.

 ● Sophisticated engineering with crisp audio – the solid MDF cabinet effectively minimises potential resonances and interactions with 
the loudspeaker.

 ● Mission-critical 24/7 ready operation – with reliable, industry grade components and NEC trusted performance.

 ● A Commitment to Quality – 3 years warranty to match the display warranty and meet long-term demands ensuring peace of mind.

Delivering Genuine Benefits
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Technical Specifications

Order Codes 

SP-554SM 100014632

MAXIMUM INPUT

Short Term Power* 100 W (Maximum)

Long Term Power* 40 W (Maximum)

RATED SPEAKER IMPEDANCE 8 Ohm

FREQUENCY RESPONSE RANGE 70 Hz to 15 kHz

SOUND PRESSURE LEVEL 82.1 dB (2.83 V)

NOMINAL COVERAGE PATTERN (H X V) 90°

RECOMMENDED AMPLIFIER 7 W to 50 W

DIMENSIONS (W X H X D)

Speaker Only 110 x 714 x 58 mm

Speaker Set incl. MultiSync® V554 1464 x 714,8 x 62,9 mm

Speaker Set incl. MultiSync® P554 1464 x 714,8 x 62,9 mm

WEIGHT

Speaker Only  2,9 kg

Speaker Set incl. MultiSync® V554 31,3 kg

Speaker Set incl. MultiSync® P554 31,8 kg

SUPPORTED NEC HARDWARE

Large Format Displays MultiSync® V554 and P554

Mounting Solutions
Wall Mount PDW S 32-55 L (100012666), Wall Mount PDW T M L (100013089); Single Trolley PD-
MHM-L (100013383); Double Display Trolley PDMVC (100013379)

SHIPPING CONTENT
Speaker set, 2x 3m speaker cable, universal bracket set, bracket sets incl. screws and spacers, foam 
tape

WARRANTY 3 years

For additional pictures and Solutions overview, 
Visit www.nec-display-solutions.com for details.

Technical Drawings
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Placement of terminal

Placement of sockets 
for grille K02134_1.

3mm recession, adjust 
corners to router bit

This drawing shows mounting 
holes for right speaker. Left speaker 
need holes on the opposite side.

Material: 8mm MDF, Front baffle 10mm MDF
 
Finish:Pantone Hexachrome Black C
(alternatively RAL 9011 or RAL 9005)
 
The cabinet must be made in mirrored pairs.
 
Terminal wires with 2.8x0.5mm female FastOn
 
Loosely filled with damping material,
no material behind speaker hole
 
6mm grill with black textile should be flush
with cabinet side panels and front
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Grill base material: MDF, HDF, plywood, plastic
Base material finish: Black
Grill cloth: Black textile, open weave
 
Outer dimensions is including grill cloth.
Grill should be flush with side walls of enclosure

12
0,

0
47

4,
0

12
0,

0

22,5 65,0 22,5

Placement of pegs for grille.

R6,0 R6,0

R6
,0

R6,0


