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This is to certify that

representative samples of

 ENCLOSURES FOR USE IN HAZARDOUS LOCATIONS 

Models  EJB-21-UL, EJB-31-UL, EJB-51-UL, EJB-61-UL, EJB-63-UL Explosion-proof 
enclosures for use in Hazardous Locations, Class I, Groups B, C, and D; Class II, Groups 
E, F, and G; Class III. 

  
 Have been investigated by UL in accordance with the Standard(s) indicated on 

this Certificate. 
  

Standard(s) for Safety: UL 1203, Explosion-Proof and Dust-Ignition-Proof Electrical Equipment for Use in 
Hazardous (Classified) Locations 

Additional Information: See the UL Online Certifications Directory at www.ul.com/database for additional 
information 

 
Only those products bearing the UL Classification Mark should be considered as being covered by UL’s Classification and 
Follow-Up Service. 
 

The UL Classification Mark includes: UL in a circle: with the word “CLASSIFIED”  (as shown); a control number 
(may be alphanumeric) assigned by UL; a statement to indicate the extent of UL’s evaluation of the product; and the 
product category name (product identity) as indicated in the appropriate UL Directory. 
 
Look for the UL Classification Mark on the product. 
 
This is to certify that representative samples of the product as specified on this certificate were tested according to 
the current UL requirements. 
 
 
 
 


