
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Aug 4, 2022
1

Product data sheet
Characteristics

ACRMD4KI-2
3.5kW split system Outdoor unit, Pre-charged
refrigerant

Overview
Lead time Special Order - Call for Quoted Lead Times

Main
Nominal Input Voltage 200...240 V
Provided Equipment Built-in modbus protocol adapter

Operations and maintenance manual
User Manual

Physical
Height 24.29 in (61.7 cm)
Width 33.70 in (85.6 cm)
Depth 11.65 in (29.6 cm)
Net Weight 101.41 lb(US) (46 kg)
Mounting preference No preference
Mounting Mode Not rack-mountable

Input
Number of Power Feeds 1
Input Frequency 50 Hz

Conformance
Product Certifications CCC

CE

Environmental
Acoustic level 51.5 dBA

Offer Sustainability
EU RoHS Directive Under investigation
WEEE The product must be disposed on European Union markets following specific

waste collection and never end up in rubbish bins.


