
VGA over Cat5/Cat6 Extender, Box-Style
Repeater, 1920x1440 at 60Hz, Up to 1000-ft., TAA

NUMÉRO DE MODÈLE: B132-110

Présentation générale

Insert the B132-110 in between the local transmitter and remote receiver units of your B130-101-2

Extender kit

●

Connect the B132-110 to the remote/repeater unit that comes with the B130-111 extender/repeater kit●

Connect the B132-110 to an available port on a B132-002-2 or B132-004-2 extender/splitter●

N022-01K-GYN222-01K-GYP524-01K

Fonctionnalités

Both extends and expands your Tripp Lite VGA over Cat5 installation, allowing you to locate multiple

monitors at different points in a chain of up to 2,000 ft..

●

Up to 4 remote units (3 remote/repeaters and 1 receiver) can be connected together, providing video to

up to 4 remote displays in a full chain.

●

24Awg, Solid Wire Cat5e/6 cable, such as Tripp Lite's N022-01K-GY (Cat5) and N222-01K-GY (Cat6),

is required to achieve maximum distance and resolution.

●

For optimal image quality between 500 and 1,000 ft., use Zero-Skew cable, such as Tripp Lite P524-

01K.

●

Extend a 1920 x 1440 (60Hz) signal up to 500 ft., or a 1024 x 768 (60Hz) signal up to 1,000 ft., between

the local transmitter and the first remote/repeater unit in the installation

●

Extend a 1920 x 1440 (60Hz) signal up to an additional 500 ft., or a 1024 x 768 (60Hz) signal up to an

additional 1,000 ft., from the first remote/repeater unit to the last display in the installation.

●

Points principaux

Both extends and expands your

Tripp Lite VGA over Cat5

installation, allowing you to

locate multiple monitors at

different points in a chain of up

to 2,000 ft.

●

Up to 4 remote units (3

repeaters and 1 receiver) can be

connected together, providing

video to up to 4 remote displays

in a full chain

●

24Awg, Solid Wire Cat5e/6

cable, such as Tripp Lite's

N022-01K-GY (Cat5) and N222-

01K-GY (Cat6), is required to

achieve maximum distance and

resolution

●

For optimal image quality

between 500 and 1,000 ft., use

Zero-Skew cable, such as Tripp

Lite P524-01K

●

Compliant with the Federal

Trade Agreements Act (TAA) for

GSA Schedule purchases

●

Configurations minimales

du système

Computer with VGA video

output

●

Monitor / TV with VGA video

input

●

A B130-111 extender kit●

Not compatible with the B130-

101-U

●

For international use, the B110-

INT power supply can be

●
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https://tldcstaging.azurewebsites.net/VGA-over-Cat5-Cat6-Extender-Transmitter-Receiver-EDID-Copy-1920x1440-60Hz~B130-101-2
https://tldcstaging.azurewebsites.net/VGA-over-Cat5-Cat6-Extender-Transmitter-Repeater-1920x1440-60Hz~B130-111
https://tldcstaging.azurewebsites.net/VGA-over-Cat5-Cat6-Extender-Splitter-Transmitte-with-EDID-Copy-1920x1440-60Hz-2-Port~B132-002-2
https://tldcstaging.azurewebsites.net/VGA-over-Cat5-Cat6-Extender-Splitter-Transmitter-with-EDID-Copy-1920x1440-60Hz-4-Port~B132-004-2
https://tldcstaging.azurewebsites.net/Cat5e-350MHz-Bulk-Solid-Core-PVC-Cable-Gray-1000-ft~N022-01K-GY
https://tldcstaging.azurewebsites.net/Cat6-Gigabit-Bulk-Solid-PVC-Cable-Gray-1000-ft~N222-01K-GY
https://tldcstaging.azurewebsites.net/Zero-Skew-UTP-Bulk-Patch-Cable-RGB-Video-1000-ft~P524-01K
https://tldcstaging.azurewebsites.net/Cat5e-350MHz-Bulk-Solid-Core-PVC-Cable-Gray-1000-ft~N022-01K-GY
https://tldcstaging.azurewebsites.net/Cat6-Gigabit-Bulk-Solid-PVC-Cable-Gray-1000-ft~N222-01K-GY
https://tldcstaging.azurewebsites.net/Zero-Skew-UTP-Bulk-Patch-Cable-RGB-Video-1000-ft~P524-01K
https://tldcstaging.azurewebsites.net/Zero-Skew-UTP-Bulk-Patch-Cable-RGB-Video-1000-ft~P524-01K
https://tldcstaging.azurewebsites.net/Cat5e-350MHz-Bulk-Solid-Core-PVC-Cable-Gray-1000-ft~N022-01K-GY
https://tldcstaging.azurewebsites.net/Cat6-Gigabit-Bulk-Solid-PVC-Cable-Gray-1000-ft~N222-01K-GY
https://tldcstaging.azurewebsites.net/Cat6-Gigabit-Bulk-Solid-PVC-Cable-Gray-1000-ft~N222-01K-GY
https://tldcstaging.azurewebsites.net/Zero-Skew-UTP-Bulk-Patch-Cable-RGB-Video-1000-ft~P524-01K


 
Caractéristiques
 

Features built-in Equalization and Gain controls for video image adjustment●

Includes mounting hardware that allows wall mounting, rack mounting, or pole mounting●

Compliant with the Federal Trade Agreements Act (TAA) for GSA Schedule purchases●

purchased separately; it

features plugs for the UK,

Europe, and Australia

Inclut dans l'emballage

B132-110 remote/repeater unit●

External Power Supply with

NEMA 1-15P Plug (Input: 100-

240V, 50/60Hz, 0.5A; Output:

5V, 2A, 5 ft.)

●

Screwdriver for video

adjustment

●

Mounting hardware●

Owner's manual●

OVERVIEW

Adaptateur secteur CA Input: 100-240V, 50/60Hz, 0.5A; Output: 5V, 2A, 5 ft

Physiques

Poids d'expédition (livres) 1.50

Poids d'expédition (kg) 0.68

Dimensions de l'unité (hlp / po) 1.0" x 4.50" x 2.50"

Dimensions de l'appareil (hlp / cm) 2.54 x 11.43 x 6.35

Accessoires de montage inclus Yes

Couleur Black

Communication

Max 1024 x 768 Range (ft) 1000

Max 480P Range (ft) 1000

Max 1440 x 900 Range (ft) 500

Max 1080i Range (ft) 500

Max 1080P Range (ft) 500

Max 1920 x 1440 Range (ft) 500
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© 2017 Tripp Lite. Tous les droits sont réservés. Tous les noms de produits et de sociétés sont des marques commerciales ou des marques déposées de leurs

détenteurs respectifs. Leur utilisation ne comporte aucune affiliation avec ou approbation par eux. Tripp Lite a une politique d'amélioration continue. Les

spécifications sont sujettes à modification sans préavis. Tripp Lite utilise les agences primaires et de tiers pour tester ses produits pour conformité aux normes.

Voir la liste des agences d’essais de Tripp Lite: 

Distance max. 480i (pi) 1000

Distance max. 640 x 480 (pi) 1000

Distance max. 800 x 600 (pi) 1000

Distance max. 1600 x 1200 (pi) 500

Distance max. 1920 x 1200 (pi) 500

Distance max. 720P (pi) 500

Connexions

Ports 1

Côté A - Connecteur 1 RJ45 (FEMALE)

Côté B - Connecteur 1 HD15 (FEMALE)

Côté B - Connecteur 2 RJ45 (FEMALE)

Garantie

Période de garantie du produit
(Mondiale) 1-year limited warranty
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