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C-130 Dual Mode Landing Light

    Approved OEM replacement

    Designed to operate at Mach .5

    Unit housing completely sealed

    Meets the requirements of MIL-L-81174/1B

    Lasts 3 times longer than the competition

    Cost effective

    Easy installation and maintenance

    Dual mode landing light

   Visible cone angle: 11°

   Visible mode life: 25 hours

   Visible luminous intensity (candlepower): 200,000

   IR beam cone angle: 27.5°

   Infrared mode life: 100+ hours

   Radiance NVIS (NRI) (w/sr): 1

   Designed to meet the requirements of MIL-L-81174/1B

   Qualified to MIL-STD-810C

   Temperature tested from. -65F to 160F

CEF C-130 Dual Mode Landing Light
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• Approved OEM Replacement 

• Designed to operate at Mach .5

• Unit housing completely sealed

• Meets the requirements of MIL-L-81174/1B

• Lasts 3 times longer than competition

• Cost Effective

• Easy Installation/Maintenance

Product Specs:

• Dual Mode Landing Light

• Visible Cone Angle (Deg): 11°

• Visible Mode Life (Hr): 25 hours

• Visible Luminous Intensity (Candlepower): 200,000

• IR Beam Cone Angle (Deg): 27.5°

• Infrared Mode Life (Hr): 100+ hours

• Radiance NVIS (NRI) (W/Sr): 1

• Designed to meet the requirements of MIL-L-81174/1B

• Qualified to MIL-STD-810C

• Temperature tested from. -65F to 160F
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For the most current information on our latest capabilities and partnerships, visit goallclear.com/brochure-library/
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