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Product data sheet
Characteristics

AP9815
Extension Cable for use w/ UPS
communications cable 15'/5m

Overview
Lead time Usually in Stock

Physical
Connector B SUB-D 9 male Serial Straight Through
Cable length 15 ft (4.57 m)
Connector A SUB-D 9 female Serial Straight Through
Mounting location Front
Net Weight 0.99 lb(US) (0.45 kg)

Environmental
Storage altitude 0…50000 ft (0.00…15240.00 m)
Ambient air temperature for operation 32…113 °F (0…45 °C)
Relative humidity 0…95 %
Operating altitude 0...10000 ft
Ambient air temperature for storage 5…113 °F (-15…45 °C)

Ordering and shipping details
GTIN 00731304002727
Package weight(Lbs) 0.99 lb(US) (0.45 kg)

Packing Units
Package 1 Height 9.02 in (22.9 cm)
Package 1 width 4.02 in (10.2 cm)
Package 1 Length 2.01 in (5.1 cm)

Offer Sustainability
EU RoHS Directive Compliant EU RoHS Declaration
WEEE The product must be disposed on European Union markets following specific

waste collection and never end up in rubbish bins.

Contractual warranty
Warranty 2 years repair or replace

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=759662&lang=en-us

