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Product data sheet
Characteristics

ACDC2018
APC NetShelter Aisle Containment, Aisle
Containment Lighting Kit, with Power Supply

Overview
Lead time Special Order - Call for Quoted Lead Times

Physical
Number of rack unit 0U
Depth 15.94 in (40.5 cm)
Height 4.76 in (12.1 cm)
Product Weight 14.57 lb(US) (6.61 kg)
Width 12.64 in (32.1 cm)

Input
Number of cables 2
Number of Power Feeds 1
Input Frequency 50/60 Hz
Nominal Input Voltage 100...140 V

200...240 V

Ordering and shipping details
GTIN 00731304298694
Package weight(Lbs) 17.28 lb(US) (7.84 kg)

Packing Units
Package 1 Height 6.10 in (15.5 cm)
Package 1 width 12.40 in (31.5 cm)
Package 1 Length 16.22 in (41.2 cm)

Offer Sustainability
REACh Regulation REACh Declaration
REACh free of SVHC Yes
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS

Declaration

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=384163938&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=384163938&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=384163938&lang=en-us

