
 

 

 
 

INA-EZCASTPRO 
HDMI Wireless Casting Adapter 

HDMI Dongle  
Wi-Fi Connectivity 802.11 b/g/n 2T2R single band 300Mbps 
Video Stream Resolution Maximum 1080p@30p video decode, output 1080p@60/50hz 
CPU AM8251 
DRAM DDR3 256MB 
NAND 128MB 
Power DC Power 5V/1A through Micro USB, DC 5V/0.9A through MHL 
Compatibility Windows 7 SP1 ,8 & 10, MacOS 10.9+, Linux, iOS 8+, Android 4.2 ICS 
Dimensions (L x W x H in millimetres) 95 x 32 x 11 
Weight (g) 30 
Standard Accessories 20cm HDMI extension cable, 1m Micro USB to USB-A extension cable, Quick Start 

Guide 
  
EZCast Pro App  
Split Screen Control split screen, max. up to 4 split screens 
Host control Host to control display position and allow/deny display request from guest 
EZAir (AirPlay compatible) Supports AirPlay video, audio, photo and mirroring 
Conference control Administrator mode for conference control 
Miracast (EZMirror) Miracast for screen mirroring 
Video Support MPEG 1/2/4, H.264, RMVB 
Document Support Adobe PDF 1,6 or later, MS Office 2003 or later 
Music Support Supports ape, flac, ogg, mp3, wma, wav, rm, m4a, aac, dts, ac3, ra, aif, aiff 

Product specifications are subject to change at any time without notice. 
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