
NEC OPS-2C HDMI - DisplayPort Interface

Order Code: 100014173

 ● HDMI and DisplayPort 1.2 with 4K/60Hz support for excellent 
video quality

 ● HDCP 2.2 support to playback protected 4K content

 ● OPS form factor for professional integration

Datasheet

The solution is optimised for NEC displays to deliver the best possible 

image quality in 4K/60Hz resolution.

Fully integrated OPS-2C HDMI  

- DisplayPort 1.2 Interface for 

compatible NEC Large Format Displays

Delivering Genuine Benefits

HDMI Input RGB/YUV, applicable to HDCP 2.2

DisplayPort Input
DisplayPort Complies with Standard V1.2, 
applicable to HDCP 1.4

Supported Input 
Resolutions

640 x 480 at 60 Hz to 85 Hz
720 x 400 at 70 Hz to 85 Hz
800 x 600 at 56 Hz to 85 Hz
1024 x 768 at 60 Hz to 85 Hz
1280 x 1024 at 60 Hz to 85 Hz
3840 x 2160 at 24 Hz to 30 Hz
3840 x 2160 at 60 Hz
480P (720 x 480 at 60 Hz)
576P (720 x 576 at 50 Hz)
720P (1280 x 720 at 60 Hz)
1080P (1920 x 1080 at 60 Hz)

Dimensions (mm) 200 x 119 x 30

Weight (kg) 0.52

Operating Temperature (°C) 0 to +40

Operating Humidity (%) 20 to 80, non-condensing

Storage Temperature (°C) -20 to +60

Storage Humidity (%) 10 to 90, non-condensing

Power Consumption (W) 9.6

Warranty 36 months

Compatible with*

4K/60Hz: PA322UHD-2, SV322UHD-2, 
MD322C8-2, X551UHD, X651UHD-2, 
X841UHD-2, X981UHD-2
4K/30Hz: PA322UHD, SV322UHD, MD322C8, 
P/UN/HB/UHD large format display Series

Regulatory Approvals CE, FCC Class B, RoHS2, SASO

For additional pictures and Solutions overview, 
Visit www.nec-display-solutions.com for details.

* as of April 2016. For newer models please refert to our  website
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