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 Workplace Protect Lite 

(WPP Lite) 

Workplace Protect  

(WPP) 

Auth Conductor Client Basic 

(ACC Basic) 

Workplace Protect Active 

Directory 

(WPP AD) 

ID Login 

Available  EoL Mid 2020 Starting early 2020 EoL  

Local login      

Central login * *    

Fat client      

Thin client      

Supported OS Win 7 & 10 Win 7 & 10 Win 10 Win 7 & 10 Win 7, 8, 8.1, 10 & 10 IoT 

Active Directory * *    

Multifactor  2-factor  2-factor Single and 2-factor 

Compatible to all 

PalmSecure sensor types  

  TBD   

Compatible to 3rd party client 

hardware 

     

Support      

PalmSecure ID Login             
Portfolio and scope 

*only by additional licensed Workplace Manager 
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Security comes with an S 

 

Get an detailed overview of Fujitsu ID Login solutions: 

 Workplace Protect Lite 

(WPP Lite) 

Workplace Protect  

(WPP) 

Auth Conductor Client 

(ACC) 

Workplace Protect Active 

Directory 

(WPP AD) 

ID Login 

Schedule Available End of Life (mid 2020 - 

successor is Auth Conductor) 

 End of Life (September 2019 - 

successor ID Login) 

available 

Scope Windows Login only with 

PalmSecure keyboard 

(KB951).  Software can be 

used at Fujitsu and 3rd party 

client hardware. 

Windows Login with all types 

of PalmSecure sensors. 

Software can only be used at 

Fujitsu client hardware. 

Windows Login with 

PalmSecure sensors, 

fingerprint and smart card. 

Pre-boot/BIOS authentication 

with PalmSecure and 

fingerprint. Enables single 

sign on for desktop apps 

(both, legacy and modern) 

and web apps that do not 

support password-less 

authentication natively. ACC 

Basic runs only on Fujitsu 

client hardware. 

Windows Login with all types 

of PalmSecure sensors. 

Software can be used at 

Fujitsu and 3rd party client 

hardware. 

Windows (Fat client) and 

Linux based terminal server 

session (Thin client) login 

with all types of PalmSecure 

sensors. Software can be used 

at Fujitsu and 3rd party client 

hardware. 

Story Local and single user 2-factor 

authentication (username + 

biometrics) for Windows 7 & 

10 

Local and single user 2-factor 

authentication (username + 

biometrics) for Windows 7 & 

10 

Easy way to authenticate 

password-less at pre-boot 

phase, Windows and most 

apps. 

central and multi user 2-factor 

authentication (username + 

biometrics) for Windows 7 & 

10; with storage of biometric 

in Active Directory 

central and multi user 2 factor 

authentication (username & 

biometrics for Windows 7, 8, 

8.1, 10 & 10 IoT) and single 

factor 1:n (biometrics only) 

for Thin client;  storage of 
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biometric in separate central 

database linked with Active 

Directory 

Sources 32bit 

64bit 

WPP Win10 64bit 

WPP Win7 32bit 

WPP Win7 64bit 

TBD WPP AD download not for download, only active 

license instances 

Specs WPP Lite WPP TBD WPP AD ID Login 

Scale Single user license perpetual 

free of charge 

Single user license perpetual 

free of charge 

Free of charge user based license model matching server instance 

reflecting maximum amount 

of registered users plus single 

user license (perpetual) 

Sensors  PalmSecure keyboards: 

S26381-K951-L4xx 

 all embedded 

sensors 

 M1E all available 

variants 

 F Pro all available 

variants 

 

 PS keyboard 

 all embedded 

sensors 

 M1E all available 

variants 

 F Pro all available 

variants 

  PS keyboard 

 all embedded 

sensors 

 M1E all available 

variants 

 F Pro all available 

variants 

 PS keyboard 

 all embedded 

sensors 

 M1E all available 

variants 

 F Pro all available 

variants 

Support no support available 

 

basic support; available until 

mid 2020 without support 

agreement/ packages 

Standard support basic support, available until 

end 2019 without support 

agreement packages 

pre-paid annual support 

packages based on 

calculation matrix of 

matching server and users 

 

 

  

http://support.ts.fujitsu.com/IndexDownload.asp?SoftwareGuid=b24b57e7-6fd1-4a28-8e89-143e66dd834d
http://support.ts.fujitsu.com/IndexDownload.asp?SoftwareGuid=54486a50-dca1-47e0-bd9a-6b950b8437c6
https://support.ts.fujitsu.com/IndexDownload.asp?SoftwareGuid=457C0E04-C697-4123-8C26-CAB25175C878
https://support.ts.fujitsu.com/IndexDownload.asp?SoftwareGuid=A767B7C9-7734-4BD2-BC69-E2BF67842005
https://support.ts.fujitsu.com/IndexDownload.asp?SoftwareGuid=FC2E524C-8B10-4D76-878B-28F74EBBDB94
https://support.ts.fujitsu.com/IndexDownload.asp?SoftwareGuid=A574CA2A-3C90-4237-B2DD-572AF7B1AD18
https://support.ts.fujitsu.com/IndexDownload.asp?SoftwareGuid=de9e748c-ac36-4c4b-ab3e-06e333bf0aea
https://www.fujitsu.com/emeia/solutions/business-technology/security/product/secure/workplace-protect/
https://www.fujitsu.com/emeia/solutions/business-technology/security/product/palmsecure/id-login/index.html
https://www.fujitsu.com/emeia/services/security/offerings/biometrics/palmsecure/id-login
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Product portfolio PalmSecure 

 

Accessories 

PS Keyboard S26381-K951-L4xx 

 

PS F Pro Mouse S26381-K435-L150 

 

 

PS F Pro Mouse Guide S26381-K435-L151  

PS Sensor Standard (M1E) 

(with USB cable) 

S26381-K434-L100 

 

(*picture shows OEM M1E) 

PS F ProSensor Standard 

(with USB cable) 

S26381-K436-L150 
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Foldable Handguide M1E 

*EOL end 2020 (last order Q1) 

PS Sensor Standard (M1E) 

PS Holder Unit 

PS Handguide Foldable 

 

 

S26381-K434-L100 

S26381-K434-L510 

S26381-K434-L501 

 (*picture shows foldable handguide without sensor) 

Foldable Handguide F Pro 

PS F ProSensor Standard 

PS F Pro foldable handguide  

 

S26381-K436-L150 

S26381-K436-L151 

 

F Pro Guide 

PS F Pro U Guide 

(suitable for M1E and F Pro) 

PS F Pro OEM Sensor  

PS Sensor Standard M1E  

 

S26381-K434-L550 

 

S26381-K434-L150 

S26381-K434-L100 

 

 

 

Mobiles, PC’s, Thin Clients 

 

FUJITSU Notebook LIFEBOOK E559 S26391-K485-V100 
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FUJITSU Notebook LIFEBOOK E549 S26391-K484-V100 

 
FUJITSU Notebook LIFEBOOK S938 S26391-K460-V100  

FUJITSU Notebook LIFEBOOK T939 S26391-K490-V100  

FUJITSU Notebook LIFEBOOK U729 S26391-K486-V100  

FUJITSU Notebook LIFEBOOK U749 S26391-K487-V100 
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FUJITSU Notebook LIFEBOOK U759 S26391-K488-V100 

 
FUJITSU Notebook LIFEBOOK U729X S26391-K491-V100 

 
FUJITSU Notebook LIFEBOOK U939 S26391-K489-V100 (black) / 

S26391-K489-V200 (red) 

 
FUJITSU Notebook LIFEBOOK U939X S26391-K492-V100 (black) / 

S26391-K492-V200 (red) 

 
FUJITSU Desktop ESPRIMO Q958 S26361-K1012-V600 
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FUJITSU ThinClient FUTRO Q9010 S26461-K1910-V100 

 
FUJITSU ThinClient FUTRO Q940 S26361-K1090-V940  

 

 

 

 

 

 

 

 


