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Schneider
3 Electric

The safest method to bring ultra-high efficiency and scalability to power
distribution for business-critical ups

Power Distribution
Power Output

Rack PDU’s

Bypass

A variety of breaker and connector options can be
chosen to supply either three-phase or single-phase =
power to the load. Safety features of the Power
Distribution Modules include a latch that disconnects
the breaker from AC utility power, connectors with
positive locking mechanisms, and isolation of all touch
points. Built-in monitoring supplies information about
the power consumption of connected devices. Power nput

SUVTP10KH1B2S Select the desired size of the USP. For
SUVTP15KH2B4S example a SMART-UPS VT or Galaxy UPS
SUVTP20KH2B2S with the desired runtime. Start-up is normally
SUVTP30KH4B4S included in the part. Installation of the UPS
SUVTR40KH4B5S has to be done by a electrician.

Winschen Sie mehr Informationen?
Kontaktieren Sie uns unter: 041 266 11 11 oder apc-ch@also.com

Es gelten die Allgemeinen Geschéftsbedingungen der ALSO Schweiz AG (Juli 2007).
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If needed select the desired bypass.
Installation of the bypass has to be done by a
electrician.

SBPSU10K20HC1M1-WP
SBPSU30K40HC1M1-WP

Select the power distribution; standalone
PDPM138H-5U or with a rack PDPM138H-R.
Start-up is not included in the part (optional).
Installation of the power distribution has to be
done by a electrician.

T .

Select the quantity of the power distribution
PDM1316IEC-3P module. 16A PDM1316IEC-3P or 32A
PDM1332IEC-3P PDM1332IEC-3P.

e

PDX3161EC-xxx If needed select additional cable extender.

Egigig:ggéig There are several kinds of cables. 16A or 32A
with 3-pole or 5-pole.

PDX316IEC-360
PDX316IEC-1200
PDX516IEC-300
PDX516IEC-600
PDX332IEC-120

PDPM138H-5U
PDPM138H-R

xxx are the length in cm

AP8953

AP8959 Select the PDU type desired for the racks.
AP8959EU3 Either basic, metered or switched and
AP7856A horizontally or vertical.

AP7856

Winschen Sie mehr Informationen?
Kontaktieren Sie uns unter: 041 266 11 11 oder apc-ch@also.com

Es gelten die Allgemeinen Geschéftsbedingungen der ALSO Schweiz AG (Juli 2007).



