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Notes

This price list is valid from March
1st 2022 until revoked.

With the publication of this price list all previous
price lists lose their validity.

Non-binding guide prices.
Technical changes and errors excepted.

All information does not represent procurement
characteristics in the sense of the BGB.

Minimum order value € 100 net; below
that € 15 surcharge for small quantities.

A minimum order amount of € 300 net is
required for traders in order to qualify for a
discount. For all orders under € 300,00 net, list
prices will apply.




million worldwide

BEKOMAT®

Condensate drain

With more than 5 million units sold since its
presentation in 1982, the electronically
level-controlled BEKOMAT® condensate drain
system has now reached a further international
top mark.

BEKOMAT®

Condensation technology | BEKOMAT® E

The intelligent condensate drains

With more than 5,000,000 devices installed worldwide,
BEKOMAT® condensate drains are the industrial standard
for reliable and economic condensate discharge.

The comprehensive BEKOMAT® programme makes it possible
to select an optimum device for almost every compressor
capacity and type, as well as for specific system pressures
and operating conditions. Special BEKOMAT® devices are
available for extremely aggressive condensates, hazardous
areas (EX protection), low pressure or vacuum conditions,
and no-load operation of multi-stage compressors.

BEKOMAT® i4.0 extends the existing functionality with the
advantages and benefits of the digital world: networkability,
remote monitoring, flexibility and, above all, future-proofing.

Your BEKO TECHNOLOGIES specialist will be glad to provide
you with detailed information.
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n Condensate drainage | BEKOMAT®

BEKOMAT®: Specifications for worldwide use

The performance data in this price list refer to climatic zone H

BEKOMAT® 32U, 32iU 33U, 33iU 12,12i 13,13i 14, 14i 16CO, 16iCO
Maximum 1700

3 6 12 5 5 8 35 150
S
(m?/min) B s | 35 | 7 | 25 | 25 | 4 | 20 | s | 1000
Maximum B ¢ | = [ 22 | 10 | 10 [ 1w | 70 [ 300 [ 3400
A
(m?/min) B 2 | 7 | u | s s 8 | 40 | 180 | 2.000
Maximum B 3 | e [ 120 | s0 | s0 [ s | 30 | 150 |
(m3/min) B s | 3 | 72 | 25 | 25 | 4 | 200 | 900 |
Adjusted performance data for BEKOMAT® BEKOMAT® is designed for a region on Temperature range
the basis of the three climatic zones:
Performance tests and our years of market +1to +60 °C/ BEKOMAT® 12, 13, 14,
experience make a specified performance B eg Northern Europe, Canada, 16 employable down to -25 °C with a
assignment of the BEKOMAT® and OWAMAT® Northern USA, Central Asia heating system and proper insulation.
possible for us. By taking global climatic zones B eg Central/Southern If you need further information about the three
into account, the device capacity can be defined Europe, Central America climatic zones, contact your local dealer or
specifically in relation to the place of application. B e.g South-East Asian coastal regions, subsidiary, BEKO TECHNOLOGIES Germany or
Oceania, Amazon and Congo regions visit our website www.beko-technologies.de.



Filter-BEKOMAT® 20 / 20 FM

Condensate drainage | BEKOMAT® n

Dimensions in mm

-

— 40—

Depth: 72

Plastic housing

=

— 40—

Depth: 72

Plastic housing
+ pot. contact + external test + filter management

Filter performance max. (m*/min)

40

40

Operating pressure (bar [g])

0.8..16

0.8..16

Operating voltage**

230 VAC/50...60 Hz

230 VAC/50...60 Hz

Condensate inlet

1xG1/2"/1xG3/4"

1xG1/2"/1xG3/4"

Temperature min/max (°C) +1...+60 +1...+60
Application al/b al/b
Price group
Order ref. 4001841 4003051
Price (€) 209 272
Order ref. with cable 2046189 2046202
(2,5m) + angle plug
Price (€) 220 283

*1 Optionally, the following operating voltage variants are also available: 200 VAC / 115 VAC / 100 VAC / 24 VAC / 24 VDC.
a: oil-contaminated condensate / b: oil-free condensate

BEKOMAT®with service innovation: 31U /32U /33U /33U CO

Dimensions in mm

Depth: 65

Aluminium housing

130

Depth: 73

Aluminium housing + external test
+ pot. contact

157

Depth: 73

Aluminium housing + external test
+ pot. contact

Aluminium housing + external test
+ hard-coated + pot. contact

BEKOMAT® 31U \ 320 \ 33U \ 33U CO
Compr. capacity (m*/min) 2.5 5 10 10
Operating pressure (bar [g]) 0.8..16 0.8..16 0.8..16 0.8..16
95 ... 240 VAC + 10% 95 ... 240 VAC + 10% 95 ... 240 VAC + 10% 95 ... 240 VAC + 10%
Operating voltage*! 100...125 VDC + 10% 100...125 VDC + 10% 100...125 VDC + 10% 100...125 VDC + 10%
50...60 Hz 50...60 Hz 50 ...60 Hz 50 ...60 Hz
Condensate inlet 1xGL1/2" 1xG1/2" 3xG1/2" 3xG1/2"
Temperature min/max (°C) +1..+70 +1..+70 +1..+70 +1..+70
Application al/b al/b a al/b
P e group
Order ref. 4024381 4024387 4024393 4024395
Price (€) 180 222 385 441
Order ref. with cable 4033054 4046629 4046203 -
(2,5m) + angle plug
Price (€) 190 234 395 -

All BEKOMAT® types are also available in the US version (NPT threads). Prices on request.

a: oil-contaminated condensate/ b: oil-free condensate
*1 Optionally available in the operating voltage variant

24 .48 VAC+10 % /50 ... 60 Hz
18..72VDC +10 % /50 ...60 Hz



n Condensate drainage | BEKOMAT®

Standard-BEKOMAT® 12 /12 CO /12 COPN 63
13/13CO/13COPN25/13COPN40/13COPNS50

—

162 9 | B
N = i
# 210 ‘
Depth: 65 Depth: 93
Length PN: 146, 116 (without hose conn.) Length PN: 186, 116 (without hose conn.)
Aluminium Aluminium Aluminium
housing housing, hard-coated housing Aluminium housing,

+ pot. contact
+ extern. test

+ pot. contact
+ extern. test

+ pot. contact
+ extern. test

hard-coated + pot. contact

Dimensions in mm + extern. test

BEKOMAT® 12C0 | 12cOPN63 13CO | 13COPN25 | 13COPN40 | 13 COPN50
6.5 6.5 65 30 30 30 30 30

Compr. capacity (m*/min)
Operating pressure (bar [g]) 0.8..16 0.8..16 1.2..63 0.8..16 0.8..16 1.2..25 1.2..40 1.2..50
Operating voltage*! 5(3)0 V6A0C|—|| 230 VAC | 230 VAC | 230 VAC | 230 VAC | 230 VAC | 230 VAC | 230 VAC |
z 50...60 Hz 50...60 Hz 50 ...60 Hz 50...60 Hz 50...60 Hz 50 ...60 Hz 50...60 Hz
Condensate inlet 1xG1/2" 1xG1/2" 1xG1/2" 2xG1/2" 2xG1/2" 2xG1/2" 2xG1/2" 2xG1/2"
Temperature min/max (°C) +1...+60 +1...+60 +1...+60 +1...+60 +1...+60 +1...+60 +1...+60 +1...+60
Application a al/b al/b a al/b al/b a/b al/b
Price group 10
Order ref. 2000018 2000019 2000020 2000021 2000022 2000360 2001287 2002699
Price (€) 354 388 652 503 705 927 1.034 1.034
gg;r)rffénwéltg ;laubg'e 4046204 4046205
Price (€) 364 513

Standard-BEKOMAT®14/14CO/14COPN25/16 CO

280 —
Depth: 260 ‘

Depth: 120 | Length PN:227 (without hose conn.)

Aluminium housing, hard-coated,
+ pot. contact, + extern. test

Aluminium housing,
hard-coated + pot. contact, + extern. test

Aluminium housing

Dimensions in mm + pot. contact, + extern. test

14 14cO 14 CO PN 25 16 CO
Compr. capacity (m*/min) 130 130 130 1400
Operating pressure (bar [g]) 0.8..16 0.8..16 1.2..25 0.8..16
Operating voltage** 230 VAC /50 ...60 Hz 230 VAC /50 ...60 Hz 230 VAC/50...60 Hz 230 VAC/50...60 Hz
Condensate inlet 3 xG3/4" 3 xG3/4" 3 x G3/4" 2xG3/4"/1xG1"
Temperature min/max (°C) +1..+60 +1..+60 +1...+60 +1..+60
Application a al/b al/b al/b
Price group 10
Order ref. 2000023 2000024 2002477 2000025
Price (€) 668 888 1.109 1.482
FEE
Price (€) 678

All BEKOMAT® types are also available in the US version (NPT threads). Prices on request.
*1 Optionally, the following operating voltage variants are also available: 200 VAC / 115 VAC / 100 VAC / 24 VAC / 24 VDC and/or with external test function.
a: oil-contaminated condensate/ b: oil-free condensate




Condensate drainage | BEKOMAT® n

Network capable BEKOMAT® with service-unit: 32iU / 33iU / 33iU CO

Depth: 73

Depth: 73

Aluminium housing + Aluminium housing + Aluminium housing, hard coated +
Dimensions in mm RS485 interface RS485 interface RS485 interface

Compr. capacity (m3/m|n)

Operating pressure (bar [g]) 0.8...16 0.8..16 0.8..16

Operating voltage** 24 VDC + 10% 24 VDC + 10% 24 VDC + 10%

Condensate inlet 1xG1/2" 3xG1/2" 3xG1/2"

Temperature min/max (°C) +1..+70 +1..+70 +1..+70

Application a/b a/b a/b

Order ref. 4046022 4046924 4052700
Price (€) = 237 400 445

a: oil-contaminated condensate
b: oil-free condensate

Network capable BEKOMAT®12i /12i CO /12i COPN 63 /13i/13iCO/13i COPN 50

197

Depth: 93
Length PN: 197

Depth: 65
Length PN: 146

Aluminium housing, hard coated +
RS485 interface

Aluminium housing + Aluminium housing, hard coated + Aluminium housing +
Dimensions in mm RS485 interface RS485 interface RS485 interface

BEKOMAT®i 4.0 _ 12ico 12i CO PN 63 _ 13i CO 13i CO PN 50

Compr. capacity (m3/min)

Operating pressure (bar [g]) 0.8..16 0.8..16 12..63 0.8..16 0.8..16 1.2..50

Operating voltage** 24 VDC + 10% 24 VDC + 10% 24 VDC + 10% 24 VDC + 10% 24 VDC + 10% 24 VDC + 10%

Condensate inlet 1xG1/2" 1xG1/2" 1xG1/2" 2xG1/2" 2xG1/2" 2xG1/2"

Temperature min/max (°C) +1...+60 +1...+60 +1...+60 +1...+60 +1...+60 +1...+60

Application a al/b al/b a al/b al/b

D group 16

Order ref. 4046926 4052626 4052587 4046024 4052588 4052590
Price (€) 369 403 667 518 719 1.049

a: oil-contaminated condensate
b: oil-free condensate




Condensate drainage | BEKOMAT®

Network capable BEKOMAT® 14i / 14i CO / 14i COPN 25/ 16i CO

Depth: 120 Depth: 260
Aluminium housing + Aluminium housing, hard coated + Aluminium housing, hard coated +
Dimensions in mm RS485 interface RS485 interface RS485 interface
S . N TN
Compr. capacity (m3/m|n) 1400
Operating pressure (bar [g]) 0.8..16 0.8..16 1.2..25 0.8..16
Operating voltage** 24 VDC + 10% 24 VDC + 10% 24 VDC + 10% 24 VDC + 10%
Condensate inlet 3 xG3/4" 3 xG3/4" 3 x G3/4" 2xG3/4"/1xG1"
Temperature min/max (°C) +1..+60 +1..+60 +1..+60 +1..+60
Application a al/b al/b al/b
Price group 16
Order ref. 4046927 4052591 4052593 4046928
Price (€) 683 903 1.124 1.497

a: oil-contaminated condensate
b: oil-free condensate

BEKOMAT® 4.0 - Accessories

Hardware Hardware set consisting of plug-in power supply 24V/DC and USB to RS485 converter with FTDI converter chip

Order ref. 4052710
Price (€) 172

Integrator Software

This software is designed to adapt the ModBus configuration df BEKOMAT® i4.0 devices to your own needs.
Free download on: www.beko-technologies.com

10



BEKOMAT®-Condensate indicator: 12 KW

Condensate drainage | BEKOMAT® n

151 ————

Depth: 65

Dimensions in mm Condensate indicator, aluminium housing + pot. contact

BEKOMAT® 12 KW

Operating pressure (bar [g]) 16
Condensate inlet 1xG1/2"
Operating voltage 230 VAC/50...60 Hz
Temperature min/max (°C) +1..+60
Application al/b
D group 10
Order ref. 2000026
Price (€) 290

a: oil-contaminated condensate / b: oil-free condensate

Stainless steel-BEKOMAT®3EPN 25 /3 EPN 63 /6 EPN 25

205 —

Depth: 160

Stainless steel housing

Dimensions in mm + pot. contact

—— 145 —
Depth: 260

Stainless steel housing
+ pot. contact

BEKOMAT® 3EPN25 3EPNG63 6 EPN 25

Compr. capacity (m*/min) 1000
Operating pressure (bar [g]) 0.8..25 0.8..63 0.8...25
Operating voltage** 230 VAC/50...60 Hz 230 VAC /50 ...60 Hz 230 VAC /50 ...60 Hz
Condensate inlet 3 x G3/4" 3 x G3/4" 2xG3/4"|1xG1"
Temperature min/max (°C) +1...+60 +1...4+60 +1...+60
Application a/b/c al/b/c al/b/c
Order ref. ‘ 2800236 2800247 2800288
Price (€) 3.040 3.084 5.196

*1 BEKOMAT® 3 and 6: Optionally, the following operating voltage variants are also available: 200 VAC / 110 VAC / 100 VAC / 24 VAC / 24 VDC
a: Oil-contaminated condensate / b: oil-free condensate / c: aggressive condensate from gas compressors (after prior examination).

11



n Condensate drainage | BEKOMAT®

BEKOMAT® with no-load valve: 3COLA /6 CO LA

Depth: 159 Depth: 260

Dimensions in mm Aluminium housing, hard-coated + pot. contact Aluminium housing, hard-coated + pot. contact
Compr. capacity (m*/min) 100 1000
Operating pressure (bar [g]) 0..25 0..16
Operating voltage*! 230 VAC /50...60Hz 230 VAC /50...60Hz
Condensate inlet 3 xG3/4" 1xG1",2xG3/4"
Temperature min/max (°C) +1...+60 +1...+60
Application al/b a/b
D aroup 10
Order ref. 2800198 2800260

Price (€) 1.386 1.853

*1 BEKOMAT® 3 and 6: Optionally, the following operating voltage variants are also available: 200 VAC / 110 VAC / 100 VAC / 24 VAC / 24 VDC.
a: oil-contaminated condensate / b: oil-free condensate
Delivery times on request.

BEKOMAT® with no-load valve in low-pressure version: 3 CO LALP / 6 CO LALP

Depth: 159 Depth: 260

Dimensions in mm Aluminium housing, hard-coated + pot. contact Aluminium housing, hard-coated + pot. contact
Compr. capacity (m*/min) 100 1000
Operating pressure (bar [g])** 0..04/04..16 0..04/04..16
Operating voltage*? 230 VAC /50...60Hz 230 VAC /50...60Hz
Condensate inlet 3 x G3/4" 1xG1", 2 xG3/4"
Temperature min/max (°C) +1...+60 +1...+60
Application al/b al/b
D aroup 10
Order ref. 2000770 2001599

Price (€) 1.622 2.104

*1 Up to 16 bar with increased membrane wear

*2 BEKOMAT® 3 and 6: Optionally the following voltage variants are also available: 200 VAC / 110 VAC / 100 VAC / 24 VAC / 24 VDC.
a: oil-contaminated condensate | b: oil-free condensate
Delivery times on request.

12



Condensate drainage | BEKOMAT® n

BEKOMAT® Low-pressure version: 3COLP /6 COLP

Depth: 159 Depth: 260

Dimensions in mm Aluminium housing, hard-coated + pot. contact Aluminium housing, hard-coated + pot. contact
Compr. capacity (m*/min) 100 1000
Operating pressure (bar [g])** 0.4..16 0.4..16
Operating voltage*? 230 VAC /50...60Hz 230 VAC / 50...60Hz
Condensate inlet 3 x G3/4" 1xG1",2xG3/4"
Temperature min/max (°C) +1..+60 +1...+60
Application al/b al/b
> group 10
Order ref. 2800196 2000370

Price (€) 1.342 1.854

*1 Up to 16 bar with increased membrane wear

*2 BEKOMAT® 3 and 6: Optionally the following voltage variants are also available: 200 VAC / 110 VAC / 100 VAC / 24 VAC / 24 VDC.
a: oil-contaminated condensate | b: oil-free condensate
Delivery times on request.

BEKOMAT® with check valve for turbo compressor:
13CVWA/13COCVWA/14CVWA/14COCVWA /16 COCVWA

Depth: 93 Depth: 93 Depth: 120 Depth: 120 Depth: 260
Aluminium housing, hard- Aluminium housing, hard- Aluminium housing, hard- Aluminium housing, hard- Aluminium housing, hard-

coated + pot. contact coated + pot. contact coated + pot. contact coated + pot. contact coated + pot. contact
Dimensions in mm + extern. test + extern. test + extern. test + extern. test + extern. test
Compr. capacity (m*/min) 1400
Operating pressure (bar [g]) 0.8..16 0.8..16 0.8..16 0.8..16 0.8..16
Operating voltage** 230 VAC /50...60Hz 230 VAC / 50...60Hz 230 VAC/50...60Hz 230 VAC / 50...60Hz 230 VAC /50...60Hz
Condensate inlet 2xG1/2" 2xG1/2" 3xG3/4" 3xG3/4" 1x G1",2xG3/4"
Temperature min/max (°C) +1..+60 +1...+60 +1...+60 +1...+60 +1...+60
Application al/b al/b al/b al/b al/b

Price group 10
Order ref. 4007442 4007443 4006730 4007282 4009531
Price (€) 573 794 749 968 1.761

*1 All BEKOMAT® types are also available in the US version (NPT threads). Prices on request.

Optionally the following voltage variants are also available: 200 VAC / 110 VAC / 100 VAC / 24 VAC / 24 VDC.
a: oil-contaminated condensate | b: oil-free condensate

Delivery times on request.

13



n Condensate drainage | BEKOMAT®

BEKOMAT® Ex (ATEX authorisation):3COEX/3 EEX/6 COEX/6EEX

142
Depth: 160 Depth: 260
Aluminium housing, Aluminium housing,
Dimensions in mm hard-coated + pot. contact Stainless steel housing + pot. contact hard-coated + pot. contact Stainless steel housing + pot. contact
Compr. capacity (m?/min) 100 100 1000 1000
Operating pressure (bar [g]) 0.8..16 0.8..16 0.8..16 0.8..16
Operating voltage*! 12 vDC 12 vDC 12 vDC 12 vDC
Condensate inlet 3xG3/4" 3xG3/4" 2xG3/4" | 1xG1" 2xG3/4" | 1xG1"
Temperature min/max (°C) +1...+60 +1...+60 +1...+60 +1..+60
Application al/b a/bl/c al/b a/b/c
D aroup
Order ref. 4004952 4004953 4004954 4004955
Price (€) 1.457 3.462 1.918 5.465

Prices for the BEKOMAT® EX are exclusive 12 VDC power supply for explosive atmospheres.
*1 For operating voltage variants 230 VAC / 200 VAC / 110 VAC / 100 VAC / 24 VAC/ 24 VDC an intrinsically safe power supply unit is imperative - see page 18.
a: oil-contaminated condensate / b: oil-free condensate / c: aggressive condensate from gas compressors (after prior examination).
BEKOMAT® Ex also available as low pressure device / minimum pressure: 0.4 bar [g]. Price on request.
Delivery times on request.

BEKOMAT® Ex (ATEX authorisation) with blank key valve
3COEXLA/6COEXLA/3COEXLALP/6COEXLALP

Aluminium housing, Aluminium housing, Aluminium housing, Aluminium housing,

Dimensions in mm hard-coated + pot. contact hard-coated + pot. contact hard-coated + pot. contact hard-coated + pot. contact
BEKOMAT® 3COEXLA 6 COEXLA 3COEXLALP 6 COEXLALP
Compr. capacity (m*/min) 100 1000 100 1000
Operating pressure (bar [g]) 0..16 0..16 0..5 0..5
Operating voltage** 12 vDC 12 VvDC 12 VvDC 12 VvDC
Condensate inlet 3xG3/4" 1xG1",2xG3/4" 3xG3/4" 1xG1",2xG3/4"
Temperature min/max (°C) +1...+60 +1...+60 +1...+60 +1...+60
Application al/b al/b al/b al/b
Order ref. ‘ 4006084 4008061 4015884 4008060

Price (€) 1.756 2.257 2.072 2.503

Prices for the BEKOMAT® EX are exclusive 12 VDC power supply for explosive atmospheres.
*1 For operating voltage variants 230 VAC / 200 VAC / 110 VAC / 100 VAC / 24 VAC/ 24 VDC an intrinsically safe power supply unit is imperative - see page 18.
a: oil-contaminated condensate / b: oil-free condensate
BEKOMAT® Ex also available as vacuum device / minimum pressure: 0.1 ... 1.8 bar [a]. Price on request.
Delivery times on request.
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BEKOMAT® Ex (ATEX authorisation) Low-pressure version: 3 CO EXLP /3 EEX LP

Dimensions in mm

— 200 ——

Depth: 159

Aluminium housing, hard-coated + pot. contact

— 200 —

Depth: 159

Stainless steel housing + pot. contact

BEKOMAT® 3COEXLP 3EEXLP

Compr. capacity (m*/min) 100 100
Operating pressure (bar [g])** 0.4..16 04..16
Operating voltage*? 12 vDC 12 vDC
Condensate inlet 3x G3/4" 3 x G3/4"
Temperature min/max (°C) +1..+60 +1...+60
Application alb a/b/c
Price group
Order ref. 4007376 4006563
Price (€) 1.457 3.922

Prices for the BEKOMAT® EX are exclusive 12 VDC power supply for explosive atmospheres.

*1 Up to 16 bar with increased membrane wear

*2 For operating voltage variants 230 VAC / 200 VAC / 110 VAC / 100 VAC / 24 VAC/ 24 VDC an intrinsically safe power supply unit is imperative - see page 18.
a: oil-contaminated condensate / b: oil-free condensate / c: aggressive condensate from gas compressors (after prior examination).
Delivery times on request.

BEKOMAT® Ex (ATEX authorisation) 63 bar version: 3 E EX PN63

— 205 ——

Depth: 159

Dimensions in mm Stainless steel housing + pot. contact

BEKOMAT® 3EEX63

Compr. capacity (m?/min) 100
Operating pressure (bar [g]) 0.8..63
Operating voltage*! 12 vDC
Condensate inlet 3x G3/4"
Temperature min/max (°C) +1..+60
Application a/b/c
Order ref. 4005093
Price (€) 5.183

Prices for the BEKOMAT® EX are exclusive 12 VDC power supply for explosive atmospheres.
*1 For operating voltage variants 230 VAC / 200 VAC / 110 VAC / 100 VAC / 24 VAC/ 24 VDC an intrinsically safe power supply unit is imperative - see page 18.
a: oil-contaminated condensate / b: oil-free condensate / c: aggressive condensate from gas compressors (after prior examination).
BEKOMAT® Ex also available as low pressure device / minimum pressure: 0.4 bar [g]. Price on request.
Delivery times on request.
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BEKOMAT® vacuum version: 15 CO VACU / 16 CO VACU

Dimensions in mm

283

Depth: 195
Aluminium housing,
hard-coated + pot. contact

307

Depth: 260
Aluminium housing,
hard-coated + pot. contact

BEKOMAT® 15 CO VACU 16 CO VACU

Compr. capacity (m3/min) 100 1000
Operating pressure (bar abs.) 0.1..18 0.1..1.8
Operating voltage** 230 VAC / 50...60Hz 230 VAC / 50...60Hz
Condensate inlet 1x G3/4" 1xG3/4"
Temperature min/max (°C) +1...+60 +1...+60
Application al/b al/b
Order ref. ‘ 4045949 2800261

Price (€) 2.144 2.616

*1 BEKOMAT® 3 and 6: Optionally the following voltage variants are also available: 200 VAC / 110 VAC / 100 VAC / 24 VAC / 24 VDC.
a: oil-contaminated condensate / b: oil-free condensate / c: aggressive condensate from gas compressors (after prior examination).

Delivery times on request.

BEKOMAT®8 /9

Dimensions in mm

BEKOMAT®

Compr. capacity (m*/min)

— 486 ——

Depth: 273
Stainless steel housing + pot. contact

9.360 - 14.400

Depth: 324
Stainless steel housing + pot. contact

24.000 - 30.000

Operating pressure (bar [g])

0.5..10

05..4

Operating voltage**

230 VAC / 50...60Hz

230 VAC /50...60Hz

Condensate inlet

Flange C50 x 60.3 DIN1092-1

Flange C50 x 60.3 DIN1092-1

Temperature min/max (°C) +1...4+60 +1...+60

Application a/bl/c a/bl/c

Order ref. 2000177 2001116
Price (€) 8.450 10.785

*1 BEKOMAT® 8 and 9: Optionally the following voltage variants are also available: 200 VAC / 110 VAC / 100 VAC / 24 VAC / 24 VDC.
a: oil-contaminated condensate / b: oil-free condensate / c: aggressive condensate from gas compressors (after prior examination).

Delivery times on request.
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BEKOMAT® - Accessories

BEKOMAT®EX: Accessories

L Recommended switch amplifier for BEKOMAT® Ex
®
For BEKOMAT Recommended intrinsically safe power supply 12 VDC for the connection of the potential-free contact

Operating voltage 85 ...230 VAC 24 VAC/VDC 230 VAC
Order ref. 4005140 4010890 4006591
Price (€) 980 730 303

BEKOMAT®: Thermostatically controlled heating / trace heating system
;‘_:[:Eﬁ]
ol

(o= o]
with adapters and gaskets with terminal box
Performance min/max (W) 95 ...125 103 ...137 50 10
Operating pressure (bar [g]) 25 25 25 -
Operating voltage 200 ... 230 VAC 100 ... 115 VAC 24 VAC /VDC 230 VAC
Temperature min/max (°C) -25...+60 -15..+60 -5..+60 -25...+60
Length (m) 1x1,1x3
Order ref. 2801244 2801245 2801247 4041657
Price (€) 364 364 364 662

With proper insulation of BEKOMAT® 200... 230 VAC to -25 °C / with proper insulation of BEKOMAT® 100 ... 200 VAC to -15 °C

Caution: Thermostatically Controlled Heating not suitable for
BEKOMAT® 20, 21,31 /31U, 32 /32U, 33 / 33U or for 40, 50 and 63 bar [gauge] operating pressure and hazardous areas

BEKOMAT®VACUUM: Accessories

_ Angle seat valve CO Angle seat valve E

for BEKOMAT 15CO VACU, 16 CO VACU,3CO V,6 COV or BEKOMAT3 COV,6 COV

Price group 13

Order ref. 4005814 4005815
Price (€) 567 1.135

Connection G 3/4" | Pressure 0,1...1,8 bar [a)

17
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BEKOMAT®: Insulation shells

. _ -
sexouAT

216

Isolation

Dimensions in mm

For BEKOMAT® 12/12CO/12COPN63 REEYY ]}31;:23';'\2155613 COPN40 14/14CO/14COPN 25

Price group 13

Order ref. 2000195 2000033 2000034
Price (€) 43 48 51

BEKOMAT®: Brackets Wall and Floor

—)

TiDm o T

90 J 70 o

L pro lL
Dimensions in mm
For BEKOMAT® 12/12CO /20 31U /32U 33U /33U CO
Price group 13
Order ref. 2000035 4010105 4012883

Price (€) 30 30 26

T
64
il
0l -
102 DH]H 64
S — 1
Dimensions in mm
For BEKOMAT® 13/13CO 14/14CO 16 CO/6CO/6COLA
Price group 13
Order ref. 2000036 2000037 2000038
Price (€) 46 50 37
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BEKOMAT®: Connecting kit

Inlet valve Manual emptying, inlet valve Manual emptying, valves for venting line
with screw connection with screw connection and inlet for screw connections

20/12/12C0O/3 13/13CO/33U/ 13/13CO/33U/
®

Order ref. 2000039 2000040 2000042 2000041 2000043
Price (€) 23 33 48 73 102

Manual emptying, valves for venting line and inlet for screw connections

For BEKOMAT® 6/16 CO
Price group 13

Order ref. 2000044
Price (€) 74

BEKOMAT®: Outlet kit

Hose + installation material

For BEKOMAT® 12/12CO/20/31U /32U 13/13C0O/14/14CO /16 CO /33U /33U CO
Price group 13
Order ref. 2000045 2000046

Price (€) 32 40
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BEKOMAT® - Spare parts

Wearing parts kit 4003701 | 4003701 | 2001365 | 2001365 | 2000049 | 2000049 | 2000748 - -
Price (€)| 53 53 53 53 74 74 84 = =
Membranes, 3 pcs. 2000496 2000496 2000496 2000496 4045068 4045068 2000437 - -
Price (€) 68 68 68 68 99 99 136 = =
Diaphragm seat 4003700 | 4003700 | 2001367 | 2001367 | 2800829 | 2800829 | - - -
Price (€) 39 39 39 39 43 43 = = =
Valve - - - - 4027846 4027847 4027848 - -
Price (€) - - - - 94 110 439 - -
Valve attachment components - - - - 2000052 | 2000053 | 2000054 - -
Price (€)| - = = = 34 37 358 = =
Gasket kit - - 2001366 | 2001366 | 2000058 | 2000058 | 2000749 2000058 | 2000058
Price (€)| - = 27 27 23 23 25 23 23
Housing - - - - 2000060 2000061 2000234 - 2000192
Price (€) - = = = 75 120 121 = 104
Housing cover - - - - - - - - -
Price (€) - - - - - - - - -
Top part of cover - - 2001913 2001914 2000066 2000066 2000066 2000066 -
Price (€) - = 60 60 74 74 74 74 -
Sensor pcb - - - 4047963 4047971 4047971 4047971 - 4047977
Price (€)| - = = 124 192 192 192 = 192
Printed circuit board power supply 230 VAC 4003706 | 2001501 | 2001488 | 2001495 | 2000063 | 2000063 | 2000063 2000063 | 2000063
Price (€)| 117 73 118 73 94 94 94 94 94
Printed circuit board power supply 200 VAC 4004089 - 4004089 - 2000349 2000349 2000349 2000349 2000349
Price (€)| 117 = 117 = 94 94 94 94 94
Printed circuit board power supply 115 VAC 4003707 2001502 2001489 2001496 2000064 2000064 2000064 2000064 2000064
Price (€)| 117 73 118 73 94 94 94 94 94
Printed circuit board power supply 100 VAC - - - - 2000611 | 2000611 | 2000611 2000611 | 2000611
Price (€) - = = = 94 94 94 94 94
Printed circuit board power supply 24 VAC - 2001504 - 2001497 2000065 2000065 2000065 2000065 2000065
Price (€)| - 73 = 73 94 94 94 94 94
Printed circuit board power supply 24 VDC - 2001915 | - 2001498 | 2000756 | 2000756 | 2000756 2000756 | 2000756
Price (€)| - 73 - 73 94 94 94 94 94

*1 For BEKOMAT® 20 /20 FM /21 /21 PRO: 5 pcs.
2 Electronic board with integrated power supply

We recommend the board is replaced by BEKO TECHNOLOGIES
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Condensate drainage | BEKOMAT® n

For BEKOMAT® 13 CO 13COPN25/40/50 14CO 14 COPN 25 16 CO

Wearing parts kit 2000067 2000067 2000366 2000731 2000731 2002556 2000087
Price (€) 77 77 93 77 77 96 96
Membranes, 3 pcs. 4053197 4053197 2000439 4053197 4053197 2000439 4053197
Price (€) 135 135 145 135 135 145 135
Diaphragm seat 2001118 2001118 2000351 2001118 2001118 2000351 -
Price (€) 38 38 137 38 38 137 =
Valve 4027849 4027850 4027851 4027849 4027850 4027851 2000089
Price (€) 119 136 498 119 136 498 159
Valve attachment components 2000071 2000072 2000371 2000071 2000072 2000371 2000088
Price (€) 47 50 415 47 50 415 39
Gasket kit 2000073 2000073 2000367 2000080 2000080 4000923 2000090
Price (€) 27 27 30 27 27 30 30
Housing 2000075 2000076 2000368 2000082 2000083 2000083 2000092
Price (€) 179 334 447 219 406 406 876
Housing cover 2000077 2000078 2000369 2000084 2000085 2000085 2000091
Price (€) 82 269 312 133 290 290 359
Top part of cover 2000066 2000066 2000066 2000066 2000066 2000066 2000066
Price (€) 74 74 74 74 74 74 74
Sensor pcb 4047967 4047967 4047967 4047968 4047968 4047968 4047969
Price (€) 191 191 191 199 199 199 199
Printed circuit board power supply 230 VAC 2000063 2000063 2000063 2000063 2000063 2000063 2000063
Price (€) 94 94 94 94 94 94 94
Printed circuit board power supply 200 VAC 2000349 2000349 2000349 2000349 2000349 2000349 2000349
Price (€) 94 94 94 94 94 94 94
Printed circuit board power supply 115 VAC 2000064 2000064 2000064 2000064 2000064 2000064 2000064
Price (€) 94 94 94 94 94 94 94
Printed circuit board power supply 100 VAC 2000611 2000611 2000611 2000611 2000611 2000611 2000611
Price (€) 94 94 94 94 94 94 94
Printed circuit board power supply 24 VAC 2000065 2000065 2000065 2000065 2000065 2000065 2000065
Price (€) 94 94 94 94 94 94 94
Printed circuit board power supply 24 VDC 2000756 2000756 2000756 2000756 2000756 2000756 2000756
Price (€) 94 94 94 94 94 94 94

Price group

Connection adapter 4010155 4010155 - -
Price (€) 40 40 = _
Gasket kit 4024386 4024392 4024397 4024397
Price (€) 16 16 16 16
Design shell 4010164 4010167 4010167 4010167
Price (€) 18 23 23 23
Service unit 4023607 4023571 4023633 4023635
Price (€) 117 126 163 193
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For BEKOMAT® B ; ggTA“ BIERS 3 E25* 3 E63*3 g ggTA“ 6 E 25*3
Wearing parts kit 2800656 2800670 2800702 2800702 2800702 2800670 2800702
Price (€) 80 80 114 114 114 80 114
Membranes, 3 pcs. 4053197 4053197 4053197 2000439 2000439 4053197 2000439
Price (€) 135 135 135 145 145 135 145
Gasket kit 2800658 2800671 2800689 2800703 2800703 2800658 2800703
Price (€) 23 23 45 45 45 23 45
Top part of cover 2800661 2800661 2800690 2800690 2800690 2800661 2800690
Price (€) 81 81 81 81 81 81 81
Pilot valve 2800663 2800717 - 2800717 2800717 2800663 2800717
Price (€) 82 100 = 100 100 82 100
Control air cover 2800665 - - - - 2800665 -
Price (€) 31 - - - - 31 -
Valve** 2800664 2800673 2800693 2800705 2800718 2800664 2800705
Price (€) 195 305 391 406 305 195 406
Housing top cover** 2800667 2800674 2800696 2800696 2800719 2800789 -
Price (€) 292 385 2.234 2.234 2.250 385 =
Lower part of the housing 2800668 2800675 2800720 2800720 2800720 2800790 -
Price (€) 126 213 1.438 1.438 1.438 888 -
Sensor pcb 230 VAC 2800659 2800659 2800659 2800659 2800659 2800796 2800796
Price (€) 310 310 310 310 310 310 310
Sensor pcb 100 VAC 2002200 2002200 2002200 2002200 2002200 - -
Price (€) 310 310 310 310 310 = =
Sensor pcb 110 VAC 2800698 2800698 2800698 2800698 2800698 2800804 2800804
Price (€) 310 310 310 310 310 310 310
Sensor pcb 24 VAC 2800699 2800699 2800699 2800699 2800699 4010781 4010781
Price (€) 310 310 310 310 310 311 311
Sensor pcb 24 VDC - - - - - 2800806 2800806
Price (€) - - - - - 310 310

*6

BEKOMAT® 3 .. EX** /3 .. LP**/ 6 .. EX** /6 ...

*3

LP*3: Spare parts on request, BEKOMAT® provide Serial No.

Spare parts for BEKOMAT® LP versions: The spare parts for LP devices, apart from PCBs for EX LP devices, are identical to those for the relevant

BEKOMAT® 3 and/or BEKOMAT® 6 without the LP name addition (e.g.: The spare parts for BEKOMAT® 3 CO are also suitable for the LP version of that device,
The BEKOMAT® 3 CO LP). Caution: In LP devices, the diaphragm is installed without a spring in the BEKOMAT® LP.

*4

Other operating voltages on request.

When ordering a housing shell for an LP device, please indicate “for LP device” on the order.
Not for BEKOMAT® 3 LA

22

Valves for BEKOMAT® types 3 and 6 are dependent on operating voltage. Types listed are for 230 VAC and 12 VDC for Ex devices.




Condensate drainage | BEKOMAT® u

23






New dimensions of economic efficiency

The disposal of condensate by third-party
providers is laborious and costly.
OWAMAT® offer significant savings
potential in this respect.

OWAMAT®

Condensate technology | OWAMAT® H

Separating disperse condensates

ompressed-air condensate is often made up of 99 %
Cwater and 1% oil. For this reason, the treatment of
condensate containing oil in situ using OWAMAT® oil/water
separation systems is always cheaper than costly disposal
by specialist companies.

OWAMAT® oil/water separation systems do not entail
energy costs, as a result of the system used. OWAMAT®,
which has proven its worth and been further developed
over many years, fulfils the essential statutory regulations;
the cleaned water can be introduced into the sewer
system without a problem. Granted general approval of
the building inspectorate by the German Institute for
Structural Engineering (Deutsches Institut fiir Bautechnik).

OWAMAT® oil/water separation systems are synonymous
with safe treatment - low on maintenance, space-saving
and user-friendly.

Your BEKO TECHNOLOGIES specialist will be glad to provide

you with detailed information.

_.FJ""'-FH.‘#
-~ —
_— - .- __.,..-’ s

.'_ I

-
B OIL/WATER SEPARATORS OWAMAT® 25
Specifications for worldwide use 26
OWAMAT® 12 / 14 / 15 / 16 with preseparator device 27
OWAMAT®10/11/12/14/15/16
without preseparator device 27
Accessories 28
Spare parts 30
Service 32
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OWAMAT® - Specifications for worldwide use

The performance data in this price list refer to climatic zone H

Compressor performance (m?/min)

Screw compressor
| | | | 16,9 | 33,6 | 67,3
12,5 24,9 49,7
2,8 5,5 8,5 16,9 33,6 67,3
vighllies N 2 [ 49 | 73 | 146 | 293 | 585 |
v 2,4 4,9 73 14,6 29,3 58,5
2,1 42 6,2 12,5 24,9 49,7
2,1 42 6,5 13,0 25,9 51,8
Ve 19 38 5.6 113 225
I 1,6 3.2 48 9,6 19,1 38,3
Synthetic oil: PAO 2,1 42 6,5 13,0 25,9 51,8
deviation +/-20 %) I 16 32 43 96 19,1 38,3
Synthetic oil: Ester 11,1 22,0 44,0
(max. performance -_“
deviation +/-40 %) I 14 | | | | 16,3 | 32,5
Piston compressor
| | | | 11,7 | 233 | 46,6
I 15 8,7 17,2 34,4
Synthetic oil: PAO 1,6 3.2 4,9 9,8 194 38,8
deviation +/-20 %) I 12 2,4 36 7.2 143 28,7
Synthetic oil: Ester 11,2 22,3 44,6
(max. performance -_ 38,8
deviation +/-40 %) I 1,4 | | a1 | | 16 5 | 33,0

Adjusted capacity figures for OWAMAT®

OWAMAT® is designed for a region by means of the three climatic zones:

Capacity tests along with our extensive experience have enabled us to B e.g Northern Europe, Canada, Northern USA, Central Asia
make locational adjustments of our capacity figures for BEKOMAT® and B eg Central/Southern Europe, Central America
OWAMAT®. By taking global climate data into account, the device capacity B eg South-East Asian coastal regions, Oceania, Amazon and Congo regions

can be defined more specifically in relation to the place of application.
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OWAMAT® oil/water separation systems are available for

installation sizes 12 - 16 and without free oil separation.
Free oil separation extends the lift cycle of the OEKOSORB®
filter cartridge used. Depending on the application, however,

Condensate processing | OWAMAT® H

the use of an OWAMAT® without free oil separation
might be reasonable by all means. Both versions have

the type approval for synthetic and mineral oils.

OWAMAT® oil/water separator 12 / 14 / 15 / 16 with preseparator device

Dimensions in mm

—350—
Depth: 544

— 410 —
Depth: 594

Depth: 764

Depth: 939

owana-

Condensate inlet 3xG1/2"/1xG1" 3xG1/2"/1xG1" 3xG1l/2"/1xG1" 3xG1/2"/1xG1"
Container capacity (I) 30,6 61,3 115,5 228,4
Filling volume (1) 22,72 46,34 84,28 158,8
Filter capacity () 1x2.5/1x5,9 1x6.7/1x11,0 1x18,5/1x20,4 1x37,2/1x40,3
Weight (kg) 13,5 18,5 36,5 53
Price group 20
Order ref. 4021726 4021742 4021758 4021773
Price (€) 1.074 1.288 1.772 2.362

OWAMAT® oil/water separator 10 /11 /12 / 14 / 15 / 16 without preseparator device

Dimensions in mm

OWAMAT®

Depth: 222

Depth: 254

Depth: 461

Depth: 573

—— 650 ——

Depth: 702

Condensate inlet 2xG1/2" 2xG1/2" 3xG1/2"/1xG1"| 3xG1/2"/1xG1"| 3xG1/2"/1xG1l"| 3xG1/2"/1xGl"
Container capacity (I) 10 18,6 30,6 61,3 115,5 228,4
Filling volume (1) 43 11,7 20,3 41,5 72,5 137,2
Filter capacity (I) 1x2,5/1x26 1x4,7/1x48 1x2,5/1x59 1x6,7/1x11,0 | 1x185/1x20,4 | 1x37,2/1x403
Weight (kg) 3,5 5,75 12 16 32 42
> group 20
Order ref. 4010347 4011570 4022368 4022379 4022388 4022400
Price (€) 351 592 838 1.042 1.460 1.987
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OWAMAT®- Accessories

OWAMAT®: Heating system

From serial number 155,000
others on request

Heating system for

For (“)WAMAT® 4 / SR / 14 / 15 — condensate diStribUtor
old version
Performance (kw) 0,3/04 0,75/10 | 0,2/11 1,1/14 1,15/15 2x1,1/1,4 | 2x1,15/1,5 0,038 /0,05
Operating voltage (VAC) 200 /230 200/230 | 100/115 | 200/230 | 100/115 | 200/230 | 100/115 | 200/230
Weight (kg) 0,7 1 1 1,1 1,1 2,2 2,2 0,7
Order ref. 4001748 4001750 4001749 4001752 4001751 4001808 4001809 4002180
Price (€) 427 447 456 514 514 918 918 359

OEKOSORB®: Replacement filter sets for OWAMAT® 10/11/12/14/15/16

Prefilter (1) 1x2,5 1x4,7 1x2,5 1x6,7 1x18,5 1x37,2

Main filter (1) 1x2,6 1x4,8 1x59 1x11 1x20,4 1x40,3

Weight (kg) 0,5 1,98 1,98 3,38 6,03 11,12

p aroup

Order ref. 4010719 4011999 4010711 4010712 4010713 4010714
Price (€) 94 126 155 214 346 586

OEKOSORB®: Replacement filter sets for OWAMAT®1/2/3/4/5/5R/6/8/20

I

[ I IR T

Prefilter (1) 1x2 1x4.5 1x9 1x9 1x30

Main filter (1) 1x3 1x15 1x8 2x18 1x17 2x17 2x45 1x82

Weight (kg) 1 2,5 3 7,5 4,5 9 25 23

Order ref. 4027544 4027548 4027550 4027554 4027556 4027557 4027562 4027546
Price (€) 91 136 160 291 202 339 838 610
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L. &8 o Y

Connectlpg g et 7 @el ey Cleaned-water container Alarm sensor for level indicator
for manifold se
4 /6/8 12/14

Container content (I) | - - 3x30 1x10 1x30 - - -

Price group 23

Order ref. 2001045 2000912 2801311 2801297 2801304 2801298 4012448 2801309 4013908
Price (€) 29 40 155 68 75 143 143 154 149

T 490
—310—
Dimensions in mm For parallel connection for up to 4 devices Max. 40 bar [g] for discharge air For water outlet on OWAMAT® 14-16

_ Condensate manifold HP- relief chamber Angle adapter Condensate quick test

Container content (I) | - 14 - - -

Weight (kg) - 4,6 - - -

Price group 23

Order ref. 4003998 2801292 4012513 4012237 4012507
Price (€) 209 414 37 78 55

OWAMAT®: Drip tray: use according to StawaR (steel tank guideline)

B B
C =Depth C = Depth

Dimensions (mm) Ax B x C 184 x 600 x 500 230 x 700 x 600 235 x 900 x 800 250 x 1.100 x 900 250 x1.200 x 1,000| 600 x 1.306 x 1.106

Price group 24
Order ref. 4047641 4047642 4047643 4047644 4047645 4047646
Price (€) 234 306 345 398 447 808
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OWAMAT®- Spare parts

:):?/Sefsl:c?: \:veibtli:e;;e(:-?:pTrla)ggn without connection adapter B - 4012139 4012139 4012141 4012141
Price (€) - - 124 124 169 169
:):E\blse?slzgﬁ \:vfibtll:gztc;]r::‘el:::ation without connection adapter - - 4012140 4012140 4012142 4012142
Price (€) - - 124 124 169 169
Connection adapter for pressure relief chamber - - 2002851 2002851 2001046 2001046
Price (€) - - 31 31 31 31
Preseparator up to serial number 11046999 - - 4012135 4012136 4012137 4012138
Price (€) - - 103 124 162 197
Preseparator from serial numbers 11047000 to 12438529 - - 4014076 4014077 4014078 4014079
Price (€) - = 103 127 162 197
Preseparator from serial number 12438530 - - 4021012 4021013 4021014 4021015
Price (€) - - 120 127 239 216
Preseparator foot - - 4012162 4012163 4012164 4012165
Price (€) - - 66 72 78 89
Cover for version with preseparator device - - 4012342 4012343 4012344 4012345
Price (€) - - 103 127 156 192
Cover for version without preseparator device - - 4012346 4012347 4012349 4012350
Price (€) - - 103 127 154 187
Container up to serial number 12438529 4012557 4012559 - - - -
Price (€) 169 279 - - - -
Container from serial number 12438530 4012557 4012559 4021007 4021009 4021010 4021011
Price (€) 169 279 464 641 995 997
Overflow pipe / condensate pipe up to serial number 12438529 - - 4012564 4012565 4012566 4012567
Price (€) - = 47 61 90 94
Overflow pipe / condensate pipe from serial number 12438530 - - 4021003 4021004 4021005 4021006
Price (€) - - 46 61 90 94
Handle cartridge - - 4012356 4012357 4012358 4012359
Price (€) - - 42 48 52 59
Oil collector set - - 2801295 2801295 4012569 2801302
Price (€) - = 38 38 47 52
Universal set service valve/sample valve 4012379 - 4012379 4012379 4012379 4012379
Price (€) 22 - 22 22 22 22
Sampling valve - 2800891 - - - -
Price (€) - 22 - - - -
Mounting bracket 4004277 4012186 - - - -
Price (€) 57 64 - - - -
Hopper 4012561 4012562 - - - -
Price (€) 49 55 - - - -
Gasket kit 4013857 4013858 - - - -
Price (€) 24 25 - - - -
Gasket kit up to serial number 11046999 - - 4013859 4013859 4013860 4013860
Price (€) - - 47 47 67 67
Gasket kit from serial numbers 11047000 to 12438529 - - 4013980 4013980 4013981 4013981
Price (€) - - 47 47 65 65
Gasket kit from serial number 12438530 - - 4022580 4022580 4022581 4022581
Price (€) - - 47 47 65 65
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Reference turbidity tube 20 mg/I 2000556 2000556 2000556 2000556 2000556 2000556
Price (€) 14 14 14 14 14 14

Reference turbidity tube 10 mg/I 4001475 4001475 4001475 4001475 4001475 4001475
Price (€) 14 14 14 14 14 14

Reference turbidity tube 5 mg/I 4012341 4012341 4012341 4012341 4012341 4012341
Price (€) 13 13 13 13 13 13

:I';f)i‘t'zsn'ni'c'ggnc::a';‘;’fr - 2800864 2800887 2800887 2800906 2800906
Price (€) - 150 268 268 279 279

Connection piece - 2002851 2002851 2002851 2001046 2001046
Price (€) - 31 31 31 31 31

Filter set for pressure relief chamber 4004290 2800866 2800889 2800889 2800909 2800909
Price (€) 31 26 29 29 32 32

Dirt collector - - - - - 2800917
Price (€) - - - - - 121

Container lid with level indicator - - - - - 2800918
Price (€) - - - - - 413

Level indicator - 2800871 2800896 2800896 2800896 2800924
Price (€) - 20 24 24 24 24

Lid screw connection - - 2800894 2800894 2800912 2800923
Price (€) - - 18 18 19 22

Overflow pipe in filter chamber - - 2800897 2800897 2800897 2800922
Price (€) - - 20 20 20 36

Oil outlet pipe - 2800867 2800890 2001911 2800910 2800919
Price (€) - 122 59 66 72 78

Sampling valve 2800891 2800891 2800891 2800891 2800891 2800891
Price (€) 22 22 22 22 22 22

Oil collector set - 2801295 2801302 2801302 2801307 2801307
Price (€) - 38 52 52 64 64

Mounting bracket 4004277 - - - - -
Price (€) 57 - - - - -

Gasket kit - 4005820 4006474 4006474 4006474 -
Price (€) - 22 28 28 28 -
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Condensate processing | OWAMAT®

OWAMAT®- Spare parts

Filter set for pressure relief chamber On request from BEKO TECHNOLOGIES Service
Coalescing filter - - 2800930

Price (€) - - 1.123

OWAMAT® - Service

Order ref. 4014016
Price (€) 29

‘Capacity (ml) ‘ 1,000 ‘
Order ref. 2801315
Price (€) 27

‘ Required amount for sampling (ml) ‘ 1,000 ‘

Order ref. 2800435
Price (€) 165
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Condensation technology | BEKOSPLIT® E

%

B|BEVOSPLIT™ 11
BEWOSBLYE"

BEHOSPLIT 12

e

BEKOSPLIT®
Splitting plants can do more

Stable emulsions from oil-contaminated condensate B EMULSION SPLITTING PLANTS BEKOSPLIT® 35

cannot be treated using oil/water separation systems.

BEKOSPLIT®11/12/13/14/14S/15/16 36
With BEKOSPLIT®, the particularly economic treatment under Expendable materials 37
the company's own responsibility is both possible and Accessories 38
worthwhile for all operations. Service 38
Spare parts 39

For BEKOSPLIT® systems, general approval of the building
inspectorate has been granted by the German Institute for
Structural Engineering (Deutsches Institut fiir Bautechnik).

Your BEKO TECHNOLOGIES specialist will be glad
to provide you with detailed information.

35



E Condensate processing | BEKOSPLIT®

BEKOSPLIT®- Emulsion splitting plants

BEKOSPLIT®11/12/13/14/14S /15 /16 with preseparator

1450

®

—— 900 —

+400+ —647 —  —— 1000 —

with integrated
70 | preseparator and
10 | oil reservoir

Dimensions in mm

Compr. filter capacity max (m*/min)| 12.5
Performance (I/h) 15 30 60 90 90 120 160
Operating voltage (VAC) 100...240 230 230 230 230 230 230
Weight (kg) 48 33 54 54 55 76 76
Consumables required for the operation of BEKOSPLIT® are not included and must be separately ordered.
The cost of commissioning the BEKOSPLIT® is not included in the price.
*1 Deep BEKOSPLIT® 14S: 585 mm, with 25 kg metering unit
6001 ﬁx— 10000 ?E
1255 1440
i sy [ S — S e [ O —
‘ 1450 | 1500 |
Price group 30 Depth: 800 Depth: 1000
internal Order ref. | 2002566
701 Price (€)  6.934 -
with 6001 Order ref. 4039912 4039916 4039920 4039924
preseparator™! Price (€) 9.858 12.543 16.567 14.282
1000 Order ref. 4039913 4039917 4039921 4039925 4039927 4039929
Price (€) 10.099 12.783 17.148 14.623 18.956 21.122
*1Incl. pressure relief chamber, integrated oil separation and capacitative START sensor.
BEKOSPLIT® with pump-control relay on request.
BEKOSPLIT®: Drip tray with grating
A
l, — —l o
| B | c |

_ Drip tray: use according to StawaR (steel tank guideline)

Container content (I)

205

607

1000

Dimensions** (mm) Ax B x C

335 x 1300 x 800

340 x 2500 x 1200

334 x 2800 x 1790

Price eroup 34

Order ref.

4047647

4047648

4047649

Price (€)

573

1.388

2.074

*1 Other sizes on request.
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Condensate processing | BEKOSPLIT® H

BEKOSPLIT®- Consumables

Packing unit

Weight (kg) 10 25 10 25

Price group

Order ref. 4020598 4020596 4021427 4021430
Price (€) 112 191 73 147

_ Replacement filter set Replacement fleece filter set
For BEKOSPLIT® 11/12 3/5/13/14/14S/15/16 11/12 3/5/13/14/14S/15/16
5 5 5 5

Packing unit

Weight (kg) 1 1 1 1

Order ref. 4012868 4012870 4012867 4012869
Price (€) 76 91 146 174

Special splitting agent variants for specific applications on request

BEKOSPLIT®- Accessories

BEKOSPLIT®: Safety container
___[* s

1255 1440

— 1200 ———

Depth: 800

——— 1200 44‘

Depth: 1000

Dimensions in mm

T ey omes
For BEKOSPLIT® 12-16

|Container content (I) ‘ 600 ‘ 1000
P group
Order ref. 2002549 2002550
Price (€) 2.814 3.047

*ncl. pressure relief chamber, submersible pump with float switch for

pump release and float switch for “collecting container full”
BEKOSPLIT® with pump-control relay is absolutely necessary: please enquire.
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Condensate processing | BEKOSPLIT®

BEKOSPLIT®- Accessories

approx. 380 ‘{
J
{ 612
approT 350 J 51 ‘
Depth: approx. 275 724 —

Dimensions in mm Overflow monitoring

Overflow set Drying rack Float switch

For BEKOSPLIT® 11/12 13 /14 /145 /15 13/14/145 /15 /16

Operating voltage

VAC / Hz
Price group 33
Order ref. 2002333 2002628 2801210 -
Price (€) 88 69 596 on request

BEKOSPLIT®- Service

Analogous to DIN EN SO 9377-2 H53 of
the cleaned or uncleaned condensate

Ascertainment of splitting-agent
requirements

Petroleum-derived hydrocarbon

Required amount for sampling (ml) 1000 2000
Order ref. 2800435 2800440
Price (€) 165 105

Further analyses possible on request.

Bottle for condensate sample

Capacity (ml) 1000

Price group 23

Order ref. 2801315
Price (€) 27



BEKOSPLIT®- Spare parts

Condensate processing | BEKOSPLIT®

BEKOSPLIT® Preseparator

Integrated

Integrated

Integrated

Pressure relief chamber without connection adapter 2800887 2800887 - - 4006830
Price (€) | 268 268 = = 168
Filter set for pressure relief chamber 2800889 2800889 2800909 2800909 2800866
Price (€) 29 29 32 32 26
Connection adapter for pressure relief chamber 2001046 2001046 - 2001046 2001046
Price (€) 31 31 - 31 31
Oil drain valve, complete 2000101 2000101 - - -
Price (€) 507 507
Connection cable for oil drain valve 4006840 4006840 - - -
Price (€) 71 71 - - -
Oil collector set 2000379 2000400 - 4000874
Price (€) 71 93 - 112
Oil receiver 2000380 4003931 4003931 - 2000380
Price (€) | 24 41 41 - 24
Console, complete, without sensor 2000599 2000600 - - 2002859
Price (€) | 217 217 - = 217
Start sensor (water-tuned, wireless) 2000012 2000012 - - 2000012
Price (€) | 383 383 = - 383
Connection cable for start sensor 4005040 4005040 - - _
Price (€) 46 46 = = =

BEKOSPLIT® Safety container

Container content (1) | e00 | 1000 1100 2000

Price group 33

Immersion pump with float switch

2800517

2800517

2800517

2800517

Price (€)

946

946

946

946
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Condensate processing | BEKOSPLIT®

BEKOSPLIT® - Spare parts

Power supply unit - - 2002627 | 2000106 | 2000106 | 2000106 | 2000106 | 2000106 | 2000106
Price (€) - - 775 1.013 1.013 1.,013 1.013 1.013 1.013
System control / control unit - - 4002521 4001814 2000547 2000547 2000547 2000547 2000547
Price (€) - - 684 1.500 1.500 1.500 1.500 1.500 1.500
Operating hours counter 2000011 | 2000011 | 4006147 | 2000011 | 2000011 | 2000011 | 2000011 | 2000011 | 2000011
Price (€) 84 84 132 84 84 84 84 84 84
Sensor filter monitoring - - 2000108 | 2000108 | 2000392 | 2000392 | 2000392 | 2000392 | 2000392
Price (€) - - 419 419 424 424 424 424 424
Sensor splitting agent monitoring - - 2000391 | 2000391 | 2000391 | 2000391 | 4002430 | 4002430 | 4002430
Price (€) - - 363 363 363 363 313 313 313
Emulsion pump - - 2002621 | 2800525 | 4003356 | 4003358 | 4003358 | 4004681 | 4004682
Price (€) - - 719 728 1.115 1.195 1.195 1.650 1.783
g‘:gr’la’f‘n‘ff‘l’g(ﬁgggg“'s'°“ pump 2800484 | - 2002623 | 2800484 | 2000386 | 2000387 | - 4003715 | 4004382
Price (€) = 311 - 315 311 317 428 - 304 560
Sf;gg};trg'{ggfemsg'f'°" pump - - 2002623 | 2800484 | 4003715 | 4003716 | 4003716 | 4003715 | 4004382
Price (€) - - 315 311 304 304 304 304 560
Metering mechanism (without sensor) | - - 2002619 4008082 4008082 4008082 4002431 4004380 4004380
Price (€) - - 1.146 2117 2117 2.117 2.566 2.596 2.596
%ii[i;}‘_°ntgrlg%g‘7%tf”"3meCha“ism - - 2002622 | 2800476 | 2800476 | 2800476 | 4004568 | 4004568 | 4004568
Price (€) - - 315 468 468 468 479 479 479

Gear motor for metering mechanism

from serial - no. 10.400.703 - - 2002622 4008380 4008380 4008380 4008380 4008380 4008380

Price (€) - - 315 368 368 368 368 368 368
Agitator 2800471 | - 2002624 | 2002624 | 2000381 | 2000381 | 2000381 | 4004383 | 4004383
Price (€) = 205 - 230 230 238 238 238 410 410
Agitator motor 2000382 | - 2002625 | 2002625 | 2000382 | 2000382 | 2000382 | 4004384 | 4004384
Price (€) = 152 - 182 182 152 152 152 314 314
Agitator shaft for basin 1 2800473 | - - 2002626 | 2000399 | 2000399 | 2000399 | 4004388 | 4004388
Price (€) = 72 = = 83 90 90 90 104 104
Agitator shaft for basin 2 2800473 - - - - - - 4004388 4004388
Price (€) 72 - - - - - - 104 104
Door unit - - 4000861 | 2001938 | 2000568 | 2000568 | 2000568 | 2000568 | 2000568
Price (€) - - 223 217 405 405 405 405 405
Door, left - - - = 4001270 | 4001270 | 4001270 | 4001270 | 4001270
Price (€) - - - - 198 198 198 198 198
Door, right - - - - 4001271 | 4001271 | 4001271 | 4001271 | 4001271
Price (€) - - - - 247 247 247 247 247
Cover - - 4000864 | 2002305 | 2002837 | 2002837 | 2002837 | - -
Price (€) - - 176 126 153 153 153 - -
Strap for filter bag, 2 pcs 2800495 | 2800495 | 2800495 | 2800495 | 2800495 | 2800495 | 2800495 | 2800495 | 2800495
Price (€) = 30 30 30 30 30 30 30 30 30
E)“S';‘rglrfﬁflﬁfg%_sfso 2000388 | - 2800527 | 2800527 | 2000446 | 2000446 | 4003590 | 4003712 | 4003712
Price (€) 61 - 51 51 82 82 71 78 78
Eg?gfjiij%to o561 2000388 | - 2800527 | 2800527 | 4003590 | 4003590 | 4003590 | 4003712 | 4003712
Price (€) 61 - 51 51 71 71 71 78 78
foasgtr’g{'ngrfgz‘o'é'%z 2800487 | - 2000389 | 2000389 | 2000389 | 2000389 | 2000389 | 4003713 | 4014401
Price (€) 83 - 73 73 73 73 73 102 81
g:rfnbs‘;:atl’;gslho'zgw o 2800487 | - 2000389 | 4014400 | 4014400 | 4014400 | 4014400 | 4003713 | 4014401
Price (€) = 83 - 73 123 123 123 123 102 81
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eco

Filtering with 3eco: extra efficient
The filter elements of the CLEARPOINT® series

offer significant energy savings at maximum
filtration performance.

CLEARPOINT®

Filtration | CLEARPOINT® ﬂ

A

BEKOMAT"

Compressed air filter

E verything speaks for CLEARPOINT® filter technology: Low
operating costs, long lifetimes, excellent process reliability,
efficient and dependable filtration of aerosol, oil and particles.

The CLEARPOINT® programme is a comprehensive one. The
performance range goes from 35 to 34.680 m?/h, and includes
thread connection filters, flange filters and high pressure filters
up to 500 bar. An activated-carbon adsorber and sterile/steam
filter complete the range.

Are you also using filters from other manufacturers?
CLEARPOINT® filter elements are also available in the highest
quality for many other filter housings common on the market.

Your BEKO TECHNOLOGIES specialist will be glad
to provide you with detailed information.

B COMPRESSED AIR FILTERS CLEARPOINT® 43

Performance spectrum/housing specification/quality classes 44

Installation examples 45
CLEARPOINT® W water separator 46
CLEARPOINT® 3eco (C-S) filter for separation

of aerosols and solid particles 48
CLEARPOINT® 3eco (R) dust filter 52
CLEARPOINT® A activated carbon filter 56
CLEARPOINT® PN 50 high pressure water separator 60
CLEARPOINT® 3eco PN 50 high pressure filter 61
CLEARPOINT® 100 - 500 bar high pressure filter 62
CLEARPOINT® PIT filter housing thread connection 64
CLEARPOINT® PIF filter housing flange connection 65
CLEARPOINT® PIW filter housing weld-on connection 66
CLEARPOINT® FE ... SR Sterile filter element 67
CLEARPOINT® FE ... ST Steam filter element 68
CLEARPOINT® Sterile and steam filter accessories 71
Accessories 72
Filters and alternative filter elements 76
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E Filtration | CLEARPOINT®

CLEARPOINT®- Compressed air filters

CLEARPOINT®: Performance spectrum

I R T T o 001 g 2005005

Aerosol and solid particles CFS CFS G, GFS

Dust RC, RF, RS RC, RF, RS RC, RG, RF, RS
Vapour and odours AV AV A

Water W W -

CLEARPOINT®: Housing specification

E

CLEARPOINT® up to max. 16 bar [g] CLEARPOINT® up to max. 50 bar [g] _
CLEARPOINT® up to max. 500 bar [g]

S040 - M032 Threaded filter LO80 - L304 Flange filter S040 — M020 Threaded filter
Flow-optimized housing made of | Carbon steel housing, high-temperature Flow-optimized housing made of sea- | Stainless steel housing, pressure
sea-water resistant aluminium, galvanised, element seat made of stainless | water resistant aluminium, fully stages 100 [g], 350 bar [g], 500 bar
Fully anodised for extra steel, manufacturing standards/testing anodized for extra corrosion [g]. Optionally with manual
corrosion protection, PED2014 / 68 / EU / AD2000, paint finish protection, additionally powder- condensate drain and differential
additionally powder-coated on outside, flanges DIN 1092-1 for 16 bar[g] coated on the outside; max. operating | pressure gauge.
the outside; max. operating operating pressure (up to L204 max. 10 bar | pressure 50 bar [g], with manual
pressure 16 bar [g]. [g]), with BEKOMAT®. For optional floor condensate drain or connection for

mounting device, see accessories page 73. | BEKOMAT® PN63.

Quality Class

Quality Class Solid particles,max. number of particles per m? Pressure dew point QOil (incl. vapour)
0,1 pm-0,5 pm 0,5 pm-1,0 pm 1,0 ym-5,0 pm (9] (mg/m?)
0

In accordance with the device operator's or supplier's specification, stricter requirements than class 1
1 <20.000 <400 <10 <-70 <0,01
2 <400.000 <6.000 <100 <-40 <0,1
3 - <90.000 <1.000 <-20 <1
4 - - <10.000 <+3 <5
5 - - <100.000 <+7 >5
6 - - - <+10 -

Air quality according to 1SO 8573-1:2010

Depending on the filtration grade, our filter elements are equal to or even better than the requirements of ISO 8573-1. You can safely depend on the reliable and high filtration quality of CLEARPOINT®
filters. The separation rates and the filter standing time need prefiltration as a precondition as shown on page 45.

All CLEARPOINT® volume flow indications refer to an intake state of 1 bar (a) and +20 °C.
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CLEARPOINT®: |nstallation examples

BT Y

Compressor W Compressed air containerC

>

Compressor

&

Compressor

>

Compressor W Compressed air containerF S A/V RS

Filtration | CLEARPOINT®

Coarse filtration/ Class [4:-:4]

Fluid and solids deposition for non-critical applications.

Fine filtration / Class [2:-:2]

For general deposition of condensate and particles before upstream of dryers,
valves, tools and other fittings.

Super fine filtration / Class [1:-:2]*!
Combination for the reliable removal of condensate, oil aerosols ans particles.

Recommended for high requirements, e.g. upstream of membrane and adsorption
dryers.

Oil-free and odour-free air / Class [1:-:1]

High-performance filtration for deposition of all pollutants up to and including
oil vapours and odours for critical applications (pre-drying the air is necessary).

*1In order to achieve Class [1:-:1] an additional active carbon filter and dust filter are generally required as the coalescence filter cannot retain the oil vapour.

Clean and dry air

>

Compressor

Different packages for drying to suit the specific application.
Also for handling high capacity and low pressure dew points.

w

Compressed air container

DRYPOINT® M Plus

o= 4

DRYPOINT®RA S

Dryer classification

DP AC PDP class: 1-3
DP M PDPclass: 2-6
DP RA PDP class: 4-6
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E Filtration | CLEARPOINT®

CLEARPOINT®W water separator: S040 - M030 Threaded filter

» For separation of larger amount of condensate

» Used downstream of aftercoolers or refrigeration dryers
» Operating temperature: max. +60 °C

» Differential pressure: approx. 0,06 bar [g]

> Max. operating pressure thread version: max. 16 bar [g]

CLEARPOINT® W S040 S050 S075 MO010 MO015 MO020 MO022 MO025 MO030

Connection*? 3/8" (1/2"* 1/2" 3/4" (1")*? 11/2"(2")* 21/2"(3")*2
Volume flow rate 7 bar [g]** (m*/h) 46 130 195 325 545 1015 1325 2100 3120
Dimensions

A (mm) 75 75 100 100 146 146 146 260 260
B (mm) 28 28 34 34 48 48 48 77 77
C1(mm) 394 424 494 564 575 678 775 882 1006
C2 (mm) 182 212 282 352 363 465 563 670 894
D (mm) 150 150 150 150 200 200 200 300 300
Volume (1) 0.25 031 0.87 112 2.52 34 423 13.88 19.51
Weight (kg) 0.75 0.85 17 21 4.1 5.1 6.1 19.9 25.9
Cat_egory according to PED2014/68/EU B B B B B | | I I
Fluid group 2

D aroup 8

Order ref.:

Water separator with float drain SO40WWF | SOSOWWF | SO75WWF | MOLOWWF - - - - -

(normally open)

Price (€) 250 258 294 358 = = = = =

Order ref.:

Water separator with BEKOMAT® S040WWB | SO50WWB | SO75WWB | MOLOWWB | MO15WWB | MO20WWB | M022WWB | M025WWB | MO30WWB

Price (€) 464 471 565 624 863 984 1.103 2.386 3.054

*1In the event of a deviating operating pressure please multiply the volume flow indicated at 7 bar [g]
by the corresponding correction factor of the actual operating pressure.

*2 Available as an option, same price as standard connection, e.g. SO40WWF (3/8") - SO40WWFX (1/2")
Correction factor and order example see page 47.

*3 NPT on request.

The above footnotes also apply to the following page.
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CLEARPOINT®W water separator: L080 - 304 Flange filter

Filtration | CLEARPOINT® E

» For separation of larger amount of condensate

» Used downstream of aftercoolers or refrigeration dryers

» Operating temperature: max. +60 °C
» Differential pressure: approx. 0,06 bar [g]

> Max. operating pressure flange version:
L080-L200 up to max. 16 bar [g]

L204 - 1304 up to max. 10 bar [g] (optional 16 bar)

Adjustable floor mounting system available

w—

J

CLEARPOINT® W LO80 L100 L102 L150 L156 L200 L204 L254 L304

Connection (PN16, DIN 1092-1) DN8O0 DN100 DN100 DN150 DN150 DN200 DN200 DN250 DN300
Volume flow rate 7 bar [g]* (m*/h) 1580 3160 4740 6320 11060 12640 15800 22120 34680
Dimensions
A (mm) 370 480 480 535 535 700 700 800 900
B (mm) 126 166 198 212 222 278 288 332 370
C1(mm) 915 1135 1195 1515 1625 1995 2015 2375 2725
C2 (mm) 700 910 970 1290 1310 1680 1700 2070 2420
D (mm) 325 315 480 480 470 465 450 450 430
Volume (I) 12.5 27.6 40.5 57.5 82.1 147 196 380 650
Weight (kg) 23 42 53 75 95 140 155 210 330
Elitizggorrguapc;ording to PED2014/68/EU | I I I I i v v v
Price group 80
Order ref.: Filter with BEKOMAT® LOSOWWB | L100WWB | L102WWB | L150WWB | L156WWB | L200WWB | L204WWB | L254WWB | L304WWB
Price (€) 3.264 3.826 4.404 5.244 8.003 9.239 11.743 14.710 17.320

Correction factor

barigl 03] osl 1 2] 3l 4 s | 6| 7] sl 9 0] ul 2] 1] 1] 5] 16

| Correction factor [0,21 |029 [038 |053 |065 |076 (084 |092 |1

1207 [113 [119 |125 [131 |136 [141 [146 [151 |

Ordering example

Construction size S040WWB

Type S040WWB

W Water separator

Indicator S040WWB

W Without indicator unit

drain: S040WWB

F float drain

B S040-S050 BEKOMAT® 20
S075-L080 BEKOMAT® Vario 20
L100-L150 BEKOMAT® 14
L156 - 1304 BEKOMAT® 16
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E Filtration | CLEARPOINT®

CLEARPOINT® 3eco (C, F, S): S040-MO032 Threaded filter
Filter for the separation of aerosols and solid particles

€eco

CLEARPOINT® 3eco (Energy Efficient Element)

> Very low pressure difference at optimum separation efficiency

» Performance-optimised volume flow higher by up to 30 %

» Validated in accordance with ISO 12500-1 and 3

> With BEKOMAT® 20 / BEKOMAT® 20 FM (filter management) or float drain

> Max. operating temperature: +60 °C, (option +80 °C extra charge)

> Max. operating pressure: 16 bar [g]

» Filter for natural gas (CNG) up to installation size M023 on request

CLEARPOINT® 3eco (C, F, S) NZ] S050 S055 S075 MO010 MO012

Connection*® 3/8" (1/2")*? 172" 172" 3/4" (1")*2
Volume flow rate 7 bar [g]** [m*/h] energy-optimised 35 65 100 150 200 250
C-grade ~ 50 mbar
giff:‘:gf;tz;‘issureﬂ inmbar o de 80 115 150 105 120 165
S-grade 100 125 170 120 135 180
Vo o e o e 1 e
C-grade ~ 70 mbar
('?Aigf;z’t‘sifa'tga‘issure” n mbar F-grade 105 160 230 150 180 230
S-grade 125 170 255 175 200 260
Dimensions
A (mm) 75 75 75 100 100 100
B (mm) 28 28 28 34 34 34
C1 (mm) 394 424 479 494 564 599
€2 (mm) 182 212 267 282 352 387
D (mm) 150 150 150 150 150 150
Volume (I) 0,25 0m31 0,42 0,87 1,12 1,26
Weight (kg) 0,75 0,85 1,2 1,7 2,1 2,2
Category according to PEDL2014/68/EU / Fluid group 2 | - - - - - -
Order ref.: filter with float drain (normally open) S040 (Type) WF | S050 (Type) WF | SO55 (Type) WF | S075 (Type) WF | MO010 (Type) WF| MO12 (Type) WF
Price (€) 198 239 304 440 497 550
Order ref.: filter with BEKOMAT® 20 FM ‘ S040 (Type) WT| SO50 (Type) WT| S055 (Type) WT| S075 (Type) WT| MO010 (Type) WT| MO12 (Type) WT
Price (€) 452 491 556 691 751 806
Price group 86
Order ref.: filter element incl. housing gasket 04 (Type) 05 (Type) 06 (Type) 07 (Type) 10 (Type) 12 (Type)
Price (€) 78 119 140 145 158 178

*1 In the event of a deviating operating pressure please multiply the volume flow indicated at 7 bar by the corresponding correction factor of the actual operating pressure, see page 49.

*2  Available as an option, same price as standard connection, e.g. SO40SWF (3/8") SO40SWFX (1/2")
*3  In order to achieve Class [1:-:1] an additional active carbon filter and dust filter are generally required as the coalescence filter cannot retain the oil vapour.

*4  Values may vary depending on the application conditions
*s NPT on request

The above footnotes also apply to the following page.
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Filtration | CLEARPOINT® B

e | c | _F | s |

Construction size | SO40CWT Solid particles class in
Type SO040CWT accordance to DIN ISO 8573-1

4 2 1

Class attainable in accordance

Type Filter with DIN 1SO 8573-1

C  Coarse filter (25 pm)
F Fine filter (1 ym) Oil aerosol content at 20 °C

S Super fine filter (0.01 pm) 1 bar [a] - inlet side (mg/m’i 30 10 10

[4:-:4] [2:-:2] [1:-:2] %3

Differential SO40CWT Qil aerosol content at 20 °C,

pressure gauge 1 bar [g] - outlet side (mg/m?) <3 0.05 0.005

D Differential pressure gauge FDPS without potential-free contact
Extra charge of 130 € (Price group 84) Initial differential pressure (dry) | 0.03 0.05 0.06

P Differential pressure gauge FSSDPIWE with potential-free contact
Extra charge of 206 € (Price group 84)
W Without indicator unit

Example for required filter size
Application = 7 bar [g]:

drain: S040CWT
Volume flow rate: 480 m*/h
T S040-M032: BEKOMAT® 20 FM Operating pressure: 5 bar [g]
B S040-MO032: BEKOMAT® 20 Correction factor: 0.84
less a charge of 63 € (compared to version BEKOMAT® 20 FM) —=> 480 m*/h /0,84 = 571m?/h (7 bar [g])
F Float drain == required filter size: M020

Connection*® 11/2"(2"*2 | 11/2"(2")* | 2 21/2"(3"*?|21/2" (3")**| 3
*1
Volume flow rate 7 bar [g]** (m*/h) 320 420 600 780 1020 1300 1620 1940 2400
energy-optimised
Differential pressure 1 C-grade ~ 50 mbar
in mbar F-grade 80 90 120 150 200 100 115 120 145
(wet saturated) S-grade 100 110 140 170 210 125 130 140 165
*1 3
Volume flow rate 7 bar [g]** (m*/h) 415 545 780 1015 1325 1690 2100 2520 3120
performance orientated
Differential pressure*! C-grade ~ 70 mbar
in mbar F-grade 110 125 180 210 290 140 155 180 220
(wet saturated) S-grade 130 150 210 250 320 170 185 210 250
Dimensions
A (mm) 146 146 146 146 146 260 260 260 260
B (mm) 48 48 48 48 48 77 77 77 77
C1 (mm) 575 628 678 775 893 882 986 1006 1256
C2 (mm) 363 416 466 563 681 670 774 894 1044
D (mm) 200 200 200 200 300 300 300 300 300
Volume () 2,52 2,97 3,4 4,23 5,24 13,88 16,49 19,51 23,24
Weight (kg) 41 45 51 6,1 7,1 19,9 22,6 25,9 29,9
Category according to PEDL2014/68/ B B | | | I I I I
EU / Fluid group 2
Order ref.: filter with float drain (normally open) MO15 Mo18 MO20 Mo22 MO23 MOZ5 Mo27 MO30 Mo32
N (Type) WF | (Type) WF | (Type) WF | (Type) WF | (Type) WF | (Type) WF | (Type) WF | (Type) WF | (Type) WF
Price (€) 636 717 985 1.250 1.494 1.918 2.144 2.412 3.011
. . MO015 MO018 MO020 MO022 MO023 MO025 M027 MO030 MO032
. ®
Order ref:filter with BEKOMAT? 20 FM (Type) WT | (Type) WT | (Type) WT | (Type) WT | (Type) WT | (Type) WT | (Type) WT | (Type) WT | (Type) WT
Price (€) 888 969 1.238 1.504 1.747 2.169 2.400 2.667 3.266
Price group 86
Order ref.: filter element incl. housing gasket 15 (Type) |18 (Type) |20 (Type) |22 (Type) |23 (Type) 