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TECHNICAL SPECIFICATIONS

PRODUCT NAME DOCKING UNIVERSAL OFFICE 2 X 2K - EU V2

REF - EAN
901908-W-EU - 3567042030237
901908-W-UK - 3567042030268

SPECIFICATIONS

Regroups up to 8 peripherals on one single 
USB A & USB-C port on your computer:
2x Additional screens: HDMI
    • 1x HDMI (1920x1080 @60Hz)
    • 1x HDMI (3840x2160 @30Hz)
1x Ethernet LAN Network 
    • Gigabit Ethernet 10/100/1000 Mbps
4x USB-A 3.1 Gen 1 ports
    • 1x BC1.2 Fast Charge
    • High speed data transfer up to 5 Gbps
    • Compatible with previous USB versions:  
      2.0 / 1.1
1x USB-C 3.1 Gen 2 port to notebook
    • Supports other USB-C supported devices
    • Power Rule: 5/9/15/20V
    • Max.100W
1x Audio in/out combo jack
PXE Boot feature
SMI driver included
Power distribution: 100W

CONTENTS

1 USB-C & USB-A dual video docking station
1 130W power adapter
1 dual USB-C & USB-A cable
1 user manual

COMPATIBILITY WINDOWS
®
, MAC

 
OS

®
 & CHROME OS

TM

PRODUCT DIMENSIONS
Width x Height x Depth

12,8 x 12,8 x 5,0 cm

PRODUCT WEIGHT 828 g

PACKAGED DIMENSIONS
Width x Height x Depth

22,0 x 20,0 x 11,5 cm

PACKAGED WEIGHT 1008 g

MATERIAL PC + ABS

COUNTRY OF ORIGIN China

WARRANTY 3 years warranty

Pictures submit to change / Photos non-contractuelles - All trademarks and registered 
trademarks are the property of their respective owners / Toutes les marques commerciales 
et marques commerciales déposées sont les propriétés de leurs détenteurs respectifs

USB-C & USB-A 2X2K UNIVERSAL OFFICE DOCKING STATION

STATION D’ACCUEIL UNIVERSELLE DE BUREAU USB-C & USB-A 2X2K

• USB -A & USB-C docking station : expands laptop connectivity and provides up to 100W power distribution
• Double video displays up to 2K – HDMI
• Double connectivity notebooks : USB-C & USB-A
• Manages up to 8 peripherals : 2 screens (HDMI)/1 x Ethernet/4 x USB 3.1 Gen 1
  ports/1 x audio jack/1 x USB-C 3.1 Gen 2 port to notebook
• High speed data transfer up to 5Gb/s via the 4 USB-A ports
• Compatible with USB-A & USB-C, PC, Mac® & Chrome OSTM notebooks
• SMI easy monitor management software included
• PXE boot & Wake On LAN feature
• ON/OFF switch button

• Station d’accueil USB-A & USB-C : augmente la connectivité de l’ordinateur portable et
  fournit jusqu’à 100W d’alimentation via un réplicateur d’énergie
• Affichage de 2 écrans simultanément jusqu’à 2K - HDMI
• Double connectivité ordinateurs portables : USB-C & USB-A
• Gère jusqu’à 8 périphériques : 2 écrans (HDMI)/1 x Ethernet/4 x USB 3.1 Gen 1 
  ports/1 x audio jack/1 x USB-C 3.1 Gen 2 port vers notebook
• Transfert de données ultra rapide jusqu’à 5Gb/s via les 4 ports USB-A
• Compatible avec les ordinateurs portables USB-A & USB-C, PC, Mac® & Chrome OSTM

• Logiciel SMI de gestion de moniteurs inclus
• Configuration démarrage PXE & Wake On LAN
• Bouton marche/arrêt
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Connect up to 2x2K screens
Connectez jusqu’à 2 écrans 2K

Wired networking
Réseau filaire

Provides up to 100W power distribution
fournit jusqu’à 100W d’alimentation

Imput power DC 20V/6,5A
Entrée d’énergie DC 20V/6,5A

Power button
Bouton de démarrage

Headphone
Casque audio

USB-A 3.1 Gen 1
BC 1.2 devices

Appareils USB-A
3.1 Gen 1 BC 1.2

USB-A 3.1 Gen 1
devices

Appareils USB-A
3.1 Gen 1

For optimal display of the screens, the SMI drivers must be installed
Pour un affichage optimal des écrans, les drivers SMI doivent être installés


