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DIMENSIONS
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Unit : inch

SPECIFICATIONS

True D&NTrue WDR iOS Android

5MP
Resolution

AVC-EIPE51F28
5MP EVO SERIES IP FIXED TURRETNETWORK CAMERA

5MP EVO SERIES IP FIXED TURRETNETWORK CAMERA

5MP EVO SERIES IP FIXED TURRET NETWORK CAMERA

-

-

5MP (2592x1944) @ 30fps
Main Stream : 2592x1944, 2560x1440, 1920x1080, 1280x720
Sub Stream : 1280x720, 720x480
Min. Illumination :
Color : 0.006 Lux@F1.6, AGC ON,
B/W : 0 Lux with IR

- Lens : Fixed 2.8mm
- Infrared Distance : 65ft (20M)
- PoE : IEEE 802.3af
- ONVIF Profile S/T/G
- NDAA Compliant
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Image Sensor
Image Resolution
Electronic Shutter

Minimun Illumination

CAMERA

VIDEO

GENERAL

1/2.8" SONY Starvis Back-illuminated CMOS sensor
5MP: 2592 x 1944
Auto:  1/3-1/100000Sec
Color: 0.006 Lux @ (F1.6, AGC ON),B/W: 0 Lux with IR

Sub Stream
Day/Night

Image Config
ROI
BLC

WDR
Privacy  Masking

1280*720@30fps / 720*480@30fps
Color/ B&W (IR-CUT )
Saturation/Brightness/Contrast /Sharpness, Mirror, 3D DNR , White Balance, FLK(Flicker Control),HLC
YES
YES
120dB
3 Rectangular Zone

Audio
Alarm

Operation Temperature
Power Source

Dimension
Weight

N/A
N/A

14°F ~ 140°F (-10°C ~ +60°C RH95% Max)
 PoE : IEEE 802.3af
φ93 x 74(H) mm
400g

Infrared LED
Main Stream

65ft (20M)
2592*1944@30fp / 2560*1440@30fp / 1920*1080@30fps / 1280*720@30fps

Focus Length 2.8mm

Housing Metal IP67




