
DuPont Transportation & Industrial - Flame Retardant Materials

GGRRAADDEE PPOOLLYYMMEERR CCOOLLOORR DDEENNSSIITTYY ((11 ))
SSTTRRAAIINN AATT 
BBRREEAAKK ((22 ..aa))

SSTTRREESSSS AATT 
BBRREEAAKK ((33 ..aa))

TTEENNSSIILLEE 
MMOODDUULLUUSS ((44..aa))

CCTTII ((99))
BBAALLLL PPRREESSSSUURREE 

TTEESSTT ((11 11 ))

EEIISS CCLLAASSSS 
((mmmm)) ((11 22 ))

FFEEAATTUURREESS

Units g/cm³ % MPa MPa V ºC ºC (Class)
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NC010 960 225

BK851 960 200

3.0 113 8500

2.8 110 8300

NC010 1.71 2.4 125 11200

BK851 1.69 2.6 114 10330

NC010 1.55 115 7000 725 175

BK507 1.53 110 7100 775 250

NC010 154 11600 725

BK507 148 11900 800

NC010 1.57 1.8 125 10500 400

BK851 1.55 1.7 115 10200 300

NC010 1.54 4.7 70 3900 250

BK851 1.53 4.5 68 4000 275

NC010 1.60 4.2 90 275

BK851 1.59 4.0 87 225

NC010 1.9 130 12300

BK507 1.7 110 11600

NC010 2.6 107 6800 960 850

BK507 2.2 100 6135 960 875

NC010 2.0 135 11500

BK507 1.9 130 11300

NC010 1.80 170 17000

BK507 1.50 160 15600

NC010 2.6 / - 177 / - 10200

BK505 2.1 / - 158 / - 10640

NC010 1.49 2.0 / 2.6 9000 / 7500

BK369 1.53 2.4 / 3.4 9000 / 6500

NC010 2.5 / 3.5 135 / 100 9200 / 6500

BK345 2.5 / 4.3 146 / 95 8900 / 5900

NC010 2.0 / 6.0 73 / 50 6500 / 3500

BK010 2.0 / 3.5 75 / 50 6200 / 4000

NC010 1.5 / 1.1 170 / 130 14000 / 14000

BK337 1.6 / 1.3 174 / 162 14000 / 14500

NC010 2.0 / 2.0 170 / 150 12000 / 11000

BK337 2.0 / - 160 / - 11800 / -

(1) ISO 1183
(2) ISO 527-1/-2
(3) ISO 527-1/-2
(4) ISO 527-1/-2
(5) IEC 60695-11-10
(6) UL746A
(7) IEC 60695-2-12
(8) IEC 60695-2-13
(9) IEC 60112

(10) UL-746B
(11) IEC 60695-10-2

(12) UL-1446
(a) Dry/ Cond
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(r3)(r10)(f1). reflow optimized. suitable for lasermarking.

HTN FR52G45BL PA6T/66-GF45FR(16+72) V-0 V-0

65 120 120 120 65 120960 65 140 140 140960 960 960

EN45545: R23-HL1. reflow optimized. suitable for lasermarking.120

(+). EN45545: R23-HL1. suitable for lasermarking. light gray
RAL7035 (GY016).
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(f1). thermally conductive. electrically insulated. suitable for
lasermarking.
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HTN FR51G35L PA6T/XT-GF35FR(17) 1.67 450
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(f1). mineral filled. low warpage. suitable for lasermarking.
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(f1). high flow. impact modified. suitable for lasermarking. gray
RAL7035 (GY372). lasermarking gray RAL7012 (GY076E).
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impact modified. suitable for lasermarking. CQC certified.
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high stiffness. suitable for lasermarking.
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(r4). impact modified. high flow. suitable for lasermarking.
CQC certificate. light gray RAL7035 (GY811). white close 
RAL9001/1013 (NC010).
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(f2). highly impact modified. suitable for lasermarking.130 130 130
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(f1). high long term heat resistance. suitable for lasermarking.
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high flow. suitable for lasermarking.
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improved CTI. suitable for lasermarking.

(l)(+)(f1). very high long term heat resistance. suitable for
lasermarking.

155(F)
180(H)
200(N)

130

140 140 140 (f2). improved CTI. suitable for lasermarking.125 130 210140
130(B)
155(F)

155 155 155 155

1252 1 0 0

130 130 1309602 2

960

960V-0

V-0 V-0 V-0 3

(f2). suitable for lasermarking.
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Flame Retardant Solutions - Product Properties
Halogenated

[Footnote Key]

(1) ISO 1183

(2) ISO 527-1/-2 

(3) ISO 527-1/-2 

(4) ISO 527-1/-2 

(5) IEC 60695-11-10 

(6) UL746A

(7) IEC 60695-2-12

(8) IEC 60695-2-13

(9) IEC 60112

(10) UL-746B

(11) IEC 60695-10-2 

(12) UL-1446

(a)Dry/ Cond
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