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01 - Self-diagnosis

1 Description of diagnosis
V1.2_20220825_EN_GB

1.1 Preface

The flexible charging station offers various options for support in
the diagnosis, setup and parameterisation of the system.

These options include:

◆ Web interface for setting the parameters during commission-
ing

◆ Error message as log file via the operator backend by evalu-
ating the log files

◆ On-site diagnosis with laptop and special diagnostics hard-
ware and software

◆ Support via special diagnostic functions in a manufacturer
backend

  ▶
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1.2 Diagnostic level 1

1.2.1 Self-diagnosis
 

 - The self-diagnosis
data is continuously
evaluated and saved
by the EMS central
control unit. If devia-
tions are detected, a
file is transferred to
the T-Box 1 control
unit via the CAN pro-
tocol and stored
there “locally”. The
files created in this
way are stored in T-
Box 1 for 7 days. Af-
ter that, the data is
overwritten and is no
longer available for
transfer to a backend
server.
q Note: However, the

last 7 days are al-
ways saved, so a
query should be
made in the respec-
tive cycles. To eval-
uate this stored self-
diagnosis data, a
query must be
made from the
backend server
(CPO backend).
Only then are the
data packages
transmitted to the
operator backend.

q Note: The required
operator backend configuration is not part of this documentation. The settings required for the query
must be made by the responsible backend operator.

1.2.2 Self-diagnosis procedure

In accordance with the programming in the operator backend,
the data of the T-Box 1 is sent to the backend. The data of the
T-Box 1 is transmitted in the “.json” file format and must be stor-
ed there, and then evaluated.

Tip

An adequate telephone network connection is required to trans-
fer the data. If the transmission quality is too low, the data trans-
mission may be delayed. However, since the data is stored for 7
days, it should always be possible to create a file for evaluation.

3   ▶
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1.2.3 Evaluation of self-diagnosis files

– Evaluation of the data using Notepad:

Open the file with an editor, e.g. Notepad++, and note the corre-
sponding error codes and enter them in the error table ...
– Evaluation of the data with a diagnostics tool:

◆ E.g. DiagRA x Viewer

To do this, the file must be reformatted. For this purpose, the file
can be reformatted into an MDF file using software. The created
file can then be evaluated conveniently.

1.3 Diagnostic level 2

1.3.1 Diagnostic support

The data of diagnostic level 2 is located in T-box 2 and is then
transmitted to the manufacturer's back-end.

Authorised persons at service level 3 have access to this back-
end and can support the operator (CPO) with diagnosis on re-
quest.

Only additional measurement data is recorded and saved there
in order to support a previous diagnosis by the operator.

Tip

For data protection reasons, no customer data or billing data is
recorded there.

1.4 Diagnostic level 3

1.4.1 On-site diagnosis

Level 3 diagnostics are “” intended for field diagnosis and main-
tenance. It takes place locally at the charging station and is only
available for this purpose to authorised and additionally trained
staff.

Tip

Level 3 diagnostics require additional hardware and licensing
software that can be purchased after signing up for training.
– Required hardware

The following is required:

◆ Standard laptop with Windows operating system

◆ An additional diagnostic adapter from Kvaser

◆ An adapter cable for connecting the diagnosis adapter to the
diagnosis connection of the charging station

– Connection to the charging station
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Connect the Kvaser diagnostic adapter to a free USB port on
the laptop. Connect the adapter cable accordingly between the
charging station diagnostic connection and the diagnostic
adapter of the laptop.
– Starting the software

Start the diagnostic software after establishing the connection
to the charging station.

After opening the “Diagra X” software, a diagnostic setting (con-
figuration) is required to read diagnostic data

Tip

Prepared “measurement experiments” are provided for conven-
ient use of the diagnosis.
– Uploading a diagnostic “experiments” configuration

Load the file into the application in the Diagra X Viewer using
the XXX TBD function. Further details will follow.

2 Flashing and configuring the
control units

2.1 Overview

2.1.1 Brief instructions (sequence)
1. Calibrate position sensor T-box 1 and 2

◆ Program: PCAN-View

◆ External power supply required

⇒ “Calibrating the position sensor of T-box 1 and 2” on
page 5

2. Flash T-box 1 MPU

◆ Program: Quectel_FW_download

◆ USB port required

⇒ “Flashing the MPU of T-box 1” on page 6

3. Flash EMS

◆ Via OBD box

⇒ “Flashing the EMS via the OBD box” on page 7

4. Addressing the converters

◆ Connect the PC to the converter via the CAN line

◆ Send addresses via PCAN-View

⇒ “Assigning the addresses of the converters” on page 7

5. Flash BMS, CCU, SECC, T-box, SECC, power module

◆ Via OBD box

3   ▶
Diagnostic manual 08.2022

4 Repair Group  01 - Self-diagnosis



⇒ “Flashing the BMU, SECC, T-BOX, CCU, HCU, power mod-
ule (AC/DC, DC/DC) via the OBD box” on page 9

6. Flash CMU

◆ Via OBD box

⇒ “Flashing the CMU (batteries) via the OBD box” on page 9

7. Set the AC meter

◆ Set to 3P3 in menu

⇒ “Setting the AC meter” on page 10

◆ 8. IP assignment, LEM display

⇒ “Configuring the LEM IP” on page 10

2.1.2 Repositories
Flash programs are located as a shortcut on the desktop in the
“Flash_Programs” folder.

◆ The current software is located as a shortcut on the desktop
in the “Software_AFC” folder.

◆ The DTC tables are located on drive D in the AFC folder.

◆ The required programs and the software are located on
drive: D in the folder “AFC”.

2.2 Calibration

2.2.1 Calibrating the position sensor of T-box 1
and 2

1. Connect the T-box via the external adapter and the PEAK
adapter.
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2. Open the PCAN view on the laptop and apply the following
settings for the connection.

3. Send the T-Box calibration message to the T-box by double-
clicking on the CAN ID (CAN ID: 181D02F1h).

4. The trigger should then be set to manual and the number to
1, the station should respond to CAN ID 1802F102h with the
following message: 00 00 00 00 00 00 00 00 00 00 00 00 00 00
01 00

2.3 Flashing

2.3.1 Flashing the MPU of T-box 1
1. Connect the T-Box to the laptop via micro USB.

2. Open the Quectel_Customer Download Tool on the laptop.
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3. Load the current software for the MPU of the T-Box.

File path for the software:

◆ D:\AFC\_SW\ X.X.X \T-Box
\MPU0E001R450_20210812\Firmware\
AG35EVAR08A06T4G\update\firehose\ partition_com-
plete_p2K_b128K.mbn X.X.X = current software version,
e.g. 4.5.0

4. The COM port must be taken from the device manager using
the Quictel USB DM port.

◆ Open the device manager

◆ Connections (COM & LTP)

◆ Quectel USB DM PORT (COM…)

5. Start the flash process.

6. The process takes approx. 100 seconds, after which PASS
should be displayed.

2.3.2 Flashing the EMS via the OBD box
1. Connect the OBD box to the computer using a USB cable.

2. Copy the created software package for the EMS to the OBD
box.

3. Switch on the charging station (without AC connection).

4. Plug the OBD box into the OBD connector on the station and
press the button on the box; the LED should then quickly flash
green. As soon as the process is completed, the OBD box
emits a signal tone and lights up blue.

(The flash process should take approx. 5 minutes)

A log file is created on the OBD box that can be read out on the
computer. There you can see whether the transaction has been
successfully executed.

2.3.3 Assigning the addresses of the converters
1. All converters must be connected (CAN bus wire).

2. HV and AC connections must be present.

3. Connect the PCAN adapter to the converter CAN bus wire.
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4. Open the PCAN view and apply the following settings for the
connection.

5. For addressing, the last 4 numbers of date -1- and the num-
bers and letters of the NO. -2- are required.

◆ The sequence of the converters from left to right (G4, G3,
G6, G5, G2, G1).

6. Right-click to open the message of the corresponding con-
verter.

7. Click Edit message.

◆ Only the messages with designations G1 to G6 have to be
processed.

8. Enter the last 4 bits according to the data of the converters.
(Date -1- and NO. -2-)

◆ When commenting, make sure that the correct message has
been selected.

9. Confirm by pressing OK.

3   ▶
Diagnostic manual 08.2022

8 Repair Group  01 - Self-diagnosis



10. Set the addressing for all converters, -G1- to -G9-, in this
way (repeat steps 6 to 9).

11. After address assignment, send message in the sequence 1
- 12 (observe comment).

12. To send, click the cycle time square and leave it active for
approx. 10 seconds (number 200 or 2000); click again to deacti-
vate.

2.3.4 Flashing the BMU, SECC, T-BOX, CCU,
HCU, power module (AC/DC, DC/DC) via
the OBD box

1. Connect the OBD box to the computer using a USB cable.

2. Copy the created software package for the control units to
the OBD box.

3. Switch on station, AC connection must be connected.

4. Insert the OBD box into the OBD connector on the station,
wait briefly and press the button on the box; the LED should
then quickly flash green. As soon as the process is completed,
the OBD box emits a signal tone and lights up blue. Depending
on how many control units have been added, the process may
take up to 45 minutes.

A log file is created on the OBD box that can be read out on the
computer. There you can see whether the transaction has been
successfully executed.

2.3.5 Flashing the CMU (batteries) via the OBD
box

1. Connect the OBD box to the computer using a USB cable.

2. Copy the created software package for the CMUs to the OBD
box.

3. Switch on the station (without AC connection).

4. Insert the OBD box into the OBD connector on the station,
wait briefly and press the button on the box; the LED should
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then quickly flash green. As soon as the process is completed,
the OBD box emits a signal tone and lights up blue. The flash
process should take approx. 20 minutes.

A log file is created on the OBD box that can be read out on the
computer. There you can see whether the transaction has been
successfully executed.

2.3.6 Setting the AC meter

1. Tap and hold the “E” button until PASS appears.

2. Using the “M” and “P” arrow buttons, set 1000.

3. Tap and hold the “E” key to confirm.

4. Press “P” to scroll to Sys (display of 3P4).

5. Tap and hold the “E” key until 3P4 flashes.

6. Press the “M” or “P” to set 3P3.

7. Tap and hold the “E” key to confirm.

8. Press the “U/I” key to exit the menu.

2.3.7 Configuring the LEM IP

1. Open the LEM Configurator folder.

2. Execute file 1_LEM_IP_Vergabe.bat (PW=W!llkommen).

3. Execute 2_DC-Meter-Configurator.exe

4. Connect the LEM display to the computer using a network
cable -1-.
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The connected LEM should be displayed after a short time -4-.

5. In the program, click button A for LEM A or button B for LEM
B.

6. Wait until the change has been confirmed.

7. Repeat steps 4 to 6 for the 2nd LEM.

8. Plug the station network cable back into the LEMs.

9. Execute 3_AFC_IP_Adresse.bat (PW=W!llkommen).

2.4 Handling

2.4.1 Switch off the flexible charging station
(AFC) using a PC

Condition

● Activate LAN port -1- with a special RFID card.

1. Set the IP address of the computer.

◆ IP address 192.168.1.101

◆ Gateway 255.255.255.0

2. Connect the laptop to the charging station using the network
cable.

3. Open the browser window on the laptop and enter the follow-
ing IP in the address field.

◆ 192.168.1.1

4. Enter login data.

◆ User name: dupower

◆ Password: 123456

5. Open the system configuration.

6. Select System shut down and click Save.
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7. The charging station now switches off HV. The circuit breaker
of the 12-V battery can then be switched off. See: ⇒  Initial com-
missioning / switching off the flexible charging station

2.4.2 Reading the software
Condition

● Activate LAN port -1- with a special RFID card.

1. Set the IP address of the computer.

◆ IP address 192.168.1.101

◆ Gateway 255.255.255.0

2. Connect the computer to the station using a network cable.

3. Open the browser window on the computer and enter the fol-
lowing IP in the address field.

◆ 192.168.1.1

4. Enter login data.

◆ User name: dupower

◆ Password: 123456

5. Deactivate firewall.

6. Execute “Softwareversions.bat” file.

7. Open “Versions.txt” file.

8. Reactivate the firewall!

2.4.3 Reading DTCs

1. Open the PCAN view with the following settings.

2. Connect to CAN1 (BMS1) or CAN3 (BMS2).

3. The following CAN IDs display the error codes, which can be
interpreted using the DTCs tables.

◆ CAN-ID:18AA2701 -> BMS1/2, CAN1=BMS1, CAN3=BMS2

◆ CAN-ID:18AAFAF1 -> EMS, CAN1 and CAN3 equal

◆ CAN-ID:18AAFAF2 -> CCU1/2, CAN1=CCU1, CAN3=CCU2

If no DTCs are present, it should contain 00 00 00 FF FF FF FF
FF FF FF!
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2.5 Flashing individual control units

2.5.1 Creating a software package for the OBD
box

EMS, CCU, BMU, SECC, MCU of T-Box 1, AC/DC, DC/DC,
CMU

Condition

● Software packages should be created separately for the fol-
lowing control units

◆ EMS

◆ BMU, SECC, T-BOX, CCU, HCU, power modules (AC/DC,
DC/DC)

◆ CMU (batteries)

1. Open AFCController_V.1.1.4.

2. Open AFCCOnfig with the + symbol.

3. Select the control unit.

4. Select the software currently associated with the selected
control unit.

5. Confirm selection and apply.

◆ Conversion successful -> OK

The software for each control unit to be flashed must be added
in this way via the + symbol! (Repeat steps 2 – 5)

7. All control units to be flashed added.

8. Confirm the selection with Apply.

◆ Execution successful -> OK

9. Click Cancel to close the program.

10. The files in the directory “Drive D: -> AFC -> SGM -> AFC-
Controller_V.1.1.4 -> output” are created again each time the
program is started. It is recommended that you copy the files it
contains to another folder after you create them, so that you on-
ly have to perform the steps described above once.
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2.5.2 Flashing the AC/DC, DC/DC converters
1. HV is required to flash the DC/DC converter; the charging
connection is required to flash the AC/DC converter.

2. Disconnect all converter CAN connectors.

3. Connect the plug directly to the converter to be flashed via
the PCAN and the adapter.

4. Start Uboot V1.3.4.

5. Load the current software of the AC/DC, DC/DC converters.

6. Select the converter to flash (from left to right)

7. Confirm selection.

8. Start the process.

9. If the lettering has a green background, the process was suc-
cessful.

10. Connect the PCAN adapter to the next converter and repeat
steps -5- to -8-.

2.5.3 Flash the CMU of the batteries
1. The station must be switched off.

2. Remove the CAN connectors of the individual batteries.

3. Connect the battery to be flashed to the external adapter and
the PEAK adapter to the laptop.

4. Open CMU_4_1Bootloader_V1.1.6.
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5. Activate APP & calibration, if necessary.

6. Select the current software for the CMU.

Condition

● APP path = … .hex file

● Calibration path = …data… .hex file

7. Select the CMU of the connected battery

Condition

● (Starting from top CMU1, CMU2, CMU1, CMU2)

8. Start process (load)

9. Repeat the process for each battery, making sure that the
CMU is set correctly.

2.5.4 Configuring the LEM IP
1. The station must be switched on (HV present).

2. Set the IP address of the laptop to 192.168.1.101.

3. Connect the laptop using the network cable to the corre-
sponding LEM display unit (remove the connected network ca-
ble beforehand).

4. Open NetAssist on the laptop.
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5. Apply the following settings:

◆ TCP client

◆ 192.168.1.2 (current IP of the LEM device)

◆ 80

6. Click Connect (connection is established).

7. Copy the following text into the text field in the program and
send it (make sure which LEM is connected via the network ca-
ble).

For LEM-A

PUT /v1/settings HTTP/1.1
Content type: application/json
Content length: 74

{‘ipAddress’: ‘ 192.168.1.20 ’, ‘http’: {‘tls_on’: false,‘httpPort’:
50007}}

For LEM-B

PUT /v1/settings HTTP/1.1
Content type: application/json
Content length: 74

{‘ipAddress’: ‘ 192.168.1.40 ’, ‘http’: {‘tls_on’: false,‘httpPort’:
50008}}

3 EMS DTC Matrix

3.1 EMS DTC Code Table
◆ ⇒ “EMS Reaction Table” on page 32

◆ ⇒ “EMS Action Table” on page 44

◆ ⇒ “EMS Repair Action” on page 46
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

1 P0101F
0

12-V over-voltage failure Backup
battery

2 P0101F
1

12-V high-voltage failure Backup
battery

3 P0102F
0

12-V under-voltage failure Backup
battery

4 P0102F
1

12-V low-voltage failure Backup
battery

5 P01030
0

24-V over-voltage failure EMS-LVS1

6 P01040
0

24-V under-voltage failure EMS-LVS1

7 P01050
0

Battery circuit breaker open
failure

CB2/FU7

8 P01060
0

Accessory load relay open
failure

KA4

9 P01070
0

Accessory load relay adhe-
sion failure

KA4

10 P01080
0

Advertising screen relay fail-
ure (open/adhesion)

KA3

11 P0108F
1

Advertising screen relay fail-
ure (open/adhesion)

KA3

12 P01090
0

Lightning protection device
open failure

FVC1

13 P011000 Lightning protection device
circuit open failure

CB1

14 P011100 Three-phase switch contac-
tor open failure

KM1(KA2)

15 P011200 Three-phase switch contac-
tor adhesion failure

KM1(KA2)

16 P011300 Three-phase switch contac-
tor lifetime failure

KM1(KA2)

17 P011400 Pack A Recharge positive re-
lay open failure

K9

18 P011500 Pack A Recharge positive re-
lay adhesion failure

K9

19 P011600 Pack A Recharge positive re-
lay lifetime failure

K9

20 P0117F0 Insulation level 1 failure de-
tection

 

21 P0117F1 Insulation level 2 failure de-
tection

 

22 P0117F2 Insulation level 3 failure de-
tection
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

23 U01018
7

TBOX1 CAN communication
timeout failure

EMS-T-
BOX1

24 U01028
7

BMS1 CAN communication
timeout failure

EMS-BMS1

25 U01038
7

Touch screen communication
timeout failure (RS232)

EMS-HMI

26 U01048
7

Card Reader communication
timeout failure

EMS-POS

27 U01058
7

A gun DC electric meter
communication timeout fail-
ure

EMS-
DCWh me-
ter1

28 U01068
7

B gun DC electric meter
communication timeout fail-
ure

EMS-
DCWh me-
ter2

29 U01078
7

CCU1 CAN communication
timeout failure

EMS-CCU1

30 U01088
7

CCU1 CAN communication
timeout failure

EMS-CCU2

31 U01098
7

Three-phase AC electric me-
ter communication timeout
failure

EMS-
ACWh me-
ter

32 U011087 ACDC_1 communication
timeout failure

EMS-
ACDC1

33 P0118F0 ACDC_1 internal Level 1 fail-
ure (Snapshot record detail
information)

G1

34 P0118F1 ACDC_1 internal Level 2 fail-
ure (Snapshot record detail
information)

G1

35 P0118F2 ACDC_1 internal Level 3 fail-
ure (Snapshot record detail
information)

G1

36 U011187 ACDC_2 communication
timeout failure

G2

37 P0119F0 ACDC_2 internal Level 1 fail-
ure (Snapshot record detail
information)

G2

38 P0119F1 ACDC_2 internal Level 2 fail-
ure (Snapshot record detail
information)

G2

39 P0119F2 ACDC_2 internal Level 3 fail-
ure (Snapshot record detail
information)

G2

40 U011287 DCDC_1 communication
timeout failure

EMS-
DCDC1
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

41 P0120F
0

DCDC_1 internal Level 1 fail-
ure (Snapshot record detail
information)

G3

42 P0120F
1

DCDC_1 internal Level 2 fail-
ure (Snapshot record detail
information)

G3

43 P0120F
2

DCDC_1 internal Level 3 fail-
ure (Snapshot record detail
information)

G3

44 U011387 DCDC_2 communication
timeout failure

EMS-
DCDC2

45 P0121F
0

DCDC_2 internal Level 1 fail-
ure (Snapshot record detail
information)

G4

46 P0121F
1

DCDC_2 internal Level 2 fail-
ure (Snapshot record detail
information)

G4

47 P0121F
2

DCDC_2 internal Level 3 fail-
ure (Snapshot record detail
information)

G4

48 U011487 DCDC_3 communication
timeout failure

EMS-
DCDC3

49 P0122F
0

DCDC_3 internal Level 1 fail-
ure (Snapshot record detail
information)

G5

50 P0122F
1

DCDC_3 internal Level 2 fail-
ure (Snapshot record detail
information)

G5

51 P0122F
2

DCDC_3 internal Level 3 fail-
ure (Snapshot record detail
information)

G5

52 U011587 DCDC_4 communication
timeout failure

EMS-
DCDC4

53 P0123F
0

DCDC_4 internal Level 1 fail-
ure (Snapshot record detail
information)

G6

54 P0123F
1

DCDC_4 internal Level 2 fail-
ure (Snapshot record detail
information)

G6

55 P0123F
2

DCDC_4 internal Level 3 fail-
ure (Snapshot record detail
information)

G6

56 U011687 Thermal management unit
communication failure

EMS-TMS

57 P01240
0

Fuse of ACDC1 output over
current failure

FU1
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

58 P01250
0

24-V DCDC front-end fuse
voltage rationality check out
of range

EMS-
HVS2+

59 P01260
0

24 V DCDC output voltage
rationality check out of range

EMS-LVS1

60 P01270
0

ACDC output fuse open fail-
ure

 

61 U011788 CAN1 Busoff failure EMS-
BMS1-
CCU1-HCU

62 U011888 CAN4 Busoff failure EMS-Pow-
er Module

63 U011988 CAN3 Busoff failure EMS-
BMS2-
CCU2

64 P01280
0

EMS Hardware Watch failure
(judge by reading the reset
source)

EMS

65 P01290
0

EMS_Abnormal shut down
failure

EMS

66 P0130F
1

Water Immersion level 1 fail-
ure

Water sen-
sor

67 P0130F
2

Water Immersion level 2 fail-
ure

Water sen-
sor

68 P01310
0

Door open failure Door

69 P01320
0

A gun current rationality out
of range

Gun A cur-
rent

70 P01330
0

B gun current rationality out
of range

Gun B cur-
rent

71 P0134F
0

BMS1 level 1 failure BMS1

72 P0134F
1

BMS1 level 2 failure BMS1

73 P0134F
2

BMS1 level 3 failure BMS1

74 P0135F
0

CCU1 level 1 failure CCU1

75 P0135F
1

CCU1 level 2 failure CCU1

76 P0135F
2

CCU1 level 3 failure CCU1

77 P0136F
0

CCU2 level 1 failure CCU2

78 P0136F
1

CCU2 level 2 failure CCU2
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

79 P0136F
2

CCU2 level 3 failure CCU2

80 P0137F
0

HCU level 1 failure TMS

81 P0137F
1

HCU level 2 failure TMS

82 P0137F
2

HCU level 3 failure TMS

83 P01380
0

ACDC1 output over current G1

84 P01390
0

ACDC1 output short circuit G1

85 P01400
0

ACDC1 input under voltage G1

86 P01410
0

ACDC1 input over voltage G1

87 P01420
0

ACDC1 input phase loss G1

88 P01430
0

ACDC1 self-test failure G1

89 P01440
0

ACDC2 output over current G2

90 P01450
0

ACDC2 output short circuit G2

91 P01460
0

ACDC2 input under voltage G2

92 P01470
0

ACDC2 input over voltage G2

93 P01480
0

ACDC2 input phase loss G2

94 P01490
0

ACDC2 self-test failure G2

95 P01500
0

DCDC1 output short circuit G3

96 P01510
0

DCDC1 self-test failure G3

97 P01520
0

DCDC1 hardware output
over-voltage

G3

98 P01530
0

DCDC1 output over current G3

99 P01540
0

DCDC2 output short circuit G4

100 P01550
0

DCDC2 self-test failure G4
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

101 P01560
0

DCDC2 hardware output
over-voltage

G4

102 P01570
0

DCDC2 output over current G4

103 P01580
0

DCDC3 output short circuit G5

104 P01590
0

DCDC3 self-test failure G5

105 P01600
0

DCDC3 hardware output
over-voltage

G5

106 P01610
0

DCDC3 output over current G5

107 P01620
0

DCDC4 output short circuit G6

108 P01630
0

DCDC4 self-test failure G6

109 P01640
0

DCDC4 hardware output
over-voltage

G6

110 P01650
0

DCDC4 output over current G6

111 P01660
0

Pack A Recharge negative
relay, open failure

K10

112 P01670
0

Pack A Recharge negative
relay, adhesion failure

K10

113 P01680
0

Pack A Recharge negative
relay, lifetime failure

K10

114 P01690
0

DCDC input positive relay,
open failure

 

115 P01700
0

DCDC input positive relay,
lifetime failure

 

116 P01710
0

DCDC input negative relay,
open failure

 

117 P01720
0

DCDC input negative relay,
lifetime failure

 

118 P01730
0

Cross A positive relay, open
failure

K5

119 P01740
0

Cross A positive relay, adhe-
sion failure

K5

120 P01750
0

Cross A positive relay, life-
time failure

K5

121 P01760
0

Cross A negative relay, open
failure

K6

122 P01770
0

Cross A negative relay, ad-
hesion failure

K6
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

123 P01780
0

Cross A negative relay, life-
time failure

K6

124 P01790
0

Thermal management unit
power fuse, open failure

FU9

125 P01800
0

AFC initialization failure AFC

126 P01810
0

EMS initialization failure EMS

127 P01820
0

EMS System Basic Chip fail-
ure

EMS

128 P01830
0

EMS Memory access failure EMS

129 P01840
0

BMS/T-Box wakeup output
pin, short circuit to ground

EMS

130 P01850
0

BMS/T-Box wakeup output
pin, short circuit to battery

EMS

131 P01860
0

BMS/T-Box wakeup output
pin, open circuit

EMS

132 P01870
0

Three phase power supply
control relay drive, short cir-
cuit to ground(low side)

EMS

133 P01880
0

Three phase power supply
control relay drive, short cir-
cuit to battery(low side)

EMS

134 P01890
0

Three phase power supply
control relay drive, short cir-
cuit to ground(high side)

EMS

135 P01900
0

Three phase power supply
control relay drive, short cir-
cuit to battery(high side)

EMS

136 P01910
0

Three phase power supply
control relay drive, open cir-
cuit

EMS

137 P01920
0

Three phase power supply
control relay drive, over-cur-
rent failure

EMS

138 P01930
0

Three-phase switch contac-
tor drive, short circuit to
ground(low side)

EMS

139 P01940
0

Three-phase switch contac-
tor drive, short circuit to bat-
tery (low side)

EMS

140 P01950
0

Three-phase switch contac-
tor drive, short circuit to
ground(high side)

EMS
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

141 P01960
0

Three-phase switch contac-
tor drive, short circuit to bat-
tery (high side)

EMS

142 P01970
0

Three-phase switch contac-
tor drive, open circuit

EMS

143 P01980
0

Three-phase switch contac-
tor drive, over-current failure

EMS

144 P01990
0

Cross A positive relay drive,
short circuit to ground(low
side)

EMS

145 P02000
0

Cross A positive relay drive,
short circuit to battery(low
side)

EMS

146 P02010
0

Cross A positive relay drive,
short circuit to ground(high
side)

EMS

147 P02020
0

Cross A positive relay drive,
short circuit to battery(high
side)

EMS

148 P02030
0

Cross A positive relay drive,
open circuit

EMS

149 P02040
0

Cross A positive relay drive,
over current failure

EMS

150 P02050
0

Cross A negative relay drive,
short circuit to ground(low
side)

EMS

151 P02060
0

Cross A negative relay drive,
short circuit to battery(low
side)

EMS

152 P02070
0

Cross A negative relay drive,
short circuit to ground(high
side)

EMS

153 P02080
0

Cross A negative relay drive,
short circuit to battery(high
side)

EMS

154 P02090
0

Cross A negative relay drive,
open circuit

EMS

155 P02100
0

Cross A negative relay drive,
over current failure

EMS

156 P021100 TMS power supply1 positive
relay drive, short circuit to
ground (low side)

EMS

157 P02120
0

TMS power supply1 positive
relay drive, short circuit to
battery(low side)

EMS
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

158 P02130
0

TMS power supply1 positive
relay drive, short circuit to
ground (high side)

EMS

159 P02140
0

TMS power supply1 positive
relay drive, short circuit to
battery(high side)

EMS

160 P02150
0

TMS power supply1 positive
relay drive, open circuit

EMS

161 P02160
0

TMS power supply1 positive
relay drive, over-current fail-
ure

EMS

162 P02170
0

TMS power supply1 negative
relay drive, short circuit to
ground (low side)

EMS

163 P02180
0

TMS power supply1 negative
relay drive, short circuit to
battery(low side)

EMS

164 P02190
0

TMS power supply1 negative
relay drive, short circuit to
ground (high side)

EMS

165 P02200
0

TMS power supply1 negative
relay drive, short circuit to
battery(high side)

EMS

166 P02210
0

TMS power supply1 negative
relay drive, open circuit

EMS

167 P02220
0

TMS power supply1 negative
relay drive, over-current fail-
ure

EMS

168 P02230
0

AD screen FAN power sup-
ply relay drive, short circuit to
ground (low side)

EMS

169 P02240
0

AD screen FAN power sup-
ply relay drive, short circuit to
battery(low side)

EMS

170 P02250
0

AD screen FAN power sup-
ply relay drive, short circuit to
ground (high side)

EMS

171 P02260
0

AD screen FAN power sup-
ply relay drive, short circuit to
battery(high side)

EMS

172 P02270
0

AD screen FAN power sup-
ply relay drive, open circuit

EMS

173 P02280
0

AD screen FAN power sup-
ply relay drive, over current
failure

EMS

174 P02290
0

AD screen power supply re-
lay drive, short circuit to
ground (low side)

EMS
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

175 P02300
0

AD screen power supply re-
lay drive, short circuit to bat-
tery(low side)

EMS

176 P02310
0

AD screen power supply re-
lay drive, short circuit to
ground (high side)

EMS

177 P02320
0

AD screen power supply re-
lay drive, short circuit to bat-
tery(high side)

EMS

178 P02330
0

AD screen power supply re-
lay drive, open circuit

EMS

179 P02340
0

AD screen power supply re-
lay drive, over current failure

EMS

180 P02350
0

Accessory load relay drive,
short circuit to ground (low
side)

EMS

181 P02360
0

Accessory load relay drive,
short circuit to battery (low
side)

EMS

182 P02370
0

Accessory load relay relay
drive, short circuit to ground
(high side)

EMS

183 P02380
0

Accessory load relay drive,
short circuit to battery (high
side)

EMS

184 P02390
0

Accessory load relay driver
open circuit

EMS

185 P02400
0

Accessory load relay drive,
over-current failure

EMS

186 P0241F
0

12 V over-voltage failure for
T-Box power supply

 

187 P0242F
1

12 V high-voltage failure for
T-Box power supply

 

188 P0243F
0

12 V under-voltage failure for
T-Box power supply

 

189 U01208
7

Timeout failure between
EMS and T-Box communica-
tion(CANFD)

T-BOX1

190 U01218
7

Timeout failure between
EMS and T-Box communica-
tion (Ethernet)

T-BOX1

191 U01228
8

Busoff failure between EMS
and T-Box

T-BOX1

192 P02440
0

Storage failure T-Box T-Box
internal

T-BOX1

193 P02450
0

WiFi failure in T-Box T-BOX1
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

194 P02460
0

Bluetooth failure in T-Box T-BOX1

195 P02470
0

4G model failure in T-Box T-BOX1

196 P02480
0

GPS failure in T-Box T-BOX1

197 P02490
0

Collision Event T-BOX1

198 P02500
0

Falling Event T-BOX1

199 P02510
0

Time deviation error T-BOX1

200 P02520
0

Fuse of ACDC2 output, over
current failure

FU2

201 P02530
0

Fuse of DCDC1 input, over
current failure

FU5

202 P02540
0

Fuse of DCDC2 input, over
current failure

FU5

203 P02550
0

Fuse of DCDC3 input, over
current failure

FU6

204 P02560
0

Fuse of DCDC4 input, over
current failure

FU6

205 U01238
7

BMS1 CAN communication
timeout high level failure

EMS-BMS1

206 P02570
0

Advertising screen FAN relay
failure (open/adhesion)

KA1

207 U01248
7

TBOX2 CAN communication
timeout failure

EMS-T-
BOX2

208 U01258
7

BMS2 CAN communication
timeout failure

EMS-BMS2

209 U01268
7

BMS2 CAN communication
timeout high level failure

EMS-BMS2

210 P02580
0

24 V DCDC front-front fuse
voltage rationality check out
of range

EMS-
HVS1+

211 P02590
0

TMS front-end fuse voltage
rationality check out of range

EMS-
HVS3+

212 P02600
0

12 V DCDC output voltage
rationality check out of range

EMS-LVS2

213 P02610
0

Backup Battery output volt-
age rationality check out of
range

EMS-LVS3

214 P02620
0

Both cross positive relay,
open failure

K17
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

215 P02630
0

Both cross positive relay, ad-
hesion failure

K17

216 P02640
0

Both cross positive relay, life-
time failure

K17

217 P02650
0

Both cross negative relay,
open failure

K18

218 P02660
0

Both cross negative relay,
adhesion failure

K18

219 P02670
0

Both cross negative relay,
lifetime failure

K18

220 P02680
0

Cross B positive relay, open
failure

K7

221 P02690
0

Cross B positive relay, adhe-
sion failure

K7

222 P02700
0

Cross B positive relay, life-
time failure

K7

223 P02710
0

Cross B negative relay, open
failure

K8

224 P02720
0

Cross B negative relay, ad-
hesion failure

K8

225 P02730
0

Cross B negative relay, life-
time failure

K8

226 P02740
0

Pack B Recharge positive re-
lay, open failure

K11

227 P02750
0

Pack B Recharge positive re-
lay, adhesion failure

K11

228 P02760
0

Pack B Recharge positive re-
lay, lifetime failure

K11

229 P02770
0

Pack B Recharge negative
relay, open failure

K12

230 P02780
0

Pack B Recharge negative
relay, adhesion failure

K12

231 P02790
0

Pack B Recharge negative
relay, lifetime failure

K12

232 P02800
0

TMS power supply1 positive
relay, open failure

K21

233 P02810
0

TMS power supply1 positive
relay, adhesion failure

K21

234 P02820
0

TMS power supply1 positive
relay, lifetime failure

K21

235 P02830
0

TMS power supply1 negative
relay, open failure

K22

236 P02840
0

TMS power supply1 negative
relay, adhesion failure

K22
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

237 P02850
0

TMS power supply1 negative
relay, lifetime failure

K22

238 P02860
0

TMS power supply2 positive
relay, open failure

K23

239 P02870
0

TMS power supply2 positive
relay, adhesion failure

K23

240 P02880
0

TMS power supply2 positive
relay, lifetime failure

K23

241 P02890
0

TMS power supply2 negative
relay, open failure

K24

242 P02900
0

TMS power supply2 negative
relay, adhesion failure

K24

243 P02910
0

TMS power supply2 negative
relay, lifetime failure

K24

244 P02920
0

Cross B positive relay drive,
short circuit to ground(low
side)

EMS

245 P02930
0

Cross B positive relay drive,
short circuit to battery(low
side)

EMS

246 P02940
0

Cross B positive relay drive,
short circuit to ground(high
side)

EMS

247 P02950
0

Cross B positive relay drive,
short circuit to battery(high
side)

EMS

248 P02960
0

Cross B positive relay drive,
open circuit

EMS

249 P02970
0

Cross B positive relay drive,
over current failure

EMS

250 P02980
0

Cross B negative relay drive,
short circuit to ground(low
side)

EMS

251 P02990
0

Cross B negative relay drive,
short circuit to battery(low
side)

EMS

252 P08000
0

Cross B negative relay drive,
short circuit to ground(high
side)

EMS

253 P08010
0

Cross B negative relay drive,
short circuit to battery(high
side)

EMS

254 P08020
0

Cross B negative relay drive,
open circuit

EMS

255 P08030
0

Cross B negative relay drive,
over current failure

EMS
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

256 P08040
0

Both cross positive relay
drive, short circuit to
ground(low side)

EMS

257 P08050
0

Both cross positive relay
drive, short circuit to bat-
tery(low side)

EMS

258 P08060
0

Both cross positive relay
drive, short circuit to
ground(high side)

EMS

259 P08070
0

Both cross positive relay
drive, short circuit to bat-
tery(high side)

EMS

260 P08080
0

Both cross positive relay
drive, open circuit

EMS

261 P08090
0

Both cross positive relay
drive, over current failure

EMS

262 P08100
0

Both cross negative relay
drive, short circuit to
ground(low side)

EMS

263 P081100 Both cross negative relay
drive, short circuit to bat-
tery(low side)

EMS

264 P08120
0

Both cross negative relay
drive, short circuit to
ground(high side)

EMS

265 P08130
0

Both cross negative relay
drive, short circuit to bat-
tery(high side)

EMS

266 P08140
0

Both cross negative relay
drive, open circuit

EMS

267 P08150
0

Both cross negative relay
drive, over current failure

EMS

268 P08160
0

TMS power supply2 positive
relay drive, short circuit to
ground (low side)

EMS

269 P08170
0

TMS power supply2 positive
relay drive, short circuit to
battery(low side)

EMS

270 P08180
0

TMS power supply2 positive
relay drive, short circuit to
ground (high side)

EMS

271 P08190
0

TMS power supply2 positive
relay drive, short circuit to
battery(high side)

EMS

272 P08200
0

TMS power supply2 positive
relay drive, open circuit

EMS
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Posi-
tion

DTC
code

DTC:Description Compo-
nent

273 P08210
0

TMS power supply2 positive
relay drive, over-current fail-
ure

EMS

274 P08220
0

TMS power supply2 negative
relay drive, short circuit to
ground (low side)

EMS

275 P08230
0

TMS power supply2 negative
relay drive, short circuit to
battery(low side)

EMS

276 P08240
0

TMS power supply2 negative
relay drive, short circuit to
ground (high side)

EMS

277 P08250
0

TMS power supply2 negative
relay drive, short circuit to
battery(high side)

EMS

278 P08260
0

TMS power supply2 negative
relay drive, open circuit

EMS

279 P08270
0

TMS power supply2 negative
relay drive, over-current fail-
ure

EMS

280 P0828F
0

BMS2 level 1 failure BMS2

281 P0828F
1

BMS2 level 2 failure BMS2

282 P0828F
2

BMS2 level 3 failure BMS2

283 P08290
0

Emergency Stop  

284 P0830F
0

12 V over-voltage failure for
T-Box2 power supply

 

285 P0831F
1

12 V high-voltage failure for
T-Box2 power supply

 

286 P0832F
0

12 V under-voltage failure for
T-Box2 power supply

 

287 U01278
7

Timeout failure between
EMS and T-Box2 communi-
cation(CANFD)

EMS-T-
BOX2

288 U01288
7

Timeout failure between
EMS and T-Box2 communi-
cation(Ethernet)

EMS-T-
BOX2

289 U01298
8

Busoff failure between EMS
and T-Box2

EMS-T-
BOX2

290 P08330
0

Storage failure T-Box2 T-
Box2 internal

T-BOX2

291 P08340
0

WiFi failure in T-Box2 T-BOX2
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DTC
code

DTC:Description Compo-
nent

292 P08350
0

Bluetooth failure in T-Box2 T-BOX2

293 P08360
0

4G model failure in T-Box2 T-BOX2

294 P08370
0

GPS failure in T-Box2 T-BOX2

295 P08380
0

Collision Event T-BOX2

296 P08390
0

Falling Event T-BOX2

297 P08400
0

Time deviation error T-BOX2

298 P08680
0

24 V DCDC front-end fuse
open failure

FU10

299 P08690
0

Three-phase feed-in relay al-
ways open failure

KA5

300 P08700
0

Three-phase feed-in relay al-
ways adhesion failure

KA5

301 P08710
0

24 V DCDC failure P1

302 P08720
0

The fuse of TMS fan power
supply, open failure

FU8

303 P08730
0

24-V transfor 12-V DCDC
failure

P2

304 P08740
0

15-W DCDC failure P3

305 P08750
0

The relay of GUN A, adhe-
sion failure

CCU1

306 P08760
0

The relay of GUN B, adhe-
sion failure

CCU2

307 P08770
0

GUN A over temperature CCU1

308 P08780
0

GUN B over temperature CCU2

309 U01308
7

Lost the communication be-
tween cloud and T-Box1

T-BOX1

310 U01318
7

Lost the communication be-
tween cloud and T-Box2

T-BOX2

3.2 EMS Reaction Table
◆ ⇒ “EMS DTC Code Table” on page 16

◆ ⇒ “EMS Action Table” on page 44

◆ ⇒ “EMS Repair Action” on page 46
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Posi-
tion

DTC
code

Red lights System A System B

1 P0101F0  A0 A0

2 P0101F1 Light up two-
guns red lights

A10 A11

3 P0102F0  A0 A0

4 P0102F1 Light up two-
guns red lights

A10 A11

5 P010300  A0 A0

6 P010400  A0 A0

7 P010500  A1 A1

8 P010600 Light up two-
guns red lights

A10 A11

9 P010700  A0 A0

10 P010800  A0 A0

11 P0108F1  A1 A1

12 P010900 Light up two-
guns red lights

A10 A11

13 P011000 Light up two-
guns red lights

A10 A11

14 P011100  A5 A9

15 P011200  A1 A1

16 P011300  A1 A1

17 P011400  A5 A0

18 P011500  A2 A0

A3 A0

19 P011600  A1 A0

20 P0117F0  #NV #NV

21 P0117F1  #NV #NV

22 P0117F2  #NV #NV

23 U010187  A1 A0

24 U010287  A1 A0

A5 A0

25 U010387  A1 A1

26 U010487  A1 A1

27 U010587 Light up gun-A
red lights

A2 A0

A3 A0

A4 A0

28 U010687 Light up gun-B
red lights

A0 A6

A0 A7

A0 A8
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Posi-
tion

DTC
code

Red lights System A System B

29 U010787 Light up gun-A
red lights

A2 A0

A3 A0

A4 A0

30 U010887 Light up gun-B
red lights

A0 A6

A0 A7

A0 A8

31 U010987  A1 A1

32 U011087  A2 A6

A3 A6

A5 A6

33 P0118F0  A1 A0

34 P0118F1  A2 A6

A3 A6

A5 A6

35 P0118F2  A2 A6

A3 A6

A5 A6

36 U011187  A2 A6

A2 A7

A2 A9

37 P0119F0  A0 A1

38 P0119F1  A2 A6

A2 A7

A2 A9

39 P0119F2  A2 A6

A2 A7

A2 A9

40 U011287  A4 A0

41 P0120F0  A1 A0

42 P0120F1  A4 A0

43 P0120F2  A4 A0

44 U011387  A4 A0

45 P0121F0  A1 A0

46 P0121F1  A4 A0

47 P0121F2  A4 A0

48 U011487  A4 A0

49 P0122F0  A0 A1

50 P0122F1  A0 A8
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tion

DTC
code

Red lights System A System B

51 P0122F2  A0 A8

52 U011587  A0 A8

53 P0123F0  A0 A1

54 P0123F1  A0 A8

55 P0123F2  A0 A8

56 U011687 Light up two-
guns red lights

A10 A11

57 P012400  A2 A6

A3 A6

A5 A6

58 P012500  A0 A0

59 P012600  A0 A0

60 P012700  #NV #NV

61 U011788 Light up gun-A
red lights

A10 A0

62 U011888 Light up two-
guns red lights

A10 A11

63 U011988 Light up gun-B
red lights

A0 A11

64 P012800  A1 A1

65 P012900  A0 A0

66 P0130F1 Light up two-
guns red lights

A10 A11

67 P0130F2  A10 A11

68 P013100 Light up two-
guns red lights

A10 A11

69 P013200  A1 A0

70 P013300  A0 A1

71 P0134F0  A1 A0

72 P0134F1  A1 A0

A5 A0

73 P0134F2  A1 A0

A5 A0

74 P0135F0  A1 A0

75 P0135F1 Light up gun-A
red lights

A1 A0

A3 A0

A4 A0

76 P0135F2 Light up gun-A
red lights

A1 A0

A3 A0

A4 A0
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Posi-
tion

DTC
code

Red lights System A System B

77 P0136F0  A0 A1

78 P0136F1 Light up gun-B
red lights

A0 A1

A0 A7

A0 A8

79 P0136F2 Light up gun-B
red lights

A0 A1

A0 A7

A0 A8

80 P0137F0  A1 A1

81 P0137F1 Light up two-
guns red lights

A1 A1

82 P0137F2 Light up two-
guns red lights

A10 A11

83 P013800  A1 A1

A3 A6

A5 A6

84 P013900  A1 A1

A3 A6

A5 A6

85 P014000  A2 A6

A3 A6

A5 A6

86 P014100  A2 A6

A3 A6

A5 A6

87 P014200  A2 A6

A3 A6

A5 A6

88 P014300  A1 A1

A3 A6

A5 A6

89 P014400  A1 A1

A2 A7

A2 A9

90 P014500  A1 A1

A2 A7

A2 A9

91 P014600  A2 A6

A2 A7

A2 A9

3   ▶
Diagnostic manual 08.2022

36 Repair Group  01 - Self-diagnosis



Posi-
tion

DTC
code

Red lights System A System B

92 P014700  A2 A6

A2 A7

A2 A9

93 P014800  A2 A6

A2 A7

A2 A9

94 P014900  A1 A1

A2 A7

A2 A9

95 P015000  A1 A0

96 P015100  A1 A0

97 P015200  A1 A0

98 P015300  A1 A0

99 P015400  A1 A0

100 P015500  A1 A0

101 P015600  A1 A0

102 P015700  A1 A0

103 P015800  A0 A1

104 P015900  A0 A1

105 P016000  A0 A1

106 P016100  A0 A1

107 P016200  A0 A1

108 P016300  A0 A1

109 P016400  A0 A1

110 P016500  A0 A1

111 P016600  A5 A0

112 P016700  A2 A1

A3 A0

113 P016800  A1 A0

114 P016900  #NV A0

115 P017000  #NV A0

116 P017100 Light up two-
guns red lights

#NV A0

117 P017200  #NV A0

118 P017300  A2 A0

A3 A0

119 P017400  A5 A6

120 P017500  A1 A0
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tion

DTC
code

Red lights System A System B

121 P017600  A2 A0

A3 A0

122 P017700  A1 A6

123 P017800  A1 A0

124 P017900 Light up two-
guns red lights

A10 A11

125 P018000  A1 A1

126 P018100  A1 A1

127 P018200  A1 A1

128 P018300  A1 A1

129 P018400  A1 A1

130 P018500  A1 A1

131 P018600  A1 A1

132 P018700  A1 A1

133 P018800  A1 A1

A1 A1

A1 A1

134 P018900  A1 A1

A1 A1

A1 A1

135 P019000  A1 A1

136 P019100  A1 A1

A1 A1

A1 A1

137 P019200  A1 A1

138 P019300  A1 A1

139 P019400  A1 A1

A1 A1

A1 A1

140 P019500  A1 A1

A1 A1

A1 A1

141 P019600  A1 A1

142 P019700  A1 A1

A1 A1

A1 A1

143 P019800  A1 A1

144 P019900  A1 A1
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tion
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code

Red lights System A System B

145 P020000  A1 A1

A1 A1

146 P020100  A1 A1

A1 A1

147 P020200  A1 A1

148 P020300  A1 A1

A1 A1

149 P020400  A1 A1

150 P020500  A1 A1

151 P020600  A1 A1

A1 A1

152 P020700  A1 A1

A1 A1

153 P020800  A1 A1

154 P020900  A1 A1

A1 A1

155 P021000  A1 A1

156 P021100  A1 A1

157 P021200  A1 A1

158 P021300  A1 A1

159 P021400  A1 A1

160 P021500  A1 A1

161 P021600  A1 A1

162 P021700  A1 A1

163 P021800  A1 A1

164 P021900  A1 A1

165 P022000  A1 A1

166 P022100  A1 A1

167 P022200  A1 A1

168 P022300  A1 A1

169 P022400  A1 A1

170 P022500  A1 A1

171 P022600  A1 A1

172 P022700  A1 A1

173 P022800  A1 A1

174 P022900  A1 A1

175 P023000  A1 A1

176 P023100  A1 A1
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DTC
code

Red lights System A System B

177 P023200  A1 A1

178 P023300  A1 A1

179 P023400  A1 A1

180 P023500  A1 A1

181 P023600  A1 A1

182 P023700  A1 A1

183 P023800  A1 A1

184 P023900  A1 A1

185 P024000  A1 A1

186 P0241F0  A0 A0

187 P0242F1  A0 A0

188 P0243F0  A0 A0

189 U012087  A0 A0

190 U012187  A0 A0

191 U012288  A0 A0

192 P024400  A0 A0

193 P024500  A0 A0

194 P024600  A0 A0

195 P024700  A0 A0

196 P024800  A0 A0

197 P024900  A10 A11

198 P025000  A10 A11

199 P025100  A0 A0

200 P025200  A2 A6

A2 A7

A2 A9

201 P025300  A4 A0

202 P025400  A4 A0

203 P025500  A0 A8

204 P025600  A0 A8

205 U012387 Light up gun-A
red lights

A10 A0

206 P025700  A0 A0

207 U012487  A0 A0

208 U012587  A0 A1

A0 A9

209 U012687 Light up gun-B
red lights

A0 A11

210 P025800  A0 A0
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code

Red lights System A System B

211 P025900  A0 A0

212 P026000  A0 A0

213 P026100  A0 A0

214 P026200  A2 A6

215 P026300  A2 A6

A3 A7

A5 A9

216 P026400  A0 A0

217 P026500  A2 A2

218 P026600  A2 A6

A3 A7

A5 A9

219 P026700  A0 A0

220 P026800  A0 A6

A0 A7

221 P026900  A2 A9

222 P027000  A0 A1

223 P027100  A0 A6

A0 A7

224 P027200  A2 A9

225 P027300  A0 A1

226 P027400  A0 A9

227 P027500  A0 A6

A0 A7

228 P027600  A0 A1

229 P027700  A0 A9

230 P027800  A0 A6

A0 A7

231 P027900  A0 A1

232 P028000  A1 A1

233 P028100  A1 A1

234 P028200  A1 A1

235 P028300  A1 A1

236 P028400  A1 A1

237 P028500  A1 A1

238 P028600  A1 A1

239 P028700  A1 A1

240 P028800  A1 A1
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code
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241 P028900  A1 A1

242 P029000  A1 A1

243 P029100  A1 A1

244 P029200  A0 A1

245 P029300  A0 A1

A0 A7

246 P029400  A0 A1

A0 A7

247 P029500  A0 A1

248 P029600  A0 A1

A0 A7

249 P029700  A0 A1

250 P029800  A0 A1

251 P029900  A0 A1

A0 A7

252 P080000  A0 A1

A0 A7

253 P080100  A0 A1

254 P080200  A0 A1

255 P080300  A0 A7

256 P080400  A0 A1

257 P080500  A1 A1

258 P080600  A1 A1

259 P080700  A1 A1

260 P080800  A1 A1

261 P080900  A1 A1

262 P081000  A1 A1

263 P081100  A1 A1

264 P081200  A1 A1

265 P081300  A1 A1

266 P081400  A1 A1

267 P081500  A1 A1

268 P081600  A1 A1

269 P081700  A1 A1

270 P081800  A1 A1

271 P081900  A1 A1

272 P082000  A1 A1

273 P082100  A1 A1

3   ▶
Diagnostic manual 08.2022

42 Repair Group  01 - Self-diagnosis



Posi-
tion

DTC
code
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274 P082200  A1 A1

275 P082300  A1 A1

276 P082400  A1 A1

277 P082500  A1 A1

278 P082600  A1 A1

279 P082700  A1 A1

280 P0828F0  A0 A1

281 P0828F1  A0 A1

A0 A9

282 P0828F2  A0 A1

A0 A9

283 P082900  A0 A0

284 P0830F0  A0 A0

285 P0831F1  A0 A0

286 P0832F0  A0 A0

287 U012787  A0 A0

288 U012887  A0 A0

289 U012988  A0 A0

290 P083300  A0 A0

291 P083400  A0 A0

292 P083500  A0 A0

293 P083600  A0 A0

294 P083700  A0 A0

295 P083800  A10 A11

296 P083900  A10 A11

297 P084000  A0 A0

298 P086800  A10 A11

299 P086900  A2 A6

A3 A7

A5 A9

300 P087000  A1 A1

301 P087100  A10 A11

302 P087200  A10 A11

303 P087300  A10 A11

304 P087400  A10 A11

305 P087500  A10 A11

306 P087600  A10 A11

  ▶
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tion

DTC
code

Red lights System A System B

307 P087700  A2 A0

A3 A0

A4 A0

308 P087800  A0 A6

A0 A7

A0 A8

309 U013087  A1 A1

310 U013187  A1 A1

3.3 EMS Action Table
◆ ⇒ “EMS DTC Code Table” on page 16

◆ ⇒ “EMS Reaction Table” on page 32

◆ ⇒ “EMS Repair Action” on page 46

Item Fault Performance System Action

A0 Normal NA

A1 Storage error code Storage error code

A2 Disable Gun-A both
cross discharge

◆ 1.While K5/K6 ena-
ble, disable K17/
K18, even CCUB
power request more
than 120 KW

◆ 2.While K5/K6 disa-
ble, enable K17/K18
if CCUB power re-
quest more than
120 KW, and keep
K5/K6 disable before
K17/K18 disable

A3 Disable Gun-A cross
discharge

1.Disable K5/K6(EMS)

A4 Disable Gun-A DC/DC
discharge

1.Configuring DC/DC of
Gun-A offline(EMS)

A5 Disable Pack A re-
charge

1.Disable K9/
K10(EMS→BMS1)
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Item Fault Performance System Action

A6 Disable Gun-B both
cross discharge

◆ 1.While K7/K8 ena-
ble, disable K17/
K18, even CCUA
power request more
than 120KW

◆ 2.While K5/K6 disa-
ble, enable K17/K18
if CCUB power re-
quest more than
120 KW, and keep
K5/K6 disable before
K17/K18 disable

A7 Disable Gun-B cross
discharge

1.Disable K7/K8(EMS)

A8 Disable Gun-B DC/DC
discharge

1.Configuring DC/DC of
Gun-B offline(EMS)

A9 Disable Pack B re-
charge

1.Disable K11/
K12(EMS→BMS2)

A10 High voltage power
down of system
A,Gun-A red light

◆ 1.Disable K5/
K6(EMS)

◆ 2.Disable K21/
K22(EMS)

◆ 3.Disable K1/
K2(EMS→CCU1)

◆ 4.Disable K9/
K10(EMS→BMS1)

◆ 5.Disable K13/
K14(EMS→BMS1)
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Item Fault Performance System Action

A11 High voltage power
down of system B,
Gun-B red light

◆ 1.Disable K7/
K8(EMS)

◆ 2.Disable K23/
K24(EMS)

◆ 3.Disable K3/
K4(EMS→CCU2)

◆ 4.Disable K11/
K12(EMS→BMS2)

◆ 5.Disable K15/
K16(EMS→BMS2)

A12 When A10 and A11 are
detected in previous
5 min., the whole ma-
chine high voltage and
low voltage power
down, two guns do not
light

◆ 1.Disable KA5 if fault
detected, including
Collision and Falling

◆ 2.Disable KA2

◆ 3.Disable K1/K2,K3/
K4(EMS→CCU1,2)

◆ 4.Disable K5/K6,K7/
K8(EMS)

◆ 5.Disable K9/
K10,K11/
K12(EMS→BMS1,2)

◆ 6.Disable
KA1,KA3,KA4

◆ 7.Disable K21/
K22,K23/K24(EMS)

◆ 8.Disable K13/
K14,K15/
K16(EMS→BMS1,2)

◆ 9.BMS1,BMS2
Sleep(EMS→BMS1,
2)

◆ 10.EMS Sleep

3.4 EMS Repair Action
◆ ⇒ “EMS DTC Code Table” on page 16

◆ ⇒ “EMS Reaction Table” on page 32

◆ ⇒ “EMS Action Table” on page 44

Position DTC code Repair Action

1 P0101F0  

2 P0101F1  

3 P0102F0  

4 P0102F1  
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Position DTC code Repair Action

5 P010300  

6 P010400  

7 P010500  

8 P010600  

9 P010700  

10 P010800  

11 P0108F1  

12 P010900  

13 P011000  

14 P011100  

15 P011200  

16 P011300  

17 P011400  

18 P011500  

19 P011600  

20 P0117F0  

21 P0117F1  

22 P0117F2  

23 U010187  

24 U010287  

25 U010387  

26 U010487  

27 U010587  

28 U010687  

29 U010787  

30 U010887  

31 U010987  

32 U011087  

33 P0118F0  

34 P0118F1  

35 P0118F2  

36 U011187  

37 P0119F0  

38 P0119F1  

39 P0119F2  

40 U011287  

41 P0120F0  

42 P0120F1  

43 P0120F2  
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Position DTC code Repair Action

44 U011387  

45 P0121F0  

46 P0121F1  

47 P0121F2  

48 U011487  

49 P0122F0  

50 P0122F1  

51 P0122F2  

52 U011587  

53 P0123F0  

54 P0123F1  

55 P0123F2  

56 U011687  

57 P012400  

58 P012500  

59 P012600  

60 P012700  

61 U011788  

62 U011888  

63 U011988  

64 P012800  

65 P012900  

66 P0130F1  

67 P0130F2  

68 P013100  

69 P013200  

70 P013300  

71 P0134F0  

72 P0134F1  

73 P0134F2  

74 P0135F0  

75 P0135F1  

76 P0135F2  

77 P0136F0  

78 P0136F1  

79 P0136F2  

80 P0137F0  

81 P0137F1  

82 P0137F2  
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Position DTC code Repair Action

83 P013800  

84 P013900  

85 P014000  

86 P014100  

87 P014200  

88 P014300  

89 P014400  

90 P014500  

91 P014600  

92 P014700  

93 P014800  

94 P014900  

95 P015000  

96 P015100  

97 P015200  

98 P015300  

99 P015400  

100 P015500  

101 P015600  

102 P015700  

103 P015800  

104 P015900  

105 P016000  

106 P016100  

107 P016200  

108 P016300  

109 P016400  

110 P016500  

111 P016600  

112 P016700  

113 P016800  

114 P016900  

115 P017000  

116 P017100  

117 P017200  

118 P017300  

119 P017400  

120 P017500  

121 P017600  
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Position DTC code Repair Action

122 P017700  

123 P017800  

124 P017900  

125 P018000  

126 P018100  

127 P018200  

128 P018300  

129 P018400  

130 P018500  

131 P018600  

132 P018700  

133 P018800  

134 P018900  

135 P019000  

136 P019100  

137 P019200  

138 P019300  

139 P019400  

140 P019500  

141 P019600  

142 P019700  

143 P019800  

144 P019900  

145 P020000  

146 P020100  

147 P020200  

148 P020300  

149 P020400  

150 P020500  

151 P020600  

152 P020700  

153 P020800  

154 P020900  

155 P021000  

156 P021100  

157 P021200  

158 P021300  

159 P021400  

160 P021500  
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Position DTC code Repair Action

161 P021600  

162 P021700  

163 P021800  

164 P021900  

165 P022000  

166 P022100  

167 P022200  

168 P022300  

169 P022400  

170 P022500  

171 P022600  

172 P022700  

173 P022800  

174 P022900  

175 P023000  

176 P023100  

177 P023200  

178 P023300  

179 P023400  

180 P023500  

181 P023600  

182 P023700  

183 P023800  

184 P023900  

185 P024000  

186 P0241F0  

187 P0242F1  

188 P0243F0  

189 U012087  

190 U012187  

191 U012288  

192 P024400  

193 P024500  

194 P024600  

195 P024700  

196 P024800  

197 P024900  

198 P025000  

199 P025100  
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Position DTC code Repair Action

200 P025200  

201 P025300  

202 P025400  

203 P025500  

204 P025600  

205 U012387  

206 P025700  

207 U012487  

208 U012587  

209 U012687  

210 P025800  

211 P025900  

212 P026000  

213 P026100  

214 P026200  

215 P026300  

216 P026400  

217 P026500  

218 P026600  

219 P026700  

220 P026800  

221 P026900  

222 P027000  

223 P027100  

224 P027200  

225 P027300  

226 P027400  

227 P027500  

228 P027600  

229 P027700  

230 P027800  

231 P027900  

232 P028000  

233 P028100  

234 P028200  

235 P028300  

236 P028400  

237 P028500  

238 P028600  
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Position DTC code Repair Action

239 P028700  

240 P028800  

241 P028900  

242 P029000  

243 P029100  

244 P029200  

245 P029300  

246 P029400  

247 P029500  

248 P029600  

249 P029700  

250 P029800  

251 P029900  

252 P080000  

253 P080100  

254 P080200  

255 P080300  

256 P080400  

257 P080500  

258 P080600  

259 P080700  

260 P080800  

261 P080900  

262 P081000  

263 P081100  

264 P081200  

265 P081300  

266 P081400  

267 P081500  

268 P081600  

269 P081700  

270 P081800  

271 P081900  

272 P082000  

273 P082100  

274 P082200  

275 P082300  

276 P082400  

277 P082500  
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Position DTC code Repair Action

278 P082600  

279 P082700  

280 P0828F0  

281 P0828F1  

282 P0828F2  

283 P082900  

284 P0830F0  

285 P0831F1  

286 P0832F0  

287 U012787  

288 U012887  

289 U012988  

290 P083300  

291 P083400  

292 P083500  

293 P083600  

294 P083700  

295 P083800  

296 P083900  

297 P084000  

298 P086800  

299 P086900  

300 P087000  

301 P087100  

302 P087200  

303 P087300  

304 P087400  

305 P087500  

306 P087600  

307 P087700  

308 P087800  

309 U013087  

310 U013187  

4 CCU DTC Matrix

4.1 CCU DTC Code Table
◆ ⇒ “CCU Action Table” on page 59

◆ ⇒ “CCU Repair Action” on page 68

3   ▶
Diagnostic manual 08.2022

54 Repair Group  01 - Self-diagnosis



Position DTC code DTC:Description

1 P030100 CCU_Over-current protection fail-
ure

2 P030200 DCDC output over-voltage Alarm

3 P030300 CCU_current rationality out of
range

4 U030487 CCU and EMS CAN communica-
tion timeout

5 U030588 EMS CAN Busoff

6 U030687 CCU and SECC communication
timeout

7 U030788 SECC CAN Busoff

8 U030887 CCU and SECC communication
interruption

9 P030900 The gun positive temperature
sensor, short circuit to battery or
open circuit

10 P031000 The gun positive temperature
sensor, short circuit to ground

11 P031100 The gun negative temperature
sensor, short circuit to battery or
open circuit

12 P031200 The gun negative temperature
sensor, short circuit to ground

13 P0313F0 Gun over-temperature level 1 fail-
ure

14 P0314F1 Gun over-temperature level 2 fail-
ure

15 P0315F2 Gun over-temperature level 3 fail-
ure

16 P0315F3 Gun over-temperature too many
times

17 P031600 DC positive relay lifetime failure

18 P031700 DC positive relay drive, short cir-
cuit to battery

19 P031800 DC positive relay drive, short cir-
cuit to ground

20 P031900 DC positive relay drive, open cir-
cuit

21 P032000 DC positive relay drive, over-cur-
rent

22 P032100 DC negative relay drive, short cir-
cuit to battery

23 P032200 DC negative relay drive, short cir-
cuit to ground

24 P032300 DC negative relay drive, open cir-
cuit
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Position DTC code DTC:Description

25 P032400 DC negative relay drive, over-cur-
rent

26 P032500 DC positive relay, open failure

27 P032600 DC positive relay, adhesion fail-
ure

28 P032700 DC negative relay, open failure

29 P032800 DC negative relay, adhesion fail-
ure

30 P032900 Fuse failure

31 P0330F1 Insulation level 1 failure detection

32 P0331F2 Insulation level 2 failure detection

33 P0332F3 Insulation level 3 failure detection

34 P033300 Insulation detection circuit hard-
ware failures

35 P033400 CCU_System basic chip internal
failure

36 P033500 CCU_System basic chip internal
CAN failure

37 P033900 Voltage outside of DC positive re-
lay less than AFC minimum out-
put voltage

38 P034000 Voltage outside of DC positive re-
lay greater than AFC maximum
output voltage

39 P035900 DC output voltage exceeds BCL
requirement voltage

40 P036000 DC output current exceeds BCL
requirement voltage

41 P038300 Battery maximum allowable volt-
age less than AFC minimum out-
put voltage

42 P038400 CCU internal failure

43 P038500 DC positive relay contact detec-
ted abnormal

44 P038600 DC negative relay contact detec-
ted abnormal

45 P038800 PreCableCheck failure

46 P060100 DB_INIT_ERROR_GENERAL

47 P060200 DB_INIT_ERROR_IFADDR

48 P060300 DB_INIT_ERROR_THREAD

49 P060400 DB_INIT_ERROR_OPENCHAN-
NEL

50 P060500 DB_INIT_ERROR_KEY

51 P060600 DB_SLAC_ERROR_GENERAL
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Position DTC code DTC:Description

52 P060700 DB_SLAC_ERROR_TIMER_INIT

53 P060800 DB_SLAC_ERROR_TIM-
ER_TIMEOUT

54 P060900 DB_SLAC_ERROR_TIM-
ER_MISC

55 P061000 DB_SLAC_ERROR_PAR-
AM_TIMEOUT

56 P061100 DB_SLAC_ERROR_PAR-
AM_SOCKET

57 P061200 DB_SLAC_ERROR_START_AT-
TEN_CHAR_TIMEOUT

58 P061300 DB_SLAC_ER-
ROR_MNBC_SOUND_TIMEOUT

59 P061400 DB_SLAC_ERROR_AT-
TEN_CHAR_TIMEOUT

60 P061500 DB_SLAC_ERROR_AT-
TEN_CHAR_SOCKET

61 P061600 DB_SLAC_ERROR_VALI-
DATE_1_TIMEOUT

62 P061700 DB_SLAC_ERROR_VALI-
DATE_1_SOCKET

63 P061800 DB_SLAC_ERROR_VALI-
DATE_2_TIMEOUT

64 P061900 DB_SLAC_ERROR_VALI-
DATE_2_SOCKET

65 P062000 DB_SLAC_ERROR_BCB_TOG-
GLE_TIMEOUT

66 P062100 DB_SLAC_ER-
ROR_MATCH_TIMEOUT

67 P062200 DB_SLAC_ER-
ROR_MATCH_SOCKET

68 P062300 DB_SLAC_ER-
ROR_READ_SOCKET

69 P062400 DB_SDP_ERROR_GENERAL

70 P062500 DB_SDP_ERROR_INIT_SOCK-
ET

71 P062600 DB_SDP_ERROR_INIT_SOCK-
OPT1

72 P062700 DB_SDP_ERROR_INIT_SOCK-
OPT2

73 P062800 DB_SDP_ERROR_INIT_BIND

74 P062900 DB_SDP_ER-
ROR_THREAD_SOCKET1

75 P063000 DB_SDP_ER-
ROR_THREAD_SOCKET2
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Position DTC code DTC:Description

76 P063100 DB_SDP_ERROR_TIMEOUT

77 P063200 DB_DIN_ERROR_GENERAL

78 P063300 DB_DIN_ERROR_INIT_SOCKET

79 P063400 DB_DIN_ERROR_INIT_SOCK-
OPT

80 P063500 DB_DIN_ERROR_INIT_BIND

81 P063600 DB_DIN_ERROR_INIT_LISTEN

82 P063700 DB_DIN_ERROR_INIT_SELECT

83 P063800 DB_DIN_ERROR_INIT_ACCEPT

84 P063900 DB_DIN_ERROR_TIMEOUT

85 P064000 DB_DIN_ER-
ROR_V2GTP_HEADER

86 P064100 DB_DIN_ER-
ROR_V2GTP_HEADER_LEN

87 P064200 DB_DIN_ERROR_DECODE_EXI

88 P064300 DB_DIN_ERROR_CREATE_RE-
SPONSE

89 P064400 DB_DIN_ERROR_ENCODE_EXI

90 P064500 DB_DIN_ER-
ROR_V2GTP_HEADER_WRITE

91 P064600 DB_DIN_ERROR_SOCKET_EX-
CEPTION

92 P064700 DB_DIN_ERROR_SOCK-
ET_SEND

93 P064800 DB_DIN_ERROR_NO_PROTO-
COL

94 P064900 DB_ISO15118_ERROR_GENER-
AL

95 P065000 DB_ISO15118_ERROR_IN-
IT_SOCKET

96 P065100 DB_ISO15118_ERROR_IN-
IT_SOCKOPT

97 P065200 DB_ISO15118_ERROR_IN-
IT_BIND

98 P065300 DB_ISO15118_ERROR_IN-
IT_LISTEN

99 P065400 DB_ISO15118_ERROR_IN-
IT_SELECT

100 P065500 DB_ISO15118_ERROR_IN-
IT_ACCEPT

101 P065600 DB_ISO15118_ERROR_TIME-
OUT

102 P065700 DB_ISO15118_ER-
ROR_V2GTP_HEADER
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Position DTC code DTC:Description

103 P065800 DB_ISO15118_ER-
ROR_V2GTP_HEADER_LEN

104 P065900 DB_ISO15118_ERROR_DE-
CODE_EXI

105 P066000 DB_ISO15118_ERROR_CRE-
ATE_RESPONSE

106 P066100 DB_ISO15118_ERROR_EN-
CODE_EXI

107 P066200 DB_ISO15118_ER-
ROR_V2GTP_HEADER_WRITE

108 P066300 DB_ISO15118_ERROR_SOCK-
ET_EXCEPTION

109 P066400 DB_ISO15118_ERROR_SOCK-
ET_SEND

110 P066500 DB_ISO15118_ER-
ROR_NO_PROTOCOL

111 P037600 DCDC output out of range

112 U031587 CCU and SECC communication
timeout

113 P037000 Precharge timeout

114 P034100 Vehicle voltage out of CML

115 P051000 precablecheck temp fault

116 P051100 Insulation PE off line

117 P036300 CP off line

4.2 CCU Action Table
◆ ⇒ “CCU DTC Code Table” on page 54

◆ ⇒ “CCU Repair Action” on page 68

Position DTC
code

Charge
Fault Lev-

el

System Action

1 P03010
0

10 Directly cut off the relay,
end of charge.

2 P03020
0

10 Directly cut off the relay,
end of charge.

3 P03030
0

4 Derate power
CCU reported failure rating
(request EMS derating
power 50%. Don’t cut off
the relay. Fault can be re-
covered.
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Position DTC
code

Charge
Fault Lev-

el

System Action

4 U03048
7

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

5 U03058
8

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

6 U03068
7

1 Warning alarm, no opera-
tion;

7 U03078
8

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

8 U03088
7

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

9 P03090
0

4 Derate power
CCU reported failure rating
(request EMS derating
power 50%. Don’t cut off
the relay. Fault can be re-
covered.

10 P03100
0

4 Derate power
CCU reported failure rating
(request EMS derating
power 50%. Don’t cut off
the relay. Fault can be re-
covered.

11 P03110
0

4 Derate power
CCU reported failure rating
(request EMS derating
power 50%. Don’t cut off
the relay. Fault can be re-
covered.

12 P03120
0

4 Derate power
CCU reported failure rating
(request EMS derating
power 50%. Don’t cut off
the relay. Fault can be re-
covered.
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Position DTC
code

Charge
Fault Lev-

el

System Action

13 P0313F
0

1 Warning alarm, no opera-
tion;

14 P0314F
1

4 Derate power
CCU reported failure rating
(request EMS derating
power 50%. Don’t cut off
the relay. Fault can be re-
covered.

15 P0315F
2

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

16 P0315F
3

10 Directly cut off the relay,
end of charge.

17 P03160
0

1 Warning alarm, no opera-
tion;

18 P03170
0

1 Warning alarm, no opera-
tion;

19 P03180
0

1 Warning alarm, no opera-
tion;

20 P03190
0

1 Warning alarm, no opera-
tion;

21 P03200
0

1 Warning alarm, no opera-
tion;

22 P03210
0

1 Warning alarm, no opera-
tion;

23 P03220
0

1 Warning alarm, no opera-
tion;

24 P03230
0

1 Warning alarm, no opera-
tion;

25 P03240
0

1 Warning alarm, no opera-
tion;

26 P03250
0

10 Directly cut off the relay,
end of charge.

27 P03260
0

10 Directly cut off the relay,
end of charge.

28 P03270
0

10 Directly cut off the relay,
end of charge.

29 P03280
0

10 Directly cut off the relay,
end of charge.

30 P03290
0

10 Directly cut off the relay,
end of charge.

31 P0330F
1

1 Warning alarm, no opera-
tion;
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Position DTC
code

Charge
Fault Lev-

el

System Action

32 P0331F
2

4 Derate power
CCU reported failure rating
(request EMS derating
power 50%. Don’t cut off
the relay. Fault can be re-
covered.

33 P0332F
3

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

34 P03330
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

35 P03340
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

36 P03350
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

37 P03390
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

38 P03400
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

39 P03590
0

10 Directly cut off the relay,
end of charge.

40 P03600
0

10 Directly cut off the relay,
end of charge.

3   ▶
Diagnostic manual 08.2022

62 Repair Group  01 - Self-diagnosis



Position DTC
code

Charge
Fault Lev-

el

System Action

41 P03830
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

42 P03840
0

1 Warning alarm, no opera-
tion;

43 P03850
0

10 Directly cut off the relay,
end of charge.

44 P03860
0

10 Directly cut off the relay,
end of charge.

45 P03880
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

46 P06010
0

1 Warning alarm, no opera-
tion;

47 P06020
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

48 P06030
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

49 P06040
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

50 P06050
0

1 Warning alarm, no opera-
tion;

51 P06060
0

1 Warning alarm, no opera-
tion;

52 P06070
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.
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Position DTC
code

Charge
Fault Lev-

el

System Action

53 P06080
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

54 P06090
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

55 P06100
0

1 Warning alarm, no opera-
tion;

56 P06110
0

1 Warning alarm, no opera-
tion;

57 P06120
0

1 Warning alarm, no opera-
tion;

58 P06130
0

1 Warning alarm, no opera-
tion;

59 P06140
0

1 Warning alarm, no opera-
tion;

60 P06150
0

1 Warning alarm, no opera-
tion;

61 P06160
0

1 Warning alarm, no opera-
tion;

62 P06170
0

1 Warning alarm, no opera-
tion;

63 P06180
0

1 Warning alarm, no opera-
tion;

64 P06190
0

1 Warning alarm, no opera-
tion;

65 P06200
0

1 Warning alarm, no opera-
tion;

66 P06210
0

1 Warning alarm, no opera-
tion;

67 P06220
0

1 Warning alarm, no opera-
tion;

68 P06230
0

1 Warning alarm, no opera-
tion;

69 P06240
0

1 Warning alarm, no opera-
tion;
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Position DTC
code

Charge
Fault Lev-

el

System Action

70 P06250
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

71 P06260
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

72 P06270
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

73 P06280
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

74 P06290
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

75 P06300
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

76 P06310
0

1 Warning alarm, no opera-
tion;

77 P06320
0

1 Warning alarm, no opera-
tion;

78 P06330
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.
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Position DTC
code

Charge
Fault Lev-

el

System Action

79 P06340
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

80 P06350
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

81 P06360
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

82 P06370
0

1 Warning alarm, no opera-
tion;

83 P06380
0

1 Warning alarm, no opera-
tion;

84 P06390
0

1 Warning alarm, no opera-
tion;

85 P06400
0

1 Warning alarm, no opera-
tion;

86 P06410
0

1 Warning alarm, no opera-
tion;

87 P06420
0

1 Warning alarm, no opera-
tion;

88 P06430
0

1 Warning alarm, no opera-
tion;

89 P06440
0

1 Warning alarm, no opera-
tion;

90 P06450
0

1 Warning alarm, no opera-
tion;

91 P06460
0

1 Warning alarm, no opera-
tion;

92 P06470
0

1 Warning alarm, no opera-
tion;

93 P06480
0

1 Warning alarm, no opera-
tion;

94 P06490
0

1 Warning alarm, no opera-
tion;
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Position DTC
code

Charge
Fault Lev-

el

System Action

95 P06500
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

96 P06510
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

97 P06520
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

98 P06530
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

99 P06540
0

1 Warning alarm, no opera-
tion;

100 P06550
0

1 Warning alarm, no opera-
tion;

101 P06560
0

1 Warning alarm, no opera-
tion;

102 P06570
0

1 Warning alarm, no opera-
tion;

103 P06580
0

1 Warning alarm, no opera-
tion;

104 P06590
0

1 Warning alarm, no opera-
tion;

105 P06600
0

1 Warning alarm, no opera-
tion;

106 P06610
0

1 Warning alarm, no opera-
tion;

107 P06620
0

1 Warning alarm, no opera-
tion;

108 P06630
0

1 Warning alarm, no opera-
tion;

109 P06640
0

1 Warning alarm, no opera-
tion;

  ▶
Diagnostic manual 08.2022

3

4  CCU DTC Matrix 67



Position DTC
code

Charge
Fault Lev-

el

System Action

110 P06650
0

1 Warning alarm, no opera-
tion;

111 P03760
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

112 U03158
7

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

113 P03700
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

114 P03410
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

115 P05100
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

116 P05110
0

10 Directly cut off the relay,
end of charge.

117 P03630
0

7 Depending on the charging
end process (send CST
message to EMS and car
controller), stop charging
or prevent the start of
charging.

4.3 CCU Repair Action
◆ ⇒ “CCU DTC Code Table” on page 54

◆ ⇒ “CCU Action Table” on page 59

Position DTC code Repair Action

1 P030100  

2 P030200  
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Position DTC code Repair Action

3 P030300  

4 U030487  

5 U030588  

6 U030687  

7 U030788  

8 U030887  

9 P030900  

10 P031000  

11 P031100  

12 P031200  

13 P0313F0  

14 P0314F1  

15 P0315F2  

16 P0315F3  

17 P031600  

18 P031700  

19 P031800  

20 P031900  

21 P032000  

22 P032100  

23 P032200  

24 P032300  

25 P032400  

26 P032500  

27 P032600  

28 P032700  

29 P032800  

30 P032900  

31 P0330F1  

32 P0331F2  

33 P0332F3  

34 P033300  

35 P033400  

36 P033500  

37 P033900  

38 P034000  

39 P035900  

40 P036000  

41 P038300  
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Position DTC code Repair Action

42 P038400  

43 P038500  

44 P038600  

45 P038800  

46 P060100  

47 P060200  

48 P060300  

49 P060400  

50 P060500  

51 P060600  

52 P060700  

53 P060800  

54 P060900  

55 P061000  

56 P061100  

57 P061200  

58 P061300  

59 P061400  

60 P061500  

61 P061600  

62 P061700  

63 P061800  

64 P061900  

65 P062000  

66 P062100  

67 P062200  

68 P062300  

69 P062400  

70 P062500  

71 P062600  

72 P062700  

73 P062800  

74 P062900  

75 P063000  

76 P063100  

77 P063200  

78 P063300  

79 P063400  

80 P063500  

3   ▶
Diagnostic manual 08.2022

70 Repair Group  01 - Self-diagnosis



Position DTC code Repair Action

81 P063600  

82 P063700  

83 P063800  

84 P063900  

85 P064000  

86 P064100  

87 P064200  

88 P064300  

89 P064400  

90 P064500  

91 P064600  

92 P064700  

93 P064800  

94 P064900  

95 P065000  

96 P065100  

97 P065200  

98 P065300  

99 P065400  

100 P065500  

101 P065600  

102 P065700  

103 P065800  

104 P065900  

105 P066000  

106 P066100  

107 P066200  

108 P066300  

109 P066400  

110 P066500  

111 P037600  

112 U031587  

113 P037000  

114 P034100  

115 P051000  

116 P051100  

117 P036300  
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5 BMS DTC Matrix

5.1 BMS DTC Code Table
◆ ⇒ “BMS Action Table” on page 75

◆ ⇒ “BMS Repair Action” on page 101

Position DTC code DTC:Description

1 P0563F0 Power supply overvoltage level1

2 P0562F0 Power supply undervoltage lev-
el1

3 P0B0100 Power supply open circuit

4 P0B3C00 Power supply circuit fault

5 P0E03F0 Cell temperature diff is too big
level 1 failure

6 P064100 Pack current sensor power sup-
ply fault

7 P0B3BF3 MSD FAULT

8 P002000 HWInitFlt

9 P002100 SysInitFlt

10 P0B0200 watchdog reset

11 U007388 PT CAN Busoff

12 U070000 PT CAN EMS timeout

13 U0701F2 PT CAN HALL timeout

14 P0A7DF2 Low SOC level 1 fault

15 P0A7DF3 Low SOC level 2 fault

16 P0DF6F0 Low SOH level 1 fault

17 P0DF6F1 Low SOH level 2 fault

18 P0DF6F2 Low SOH level 3 fault

19 P0DF7F0 Over discharging power level 1
fault

20 P0DF7F1 Over discharging power level 2
fault

21 P0DF7F2 Over discharging power level 3
fault

22 P0DF8F0 Over charging power level 1 fault

23 P0DF8F1 Over charging power level 2 fault

24 P0DF8F2 Over charging power level 3 fault

25 P0DE7F0 Cell overvoltage level 1 failure

26 P0DE7F1 Cell overvoltage level 2 failure

27 P0DE7F2 Cell overvoltage level 3 failure

28 P0DFEF3 Cell overcharging failure

29 P0DE6F0 Cell undervoltage level 1 failure
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Position DTC code DTC:Description

30 P0DE6F1 Cell undervoltage level 2 failure

31 P0DE6F2 Cell undervoltage level 3 failure

32 P0DFFF3 Cell overcharging failure

33 P072429 Cell voltage rationality failure

34 P0E00F2 Cell voltage diff is too big level 3
failure

35 P0E01F0 Cell overtemperature level 1 fail-
ure

36 P0E01F1 Cell overtemperature level 2 fail-
ure

37 P0E01F2 Cell overtemperature level 3 fail-
ure

38 P0E01F3 Cell overtemperature failure

39 P0E03F0 Cell temperature diff is too big
level 1 failure

40 P072529 Cell temperature rationality fail-
ure

41 P0AFBF1 Pack overvoltage level 1 failure

42 P0AFBF2 Pack overvoltage level 2 failure

43 P0AFAF1 Pack undervoltage level 1 failure

44 P0AFAF2 Pack undervoltage level 2 failure

45 P0DF7F3 Pack overcurrent failure

46 P0DEA00 Current rationality failure

47 P0AF800 Pack voltage rationality failure

48 P0B5000 Precharge voltage rationality fail-
ure

49 P0ADC00 The driver of positive relay, short
to power supply

50 P0ADBF3 The driver of positive relay, short
to ground

51 P0AD900 The driver of positive relay, open
circuit

52 P0AE000 The driver of negative relay,
short to power supply

53 P0ADFF3 The driver of negative relay,
short to ground

54 P0ADD00 The driver of negative relay,
open circuit

55 P0AE700 The driver of precharge relay,
short to power supply

56 P0AE6F3 The driver of precharge relay,
short to ground or open circuit

57 P070000 The driver of pack1 relay, short
to power supply
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Position DTC code DTC:Description

58 P0701F3 The driver of pack1relay, short to
ground

59 P070200 The driver of pack2 relay, short
to power supply

60 P0703F3 The driver of pack2 relay, short
to ground

61 P0AA2F3 Open failure for positive relay

62 P0AA1F1 Adhesion failure for positive re-
lay

63 P0AA5F3 Open failure for negative relay

64 P0AA400 Adhesion failure for negative re-
lay

65 P0AE3F3 Open failure for pre-charge relay

66 P0AE2F3 Adhesion failure for pre-charge
relay

67 P0714F0 Adhesion failure of Pack1 relay

68 P0715F0 Adhesion failure of Pack2 relay

69 P073100 Open failure of pack1 relay

70 P073200 Open failure of pack2 relay

71 P0718F3 Open failure of fuse

72 P0B0300 Cut off with load

73 P0B09F3 Precharging failure

74 P0B0AF3 Short circuit of pre-charge load

75 P0AA6F0 Insulation level 1 failure detec-
tion

76 P0AA6F1 Insulation level 2 failure detec-
tion

77 P0AA6F2 Insulation level 3 failure detec-
tion

78 P0A0A00 Open failure of HVIL

79 P0A0D00 Short to power supply of HVIL

80 P0A0C00 Short to ground of HVIL

81 P0B4400 Balance resistance overtemper-
ature

82 P0B4500 Balance circuit running without
command

83 P0B4600 Balance circuit not running with-
out command

84 P0B5A00 Internal NVM failure

85 P0B39F0 The driver of CMU power supply
short to power supply

86 P0B3AF3 The driver of CMU power supply,
short to ground or open circuit
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Position DTC code DTC:Description

87 P0DD900 Internal failure of CMU1

88 P0DDB00 Internal failure of CMU2

89 U000987 Communication failure of CMU1

90 U000A87 Communication failure of CMU2

91 P0DE900 Internal failure of SBC

92 U001287 SBC CAN failure

93 P070800 Inlet temperature rationality fail-
ure of pack1

94 P070900 Outlet temperature rationality
failure of pack1

95 P071000 Inlet temperature rationality fail-
ure of pack2

96 P071100 Outlet temperature rationality
failure of pack2

97 P073500  

5.2 BMS Action Table
◆ ⇒ “BMS DTC Code Table” on page 72

◆ ⇒ “BMS Repair Action” on page 101
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

1 P0563F
0

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

2 P0562F
0

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

3 P0B010
0

1 Warning 1 Warning

4 P0B3C0
0

1 Warning 1 Warning

5 P0E03F
0

0 Normal 0 Normal
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

6 P06410
0

1 Warning 1 Warning

7 P0B3BF
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

8 P00200
0

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

9 P00210
0

1 Warning 1 Warning

10 P0B020
0

1 Warning 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

11 U00738
8

1 Warning 1 Warning

12 U07000
0

1 Warning 1 Warning

13 U0701F
2

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

14 P0A7DF
2

0 Normal 1 Warning

15 P0A7DF
3

0 Normal 7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

16 P0DF6F
0

1 Warning 1 Warning

17 P0DF6F
1

1 Warning 1 Warning

18 P0DF6F
2

1 Warning 1 Warning

19 P0DF7F
0

0 Normal 1 Warning

20 P0DF7F
1

0 Normal 4 Derate
power1
In discharg-
ing: Derat-
ing the dis-
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

  ▶
Diagnostic manual 08.2022

3

5  BMS DTC Matrix 79



Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

21 P0DF7F
2

0 Normal 7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

22 P0DF8F
0

1 Warning 0 Normal

23 P0DF8F
1

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

0 Normal
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

24 P0DF8F
2

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

0 Normal

25 P0DE7F
0

1 Warning 0 Normal

26 P0DE7F
1

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

0 Normal
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

27 P0DE7F
2

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

0 Normal

28 P0DFE
F3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

0 Normal

29 P0DE6F
0

0 Normal 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

30 P0DE6F
1

0 Normal 4 Derate
power1
In discharg-
ing: Derat-
ing the dis-
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

31 P0DE6F
2

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

32 P0DFFF
3

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

33 P07242
9

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

34 P0E00F
2

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

4 Derate
power1
In discharg-
ing: Derat-
ing the dis-
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

35 P0E01F
0

1 Warning 1 Warning

36 P0E01F
1

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

4 Derate
power1
In discharg-
ing: Derat-
ing the dis-
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

37 P0E01F
2

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

38 P0E01F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

39 P0E03F
0

1 Warning 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

40 P07252
9

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

41 P0AFBF
1

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

0 Normal
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

42 P0AFBF
2

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

0 Normal

43 P0AFAF
1

0 Normal 4 Derate
power1
In discharg-
ing: Derat-
ing the dis-
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

44 P0AFAF
2

0 Normal 7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

45 P0DF7F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

46 P0DEA
00

1 Warning 1 Warning

47 P0AF80
0

1 Warning 1 Warning

48 P0B500
0

1 Warning 1 Warning

  ▶
Diagnostic manual 08.2022

3

5  BMS DTC Matrix 89



Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

49 P0ADC
00

1 Warning 1 Warning

50 P0ADB
F3

1 Warning 1 Warning

51 P0AD90
0

1 Warning 1 Warning

52 P0AE00
0

1 Warning 1 Warning

53 P0ADF
F3

1 Warning 1 Warning

54 P0ADD
00

1 Warning 1 Warning

55 P0AE70
0

1 Warning 1 Warning

56 P0AE6F
3

1 Warning 1 Warning

57 P07000
0

1 Warning 1 Warning

58 P0701F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

59 P07020
0

1 Warning 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

60 P0703F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

61 P0AA2F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

62 P0AA1F
1

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

63 P0AA5F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

64 P0AA40
0

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

65 P0AE3F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

66 P0AE2F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

67 P0714F
0

1 Warning 1 Warning

68 P0715F
0

1 Warning 1 Warning

69 P07310
0

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

70 P07320
0

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

71 P0718F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

72 P0B030
0

1 Warning 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

73 P0B09F
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

74 P0B0AF
3

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

75 P0AA6F
0

1 Warning 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

76 P0AA6F
1

4 Derate pow-
er1
In charging:
Derating the
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not opened;
after the
fault recov-
ery, the
charging
power re-
turned to
normal.

4 Derate
power1
In discharg-
ing: Derat-
ing the dis-
charge
power to
50% within
10 s,
(K18/K19/
K20) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

77 P0AA6F
2

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

78 P0A0A0
0

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

79 P0A0D0
0

1 Warning 1 Warning

80 P0A0C0
0

1 Warning 1 Warning

81 P0B440
0

1 Warning 1 Warning

82 P0B450
0

1 Warning 1 Warning

83 P0B460
0

1 Warning 1 Warning

84 P0B5A0
0

1 Warning 1 Warning

85 P0B39F
0

1 Warning 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

86 P0B3AF
3

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

87 P0DD90
0

1 Warning 1 Warning

88 P0DDB
00

1 Warning 1 Warning

89 U00098
7

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

90 U000A8
7

7 Derate pow-
er2
In charging:
Derating the
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not opened;
After the
fault recov-
ery, the
charging
power re-
turned to
normal.

7 Derate
power2
In discharg-
ing: Derat-
ing the dis-
charge
power to
0% within
10 s,
(K13/K14/
K19) /
(K15/K16/
K20) are
not
opened;
After the
fault recov-
ery, the dis-
charging
power re-
turned to
normal.

91 P0DE90
0

1 Warning 1 Warning

92 U00128
7

1 Warning 1 Warning

93 P07080
0

1 Warning 1 Warning

94 P07090
0

1 Warning 1 Warning

95 P07100
0

1 Warning 1 Warning
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Posi-
tion

DTC
code

Charg
e Fault
Level

System Ac-
tion

Dis-
Charg

e
Fault
Level

System
Action

96 P07110
0

1 Warning 1 Warning

97 P07350
0

10 Derating the
charging or
discharging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current fault
after next
power on,
fault
cleared.

10 Derating
the charg-
ing or dis-
charging
power to
0% within
10 s,
open
(K13/K14/
K19) /
(K15/K16/
K20) and
the relay
are not al-
lowed to be
closed this
time. If no
current
fault after
next power
on, fault
cleared.

5.3 BMS Repair Action
◆ ⇒ “BMS DTC Code Table” on page 72

◆ ⇒ “BMS Action Table” on page 75

Position DTC code Repair Action

1 P0563F0  

2 P0562F0  

3 P0B0100  

4 P0B3C00  

5 P0E03F0  

6 P064100  

7 P0B3BF3  

8 P002000  

9 P002100  

10 P0B0200  

11 U007388  

12 U070000  

13 U0701F2  
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Position DTC code Repair Action

14 P0A7DF2  

15 P0A7DF3  

16 P0DF6F0  

17 P0DF6F1  

18 P0DF6F2  

19 P0DF7F0  

20 P0DF7F1  

21 P0DF7F2  

22 P0DF8F0  

23 P0DF8F1  

24 P0DF8F2  

25 P0DE7F0  

26 P0DE7F1  

27 P0DE7F2  

28 P0DFEF3  

29 P0DE6F0  

30 P0DE6F1  

31 P0DE6F2  

32 P0DFFF3  

33 P072429  

34 P0E00F2  

35 P0E01F0  

36 P0E01F1  

37 P0E01F2  

38 P0E01F3  

39 P0E03F0  

40 P072529  

41 P0AFBF1  

42 P0AFBF2  

43 P0AFAF1  

44 P0AFAF2  

45 P0DF7F3  

46 P0DEA00  

47 P0AF800  

48 P0B5000  

49 P0ADC00  

50 P0ADBF3  

51 P0AD900  

52 P0AE000  
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Position DTC code Repair Action

53 P0ADFF3  

54 P0ADD00  

55 P0AE700  

56 P0AE6F3  

57 P070000  

58 P0701F3  

59 P070200  

60 P0703F3  

61 P0AA2F3  

62 P0AA1F1  

63 P0AA5F3  

64 P0AA400  

65 P0AE3F3  

66 P0AE2F3  

67 P0714F0  

68 P0715F0  

69 P037100  

70 P037200  

71 P0718F3  

72 P0B0300  

73 P0B09F3  

74 P0B0AF3  

75 P0AA6F0  

76 P0AA6F1  

77 P0AA6F2  

78 P0A0A00  

79 P0A0D00  

80 P0A0C00  

81 P0B4400  

82 P0B4500  

83 P0B4600  

84 P0B5A00  

85 P0B39F0  

86 P0B3AF3  

87 P0DD900  

88 P0DDB00  

89 U000987  

90 U000A87  

91 P0DE900  
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Position DTC code Repair Action

92 U001287  

93 P070800  

94 P070900  

95 P071000  

96 P071100  

97 P073500  

6 Software versions

6.1 Control unit software versions
Condition

● This version is only provided as an example. The current
hardware and software versions are subject to regular up-
dates – please enquire about the latest version.

Compo-
nent

SW ver-
sion

HW ver-
sion

Param-
Version

Remarks

EMS EMS0E00
1R450

  previous
version:
EMS0E00
1R432

BMU1 BMU0E02
1R316

  previous
version: 17
June 2021:
BMU0E00
1R310

BMU2 BMU0E02
1R316

  previous
version: 17
June 2021:
BMU0E00
1R310

CCU1 CCU0E00
1R313

  previous
version: 17
June 2021:
CCU0E00
1R310

CCU2 CCU0E00
1R313

  previous
version: 17
June 2021:
CCU0E00
1R310

SECC1 SEC-
CA100R03
1

   

SECC2 SEC-
CA100R03
1
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Compo-
nent

SW ver-
sion

HW ver-
sion

Param-
Version

Remarks

CMU1 - A CMU0E00
1R034

  previous
version: 17
June 2021:
CMU0E00
1R032_20
210517
CMU0E00
1R031

CMU2 - A CMU0E00
1R034

  previous
version: 17
June 2021:
CMU0E00
1R032_20
210517
CMU0E00
1R031

CMU1 - B CMU0E00
1R034

  previous
version: 17
June 2021:
CMU0E00
1R032_20
210517
CMU0E00
1R031

CMU2 - B CMU0E00
1R034

  previous
version: 17
June 2021:
CMU0E00
1R032_20
210517
CMU0E00
1R031

HCU
(TMS)

TMS0D10
1T323

   

TBOX1
(MCU)

MCU0E00
1R450

  previous
version: 17
June 2021:
MCUEHC2
S0447R21
_20210526

TBOX1
(MPU)

MCU0E00
1R450

 MAC ad-
dress

previous
version: 17
June 2021:
MPUEHC2
S0431R21
_20210531

TBOX2
(MCU)

TBOXE00
1T037

   

TBOX2
(MPU)

  MAC ad-
dress
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Compo-
nent

SW ver-
sion

HW ver-
sion

Param-
Version

Remarks

AC meter SDM630-
Modbus
V2

 630Mod-
Bus_app_
aligned210
305

Exchanged
with new
version
and flash-
ed

DC meter     

AC/DC G1 AC20A101
R008
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

  addresses
configured
previous
version:
AC20A101
R004
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

AC/DC G2 AC20A101
R008
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

  addresses
configured
previous
version:
AC20A101
R004
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

DC/DC G3 DC60A101
R009
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

  addresses
configured
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Compo-
nent

SW ver-
sion

HW ver-
sion

Param-
Version

Remarks

DC/DC G3 DC60A101
R009
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

  addresses
configured

DC/DC G5 DC60A101
R009
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

  addresses
configured

DC/DC G6 DC60A101
R009
I1E2d0_Up
da-
teBL_ICS_
A1d0 (spe-
cific APP)
J1E3d0_B
L_DuPow-
er_A1d2
(BL)

  addresses
configured

CCV 62.13.01   TID:
44262044

HMI HMI 2.2.8-
eon Ki-
osk-2.7.0

   

Ad   01-tv-d30-
v30-
eon_glob-
al_drive_3
0Hero.mp4

 

DC/DC
(HV to LV)
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