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RUGGED USB-C HUB

TEST SPECIFICATIONS
•MILSTD-810G Operational and non-
operational vibration

•MILSTD-810G Shock 40G – 11ms
•MILSTD 810G Environmental Testing:

Operational Temperatures: -30°C to +80°C
Storage Temperatures: -40°C to +85°C
Humidity 30°C to 60°C, 95% RH

•ESD per ISO 10605 Sec 8, Cat 2
•FCC & CE certified
•ROHS compliant

•Compatible with Windows*, MAC and Android operating systems 
*HDMI might not be functional on some operating systems

•Rugged aircraft grade CNC aluminum case for strength and 
durability

•Ergonomic low-profile design
•VESA 75 mounting pattern
• Integrated cable management

FEATURES

PORT CONNECTORS
•1 x USB-C (5V, 2A) fast charging
•2 x USB 3.0
•1 x RJ45 (gigabit)
•1 x Power input (10 – 40Vdc)
•2 x USB 3.0 (1.5A) fast charging
•1 x HDMI

PMT rugged USB-C hub has been designed and tested for 
use in the harshest conditions in the world while maintaining 
the ability to offer consistent reliability giving users the 
confidence that operational capabilities are not going to be 
compromised. Featuring a number of different connectivity 
options this USB-C hub offers extreme versatility to suit 
many different and demanding applications.

ITEM #’S
•AS7.U050.003-1 RUGGED USB-C HUB WITH DC-IN POWER CABLE 
(BARE WIRE)

•AS7.U050.003-2 RUGGED USB-C HUB WITH DC-IN POWER CABLE 
(BARE WIRE) & USB TYPE C CABLE

WEIGHT HEIGHT WIDTH DEPTH

0.40 lbs 1.26 in 4.30 in 4.33 in


