AC Power for
Business-Critical Continuity™

Liebert GXT3
10000VA Tower Model
Reliable On-Line Protection In A Compact Tower Package

Liebert GXT3 UPS meets the need for higher power capacities in small spaces. This true on-line double
conversion UPS system is available in two different 10kVA versions, and features integrated maintenance
bypass, as well as optional extended battery runtime.

Automatic frequency detection

User replaceable hot-swappable internal batteries
Additional runtime with additional battery cabinets
Liebert IntelliSlot™ communications port

Multiple output possibilities (hardwired and
receptacles)

Includes Windows-based configuration program

Built-in USB communications for use with Liebert
MultiLink™ Automated Shutdown Software

Built-in closure signals
Emergency Power Off (EPO)
Parallelable up to 3 units

-

It is available in both transformer-less and transformer-in versions.
The transformer less version can work in either 1x1 or 3x1
configuration, which makes it very flexible. The isolated version is
fitted with an output Isolation transformer which allows using it at
Wider input voltage window minimizes battery use 110, 120 phase to neutral or 208, 220 phase to phase voltages, for

Internal automatic and manual bypass dual input with phases shifted by 180 degrees.
Self-diagnostics

Liebert GXT3 UPS offers a variety of communications options to

provide the monitoring and control capabilities demanded by
Standard two-year replacement warranty today’s network computing systems. Operation can be monitored
using:

C t footprint
ompacttootprin Liebert IntelliSlot Web Card providing SNMP and web-based

Shields batteries from heat generating electronic monitoring and control of your UPS.

components Liebert MultiLink™ Automated System Shutdown Software
Battery cutoff voltage to prevent from Liebert Nform™ Monitoring System

overdischarge of batteries Third-Party Monitoring Systems

Ideally suited for Mission-Critical Applications such as:

LAN & WAN Servers

Network Equipment

IP Telephony Deployments

Office Telecommunications systems
ISDN & frame relay applications

Test and Diagnostic Equipment

Micro Processor-controlled Equipment
Banks

Available!

Liebert GXT3
T10KVA Tower
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Liebert® GXT3, 10000VA Tower Model

Specifications

Model Number GXT3-10000T230 GXT3-10000T220
Power Rating 10000VA/9000W

Dimensions, W x D x H - mm (in) 300x675x800(11.8x26.6x31.5)

Weight with integrated batteries (kg) 105 140

Color Black

Input AC Parameters

Voltage Range Without Battery Operation

176-280VAC (for 1x1)
304-485VAC (for 3x1)

700 - 185 £5VAC (for 1x1)

Frequency Range

50 - 60Hz autoselection

Input Socket terminal block

Output Sockets terminal block

Voltage 220/230/240VAC 208VAC

Waveform Sinewave

Battery Parameters

Type HR 1234WF12 CSB HR1234R or Panasonic UP-RW1245
Quantity x Voltage 20x 12V

Recharge Time 3 hours to 90% capacity after full discharge with 100% load (Internal Batteries Only)
Battery Backup Time See table below

Environmental

Operating Temperature 300t€o34?0“"ccva§thhod.98ppff

Storage Temperature -15t050°C

Relative Humidity 0%RH to 95%RH, non-condensing

Operating Altitude Up to 1000m

Aol ose B e

Agency CE UL 1778, cUL

RFI/EMI IEC/EN/AS 62040-2 2nd Ed (Cat 2 - Table 6) FCCPart 15, Subpart B, Class A

Surge Immunity

EN61000-4-5, Level 3, Criteria A

IEC/EN 61000-4-5, ANSI C62.41 (for North America)

Transportation

ISTA Procedure 1A ISTA Procedure 1B

Liebert® GXT3 Battery Cabinet Specifications
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Emerson Network Power Asia Pacific

Australia
T:1800-065345
F:61-2-97438737

Indonesia
T:62-21-2513003
F:62-21-2510622

Japan
T: 81-3-54038594
F: 81-3-54032924

Korea
T: 82-2-34831500
F: 82-2-5927883

Malaysia
T:603-78845000
F:603-78845188

Pakistan

T:92-42-36622526 to 28

F:92-42-36622530

Philippines
T:63-2-6203600
F:63-2-6203693

Singapore
T:65-64672211
F:65-64670130

Thailand
T:66-2-6178260
F:66-2-6178277 to 78

Vietnam
T: 84-4-37628908
F: 84-4-37628909

Model Number GXT3-240TBATT CE
Dimensions, W x D x H - mm 300x 675 x 800

Weight - kg

Unit / Shipping 110/140

Batteries

Type Valve-regulated, nonspillable, lead acid
Quantity x Voltage 2x20x 12V

Environmental

Operating | Storage Temperature, °C

0to 40/-15 to 40

Relative Humidity 0% to 95%, non-condensing
Maximum Operating Altitude Up to 10000m (40°C)
Agency

Safety [ Emissions CE
Transportation ISTA Procedure 1A

Battery Runtime Chart (Typical battery run times, minutes at 25°C, 100% resistive load)

Number of batteries, Battery cabinets 30% 40% 50% 60% 70% 80% 90% 100%
Internal Battery 21 14.5 10.75 8.5 6.5 5 3.75 3
Inegrellesiisny 43 33 26 21 17 13 15 10
Internal Battery +
2 External Battery Cabinets 74.5 55 4.5 33 285 24 2 18
Internal Battery
+ 3 External Battery Cabinets B 70 58 48 40 34 29.5 26
Internal Battery
+ 4 External Battery Cabinets 99.5 96 72.5 62 51 45 40 34
Liebert GXT3-10000T230 Liebert GXT3-10000T220
External Battery
REPO Contacts Connector
Maintenance
Parallel Port Parallel Port Bypass Switch
(cover removed

Maintenance
Bypass Switch

Input Breaker External

Bypass
Source Input
Circuit Breaker

Output Breaker

Cooling Fan

Connector Block

Hardwire Input
and Output
Connector
Terminal Blck

for clarity)

Liebert IntelliSlot® Input

Communication TR
Circuit Breake
Card Slot freuft 5r !
Output
USB Port
Battery orta Circuit Breaker

Dry Contacts
Bypass

REPO Circuit Breaker

Hardwire Input
and Output
Connectors
(Protective

Cover Shown)

New Zealand
T: 64-3-3392060
F:64-3-3392063

While every precaution has been taken to ensure
the accuracy and completeness of this literature,
Liebert Corporation assumes no responsibility and
disclaims all liability for damages resulting fromuse
of this information or for any errors or omissions.
©2010 Liebert Corporation

All rights reserved throughout the world.
Specifications subject to change without notice.

AP11DPG-GXT3TowerV1-BR

EmersonNetworkPower ™
The global leader in enabling
Business-Critical Continuity™.

AC Power

Connectivity

DC Power

Embedded Computing
Embedded Power
Infrastructure Management & Monitoring
Outside Plant

Power Switching & Controls
Precision Cooling

Racks & Integrated Cabinets
Services

Surge Protection

Emerson Network Power.com

Emerson, Business-Critical Continuity™ and Emerson
Network Power are trademarks of Emerson Electric
Co. or one of its affiliated companies. ©2010
Emerson Electric Co.
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