
A G  N E O V O

NEOVO-L-W22C

Monitor 22", LED, Full HD, VGA/HDMI

D E S C R I P T I O N

The L-W22C is an LED display that comes with a widescreen 21.5” energy-saving

backlit panel and offers 1920x1080 Full HD resolution. The display delivers crystal-

clear images due to the 30,000,000:1 dynamic contrast ratio and well colour

performance and colour contrast. A slim housing that includes built-in speakers and

a glossy black bezel complemented by a matte black rear highlights the display’s

sleek design.

F E A T U R E S

22" widescreen LED display

LED backlight for energy saving and
environmental consciousness

1920 x 1080 Full HD resolution

Slim housing design and widescreen
format

Excellent clarity with ultrahigh
30,000,000:1 dynamic contrast r

Superior colour performance and
colour contrast

HDMI input for Full HD connectivity
with multimedia devices

Built-in 2W x 2 speakers

Energy efficiency

VESA mount standard
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Panel

Panel Type LED-backlit TFT LCD

Panel Size 21.5 (546 mm)

Max. Resolution Full HD 1920 x 1080

Pixel Pitch 0.248 mm

Brightness 250 cd/m2 (Typical)

Contrast Ratio 30,000,000:1 (DCR)

Surface Treatments Hard Coating (3H), Anti-glare treatment

Viewing Angle (H/V) 170°/160° (Typical)

Display Colour 16.7M

Response Time 3 ms (GTG)

Frequency

Frequency (H/V) H: 30 kHz - 80 kHz

V: 55 Hz - 76 Hz

Input

Analogue 15-Pin D-Sub

HDMI HDMI

Audio

Audio In 3.5 mm Audio Line-in

Speaker 2W x 2

Power

Power Supply Internal

Power Requirements AC 100 - 240 V, 50 - 60 Hz

Consumption < 17W (On)

< 0.5W (Stand-by)

< 0.5W (Power Off)

Plug & Play

VESA DDC 2B

Operating Conditions

Temperature 0 °C ~ 40 °C

Humidity 15% ~ 90%

Storage Conditions

Temperature -20 °C ~ 60 °C

Humidity 15% ~ 90%

Mounting

VESA FPMPMI Yes (100 x 100mm)

V D G S E C U R I T Y . C O M 2 / 7



Specs

Mounting

Tilt

Tilt -5° ~ +12°

Dimensions

Product (W x H x D ) 514 x 379 x 190 mm (20.2 x 14.9 x 7.5)

Weight

Product 3.15 kg (6.9 lbs)

Packaged 4.45 kg (9.8 lbs)

Regulation Approval

Certifications & Compliance CE, WEEE, RoHS, REACH

Supplied accessories

Accessories CD ROM (user manual), 15-Pin D-Sub cable, audio cable, AC power cord

Ordering Info

NEOVO-L-W22C Monitor 22", LED, Full HD, VGA/HDMI

Display accessories

FPMA-W25 Fixed wall mount for 10-30" flat panel displays

FPMA-W75 Fixed wall mount for 10-30" flat panel displays

FPMA-W830BLACK 4 Movements wall mount for 10-30" flat panel displays

FPMA-C050BLACK Ceiling mount for 10-30" flat panel displays, 50-85cm

FPMA-C100 Ceiling mount for 10-26" flat panel displays, 79-129cm
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R E L A T E D

AGNeovo Neovo-L-W24E
Monitor 24", LED, Full HD, Eye comfort, VGA, HDMI, DP

AGNeovo Neovo-L-W27E
Monitor 27", LED, Full HD, Eye comfort, VGA, HDMI, DP
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