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dubuis, a small business company 
employing 72 people, belongs to the 
stanley black & decker Group. 
It designs, manufactures and markets  
a wide range of manual & battery 
powered hydraulic products for the 
electrical industry, railway, sanitary  
and aeronautic markets.

DUBUIS takes care about tools manufacturing “Made in France ”, and 
leans on local subcontractors to get all the flexibility and reactivity for 
production. The Research & Development and Production activities 
are integrated in the plant located in Blois, ensuring the know-how 
control and products quality.
Recognized for its innovative capabilities, over 1000 customers have 
placed their trust in DUBUIS. DUBUIS markets its hydraulic tooling 
in France but also over more than 35 foreign countries, livening up 
long-term partnerships. 
Located for more than 65 years in Blois, in the Loire Valley with its 
Châteaux, DUBUIS is 1h30 South from Paris, accessible by the A10 
motorway or by TGV (high speed train).

The company's outside façade
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hisTOry
Created in 1949 by Mr Maurice Dubuis, DUBUIS is a precision 
engineering company specialized in the aeronautic and the military 
industry. DUBUIS then capitalized its knowledge and expertise to 
diversify by creating its own products and distributing them in France 
and on International markets. 

In 2001, DUBUIS joined the FACOM Tools Group, where is the centre 
of expertise in precision engineering and hydraulics.

In 2006, the STANLEY Group bought FACOM Tools and a close 
synergy was set up with DUBUIS: to develop the sales of DUBUIS 
tools in US markets and to make DUBUIS the European leader of 
STANLEY tools for the railway sector.

Creating of the company  
by M. DUBUIS.

1949

The first in line battery 
operated tool is released.

2008

Creation of hydraulic tools 
for the plumbing & sanitary 
segment.

1993

The                     18 V Li-Ion tools range and 
the Stanley Hydraulic tools range are launched.

2012

The new D36 model  
is released.

2005

Diversification into other 
industrial sectors.

1970

Creation of the 12V battery 
operated tool range.

1994

Development of the D30 
crimping tool.

1984

The Stanley Hydraulic Europe 
division is set up.

2011

Creation of the 14.4V & 18V 
battery operated tools range. 

2002

The company teams up with 

2001

The Stanley "V series" tools line is launched: 
– BGH, the new hydraulic power pack is designed.  
– BPE, the new battery operated tools are launched.

2014 – 2015

Integration in the   
                        Group.

2006

Launching of the railway  
product range.

1991

Former company premises
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Hence, Dubuis was rewarded for its global  
“Quality Safety & Environmental ” approach, by obtaining :

>  The isO 9001 certification since 1997, rewarding Dubuis' 
commitment that has always placed quality as a predominant 
priority by applying a demanding policy aiming to endlessly 
improve the quality of its products.

>  The isO 14001 certification since 2009, for its investment 
in a sustainable development policy aiming to reduce our 
environmental impact (reduction in energy consumption, 
preservation of natural resources, prevention of accidental 
pollution, optimization of sorting and recycling of all our waste, 
use of environmentally-friendly materials in the production and 
packaging processes for our products).

quALiTy 
standards
quality, safety and protection of the 
environment are fundamental to our 
company. for this reason, we train 
and inform our staff & suppliers on 
our requirements and we ensure that 
these matters are taken into account 
at all levels, without compromise.

These 4 awards confirm Dubuis' 
approach to continuous 
improvement and its aspiration  
to comply with the regulations  
and requirements of its customers.

>  The OhsAs 18001 certification since 2009, promoting its efforts 
covering occupational safety, health and hygiene and the desire  
to maintain a safe and healthy working environment for its 
employees. Therefore, Dubuis makes the safety of its employees 
its core priority in preventing, controlling and reducing risks related 
to its activities.

 
>   The En 9100 certification since 2013 testifying its ability to satisfy 

the most discerning requirements in the aeronautics sector. This 
demonstrates our rigorous approach to designing and producing 
optimum quality products.

Control workshop
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innOvATiOn
Dubuis bases its developments on Lithium-Ion technology, which it 
incorporated in its entire range of battery-powered electro-hydraulic 
tools. This new technology, combined with the company's hydraulic 
expertise, enables us to offer increasingly compact tools with 
optimum autonomy.

To improve sustainability of our tools over time, a surface treatment 
by Nickel-Phosphorous auto-catalytic plating (white zinc-plated 
appearance) is applied to the heads, bodies and other main parts 
of the hydraulic circuit. This new coating is more robust to climatic 
conditions by eliminating oxidation, while retaining the mechanical 
properties of the parts and machining precision. This new treatment 
is also applied on our die sets for an improved durability.

rEsEArCh &
dEvELOpmEnT
In an industrial world more and more in competition, Research & 
Development is strategic. Six engineers work in this team, to innovate 
and give appropriate answers to customers’ requests. 

Always in the vanguard of technologies, our 3D design and finite 
element analysis resources, enable the creation and development  
of increasingly efficient, light, ergonomic and innovative tools. 

The qualification of the hydraulic tooling relies on a complete testing 
program, including operation in harsh environments, impact  
and drops tests, field tests... This approach ensures the reliability  
of the tools.

In compliance with outstanding standards and directives, and by a 
continuous survey on new materials, Engineering Dept designs new 
concepts. Patents are applied every year to protect these skills. 

bpE130 tool in the design step.

Battery operated tool bpE130
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prOduCTiOn
Our technicians are all qualified and skilled: entitled to self-control 
and responsible of tooling management on their post, they carry on 
the quality of manufactures. 

The machines park is adapted to small and medium series, and to all 
different machining. The integration in the plant of the manufacturing 
processes and a production management under “one-piece flow”, 
enable an important flexibility and reactivity. 

CNC lathe & milling center

Mechanic items

Hydraulic units

– CNC LATHE & MILLING CENTERS 
– ELECTRo-ERoSIoN
– GRINDING 
– ELECTRo-CHEMICAL pRoCESS
– HEAT TREATMENT
– ASSEMBLY
– TESTING
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AfTEr-sALEs
sErVicE
The role of the after-sales service is mainly to repair tools as 
rapidly as possible and in the best conditions, as well as to 
provide customer care and technical assistance.
The after-sales service analyses the maintenance operations 
to study, in collaboration with the various technical 
departments, any improvements that could be made  
to the products.

In 2014, Dubuis created a “Field After-Sales Service” team. 
This team can visit your company on request.

To make an appointment or request a quotation, please 
contact Mr Rivière on +33 (0) 2 54 52 40 00 or via e-mail: 
pascal.riviere@dubuis.com

After-sales workshop

Classroom

TrAininG
DUBUIS organizes with customers and preferred distributors, 
technical and sales trainings for the hydraulic tooling, as well as the 
other products ranges. 
The aim of these courses is to give sales support by a better 
knowledge of product advantages and marketing benefits. These 
seminars allow remaining close to the customers’ requirements. 
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sALEs
tEam

sandrine bEsnArd
+33 (0) 2 54 52 40 04
sandrine.besnard@dubuis.com

marie-françoise CuviEr
+33 (0) 2 54 52 40 15
mf.cuvier@dubuis.com

sandrine LEvAvAssEur
+33 (0) 2 54 52 40 07
sandrine.levavasseur@dubuis.com

Christophe GuiLLEmOT
+33 (0) 2 54 52 40 27
christophe.guillemot@dubuis.com

philippe mELAO
+33 (0) 6 11 65 18 09
philippe.melao@sbdinc.com

Jean-marc rOdriGuEs
+33 (0) 6 72 90 99 65
jean-marc.rodrigues@sbdinc.com

Carine finAs
+33 (0) 2 54 52 40 31
carine.finas@sbdinc.com

dirEct 
linEs 
& E-mail 
addrEssEs:

Tel.: +33 (0) 2 54 52 40 00
Fax: +33 (0) 2 54 52 40 34
E-mail: commercial@dubuis.com

17-19 rue Jules Berthonneau
CS 73406 – Villebarou
41034  BLOIS cedex – FRANCE

Sales team

all our tools arE aVailaBlE
On Our wEbsiTE:   
>  Product datasheets and complete catalogs available 

for downloading: www.dubuis.com
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Dubuis' stand at Le Bourget Air Show 2015.

tradE shOws : 
>  Every year, DUBUIS takes part in a few trade shows in France 

and abroad, with our international distributors.

in 2015 :

middle East Electricity 2015: In Dubai (UAE) from March 2 nd to 4 th 2015
Strongly oriented to the foreign markets, DUBUIS wants to develop 
sales in Middle East. For its first participation, it was a success:  
a great interest for distribution. 

 
hAnnOvEr fAir: in Hannover (Germany) from April 13 th to 17 th 2015
This fair is one of the most visited European exhibition for tools. 
DUBUIS had recorded many demands. 

pAris Air shOw: In Le Bourget (France) from June 15 th to 21 st 2015 
Le Bourget Air Show was a real opportunity to introduce DUBUIS’ 
tooling with the main players in the Aeronautic market. 
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TwO-COLOrEd  
& AnTi skid shEAThs

insuLATEd  
hAndLEs

ErGOnOmiC  
mOvEAbLE hAndLE

mAnuAL hydrAuLiC TOOLs  |  TOOL TypEs

pisTOn rETurn

By release lever 
(located on fixed handle).

By release lever 
(Located on moveable handle).

Handle rotation & closure.

By release trigger.

rOTATivE hEAd  
AT 180°

inTErChAnGEAbLE 
diE sETs

AuTOmATiC
rELEAsE

strong, rEliaBlE 
& Ergonomic

Simple or reversible. At pressure setting.
>  Audible click

Working in all positions.
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CG25
hydrauliC CuttinG tool
mANuAL GuILLoTINE TyPE

NEW

LOCk
Enables quick opening 
and closing head.

55 kN 
 
380 × 60 × 140 
 
2.940 kg

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

TypE Of CAbLEs
copper, aluminum and steel 

 
mAx. pAssAGE  

Ø 25 mm
(depending on cables)

nEw rEinfOrCEd bLAdEs
Increase blades life time (>  especially for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

TyPE oF CABLES mAX. CuTTING Ø *mAX. HARDNESS
7 × 19 strands – steel 
7 × 37 strands – steel 
Bare – copper/aluminum 
Rigid multi-strand – copper/aluminum 
Semi-rigid multi-strand – copper/aluminum 
Copper 
Hard copper 
Aluminum 
Mild steel 
Medium hard steel 
Depends on the thickness of insulation 
Stainless steel

muLTi-sTrAnd CAbLEs 
 
ELECTriCAL CAbLEs 
 
 
rOund bArs 
 
 
 
 
insuLATEd CAbLEs

100 > 120 daN/mm² 
130 > 145 daN/mm² 
 
 
 
< 20 daN/mm² 
20 > 28 daN/mm² 
< 20 daN/mm² 
42 > 45 daN/mm² 
50 > 70 daN/mm² 
 
< 150 daN/mm²

Ø 15 > 16 mm 
Ø 12 > 13 mm 
300 mm² 
Ø 20 > 22 mm 
 
Ø 20 > 22 mm 
Ø 15 > 18 mm 
Ø 20 > 25 mm 
Ø 12 > 14 mm 
Ø 10 mm 
150 > 240 mm² 
Ø 8 > 10 mm 

Do not use this tool on live cables.

>  Identical force, stroke and capacities as the xCG25 
and the battery operated tools bCE025G & bCL025G.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Delivered with the tool.

490 × 302 × 90 
 
1.300 kg

* Other dimensions and cables to be approved with tests.

>  Exists in CG26, with a  
2 speeds hydraulic system 
(identical cuts capacities  
as CG25).

●

●
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CG40
hydrauliC CuttinG tool
mANuAL GuILLoTINE TyPE

nEw rEinfOrCEd bLAdEs
Increase blades life time (>  especially for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

TypE Of CAbLEs
copper, aluminum and steel 

 
mAx. pAssAGE  

Ø 40 mm
(depending on cables)

TyPE oF CABLES mAX. HARDNESS mAX. Ø oF CuT (mm) *
CABLES Copper 

Aluminum
Hard copper 
Steel 

 
Multistrands steel
ACSR 
(medium hard steel) 
 
 
Steel
 
Copper

Aluminum

< 40 daN/mm²
< 20 daN/mm²
< 34 daN/mm²
< 180 daN/mm² 

 
< 180 daN/mm² 
< 180 daN/mm²

< 60 daN/mm²
< 42 daN/mm² 
< 30 daN/mm²
< 25 daN/mm²
< 16 daN/mm²

Ø 32 (630 mm²) 
Ø 40 
Ø 40 
7 × Ø 3.0 (= Ø 9.0)
19 × Ø 2.1 (= Ø 10.5)
19 × Ø 2.3 (= Ø 11.5) 
Ø 18 (strands quantities: 200) 
26 × Ø 2.50 + 7 × Ø 1.95 (= Ø 15.85)
26 × Ø 3.06 + 7 × Ø 2.38 (= Ø 19.38)
26 × Ø 3.60 + 7 × Ø 2.80 (= Ø 22.80)
54 × Ø 3.50 + 19 × Ø 2.10 (= Ø 31.50) 
Ø 18
Ø 20
Ø 30
Ø 32
Ø 40

BARS

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

88 kN 
 
645 × 85 × 165 
 
5.880 kg

LOCkinG pin
Enables a secure head closing.

Do not use this tool on live cables.

* Other dimensions and cables to be approved with tests.

>  Identical force, stroke and capacities as the xCG40 
and the battery operated tool bCp040G.

●

●

CAnvAs bAG – Delivered with the tool.
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CG55
hydrauliC CuttinG tool
mANuAL GuILLoTINE TyPE

TypE Of CAbLEs
copper and aluminum

mAx. pAssAGE

Ø 55 mm

●

●

LOCk
Enables quick opening 
and closing head.

>  Identical force, stroke and capacities as the xCG55 
and the battery operated tool bCp055G.

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

43 kN 
 
560 × 55 × 140 
 
3.700 kg

nEw COunTEr bLAdE
Decreases cable distorsion when cutting.

shArp bLAdE & COunTEr bLAdE
Improve the cable cutting. (> copper and aluminum cables).

LiGhT & sTrOnG TOOL
Refer to the cutting capacities.

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

widE OpEninG 
Easy for cables passage.

CAnvAs bAG – Delivered with the tool.

* Other dimensions and cables to be approved with tests.

Do not use this tool on live cables.

mAx. CuTTinG CApACiTiEs

TyPE oF CABLES mAX. Ø oF CuT *SECTIoNSmAX. HARDNESS
Copper leads cables
Underground aluminum 
Telephone cables
Round annealed copper
Round annealed aluminum (A5)

CABLES 
 
 
BARS

4 × 185 mm² or 630 mm² max.
3 × 240 + 1 × 95 mm²

< 20 daN/mm²
< 16 daN/mm²

 
Ø 51 mm
Ø 55 mm 
Ø 16 – 18 mm
Ø 20 – 25 mm
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CG85
hydrauliC CuttinG tool
mANuAL GuILLoTINE TyPE

TypE Of CAbLEs
copper and aluminum

mAx. pAssAGE

Ø 85 mm

●

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

55 kN 
 
745 × 72 × 190 
 
7.600 kg

LOCkinG pin
Enables a secure head closing.

nEw COunTEr bLAdE
Decreases cable distorsion when cutting.

shArp bLAdE & COunTEr bLAdE
Improve the cable cutting (> copper and aluminum cables).

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

widE OpEninG 
Easy for cables passage.

>  Identical force, stroke and capacities as the xCG85 
and the battery operated tool bCp085G.

CAnvAs bAG – Delivered with the tool.

●

* Other dimensions and cables to be approved with tests.

Do not use this tool on live cables.

mAx. CuTTinG CApACiTiEs

 
 
3 × 240 mm² + 1 × 95 mm² 
 
1 × 630 mm² > 800 mm² 
 
630 mm² 
 
Ø 85 mm

TyPE oF CABLES 
 
uNDERGRouND INSuLATED
ALumINum CABLES 
 
 
CoPPER CABLES 
 
TELEPHoNE CABLES

mAX. Ø oF CuT *
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d31
manual hydrauliC
CRImPING TooL

hExAGOnAL CrimpinG 

4 > 95 mm²

8 mm 
 
35 kN 
 
200 × 50 × 175 
 
1.320 kg

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Copper lugs and sleeves – NFC 20-130

4 > 95 mm² 
 
E54 > E173 
 
KZ4 > KZ18 
 
C6 > C16 
 
10 > 70 mm

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

APPLICATIoNS SECTIoNS

Die sets 
4 > 95 mm²

diE sETs – Refer to pAGEs 88 – 96

>  Common interchangeable die sets   
for d31, bpE031 & bpL031 tools.

ThE mOsT COmpACT TOOL On ThE mArkET
Ideal for crimping LV/MV lugs.

nArrOw hEAd
To work in switchboards.

LiGhT & ErGOnOmiC 
One hand crimping.

DImENSIoNS (mm) 
 
wEIGHT 
 
>   Delivered with the tool.

350 × 260 × 85 
 
0.700 kg

>  Identical force, stroke and capacities as the battery operated tools 
bpE031 & bpL031.

●

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

●
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d36
manual hydrauliC
CRImPING TooL

hExAGOnAL CrimpinG 

4 > 150 mm²

●

●

DImENSIoNS (mm) 
 
wEIGHT 
 
>   Delivered with the tool.

350 × 260 × 85 
 
0.700 kg

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

4 > 150 mm² 
 
E54 > E215 
 
KZ4 > KZ22 
 
C6 > C16 
 
10 > 120 mm² 
 
10 > 95 mm²

APPLICATIoNS SECTIoNS

8 mm 
 
35 kN 
 
215 × 50 × 175 
 
1.360 kg

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

Die sets  
4 > 150 mm²

diE sETs – Refer to pAGEs 88 – 96

>  Common interchangeable die sets  
for D36, BPL036 & BPE036 tools.

ThE mOsT COmpACT TOOL On ThE mArkET
Ideal for crimping LV/MV lugs.

sTrOnG ALuminum fOrk
Force: 35 kN

LiGhT & ErGOnOmiC 
One hand crimping.

>  Identical force, stroke and capacities as the battery operated tools 
bpE036 & bpL036.
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d51
manual hydrauliC
CRImPING TooL

hExAGOnAL CrimpinG 

4 > 240 mm²

>  Identical force, stroke and capacities as the xd51 
and the battery operated tools bpE055 & bpL055.

>  Exists in D52 version with a  
2 speeds hydraulic system 
(identical capacities as d51).

●

DImENSIoNS (mm) 
 
wEIGHT 
 
> Tray for 12 die sets.

>   Delivered separately.

490 × 302 × 90 
 
1.300 kg

bALL hEAd dOwEL 
Enables setting of 38 mm width die (manufactured by 
DUBUIS) or 30 mm (manufactured by other companies).

inTErChAnGEAbLE diE sETs
Simple or reversible.

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

13 mm 
 
55 kN 
 
380 × 65 × 140 
 
2.280 kg

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

4 > 240 mm² 
 
E54 > E215 
 
KZ6 > KZ32 
 
C6 > C35 
 
6 > 240 mm² 
 
10 > 120 mm²

APPLICATIoNS SECTIoNS

Die sets 
4 > 240 mm²

diE sETs – Refer to pAGEs 88 – 96

>  Common interchangeable die sets   
for d51,xd51, bpE055 & bpL055.

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

●
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hExAGOnAL CrimpinG 

6 > 300 mm²

d62
manual hydrauliC
CRImPING TooL

>  Identical force, stroke and capacities as the xd62 
and the battery operated tools bpE062, bpL062 & bpp062.

DImENSIoNS (mm) 
 
wEIGHT  
 
> Tray for 7 die sets.

>   Delivered separately.

490 × 302 × 90 
 
1.300 kg

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

13 mm 
 
62 kN 
 
420 × 53 × 150 
 
2.850 kg

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu. 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets

6 > 300 mm² 
 
E54 > E280 
 
KZ6 > KZ34 
 
C10 > C50 
 
25 > 240 mm²

APPLICATIoNS SECTIoNS

COmpATibLE diE sETs
With 80 kN & 130 kN ranges.

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

diE sETs – Refer to pAGEs 88 – 96

Die sets 
6 > 300 mm²

>  Common interchangeable die sets   
for d62, xd62, bpE062, bpL062 & bpp062.

●
●
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d80
manual hydrauliC
CRImPING TooL

hExAGOnAL CrimpinG 

6 > 300 mm²

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

COmpATibLE diE sETs
With 62 kN & 130 kN ranges.

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

13 mm 
 
80 kN 
 
535 × 57 × 175 
 
3.860 kg

Copper lugs and sleeves – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Bare or insulated sleeves in copper or alu.

6 > 300 mm² 
 
KZ6 > KZ34 
 
C10 > C50 
 
25 > 240 mm² 
 
E54 > E280

APPLICATIoNS SECTIoNS

>  Identical force, stroke and capacities as the battery operated tool 
bpp080.

diE sETs
Refer to pAGEs 88 – 96

Die sets  
6 > 300 mm²

>  Common interchangeable die sets   
for d80 & bpp080 / d62, xd62, bpE062,  
bpL062 & bpp062

quiCk OpEninG & CLOsinG hEAd
Easy to replace die sets.

DImENSIoNS (mm) 
 
wEIGHT 
 
> Tray for 24 die sets

>   Delivered separately

680 × 160 × 430 
 
3.600 kg

●

●
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2 spEEds hydrAuLiC sysTEm 
For a fast advance.

C130   nEo
manual hydrauliC
CRImPING TooL

STRokE 
 
FoRCE 
 
DImENSIoNS (mm) 
 
wEIGHT

26 mm 
 
130 kN 
 
565 × 70 × 160 
 
5.270 kg

38 mm 
 
130 kN 
 
590 × 70 × 160 
 
5.740 kg

32 mm 
 
130 kN 
 
575 × 70 × 160 
 
5.630 kg

>  Available with strokes 26, 32, 38 & 44.  
(please contact us for 44 mm version) 

hExAGOnAL CrimpinG 

6 > 400 mm²
(depending on tool type)

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or aluminum – EDF 
 
Copper or aluminum lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

6 > 300 mm² 
 
E54 > E235 
 
KZ6 > KZ28 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

6 > 400 mm² 
 
E54 > E280 
 
KZ6 > KZ32 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

6 > 400 mm² 
 
E54 > E280 
 
KZ6 > KZ38 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

APPLICATIoNS SECTIoNS (-26) SECTIoNS (-32) SECTIoNS (-38)

OvErhEAd LinEs CrimpinG
Tool designed for this application.

EquippEd wiTh mEChAniCAL sTOp
Piston stops at the stroke end.

-26 
-32 
-38

NEW

>  Identical force, stroke and capacities as the xC130-xx 
and the battery operated tools bpE130 & bpp130x.

DImENSIoNS (mm) 
 
wEIGHT 
 
> Tray for 24 die sets

>   Delivered separately

680 × 160 × 430 
 
3.600 kg

diE sETs
Refer to pAGEs 89 – 97

Die sets 
6 > 400 mm²

>  Common interchangeable die sets  
for C130-xx, xC130-xx, bpE130 & bpp130x tools.
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h130
mANuAL DEEP INDENTING  
hydrauliC tool

STRokE 
 
mAX. PASSAGE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

26 mm 
 
34 mm 
 
130 kN 
 
560 × 80 × 165 
 
5.260 kg

AssEmbLy № 1  
fOr indEnTinG AppLiCATiOn

           Refer to pAGEs 96

AssEmbLy № 2  
fOr CrimpinG AppLiCATiOn

130 kN crimping die sets can be used  
in this tool thanks to the adapter A12D2.

           Refer to pAGEs 89 – 95

dEEp indEnTinG

16 > 240 mm²
hExAGOnAL CrimpinG

6 > 400 mm²

hEAd ACCOrdinG TO hn 68-s-90 (> EDF specifications)
For underground lines (bimetallic lugs and sleeves).

mAx. pAssAGE Of 34 mm
In the head for large sections.

mEChAniCAL sTOp (nEw fEaturE)
The piston stops at stroke end.

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

NEW

Opening dies

Indentor Die sets 
6 > 400 mm²

Identor holder PP130

Adapter A12D2

>  Common interchangeable indentor and 
opening dies for h130, xh130 & bpp130u.

diE sETs – Refer to pAGEs 89 – 97
DImENSIoNS (mm) 
 
wEIGHT 
 
> Tray for 24 die sets

>   Delivered separately

680 × 160 × 430 
 
3.600 kg

>  Identical force, stroke and capacities as the xh130 
and the battery operated tool bpp130u.
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>  steel cable spool cut with the manual tool CG40.



AuTOmATiC rELEAsE  
AT CyCLE End

|  bATTEry OpErATEd TOOLs  |  mini pisTOL

sTAnLEy 18 v, 2.0 Or 4.0 Ah 
Li-iOn bATTEry 
mOrE AuTOnOmy 
pOwEr LiGhT indiCATOr

3

4

LEd LiGhTinG Of  
ThE wOrkpLACE

hAndLinG rinG fOr 
TrAnspOrTATiOn (sTrAp)
Or sAfETy CAbLE

LiGhT & COmpACT

1

hAnd rELEAsE by 
EmErGEnCy buTTOn

26

5

6

5

1

3

2

4

LiGhT,
COmpACT

EAsy
TO usE

EAsy TO hAndLE  
& ErGOnOmiC

No electronic card.270 × 75 × 245 mm
2.460 kg
(for BPE036 tool)

Design for balanced 
gravity.

18v 2.0Ah
li-ion

NEW
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 BCE025G

 BCE035I

 BPE031

 BPE036

 
 BPE055

 BPE062

 BPE130

p.28

p.29

p.30

p.31

p.32

p.33

p.34

27

bATTEry
OpErATEd 
hydraulic 
tools
  mini pisTOLty

pE
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bCE025G
hydrauliC CuttinG tool
mINI PISToL GuILLoTINE TyPE

55 kN 
 
8 to 12 s 
 
 
 
300 × 75 × 280 
 
3.400 kg

FoRCE 
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT  (with battery)

TypE Of CAbLEs
copper, aluminum and steel 

 
mAx. pAssAGE  

Ø 25 mm
(depending on cables)

nEw rEinfOrCEd bLAdEs
Increase blades life time (>  especially for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

rOTATivE hEAd
180°

LOCk
Enables quick opening 
and closing head.

Do not use this tool on live cables.

●

●

>   Identical force, stroke and capacities as the CG25, xCG25  
and the battery operated tool bCL025G.

18v 
2ah

NEW

TyPE oF CABLES mAX. CuTTING Ø *mAX. HARDNESS
7 × 19 strands – steel 
7 × 37 strands – steel 
Bare – copper/aluminum 
Rigid multi-strand – copper/aluminum 
Semi-rigid multi-strand – copper/aluminum 
Copper 
Hard copper 
Aluminum 
Mild steel 
Medium hard steel 
Depends on the thickness of insulation 
Stainless steel

muLTi-sTrAnd CAbLEs 
 
ELECTriCAL CAbLEs 
 
 
rOund bArs 
 
 
 
 
insuLATEd CAbLEs

100 > 120 daN/mm² 
130 > 145 daN/mm² 
 
 
 
< 20 daN/mm² 
20 > 28 daN/mm² 
< 20 daN/mm² 
42 > 45 daN/mm² 
50 > 70 daN/mm² 
 
< 150 daN/mm²

Ø 15 > 16 mm 
Ø 12 > 13 mm 
 
 
 
Ø 20 > 22 mm 
Ø 15 > 18 mm 
Ø 20 > 25 mm 
Ø 12 > 14 mm 
Ø 10 mm 
150 > 240 mm² 
Ø 8 > 10 mm 

300 mm² 
Ø 20 > 22 mm

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

520 × 440 × 130 
 
2.300 kg

* Other dimensions and cables to be approved with tests.
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bCE035i
hydrauliC CuttinG tool
mINI PISToL SCISSoRS TyPE

45 kN 
 
8 to 12 s 
 
 
 
345 × 80 × 285 
 
3.400 kg

240 mm² 
 
Ø 35 mm – 300 mm² 
 
Ø 35 mm 
 
Ø 35 mm

FoRCE (at piston)  
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

GuidinG shOE 
Avoids gap between blades.

shArpEnEd bLAdEs 
Ideal for multi strand  
cables cutting.

TypE Of CAbLEs
multi strand copper and aluminum

mAx. pAssAGE

Ø 35 mm

sCissOrs TypE 
Enables cable cuts in restricted areas 
(> direct access, without head closing).

rEinfOrCEd & shArpEnEd bLAdEs
Enables a clean cut on copper and aluminum cables.

inTErChAnGEAbLE & idEnTiCAL bLAdEs
Easy to replace.

rOTATivE hEAd
360°

SEmI RIGID muLTI STRAND CoPPER CABLE 
 
CoPPER FLEXIBLE muLTI STRAND CABLE 
 
ALumINum muLTI STRAND CABLE 
 
TELEPHoNE CABLE

mAx. CuTTinG CApACiTiEs

Do not use this tool on live cables.

No round bars, no steel sheet reinforced cable either.

>   Identical force, stroke and capacities as the xCi35  
and the battery operated tool bCL035i.

18v 
2ah

● ●

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

520 × 440 × 130 
 
2.300 kg

Possible cutting tests.
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bpE031
hydrauliC CrimpinG tool
mINI PISToL TyPE

8 mm 
 
35 kN 
 
3 to 4 s 
 
270 crimps 
 
260 × 60 × 240 
 
2.360 kg

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 95 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

hExAGOnAL CrimpinG 

4 > 95 mm²

>   Identical force, stroke and capacities as the manual tool d31 
and the battery operated tool bpL031.

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Copper lugs and sleeves – NFC 20-130

4 > 95 mm² 
 
E54 > E140 
 
KZ4 > KZ18 
 
C6 > C16 
 
10 > 70 mm²

APPLICATIoNS SECTIoNS

>  Common interchangeable die sets  
for d31, bpE031 & bpL031 tools.

●

●

nArrOw hEAd
To work in switchboards.

ExCELLEnT rATiO wEiGhT/CApACiTiEs
2.360 kg – 35 kN – 95 mm²

rOTATivE hEAd
180°

diE sETs – Refer to pAGEs 88 – 96

Die sets  
4 > 95 mm²

18v 
2ah

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

520 × 440 × 130 
 
2.300 kg
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bpE036
hydrauliC CrimpinG tool
mINI PISToL TyPE

8 mm 
 
35 kN 
 
3 to 4 s 
 
260 crimps 
 
260 × 60 × 265 
 
2.460 kg

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 120 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

hExAGOnAL CrimpinG 

4 > 150 mm²

>   Identical force, stroke and capacities as the manual tool d36 
and the battery operated tool bpL036.

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu. – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

4 > 150 mm² 
 
E54 > E215 
 
KZ4 > KZ22 
 
C6 > C16 
 
10 > 120 mm² 
 
10 > 95 mm²

APPLICATIoNS SECTIoNS

>  Common interchangeable die sets  
for D36, BPL036 & BPE036 tools.

●

●

sTrOnG ALuminum fOrk
Force: 35 kN

ExCELLEnT rATiO wEiGhT/CApACiTiEs
2.460 kg – 35 kN – 150 mm²

rOTATivE hEAd
180°

diE sETs – Refer to pAGEs 88 – 96

Die sets  
4 > 150 mm²

18v 
2ah

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

520 × 440 × 130 
 
2.300 kg
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bpE055
hydrauliC CrimpinG tool
mINI PISToL TyPE

bALL hEAd dOwEL 
Enables setting of 38 mm width die (manufactured by 
DUBUIS) or 30 mm (manufactured by other companies).

inTErChAnGEAbLE diE sETs
Simple or reversible.

rOTATivE hEAd 
340°

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 185 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

13 mm 
 
55 kN 
 
3 to 5 s 
 
220 crimps 
 
285 × 60 × 270 
 
3.150 kg

hExAGOnAL CrimpinG 

4 > 240 mm²

>   Identical force, stroke and capacities as the manual tool d51 
and the battery operated tool bpL055.

●

●

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

4 > 240 mm² 
 
E54 > E215 
 
KZ6 > KZ32 
 
C6 > C35 
 
6 > 240 mm² 
 
10 > 120 mm²

APPLICATIoNS SECTIoNS

Die sets  
4 > 240 mm²

diE sETs – Refer to pAGEs 88 – 96

>  Common interchangeable die sets   
for d51, bpE055 & bpL055.

18v 
2ah

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

520 × 440 × 130 
 
2.300 kg
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bpE062
hydrauliC CrimpinG tool
mINI PISToL TyPE

hExAGOnAL CrimpinG 

6 > 300 mm²

>   Identical force, stroke and capacities as the d62, xd62 
and the battery operated tools bpL062 & bpp062.

13 mm 
 
62 kN 
 
3 to 5 s 
 
220 crimps 
 
290 × 60 × 285 
 
3.550 kg

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 185 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu. 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets

6 > 300 mm² 
 
E54 > E280 
 
KZ6 > KZ34 
 
C10 > C50 
 
25 > 240 mm²

APPLICATIoNS SECTIoNS

COmpATibLE diE sETs
With 80 kN & 130 kN ranges.

rOTATivE hEAd
340°

●

●

diE sETs – Refer to pAGEs 88 – 96

Die sets  
6 > 300 mm²

>  Common interchangeable die sets  
for d62, xd62, bpE062, bpL062 & bpp062.

18v 
2ah

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

520 × 440 × 130 
 
2.300 kg
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bpE130
hydrauliC CrimpinG tool
mINI PISToL TyPE

12 mm 
 
130 kN 
 
8 to 14 s 
 
50 crimps 
 
310 × 65 × 300 
 
4.680 kg

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 185 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

LOCkinG pin
Enables security  
when closing head.

hExAGOnAL CrimpinG 

6 > 400 mm²

●

●

diE sETs – Refer to pAGEs  89 – 97

ExCELLEnT wEiGhT/CApACiTy rATiO
From 6 up to 400 mm².

sTrOnG hEAd 
130 kN

rOTATivE hEAd 
360°

>   Identical force, stroke and capacities as the C130-xx, xC130-xx 
and the battery operated tool bpp130x.

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu. – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

6 > 400 mm² 
 
E54 > E280 
 
KZ6 > KZ34 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

APPLICATIoNS SECTIoNS

Die sets  
6 > 400 mm²

>  Common interchangeable die sets   
for C130-xx, xC130-xx, bpE130 & bpp130x tools.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

520 × 440 × 130 
 
2.300 kg

18v 
2ah
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LEd LiGhTinG Of  
ThE wOrkpLACE

usb COnnECTiOn sOfT  
fOr dATA AnALysis
& prEvEnTivE mAinTEnAnCE

3

4

On/Off buTTOn
with EmErgEncy saVing function
pLi dispLAy pAnEL fOr:
• BattEry chargE lEVEl
• cyclE conformity
• maintEnancE

1

rObusT pLAsTiC hOusinG  
wiTh rubbEr Grip

26

wOrkinG TriGGEr

5

2

3

4

rELEAsE TriGGEr

1

65

Cutting or crimping speed improved by 
a high performance motor.

Electronic protection in case of 
overpressure.
Quick motor stop function at cutting or 
crimping end for high user safety. 
Energy saving function for switching off 
the tool after 10 min.

Audible automatic discharge.

18v 2.0Ah
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       BCL035I

 
       BPL031

       BPL036

       BPL055

       BPL062

37

p.38

p.39

p.40

p.41

p.42

p.43

bATTEry
OpErATEd 
hydraulic 
tools
  in LinEty

pE
c

ut
tin

g
 

to
o

ls
c

ri
m

pi
n

g
 

to
o

ls

Hy
DR

A
uL

IC
 To

o
LS

E1
6 

– 
10

/1
5 

– 
D

oc
um

en
ta

tio
n 

no
t c

on
tra

ct
ua

lly
 b

in
di

ng



www.dubuis.com

E1
6 

– 
10

/1
5 

– 
D

oc
um

en
ta

tio
n 

no
t c

on
tra

ct
ua

lly
 b

in
di

ng

hy
dr

a
ul

ic
 to

o
ls

38

bCL025G
hydrauliC CuttinG tool
IN LINE GuILLoTINE TyPE

55 kN 
 
8 to 12 s 
 
 
 
128 × 75 × 400 
 
3.300 kg

FoRCE 
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

TypE Of CAbLEs
copper, aluminum and steel 

 
mAx. pAssAGE  

Ø 25 mm
(depending on cables)

nEw rEinfOrCEd bLAdEs
Increase blades life time (>  especially for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

rOTATivE hEAd 
180°

Do not use this tool on live cables.

LOCk
Enables quick opening 
and closing head.

●

18v 
2ah

>  Identical force, stroke and capacities as the CG25, xCG25 
and the battery operated tool bCE025G.

NEW

TyPE oF CABLES mAX. CuTTING Ø *mAX. HARDNESS
7 × 19 strands – steel 
7 × 37 strands – steel 
Bare - copper/aluminum 
Rigid multi-strand – copper/aluminum 
Semi-rigid multi-strand – copper/aluminum 
Copper 
Hard copper 
Aluminum 
Mild steel 
Medium hard steel 
Depends on the thickness of insulation 
Stainless steel

muLTi-sTrAnd CAbLEs 
 
ELECTriCAL CAbLEs 
 
 
rOund bArs 
 
 
 
 
insuLATEd CAbLEs

100 > 120 daN/mm² 
130 > 145 daN/mm² 
 
 
 
< 20 daN/mm² 
20 > 28 daN/mm² 
< 20 daN/mm² 
42 > 45 daN/mm² 
50 > 70 daN/mm² 
 
< 150 daN/mm²

Ø 15 > 16 mm 
Ø 12 > 13 mm 
 
 
 
Ø 20 > 22 mm 
Ø 15 > 18 mm 
Ø 20 > 25 mm 
Ø 12 > 14 mm 
Ø 10 mm 
150 > 240 mm² 
Ø 8 > 10 mm 

300 mm² 
Ø 20 > 22 mm

●

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg

* Other dimensions and cables to be approved with tests.
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bCL035i
hydrauliC CuttinG tool
IN LINE SCISSoRS TyPE

45 kN 
 
8 to 12 s 
 
 
 
107 × 78 × 445  
 
3.300 kg

FoRCE (at piston)  
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

Do not use this tool on live cables.

●

●

GuidinG shOE 
Avoids gap  

between blades.

TypE Of CAbLEs
multi strand copper and aluminum

mAx. pAssAGE

Ø 35 mm

sCissOrs TypE 
Enables cable cuts in restricted areas 
(> direct access, without head closing).

rEinfOrCEd & shArpEnEd bLAdEs
Enables a clean cut on copper and aluminum cables.

inTErChAnGEAbLE & idEnTiCAL bLAdEs
Easy to replace.

rOTATivE hEAd
180°

shArpEnEd bLAdEs 
Ideal for multi strand 
cables cutting.

240 mm² 
 
Ø 35 mm – 300 mm² 
 
Ø 35 mm 
 
Ø 35 mm

SEmI RIGID muLTI STRAND CoPPER CABLE 
 
CoPPER FLEXIBLE muLTI STRAND CABLE 
 
ALumINum muLTI STRAND CABLE 
 
TELEPHoNE CABLE

mAx. CuTTinG CApACiTiEs

No round bars, no steel sheet reinforced cable either.

Possible cutting tests.

18v 
2ah

>  Identical force, stroke and capacities as the xCi35  
and the battery operated tool bCE035i.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg
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bpL031
hydrauliC CrimpinG tool
IN LINE TyPE

8 mm 
 
35 kN 
 
3 to 4 s 
 
270 crimps 
 
128 × 75 × 340 
 
2.100 kg

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu. – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Copper lugs and sleeves – NFC 20-130

4 > 95 mm² 
 
E54 > E140 
 
KZ4 > KZ18 
 
C6 > C16 
 
10 > 70 mm

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 95 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

APPLICATIoNS SECTIoNS

hExAGOnAL CrimpinG 

4 > 95 mm²

●

●

Die sets  
4 > 95 mm²

diE sETs – refer to pAGEs 88 – 96

>  Common interchangeable die sets   
for d31, bpE031 & bpL031 tools.

nArrOw hEAd
To work in switchboards.

ExCELLEnT rATiO wEiGhT/CApACiTiEs
2.100 kg – 35 kN – 95 mm²

rOTATivE hEAd
180°

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

>  Identical force, stroke and capacities as the manual tool d31 
and the battery operated tool bpE031.

18v 
2ah

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg
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bpL036
hydrauliC CrimpinG tool
IN LINE TyPE

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or alu. – EDF 
 
Copper or alu lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

4 > 150 mm² 
 
E54 > E215 
 
KZ4 > KZ22 
 
C6 > C16 
 
10 > 120 mm² 
 
10 > 95 mm²

APPLICATIoNS SECTIoNS

8 mm 
 
35 kN 
 
3 to 4 s 
 
260 crimps 
 
128 × 75 × 355 
 
2.200 kg

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 120 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

hExAGOnAL CrimpinG 

4 > 150 mm²

●

●

Die sets 
4 > 150 mm²

diE sETs – refer to pAGEs 88 – 96

>  Common interchangeable die sets  
for d36, bpE036 & bpL036 tools.

sTrOnG ALuminum fOrk
Force: 35 kN

ExCELLEnT rATiO wEiGhT/CApACiTiEs
2.200 kg – 35 kN – 150 mm²

rOTATivE hEAd
180°

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

>  Identical force, stroke and capacities as the manual tool d36 
and the battery operated tool bpE036.

18v 
2ah

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg
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bpL055
hydrauliC CrimpinG tool
IN LINE TyPE

bALL hEAd dOwEL 
Enables setting of 38 mm width die (manufactured by 
DUBUIS) or 30 mm (manufactured by other companies).

inTErChAnGEAbLE diE sETs
Simple or reversible.

rOTATivE hEAd
180°

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 185 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

13 mm 
 
55 kN 
 
3 to 5 s 
 
220 crimps 
 
128 × 75 × 390 
 
2.900 kg

hExAGOnAL CrimpinG 

4 > 240 mm²

Copper lugs and sleeves – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Bare or insulated sleeves in copper or alu.

4 > 240 mm² 
 
KZ6 > KZ32 
 
C6 > C35 
 
6 > 240 mm² 
 
E54 > E215

APPLICATIoNS SECTIoNS

●

>  Identical force, stroke and capacities as the manual tool d51 
and the battery operated tool bpE055.

Die sets 
4 > 240 mm²

diE sETs – refer to pAGEs 88 – 96

>   Common interchangeable die sets  
for d51, bpE055 & bpL055 tools.

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

18v 
2ah

●

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg
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bpL062
hydrauliC CrimpinG tool
IN LINE TyPE

vEry LiGhT hEAd
Excellent ratio weight/capacities.

COmpATibLE diE sETs
With 80 kN & 130 kN ranges.

rOTATivE hEAd
180°

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 185 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

13 mm 
 
62 kN 
 
3 to 5 s 
 
220 crimps 
 
128 × 75 × 395 
 
3.250 kg

Copper lugs and sleeves – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Bare or insulated sleeves in copper or alu.

6 > 300 mm² 
 
KZ6 > KZ34 
 
C10 > C50 
 
25 > 240 mm² 
 
E54 > E280

APPLICATIoNS SECTIoNS

>  Identical force, stroke and capacities as the manual tool d62 
and the battery operated tools bpE062 & bpp062.

●

hExAGOnAL CrimpinG 

6 > 300 mm²

●

diE sETs – refer to pAGEs 88 – 96

Die sets 
6 > 300 mm²

>   Common interchangeable die sets  
for d62, bpE062, bpL062 & bpp062 tools.

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

18v 
2ah

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg



usb COnnECTiOn sOfT fOr 
dATA AnALysis & prEvEnTivE 
mAinTEnAnCE 

hAndLinG rinG fOr 
TrAnspOrTATiOn (strap)
Or sAfETy CAbLE

3

3

4

4

1

5

6

7

2

On/Off buTTOn 
with EmErgEncy saVing function 
LEd dispLAy dispLAy pAnEL fOr :
• BattEry chargE lEVEl
• cyclE conformity
• maintEnancE

1

rObusT pLAsTiC hOusinG  
wiTh rubbEr Grip

27

LEd LiGhTinG Of ThE 
wOrkpLACE

two diffErEnt control triggErs 

       wOrkinG TriGGEr 
rELEAsE TriGGEr

&5

5

6

6

Mechanical stop at stroke end.

Maximum operating speed  
with high performance motor.

Quick motor stop function for high 
user safety.

Energy saving function for switching 
off the tool after 10 min.

2 hydraulic pump stages for improved 
fast advance.

Pressure safety system to prevent from 
pressure failures, with audible click at 
release.

18v 4.0Ah
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bCp040G
hydrauliC CuttinG tool
PISToL GuILLoTINE TyPE

nEw rEinfOrCEd bLAdEs
Increase blades life time (>  especially for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE & bLAdEs
Easy to replace.

rOTATivE hEAd
180°

TypE Of CAbLEs
copper, aluminum and steel 

 
mAx. pAssAGE  

Ø 25 mm
(depending on cables)

FoRCE 
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

88 kN 
 
8 to 20 s 
 
 
 
480 × 85 × 325 
 
7.400 kg

LOCkinG pin
Enables a secure head closing.

●

●

Do not use this tool on live cables. * Other dimensions and cables to be approved with tests.

>  Identical force, stroke and capacities as the CG40 & xCG40.

18v 
4ah

 
 
 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

TyPE oF CABLES mAX. HARDNESS mAX. Ø oF CuT (mm) *
CABLES Copper 

Aluminum
Almelec 
Steel 

 
Multi-steel strands
ACSR 
(medium hard steel) 
 
 
Steel
 
Copper

Aluminum

< 40 daN/mm²
< 20 daN/mm²
< 34 daN/mm²
< 180 daN/mm² 

 
< 180 daN/mm² 
< 180 daN/mm²

< 60 daN/mm²
< 42 daN/mm² 
< 30 daN/mm²
< 25 daN/mm²
< 16 daN/mm²

Ø 32 (630 mm²) 
Ø 40 
Ø 40 
7 × Ø 3,0 (= Ø 9.0)
19 × Ø 2,1 (= Ø 10.5)
19 × Ø 2,3 (= Ø 11.5) 
Ø 18 (strands quantities : 200) 
26 × Ø 2.50 + 7 × Ø 1.95 (= Ø 15.85)
26 × Ø 3.06 + 7 × Ø 2.38 (= Ø 19.38)
26 × Ø 3.60 + 7 × Ø 2.80 (= Ø 22.80)
54 × Ø 3.50 + 19 × Ø 2.10 (= Ø 31.50) 
Ø 18
Ø 20
Ø 30
Ø 32
Ø 40

BARS
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>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

bCp045G
hydrauliC CuttinG tool
PISToL GuILLoTINE TyPE

LOCkinG pin
Enables a secure  
head closing

nEw rEinfOrCEd bLAdEs
Increase blades life time (>  especially for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

rOTATivE hEAd
220°

FoRCE 
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

130 kN 
 
10 to 30 s 
 
 
 
510 × 75 × 330 
 
8.500 kg

Do not use this tool on live cables.

* Other dimensions and cables to be approved with tests.

>  Identical force, stroke and capacities as the xCG45.

18v 
4ah

●

●

TypE Of CAbLEs
copper, aluminum, steel,  
stainless steel and ACSR 

 
mAx. pAssAGE  

Ø 45 mm
(depending on cables)

mAx. CuTTinG CApACiTiEs

TyPE oF CABLES mAX. HARDNESS mAX. Ø oF CuT (mm) *

CABLES Copper 
Aluminum
Almelec 
Steel 

 
Multi-steel strands
ACSR 
(medium hard steel) 
 
 
 
Inox            > please contact us. 
Steel
 
Copper

Aluminum

< 40 daN/mm²
< 20 daN/mm²
< 34 daN/mm²
< 180 daN/mm² 

 
< 180 daN/mm² 
< 180 daN/mm²

 

< 60 daN/mm²
< 42 daN/mm² 
< 30 daN/mm²
< 25 daN/mm²
< 16 daN/mm²

Ø 45 
Ø 45 
Ø 45 
7 × Ø 3.0 (= Ø 9.0)
19 × Ø 2.1 (= Ø 10.5)
19 × Ø 2.3 (= Ø 11.5) 
Ø 18 (strands quantities : 200) 
26 × Ø 2.50 + 7 × Ø 1.95 (= Ø 15.85)
26 × Ø 3.06 + 7 × Ø 2.38 (= Ø 19.38)
26 × Ø 3.60 + 7 × Ø 2.80 (= Ø 22.80)
54 × Ø 3.50 + 19 × Ø 2.10 (= Ø 31.50)
54 × Ø 4.36 + 19 × Ø 2.62 (= Ø 39.20) 
 
Ø 20
Ø 22 
Ø 33 
Ø 35 
Ø 45

BARS
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bCp055G
hydrauliC CuttinG tool
PISToL GuILLoTINE TyPE

18v 
4ah

>  Identical force, stroke and capacities as the CG55 & xCG55.

* Other dimensions and cables to be approved with tests.

FoRCE 
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

43 kN 
 
7 to 15 s 
 
 
 
500 × 75 × 335 
 
6.400 kg

TypE Of CAbLEs
copper and aluminum

mAx. pAssAGE

Ø 55 mm

LOCk
Enables quick opening 
and closing head.

●

●

nEw COunTEr bLAdE
Decreases cable distorsion when cutting.

shArp bLAdE & COunTEr bLAdE
Improve the cable cutting (> copper and aluminum cables).

rOTATivE hEAd
270°

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

594 × 494 × 149 
 
3.660 kg

Do not use this tool on live cables.

widE OpEninG 
Easy for cables passage.

mAx. CuTTinG CApACiTiEs

TyPE oF CABLES mAX. Ø oF CuT *SECTIoNSmAX. HARDNESS
Copper leads cables
Underground aluminum 
Telephone cables
Round annealed copper
Round annealed aluminum (A5)

CABLES 
 
 
BARS

4 × 185 mm² or 630 mm² max.
3 × 240 + 1 × 95 mm²

< 20 daN/mm²
< 16 daN/mm²

 
Ø 51 mm
Ø 55 mm 
Ø 16 – 18 mm
Ø 20 – 25 mm
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bCp085G
hydrauliC CuttinG tool
PISToL GuILLoTINE TyPE

18v 
4ah

FoRCE 
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

55 kN 
 
8 to 20 s 
 
 
 
580 × 85 × 340 
 
8.900 kg

LOCkinG pin
Enables a secure 
head closing.

TypE Of CAbLEs
copper and aluminum

mAx. pAssAGE

Ø 85 mm

nEw COunTEr bLAdE
Decreases cable distorsion when cutting.

shArp bLAdE & COunTEr bLAdE
Improve the cable cutting (> copper and aluminum cables).

ErGOnOmiC hAndLE 
Easy to care and for a secured tool handling.

rOTATivE hEAd
180°

widE OpEninG 
Easy for cables passage.

>  Identical force, stroke and capacities as the CG85 & xCG85.

●

* Other dimensions and cables to be approved with tests.

Do not use this tool on live cables.

mAx. CuTTinG CApACiTiEs

●

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

594 × 494 × 149 
 
3.660 kg

 
 
3 × 240 mm² + 1 × 95 mm² 
 
1 × 630 mm² > 800 mm² 
 
630 mm² 
 
Ø 85 mm

TyPE oF CABLES 
 
uNDERGRouND INSuLATED
ALumINum CABLES 
 
 
CoPPER CABLES 
 
TELEPHoNE CABLES

mAX. Ø oF CuT *
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bCp065i
hydrauliC CuttinG tool
PISToL SCISSoRS TyPE

FoRCE (at piston) 
 
FoRCE (between blades) 
 
CuTTING TImE 
 
CuTTING CAPACITy – depends on materials 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

130 kN 
 
60 kN 
 
7 to 15 s 
 
 
 
395 × 80 × 170 
 
10 kg

TypE Of CAbLEs
copper and aluminum

 
 mAx. pAssAGE 

Ø 65 mm

Do not use this tool on live cables.

sCissOrs TypE CuTTEr 
Enables cables cut in restricted areas  
(> direct access, without closing the head).

ErGOnOmiC hAndLE 
Easy to care and for a secured tool handling.
 
idEnTiCAL bLAdEs
Improve the cable cutting. 

rOTATivE hEAd 
180°

18v 
4ah

>  Identical force, stroke and capacities as the xCi65.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

594 × 494 × 149 
 
3.660 kg

●

●

Ø 65 mm 
 
Ø 65 mm

CoPPER CABLES 
 
ALumINum CABLES

mAx. CuTTinG CApACiTiEs*  

Cut of aluminum or copper, steel reinforced cables is possible.

* Other dimensions and cables to be approved with tests.
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bpp062
hydrauliC CrimpinG tool
PISToL TyPE

18v 
4ah

vEry LiGhT hEAd
Excellent ratio weight/capacity.

COmpATibLE diE sETs
With 80 kN & 130 kN ranges.

rOTATivE hEAd 
270°

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 185 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

13 mm 
 
62 kN 
 
3 to 5 s 
 
340 crimps 
 
355 × 75 × 325 
 
4.900 kg

Copper lugs and sleeves – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Bare or insulated sleeves in copper or alu.

6 > 300 mm² 
 
KZ6 > KZ34 
 
C10 > C50 
 
25 > 240 mm² 
 
E54 > E280

APPLICATIoNS SECTIoNS

>  Identical force, stroke and capacities as the d62 & xd62 
and the operated tools bpE062 & bpL062.

hExAGOnAL CrimpinG 

6 > 300 mm²

diE sETs – refer to pAGEs 88 – 96

Die sets 
6 > 300 mm²

>  Common interchangeable die sets   
for d62, xd62, bpE062, bpL062 & bpp062 tools.

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

●

●

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

594 × 494 × 149 
 
3.660 kg
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bpp080
hydrauliC CrimpinG tool
PISToL TyPE

vEry LiGhT hEAd
Excellent ratio weight/capacity.

COmpATibLE diE sETs
With 62 kN & 130 kN ranges.

rOTATivE hEAd 
270°

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 185 mm² copper lug) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

13 mm 
 
80 kN 
 
4 to 6 s 
 
300 crimps 
 
355 × 75 × 325 
 
4.980 kg

Copper lugs and sleeves – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Bare or insulated sleeves in copper or alu.

6 > 300 mm² 
 
KZ6 > KZ34 
 
C10 > C50 
 
25 > 240 mm² 
 
E54 > E280

APPLICATIoNS SECTIoNS

>  Identical force, stroke and capacities as the d80 manual tool. 

diE sETs – Refer to pAGEs 88 – 96

Die sets  
6 > 300 mm²

>  Common interchangeable die sets   
for d80 & bpp080 / d62, xd62, bpE062,  
bpL062 & bpp062

hExAGOnAL CrimpinG 

6 > 300 mm²

●

●

18v 
4ah

quiCk OpEninG 
& CLOsinG hEAd
Easy to replace 
die sets.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

594 × 494 × 149 
 
3.660 kg
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STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

26 mm 
 
130 kN 
 
400 × 75 × 310 
 
6.500 kg

38 mm 
 
130 kN 
 
430 × 75 × 310 
 
7.000 kg

32 mm 
 
130 kN 
 
415 × 75 × 310 
 
6.800 kg

widE CrimpinG CApACiTiEs
From 6 up 400 mm².

>  Available with strokes  
26, 32, 38 & 44. 
(please contact us for 44 mm version)

hExAGOnAL CrimpinG 

6 > 400 mm²
(depending on tool type)

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or aluminum – EDF 
 
Copper or aluminum lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

6 > 300 mm² 
 
E54 > E235 
 
KZ6 > KZ28 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

6 > 400 mm² 
 
E54 > E280 
 
KZ6 > KZ32 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

6 > 400 mm² 
 
E54 > E280 
 
KZ6 > KZ38 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

APPLICATIoNS SECTIoNS (-26) SECTIoNS (-32) SECTIoNS (-38)

diE sETs
Refer to pAGEs 89 – 97

OvErhEAd LinEs CrimpinG
Tool designed for this application.

EquippEd wiTh mEChAniCAL sTOp
Piston stops at the stroke end.

>  Identical force, stroke and capacities as the C130-xx, xC130-xx 
and the operated tools bpE130.

Die sets  
6 > 400 mm²

bpp130
hydrauliC CrimpinG tool
PISToL TyPE

●

-1 
-2 
-3

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

594 × 494 × 149 
 
3.660 kg

18v 
4ah

>  Common interchangeable die sets  
for C130-xx, xC130-xx, bpE130 & bpp130x tools.
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bpp130u
DEEP INDENTING HyDRAuLIC TooL
operated on battery

●

STRokE 
 
mAX. PASSAGE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

26 mm 
 
34 mm 
 
130 kN 
 
415 × 75 × 310 
 
6.300 kg

AssEmbLy № 1  
fOr indEnTinG AppLiCATiOn

           Refer to pAGEs 96

AssEmbLy № 2  
fOr CrimpinG AppLiCATiOn

130 kN crimping die sets can be 
used in this tool thanks to the adapter 
A12D2.

           Refer to pAGEs 89 – 95

hEAd ACCOrdinG TO hn 68-s-90 (> EDF specifications)
For underground lines (bimetallic lugs and sleeves).

mAx. pAssAGE Of 34 mm
In the head for large sections.

mEChAniCAL sTOp (nEw fEaturE)
The piston stops at stroke end.

rOTATivE hEAd
270°

Opening dies

Indentor Die sets 
6 > 400 mm²

Identor holder PP130

Adapter A12D2

dEEp indEnTinG

16 > 240 mm²
hExAGOnAL CrimpinG

6 > 400 mm²

>  Identical force, stroke and capacities as the h130 & xh130.

18v 
4ah

>  Common interchangeable indentor and opening dies  
for h130, xh130 & bpp130u.

>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.
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Crimp COnTrOL 
sOfTwArE

COnnECT
Tool to computer thanks to USB/mini USB cable.

Tool is correctly connected 
when PLI is blue switching on.

ACCEssinG dATA
- Completed cycle numbers
- Cycle numbers before maintenance

firmwArE updATinG
Evolution of the software settings.

diAGnOsTiC
Enables a working control of the tool.

hAndLinG mAnAGEmEnT
Enables to manage/print for a given site the number of done 
cycles and registered as in conformity or not .

rEpOrT / rEsuLT
You will get a complete certificate on the tool conformity.

>  Download through the website or contact sales department.

!

www.dubuis.com
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sTAnLEy Li-iOn ChArGErs

Variable and self-adapting charge level to match the battery voltage.
 2-stage charging to provide maximum performance and battery 
durability.
Diagnostic system with PLI charge status indicator:   
battery charged, battery on charge, voltage drops and fault detected 
(too cold or hot battery).

Available in 110 V or 220 V version with mains plug, or 12 V with 
cigar-lighter plug.

               sTAnLEy hiGh pErfOrmAnCE 
rEChArGEAbLE 18v Li-iOn bATTEriEs.

Greater capacity for maximum productivity: 
120 cycles carried out with the same 4.0 Ah battery.
Short charging time:  –  40 min for a 2.0 Ah battery
   – 80 min for a 4.0 Ah battery

Compatible batteries with the entire DUBUIS                           range.

              ExCELLEnT LifE TimE
             No memory effect or self-discharge effect.

             OpTimizEd wEiGhT

18V 2.0Ah
li-ion

18V 4.0Ah
li-ion

|  bATTEriEs & ChArGErs

             pLi ChArGE LEvEL indiCATOr 
             at thE Back of thE BattEry
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ACCEssOriEs

18v Li-iOn 2.0 Ah rEChArGEAbLE bATTEry

18v Li-iOn ChArGEr On 12v CiGAr-LiGhTEr pLuG 

Bpl & Bcl - CAsE fOr in LinE TOOLs

18v Li-iOn 4.0 Ah rEChArGEAbLE bATTEry

18v Li-iOn fAsT ChArGEr – 220v CE pLuG

Bpp & Bcp - CAsE fOr pisTOL TOOLs

PART №

DImENSIoNS (l × l × h in mm)

wEIGHT

PART №

DImENSIoNS (l × l × h in mm)

wEIGHT

PART №

DImENSIoNS (l × l × h in mm)

wEIGHT

PART №

DImENSIoNS (l × l × h in mm)

wEIGHT

PART №

DImENSIoNS (l × l × h in mm)

wEIGHT

PART №

DImENSIoNS (l × l × h in mm)

wEIGHT

AB18LI200

115 × 75 × 45

0.360 kg

AC18012

180 × 120 × 80

0.660 kg

77531 (delivered empty)

594 × 494 × 149

3.660 kg

AB18LI400

115 × 75 × 65

0.620 kg

AC18220

180 × 120 × 80

0.540 kg

77501 (delivered empty)

471 × 415 × 116

2.050 kg

>►Available in 110 V version or with UK or US plug.
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hydrAuLiC pOwEr pACk/hEAd COnnECTiOns  
 
 
 
  php700

  phE705

  phE706

  bGh700

 
pOwEr pACks ACCEssOriEs 
 
 

  fiTTinGs & fLExibLE hOsEs

p.60

p.61

p.62

p.63

p.64 – 65

p.66 
 
 
 

p.67

hydraulic 
pOwEr pACks
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700 bar fLExibLE hOsE

hiGh prEssurE hOsEs, fACTOry TEsTEd
3 years validity after date of supply.

vAriOus LEnGhTs
According to applications.

insuLATEd frAmE Or nOT
> Refer to pAGE 67.

powEr pack/hEad 
COnnECTiOn

>  Warning : A torque tightening value of 50 nm must be applied 
when setting fittings on a high pressure hose.

hydrAuLiC fiTTinGs

¼ bsp ThrEAd
On every power packs and heads.

diffErEnT TypEs Of fiTTinGs
standard quick: quick connection with security locking option.
To be screwed: secured connection for EDF – LV
Others: contact us

ADAPTERS
For heads, fittings and hoses in ⅜ NPT
> Refer to pAGE 67.

Standard quick nozzle
part № 30887

Standard quick nozzle
(pack side)
part № 80847

Standard quick coupler
(head side)
part № 80848

Standard quick coupler
part № 87812
part № 30888 for phE706

HP hose
with ¼ BSP thread
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php700
hydrauliC pump
FooT oPERATED

PRESSuRE 
 
oIL TANk 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT 
 
FoRCE (on pedal)

700 bar 
 
0.700 L 
 
620 × 175 × 165 
 
7.300 kg 
 
38 daN

LiGhT & COmpACT pump
Balanced weight/dimensions ratio.

2 spEEds hydrAuLiC sysTEm
For a fast advance of the piston at low pressure.

sOfT TAnk
To work in every positions.
in OpTiOn: Manual version

widE ChAssis On ThE whOLE LEnGTh
For a better stability.

pEdAL LOCkinG hOOk
Made of steel with plastic protection for a firm holding.

sTrOnG rELEAsE LEvEr
Foot activited.

DImENSIoNS (l × l × h in mm) 
 
wEIGHT 
 
PART № 
 
CAPACITy

820 × 315 × 320 
 
10.900 kg 
 
30191 (delivered separately) 
 
Pump + fittings/hoses + hydraulic 
head and accessories

fiTTinGs & hOsEs ACCEssOriEs
> Refer to pAGE 66 – 67

●

●

>  All DUBUIS 700 bar hydraulic heads 
can be used with this pump.
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phE705
220V ELECTRICAL
hydrauliC power paCk

500 W single phase 220 V – 50 Hz motor with auto. stop at 700 bar. 
 
160 mA fuse 
 
Overheat thermal protection 
 
Overpressure mechanical protection 
 
Flow from 1,2 to 0,4 L/min according to pressure. 
 
Protection level: IP 55 according to NF EN 60529

PRESSuRE 
 
PowER SuPPLy 
 
SouND LEVEL 
 
oIL TANk 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

700 bar 
 
220 V – 50 Hz 
 
LWA 91 dB (A)  
 
2 L 
 
320 × 180 × 440 
 
13.400 kg (oil full)

DImENSIoNS (mm) 
 
wEIGHT 
 
PART № 
 
CAPACITy

600 × 400 × 490 
 
10.700 kg 
 
82132 (delivered separately) 
 
1 group + 1 hose + 1 hydraulic head  
+ various accessories

>  All DUBUIS 700 bar hydraulic heads 
can be used with this unit.

dEsiGnEd fOr sEmi inTEnsivE usE
Use on works sites and aerial applications.

sTrOnG & COmpACT
Stability under use.

OiL CApACiTy
– Enables use of hoses > 3 m. 
– Filling and draining of the tank accessible.
– Viewing of the oil level.

vAriAbLE fLOw: frOm 1.2 L/min in Lp TO 0.4 L/min in hp
2 stages pump for a fast advance in low pressure.

EmErGEnCy buTTOn
Manual release in case of electrical dysfunction.

2 swiTChEs rEmOTE COnTrOL 
Advance/Hold – Return 
cable length: 3 m
> delivered with the group.

160 mA fusE
Two extra fuses 
> delivered with the group.

fiTTinGs & hOsEs ACCEssOriEs
> Refer to pAGE 66 – 67

● ●

●
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phE706
220V ELECTRICAL
hydrauliC power paCk

550 W – 220 V – 50 Hz asynchronous motor  
Starting up capacitor (enables starting up in load). 
 
 
Automatic stop at 700 bar 
 
160 mA fuse 
 
Overheat thermal protection 
 
Overpressure mechanical protection 
 
Flow: 0.8 L/min 
 
Protection level: IP 55 according to NF EN 60529

PRESSuRE 
 
PowER SuPPLy 
 
 
 
SouND LEVEL 
 
oIL TANk 
 
DImENSIoNS (mm) 
 
wEIGHT

700 bar 
 
220 V – 50 Hz (available in 110 V 
50 Hz, or equipped with UK or US plug) 
 
 
< 80 dB (A)  
 
2 L 
 
380 × 200 × 420 
 
17 kg (full oil included)

DImENSIoNS (mm) 
 
wEIGHT 
 
PART № 
 
CAPACITy

600 × 400 × 490 
 
10.700 kg 
 
82132 (delivered separately) 
 
1 group + 1 hose + 1 hydraulic head  
+ various accessories

>  All DUBUIS 700 bar hydraulic heads 
can be used with this unit.

dEsiGnEd fOr inTEnsivE usE
–  Appropriate for workshop use.
–  Possibility to adapt a distributor to use 2 tooling.

siLEnT & pOwErfuL mOTOr
Gives an excellent weight/capacity ratio.

hiGh & COnsTAnT fLOw
ex. :  Crimping of 6 × 185 mm² lugs per minute  

with a xC130.

OiL CApACiTy
– Enables use of hoses > 3 m. 
– Filling and draining of the tank accessible.
– Viewing of the oil level.

EmErGEnCy buTTOn
Manual release in case of electrical dysfunction.

2 swiTChEs rEmOTE COnTrOL 
Advance/Hold – Return 
cable length: 3 m
> delivered with the group.

160 mA fusE
Two extra fuses 
> delivered with the group.

fiTTinGs & hOsEs ACCEssOriEs
> Refer to pAGE 66 – 67

●

●

●
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COnTrOL sysTEm
•   cut / crimp switch
•  intEgratEd control 

(+ wirE rEmotE control)
• usB connEction

360° rOTATinG COupLinG

24

3

4

6

5

3

1

hiGh OiL vOLumE
 Easy accEss to thE tank  
for draining & rEfilling oil

1

On/Off buTTOn
with EmErgEncy saVing function
pLi dispLAy pAnEL fOr :
• BattEry chargE lEVEl
• cyclE conformity
• maintEnancE

26

hAndLinG rinG fOr 
TrAnspOrTATiOn (strap) 

manual rElEasE By  
EmErGEnCy buTTOn

5

Maximum operating speed  
with high performance motor.

Quick motor stop function for high 
user safety.

Energy saving function for switching 
off the tool after 10 min.

2 hydraulic pump stages for improved 
fast advance.

Pressure safety system to prevent from 
pressure failures, with audible click at 
release.

|  hydrAuLiC pOwEr pACk |  bATTEry OpErATEd 18v 4.0Ah
li-ion

NEW

4
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bGh700
18v 4,0Ah Li-iOn hydraulic group
BATTERy oPERATED

wEIGHT (with battery + coupler) 
 
DImENSIoNS (l × l × h in mm) 
 
oIL TANk

5.670 kg  
 
330 × 160 × 250 
 
0.8 L

FLow

400 W motor with automatic stop at 700 bar. 
 
Protection level: IP42 according to NF

1 L/min. in fast advance 
 
0.15 L/min. in high pressure

>  All DUBUIS 700 bar hydraulic heads 
can be used with this unit.

uLTrA LiGhT & ErGOnOmiC
Balanced center of gravity for an optimal handiness.

sTrOnG bOdyshELL
Equipped with a 3 pod for a better stability.

ELECTrOniCAL & mEChAniCAL prOTECTiOn
In case of overpressure and overheat.

fiTTinGs & hOsEs ACCEssOriEs
> Refer to pAGE 66 – 67

DImENSIoNS (mm) 
 
wEIGHT 
 
PART № 
 
CAPACITy

550 × 336 × 308 
 
4.800 kg 
 
91813 (delivered separately) 
 
1 group + 1 hose + 1 hydraulic head  
+ various accessories

700 
bar

●

●

2 swiTChEs rEmOTE COnTrOL 
Advance/Hold – Return 
cable length: 3 m
> delivered with the group.

Weight: 0.540 kg
 
Part N° AC18220

18V LI-IoN 4.0 Ah BATTERy 220V CHARGER

Weight: 0.620 kg
 
Part N° AB18LI400

>  850 bar vErsiOn AvAiLAbLE 
( bGh850 on request, not compatible  
with Dubuis heads).
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Double foot controller pedal, Advance/Hold–Return. 
 
Equipped with a 3 m cable length. 
 
To replace the remote control (82801). 
 
Part № 82814

2 switches remote control (Advance/Return) with hold in pressure. 
 
Equipped with a 3 m cable length. 

Part № 82801

Insulating oil: Total Equivis XV32.
 
Oil bottle 0.5 L: Part № 82809
 
Oil bottle 5 L: Part № OMST032

fOOT COnTrOLLEr

rEmOTE COnTrOL

hydrAuLiC OiL

Manometer 0 – 1000 bar for pressure control at release. 
 
Calibration certificate.
 
part № 82812-bAr or 82812-psi

mAnOmETEr

ACCEssOriEs 
for hydraulic powEr packs
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fiTTinGs  
& fLExibLE hOsEs

¼ bsp quiCk sTAndArd fiTTinGs

sCrEwinG fiTTinGs

AdApTErs

700 bar flExiBlE hosEs – insuLATEd 700 bar flExiBlE hosEs – uninsuLATEd

¼ bsp ThrEAdEd quiCk sTAndArd nOzzLE (hv/mv)
> To be connected to the hydraulic head.
part № 30887

EquippEd wiTh sTAndArd 90° fiTTinGs
>   To be connected to the power pack, enables a rotating 

and a security locking coupler. 
2 meters > part № 82861 
4 meters > part № 82860 
10 meters > part № 82811

¼ bsp ThrEAdEd quiCk sTAndArd COupLEr
> To be connected to the 700 bar power pack.
part № 30888

> ⅜ NPT fittings: consult us.

EquippEd wiTh sTAndArd fiTTinGs
>  To be connected to the 700 bar power pack. 

1,6 meter > part № 77840 
3 meters > part № 77841 
6 meters > part № 77842 
12 meters > part № 77843

>    Other lengths,  
please  
contact us.

>  For female ¼ BSP thread to be converted into a female  
⅜ NPT thread.

part № hrEm68211-40

sCrEwinG COupLEr (Lv) ½ b vALvE, ⅜ nPT ThreaDeD
> To be connected to the HP flexible hose, head side.
part № hsEr002

> For female ⅜ NPT thread to be converted into a male ⅜ NPT thread.
part № hCEJ792181623

sCrEwinG nOzzLE (Edf - Lv) ½ A vALvE, ⅜ nPT ThreaDeD
> To be connected to the hydraulic head.
part № hsEr001
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nEw rEinfOrCEd bLAdEs
Increase blades life time (> specifically for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

TypE Of CAbLEs
copper, aluminum and steel 

 
mAx. pAssAGE

Ø 25 mm
(depending on cables)

xCG25
hydrauliC head
GuILLoTINE CABLES CuTTER

NEW

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (without protection kit)

55 kN 
 
215 × 52 × 90 
 
2.400 kg

Do not use this tool on live cables.

LOCk
Enables quick opening 
and closing head.

prOTECTiOn kiT 
> As an option.

●

●

700 
bar

>  Force, stroke, capacities same as the CG25 manual tool 
and battery tools bCE025G & bCL025G.

fiTTinGs & hOsEs
> Refer to pAGE 67

TyPE oF CABLES mAX. CuTTING Ø *mAX. HARDNESS
7 × 19 strands – steel 
7 × 37 strands – steel 
Bare – copper/aluminum 
Rigid multi-strand – copper/aluminum 
Semi-rigid multi-strand – copper/aluminum 
Copper 
Hard copper 
Aluminum 
Mild steel 
Medium hard steel 
Depends on the thickness of insulation 
Stainless steel

muLTi-sTrAnd CAbLEs 
 
ELECTriCAL CAbLEs 
 
 
rOund bArs 
 
 
 
 
insuLATEd CAbLEs

100 > 120 daN/mm² 
130 > 145 daN/mm² 
 
 
 
< 20 daN/mm² 
20 > 28 daN/mm² 
< 20 daN/mm² 
42 > 45 daN/mm² 
50 > 70 daN/mm² 
 
< 150 daN/mm²

Ø 15 > 16 mm 
Ø 12 > 13 mm 
 
 
 
Ø 20 > 22 mm 
Ø 15 > 18 mm 
Ø 20 > 25 mm 
Ø 12 > 14 mm 
Ø 10 mm 
150 > 240 mm² 
Ø 8 > 10 mm 

300 mm² 
Ø 20 > 22 mm

* Other dimensions and cables to be approved with tests.
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nEw rEinfOrCEd bLAdEs
Increase blades life time (> specifically for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

xCG40
hydrauliC head
GuILLoTINE CABLES CuTTER

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (without protection kit)

88 kN 
 
285 × 85 × 105 
 
4.300 kg

TypE Of CAbLEs
copper, aluminum and steel 

 
mAx. pAssAGE

Ø 40 mm
(depending on cables)

Do not use this tool on live cables.

LOCkinG pin
Enables a secure 
head closing.

prOTECTiOn kiT 
> As an option.

●
●

700 
bar

>  Force, stroke, capacities same as the CG40 manual tool 
and battery tool bCp040G.

fiTTinGs & hOsEs
> Refer to pAGE 67

* Other dimensions and cables to be approved with tests.

TyPE oF CABLES mAX. HARDNESS mAX. Ø oF CuT (mm) *
CABLES Copper 

Aluminum
Almelec 
Steel 

 
Multi-steel strands
ACSR 
(medium hard steel) 
 
 
Steel
 
Copper

Aluminum

< 40 daN/mm²
< 20 daN/mm²
< 34 daN/mm²
< 180 daN/mm² 

 
< 180 daN/mm² 
< 180 daN/mm²

< 60 daN/mm²
< 42 daN/mm² 
< 30 daN/mm²
< 25 daN/mm²
< 16 daN/mm²

Ø 32 (630 mm²) 
Ø 40 
Ø 40 
7 × Ø 3.0 (= Ø 9.0)
19 × Ø 2.1 (= Ø 10.5)
19 × Ø 2.3 (= Ø 11.5) 
Ø 18 (strands quantities : 200) 
26 × Ø 2.50 + 7 × Ø 1.95 (= Ø 15.85)
26 × Ø 3.06 + 7 × Ø 2.38 (= Ø 19.38)
26 × Ø 3.60 + 7 × Ø 2.80 (= Ø 22.80)
54 × Ø 3.50 + 19 × Ø 2.10 (= Ø 31.50) 
Ø 18
Ø 20
Ø 30
Ø 32
Ø 40

BARS
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nEw rEinfOrCEd bLAdEs
Increase blades life time (> specifically for steel cuts).

idEnTiCAL bLAdE & COunTEr bLAdE
Improve the cable cutting.

inTErChAnGEAbLE bLAdEs
Easy to replace.

TypE Of CAbLEs
copper, aluminum, steel,  
stainless steel and ACSR 

 
mAx. pAssAGE

Ø 45 mm
(depending on cables)

xCG45
hydrauliC head
GuILLoTINE CABLES CuTTER

NEW

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (without protection kit)

130 kN 
 
320 × 65 × 110 
 
4.900 kg

●

●

prOTECTiOn kiT 
> As an option.

700 
bar

LOCkinG pin
Enables a secure 
head closing.

>  Force, stroke, capacities same as the battery tool bCp045G.

fiTTinGs & hOsEs
> Refer to pAGE 67

mAx. CuTTinG CApACiTiEs

TyPE oF CABLES mAX. HARDNESS mAX. Ø oF CuT (mm) *

CABLES Copper 
Aluminum
Almelec 
Steel 

 
Multi-steel strands
ACSR 
(medium hard steel) 
 
 
 
Inox            > please contact us. 
Steel
 
Copper

Aluminum

< 30 daN/mm²
< 20 daN/mm²
< 34 daN/mm²
< 180 daN/mm² 

 
< 180 daN/mm² 
< 180 daN/mm²

 

< 60 daN/mm²
< 42 daN/mm² 
< 30 daN/mm²
< 25 daN/mm²
< 16 daN/mm²

Ø 45 
Ø 45 
Ø 45 
7 × Ø 3.0 (= Ø 9.0)
19 × Ø 2.1 (= Ø 10.5)
19 × Ø 2.3 (= Ø 11.5) 
Ø 18 (strands quantities: 200) 
26 × Ø 2.50 + 7 × Ø 1.95 (= Ø 15.85)
26 × Ø 3.06 + 7 × Ø 2.38 (= Ø 19.38)
26 × Ø 3.60 + 7 × Ø 2.80 (= Ø 22.80)
54 × Ø 3.50 + 19 × Ø 2.10 (= Ø 31.50)
54 × Ø 4.36 + 19 × Ø 2.62 (= Ø 39.20) 
 
Ø 18 
Ø 20 
Ø 30 
Ø 32 
Ø 45

BARS

Do not use this tool on live cables.

* Other dimensions and cables to be tested and validated.
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xCG55
hydrauliC head
GuILLoTINE CABLES CuTTER

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (without protection kit)

43 kN 
 
300 × 55 × 110 
 
3 kg

TypE Of CAbLEs
copper and aluminum

mAx. pAssAGE

Ø 55 mm

LOCk
Enables quick opening 
and closing head.

●

●

widE OpEninG 
Easy for cables passage.

prOTECTiOn kiT 
> As an option.

fiTTinGs & hOsEs
> Refer to pAGE 67

nEw COunTEr bLAdE
Decreases cable distorsion when cutting.

shArp bLAdE & COunTEr bLAdE
Improve the cable cutting.

LiGhT & pOwErfuL
Refer to cutting capacities.

700 
bar

>  Force, stroke, capacities same as the CG55 manual tool 
and the battery tool bCp055G.

* Other dimensions and cables to be tested and validated.mAx. CuTTinG CApACiTiEs

Do not use this tool on live cables.

TyPE oF CABLES mAX. Ø oF CuT *SECTIoNSmAX. HARDNESS
Copper leads cables
Underground aluminum 
Telephone cables
Round annealed copper
Round annealed aluminum (A5)

CABLES 
 
 
BARS

4 × 185 mm² or 630 mm² max.
3 × 240 + 1 × 95 mm²

< 20 daN/mm²
< 16 daN/mm²

 
Ø 51 mm
Ø 55 mm 
Ø 16 – 18 mm
Ø 20 – 25 mm
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xCG85
hydrauliC head
GuILLoTINE CABLES CuTTER

FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (without protection kit)

55 kN 
 
395 × 80 × 170 
 
6.200 kg

LOCkinG pin
Enables a secure  
head closing.

TypE Of CAbLEs
copper and aluminum

mAx. pAssAGE

Ø 85 mm

nEw COunTEr bLAdE
Decreases cable distorsion when cutting.

shArp bLAdE & COunTEr bLAdE
Improve the cable cutting (> copper and aluminum cables).

ErGOnOmiC hAndLE 
Easy to care and for a secured tool handling.

●

●

widE OpEninG 
Easy for cables passage.

prOTECTiOn kiT 
> As an option.

700 
bar

>  Force, stroke, capacities same as the CG85 manual tool 
and battery tool bCp085G.

fiTTinGs & hOsEs
> Refer to pAGE 67

mAX. Ø oF CuT * 
 
3 × 240 mm² + 1 × 95 mm² 
 
1 × 630 mm² > 800 mm² 
 
630 mm² 
 
Ø 85 mm

TyPE oF CABLES 
 
uNDERGRouND INSuLATED
ALumINum CABLES 
 
 
CoPPER CABLES 
 
TELEPHoNE CABLES

mAx. CuTTinG CApACiTiEs

Do not use this tool on live cables.

* Other dimensions and cables to be tested and validated.
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* Other dimensions and cables to be tested and validated.

xCi35
hydrauliC head
SCISSoRS CABLES CuTTER

TypE Of CAbLEs
multi strand copper and aluminum

mAx. pAssAGE

Ø 35 mm

Do not use this tool on live cables.

700 
bar

55 kN 
 
305 × 70 × 105  
 
2.250 kg

FoRCE (at piston)  
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

GuidinG shOE 
Avoids gap between blades.

sCissOrs TypE 
Enables cable cuts in restricted areas 
(> direct access, without head closing).

rEinfOrCEd & shArpEnEd bLAdEs
Enables a clean cut on copper and aluminum cables.

inTErChAnGEAbLE & idEnTiCAL bLAdEs
Easy to replace.

shArpEnEd bLAdEs 
Ideal for multi strand  
cables cutting.

>   Identical force, stroke and capacities as the battery operated tools 
bCE035i & bCL035i.

●

●

fiTTinGs & hOsEs
> Refer to pAGE 67

240 mm² 
 
Ø 35 mm – 300 mm² 
 
Ø 35 mm 
 
Ø 35 mm

SEmI RIGID muLTI STRAND CoPPER CABLE 
 
CoPPER FLEXIBLE muLTI STRAND CABLE 
 
ALumINum muLTI STRAND CABLE 
 
TELEPHoNE CABLE

mAx. CuTTinG CApACiTiEs*

No round bars, no steel sheet reinforced cable either.
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xCi65
hydrauliC head
SCISSoRS CABLES CuTTER

FoRCE (at piston) 
 
FoRCE (between blades) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

130 kN 
 
60 kN 
 
380 × 95 × 150 
 
 4.400 kg

TypE Of CAbLEs
copper and aluminum

 
 mAx. pAssAGE 

Ø 65 mm

Do not use this tool on live cables.

ErGOnOmiC hAndLE 
Easy to care and for a secured  
tool handling.

700 
bar

sCissOrs TypE CuTTEr 
Enables the cut in difficult access  
(> direct access, without head closing).

rEinfOrCEd & shArpEd bLAdEs
Enables a clear cut on multi-strand copper and alu. cables.

inTErChAnGEAbLE & idEnTiCAL bLAdEs
Easy to replace.

shArpEnEd bLAdEs 
Ideal for multi strand cables cutting.

Ø 65 mm 
 
Ø 65 mm

CoPPER CABLES 
 
ALumINum CABLES

mAx. CuTTinG CApACiTiEs*

Cut of aluminum or copper, steel reinforced cables is possible.

>  Identical force, stroke and capacities as the battery operated tool 
bCp065i.

●

fiTTinGs & hOsEs
> Refer to pAGE 67

* Other dimensions and cables to be tested and validated.
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fiTTinGs & hOsEs
> Refer to pAGE 67

xCi95
hydrauliC head
SCISSoRS CABLES CuTTER

FoRCE (at piston) 
 
FoRCE (between blades) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (without protection kit)

130 kN 
 
60 kN 
 
395 × 80 × 170 
 
9.760 kg

TypE Of CAbLEs
copper and aluminum

mAx. pAssAGE

Ø 95 mm

sCissOrs TypE 
Enables cable cuts in restricted areas 
(> direct access, without head closing).

rEinfOrCEd & shArpEd bLAdEs 
For mild steel reinforced cables in copper  
or aluminum cuts.

As An OpTiOn : 
Earth grounding solution. 
> On demand

GuidinG shOE 
Avoids gap between blades.

ErGOnOmiC hAndLE
Easy to carry and for a secured  
tool handling.

●

prOTECTiOn kiT 
> As an option.

700 
bar

 
 
1200 mm² 
 
 
 
1000 mm²

ALL THE muLTI STRAND CABLES 
IN ALumINum oR CoPPER uP To Ø 95 mm 
 
mILD STEEL REINFoRCED CABLES  
IN ALumINum oR CoPPER 

mAx. CuTTinG CApACiTiEs*

Do not use this tool on live cables.

* Other dimensions and cables to be tested and validated.
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xd51
CRImPING
hydrauliC head

bALL hEAd dOwEL
Enables setting of 38 mm width die (manufactured by 
DUBUIS) or 30 mm (manufactured by other companies).

inTErChAnGEAbLE diE sETs
Simple or reversible.

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

13 mm 
 
55 kN 
 
180 × 53 × 74 
 
1.750 kg

hExAGOnAL CrimpinG 

4 > 240 mm²

Copper lugs and sleeves – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Bare or insulated sleeves in copper or alu.

4 > 240 mm 
 
KZ6 > KZ32 
 
C6 > C35 
 
6 > 240 mm² 
 
E54 > E215

APPLICATIoNS SECTIoNS

>  Identical force, stroke and capacities as the hand tool d51 
and the battery operated tools bpE055 & bpL055.

●

Die sets 
4 > 240 mm²

700 
bar

diE sETs – Refer to pAGEs 88 – 96

>  Common interchangeable die sets   
for d51, bpE055 & bpL055 tools.

●

fiTTinGs & hOsEs
> Refer to pAGE 67

LOCk
Enables quick opening 
and closing head.
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vEry LiGhT hEAd
Excellent ratio weight/capacities.

COmpATibLE diE sETs
With 80 kN & 130 kN ranges.

xd62
CRImPING
hydrauliC head

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

13 mm 
 
62 kN 
 
195 × 53 × 100 
 
2.200 kg

hExAGOnAL CrimpinG 

6 > 300 mm²

Copper lugs and sleeves – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Bare or insulated sleeves in copper or alu.

6 > 300 mm 
 
KZ6 > KZ34 
 
C10 > C50 
 
25 > 240 mm² 
 
E54 > E280

APPLICATIoNS SECTIoNS

>  Identical force, stroke and capacities as the hand tool d62  
and the battery operated tools bpE062, bpL062 & bpp062.

700 
bar

diE sETs – Refer to pAGEs 88 – 96

Die sets 
6 > 300 mm²

>   Common interchangeable die sets   
for d62, bpE062, bpL062 & bpp062 tools.

●

●

fiTTinGs & hOsEs
> Refer to pAGE 67

LOCk
Enables quick opening 
and closing head.
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xC130   nEo
CRImPING
hydrauliC head

STRokE / mAX. PASSAGE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

26 mm 
 
130 kN 
 
215 × 70 × 125 
 
3.760 kg

38 mm 
 
130 kN 
 
240 × 70 × 112 
 
4.200 kg

32 mm 
 
130 kN 
 
225 × 70 × 112 
 
4.090 kg

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Delivered separately

405 × 270 × 105 
 
3.120 kg

widE CrimpinG CApACiTiEs
From 6 up to 400 mm².

>  Existing strokes 26, 32, 38 & 44. 
(please contact us for 44 mm version)

hExAGOnAL CrimpinG 

6 > 400 mm²
(according to the tool type)

Copper lugs and sleeves – NFC 20-130 
 
Bare or insulated sleeves in copper or aluminum – EDF 
 
Copper or aluminum lugs and sleeves – DIN 48083 
 
C-shaped connectors 
 
Pre-rounding die sets 
 
Copper lugs and sleeves – NFC 20-130

6 > 300 mm² 
 
E54 > E235 
 
KZ6 > KZ28 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

6 > 400 mm² 
 
E54 > E280 
 
KZ6 > KZ32 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

6 > 400 mm² 
 
E54 > E280 
 
KZ6 > KZ38 
 
C10 > C70 
 
50 > 300 mm² 
 
10 > 240 mm²

APPLICATIoNS SECTIoNS (-26) SECTIoNS (-32) SECTIoNS (-38)

diE sETs – Refer to pAGEs 89 – 97

OvErhEAd LinEs CrimpinG
Tool designed for this application.

mEChAniCAL sTOp
Piston stops at the stroke end.

-26 
-32 
-38

NEW

>  Identical force, stroke and capacities as the hand tool C130-xx 
and as the battery operated tools bpE130 & bpp130x.

Die sets 
6 > 400 mm²

700 
bar

>  Common interchangeable die sets   
for C130-xx, xC130-xx, bpE130 & bpp130x tools.



m
a

tr
ic

es
hy

dr
a

ul
ic

 h
ea

ds

www.dubuis.com

E1
6 

– 
10

/1
5 

– 
D

oc
um

en
ta

tio
n 

no
t c

on
tra

ct
ua

lly
 b

in
di

ng

81

xh130 nEo
DEEP INDENTING
hydrauliC head

STRokE 
 
mAX. PASSAGE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

26 mm 
 
34 mm 
 
130 kN 
 
205 × 80 × 80 
 
3.600 kg

AssEmbLy № 1  
fOr indEnTinG AppLiCATiOns

            diE sETs 
            Refer to pAGEs 96

AssEmbLy № 2 
fOr CrimpinG AppLiCATiOns

130 kN crimping die sets can be used  
in this tool thanks to the adapter A12D2.

            diE sETs
            Refer to pAGEs 89 – 95

dEEp indEnTinG

16 > 240 mm²
hExAGOnAL CrimpinG

6 > 400 mm²

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Delivered separately

405 × 270 × 105 
 
3.120 kg

hEAd ACCOrdinG TO hn 68-s-90 (> EDF specifications)
For underground lines (bimetallic lugs and sleeves).

mAx. pAssAGE Of 34 mm
In the head for large sections.

mEChAniCAL sTOp (nEw fEaturE)
The piston stops at stroke end.

NEW

Opening dies

Indentor Die sets 
6 > 400 mm²

Indentor holder PP130

Adapter A12D2

700 
bar

>  Identical force, stroke and capacities as the hand tool h130 
and as the battery operated tool bpp130u.

>  Common interchangeable die sets for h130,  
xh130 & bpp130u tools.
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STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

28 mm 
 
250 kN 
 
287 × 100 × 130 
 
6.800 kg

pOrTAbLE & LiGhT
Leather strap to retain the die pin.

sTurdy, widE CApACiTiEs
For medium and high voltage applications.

CLOsinG by LOCkinG pin
Locking system of the upper die.

sELf ALiGninG
Lower die centering in the head.

hExAGOnAL CrimpinG 

50 > 630 mm²
xh250
CRImPING
hydrauliC head

APPLICATIoNS 
 
Copper tubular lugs – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083

SECTIoNS 
 
50 > 630 mm² 
 
KZ8 > KZ44

●

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Delivered separately

405 × 270 × 105 
 
3,120 kg

700 
bar

Die sets  
50 > 630 mm²

diE sETs 
> Refer to pAGEs 89 – 97
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xh450
CRImPING
hydrauliC head

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

APPLICATIoNS 
 
Copper tubular lugs – NFC 20-130 
 
Copper or alu. lugs and sleeves – DIN 48083

SECTIoNS 
 
95 > 1000 mm² 
 
KZ14 > KZ60

35 mm 
 
450 kN 
 
285 × 115 × 120 
 
11 kg

sTurdy, widE CApACiTiEs
For medium and high voltage applications. 

sidE COnnECTinG
Enables the laying of the head on a workbench.

CLOsinG by LOCkinG pin
Locking system of the upper die.

sELf ALiGninG
Lower die centering in the head.

hExAGOnAL CrimpinG 

95 > 1000 mm²

diE sETs 
> Refer to pAGEs 89 – 97

diE sETs 
> Refer to pAGEs 89 – 97

●

Die sets 
95 > 1000 mm²

700 
bar
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xu250
DEEP INDENTING
hydrauliC head

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

29 mm 
 
250 kN 
 
270 × 116 × 98 
 
6.600 kg

AssEmbLy № 1
indEnTinG AppLiCATiOn

AssEmbLy № 2
CrimpinG AppLiCATiOn

AssEmbLy № 3
CrimpinG AppLiCATiOn

dEEp indEnTinG

16 > 400 mm²
hExAGOnAL CrimpinG

6 > 630 mm²

hEAd ACCOrdinG TO hn.68.s.90 (> EDF specifications)
For underground lines (bimetallic lugs and sleeves).

indEnTOr Or diE LOCkinG On ThE pisTOn
Thanks to a retractable thumb wheel.

indEnTOr Or diE indExinG
Thanks to the screw, to avoid rotation.

mEChAniCAL sTOp Of ThE pisTOn
The piston stops at stroke end.

Adapter 2S1
Part № 30857

Opening dies
10 > 240 mm²

Die sets 
500 mm²
Part № 77687
630 mm²
Part № 77686

Die sets 
6 > 400 mm²

Lower adapter 
Part № 77407C

Upper adapter 
Part № 77408C

Indentor

diE sETs 
>  Refer to pAGEs 89 – 97

●

CArryinG CAsE
>  Refer to xh130 nEo

700 
bar
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 >  Lug crimping with the hydraulic head xC130-26 in a switchboard.



spECiAL AppLiCATiOns 
& EsTimATE upOn rEquEsT  
according spEcial casEs

idEnTifiCATiOn wiTh inTErnAL  
& ExTErnAL mArkinG

COrrOsiOn prEvEnTivE COvErinG
autocatalytic nickEl
•  dO nOT wEAkEn pArTs

in sTEEL + hEAT TrEATmEnT 
(hardEning By tEmpEring  
& annEaling)
improVEmEnt of hardnEss 
& Elastic limit

rEsult standards
(mEchanical 
& ElEctrical 
spEcifications) 
nfC, din, Edf spEC.

applications :

• hExAGOnAL CrimpinG
•  indEnTinG
• dEEp indEnTinG
• prE-rOundinG

CrimpinG diE sETs
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C
RI

m
PI

N
G

 D
IE

 S
ET

S

  EArTh CirCuiT & indusTriAL nETwOrk

diE sETs fOr TubuLAr sLEEvEs & LuGs – nfC 20-130

diE sETs fOr C-shApEd COnnECTOrs

diE sETs fOr COppEr fOrGEd TinnEd LuGs

diE sETs fOr COppEr/ALu. bimETALLiC LuGs indusTriAL nETwOrk

  Lv insuLATEd OvErhEAd LinE

diE sETs fOr insuLATEd sLEEvEs & LuGs

diE sETs fOr sLEEvEs

  Lv/hv bArE OvErhEAd LinE

diE sETs fOr COppEr COnduCTOrs

diE sETs fOr ALuminum ALLOy COnduCTOrs

diE sETs fOr ALuminum/sTEEL COnduCTOrs
 
  COppEr Or ALuminum sECTOrAL CAbLE

diE sETs fOr COppEr Or ALuminum sECTOrAL CAbLE 

  Lv undErGrOund LinE

diE sETs fOr ALu. & COppEr/ALu. sLEEvEs & LuGs 
 
  EArTh CirCuiT & indusTriAL nETwOrk 
 
diE sETs fOr ALu. Or COppEr sLEEvEs & LuGs – din 48.083

p.88 – 91

p.88 – 89

p.88 – 89

p.90 – 91

p.90 – 91

p.90 – 91

p.90 – 91

p.90 – 91

p.92 – 95

p.92 – 93

p.92 – 93

p.92 – 95

p.94 – 95

p.94 – 95

p.96

p.96 
 

p.96 – 97 
 

p.96 – 97

crimping 
diE sETs  
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31042 
31038 
31039 
31040 
31041 
31038 
31039 
31040 
31041 
31042 
31043 
31297 
31338 
 
 
 
 
 
 
 
 
 
 
 
31166 
 
 
31167 
31168 
31169 
31169 
31168 
31167 
31170 
31171 
 
 
 
 
 
 
 
 
 
31310 
31311 
31312 
31315

5 
9 
9 
9 
9 
9 
5 
5 
5 
5 
5 
5 
5 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
12 
12 
12 
12 
12 
12 
12 
12 
 
 
 
 
 
 
 
 
 
9 
9 
2 × 5 
5

02633 
02454 
02431 
02432 
02433 
02413 
02434 
02435 
02414 
02437 
02415 
 
 
 
 
 
 
 
 
 
 
 
 
 
02466 
 
 
02577 
02578 
02579 
02580 
02581 
02582 
02583 
 
 
 
 
 
 
 
 
 
 
02701 
02702 
02703

5 
9 
9 
9 
9 
9 
5 
5 
5 
3,5 
3,5 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
9 
9 
9 
9 
9 
9 
9 
 
 
 
 
 
 
 
 
 
 
9 
9 
5

4 
6 
10 
16 
25 
35 
50 
70 
95 
120 
150 
185 
240 
300 
400 
500 
630 
800 
1000 
 
 
 
 
 
10-16-25-35-50 
70-95-120 
150-185-240 
10 
16 
25 
35 
50 
70 
95 
120 
150 
185 
240 
300 
 
 
 
 
 
6 
10 
16 
25 
35 
50 
70 
95 
120 
150 
185

 
 
 
 
 
nfC 20-130 
xCT. - xG. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
nfC 20-130 
xCT. - xG. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
C6 
C10 
C16 
C25 
C35 
C50 
C70 
C95 
C120 
C150 
C185

sECTiOn 
(mm²)

sECTiOn 
(mm²)

sECTiOn  
(mm²)

C
O

dE
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O
dE
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Th
 (m

m
)

w
id

Th
 (m

m
)
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Th
 (m

m
)
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Th
 (m

m
)
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 (m

m
)
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O

dE
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n
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02555 
02378 
02379 
02380 
02381 
02382 
02383 
02384 
02385 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
02410 
02411 
 
02405 
02406 
02407 
02408 
02409 
02412 
 
 
 
 
 
 
 
 
 
 
 
02689 
02690 
02691

5 
9 
9 
9 
9 
9 
5 
5 
5 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
9 
9 
9 
9 
9 
9 
 
 
 
 
 
 
 
 
 
 
 
9 
9 
5

 
84105 
84106 
84107 
84108 
84109 
84110 
84111 
84112 
84113 
84114 
84115 
84116 
78453 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
84117 
84118 
84119

 
9 
9 
9 
9 
12 
12 
5 
5 
5 
5 
5 
5 
6 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
9 
2 × 5 
2 × 5

 
84105 
84106 
84107 
84108 
84109 
84110 
84111 
84112 
84113 
84114 
84115 
84116 
78453 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
84117 
84118 
84119

 
9 
9 
9 
9 
12 
12 
5 
5 
5 
5 
5 
5 
6 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
9 
2 × 5 
2 × 5

di
E 

sE
T p

A
rT

 №

di
E 

sE
T p

A
rT

 №
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E 

sE
T p

A
rT

 №
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E 

sE
T p

A
rT

 №
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E 

sE
T p

A
rT

 №

EA
rT

h 
C

ir
C

ui
T &
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sT
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A
L 

n
ET

w
O

rk
Tu

bu
LA

r 
sL

EE
vE

s 
& 

Lu
G

s 
n

fC
 2

0-
13

0

hExAGOnAL 
CrimpinG

hExAGOnAL 
CrimpinG

indEnTinG 

d80 
 
 
bpp080

d62 
bpE062 
bpL062 
bpp062 
xd62

d51 
bpE055 
bpL055 
 
xd51

d36 
bpE036 
bpL036

d31 
bpE031 
bpL031

C
-s

hA
pE

d 
C

O
n

n
EC

TO
rs
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indEnTinG 

4 
6 
10 
16 
25 
35 
50 
70 
95 
120 
150 
185 
240 
300 
400 
500 
630 
800 
1000 
 
 
 
 
 
10-16-25-35-50 
70-95-120 
150-185-240 
10 
16 
25 
35 
50 
70 
95 
120 
150 
185 
240 
300 
 
 
 
 
 
6 
10 
16 
25 
35 
50 
70 
95 
120 
150 
185

 
 
 
 
 
nfC 20-130 
xCT. - xG. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
nfC 20-130 
xCT. - xG. 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
C6 
C10 
C16 
C25 
C35 
C50 
C70 
C95 
C120 
C150 
C185

C
O

dE
C

O
dE

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
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Th
 (m

m
)

C
O

dE
n
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n
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80414 
30218 
30219 
30220 
30221 
30222 
30223 
30224 
30235 
30236 
30237 
30228 
30229 
30452 
 
 
 
 
 
 
 
 
 
30327 
30331 
30335 
30322 
30323 
30324 
30325 
30326 
30328 
30329 
30330 
30332 
30333 
30334 
 
 
 
 
 
 
 
80160 
80161 
80162 
 
 
30562-01

 
80414 
30218 
30219 
30220 
30221 
30222 
30223 
30224 
30235 
30236 
30237 
30228 
30229 
30452 
 
 
 
 
 
 
 
 
 
30237 
30331 
30335 
30322 
30323 
30324 
30325 
30326 
30328 
30329 
30330 
30332 
30333 
30334 
 
 
 
 
 
 
 
80160 
80161 
80162 
 
 
30562-01

 
9 
9 
9 
9 
12 
12 
12 
12 
12 
12 
12 
12 
12 
9 
 
 
 
 
 
 
 
 
 
 
 
 
9 
12 
12 
12 
12 
16 
16 
16 
22 
22 
22 
 
 
 
 
 
 
 
9 
2 × 5 
2 × 5 
 
 
18 

 
9 
9 
9 
9 
12 
12 
12 
12 
12 
12 
12 
12 
12 
9 
 
 
 
 
 
 
 
 
 
 
 
 
9 
12 
12 
12 
12 
16 
16 
16 
22 
22 
22 
 
 
 
 
 
 
 
9 
2 × 5 
2 × 5 
 
 
18 

di
E 

sE
T p

A
rT

 №

di
E 

sE
T p

A
rT

 №

di
E 

sE
T p

A
rT

 №

di
E 

sE
T p

A
rT

 №

A
dA

pT
O

r
A

12
d2

: 8
58

80
A

12
d2

: 8
58

80
A

12
d2

: 8
58

80

 
 
 
 
 
 
30525 
30526 
30527 
30528 
30444 
30445 
30446 
30447 
30414 
30448 
30449

 
 
 
 
 
 
 
 
30390 
77101 
77102 
77103 
77104 
77105 
30466 
77106 
77107 
30469 
30470

 
 
 
 
 
 
12 
12 
12 
12 
16 
16 
16 
16 
16 
16 
16

 
 
 
 
 
 
 
 
16 
16 
16 
22 
22 
25 
25 
25 
18 
3 × 6 
18

Tu
bu

LA
r 

sL
EE

vE
s 

& 
Lu

G
s 

n
fC

 2
0-

13
0

EA
rT

h 
C

ir
C

ui
T &

 in
du

sT
ri

A
L 

n
ET

w
O

rk

sECTiOn 
(mm²)

sECTiOn 
(mm²)

sECTiOn  
(mm²)

hExAGOnAL 
CrimpinG

hExAGOnAL 
CrimpinG

C130-xx 
bpE130 
 
bpp130x 
xC130-xx

h130 
 
 
bpp130u 
xh130

 
 
 
 
xh250 

 
 
 
 
xh450 

C
-s

hA
pE

d 
C

O
n

n
EC

TO
rs

* Except bpE130



c
ri

m
pi

n
g

 d
ie

 s
et

s

www.dubuis.com

E1
6 

– 
10

/1
5 

– 
D

oc
um

en
ta

tio
n 

no
t c

on
tra

ct
ua

lly
 b

in
di

ng

90

31039 
 
 
 
31043 
 
 
 
 
 
31047 
 
31217 
 
 
 
 
 
 
 
 
 
31217 
 
 
 
 
 
 
 
 
 
31093 
 
 
 
 
 
 
 
31093 
 
 
 

5 
 
 
 
5 
 
 
 
 
 
5 
 
9 
 
 
 
 
 
 
 
 
 
9 
 
 
 
 
 
 
 
 
 
9 
 
 
 
 
 
 
 
9 
 
 
 

02434 
 
 
 
02415 
 
 
 
 
 
02622 
 
02377 
 
02376 
 
 
 
 
 
 
 
02377 
 
02377 
02376 
 
02376 
 
 
 
 
02371 
 
 
 
 
 
 
 
02371

5 
 
 
 
3,5 
 
 
 
 
 
5 
 
9 
 
9 
 
 
 
 
 
 
 
9 
 
9 
9 
 
9 
 
 
 
 
9 
 
 
 
 
 
 
 
9

16 
25 
35 
50 
70 
95 
120 
150 
185 
240 
DPD 29/25 
 
35 
50 
70 
95 
120 
150 
185 
240 
300 
 
6 
10 
16 
25 
35 
50 
54,6 
70 
70 N 
95 
120 
150 
185 
240 
50 
70 
95 
150 
50 
70 
95 
150 
240/95N

sErTissAGE  
hExAGOnAL 
 
 
 
hur - dpd 
 
 
 
 
 
 
 
 
 
 
 
nfC 63-061 
iCAu - ACx. 
 
 
 
 
 
 
 
 
mJpb. 
mJpT.  
mJT.  
EbpAu. 
EdbpAu 
CCfbd 
CpTA. dp/Cn. 
xn8s. EJAs 
EdAs Cn. 
 
 
 
 
 
mJpAs 
mJpAsE - JAs 
 
 
mJTAs 
mJTAsE 
EJAsE

 
 
 
 
 
 
 
 
 
 
E100 
 
E140 
 
E173 
 
 
E235 
 
 
E260 
 
E140 
 
d16 E140 
d20 E173 
 
E173 
 
 
 
 
E215 
 
E280 
 
E260 
 
 
 
E215 
 
 
 
E280

sL
EE

vE
s

sL
EE

vE
s

in
su

LA
TE

d 
Lu

G
s 

& 
sL

EE
vE

s

C
O

dE

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

02383 
 
 
 
 
 
 
 
 
 
02393 
 
02234 
 
 
 
 
 
 
 
 
 
02234 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

5 
 
 
 
 
 
 
 
 
 
5 
 
9 
 
 
 
 
 
 
 
 
 
9 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

84110 
 
 
 
84114 
 
 
 
84116 
 
84168 
 
84170 
 
84171 
 
 
84219 
 
 
84175 
 
84170 
 
84170 
84171 
 
84171 
 
 
 
 
84173 
 
 
 
 
 
 
 
84173

12 
 
 
 
5 
 
 
 
5 
 
5 
 
9 
 
9 
 
 
5 
 
 
5 
 
9 
 
9 
9 
 
9 
 
 
 
 
9 
 
 
 
 
 
 
 
9

84110 
 
 
 
84114 
 
 
 
84116 
 
84168 
 
84170 
 
84171 
 
 
84219 
 
 
84175 
 
84170 
 
84170 
84171 
 
84171 
 
 
 
 
84173 
 
 
 
 
 
 
 
84173 
 
 
 
 

12 
 
 
 
5 
 
 
 
5 
 
5 
 
9 
 
9 
 
 
5 
 
 
5 
 
9 
 
9 
9 
 
9 
 
 
 
 
9 
 
 
 
 
 
 
 
9 
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d51 
bpE055 
bpL055 
 
xd51

d31 
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bpL031
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bpp062 
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C
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A
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A
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G
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A
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w

O
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16 
25 
35 
50 
70 
95 
120 
150 
185 
240 
DPD 29/25 
 
35 
50 
70 
95 
120 
150 
185 
240 
300 
 
6 
10 
16 
25 
35 
50 
54,6 
70 
70 N 
95 
120 
150 
185 
240 
50 
70 
95 
150 
50 
70 
95 
150 
240/95N

sErTissAGE  
hExAGOnAL 
 
 
 
hur - dpd 
 
 
 
 
 
 
 
 
 
 
 
nfC 63-061 
iCAu - ACx. 
 
 
 
 
 
 
 
 
mJpb. 
mJpT.  
mJT.  
EbpAu. 
EdbpAu 
CCfbd 
CpTA. dp/Cn. 
xn8s. EJAs 
EdAs Cn. 
 
 
 
 
 
mJpAs 
mJpAsE - JAs 
 
 
mJTAs 
mJTAsE 
EJAsE 
 

 
 
 
 
 
 
 
 
 
 
E100 
 
E140 
 
E173 
 
 
E235 
 
 
E260 
 
E140 
 
E140 
E173 
 
E173 
 
 
 
 
E215 
 
E280 
 
E260 
 
 
 
E215 
 
 
 
E280 

Lv
 in

su
LA

TE
d 

O
vE

rh
EA

d 
Li

n
E

C
O

pp
Er

 f
O

rG
Ed

 Ti
n

n
Ed

 L
uG

s
sL

EE
vE

s
sL

EE
vE

s
in

su
LA

TE
d 

Lu
G

s 
& 

sL
EE

vE
s

C
O

dE

30222 
 
 
 
30236 
 
 
 
30228 
 
80390 
 
30578 
80387 
30579 
80388 
 
30636 
30358 
 
80386 
 
30578 
 
30578 
30579 
 
30579 
 
 
 
 
30580 
 
 
 
80386 
 
 
 
30580 
 
 
 
 

12 
 
 
 
12 
 
 
 
12 
 
18 
 
9 
18 
9 
18 
 
9 
18 
 
9 
 
9 
 
9 
9 
 
9 
 
 
 
 
9 
 
9 
 
9 
 
 
 
9 
 
 
 
9

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

di
E 

sE
T p

A
rT

 №

di
E 

sE
T p

A
rT

 №

A
dA

pT
O

r

30222 
 
 
 
30236 
 
 
 
30228 
 
80390 
 
30578 
80387 
30579 
80388 
 
30636 
30358 
 
80386 
 
30578 
 
30578 
30579 
 
30579 
 
 
 
 
30580 
 
 
 
80386 
 
 
 
30580 
 
 
 
 

12 
 
 
 
12 
 
 
 
12 
 
18 
 
9 
18 
9 
18 
 
9 
18 
 
9 
 
9 
 
9 
9 
 
9 
 
 
 
 
9 
 
9 
 
9 
 
 
 
9 
 
 
 
9

A
12

d2
: 8

58
80

A
12

d2
: 8

58
80

A
12

d2
: 8

58
80
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rT

h 
C
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C

ui
T &

 in
du

sT
ri

A
L 

n
ET

w
O

rk

hExAGOnAL  
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sECTiOn 
(mm²)

C130-xx 
bpE130 
 
bpp130x 
xC130-xx

h130 
 
 
bpp130u 
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C
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A
L b

im
ET

A
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G
s 
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sT
ri

A
L n

ET
w

O
rk

30360-01 30360-01

30360-01 30360-01
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31047 
31045 
 
 
31044 
 
 
 
31046 
 
 
31047 
 
 
 
31044 
31046 
 
 
31093 
 
 
 
31047 
31044 
31217 
 
 
 
31048 
 
 
 
31044 
 
 
 
31217 
 
 
 
 
 
 
31048 

5 
9 
 
 
5 
 
 
 
9 
 
 
5 
 
 
 
5 
9 
 
 
9 
 
 
 
5 
5 
9 
 
 
 
5 
 
 
 
5 
 
 
 
9 
 
 
 
 
 
 
5

02625 
02626 
 
 
02627 
 
 
 
02628 
 
 
02622 
 
 
 
02629 
02376 
 
 
02371 
 
 
 
 
 
02377 
 
02376 
 
 
 
 
 
 
 
 
 
02377 
 
 
02376 
 
 
 

5 
5 
 
 
5 
 
 
 
5 
 
 
5 
 
 
 
5 
9 
 
 
9 
 
 
 
 
 
9 
 
9 
 
 
 
 
 
 
 
 
 
9 
 
 
9 
 

7.07 (30/10) 
9.9 (35/10) 
10.8 
12.56 (40/10) 
12.4 
14.1 
15.9 (45/10) 
19.6 (50/10) 
17.8 
22 
27.6 
28.26 (60/10) 
29.3 
38.2 
38.46 (70/10) 
48.3 
59.7 
74.9 
93.3 
116 
146 
182 
 
22 
34.4 
43.1 
54.6 
75.5 
93.3 
117 
148 
181.6 
228 
17.8 
22 
27.8 
34.4 
37.7 
43.1 
54.6 
58.9 
69.3 
80 
88 
59.7 
116.2 
75.5 
147.1 
181.6 
228

sErTissAGE 
hExAGOnAL 
 
 
 
Ju 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
JL - Cn2AA 
Cn2Au. - CnAA 
- AbT. - Cb  
CbO. - rdb 
qn2Au. - AT 
- Ab - Ar - Lr 
- ALr 
 
 
ALu. CrimpinG 
JAr - JALr - JLr 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ALuminum 
CrimpinG

E54 
E68 
 
 
E72 
 
 
 
E83 
 
 
E100 
 
 
 
E120 
E173 
 
 
E215 
 
E230 
 
E100 
E120 
E140 
 
E173 
 
E210 
E230 
E250 
E280 
E120 
 
 
 
E140 
 
 
E173 
 
 
 
E210 
 
E230 
 
E250 
E280

Lv
/h

v 
bA

rE
 O

vE
rh

EA
d 

Li
n

E
C

O
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Er
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O
n
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C

TO
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w
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O
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m
)
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Th
 (m

m
)

w
id

Th
 (m

m
)

w
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Th
 (m

m
)

02436 
02462 
 
 
02486 
 
 
 
02487 
 
 
02393 
 
 
 
02488 
 
 
 
 
 
 
 
02393 
02488 
02234 
 
 
 
 
 
 
 
02488 
 
 
 
02234

5 
5 
 
 
5 
 
 
 
5 
 
 
5 
 
 
 
5 
 
 
 
 
 
 
 
5 
5 
9 
 
 
 
 
 
 
 
5 
 
 
 
9

84176 
84177 
 
 
84178 
 
 
 
84179 
 
 
84168 
 
 
 
84169 
84171 
 
 
84173 
 
84174 
 
84168 
84169 
84170 
 
84171 
 
84172 
84174 
 
 
84169 
 
 
 
84170 
 
 
84171 
 
 
 
84172 
 
84174

5 
9 
 
 
5 
 
 
 
9 
 
 
5 
 
 
 
5 
9 
 
 
9 
 
5 
 
5 
5 
9 
 
9 
 
5 
5 
 
 
5 
 
 
 
9 
 
 
9 
 
 
 
5 
 
5 

84176 
84177 
 
 
84178 
 
 
 
84179 
 
 
84168 
 
 
 
84169 
84171 
 
 
84173 
 
84174 
 
84168 
84169 
84170 
 
84171 
 
84172 
84174 
 
 
84169 
 
 
 
84170 
 
 
84171 
 
 
 
84172 
 
84174

5 
9 
 
 
5 
 
 
 
9 
 
 
5 
 
 
 
5 
9 
 
 
9 
 
5 
 
5 
5 
9 
 
9 
 
5 
5 
 
 
5 
 
 
 
9 
 
 
9 
 
 
 
5 
 
5
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E 
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A
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hExAGOnAL  
CrimpinG

sECTiOn 
(mm²)

d31 
bpE031 
bpL031

d51 
bpE055 
bpL055 
 
xd51

d62 
bpE062 
bpL062 
bpp062 
xd62

d80 
 
 
bpp080

d36 
bpE036 
bpL036
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80389 
30346 
 
 
30347 
 
 
 
30348 
 
 
80390 
 
 
 
80152 
30353 
 
 
30580 
 
30357 
 
80390 
80152 
30352 
 
30353 
 
30355 
30357 
30250 
30360 
30351 
 
 
 
30352 
 
 
30353 
 
 
 
30355 
 
30357 
 
80453 
30360 

18 
18 
 
 
10 
 
 
 
18 
 
 
18 
 
 
 
18 
14 
 
 
9 
 
10 
 
18 
18 
14 
 
14 
 
10 
10 
5 
5 
9 
 
 
 
14 
 
 
14 
 
 
 
10 
 
10 
 
5 
5

7.07 (30/10) 
9.9 (35/10) 
10.8 
12.56 (40/10) 
12.4 
14.1 
15.9 (45/10) 
19.6 (50/10) 
17.8 
22 
27.6 
28.26 (60/10) 
29.3 
38.2 
38.46 (70/10) 
48.3 
59.7 
74.9 
93.3 
116 
146 
182 
 
22 
34.4 
43.1 
54.6 
75.5 
93.3 
117 
148 
181.6 
228 
17.8 
22 
27.8 
34.4 
37.7 
43.1 
54.6 
58.9 
69.3 
80 
88 
59.7 
116.2 
75.5 
147.1 
181.6 
228

sErTissAGE 
hExAGOnAL 
 
 
 
Ju 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
JL - Cn2AA 
Cn2Au. - CnAA 
- AbT. - Cb  
CbO. - rdb 
qn2Au. - AT 
- Ab - Ar - Lr 
- ALr 
 
 
ALu. CrimpinG 
JAr - JALr - JLr 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ALuminum 
CrimpinG

E54 
E68 
 
 
E72 
 
 
 
E83 
 
 
E100 
 
 
 
E120 
E173 
 
 
E215 
 
E230 
 
E100 
E120 
E140 
 
E173 
 
E210 
E230 
E250 
E280 
E120 
 
 
 
E140 
 
 
E173 
 
 
 
E210 
 
E230 
 
E250 
E280

Lv
/h

v 
bA

rE
 O

vE
rh

EA
d 

Li
n

E
C

O
pp

Er
 C

O
n

du
C

TO
rs
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O
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/s

TE
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 C
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C
O

dE

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

80389 
30346 
 
 
30347 
 
 
 
30348 
 
 
80390 
 
 
 
80152 
30353 
 
 
30580 
 
30357 
 
80390 
80152 
30352 
 
30353 
 
30355 
30357 
30250 
30360 
30351 
 
 
 
30352 
 
 
30353 
 
 
 
30355 
 
30357 
 
80453 
30360

18 
18 
 
 
10 
 
 
 
18 
 
 
18 
 
 
 
18 
14 
 
 
9 
 
10 
 
18 
18 
14 
 
14 
 
10 
10 
5 
5 
9 
 
 
 
14 
 
 
14 
 
 
 
10 
 
10 
 
5 
5 
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E 

sE
T p

A
rT

 №
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E 
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A
rT
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A
dA

pT
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r

C130-xx 
bpE130 
 
bpp130x 
xC130-xx

h130 
 
 
bpp130u 
xh130

A
12
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: 8
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80

A
12
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: 8

58
80

hExAGOnAL  
CrimpinG

sECTiOn 
(mm²)
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31047 
 
 
 
 
31044 
 
 
 
31047 
 
31044 
 
 
 
 
 
 
 
 
 
 
31231 
31232 
31226 
31114 
31115 
31098 
 
31099 
 
31100 
 
31101 
 
31102 
 
31103 
 
31233

5 
 
 
 
 
5 
 
 
 
5 
 
5 
 
 
 
 
 
 
 
 
 
 
12 
12 
12 
12 
12 
12 
 
12 
 
12 
 
12 
 
12 
 
12 
 
12

17.8 
22 
27.8 
34.4 
43.1 
37.7 
54.6 
69.3 
88 
58.9 
80 
59.7 
75.5 
116.2 
147.1 
181.6 
228 
 
 
 
 
 
6 
10 
16 
25 
35 
50 
 
70 
 
95 
 
120 
 
150 
 
185 
 
240 
 
300 
400 
500 
630

sErTissAGE 
hExAGOnAL 
 
 
 
JAr - JALr - JLr 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
sTEEL 
CrimpinG 
 
 
 
 
 
 
 
 
 
 
 
 
 
misE Au rOnd 
 
 
 
 
 
 
 
 
 

E54 
 
 
 
 
E72 
 
 
 
E100 
 
E120 
 
 
 
E135 
E160 

d31 
bpE031 
bpL031

Lv
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v 
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E
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r 
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m
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m
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m
)

w
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m
)

w
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 (m

m
)

w
id

Th
 (m

m
)

02436 
 
 
 
 
02486 
 
 
 
02393 
 
02488

02625 
 
 
 
 
02627 
 
 
 
02622 
 
 
 
 
 
 
 
 
 
 
 
 
 
02637 
02638 
02639 
02640 
02641 
 
02642 
 
02643 
 
02644 

5 
 
 
 
 
5 
 
 
 
5 
 
5

5 
 
 
 
 
5 
 
 
 
5 
 
 
 
 
 
 
 
 
 
 
 
 
 
9 
9 
9 
9 
9 
 
9 
 
9 
 
9

d36 
bpE036 
bpL036

d51 
bpE055 
bpL055 
 
xd51

84176 
 
 
 
 
84178 
 
 
 
84168 
 
84169 
 
 
 
 
 
 
 
 
 
 
 
 
 
84134 
84135 
84136 
 
84137 
 
84138 
 
84139 
 
84140 
 
84141 
 
84142

d62 
bpE062 
bpL062 
bpp062 
xd62

5 
 
 
 
 
5 
 
 
 
5 
 
5 
 
 
 
 
 
 
 
 
 
 
 
 
 
35 
35 
35 
 
35 
 
35 
 
35 
 
35 
 
35 
 
35

84176 
 
 
 
 
84178 
 
 
 
84168 
 
84169 
 
 
 
 
 
 
 
 
 
 
 
 
 
84134 
84135 
84136 
 
84137 
 
84138 
 
84139 
 
84140 
 
84141 
 
84142

d80 
 
 
bpp080

5 
 
 
 
 
5 
 
 
 
5 
 
5 
 
 
 
 
 
 
 
 
 
 
 
 
 
35 
35 
35 
 
35 
 
35 
 
35 
 
35 
 
35 
 
35
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T p

A
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30345 
 
 
 
 
30347 
 
 
 
30349 
 
30351 
 
 
 
 
 
 
 
 
 
 
 
 
 
84134 
84135 
84136 
30518 
84137 
30519 
84138 
30520 
84139 
30521 
84140 
30522 
84141 
30523 
84142 
30524 
80449

10 
 
 
 
 
10 
 
 
 
10 
 
9 
 
 
 
 
 
 
 
 
 
 
 
 
 
35 
35 
35 
60 
35 
60 
35 
60 
35 
70 
35 
70 
35 
75 
35 
75 
60

17.8 
22 
27.8 
34.4 
43.1 
37.7 
54.6 
69.3 
88 
58.9 
80 
59.7 
75.5 
116.2 
147.1 
181.6 
228 
 
 
 
 
 
6 
10 
16 
25 
35 
50 
 
70 
 
95 
 
120 
 
150 
 
185 
 
240 
 
300 
400 
500 
630

sErTissAGE 
hExAGOnAL 
 
 
 
JAr - JALr - JLr 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
sTEEL 
CrimpinG 
 
 
 
 
 
 
 
 
 
 
 
 
 
misE Au rOnd 
 
 
 
 
 
 
 
 
 

E54 
 
 
 
 
E72 
 
 
 
E100 
 
E120 
 
 
 
E135 
E160 

Lv
/h

v 
bA

rE
 O

vE
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d 

Li
n

E
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O
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 O
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A
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m
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O
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w
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Th
 (m

m
)

w
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Th
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m
)

30345 
 
 
 
 
30347 
 
 
 
30349 
 
30351 
 
 
 
80452 
 
 
 
 
 
 
 
 
 
84134 
84135 
84136 
30518 
84137 
30519 
84138 
30520 
84139 
30521 
84140 
30522 
84141 
30523 
84142 
30524 
80449 
 

10 
 
 
 
 
10 
 
 
 
10 
 
9 
 
 
 
5 
 
 
 
 
 
 
 
 
 
35 
35 
35 
60 
35 
60 
35 
60 
35 
70 
35 
70 
35 
75 
35 
75 
60

di
E 

sE
T p

A
rT

 №

di
E 

sE
T p

A
rT

 №

sECTiOn  
(mm²)

C130-xx 
bpE130 
 
bpp130x 
xC130-xx

h130 
 
 
bpp130u 
xh130

A
dA

pT
O

r
A

12
d2

: 8
58

80
A

12
d2

: 8
58

80

hExAGOnAL 
CrimpinG

prE- 
rOundinG
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31326 
31234 
31121 
 
31124 
 
31122 
77488 
31123 
31123 
31124 
31122 
31235 
31121 
31236 
31125 
31237 
31113 
31339 
31340

5 
5 
5 
 
5 
 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5

02402 
02394 
02395 
 
02396 
 
02397 
 
02398 
02399 
02400 
02401 
 
02403 
 
02512

5 
5 
5 
 
5 
 
5 
 
5 
5 
5 
5 
 
4 
 
4

4 
6 
10 
 
16 
 
25 
 
35 
50 
70 
95 
 
120 
 
150 
 
185 
240 

 
 
 
 
 
 
 
 
25 
35 
50 
70 
 
 
 
95&120 
 
150 
185 
240 

copper     alu.

 
 
 
 
 
din 48.083 KZ 4 

KZ 5 
KZ 6 
KZ 7 
KZ 8 
KZ 9 
KZ 10 
KZ 11 
KZ 12 
KZ 14 
KZ 16 
KZ 18 
KZ 19 
KZ 20 
KZ 21 
KZ 22 
KZ 23 
KZ 25 
KZ 28 
KZ 32 

sECTiOn 
(mm²) C

O
dE

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

w
id

Th
 (m

m
)

02495 
02513 
02521 
 
02526 
 
02527 
 
02552 
02455 
02421 
02558 
 
 
 
 
 
 
 

5 
5 
5 
 
5 
 
5 
 
5 
5 
5 
5 
 
 
 
 
 
 
 

 
 
84121 
84190 
84122 
84191 
84123 
84200 
84124 
84125 
84126 
84127 
 
84128 
 
84129 
 
84130 
84131 
84133 

 
 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
 
5 
 
5 
 
5 
5 
5

 
 
84121 
84190 
84122 
84191 
84123 
84200 
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KZ 6 
KZ 7 
KZ 7 
KZ 8 
KZ 9 
KZ 9 
KZ 10 
KZ 12 
KZ 13 
KZ 14 
KZ 15 
KZ 16 
KZ 17 
KZ 18 
KZ 19 
KZ 20 
KZ 21 
KZ 22 
KZ 25 
KZ 27 
KZ 28 
KZ 30 
KZ 32 
KZ 34 
KZ 38 
KZ 38 
KZ 40 
KZ 42 
KZ 44 
KZ 46 
KZ 52 
KZ 58 
KZ 60 

10 
 
 
16 
 
 
25 
35 
 
50 
 
70 
 
95 
 
120 
 
150 
185 
 
240 
 
300 
 
400 
 
 
500 
630 
manchon acier 
800 
1000

From KZ 28 size, crimps to be done with C-shaped tools 38 mm stroke.
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COnnECT
Crimp
punCh
vAriOus AppLiCATiOns 
Thanks to our know how in hydraulic toolings, we developped 
different adapted and effective application solutions.

>  Don't hesitate to consult us for any specific request.
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ES51

Po50 (PuNCHING TooL)

mk31 (SLEEVING TooL)

BPP1301 (SLEEVING TooL)

BCP20R (REBAR CuTTER)

BPP50o (oPENED HEAD)

BPP50F (CLoSED HEAD)

p.100

p.101

p.102

p.103

p.104

p.106

p.107

p.108

sp
Ec
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l 

to
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ls
d

iE
lE
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(SETTING TooL  
FoR CRImPING NuTS)

TooLS CoNTRoL
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ADjuSTABLE STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

0 to 7 mm 
 
50 kN 
 
380 × 135 × 55 
 
2.660 kg

Es51
hand hydrauliC
SETTING TooL FoR CRImPING NuTS

pOwErfuL, sTurdy & hAnd TOOL
The hydraulic force of this hand tool enables the setting of all crimping 
nuts types (flat head nuts, countersunk nuts, alu...) from m6 to m16.

funCTiOnAL TOOL
– 1 draw stud + 1 anvil per nut thread (common counter-nut).
– Adjustment of the stroke by alu ring.
– Unscrewing the nut by the wheel at handle extremity.

AuTOmATiC prEssurE rELEAsE
– With audible "clic".
– Piston retraction by release trigger.

DImENSIoNS (l × l × h in mm) 
 
wEIGHT 
 
PART №

560 × 180 × 100 
 
2.740 kg 
 
30172V (as option)

30146 
 

m16

Plates fastening
<

●

●

●

*  Possible on OTALU (Rivklé) and SIMAF (Serbloc) range only. Please check the charts from manufacturers of your crimping nuts to 
know the required stroke and to ensure that the nuts are compatible 
with the plate thickness. 

TyPE DRAw STuD PART № CouNTER NuT PART № ANVIL NoSE PART № PART № FoR ComPLETE SET
M6 
M8 
M10 
M12 
M14 
M16 *

30174 
30154 
30153 
30152 
30151 
30215

30175 
30150 
30149 
30148 
30147 
30214

30809 
30810 
30811 
30812 
30813 
30829

mIN. & mAX. THICkNESS oF PLATES FoR CRImPING NuTS (mm)

Diameter (Ø) 
M6 
M8 
M10 
M12 
M14

Countersunk nuts 
0.5 – 8 
0.5 – 10.5 
1 – 11 
1 – 10 
1.5 – 9

Flat head nuts 
1.5 – 9 
1.5 – 9 
1.5 – 9 
1.7 – 10.5 
3 – 9
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DImENSIoNS (l × l × h in mm) 
 
wEIGHT 
 
PART №

TIRANT Ø 19 mm ¾ 
 
TIRANT Ø 9,5 mm ⅜

560 × 180 × 100 
 
2.740 kg 
 
30172V (as option)

PART № 30198 
 
PART № 30199

STRokE 
 
FoRCE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

21 mm 
 
50 kN 
 
350 × 130 × 55 
 
2.700 kg

pO50
hand hydrauliC
PuNCHING TooL

pOwErfuL TOOL
Although it is an hand tool, the hydraulic force enables punching  
of plates from all types of raw material and with large diameters.

EAsy & quiCk TO usE
To use with draw-studs of Ø 9,5 or 19 mm, and standard punches/dies.

rEmOvAbLE hAndLE
To  work in restrictive areas.

AuTOmATiC prEssurE rELEAsE
– With audible "clic".
– Piston retraction by release trigger.

Reduction sleeve,  
ring, and key:
> supplied with tool.
  

> List of punches/dies, on request.

●

●

mAX. THICkNESS oF PLATES (mm)
Diameters (Ø) 
Ø 96 
Ø 75 
Ø 60

Aluminum 
3 
3 – 3.5 
3.5 – 4

Steel 
2 – 2.5 
2.5 – 3 
3

Stainless steel 
1.5 
2 
2 – 2.5
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mk31
hand hydrauliC
SLEEVING TooL

– Applications in marine, building (architecture), adventure parks...

– Sleeving ensures quality, safety and long life expectancy (compared 
to manual splices or binding screws).

 
– Resistance to tensile force equal to wire break of load.  

TALURIT approved.

DImENSIoNS (l × l × h in mm) 
 
wEIGHT 
 
> Delivered with the tool.

350 × 260 × 85 
 
0.740 kg

FoRCE 
 
STRokE 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT

8 mm 
 
35 kN 
 
200 × 50 × 175 
 
1.540 kg

LiGhT & pOwErfuL TOOL
Hand tool, this crimper is sleeving ferrules up to m6. 

AuTOmATiC prEssurE rELEAsE
With audible "clic". 
Piston retraction by release trigger.

Exists on 18 V Li-Ion 
battery tool bpL031 & bpE031.
> Refer to pAGE 30 & 40

    standard die sets
< 12 mm die sets

– Number of die-set = number of ferrule (as per DIN 3093)
–  Flash-grooves

Cables sleeving as loop slings 
with alu. or copper ferrules. 

Not recommended for lifting.

<

Ø STEEL CABLES (mm) FERRuLE DIE-SET STANDARD wIDTH SLEEVING 12 mm wIDTH SLEEVING
0.9 – 1.1 
1.2 – 1.6 
1.7 – 2.1 
2.2 – 2.6 
2.7 – 3.1 
3.2 – 3.6 
3.7 – 4.2 
4.3 – 4.6 
4.7 – 5.5

1.5 
2 
2.5 
3 
3.5 
4 
4.5 
5 
6

m1.5 
m2 
m2.5 
m3 
m3.5 
m4 
m4.5 
m5 
m6

02438 
02440 
02442 
02444 
02472 
02446 
02474 
02448 
02450

1 
2 
2 
2 
2 
3 
4 
4 
5

 
02476 
02478 
02480 
02482 
02484

 
1 
1 
1 or 2 
2 
2
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–  Number of die set = number of ferrule (as per DIN 3093)
–  Flash-grooves

bpp1301
hydrauliC
SLEEVING TooL

Exists in manual version
 C130-26 nEO
> Refer to pAGE 23

–        Cables sleeving as loop slings with alu or copper ferrules. 
Not recommended for lifting.

–  Applications in marine, building (architecture), adventure parks...

– Sleeving ensures quality, safety and long life expectancy 
(compared to manual splices or binding screws)

– Resistance to tensile force equal to wire break of load.  
TALURIT approved.

FoRCE 
 
BATTERy 
 
CRImPING TImE 
 
BATTERy CAPACITy 
 
DImENSIoNS (l × l × h en mm) 
 
wEIGHT

130 kN 
 
18 V Li-Ion 4,0 Ah 
 
9 s 
 
150 crimps 
 
430 × 75 × 310 
 
6.500 kg

ErGOnOmiC & wELL-bALAnCEd TOOL

 
AdvAnCEd funCTiOns by ELECTrOniC CArd  
– On/off button
–  PLI for battery charge level, for crimp conformity, 

for maintenance
– USB connection for data analysis
– PLI lighting of the workplace

Ø STEEL CABLES (mm) FERRuLE DIE-SET PART № SLEEVING
0.9 – 1.1 
1.2 – 1.6 
1.7 – 2.1 
2.2 – 2.6 
2.7 – 3.1 
3.2 – 3.6 
3.7 – 4.2 
4.3 – 4.6 

1.5 
2 
2.5 
3 
3.5 
4 
4.5 
5 

m1.5 
m2 
m2.5 
m3 
m3.5 
m4 
m4.5 
m5 

30405 
30406 
30407 
30408 
30502 
30409 
30410 
30411 

1 
1 
1 
1 
1 
1 
1 
1 

Die sets  
m1.5 > m5

>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.
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bCp20r
hydrauliC battery operated
REBAR CuTTER

LiGhT & pOrTAbLE TOOL - BattEry 18 V 4.0 ah li-ion  
– Ideal for field use, height work...
– Limitation of musculo-skeleton disorders

mEChAniCAL sysTEm TO mAinTAin ThE rEbAr 
in ThE CuTTinG Axis
To avoid damages on blades.

inTErChAnGEAbLE bLAdEs, spECiAL TrEATmEnT
Easy to replace and use.

CLEAn CuT, without any risk for opErator
No sparks.

FoRCE 
 
BATTERy 
 
CuTTING TImE 
 
 BATTERy CAPACITy   Ø 10 mm 

 
Ø 16 mm

DImENSIoNS (mm) 

wEIGHT

130 kN 
 
18 V Li-Ion 4.0 Ah 
 
9 s 
 
200 cuts 
 
120 cuts 
 
430 × 90 × 310 
 
7 kg

PART № 
 
77531 
 
AC18220 
 
AC18012 
 
AB18LI400 
 
91846

DImENSIoNS (l × l × h in mm) 
 
594 × 494 × 149 
 
180 × 120 × 80 
 
180 × 120 × 80 
 
115 × 75 × 65

wEIGHT 
 
3.660 kg 
 
0.540 kg 
 
0.660 kg 
 
0.620 kg 

ACCESSoRIES 
 
Reinforced plastic case (as option) 
 
220 V EC plug fast charger (*) 
 
12 V light-cigar charger 
 
18 V 4.0 Ah Li-Ion battery 
 
Blades kit

Cutting of standard construction rebars  
frOm 4 TO 20 mm:

– Deformed bars, round steel bars
–  Chains
– Steel rods and threaded rods
> please contact us.

Blades kit
>

 (* possible with uk or us plug – 110 v)

NEW

●
●

>  Case and charger 
delivered with the tool.

>   
Accessories 
Refer to pAGE 57.
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 > Rebar cut with the battery operated tool bCp20r.

>  Case and charger 
delivered with the tool.

>   
Accessories 
Refer to pAGE 57.
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bpp050O*
battery operated hydrauliC  
DIELESS CRImPING TooL

* wiThOuT diEs what EVEr is thE sEction.

NEW

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 350 mCm lug (185 mm²)) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

32 mm 
 
50 kN 
 
5 to 7 s 
 
340 crimps 
 
430 × 335 × 75 
 
6.100 kg

4 indEnT CrimpinG Cu/AL 

10 > 240 mm²

rOTATivE hEAd
360°

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

insuLATEd hEAd 
> As an option

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg

>   Also available in mini pistol bpE050O: 
 
LiGhTEr & smALLEr 
simpLE hydrAuLiC sysTEm 
sTrOnG, wiThOuT ELECTrOniC 
Refer to pAGE 26

●

Tool designed for crimping of lugs and sleeves on multistrands cables.

OpEn 
TypE
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* wiThOuT diEs what EVEr is thE sEction.

bpp050f*
battery operated hydrauliC  
DIELESS CRImPING TooL

NEW

STRokE 
 
FoRCE 
 
CRImPING TImE (depending on section) 
 
BATTERy CAPACITy (for 350 mCm lug (185 mm²)) 
 
DImENSIoNS (l × l × h in mm) 
 
wEIGHT (with battery)

32 mm 
 
50 kN 
 
5 to 7 s 
 
 340 crimps 
 
450 × 340 × 75 
 
6.100 kg

4 indEnT CrimpinG 

6 > 400 aluminum 
6 > 300 copper

rOTATivE hEAd
360°

2 spEEds hydrAuLiC sysTEm 
For a fast advance.

DImENSIoNS (mm) 
 
wEIGHT 
 
>  Case and charger delivered with the tool.

>                           accessories 
Refer to pAGE 56 – 57.

471 × 415 × 116 
 
2.050 kg

>   Also available in mini pistol bpE050f: 
 
LiGhTEr & smALLEr 
simpLE hydrAuLiC sysTEm 
sTrOnG, wiThOuT ELECTrOniC 
Refer to pAGE 26

>  New design of the head, lighter, 
thiner and more ergonomic.

Tool designed for crimping of lugs and sleeves on multistrands cables.

●

fLip TOp 
TypE



tools  
COnTrOL
The pressure gauges & manometers are precision measuring 
instruments that are used to check compliance of the force 
developed by a tool or an hydraulic source, within just a few 
minutes.

>  Periodic control of all your hydraulic tools is necessary to 
guarantee the force developed by these tools and therefore, their 
ability to perform the work to which they are dedicated.

>  Quick and easy control, without dismantling the tool.
>  Each model is adapted to the type of tool to be checked and the 

measuring range.
>  Needle pressure gauge: the tool pressure is checked and is 

compliant when the needle is located within the green range at the 
moment of release.

>  Digital pressure gauge - recommended for                              tools:  
used to read peak values (maximum value reached by the tool).  
To read the control, see the cross-reference table provided.

>  All our pressure gauges and manometers are delivered in a 
carrying case, with a calibration certificate.

>  To check tools other than those stated below, please contact us.

manomEtErs fOr pOwEr pACks
used to check calibration of an hydraulic source. It is connected 
directly onto the hose, in place of the hydraulic head.

GHA702, BGH700, PHE705, PHE706, PHP700
– PART № 82812-BAR or 82812-PSI

prEssurE gaugEs fOr CrimpinG TOOL
used to check the calibration of manual and battery operated 
crimping tools. 

>   Fitted directly into the tool head, if necessary, equipped with 
special adapters (included).

D31, D31-Elec     BPE031, BPL031
– PART № 300342    – 300342-DIG
D36, D36-Elec    BPE036, BPL036
– PART № 300436     – 300436-DIG
D62, D62-Elec    BPL062, BPP062
– PART № 300234    – 300234-DIG
C130, C130-Elec, H130, H130-Elec   BPP130
– PART № 30910-1    – 30910-DIG

>  By removing the tool head.

D51, D55 Elec    BPE055, BPL055 
– PART № 300405   – 300405-DIG
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discoVEr our 
EArTh bOndinG sysTEm

>  A 20 pages book explaining Dubuis's Earth Bonding system, 
an innovative method for setting a secure fixing with a reliable 
electrical connection. The earth bond offers an equipotential 
link between a structure and equipment, and allows the 
passage of high intensity current in case of short-circuit.

duBuis, it's also:

Earth bonds allow equipotentiality 
between 2 metal structures or devices 
(rolling stock, transformers, windmills, 
offshore platform, cars...).

rolling stock automotive

EArTh bOnds
for a rEliaBlE ElEctrical connEction

ship building
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www.dubuis.com

Dubuis offers a full range of tooling
for contact wire maintenance,
during various operations.

CATEnAry
mAinTEnAnCE
TOOLs

railway

siGnALLinG,
rETurn Of TrACTiOn
CurrEnT
Thanks to the rail bond advantages, Dubuis
has provided solutions for the reliability of
connections. The regularity of traffic on all
rail networks equipped with this concept is
considerably improved.

Keys products :
-  Electrical connection to the rail with bond: 

Ø 8 mm M6 to Ø 22 mm M16 & setting tools PHxIN
- Rail drilling Machines & accessories

keys products:
- insulated pole piTm
-  double arch universal 

switch rod head Tpu2
-  tension detector : 

400 – 3 600 v & 25 000 v
-  rail foot clamp & temporary 

connection cable.

Find our full range of products
on the rail catalog available
on www.dubuis.com.
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EdiTOriAL
dubuis Company
brand history 
quality standards
researCh & development | innovation
produCtion
after sales serviCes | traininG
sales team
trade shows
 
mAnuAL hydrAuLiC TOOLs
mAnuAL hydrAuLiC CuTTinG TOOLs
CG25
CG40
CG55
CG85
mAnuAL hydrAuLiC CrimpinG TOOLs
d31
d36
d51
d62
d80
C130-26 | -32 | -38
h130 

     hydrAuLiC TOOLs
mini pisTOL TOOLs
bCe025G
bCe035i
bpe031
bpe036 
bpe055
bpe062
bpe130
in LinE TOOLs
bCl025G
bCl035i 
bpl031
bpl036
bpl055
bpl062
pisTOL TOOLs
bCp040G
bCp045G
bCp055G
bCp085G
bCp065i
bpp062
bpp080
bpp1301 | 02 | 03
bpp130u 
Crimp Control software
  batteries & CharGers
  aCCessories

hydrAuLiC pOwEr pACks
power paCk/head ConneCtion 
php700
phe705
phe706
bGh700
aCCessories 
fittinGs & flexible hoses

 hydrAuLiC hEAds
hydrAuLiC CuTTinG hEAds
xCG25
xCG40
xCG45
xCG55
xCG85
xCi35 
xCi65 
xCi95
hydrAuLiC CrimpinG hEAds
xd51
xd62
xC130-26 | 32 | 38
xh130
xh250
xh450
xu250

CrimpinG diE sETs
earth CirCuit & industrial network
lv insulated overhead line
lv/hv bare overhead line 
Copper or alu. seCtoral Cable 
lv underGround line 
die sets aCCordinG to DIN 48083 

 spECiAL TOOLs
es51
po50
mk31
bpp1301 - sleevinG
bCp130r 
hydrAuLiC CrimpinG diELEss TOOLs
bpp050o
bpp050f
TOOLs COnTrOL
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EnErGy On hAnd.

17 - 19 rue Jules Berthonneau
c.s. 73406 - Zi de Villebarou
41034 bLOis CEdEx
frAnCE

Tel.: +33 (0) 2 54 52 40 00
fax: +33 (0) 2 54 52 40 34
Email: commercial@dubuis.com
www.dubuis.com

lat. : n 47°36′30″ 
long. : E 01°18′15″
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