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HOUSING
 - Housing is die-formed  steel
 - Corrosion and scratch resistant
 - Flush door with clam latches that hinges form either side
 - Equipped with earthquake clips
 - Easy access plate for quick wiring
 - Available in 2x2 and 2x4 size housings

ELECTRICAL
 - Quad Tap (QT) - 120/208/240/277V
 - Dimmable driver standard
 - 347-480V available

OPTICAL SYSTEM
 - .100 Acrylic prismatic lens standard (multiple lenses available)
 - 60,000 hours @ L70
 - CRI >82
 - Offered in 30K, 35K, 40K, 50K

Side

End

2x4 View

MODEL#      Size     Lumens
RT4-14X22L-QT-* 1X4  2,810 Lumens
RT4-14X30L-QT-* 1X4  3,585 Lumens
RT4-14X35L-QT-* 1X4  4,090 Lumens
RT4-14X40L-QT-* 1X4  4,590 Lumens
RT4-14X48L-QT-* 1X4  5,385 Lumens
RT4-14X57L-QT-* 1X4  6,370 Lumens

RT4-22X20L-QT-* 2X2  2,300 Lumens
RT4-22X24L-QT-* 2X2  2,600 Lumens
RT4-22X28L-QT-* 2X2  3,000 Lumens
RT4-22X35L-QT-* 2X2  3,600 Lumens
RT4-22X45L-QT-* 2X2  4,470 Lumens

RT4-24X32L-QT-* 2X4  3,970 Lumens
RT4-24X35L-QT-* 2X4  4,345 Lumens
RT4-24X45L-QT-* 2X4  5,500 Lumens
RT4-24X48L-QT-* 2X4  5,900 Lumens
RT4-24X57L-QT-* 2X4  6,735 Lumens
RT4-24X62L-QT-* 2X4  7,000 Lumens
RT4-24X72L-QT-* 2X4  8,700 Lumens
*Specify Color; 30K, 35K, 40K, 50K

OPTIONS
EM5 -   5W EM Ballast (650 Lumens)
EM7 -   7W EM Ballast (900 Lumens)
EM10 -   10W EM Ballast (1300 Lumens)
NL -   No Lens (.100 Standard)
AL125 -   AL12 .125 Lens (.100 Standard)
AL156 -   AL19 .156 Lens (.100 Standard)
NFL -   No Frame/Lens (.100 Standard)
CL -   Clear .100 Lens (Prismatic Acrylic Standard)
CL125 -   Clear .125 Lens (Prismatic Acrylic Standard)
SW -   Smooth White .100 Lens
SL1 -   Parabolic Louver (1/2" x 1/2" x 3/8")
SL2 -   Parabolic Louver (3/4" x 3/4" x 3/8")
SL3 -   Parabolic Louver (11/2" x 11/2" x 1")
WL1 -   White Parabolic Louver (1/2" x 1/2" x 3/8")
FL -   High Optic Frosted Lens
FA -   Flush Aluminum
G3 -   Triple Gasketing
WP6 -   6' 3-wire Whip
480V -   347-480V Driver
MOCS -   Microwave Occupancy Sensor
10YR -   10 Year Warranty

CODE COMPLIANCE
 - cETLus Listed
 - Meets UL Requirements
 - ARRA Compliant
 - RoHS Compliant
 - Meets DLC Requirements

WARRANTY
 - 5 Year
 - 10 Year Warranty available

Model A B
1x4 12” 477/8”

2x2 233/4” 233/4”

2x4 233/4” 473/4”


